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PREFACE 

These  Elementary  Lessons  have  now  been  largely  re- 
written. The  considerable  changes  made  have  l)een 
necessitated  not  only  by  the  progress  of  the  science  but 
by  the  piracy,  covert  as  well  as  open,  to  which  since  its 
appearance  in  1881  the  book  has  been  subjected. 

In  the  thirteen  years  which  have  elapsed  much  addi- 
tion has  been  made  to  our  knowledge,  and  many  points 
then  in  controversy  have  been  settled.  The  system  of 
electric  units,  elaborated  first  by  the  British  Association 
and  subsequently  in  several  International  Congresses,  is 
now  legalized  in  the  chief  civilized  countries.  New  mag- 
netic surveys — in  England  by  Thorpe  and  Riicker,  in 
the  United  States  under  Mendenhall — have  enabled  new 
magnetic  charts  to  be  prepared  for  the  epoch  1900  A.D. 
The  researches  of  Ewing,  Hopkinson,  and  others  on  the 
magnetic  properties  of  iron,  and  the  general  recognition 
of  the  principle  of  the  magnetic  circuit,  have  advanced 
the  science  of  magnetism,  to  which  also  Ewing's  molecular 
theory  has  given  an  added  interest.  The  properties  of 
alternate  currents,  of  which  in  1881  little  was  kiiown, 
have  been  forced  into  study  by  the  extension  of  their 
industrial    uses    in   telephony   and    in    electric   lighting. 


Vlil  ELECTRICITY  AND  MAGNETISM 

Entirely  new  is  the  use  of  polyphase  alternate  currents  and 
rotatory  magnetic  fields  for  the  electric  transmission  of 
power.  Transformers  have  come  into  extensive  employ- 
ment for  the  distribution  at  low  pressure  of  electric 
energy  which  has  been  transmitted  from  a  generating 
station  at  high  pressure.  Accumulators  for  the  storage 
of  electric  energy  have  become  of  great  commercial  im- 
portance. Electric  lamps,  large  and  small,  illuminate  in 
millions  our  cities,  towns,  villages,  and  ships.  Electric 
currents  for  lighting  and  power  are  now  supplied  publicly 
on  a  very  large  scale  from  central  stations  operated  by 
steam  or  water  power.  Supply -meters  are  in  regular 
use,  and  measuring  instruments  of  many  forms  have  come 
into  the  market. 

Along  with  these  advances  in  practice  there  has  been  a 
no  less  striking  progress  in  theory.  The  ideas  of  Faraday, 
as  enlarged  and  developed  by  Clerk  Maxwell,  were  in  1881 
only  beginning  to  be  understood  and  appreciated  outside 
a  narrow  circle.  In  1894,  thanks  largely  to  the  labours 
of  Heaviside,  Hertz,  Lodge,  Poynting,  Fitzgerald,  Boltz- 
mann,  Poincard,  and  others,  they  are  everywhere  accepted. 
In  1881  Maxwell's  electromagnetic  theory  of  light — a 
conception  not  less  far-reaching  than  the  theory  of  the 
conservation  of  energy — was  deemed  of  doubtful  prob- 
ability :  it  was  not  yet  accepted  by  such  great  masters 
as  Lord  Kelvin  or  Von  Helmholtz.  Though  adopted  by 
the  younger  generation  of  British  physicists,  it  needed  the 
experimental  researches  of  Hertz  and  of  Lodge  upon  the 
propagation  of  electric  waves  \p  demonstrate  its  truth  to 
their  brethren  in  Germany,  France,  and  America.  Even 
now,  after  the  most  convincing  experimental  verifications 
of  MaxwelPs  splendid  generalization  that  light-waves  are 
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really  electric  waves,  many  of  the  logical  consefiuences  of 
Maxwell's  teaching  are  still  ignored  or  misunderstood. 
It  is  still,  to  many,  a  hard  saying  that  in  an  electric 
circuit  the  conducting  wire  though  it  guides  does  not 
carry  the  energy  ;  that  the  energy -paths  lie  outside  in 
the  surrounding  medium,  not  inside  within  the  so-called 
conductor.  That  the  guttapercha  sheath,  and  not  the 
copper  wire  within  it,  is  the  actual  medium  which  con- 
veys the  impulse  from  one  side  of  the  Atlantic  to  the 
other  in  cable- telegraphy,  is  still  incredible  to  those 
brought  up  in  the  older  school  of  thought.  But  it  is 
none  the  less  a  necessary  consequence  of  the  views 
which  the  inescapable  logic  of  facts  drove  Maxwell  and 
his  followers  to  adopt. 

This  expansion  of  the  science  and  of  its  practical 
applications  has  rendered  more  difficult  than  before  the 
task  of  presenting  with  sufficient  clearness,  yet  with 
necessary  brevity,  an  elementary  exposition  of  the  lead- 
ing phenomena,  and  of  their  relations  to  one  another. 

The  author  is  under  obligations  to  many  scientific 
friends  for  data  of  which  he  has  made  use.  He  is  under 
special  obligations  to  his  assistant,  Mr.  Miles  Walker,  for 
indefatigable  proof-reading  and  revision  of  the  Problems 
and  Index. 


London,  September  1894. 
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CHAPTER   I 

FRICTIONAL    ELECTRICITY 

Lesson  I. — Electric  Attraction  atid  Repulsion 

1.  Electricity. — Electricity  is  the  name  given  to  an 
invisible  agent  known  to  us  only  by  the  effects  which  it 
produces  and  by  various  manifestations  called  electrical. 
These  manifestations,  at  first  obscure  and  even  mysterious, 
are  now  well  understood,  though  little  is  yet  known  of 
the  precise  nature  of  electricity  itself.  It  is  neither 
matter  nor  energy  ;  yet  it  apparently  can  be  associated 
or  combined  with  matter  ;  and  energy  can  be  spent  in 
moving  it.  Indeed  its  great  importance  to  mankind 
arises  from  the  circumstance  that  by  its  means  energy 
spent  in  generating  electric  forces  in  one  part  of  a  system 
can  be  made  to  reappear  as  electric  heat  or  light  or  work 
at  some  other  part  of  the  system  ;  such  tranafeT  oi  ^ivet^ 
taking  place  even  to  very  great  distances  at  au  eTio\ixvQ>wa 
speed      Electricity  is  apparently    as    indeslxwcWXA.^   «^ 
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matter  or  as  energy.  It  can  neither  be  created  nor 
destroyed,  but  it  can  be  transformed  in  its  relations  to 
matter  and  to  energy,  and  it  can  be  moved  from  one  place 
to  another.  In  many  ways  its  behaviour  resembles  that 
of  an  incompressible  liquid ;  in  other  ways  that  of  a 
highly  attenuated  and  weightless  gas.  It  appears  to  exist 
distributed  nearly  uniformly  throughout  all  space.  Many 
persons  (including  the  author)  are  disposed  to  consider  it 
as  identical  with  the  luminiferous  ether.  If  it  be  not  the 
same  thing,  there  is  an  intimate  relation  between  the  two. 
That  this  must  be  so,  is  a  necessary  result  of  the  great 
discovery  of  Maxwell — the  greatest  scientific  discovery  of 
the  nineteenth  century — that  light  itself  is  an  electric 
phenomenon,  and  that  the  light-waves  are  merely  electric, 
or,  as  he  put  it,  electromagnetic  waves. 

The  name  electricity  is  also  given  to  that  branch  of 
science  which  deals  with  electric  phenomena  and  theories. 
The  phenomena,  and  the  science  which  deals  with  them, 
fall  under  four  heads.  The  manifestations  of  electricity 
when  standing  still  are  different  from  those  of  electricity 
moving  or  flowing  along :  hence  we  have  to  consider 
separately  the  properties  of  (i.)  statical  charges,  and  those 
of  (ii.)  currents.  Further,  electricity  whirling  round  or  in 
circulation  possesses  properties  which  were  independently 
discovered  under  the  name  of  (iii.)  Tnagnetism,  Lastly, 
electricity  when  in  a  state  of  rapid  vibration  manifests 
new  properties  not  possessed  in  any  of  the  previous  states, 
and  causes  the  propagation  of  (iv.)  waves.  These  four 
branches  of  the  science  of  electricity  are,  however,  closely 
connected.  The  object  of  the  present  work  is  to  give  the 
reader  a  general  view  of  the  main  facts  and  their  simple 
relations  to  one  another. 

In    these    first    lessons   we    begin    with    charges   of 

electricity,  their  production  by  friction,  by  influence,  and 

by  various  other  means,  and  shall  study  them  mainly  by 

Ihe  2z?anifestations  of  attraction  and  repulsion  to  which 

£Aejr  give  rise.     After  that  we  go  on  to  ma^«t\s>m  and 
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currents,  and  the  relations  between  them.    The  Buhject  of 
electric  waves  is  briefly  discussed  at  the  end  of  the  hook. 

2.  Etleotrio  Attraction. — If  ;ou  take  a  piece  of 
sealing-wax,  or  of  resin,  or  a  glass  rod,  and  rub  it  upon  a. 
piece  of  flannel  or  silk,  it  will  be  found  to  have  acquired 
a  property  which  it  did  not  previously  possess  ;  namely, 
the  power  of  attracting  to  itself  such  light  bodies  as  chaff, 
or  dust,  or  bits  of  paper  (Fig.  1).      This  curious  power 


was  originally  discovered  to  be  i  property  of  amber  or 
as  the  Greeks  called  it  r^KcKrpov  which  is  mentioned  by 
Thales  of  Miletus  (bc  600)  and  by  Theophrantus  m  hia 
treatise  on  Gems  an  attratting  l^ht  bodies  when  rubbed 
Although  an  enormous  number  of  substances  po<«ess  this 
property  amber  and  jct  wire  the  onlj  two  m  ■Vi\iYc\i\\a 
existence  had  been  reccg-njaed  bj  the  ancienta,  qt  tNcn. 
down  to  so  late  a  date  as  lie  time  of  Qaeen  'E.\ua.\ft''^ 
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About  the  year  1600,  Dr.  Gilbert  of  Colchester  discovered 

by  experiment  that  not 
only  amber  and  jet,  but  a 
very  large  number  of  sub- 
stances, such  as  diamond, 
sapphire,  rock-crystal,  glass, 
sulphur,  sealing-wax,  resin, 
etc.,  which  he  styled  elec- 
tricSy*  possess  the  same  pro- 
perty. Ever  since  his  time 
the  name  electricity  f  has 
been  employed  to  denote  the 
agency  at  work  in  produc- 
ing these  phenomena.  Gil- 
bert also  remarked  that  these 
experiments  are  spoiled  by 
the  presence  of  moisture. 
3.  Further  Experiments. — A  better  way  of  observ- 
ing the  attracting  force  is  to  employ  a  small  ball  of  elder 
pith,  or  of  cork,  hung 
by  a  fine  thread  from  a 
support,  as  shown  in 
Fig.  2.  A  dry  warm 
glass  tube,  excited  by 
rubbing  it  briskly  with 
a  silk  handkerchief, 
will  attract  the  pith- 
ball  strongly,  showing 
that  it  is  highly  electri- 
fied. The  most  suitable 
rubber,  if  a  stick  of 
sealing  -  wax  is  used, 
will  be  found  to  be 
flannel,  woollen  cloth,  or,  best  of  all,  fur.    Boyle  discovered 

*  "Electrica;  quae  attrahimt  eadem  ratione  ut  electrum  "  (Gilbert). 
f  The  first  work  in  which  this  term  was  used  is  that  of  Robert  Boyle, 
^%?  fA€  Mechanical  Production  qf  Electricity ,  pubWaVied  at  Oxtotd  m  1675. 
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that  an  electrified  body  is  itself  attracted  by  one  that 
has  not  been  electrified.  This  may  be  verified  (see 
Fig.  3)  by  rubbing  a  stick  of  sealing-wax,  or  a  glass 
rod,  and  hanging  it  in  a  wire  loop  at  the  end  of  a  silk 
thread.  If,  then,  the  hand  be  held  out  towards  the 
suspended  electrified  body,  the  latter  will  turn  round 
and  approach  the  hand.  So,  agSin,  a  piece  of  silk  ribbon, 
if  rubbed  with  warm  indiarubber,  or  even  if  drawn 
between  two  pieces  of  warm  flannel,  and  then  hung  up 
by  one  end,  will  be  found  to  be  attracted  by  objects 
presented  to  it.  If  held  near  the  wall  of  the  room  it  will 
fly  to  it  and  stick  to  it.  With  proper  precautions  it  can 
be  shown  that  hotJi  the  rubber  and  the  thing  rubbed  are 
in  an  electrified  state,  for  both  will  attract  light  bodies  ; 
but  to  show  this,  care  must  be  taken  not  to  handle  the 
rubber  too  much.  Thus,  if  it  is  desired  to  show  that 
when  a  piece  of  fur  is  rubbed  upon  sealing-wax,  the  fur 
becomes  also  electrified,  it  is  better  not  to  take  the  fur  in 
the  hand,  but  to  cement  it  to  the  end  of  a  glass  rod  as  a 
handle.  The  reason  of  this  precaution  will  be  explained 
toward  the  close  of  this  lesson,  and  more  fully  in  Lesson 
IV. 

A  large  number  of  substances,  including  iron,  gold, 
brass,  and  all  the  metals,  when  held  in  the  hand  and 
rubbed,  exhibit  no  sign  of  electrification, — that  is  to  say, 
do  not  attract  light  bodies  as  rubbed  amber  and  rubbed 
glass  do.  Gilbert  mentions  also  pearls,  marble,  agate, 
and  the  lodestone,  as  substances  not  excited  electrically 
by  rubbing  them.  Such  bodies  were,  on  that  account, 
formerly  termed  non-electrics ;  but  the  term  is  erroneous, 
for  if  they  are  mounted  on  glass  handles  and  then  rubbed 
with  silk  or  fur,  they  behave  as  electrics. 

4.  Electric  Repulsion. — When  experimenting,  as 
in  Fig.  1,  with  a  rubbed  glass  rod  and  bits  of  chopped 
paper,  or  straw,  or  bran,  it  will  be  noticed   that  these 
little  bits  are  first  attracted  and  fly  up  toward?.  l\\ft  ^^c\\fe^ 
rod,  but  that,  having  touched  itj  they  axe  speedViy  tc^^^^ 
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and  fly  back  to  the  table.     To  show  this  repulsion  better, 
let  a  small  piece  of  feather  or  down  be  hung  by  a  silk 

thread  to  a  support,  and 
let  an  electrified  glass  rod 
be  held  near  it  It  will 
dart  towards  the  rod  and 
stick  to  it,  and  a  moment 
later  will  dart  away  from 
it,  repelled  by  an  invisible 
force  (Fig.  4),  nor  will  it 
again  dart  towards  the 
rod.  If  the  experiment 
be  repeated  with  another 
feather,  and  a  stick  of 
sealing-wax  rubbed  on. 
flannel,  the  same  efi*ects 
will  occur.  But,  if  now 
the  hand  be  held  towards 
the  feather,  it  will  rush 
toward  the  hand,  as  the  rubbed  body  (in  Fig.  3)  did. 
This  proves  that  the  feather,  though  it  has  not  itself  been 
rubbed,  possesses  the 
property  originally 
imparted  to  the  rod 
by  rubbing  it.  In 
fact,  it  has  become 
electrified,  by  having 
touched  an  electrified 
body  which  has  given 
part  of  its  electricity 
to  it.  It  would  ap- 
pear then  that  two 
bodies  electrified  with 
the  same  electrifica- 
tion repel  one  an- 
other. This  may  be  confirmed  by  a  further  experiment. 
A  rubbed  glass  rod,  hung  up  as  in  Fig.  3,  is  repelled  by  a 


Fig.  4. 


Fig.  5. 
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similar  rubbed  glass  rod  ;  while  a  rubbed  stick  of  sealing- 
wax  is  repelled  by  a  second  rubbed  stick  of  sealing-wax. 
Another  way  of  showing  the  repulsion  between  two 
similarly  electrified  bodies  is  to  hang  a  couple  of  small 
pith-balls,  by  thin  linen  threads,  to  a  glass  support,  as 
in  Fig.  5,  and  then  touch  them  both  with  a  rubbed  glass 
rod.  They  repel  one  another  and  fly  apart,  insteatl  of 
hanging  down  side  by  side,  while  the  near  presence  of 
the  glass  rod  will  make  them  open  out  still  wider,  for 
now  it  repels  them  both.  The  self-repulsion  of  the  parts 
of  an  electrified  body  is  beautifully  illustrated  by  the 
experiment  of  electrifying  a  soap-bubble,  which  expands 
when  electrified. 

6.  Two  Kinds  of  Electrification.  —  Electrified 
bodies  do  not,  however,  always  repel  one  another.  The  ■ 
feather  which  (see  Fig.  4)  has  been  touched  by  a  rubbed 
glass  rod,  and  which  in  consequence  is  repelled  from  the 
rubbed  glass,  will  be  attracted  if  a  stick  of  rubbed  sealing- 
wax  be  presented  to  it ;  and  conversely,  if  the  feather  has 
been  first  electrified  by  touching  it  with  the  rubbed 
sealing-wax,  it  will  be  attracted  to  a  rubbed  glass  rod, 
though  repelled  by  the  rubbed  wax.  So,  again,  a  rubbed 
glass  rod  suspended  as  in  Fig.  3  will  be  attracted  by  a 
rubbed  piece  of  sealing-wax,  or  resin,  or  amber,  though 
repelled  by  a  rubbed  piece  of  glass.  The  two  pith-balls 
touched  (as  in  Fig.  5)  with  a  rubbed  glass  rod  fly  from 
one  another  by  repulsion,  and,  as  we  have  seen,  fly  wider 
asunder  when  the  excited  glass  rod  is  held  near  them  ; 
yet  they  fall  nearer  together  when  a  rubbed  piece  of 
sealing-wax  is  held  under  them,  being  attracted  by  it 
Symmer  first  observed  such  phenomena  as  these,  and 
they  were  independently  discovered  by  Du  Fay,  who 
suggested  in  explanation  of  them  that  there  were  two 
different  kinds  of  electricity  which  attracted  one  another, 
while  each  repelled  itself.  The  electricity  produced  on 
glass  by  rubbing  it  with  silk  he  called  vitreous  electtm^,^  ^ 
supposing^  though  erroneously,  that  glass  could  'ji^'ii  tvo 
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other  kind  ;  and  the  electricity  excited  in  such  substances 
as  sealing-wax,  resin,  shellac,  indiarubber,  and  amber, 
by  rubbing  them  on  wool  or  flannel,  he  termed  resinous 
electricity.  The  kind  of  electricity  produced  is,  however, 
found  to  depend  not  only  on  the  thing  rubbed  but  on  the 
rubber  also  ;  for  glass  yields  "  resinous "  electricity  when 
rubbed  with  a  cat's  skin,  and  resin  yields  "vitreous" 
electricity  if  rubbed  with  a  soft  amalgam  of  tin  and 
mercury  spread  on  leather.  Hence  these  names  have 
been  abandoned  in  favour  of  the  more  appropriate  terms 
introduced  by  Franklin,  who  called  the  electricity  excited 
upon  glass  by  rubbing  it  with  silk,  positive  electricity,  and 
that  produced  on  resinous  bodies  by  friction  with  wool  or 
fur,  negative  electricity.  The  observations  of  Symmer 
and  Du  Fay  may  therefore  be  stated  as  follows : — Two 
positively  electrified  bodies  apparently  repel  one  another : 
two  negatively  electrified  bodies  apparently  repel  one 
another  :  but  a  positively  electrified  body  and  a  negatively 
electrified  body  apparently  attract  one  another.  It  is 
now  known  that  these  effects  which  appear  like  a  repul- 
sion and  an  attraction  between  bodies  at  a  distance  from 
one  another,  are  really  due  to  actions  going  on  in  the 
mediv/m  between  them.  The  positive  charge  does  not 
really  attract  the  negative  charge  that  is  near  it ;  but 
both  are  urged  toward  one  another  by  stresses  in  the 
medium  in  the  intervening  space. 

6.  Simultaneous  Production  of  both  Electrical 
States. — Neither  kind  of  electrification  is  produced 
alone  ;  there  is  always  an  equal  quantity  of  both  kinds 
produced  ;  one  kind  appearing  on  the  thing  rubbed  and 
an  equal  amount  of  the  other  kind  on  the  rubber.  The 
clearest  proof  that  these  amounts  are  equal  can  be  given 
in  some  cases.  For  it  is  found  that  if  both  the  -  electricity 
of  the  rubber  and  the  +  electricity  of  the  thing  rubbed  be 
imparted  to  a  third  body,  that  third  body  will  show  no 
electrification  at  all,  the  two  equal  and  opposite  electrifica- 
tions having  exactly  neutralized  each  other.     A  simple 
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experiment  consists  in  rubbing  together  a  disk  of  sealing- 
wax  and  one  covered  with  flannel,  both  being  held  by 
insulating  handles.  To  test  them  is  required  an  insulated 
pot  and  an  electroscope,  as  in  Fig.  29.  If  either  disk  be 
inserted  in  the  pot  the  leaves  of  the  electroscope  wiU 
diverge  ;  but  if  both  are  inserted  at  the  same  time  the 
leaves  do  not  diverge,  showing  that  the  two  charges  on  the 
disks  are  equal  and  of  opposite  sign. 

In  the  following  list  the  bodies  are  arranged  in  such 
an  order  that  if  any  two  be  rubbed  together  the  one 
which  stands  earlier  in  the  series  becomes  positively 
electrified,  and  the  one  that  stands  later  negatively 
electrified  : — Fur,  wool,  ivory,  glass,  silk,  metals,  sulphur, 
iridiarmbher,  guttapercha,  collodion,  or  celluloid. 

7.  Theories  of  Electricity. — Several  theories  have 
been  advanced  to  account  for  these  phenomena,  but  all 
are  more  or  less  unsatisfactory.  Symmer  proposed  a 
"  two-fluid  "  theory,  according  to  which  there  are  two 
imponderable  electric  fluids  of  opposite  kinds,  which 
neutralize  one  another  when  they  combine,  and  which 
exist  combined  in  equal  quantities  in  all  bodies  until 
their  condition  is  disturbed  by  friction.  A  modification 
of  this  theory  was  made  by  Franklin,  who  proposed 
instead  a  "one -fluid"  theory,  according  to  which 
there  is  a  single  electric  fluid  distributed  usually  uniformly 
in  all  bodies,  but  which,  when  they  are  subjected  to 
friction,  distributes  itself  unequally  between  the  rubber 
and  the  thing  rubbed,  one  having  more  of  the  fluid,  the 
other  less,  than  the  average.  Hence  the  terms  positive 
and  negative,  which  are  still  retained  ;  that  body  which  is 
supposed  to  have  an  excess  being  said  to  be  charged  with 
positive  electricity  (usually  denoted  by  the  plus  sign  + ), 
while  that  which  is  supposed  to  have  less  is  said  to  be 
charged  with  negative  electricity  (and  is  denoted  by 
the  minus  sign  —  ).  These  terms  are,  however,  purely 
arbitrary,  for  in  the  present  state  of  science  we  do  not 
know  which  of  these  two  states  really  means  moit^  «jcA 
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which  means  less.  In  many  ways  electricity  behaves  as 
a  weightless  substance  as  incompressible  as  any  material 
liquid.  It  is,  however,  quite  certain  that  electricity  is  not 
a  material  fluid,  whatever  else  it  may  be.  For  while  it 
resembles  a  fluid  in  its  property  of  apparently  flowing 
from  one  point  to  another,  it  differs  from  every  known 
fluid  in  almost  every  other  respect.  It  possesses  no 
weight ;  it  repels  itself.  It  is,  moreover,  quite  impossible 
to  conceive  of  two  fluids  whose  properties  should  in  every 
respect  be  the  precise  opposites  of  one  another.  For 
these  reasons  it  is  clearly  misleading  to  speak  of  an 
electric  fluid  or  fluids,  however  convenient  the  term  may 
seem  to  be.  In  metals  and  other  good  conductors 
electricity  can  apparently  move  and  flow  quite  easily  in 
currents.  In  transparent  solids  such  as  glass  and  resin, 
and  in  many  transparent  liquids  such  as  oils,  and  in  gases 
such  as  the  air  (if  still,  and  not  rarefied),  electricity 
apparently  cannot  flow.  Even  a  vacuum  appears  to  be 
a  non  -  conductor.  In  the  case  of  all  non  -  conductors 
electricity  can  only  be  moved  by  an  action  known  as 
displacement  (see  Art  57). 

It  appears  then  that  in  metals  electricity  can  easily 
pass  from  molecule  to  molecule ;  but  in  the  case  of  non- 
conductors the  electricity  is  in  some  way  stuck  to  the 
molecules,  or  associated  with  them.  Some  electricians, 
notably  Faraday,  have  propounded  a  molecular  theory 
of  electricity,  according  to  which  the  electrical  states  are 
the  result  of  certain  peculiar  conditions  of  the  molecules 
of  the  surfaces  that  have  been  rubbed.  Another  view  is 
to  regard  the  state  of  electrification  as  related  to  the  ether 
(the  highly-attenuated  medium  which  fills  all  space,  and 
is  the  vehicle  by  which  light  is  transmitted),  which  is 
known  to  be  associated  with  the  molecules  of  matter. 
Some  indeed  hold  that  the  ether  itself  is  electricity  ;  and 
that  the  two  states  of  positive  and  negative  electrification 
are  simply  due  to  displacement  of  the  ether  at  the 
surfaces  of  bodies.     In  these  lessons  we  shall  avoid  as 
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far  as  possible  all  theories,  and  shall  be  content  to  use 
the  term  electricity. 

8.  Charge. — The  quantity  of  electrification  of  either 
kind  produced  by  friction  or  other  means  upon  the  surface 
of  a  body  is  spoken  of  as  a  cheursre,  and  a  body  when 
electrified  is  said  to  be  charged.  It  is  clear  that  there 
may  be  charges  of  different  values  as  well  as  of  either 
kind.  When  the  charge  of  electricity  is  removed  from 
a  charged  body  it  is  said  to  be  discharged.  Goo<l  con- 
ductors of  electricity  are  instantaneously  discharged  if 
touched  by  the  hand  or  by  any  conductor  in  contact  with 
the  ground,  the  charge  thus  finding  a  means  of  escaping 
to  earth  or  to  surrounding  walls.  A  body  that  is  not  a 
good  conductor  may  be  readily  discharged  by  passing  it 
rapidly  through  the  flame  of  a  spirit-lamp  or  a  candle  ; 
for  the  hot  gases  instantly  carry  off  the  charge  and  dis- 
sipate it  in  the  air. 

Electricity  may  either  reside  upon  the  surface  of  bodies 
as  a  charge,  or  flow  through  their  substance  as  a  cuireiit. 
That  branch  of  the  science  which  treats  of  the  laws  of  the 
charges,  that  is  to  say,  of  electricity  at  rest,  upon  the 
surface  of  bodies  is  termed  electrostatics,  and  is  dealt 
with  in  Chapter  IV.  The  branch  of  the  subject  which 
treats  of  the  flow  of  electricity  in  currents  is  dealt  with 
in  Chapter  III.,  and  other  later  portions  of  this  book. 

9.  Modes    of   representing    Electrification. — 
Several  modes  are  used  to  represent  the  electrification  of 
surfaces.     In  Figs.  6,  7,  and 
8  are  represented  two  disks,   ^ 
— A  covered   with  woollen 
cloth,    B    of  some   resinous 
body,  —  which    have    been 
rubbed    together  so  that  A 
has    become    positively,    B 
negatively    electrified.       In 
Fig.  6  the  surfaces  are  marked  with  ylm  {■\-)  and  miuu^ 

( — )  signsi     In  Fig.  7  dotted  lines  are  drawn  ^v\sX  oxjA&vi^ 
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the  positively  electrified  surface  and  just  within  the 
negatively  electrified  surface,  as  though  one  had  a  surplus 
and  the  other  a  deficit  of  electricity.  In  Fig.  8  lines  are 
drawn  across  the  intervening  space  from  the  positively 
electrified  surface  to  the  opposite  negative  charge.  The 
advantages  of  this  last  mode  are  explained  in  Art.  13. 

10.  Conductors  and  Insulators.  —  The  term 
"  conductors,"  used  above,  is  applied  to  those  bodies  which 
readily  allow  electricity  to  flow  through  them.  Roughly 
speaking,  bodies  may  be  divided  into  two  classes — those 
which  conduct  and  those  which  do  not ;  though  very 
many  substances  are  partial  conductors,  and  cannot  well 
be  classed  in  either  category.  All  the  metals  conduct 
well ;  the  human  body  conducts,  and  so  does  water.  On 
the  other  hand  glass,  sealing-wax,  silk,  shellac,  gutta- 
percha, indiarubber,  resin,  fatty  substances  generally, 
and  the  air,  are  non-conductors.  On  this  account 
these  substances  are  used  to  make  supports  and  handles 
for  electrical  apparatus  where  it  is  important  that  the 
electricity  should  not  leak  away  ;  hence  they  are  some- 
times called  insulators  or  isolators.  Faraday  termed 
them  dielectrics.  We  have  remarked  above  that  the 
name  of  non-electrics  was  given  to  those  substances  which, 
like  the  metals,  yield  no  sign  of  electrification  when  held 
in  the  hand  and  rubbed.  We  now  know  the  reason  why 
they  show  no  electrification  ;  for,  being  good  conductors, 
the  electrification  flows  away  as  fast  as  it  is  generated. 
The  observation  of  Gilbert  that  electrical  experiments 
fail  in  damp  weather  is  also  explained  by  the  knowledge 
that  water  is  a  conductor,  the  film  of  moisture  on  the 
surface  of  damp  bodies  causing  the  electricity  produced 
by  friction  to  leak  away  as  fast  as  it  is  generated. 

11.  Other  Electrical  Effects. — The  production  of 
electricity  by  friction  is  attested  by  other  effects  than 
those  of  attraction  and  repulsion,  which  hitherto  we  have 
assumed  to  be  the  test  of  the  presence  of  electricity. 
Otto  von  Guericke  first  observed  that  sparks  and  flashes 
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of  light  could  be  obtained  from  highly  electrified  bodies 
at  the  moment  when  they  were  discharged.  Such  sparks 
are  usually  accompanied  by  a  snapping  sound,  suggesting 
on  a  small  scale  the  thunder  accompanying  the  lightning 
spark,  as  was  remarked  by  Newton  and  other  early 
observers.  Pale  flashes  of  light  are  also  produced  by  the 
discharge  of  electricity  through  tubes  partially  exhausted 
of  air  by  the  air-pump.  Other  effects  will  be  noticed  in 
due  course. 

12.  Other  Sources  of  Electrification.  —  The 
student  must  be  reminded  that  friction  is  by  no  means 
the  only  source  of  electrification.  The  other  sources,  per- 
cussion, compression,  heat,  chemical  action,  physiological 
action,  contact  of  metals,  etc.,  will  be  treated  of  in  Lesson 
VIL  We  will  simply  remark  here  that  friction  between 
two  diflferent  substances  always  produces  electrical  separa- 
tion, no  matter  what  the  substances  may  be.  Symnier 
observed  the  production  of  electrification  when  a  silk 
stocking  was  drawn  over  a  woollen  one,  though  woollen 
rubbed  upon  wooUen,  or  silk  rubbed  upon  silk,  produces 
no  electrical  eflfect.  If,  however,  a  piece  of  rough  glass 
be  rubbed  on  a  piece  of  smooth  glass,  electrification  is 
observed  j  and  indeed  the  conditions  of  the  surface  play  a 
very  important  part  in  the  production  of  electrification  by 
friction.  In  general,  of  two  bodies  thus  rubbed  together, 
that  one  becomes  negatively  electrical  whose  particles  are 
the  more  easily  removed  by  friction.  Differences  of 
temperature  also  affect  the  electrical  conditions  of  bodies, 
a  warm  body  being  usually  negative  when  rubbed  on  a 
cold  piece  of  the  same  substance.  The  quantity  of 
electrification  produced  is,  however,  not  proportional  to 
the  amount  of  the  actual  mechanical  friction  ;  hence  it 
appears  doubtful  whether  friction  is  truly  the  cause  of 
the  electrification.  Something  certainly  happens  when 
the  surfaces  of  two  different  substances  are  brought  into 
intimate  contact,  which  has  the  result  tYiat  ^\vew  >iXi^"^ 
are  drawn  apart  they  are  found  (provided  at  \eaa\.  Qiii»  oil 
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them  is  a  non-conductor)  to  have  acquired  opposite 
charges  of  electrification  ;  one  surface  having  apparently 
taken  some  electricity  from  the  other.  But  these  opposite 
charges  attract  one  another  and  cannot  be  drawn  apart 
without  there  being  mechanical  work  done  upon  the 
system.  The  work  thus  spent  is  stored  up  in  the  act 
of  separating  the  charged  surfaces ;  and  as  long  as 
the  charges  remain  separated  they  constitute  a'  store 
of  potential  energy.  The  so-called  frictional  electric 
machines  are  therefore  machines  for  bringing  dissimilar 
substances  into  intimate  contact,  and  then  drawing  apart 
the  particles  that  have  touched  one  another  and  become 
electrical. 

If  the  two  bodies  that  are  rubbed  together  are  both 
good  conductors,  they  will  not  become  strongly  electrified, 
even  if  held  on  insulating  handles.  It  is  quite  likely, 
however,  that  the  heat  produced  by  friction,  as  in  the 
bearings  of  machinery,  is  due  to  electric  currents  generated 
where  the  surfaces  meet  and  slip. 

13.  Electric  Field.  —  Whenever  two  oppositely 
charged  surfaces  are  placed  near  one  another  they  tend 
to  move  together,  and  the  space  between  them  is  found 

to  be  thrown  into  a  peculiar  state  of  stress, 
as  though  the  medium  in  between  had 
been  stretched.  To  explore  the  space 
between  two  bodies  one  of  which  has  been 
positively  and  the  other  negatively  electri- 
'^'  '  fied,  we  may  use  a  light  pointer  (Fig.  9) 

made  of  a  small  piece  of  very  thin  paper  pierced  with 
a  hole  through  which  passes  a  long  thread  of  glass. 
It  will  be  found  that  this  pointer  tends  to  point 
across  from  the  positively  electrified  surface  to  the 
negatively  electrified  surface,  along  invisible  lines  of 
electric  force.  The  space  so  filled  with  electric  lines  of 
force  is  called  an  electric  field.  In  Fig.  8  A  and  B 
represent  two  bodies  the  surfaces  of  which  have  been 
electn&ed,  the  one  positively,  the  other  negatively.     In 
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the  field  between  them  the  electric  lines  pass  across  almost 
straight,  except  near  the  edges,  where  they  are  curved. 
Electric  lines  of  force  start  from  a  positively  charged 
surface  at  one  end,  and  end  on  a 
negatively  charged  surface  at  the 
other  end.  They  never  meet  or 
cross  one  another.  Their  direc- 
tion indicates  that  of  the  resultant 
electric  force  at  every  point 
through  which  they  pass.  The 
stress  in  the  medium  thus  mapped 
out  by  the  lines  of  force  acts  as  a 
tension  along  them,  as  though 
they  tended  to  shorten  themselves. 
In  fact  in  Fig.  8  the  tension  in  the  medium  draws  the 
two  surfaces  together.  There  is  also  a  pressure  in  the 
medium  at  right  angles  to  the  lines,  tending  to  widen  the 
distance  between  them.  Fig.  10  represents  a  ball  which 
has  been  positively  electrified,  and  placed  at  a  distance 
from  other  objects  ;  the  lines  in  the  field  being  simply 
radial. 


Fig.  10. 


Lesson  II. — Electroscopes 

14.  Simple  Electroscopes. — An  instrument  for 
detecting  whether  a  body  is  electrified  or  not,  and 
whether  the  electrification  is  positive  or  negative,  is 
termed  an  Electroscope.  The  feather  which  was 
attracted  or  repelled,  and  the  two  pith-balls  which  flew 
apart,  as  we  found  in  Lesson  I.,  are  in  reality  simple 
electroscopes.  There  are,  however,  a  number  of  pieces 
of  apparatus  better  adapted  for  this  particular  purpose, 
some  of  which  we  will  describe. 

15.  Needle  Electroscope. — The  earliest  electro- 
scope was  that  devised  by  Dr.  Gilbert,  and  shown  in  Fig. 
11,  which  consists  of  a  stiff  strip  balanced  lightly  WT^oiva. 
sharp  point,     A  thin  strip  of  brass  ox  wood,  a  sXt^jw,  ot 
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1  a  £^>^3e  ■itiill,  balanced   upon  a  sewing  needle,  v 
e  eijually  welL     ^"heii  an  electrilied  body  is  held  ni 


le  eletlra'cope  it  is  atlnicted  and  tamed  round,  and  will 
Ills  indicate  the  piteeuce  of  electric  charges  far  too  feeble 
I  imr.K'i  bits  of  najier  from  a  table. 
X6.  Gold-Leaf  Eleotroecope. — A  still  more  sensi- 


j  instniraent  ia  tlie  Qold-Leaf  Eileotrosoope  in- 
ited  br  Bennet,  nnil  shoHn  in  Fip.  12.  We  have 
0  how  tffo  pith-balls  when  aittiilatly  electrified   repel 
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one  another  and  stand  apart,  gravity  being  partly  over- 
come by  the  force  of  the  electric  repulsion.  A  couple  of 
narrow  strips  of  the  thinnest  tissue  paper,  hung  upon  a 
support,  will  behave  similarly  when  electrified.  But  the 
best  results  are  obtained  with  two  strips  of  gold-leaf, 
which,  being  excessively  thin,  is  much  lighter  than  the 
thinnest  paper.  The  Gold -Leaf  Electroscope  is  con- 
veniently made  by  suspending  the  two  leaves  within  a 
wide -mouthed  glass  jar,  which  both  serves  to  protect 
them  from  draughts  of  air  and  to  support  them  from 
contact  with  the  ground.  The  mouth  of  the  jar  should 
be  closed  by  a  plug  of  paraffin  wax,  through  which  is 
pushed  a  bit  of  varnished  glass  tube.  Through  this 
passes  a  stiff  brass  wire,  the  lower  end  of  which  is  bent 
at  a  right  angle  to  receive  the  two  strips  of  gold-leaf, 
while  the  upper  supports  a  flat  plate  of  metal,  or  may  be 
furnished  with  a  brass  knob.  When  kept  dry  and  free 
from  dust  it  will  indicate  excessively  small  quantities  of 
electrification.  A  rubbed  glass  rod,  even  while  two  or 
three  feet  from  the  instrument,  will  cause  the  leaves  to 
repel  one  another.  The  chips  produced  by  sharpening  a 
pencil,  falling  on  the  electroscope  top,  are  seen  to  be 
electrified.  If  the  knob  be  even  brushed  with  a  small 
camel's-hair  brush,  the  slight  friction  produces  a  percept- 
ible effect.  *  With  this  instrument  all  kinds  of  friction 
can  be  shown  to  produce  electrification.  Let  a  person, 
standing  upon  an  insulating  support, — such  as  a  stool 
with  glass  legs,  or  a  board  supported  on  four  glass 
tumblers, — be  briskly  struck  with  a  silk  handkerchief,  or 
with  a  fox's  tail,  or  even  brushed  with  a  clothes'  brush, 
he  will  be  electrified,  as  will  be  indicated  by  the  electro- 
scope if  he  place  one  hand  on  the  knob  at  the  top  of  it. 
The  Gold-Leaf  Electroscope  can  further  be  used  to  indicate 
the  hind  of  electrification  on  an  excited  body.  Thus, 
suppose  we  rubbed  a  piece  of  brown  paper  with  a  piece  of 
indiarubber  and  desired  to  find  out  whetlier  tVvfe  e\fec\.i\- 
ficatia72  excited   on   the  paper   was  -h  or  —  ,  'Wfe  ^oxA.^ 
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proceed  aa  follows  ; — First  charge  the  gold  leaves  of  the 
eleotrjsiopi-  by  touching  the  knob  «ith  a  glaw  rod  rubbed 
on  ailk  The  leaves  divei^e,  being  elettrified  with  + 
electrification.  Vi  hen  they  are  thus  chai^d  the  approacli 
of  a  bodj  which  i"  positively  electnfled  will  cause  them 
to  diverge  still  more  widety  whikj  on  the  approach  of 
one  nef,ati\ely  eleLtrifled,  they  will  tend  to  close  together 
If  now  the  brown  paper  t*  brought  near  the  clettrostopej 
the  leaies  will  be  seen  to  diverge  more,  proiing  the 
electrification  of  the  paper  to  he  of  the  same  kind  as 
that  with  which  the  electroBcope  is  charged  or  positive 
Sometimes  the  outer  surface 
of  the  glass  jar  containing 
the  gold  leaies  is  covered 
with  wire  gftuze  or  strips  of 
fod  to  shield  the  leaves  from 
the  influence  of  external 
bodies.  A  preferable  wa)  is 
to  use  glass  of  a  kind  that 
conducts 

The  pait  [layed  by  the 
surrounding  medmni  m  the 
ope  at  f  th  1  troscope 
18  u  ated  b  Fg  3 
Of    h  n  n 

field  surrounding  the  rubbed  rod  a  nun  b      -n       j  ss   n 
the   metal   cap  of  the  clectrosc  pe  and  b 

through  the  leaves.     The  nearer    he  b      g  t^ 

greater  will  be  tlie  numljer  of  e  n      h     aff      n 

the  instrument.  There  l>eing  a  tension  along  the  lines 
and  a,  pressure  across  them,  the  effect  is  to  draw  the  gold 
leaves  apart  as  though  they  repelled  each  other. 

The  Gold-Jjeof  Electroscope  will  also  indicate  roughly 
the  amount  of  electrification  on  a  body  placed  in  contact 
with  it,  for  the  gold  leaves  open  out  more  widely  when 
the  charge  thus  imparted  to  them  is  greater.  For  exact 
Jiowevcr,  of  the  degree  of  electrification. 
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recourse   must    be   had   to   the   instruments   known   as 
Electrometers,  described  in  Lesson  XXII. 

In  another  form  of  electroscope  (Bohnenberger's)  a 
single  gold  leaf  is  used,  and  is  suspended  between  two 
metallic  plates,  one  of  which  can  be  positively,  the  other 
negatively  electrified,  by  placing  them  in  communication 
with  the  poles  of  a  "dry  pile"  (Art.  193).  If  the  gold 
leaf  be  charged  positively  or  negatively  it  will  be  attracted 
to  one  side  and  repelled  from  the  other,  according  to  the 
law  of  attraction  and  repulsion  mentioned  in  Art.  4. 

17.  Henley's  Semaphore. — As  an  indicator  for 
large  charges  of  electricity  there  is  sometimes  used  a 
semaphore  like  that  shown  in  Fig. 
14.  It  consists  of  a  pith-ball  at  the 
end  of  a  light  arm  fixed  on  a  pivot 
to  an  upright.  When  the  whole  is 
electrified  the  pith-ball  is  repelled 
from  the  upright  and  flies  out  at  an 
angle,  indicated  on  a  graduated 
scale  or  dial  behind  it.  This  little 
electroscope,  which  is  seldom 
used  except  to  show  whether  an 
electric  machine  or  a  Ley  den  battery 
is  charged,  must  on  no  account  be 
confused  with  the  delicate  "Quadrant 
Electrometer  "  described  in  Lesson 
XXIL,  whose  object  is  to  measure  very  small  charges  of 
electricity — not  to  indicate  large  ones. 

18.  The  Torsion  Balance. — Although  more  pro- 
perly an  Electrometer  than  a  mere  Electroscope^  it  will  be 
most  convenient  to  describe  here  the-  instrument  known 
as  the  Torsion  Balance  (Fig.  15).  This  instrument,  once 
famous,  but  now  quite  obsolete,  served  to  measure  the 
force  of  the  repulsion  between  two  similarly  electrified 
bodies,  by  balancing  the  repelling  force  against  the  force 
exerted  by  a  fine  wire  in  untwisting  itae\i  ait^T  \\,  \vaa 
heen  twisted     The  torsion  balance  consists  oi  a  \\^\.  a^To. 


Fig.  14. 
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or  lever  of  shellac  suspended  within  a  cylindrical  glass 
case  by  means  of  a  fine  silver  wire.  At  one  end  this 
lever  is  furnished  with  a  gilt  pith-ball  n.  The  upper 
end  of  the  silver  wire  is  fastened  to  a  brass  top,  upon 

which  a  circle,  divided 
into  degrees,  is  cut.  This 
top  can  be  turned  round 
in  the  tube  which  supports 
it,  and  is  called  the  torsion- 
head.  Through  an  aper- 
ture in  the  cover  there  can 
be  introduced  a  second 
gilt  pith -ball  m,  fixed  to 
the  end  of  a  vertical  glass 
rod  a.  Round  the  glass 
case,  at  the  level  of  the 
pith  -  balls,  a  circle  is 
drawn,  and  divided  also 
into  degrees. 

In  using   the  torsion 


Fig.  15. 


balance  to  measure  the  amount  of  a  charge  of  electricity, 
the  following  method  is  adopted  : — First,  the  torsion-head 
is  turned  round  until  the  two  pith -balls  m  and  ?i  just 
touch  one  another.  Then  the  glass  rod  a  is  taken  out, 
and  the  charge  of  electricity  to  be  measured  is  imparted 
to  the  ball  m,  which  is  then  replaced  in  the  balance.  As 
soon  as  m  and  n  touch  one  another,  part  of  the  charge 
passes  from  m  to  w,  and  they  repel  one  another  because 
they  are  then  similarly  electrified.  The  ball  n,  therefore, 
is  driven  round  and  twists  the  wire  up  to  a  certain  extent. 
The  force  of  repulsion  becomes  less  and  less  as  n  gets 
farther  and  farther  from  m;  but  the  force  of  the  twist 
gets  greater  and  greater  the  more  the  wire  is  twisted. 
Hence  these  two  forces  will  balance  one  another  when 
the  balls  are  separated  by  a  certain  distance,  and  it  is 
clear  that  a  large  charge  of  electricity  will  repel  the  ball 
n  with  a  greater  force  than  a  lesser  charge  would.     The 
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distance  through  which  the  ball  is  repelled  is  read  off  in 
angular  degrees  of  the  scale.  When  a  wire  is  twisted, 
the  force  with  which  it  tends  to  untwist  is  precisely  pro- 
portional to  the  amount  of  the  twist  The  force  required 
to  twist  the  wire  ten  degrees  is  just  ten  times  as  great 
as  the  force  required  to  twist  it  one  degree.  In  other 
words,  the  force  of  torsion  is  proportional  to  tJie  an^le  of 
torsion.  The  angular  distance  between  the  two  balls  is, 
when  they  are  not  very  widely  separated,  very  nearly 
proportional  to  the  actual  straight  distance  between  them, 
and  represents  the  force  exerted  between  electrified  balls 
at  that  distance  apart.  The  student  must,  however,  care- 
fully distinguish  between  the  measurement  of  the  force 
and  the  measurement  of  the  actual  quantity  of  electricity 
with  which  the  instrument  is  charged.  For  the  force 
exerted  betwen  the  electrified  balls  will  vary  at  different 
distances  according  to  a  particular  law  known  as  the 
"  law  of  inverse  squares,"  which  requires  to  be  carefully 
explained. 

19.  The  La'w  of  Inverse  Squares. — Coulomb 
proved,  by  means  of  the  Torsion  Balance,  that  the  force 
exerted  between  two  small  electrified  bodies  varies 
inversely  as  the  square  of  the  distance  between  them 
when  the  distance  is  varied.  Thus,  suppose  two  small 
electrified  bodies  1  inch  apart  repel  one  another  with 
a  certain  force,  at  a  distance  of  2  inches  the  force  will 
be  found  to  be  only  one  quarter  as  great  as  the  force 
at  1  inch ;  and  at  10  inches  it  will  be  only  -jj^^ 
part  as  great  as  at  1  inch.  This  law  is  proved  by  the 
following  experiment  with  the  torsion  balance.  The 
two  scales  were  adjusted  to  0",  and  a  certain  charge  was 
then  imparted  to  the  balls.  The  ball  n  was  repelled 
round  to  a  distance  of  36".  The  twist  on  the  wire 
between  its  upper  and  lower  ends  was  also  36°,  or  the 
force  tending  to  repel  was  thirty-six  times  as  great  as  the 
force  required  to  twist  the  wire  by  1°.  T\ie  \.o\§\cm.-\\fe"^ 
was  now  turned  round  bo  as  to  twist  tl[ift  \.\iieai^  «^»  "Oafe 
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top  and  force  the  ball  n  nearer  to  m,  and  was  turned 
round  until  the  distance  between  n  and  m  was  halved. 
To  bring  down  this  distance  from  36"  to  18",  it  was 
found  needful  to  twist  the  torsion-head  through  126°. 
The  total  twist  between  the  upper  and  lower  ends  of  the 
wire  was  now  126" +  18°,  or  144"  ;  and  the  force  was 
144  times  as  great  as  that  force  which  would  twist  the 
wire  1°.  But  144  is  four  times  as  great  as  36  ;  hence 
we  see  that  while  the  distance  had  been  reduced  to  one 
Jialf,  the  force  between  the  balls  had  become  fotir 
times  as  great.  Had  we  reduced  the  distance  to  one 
qua/rtei\  or  9",  the  total  torsion  would  have  been  found 
to  be  576",  or  sixteen  times  as  great ;  proving  the 
force  to  vary  inversely  as  the  square  of  the 
distance. 

In  practice  it  requires  great  experience  and  skill  to 
obtain  results  as  exact  as  this,  for  there  are  many  sources 
of  inaccuracy  in  the  instrument.  The  balls  must  be  very 
small,  in  proportion  to  the  distances  between  them.  The 
charges  of  electricity  on  the  balls  are  found,  moreover,  to 
become  gradually  less  and  less,  as  if  the  electricity  leaked 
away  into  the  air.  This  loss  is  less  if  the  apparatus  be 
quite  dry.  It  is  therefore  usual  to  dry  the  interior  by 
placing  inside  the  case  a  cup  containing  either  chloride 
of  calcium,  or  pumice  stone  soaked  with  strong  sulphuric 
acid,  to  absorb  the  moisture. 

Before  leaving  the  subject  of  electric  forces,  it  may  be 
well  to  mention  that  the  force  of  attraction  between  two 
oppositely  electrified  bodies  varies  also  inversely  as  the 
square  of  the  distance  between  them.  And  in  every  case, 
whether  of  attraction  or  repulsion,  the  force  at  any  given 
distance  is  proportional  to  the  product  of  the  t'wo 
quantities  of  electricity  on  the  bodies.  Thus,  if  we 
had  separately  given  a  charge  of  2  to  the  ball  m  and  a 
charge  of  3  to  the  ball  n,  the  force  between  them  will  be 
3x2  =  6  times  as  great  as  if  each  had  had  a  charge  of  1 
^j'ven  to  it     It  must  he  remembered,  however,  that  the 
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law  of  inverse  squares  is  only  true  when  applied  to  the 
case  of  bodies  so  small,  as  compared  with  the  distance 
between  them,  that  they  are  mere  points.  For  flat,  large, 
or  elongated  bodies  the  law  of  inverse  squares  does  not 
hold  good.  The  attraction  between  two  large  flat  disks 
oppositely  electrified  with  given  charges,  and  placed  near 
together,  does  not  vary  with  the  distance. 

20.  Field  between  two  Balls. — The  electric  field 
(Art  13)  between  two  oppositely  electrified  balls  is  found 
to  consist  of  curved  lines. 
By  the  principle  laid  down 
in  Art.  13,  there  is  a  tension 
along  these  lines  so  that 
they  tend  not  only  to  draw 
the  two  balls  together,  but 
also  to  draw  the  electrifica- 
tions on  the  surfaces  of  the 
balls  toward    one  another.  °'    ' 

There  is  also  a  lateral  pressure  in  the  medium  tending  to 
keep  the  electric  lines  apart  from  one  another.  One 
result  of  these  actions  is  that  the  charges  are  no  longer 
equally  distributed  over  the  surfaces,  but  are  more  dense 
on  the  parts  that  approach  most  nearly. 

21.  Unit  Quantity  of  Electricity. — In  conse- 
quence of  these  laws  of  attraction  and  repulsion,  it  is 
found  most  convenient  to  adopt  the  following  definition 
for  that  quantity  of  electricity  which  we  take  for  a  unit 
or  standard  by  which  to  measure  other  quantities  of 
electricity.  One  (electrostatic)  Unit  of  Electricity  is  that 
quantity  which,  when  plaoed  at  a  distance  of  one  centimetre 
in  air  from  a  similar  and  equal  quantity,  repels  it  with  a 
force  of  one  dyne.  If  instead  of  air  another  medium 
occupies  the  space,  the  force  will  be  different.  For 
example,  if  petroleum  is  used  the  force  exerted  between 
given  charges  will  be  about  half  as  great  (see  Art.  56). 
Further  information  about  the  measuremeivt  ol  ^\fe^\x\Ra3^ 
quantities  is  given  in  Lessons  XXI.  and  XXW. 
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Lesson  III. — Electrification  hy  Influence 

22.  Influence. — We  have  now  learned  how  two 
charged  bodies  may  apparently  attract  or  repel  one 
another.  It  is  sometimes  said  that  it  is  the  charges  in 
the  bodies  which  attract  or  repel  one  another  ;  but  as 
electrification  is  not  known  to  exist  except  in  or  on 
material  bodies,  the  proof  that  it  is  the  charges  themselves 
which  are  acted  upon  is  only  indirect.  Nevertheless  there 
are  certain  matters  which  support  this  view,  one  of  these 


Fig.  17. 

being  the  electric  influence  exerted  by  an  electrified  body 
upon  one  not  electrified. 

Suppose  we  electrify  positively  a  ball  C,  shown  in  Fig. 
17,  and  hold  it  near  to  a  body  that  has  not  been  electrified, 
what  will  occur*?  We  take  for  this  experiment  the 
apparatus  shown  on  the  right,  consisting  of  a  long  sausage- 
shaped  piece  of  metal,  either  hollow  or  solid,  held  upon  a 
glass  support.  This  "  conductor,"  so  called  because  it  is 
made  of  metal  which  permits  electricity  to  pass  freely 
through  it  or  over  its  surface,  is  supported  on  glass  to 
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prevent  the  escape  of  electricity  to  the  earth,  glass  being 
a  non-conductor.  The  influence  of  the  positive  charge 
of  the  ball  placed  near  this  conductor  is  found  to  induce 
electrification  on  the  conductor,  which,  although  it  has 
not  been  rubbed  itself,  will  be  found  to  behave  at  its  two 
ends  as  an  electrified  body.  The  ends  of  the  conductor 
will  attract  little  bits  of  paper  ;  and  if  pith-balls  be  hung 
to  the  ends  they  are  found  to  be  repelled.  It  will,  how- 
ever, be  found  that  the  middle  region  of  the  long-shaped 
conductor  will  give  no  sign  of  any  electrificatioiL  Further 
examination  will  show  that  the  two  electrifications  on  the 
ends  of  the  conductor  are  of  opposite  kinds,  that  nearest 
the  excited  glass  baU  being  a  negative  charge,  and  that  at 
the  farthest  end  being  an  equal  charge,  but  of  positive 
sign.  It  appears  then  that  a  positive  charge  attracts 
negative  and  repels  positive,  and  that  this  influence  can 
be  exerted  at  a  distance  from  a  body.  If  we  had  begun 
with  a  charge  of  negative  electrification  u])on  a  stick  of 
sealing-wax,  the  presence  of  the  negative  charge  near  the 
conductor  would  have  induced  a  positive  charge  on  the 
near  end,  and  negative  on  the  far  end.  This  action, 
discovered  in  1753  by  John  Canton,  is  spoken  of  as 
influence  or  electrostatic  induction.*  It  will  take 
place  across  a  considerable  distance.  Even  if  a  large 
sheet  of  glass  be  placed  between,  the  same  effect  will  be 
produced.  When  the  electrified  body  is  removed  both 
the  charges  disappear  and  leave  no  trace  behind,  and 
the  glass  ball  is  found  to  be  just  as  much  electrified  as 
before  ;  it  has  parted  with  none  of  its  own  charge.      It 

*  The  word  induction  originally  used  was  intended  to  denote  an  action 
at  a  distance,  as  distinguished  from  conduction,  which  implied  the  convey- 
ance of  the  action  by  a  material  conductor.  But  there  were  discovered 
other  actions  at  a  distance,  namely,  the  induction  of  currents  hy  moving 
magnets,  or  by  other  currents,  and  the  induction  of  magnetioni  in  iron  in 
the  presence  of  a  neighbouring  magnet.  •As  the  term  itiductiou  has  now 
been  ofl&cially  adopted  for  the  induction  of  currents,  its  use  in  other  seus^s 
ought  to  be  dropped.  Hence  the  preference  now  given  \tt  \\xft  \At\fi.  xt^u* 
ence  for  the  induction  of  charges  hy  charges. 
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will  be  remembered  that  on  one  theory  a  body  charged 
positively  is  regarded  as  having  moi-e  electricity  than 
the  things  round  it,  while  one  with  a  negative  charge  is 
regarded  as  having  less.  According  to  this  view  it  would 
appear  that  when  a  body  (such  as  the  +  electrified  glass 
ball)  having  more  electricity  than  things  around  it  is 
placed  near  an  insulated  conductor,  the  uniform  distribu- 
tion of  electricity  in  that  conductor  is  disturbed,  the 
electricity  flowing  away  from  that  end  which  is  near  the 
+  body,  leaving  less  than  usual  at  that  end,  and  producing 

more  than  usual  at  the  other 
end.  This  view  of  things  will 
account  for  the  disappearance 
of  all  signs  of  electrification 
when  the  electrified  body  is 
removed,  for  then  the  con- 
^  ductor  returns  to  its  former 
condition ;  and  being  neither 
more  nor  less  electrified  than 
all  the  objects  around  on 
^"     '  the  surface  of  the  earth,  will 

show  neither  positive  nor  negative  charge.  The  action 
is  not,  however,  a  mere  action  at  a  distance ;  it  is 
one  in  which  the  intervening  medium  takes  an  essential 
part.  Consider  (Fig.  18)  what  takes  place  when  an 
insulated,  non-electrified  metal  ball  B  is  brought  under 
the  influence  of  a  positively  electrified  body  A.  At 
once  some  of  the  electric  lines  of  the  field  that  surrounds 
A  pass  through  B,  entering  it  at  the  side  nearer  A,  and 
leaving  it  at  the  farther  side.  As  the  ball  B  has  no 
charge  of  its  own,  as  many  electric  lines  will  enter  on  one 
side  as  leave  on  the  other  ;  or,  in  other  words,  the  induced 
negative  charge  on  one  side  and  the  induced  positive 
charge  on  the  other  will  be  exactly  equal  in  amount. 
They  will  not,  however,  te  quite  equally  distributed,  the 
negative  charge  on  the  side  nearer  A  being  more  con- 
centrated,  and  the  lines  in  the  field  on  that  side  denser. 


CHAP.  1  ELECTRIC  INFLUENCE  27 

23.  Effects  of  Influence. — If  the  conductor  be 
made  in  two  parts,  which,  while  under  the  influence  of 
the  electrified  body,  are  separated,  then  on  the  removal 
of  the  electrified  body  the  two  charges  can  no  longer 
return  to  neutralize  one  another,  but  remain  each  on 
its  own  portion  of  the  conductor. 

If  the  conductor  be  not  insulated  on  glass  supports, 
but  placed  in  contact  with  the  ground,  that  end  only 
which  is  nearest  the  electrified  body  will  be  found  to 
be  electrified.  The  repelled  charge  is  indeed  repelled 
as  far  as  possible  into  the  walls  of  the  room  ;  or,  if  the 
experiment  be  performed  in  the  open  air,  into  the  earth. 
One  kind  of  electrification  only  is  under  these  circum- 
stances to  be  found,  namely,  the  opposite  kind  to  that 
of  the  excited  body,  whichever  this  may  be.  The  same 
effect  occurs  in  this  case  as  if  an  electrified  body  had  the 
power  of  attracting  up  the  opposite  kind  of  charge  out  of 
the  earth. 

The  quantity  of  the  two  charges  thus  separated  by 
influence  on  such  a  conductor  in  the  presence  of  a  charge 
of  electricity,  depends  upon  the  amount  of  the  charge, 
and  upon  the  distance  of  the  charged  body  from  the 
conductor.  A  highly  electrified  glass  rod  will  exert  a 
greater  influence  than  a  less  highly  electrified  one  ;  and 
it  produces  a  greater  effect  as  it  is  brought  nearer  and 
nearer.  The  utmost  it  can  do  will  be  to  induce  on  the 
near  end  a  negative  charge  equal  in  amount  to  its  own 
positive  charge,  and  a  similar  amount  of  positive  electri- 
fication at  the  far  end  ;  but  usually,  before  the  electrified 
body  can  be  brought  so  near  as  to  do  this,  something  else 
occurs  which  entirely  alters  the  condition  of  things.  As 
the  electrified  body  is  brought  nearer  and  nearer,  the 
charges  of  opposite  sign  on  the  two  opposed  surfaces 
attract  one  another  more  and  more  strongly  and  accumu- 
late more  and  more  densely,  until,  as  the  electrified  body 
approaches  very  near,  a  spark  is  seen  to  dart  a-cio^^,  \\y^ 
two   charges  thus  rushing    together  to   neutiaVvL'^  ot^a 
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another,  leaving  the  induced  charge  of  positive  electricity, 
which  was  formerly  repelled  to  the  other  end  of  the 
conductor,  as  a  permanent  charge  after  the  electrified 
body  has  been  removed. 

In  Fig.  19  is  illustrated  the  operation  of  gradually 
lowering  down  over  a  table  a  positively  electrified  metal 
balL  The  nearer  it  approaches  the  table,  the  more  does 
the  electric  field  surrounding  it  concentrate  itself  in  the 

gap   between  the    ball   and   the 
table  top;    the  latter  becoming 
negatively    electrified    by   influ- 
ence.    Where  the  electric   lines 
are   densest  the  tension  in  the 
medium  is  greatest,  until  when 
the  ball  is  lowered  still  further 
^^^^^^^^^^^^^^    the  mechanical  resistance  of  the 
^^^^^^^^^^^^^    air  can  no  longer  withstand  the 
p.    jg  stress  ;  it  breaks  down  and  the 

layer  of  air  is  pierced  by  a  spark. 
If  oil  is  used  as  a  surrounding  medium  instead  of  air,  it 
will  be  found  to  stand  a  much  greater  stress  without 
being  pierced. 

24.  Attraction  due  to  Influence. — We  are  now 
able  to  apply  the  principle  of  influence  to  explain  why  an 
electrified  body  should  attract  things  that  have  not  been 
electrified  at  all.  Fig.  18,  on  p.  26,  may  be  taken  to 
represent  a  light  metal  ball  B  hung  from  a  silk  thread 
presented  to  the  end  of  a  rubbed  glass  rod  A.  The 
positive  charge  on  A  produces  by  influence  a  negative 
charge  on  the  nearer  side  of  B  and  an  equal  positive 
charge  on  the  far  side  of  B.  The  nearer  half  of  the  ball 
will  therefore  be  attracted,  and  the  farther  half  repelled  ; 
but  the  attraction  will  be  stronger  than  the  repulsion, 
because  the  attracted  charge  is  nearer  than  the  repelled. 
Hence  on  the  whole  the  ball  will  be  attracted.  It  can 
easily  be  observed  that  if  a  ball  of  non-conducting 
substance^  such  as  wax,  be  employed,  it  is  not  attracted 
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BO  much  as  a  ball  of  conducting  material.     This  in  itself 
proves  that  influence  really  precedes  attraction. 

Another  way  of  stating  the  facts  is  as  follows : — The 
tension  along  the  electric  field  on  the  right  of  B  will  be 
greater  than  that  on  the  left,  because  of  the  greater 
concentration  of  the  electric  lines  on  the  right. 

26.  Dielectric  Po^wer. — We  have  pointed  out  several 
times  what  part  the  intervening  medium  plays  in  these 
actions  at  a  distance.  The  air,  oil,  glass,  or  other  material 
between  does  not  act  simply  as  a  non-conductor ;  it  takes 
part  in  the  propagation  of  the  electric  forces.  Hence 
Faraday,  who  discovered  this  fact,  termed  such  materials 
dielectrics.  Had  oil,  or  solid  sulphur,  or  glass,  been  used 
instead  of  air,  the  influence  exerted  by  the  presence  of  the 
electrified  body  at  the  same  distance  would  have  been 
greater.  The  power  of  a  non-conducting  substance  to 
convey  the  influence  of  an  electrified  body  across  it  is 
called  its  dielectric  power  (or  was  formerly  called  its 
specific  inductive  capacity ^  see  Art.  56  and  Lesson  XXI 1 1.). 

26.  The  Bleotrophorus. — We  are  now  prepared  to 
explain  the  operation  of  a  simple  and  ingenious  instru- 
ment, devised  by  Volta  in  1775,  for  the  purpose  of 
procuring,  by  the  principle  of  influence,  an  unlimited 
number  of  charges  of  electricity  from  one  single  charge. 
This  instrument  *  is  the  Bleotrophorus  (Fig.  20).  It 
consists  of  two  parts,  a  round  cake  of  resinous  material 
cast  in  a  metal  dish  or  "sole,"  about  12  inches  in 
diameter,  and  a  round  disk  of  slightly  smaller  diameter 
made  of  metal,  or  of  wood  covered  with  tinfoil,  and 
provided  with  a  glass  handle.  Shellac,  or  sealing-wax,  or 
a  mixture  of  resin,  shellac,  and  Venice  turpentine,  may 
be  used  to  make  the  cake.  A  slab  of  sulphur  will  also 
answer,  but  it  is  liable  to  crack.  Sheets  of  hard  ebonized 
indiarubber  are  excellent ;  but  the  surface  of  this  substance 

*  Volta's  electrophorus  was  announced  in  1775.      Its  princi\)le  l\ad 
already  been  anticipated  "by  Wilclie,  who  in  1762  desctibed  to  Uve  \»>^e,v\:\"i>a. 
Acadezar  of  Sciences  two  "  cbarging-m&ch'mQS  "  yroTkingby  m^xx^ucft. 
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requires  occasional  washing  with  ammonia  and  rubbing 
with  paraffin  oil,  as  the  sulphur  contained  in  it  is  liable 
to  oxidize  and  to  attract  moisture.  To  use  the  electro- 
phorus  the  resinous  cake  must  be  beaten  or  rubbed  with 
a  warm  piece  of  woollen  cloth,  or,  better  still,  with  a  cat's 


skin.  The  disk  or  "  cover  "  is  then  placed  upon  the  cake, 
touched  momentarily  with  the  finger,  then  removed  by 
taking  it  up  by  the  glass  handle,  when  it  is  found  to  be 
powerfully  electrified  with  a  positive  charge,  so  niucli  so  ' 
indeed  as  to  yield  a  spark  when  the  knuckle  is  presented 
U>  it.  The  "cover"  inay  be  replaced,  touched,  and  once 
juore  removed,  and  will  thus  yield  any  number  of  sparks, 
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the   original    charge    on   the   resinous    plate    meanwhile 
remaining  practically  as  strong  as  hefore. 

The  theory  of  the  electrophorus  is  very  simple,  pro- 
vided the  student  has  clearly  grasped  the  principle  of 
influence  explained  above.  When  the  resinous  cake  is 
first  beaten  with  the  cat's  skin  its  surface  is  negatively 
electrified,  as  indicated  in  Fig.  21.  When  the  metal  disk 
is  placed  down  upon  it,  it  rests  really  only  on  three  or 
four  points  of  the  surface,  and  may  be  regarded  as  an 
insulated  conductor  in  the  presence  of  an  electrified  body. 
The  negative  electrification  of  the  cake  therefore  acts  by 
influence  on  the  metallic  disk  or  "  cover,"  the  natural 
electricity  in  it  being  displaced  downwards,  producing  a 
positive  charge  on  the  under  side,  and  leaving  the  upper 
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Fig.  21. 


Fig.  22. 


side  negatively  electrified.  This  state  of  things  is  shown 
in  Fig.  22.  If  now  the  cover  be  touched  for  an  instant 
with  the  finger,  the  negative  charge  of  the  upper  surface 
will  be  neutralized  by  electricity  flowing  in  from  the  earth 
through  the  hand  and  body  of  the  experimenter.  The 
attracted  positive  charge  will,  however,  remain,  being 
bound  as  it  were  by  its  attraction  towards  the  negative 
charge  on  the  cake.  Fig.  23  shows  the  condition  of 
things  after  the  cover  has  been  touched.  If,  finally,  the 
cover  be  lifted  by  its  handle,  the  remaining  positive 
charge  Will  be  no  longer  "bound"  on  the  lower  surface 
by  attraction,  but  will  distribute  itself  on  both  sides  of 
the  cover,  and  may  be  used  to  give  a  spark,  as  already 
said.  It  is  clear  that  no  part  of  the  original  ch^T^«i  W^ 
been  consumed  in  the  process,  wrhicli  may  \i^  ie\i^^\.^\  ^^ 
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often  as  desired.  Aa  a  matter  of  fact,  the  charge  on  the 
cake  slowly  dissipates— especially  if  the  air  be  damp. 
Hence  it  ia  needful  aometimes  to  renew  the  original  charge 
by  afresh  heating  the  cake  with  the  cat's  skin.  The 
labour  of  touching  the  cover  with  the  finger  at  each 
operation  may  be  saved  by  having  a  pin  of  brass  or  a 
strip  of  tinfoil  projecting  from  the  metallic  "sole"  on  to 
the  top  of  the  cake,  so  that  it  touches  the  plate  each  lime, 
and  thus  nentralizes  the  negative  chai^  by  allowing 
electricity  to  flow  in  from  the  earth. 

The  princi]ile  of  the  electrophorus  may  then  be  summed 
up   in   the    following    sentence.      A   c<mductoT  if  tmiched 


r^??Vi 


r  rfr'Ti 


while  under  the  infliieace  of  a  charged  body  acquires  thereby 
a  charge  of  opposite  tign.* 

Since  the  electricity  thus  yielded  by  the  eleetrophoms 
is  not  obtained  at  the  expense  of  any  part  of  the  original 
charge,  it  is  a  matter  of  some  interest  to  inquire  what  the 
source  is  from  which  the  energy  of  this  apparently  un- 
limited supply  is  drawn  ;    for  it  cannot    be  called  into 
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existence  without  the  expenditure  of  some  other  form  of 
energy,  any  more  than  a  steam-engine  can  work  without 
fuel.  As  a  matter  of  fact  it  is  found  that  it  is  a  little 
harder  work  to  lift  up  the  cover  when  it  is  charged  tlian 
if  it  were  not  charged  ;  for,  when  charged,  there  is  the 
tension  of  the  electric  field  to  he  overcome  as  well  as  the 
force  of  gravity.  Slightly  harder  work  is  done  at  the  ex- 
pense of  the  muscular  energies  of  the  operator  ;  and  this 
is  the  real  origin  of  the  energy  stored  up  in  the  separate 
charges.  The  purely  mechanical  actions  of  putting  down 
the  disk  on  the  cake,  touching  it,  and  lifting  it  up, 
can  he  performed  automatically  by  suitable  mechanical 
arrangements,  which  render  the  production  of  these 
inductive  charges  practically  continuous.  Of  such  con- 
tinuous electrophori,  the  latest  is  Wimshurst's  machine, 
described  in  Lesson  V. 

27.  "  Free  "  and  "  Bound  "  Bleotrifloation.—We 
have  spoken  of  a  charge  of  electricity  on  the  surface  of  a 
conductor,  as  being  "  bound  "  when  it  is  attracted  by  the 
presence  of  a  neighbouring  chari^'e  of  the  opposite  kind. 
The  converse  term  "free"  is  sometimes  applied  to  the 
ordinary  state  of  electricity  upon  a  charged  conductor,  not 
in  the  presence  of  a  charge  of  an  opposite  kind.  A 
"  free "  charge  upon  an  insulated  conductor  flows  away 
instantaneously  to  the  earth,  if  a  conducting  cliaimel  be 
provided,  as  will  be  explained.  It  is  immaterial  what 
point  of  the  conductor  be  touched.  Thus,  in  the  case 
represented  in  Fig.  17,  wherein  a  -I-  electrified  body 
induces  —  electrification  at  the  near  end,  and  -I-  electri- 
fication at  the  far  end  of  an  insulated  conductor,  the  — 
charge  is  "bound,"  being  attracted,  while  the  +  charge 
at  the  other  end,  being  repelled,  is  "  free  "  ;  and  if  the 
insulated  conductor  be  touched  by  a  person  standing  on  the 
ground,  the  "  free  "  charge  will  flow  away  through  his  body 
to  the  earth,  or  to  the  walls  of  the  room,  while  the  "bound  " 
charge  will  remain,  no  matter  whether  he  touch  the  coiv- 
ductor  at  tha  far  end,  or  at  the  near  end,  or  at  t\ie  m\^<^^. 

D 
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28.  Method  of  charging  the  Q-old-Leaf  Electro- 
scope by  Influence. — The  student  wiJl  now  be  pre- 
pared to  understand  the  method  by  which  a  Gold -Leaf 
Electroscope  can  be  charged  with  the  oj)posite  kind  of 
charge  to  that  of  the  electrified  body  used  to  charge  it. 
In  Lesson  II.  it  was  assumed  that  the  way  to  charge  an 
electroscope  was  to  place  the  excited  body  in  contact 
with  the  knob,  and  thus  permit,  as  it  were,  a  small  por- 
tion of  the  charge  to  flow  into  the  gold  leaves.  A  rod 
of  glass  rubbed  on  silk  being  4-  would  thus  obviously 
impart  4-  electrification  to  the  gold  leaves. 

Suppose,  however,  the  rubbed  glass  rod  to  be  held  a 
few  inches  above  the  knob  of  the  electroscope,  as  is 
indeed  shown  in  Fig.  12.  Even  at  this  distance  the  gold 
leaves  diverge,  and  the  effect  is  due  to  influence.  The 
gold  leaves,  and  the  brass  wire  and  knob,  form  one  con- 
tinuous conductor,  insulated  from  the  ground  by  the 
glass  jar.  The  presence  of  the  4-  charge  of  the  glass  acts 
inductively  on  this  "insulated  conductor,"  inducing  — 
electrification  on  the  near  end  or  knob,  and  inducing  + 
at  the  far  end,  i.e.  on  the  gold  leaves,  which  diverge. 
Of  these  two  induced  charges,  the  —  on  the  knob  is 
"  bound,"  while  the  +  on  the  leaves  is  "  free.'*  If  now, 
while  the  excited  rod  is  still  held  above  the  electroscope, 
the  knob  be  touched  by  a  person  standing  on  the  ground, 
one  of  these  two  induced  charges  flows  to  the  ground, 
namely,  the  free  charge — not  that  on  the  knob  itself,  for 
it  was  "  bound,"  but  that  on  the  gold  leaves  which  was 
"  free  " — and  the  gold  leaves  instantly  drop  down  straight. 
There  now  remains  only  the  —  charge  on  the  knob, 
**  bound"  so  long  as  the  4-  charge  of  the  glass  rod  is 
near  to  attract  it.  But  if,  finally,  the  glass  rod  be  taken 
right  away,  the  —  charge  is  no  longer  "  bound"  on  the 
knob,  but  is  "  free"  to  flow  into  the  leaves,  which  once 
more  diverge — but  this  time  with  a  iiegative  electrification. 

20.  The  "  Return-Shock." — It  is  sometimes  noticed 
that>  when  a  charged  conductor  is  suddenly  discharged. 
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a  discharge  is  felt  by  persons  standing  near,  or  may 
even  affect  electroscopes,  or  yield  sparks.  This  action, 
known  as  the  "  return-shock,"  is  due  to  influence.  For 
in  the  presence  of  a  charged  conductor  a  charge  of 
opposite  sign  will  be  induced  in  neighbouring  bodies, 
and  on  the  discharge  of  the  conductor  these  neighbour- 
ing bodies  may  also  suddenly  discharge  their  iu<luced 
charge  into  the  earth,  or  into  other  conducting  ])odies. 
A  "return-shock"  is  sometimes  felt  by  persons  stan«ling 
on  the  ground  at  the  moment  when  a  flash  of  lightning 
has  struck  an  object  some  distance  away. 


Lesson  IV. — Conduction  and  Distribution  of  Electricity 

30.  Conduction. — Toward  the  close  of  Lesson  I. 
we  explained  how  certain  bodies,  such  as  the  metals, 
conduct  electricity,  while  others  are  non-conductors  or 
insulators.  This  discovery  is  due  to  Stephen  Gray ; 
who,  in  1729,  found  that  a  cork,  inserted  into  the  end 
of  a  rubbed  glass  tube,  and  even  a  rod  of  wood  stuck 
into  the  cork,  possessed  the  power  of  attracting  light 
bodies.  He  found,  similarly,  that  metallic  wire  and  pack- 
thread conducted  electricity,  while  silk  did  not. 

We  may  repeat  these  experiments  by  taking  (as  in 
Fig.  25)  a  glass  rod,  fitted  with  a  cork  and  a  piece  of 
wood.  If  a  bullet  or  a  brass  knob  be  hung  to  the  end  of 
this  by  a  linen  thread  or  a  wire,  it  is  found  that  when  the 
glass  tube  is  rubbed  the  bullet  acquires  the  property  of 
attracting  light  bodies.  If  a  dry  silk  thread  is  used, 
however,  no  electricity  will  flow  down  to  the  bullet. 

Gray  even  succeeded  in  transmitting  a  charge  of 
electricity  through  a  hempen  thread  over  700  feet  long, 
suspended  on  silken  loops.  A  little  later  Du  Fay 
succeeded  in  sending  electricity  to  no  less  a  distance 
than  1256  feet  through  a  moistened  thread,  thus  proving 
the  conducting  power  of  moisture.     From  t\ial  tim^  ^^ 
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claBsiflcatioD  of  bodies  into  coTidiidori  and  insiiUifoTS  h 
been  observed. 

This  distinction  cannot,  however,  be  entirely  mai 
tained,  as  a  large  clnsa  of  Bubatancea  oc:ciip3'  an  intc 
raeJiat*  ground  as  partial  conductors.  For  example,  di 
wood  is  a  bad  conductor  and  also  a  bad  insulator  ; 
is  a  good  enough  conductor  to  conduct  away  the  hig 
potential  electricity  obtained  by  friction,  but  it  is 
bad  conductor  for  the  relatively  low-potential  electrici 
of  email  voltaic  batteries.     Substances  tliat  are  very  bi 


conductors  are  said  to  offer  a  great  resistance  to  the 
ilow  ot  electricity  through  them.  There  is  indeed  no 
substance  so  good  a  conductor  as  to  be  devoid  of  resist- 
ance. There  is  no  eubstance  of  so  liigh  a  resistance  as 
not  to  conduct  a  little.  Even  silver,  which  conducts  best 
of  all  known  substances,  resists  the  flow  of  electricity  to 
a  small  extent ;  and,  on  the  other  hand,  such  a  non-con- 
ducting substance  aa  glass,  though  its  resistance  is  many 
million  times  greater  than  any  metal,  does  allow  a  very 
small  quantity  of  electricity  to  pass  through  it.      In  the 
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following  list,  the  substances  named  are  placed  in  order, 
each  conducting  better  than  those  lower  down  on  the  list 


Silver .         ,      ^ 

Copper 

Other  metals 

\  Qood  Conductors. 

Charcoal 

Water 

The  body     .      " 

Cotton 

Dry  woo<l    . 

V  Partial  Conductors. 

Marble 

Paper          .       j 

Oils    .         .      ^ 

Porcelain 

Wool  . 

Silk     . 

Resin . 

Guttapercha 

Non-Conductors  or 
^     Insulators. 

Shellac 

Ebonite 

Paraffin 

Glass  . 

Quartz  (fused) 

Air 


A  simple  way  of  observing  experimentally  whether  a 
body  is  a  conductor  or  not,  is  to  take  a  charged  gold- 
leaf  electroscope,  and,  holding  the  substance  to  be 
examined  in  the  hand,  touch  the  knob  of  the  electro- 
scope with  it.  If  the  substance  is  a  conductor  the 
electricity  will  flow  away  through  it  and  through  the  body 
to  the  earth,  and  the  electroscope  will  be  discharged. 
Through  good  conductors  the  rapidity  of  the  flow  is  so 
great  that  the  discharge  is  practically  instantaneous. 
Further  information  on  this  question  is  given  in  Lesson 
XXXTII.    . 

31.    Distribution    of   Charge   on    Bodies.  —  If 
electrification  is  produced  at  one  part  of  a  non-conduct- 
ing body,  it  remains  at  that  point  and  does  not  ^ow  o\et 
the  sar&ce,  or  at  most  Eowa  over  it  exceaaWeVy  a^o^\y 
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Thus  if  a  glass  tube  is  rubbed  at  one  end,  only  that  one 
end  is  electrified.  Hot  glass  is,  however,  a  conductor. 
If  a  warm  cake  of  resin  be  rubbed  at  one  part  with  a 
piece  of  cloth,  only  the  portion  rubbed  will  attract  light 
bodies,  as  may  be  proved  by  dusting  upon  it  through  a 
piece  of  muslin  fine  powders  such  as  red  lead,  lyco- 
podium,  or  verdigris,  which  adhere  where  the  surface  is 
electrified.  The  case  is,  however,  wholly  different  when 
a  charge  of  electricity  is  imparted  to  any  part  of  a  con- 
ducting body  placed  on  an  insulating  support,  for  it 
instantly  distributes  itself  all  over  the  surface,  though  in 
general  not  uniformly  over  all  points  of  the  surface. 

32.  The  Charge  resides  on  the  Surface. — A 
charge  of  electricity  resides  only  on  the  surface  of  con- 
ducting bodies.  This  is  proved  by  the  fact  that  it  is 
found  to  be  immaterial  to  the  distribution  what  the 
interior  of  a  conductor  is  made  of ;  it  may  be  solid  metal, 
or  hollow,  or  even  consist  of  wood  covered  with  tinfoil 
or  gilt,  but,  if  the  shape  be  the  same,  the  charge  will 
distribute  itself  precisely  in  the  same  manner  over  the 
surface.  There  are  also  several  ways  of  proving  by 
direct  experiment  this  very  important  fact.  Let  a  hollow 
metal  ball,  having  an  aperture  at  the  top,  be  taken  (as  in 
Fig.  26),  and  set  upon  an  insulating  stem,  and  charged 
by  sending  into  it  a  few  sparks  from  an  electrophorus. 
The  absence  of  any  charge  in  the  interior  may  be  shown 
as  follows : — In  order  to  observe  the  nature  of  the  elec- 
trification of  a  charged  body,  it  is  convenient  to  have  some 
means  of  removing  a  small  quantity  of  the  charge  as 
a  sample  for  examination.  To  obtain  such  a  sample,  a 
little  instrument  known  as  a  proof-plane  is  employed. 
It  consists  of  a  little  disk  of  sheet  copper  or  of  gilt  paper 
fixed  at  the  end  of  a  small  glass  rod.  If  this  disk  is  laid 
on  the  surface  of  an  electrified  body  at  any  point,  j)art 
of  the  charge  flows  into  it,  and  it  may  be  then  removed, 
and  the  sample  thus  obtained  may  be  examined  with  a 
goJd-leaf  electroscope  in  the  ordinary  "way.     ¥ox  «,o\\\^ 


CHAKGE  ON  SURFACE 


purposes  a  Metallic  bead,  faetened  to  tliu  enil  of  a  glass 
rod,  is  more  coiiveuient  than  a  flat  disk.  If  such  a  jiroof- 
plane  be  applied  to  the  outsiile  of  our  ele<!tri<ied  hollow 
ball,  and  then  touched  on  the  knob  of  aa  tlectroscoj^, 
the  gold  leaves  will  diverge,  showing  the  preeeuce  of  a 


charge.  But  if  the  pronf- plane  be  carefully  inserted 
throngh  the  opening,  and  touched  ^niiiet  tlie  iniiide  of 
the  globe  and  then  withdrawn,  it  will  be  found  that  the 
inside  is  destitute  of  electrifi cation.  An  electrified  pewter 
mug  will  ahow  a  aimilar  result,  and  so  'KiU.  6\wi.  ^ 
cjOiniler  of  gauze  wire. 
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33.  Biot's  Experiment. — Biot  proved  the  same  fact 
in  another  way.  A  copper  ball  was  electrified  and 
insulated.  Two  hollow  hemispheres  of  copper,  of  a 
larger  size,  and  furnished  with  glass  handles,  were  then 
placed  together  outside  it  (Fig.  27).  So  long  as  they 
did  not  come  into  contact  the  charge  remained  on  the 
inner  sphere  ;  but  if  the  outer  shell  touched  the  inner 
sphere  for  but  an  instant,  the  whole  of  the  charge  passed 


A 


Fig.  27. 

to  the  exterior ;  and  when  the  hemispheres  were  separated 
and  removed  the  inner  globe  was  found  to  be  completely 
discharged. 

34.  Further  Explanation. — Doubtless  the  explana- 
tion of  this  behaviour  of  electricity  is  to  be  found  in  the 
property  previously  noticed  as  possessed  by  either  kind 
of  electrification,  namely,  that  of  repelling  itself;  hence 
it  retreats  as  far  as  can  be  from  the  centre  and  remains 
upon  the  surface.  An  important  proposition  concerning 
the  absence  of  electric  force  within  a  closed  conductor  is 
proved  in  Lesson  XXL;  meanwhile  it  must  be  noted  that 
the  proofs,  so  far,  are  directed  to  demonstrate  the  absence 
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of  a  free  charge  of  electricity  in  the  interior  of  hollow 
conductors.  Amongst  other  experiments,  Terquem  showed 
that  a  pair  of  gold  leaves  hung  inside  a  wire  cage  could 
not  be  made  to  diverge  when  the  cage  was  electrified. 
Faraday  constructed  a  conical  bag  of  linen -gauze,  sup- 
poi-ted  as  in  Fig.  28,  upon  an  insulating  stand,  and  to 
which  silk  strings  were  attached,  by  which  it  could  be 
turned  inside  out.  It  was  charged,  and  the  charge  was 
shown  by  the  proof-plane  and  electroscope  to  be  on  the 
outside  of  the  bag.     On  turning  it  inside  out  the  elec- 


Fig.  28. 


tricity  was  once  more  found  outside.  Faraday's  most 
striking  experiment  was  made  with  a  hollow  cube, 
measuring  12  feet  each  way,  built  of  wood,  covered  with 
tinfoil,  insulated,  and  charged  with  a  powerful  machine, 
so  that  large  sparks  and  brushes  were  darting  off  from 
every  part  of  its  outer  surface.  Into  this  cube  Faraday 
took  his  most  delicate  electroscopes  ;  but  once  within  he 
failed  to  detect  the  least  effect  upon  them. 

36.  Applications. — Advantage  is  taken  of  this  in 
the    construction    of   delicate    electromelera    a.\\vi   o\)ckKt 
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instruments,  which  can  be  effectually  screened  from 
the  influence  of  electrified  bodies  by  enclosing  them 
in  a  cover  of  thin  metal,  closed  all  round,  except  where 
apertures  must  be  made  for  purposes  of  observation. 
Metal  gauze  answers  excellently,  and  is  nearly  transparent. 
It  was  proposed  by  the  late  Professor  Clerk  Maxwell  to 
protect  buildings  from  lightning  by  covering  them  on  the 
exterior  with  a  network  of  wires. 

36.  Apparent  Exceptions. — There  are  two  ap- 
parent exceptions  to  the  law  that  electrification  resides 
only  on  the  outside  of  conductors.  (1)  If  there  are  electri- 
fied insulated  bodies  actually  placed  inside  the  hollow 
conductor,  the  presence  of  these  electrified  bodies  acts 
inductively  and  attracts  the  opposite  kind  of  charge  to 
the  inner  side  of  the  hollow  conductor.  (2)  When  elec- 
tricity flows  in  a  current,  it  flows  through  the  substance 
of  the  conductor.  The  law  is  limited  therefore  to  elec- 
tricity at  rest, — that  is,  to  statical  charges. 

37.  Faraday's  "  Ice-pail "  Experiment. — One  ex- 
periment of  Faraday  deserves  notice,  as  showing  the 
part  played  by  induction  in  these  phenomena.  He 
gradually  lowered  a  charged  metallic  ball  into  a  hollow 
conductor  connected  by  a  wire  to  a  gold-leaf  electro- 
scope (Fig.  29),  and  watched  the  efi'ect.  A  pewter  ice- 
pail  being  convenient  fur  his  purpose,  this  experiment  is 
continually  referred  to  by  this  name,  though  any  other 
hollow  conductor — a  tin  canister  or  a  silver  mug,  placed 
on  a  glass  support — would  of  course  answer  equally 
well.  The  following  effects  are  observed: — Suppose 
the  ball  to  have  a  +  charge :  as  it  is  lowered  into  the 
hollow  conductor  the  gold  leaves  begin  to  diverge,  for 
the  presence  of  the  charge  acts  inductively,  and  attracts 
a  —  charge  into  the  interior  and  repels  a  -f  charge  to  the 
exterior.  The  gold  leaves  diverge  more  and  more  until 
the  ball  is  right  within  the  hollow  conductor,  after  which 
no  greater  divergence  is  obtained.  On  letting  the  ball 
touch  the  .inside  the  gold  leaves  still  remain  diverging  as 
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before,  and  if  now  the  ball  is  pulled  out  it  is  found  to 
have  lost  all  its  electrification.  The  fact  that  the  gold 
leaves  diverge  no  wider  after  the  ball  touched  than  they 
did  just  before,  proves 
that  when  the  charged 
ball  is  right  inside  the 
hollow  conductor  the 
induced  charges  are 
each  of  them  precisely 
equal  in  amount  to  its 
own  charge,  and  the  in- 
terior negative  charge 
exactly  neutralizes  the 
charge  on  the  ball  at 
the  moment  when  tjiey 
touch,  leaving  the 
equal  exterior  charge 
unchanged.  An  electric 
cwje,  such  as  this  ice- 
pail,  when  connected 
with  an  electroscope 
or  electrometer,  affords  an  excellent  means  of  examining 
the  charge  on  a  body  small  enough  to  be  hung  inside 
it.  For  without  using  up  any  of  the  charge  of  the 
body  (which  we  are  obliged  to  do  when  applying  the 
method  of  the  proof-])lane)  we  can  examine  the  induced 
charge  repelled  to  the  outside  of  the  cage,  which  is 
equal  in  amount  and  of  the  same  sign.  If  two  equal 
charges  of  opposite  kinds  are  placed  at  the  same  time 
within  the  cage  no  effects  are  produced  on  the  outside. 

38.  Distribution  of  Charge. — A  charge  of  elec- 
tricity is  not  usually  distributed  uniformly  over  the 
surfaces  of  bodies.  Experiment  shows  that  there  is  more 
electricity  on  the  edges  and  corners  of  bodies  than  upon 
their  flatter  parts.  This  distribution  can  be  deduced 
from  the  theory  laid  down  in  Lesson  XXI,,  W\i  \xv^^w- 
fi'me  we  will  give  some  of  the  chief  cases  a.a  Wag^  ^^^."'^  ^^ 


Fig.  29. 
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shown  to  exist  The  term  Electric  Density  is  used  to 
signify  the  amount  of  electricity  at  any  point  of  a  sur- 
face ;  the  electric  density  at  a  point  is  the  number  of  units 
of  electricity  per  unit  of  area  (i.e.  per  square  inch,  or 
per  square  centimetre),  the  distribution  being  supposed 
uniform  over  this  small  surface. 

(a)  Sphere. — The  distribution  of  a  charge  over  an 
insulated  sphere  of  conducting  material  is  uniform,  pro- 
vided the  sphere  is  also  isolated,  that  is  to  say,  is  remote 
from  the  presence  of  all  other  conductors  and  all  other 
electrified  bodies.  The  density  is  uniform  all  over  it. 
This  is  symbolized  by  the  dotted  line  round  the  sphere  in 
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Fig.  30  a,  which  is  at  an  equal  distance  from  the  sphere 
all  round,  suggesting  an  equal  thickness  of  charge  at  every 
point  of  the  surface.  It  must  be  remembered  that  the 
charge  is  not  really  of  any  perceptible  thickness  at  all ;  it 
resides  on  or  at  the  surface,  but  cannot  be  said  to  form  a 
stratum  upon  it. 

(h)  Cylinder  with  rounded  Ends. —  Upon  an 
elongated  conductor,  such  as  is  frequently  employed  in 
electrical  apparatus,  the  density  is  greatest  at  the  ends 
where  the  curvature  of  the  surface  is  the  greatest. 

(c)  Two  Spheres  in  contact. — If  two  spheres  in 
contact  with  each  other  are  insulated  and  charged,  it  is 
found   that   the  density  is  greatest  at  the  parts  farthest 
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from  the  point  of  contact,  and  least  in  the  crevice  between 
them.  If  the  spheres  are  of  unequal  sizes  the  density  is 
greater  on  the  smaller  sphere,  which  has  the  surface  more 
curved.  On  an  egrgr-sbaped  or  pear-shaped  conductor 
the  density  is  greatest  at  the  small  end.  On  a  cone  the 
density  is  greatest  at  the  apex  ;  and  if  the  cone  terminate 
in  a  sharp  point  the  density  there  is  very  much  greater 
than  at  any  other  point.  At  a  point,  indeed,  the  density 
of  the  collected  electricity  may  be  so  great  as  to  electrify 
the  neighbouring  particles  of  air,  which  then  are  repelled 
(see  Art.  47),  thus  producintr  a  continual  loss  of  charge. 
For  this  reason  points  and  sharp  edges  are  always  avoided 
on  electrical  apparatus,  except  where  it  is  specially  desired 
to  set  up  a  discharge. 

(d)  Flat  Disk. — The  density  of  a  charge  upon  a  flat 
disk  is  greater,  as  we  should  expect,  at  the  edges  than  on 
the  flat  surfaces  ;  but  over  the  flat  surfaces  the  distribution 
is  fairly  uniform. 

These  various  facts  are  ascertained  by  applying  a  small 
proof-plane  successively  at  various  points  of  the  electritied 
bodies  and  examining  the  amount  taken  up  by  the  proof- 
plane  by  means  of  an  electroscope  or  electrometer.  Cou- 
lomb, who  investigated  mathematically  as  well  as  ex}>eri- 
mentally  many  of  the  important  cases  of  distribution, 
employed  the  torsion  balance  to  verify  his  calculations. 
He  investigated  thus  the  case  of  the  ellipsoid  of  revolution, 
and  found  the  densities  of  the  charges  at  the  extremities 
of  the  axis  to  be  proportifmal  to  the  lengths  of  those  axes. 
He  also  showed  that  the  density  of  the  charge  at  any  other 
point  of  the  surface  of  the  ellipsoid  was  proportional  to 
the  length  of  the  perpendicular  drawn  from  the  centre  to 
the  tangent  at  that  point.  Riess  also  investigated  several 
interesting  cases  of  distribution.  He  found  the  density  at 
the  middle  of  the  edges  of  a  cube  to  be  nearly  two  and  a 
half  times  as  great  as  the  density  at  the  middle  of  a  face  ; 
while  the  density  at  a  corner  of  the  cube  was  more  tha.\!L 
four  times  as  great. 
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39.  Redistribution  of  Charge. — If  any  portion 
of  the  charge  of  an  insulated  conductor  be  removecl.  the 
remainder  of  the  charge  will  immediately  redistribute 
itself  over  the  surface  in  the  same  manner  as  the  original 
charge,  provided  it  be  also  isolated,  i.e.  that  no  other 
conductors  or  charged  bodies  be  near  to  perturb  the 
distribution  by  complicated  effects  of  influence. 

If  a  conductor  be  charged  with  any  quantity  of  elec- 
tricity, and  another  conductor  of  the  same  size  and  shape 
(but  uncharged)  be  brought  into  contact  with  it  for  an 
instant  and  then  separated,  it  will  be  found  that  the 
charge  has  divided  itself  equally  between  them.  In  the 
same  way  a  charge  may  be  divided  equally  into  three  or 
more  parts  by  being  distributed  simultaneously  over  three 
or  more  equal  and  similar  conductors  brought  into 
contact  and  symmetrically  placed. 

If  two  equal  metal  balls,  suspended  by  silk  strings, 
charged  with  unequal  quantities  of  electricity,  are  brought 
for  an  instant  into  contact  and  then  separated,  it  will  be 
found  that  the  charge  has  redistributed  itself  fairly,  half 
the  sum  of  the  two  charges  being  now  the  charge  of  each. 
This  may  even  be  extended  to  the  case  of  charges  of 
opposite  signs.  Thus,  suppose  two  similar  conductors  to 
be  electrified,  one  with  a  positive  charge  of  5  units  and 
the  other  with  3  units  of  negative  charge,  when  these  are 
made  to  touch  and  separated,  each  will  have  a  positive 
charge  of  1  unit ;  for  the  algebraic  sum  of  +  5  and  —  3  is 
+  2,  which,  shared  between  the  two  equal  conductors, 
leaves  +  1  for  each. 

40.  Capacity  of  Conductors. —  If  the  conductors 
be  unequal  in  size,  or  unlike  in  form,  the  shares  taken 
by  each  in  this  redistribution  will  not  be  equal,  but  will 
be  proportional  to  the  electric  capacities  of  the  conductors. 
The  definition  of  capacity  in  its  relation  to  electric 
quantities  is  given  in  Lesson  XXL,  Art.  271.  We  may, 
however,  make  the  remai-k,  that  two  insulated  conductors 
of  the  same  form,  but  of  different  sizes,  differ  in  their 
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electrical  ca'pacity  ;  for  the  larger  one  must  have  a  larger 
amount  of  electricity  imparted  to  it  in  order  to  electrify 
its  surface  to  the  same  degree.  The  term  ^potential  is 
employed  in  this  connection,  in  the  following  way  : — A 
given  quantity. of  electricity  will  electrify  an  isolated  ho<ly 
up  to  a  certain  "potential"  (or  power  of  doing  electric 
work)  depending  on  its  capacity.  A  large  quantity  of 
electricity  impai-ted  to  a  conductor  of  small  cajpac'dy  will 
electrify  it  up  to  a  very  high  potmtial;  just  as  a  large 
quantity  of  water  poured  into  a  vessel  of  narrow  capacity 
will  raise  the  surface  of  the  water  to  a  high  level  in  the 
vessel.  The  exact  definition  of  Potential,  in  terms  of 
energy  spent  against  the  electri(  al  forces,  is  given  in  the 
lesson  on  Electrostatics  (Ait.  2G3). 

It  will  be  found  convenient  to  refer  to  a  positively 
electrified  body  as  one  electrified  to  a  positive  or  hijh 
potential;  while  a  negativ^ely  electrified  body  may  be 
looked  upon  as  one  electrified  to  a  low  or  mgative 
potential.  And  just  as  we  take  the  level  of  the  sea  as 
a  zero  level,  and  measure  the  heights  of  mountains  above 
it,  and  the  depths  of  mines  below  it,  using  the  sea  level 
as  a  convenient  point  of  reference  for  differences  of  level, 
so  we  take  the  potential  of  the  earth's  surface  (for  the 
surface  of  the  earth  is  always  electrified  to  a  certain 
degree)  as  zero  potential,  and  use  it  as  a  convenient  point 
of  reference  from  which  to  measure  differences  of  electric 
potential 


Lesson  V. — Electric  Machines 

•  41.  For  the  purpose  of  procuring  larger  supplies  of 
electricity  than  can  be  obtained  by  the  rubbing  of  a  rod 
of  glass  or  shellac,  electric  machines  have  been 
devised.  All  electric  machines  consist  of  two  parts,  one 
for  producing,  the  other  for  collecting,  the  electric  chai:^e,'i. 
Experience  has  shown  that  the  quantities  oi.  -V  a.\\vi  — 
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electrification  developed  by  friction  upon  the  two  surfaces 
rubbed  against  one  another  depend  on  the  amount  of 
friction,  upon  the  extent  of  the  surfaces  rubbed,  and  also 
upon  the  nature  of  the  substances  used.  If  the  two 
substances  employed  are  near  together  on  the  list  of 
electrics  given  in  Art.  6,  the  electrical  effect  of  rubbing 
them  together  will  not  be  so  great  as  if  two  substances 
widely  separated  in  the  series  are  chosen.  To  obtain 
the  highest  effect,  the  most  positive  and  the  most  negative 
of  the  substances  convenient  for  the  construction .  of  a 
machine  should  be  taken,  and  the  greatest  available 
surface  of  them  should  be  subjected  to  friction,  the 
moving  parts  having  a  sufficient  pressure  against  one 
another  compatible  with  the  required  velocity. 

Tlie  earliest  form  of  electric  machine  was  devised  by 
Otto  von  Guericke  of  Magdeburg,  and  consisted  of  a  globe 
of  sulphur  fixed  upon  a  spindle,  and  pressed  with  the 
dry  surface  of  the  hands  while  being  made  to  rotate  ; 
with  this  he  discovered  the  existence  of  electric  sparks 
and  the  repulsion  of  similarly  electrified  bodies.  Sir 
Isaac  Newton  replaced  Von  Guericke's  globe  of  sulphur 
by  a  globe  of  glass.  A  little  later  the  form  of  the 
machine  was  improved  by  various  German  electricians  ; 
Von  Bose  added  a  collector  or  "  prime  conductor,"  in 
the  shape  of  an  iron  tube,  supported  by  a  person  stand- 
ing on  cakes  of  resin  to  insulate  him,  or  suspended  by 
silken  strings  ;  Winckler  of  Leipzig  substituted  a  leathern 
cushion  for  the  hand  as  a  rubber  ;  and  Gordon  of  Erfurt 
rendered  the  machine  more  easy  of  construction  by  using 
a  glass  cylinder  instead  of  a  glass  globe.  The  electricity 
was  led  from  the  excited  cylinder  or  globe  to  the  prime 
conductor  by  a  metallic  chain  which  hung  over  against 
the  globe.  A  pointed  collector  was  not  employed  until 
after  Franklin's  famous  researches  on  the  action  of  points. 
About  1760  De  la  Fond,  Planta,  Ramsden,  and  Cuthbert- 
son,  constructed  machines  having  glass  plates  instead  of 
cylinders.     All    frictional    machines   are,   however,  now 
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□bsolete,  having  in  recent  years  been  quite  aupereeded  by 
the  modem  Influence  Machinei. 

42.  The  Cylinder  Electric  Macbioe.  —  The 
Cylinder  Electric  Machine  cunsiEts  of  a  glass  cylinder 
mounted  on  a,  horizontal  axis  capable  of  being  tnmed  by 
a  bandle.  Against  it  is  pressed  from  behiod  a  cushion  of 
leather  stuffed  with  borseh^r,  the  surface  of  which  is 
covered  with  a  powdered  amalgam  of  zinc  or  tin.  A  flap 
of  silk  attached  to  the  cushion  pastes  over  the  cylinder, 
covering  its  upper  half.  In  front  of  the  cylinder  Elands 
the   "prime    conductor,"   which    is   made    of   metal,  and 


usually  of  the  form  of  un  el  ngated  cjhiider  with  henii 
spherical  ends  mounted  upon  a  glass  stand  At  the  end 
of  the  prime  conductor  neare  t  the  ylinder  is  fixed  a  rod 
bearing  a  row  of  fine  metallic  spikes,  re  emllmo  in  form 
a  rake  the  other  end  usually  carried  a  r  d  terminated  m 
a  brass  ball  or  knob  The  general  aspect  of  the  ma  bine 
IB  shown  m  Fig  31  When  the  handl  is  turned  the 
fnction  between  the  glafs  and  the  anialf,am  coated  surface 
of  the  rubber  produces  a  copious  eleotrn.aI  action  electri 
city  appearing  as  a  +  charge  on  the  glaaa  Veavm^  fti* 
rubber  with  a  —  charge.     The    prime   coudnctor  toWetAa 
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this  chaise  by  the  following  process: — Tlie  +  charge 
being  carried  round  on  the  glass  acta  inductively  on  the 
long  insulated  conductor,  repelling  a  +  charge  to  the  far 
end  ;  leaving  the  nearer  end  —  ly  charged.  The  effect  of 
the  row  of  pointa  is  to  emit  a  —  ly  electrified  wind  (aee 
Art.  47)  towards  the  attracting  +  charge  upon  the  glass, 
which  is  neutralized  thereby  ;  the  glass  thus  arriving  at 
the  rubber  in  a  neutral  condition  ready  t«  be  again 
eicilfid.     This  action  of  the  point  lu  t  m     d  scribed, 

though  less  correctly,  by  saying  that  th  p  nt  Uect  the 
+  chat^  from  the  glass.  If  it  de.  d  t  llect  also 
the  -  cliarge  of  the  tubber,  the  eush  n  t  b  pported 
on  an  insulating  stem  and  pro  1  d  at  th  ba  k  with  a 
metallic  knob.  It  is,  however,  m  re  ual  t  se  only  the 
+  chai^,  and  to  connect  the  nibbe  b  ham  t  '  earth," 
so  allowing  the  —  charge  to  be  neutralized. 

43.  The   Plate    Electric    Machine.-  "~ 


Machine, 


,pii..,  i 


constructed  with  ,a 
circular  plate  of  glass 
or  of  ebon  te,  and  is 
usuallvi  rov  dedwith 
tn  0  pa  rs  of  rubbers 
formed  of  double 
cushion  preosing  the 
[late  b  tween  tlieni, 
I  laced  at  t  highest 
indlouestp  int,  and 
J  rov  ded  n  th  silk 
Haps  each  extt^nding 

tl  e  c  rcle  Tl  e  prirne 
cond     lor  either 

double  or  curved 
ro  nd  to  eet  the 
plate  at  tl  e  two  enfls 
i   f  rn  si  «d   with   two 


the 


'    of 
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points  in  the  cylinder  machine.  A  common  form  of 
plate  machine  is  shown  in  Fig.  32.  The  action  of 
the  machine  is,  in  all  points  of  theoretical  interest,  the 
same  as  that  of  the  cylinder  machine.  Its  advantage^ 
are  that  a  large  glass  plate  is  more  easy  to  construct  than 
a  large  glass  cylinder  of  perfect  form,  and  that  the  length 
along  the  surface  of  the  glass  between  the  collecting  row 
of  points  and  the  edge  of  the  rubber  cushions  is  greater 
in  the  plate  than  in  the  cylinder  for  the  same  amount  of 
surface  exposed  to  friction  ;  for,  be  it  remarked,  when  the 
.  two  charges  thus  separated  have  collected  to  a  certain  extent, 
a  discharge  will  take  place  along  this  surface,  the  length 
of  which  limits  therefore  the  power  of  the  machine.  In 
a  more  modem  form,  due  to  Le  Roy,  and  modified  by 
Winter,  there  is  but  one  rubber  and  flap,  occupying  a 
httle  over  a  quadrant  of  the  plate,  and  one  collector  or 
double  row  of  points,  while  the  prime  conductor  consists 
of  a  ring-shaped  body. 

44.  Electric  Amalgam. — Canton,  finding  glass  to 
be  highly  electrified  when  dipped  into  dry  mercury,  sug- 
gested the  employment  of  an  amalgam  of  tin  with  mercury 
as  a  suitable  substance  wherewith  to  cover  the  surface  of 
the  rubbers.  Still  better  is  Kienmayer's  amalgam,  con- 
sisting of  equal  parts  of  tin  and  zinc,  mixed  while  molten 
with  twice  their  weight  of  mercury.  Bisulphide  of  tin 
("mosaic  gold")  may  also  be  used.  These  amalgams  are 
applied  to  the  cushions  with  a  little  stiff  grease.  They 
serve  the  double  purpose  of  conducting  away  the  negative 
charge  separated  upon  the  rubber  during  the  action  of  the 
machine,  and  of  affording  as  a  rubber  a  substance  which 
is  more  powerfully  negative  (see  list  in  Art.  6)  than  the 
leather  or  the  silk  of  the  cushion  itself.  Powdered  graphite 
is  also  good. 

46.  Precautions  in  using  Friotional  Machines. 
— Several  precautions  must  be  observed    in    the    use  of 
electrical    machines.     Damp   and  dust  must  \)e  ^cwv^w- 
louslj   avoided.      The   surface    of   glass    is   \vy^TOs>coY^^, 
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hence,  except  in  the  driest  climates,  it  is  necessary  to 
warm  the  glass  surfaces  and  rubbers  to  dissipate  the  film 
of  moisture  which  collects.  Glass  stems  for  insulation 
may  be  varnished  with  a  thin  coat  of  shellac  varnish,  or 
with  paraffin  (solid).  A  few  drops  of  anhydrous  paraffin 
(obtained  by  dropping  a  lump  of  sodium  into  a  bottle 
of  paraffin  oil),  applied  with  a  bit  of  flannel  to  the 
previously  warmed  surfaces,  hinders  the  deposit  of  moist- 
ure. A  f Fictional  machine  which  has  not  been  used  for 
some  months  will  require  a  fresh  coat  of  amalgam  on  its 
rubbers.  These  should  be  cleaned  and  warmed,  a  thin 
uniform  layer  of  tallow  or  other  stiff  grease  is  spread 
upon  them,  and  the  amalgam,  previously  reduced  to  a  fine 
powder,  is  sifted  over  the  surface.  In  spite  of  all  pre- 
cautions friction  machines  are  uncertain  in  their  be- 
haviour in  damp  weather.  This  is  the  main  reason  why 
they  have  been  superseded  by  influence  machines,  which 
do  not  need  to  be  wanned. 

Ail  points  should  be  avoided  in  apparatus  for 
frictional  electricity  except  where  they  are  desired,  like 
the  "  collecting "  spikes  on  the  prime  conductor,  to  let 
off  a  charge  of  electricity.  All  the  rods,  etc.,  in  frictional 
apparatus  are  therefore  made  with  rounded  knobs. 

46.  Experiments  -with  the  Electric  Machine. 
— With  the  electric  machine  many  pleasing  and  instructive 
experiments  are  possible.  The  phenomena  of  attraction 
and  repulsion  can  be  shown  upon  a  large  scale.  Fig.  33 
represents  a  device  known  as  the  electric  chimes,* 
in  which  two  small  brass  balls  hung  by  silk  strings  are 
set  in  motion  and  strike  against  the  bells  between  which 
they  are  hung.  The  two  outer  bells  are  hung  by  metallic 
wires  or  chains  to  the  knob  of  the  machine.  The  third 
bell  is  hung  by  a  silk  thread,  but  communicates  with  the 
ground  by  a  brass  chain.      The  balls  are  first  attracted  to 

*  Invented  in  1752  by  Franklin,  for  the  purpose  of  warning  him  of  the 
presence  of  atmospheric  electricity,  drawn  from  the  air  above  his  house  by 
a  pointed  iron  rod. 
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the  electrified  outer  bells,  then  repelled,  and,  having  dis- 
charged themselves  against  the  uninsulated  central  bell, 
are  again  attracted,  and  so  vibrate  to  and  fro. 

By  another  arrangement  small  figures  or  dolls  cut  out 
of  pith  can  be  made  to  dance  up  and  down  between  a 
metal  plate  hung  horizontally 
from  the  knob  of  the  machine, 
and  another  flat  plate  an  inch 
or  two  lower  and  communi- 
cating with  "  earth/' 

Another  favourite  way  of 
exhibiting  electric  repulsion 
is  by  means  of  a  doll  with 
long  hair  placed  on  the 
machine  ;  the  individual 
hairs  stand  on  end  when  the 
machine  is  worked,  being 
repelled  from  the  head,  and 
from  one  another.  A  paper 
tassel  will  behave  similarly 
if  hung  to  the  prime  con- 
ductor. The  most  striking  way  of  showing  this  pheno- 
menon is  to  place  a  person  upon  a  glass -legged  stool, 
making  him  touch  the  knob  of  the  machine  ;  when  the 
machine  is  worked,  his  hair,  if  dry,  will  stand  on  end. 
Sparks  will  pass  freely  between  a  person  thus  electrified 
and  one  standing  upon  the  ground. 

The  sparks  from  the  machine  may  be  made  to  kindle 
spirits  of  wine  or  ether,  placed  in  a  metallic  spoon,  con- 
nected by  a  wire  with  the  nearest  metallic  conductor 
that  runs  into  the  ground.  A  gas  jet  may  be  lit  by 
passing  a  spark  to  the  burner  from  the  finger  of  the 
person  standing,  as  just  described,  upon  an  insulating 
stool. 

47.  Effect  of  Points;  Electric  "Wind. — The  effect 
of  points  in  discharging  electricity  from  the  s\iT^ac^  oi  ^ 
condvctor  majr  be  readily  proved  by  numerous  expfetircifcii\&. 
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If  the  machine  be  in  good  working  order,  and  capable  of 
giving,  say,  sparks  4  inches  long  when  the  knuckle  is 
presented  to  the  knob,  it  will  be  found  that,  on  fastening 
a  fine-pointed  needle  to  the  conductor,  it  discharges  the 
electricity  so  effectually  at  its  point  that  only  the  shortest 
sparks  can  be  drawn  at  the  knob,  while  a  fine  jet  or  brush 
of  pale  blue  light  will  appear  at  the  point.  If  a  lighted 
taper  be  held  in  front  of  the  point,  the  flame  will  be 
visibly  blown  aside  (Fig.  34)  by  the  streams  of  electrified 
air  repelled  from  the  point.     These  air-currents  can  be 


Fig.  34. 


felt  with  the  hand.  They  are  due  to  a  mutual  repulsion 
between  the  electrified  air  particles  near  the  point  and 
the  electricity  collected  on  the  point  itself.  That  this 
mutual  reaction  exists  is  proved  by  the  electric  fly  or 
electric  reaction-mill  of  Hamilton  (Fig.  35),  which 
consists  of  a  light  cross  of  brass  or  straw,  suspended  on  a 
pivot,  and  having  the  pointed  ends  bent  round  at  right 
angles.  When  placed  on  the  prime  conductor  of  the 
machine,  or  joined  to  it  by  a  chain,  the  force  of  repulsion 
between  the  electricity  of  the  points  and  that  on  the  air 
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Fig.  35. 


immediately  in  front  of  them  drives  the  mill  round  in 
the  direction  opposite  to  that  in  which  the  points  are 
bent.     It  will  even  rotate  if  immersed  in  turpentine  or 
petroleum.     If  the  points  of  the 
fly  are  covered  with  small  round 
lumps  of  wax  it  will  not  rotate, 
as  the  presence  of  the  wax  pre- 
vents   the    formation    of    any 
wind   or  stream   of   electrified 
particles. 

The  electric  wind  from  a 
point  will  produce  a  charge 
upon  the  surface  of  any  insulat- 
ing body,  such  as  a  plate  of 
ebonite  or  glass,  held  a  few 
inches  away.  The  charge  may 
be  examined  by  dusting  red 
lead  or  lycopodium  powder 
upon  the  surface.  If  a  slip  of 
glass  or  mica  be  interposed  between  the  point  and  the 
surface  against  which  the  wind  is  directed,  an  electric 
shadow  will  be  formed  on  the  surface  at  the  part  so 
screened. 

48.  Armstrongs  Hydro-Eleotrical  Machine. — 
The  friction  of  a  jet  of  steam  issuing  from  a  boiler, 
through  a  wooden  nozzle,  generates  electricity.  In 
reality  it  is  the  particles  of  condensed  water  in  the  jet 
which  are  directly  concerned.  Lord  Armstrong,  who 
investigated  this  source  of  electricity,  constructed  a 
powerful  apparatus,  known  as  the  hydro-electrical 
ma.chine,  capable  of  producing  enormous  quantities 
of  electricity,  and  yielding  sparks  5  or  6  feet  long. 
The  collector  consisted  of  a  row  of  spikes,  placed  in  the 
path  of  the  steam  jets  issuing  from  wooden  nozzles, 
and  was  supported,  together  with  a  brass  ball  which 
served  is  prime  conductor,  upon  a  glass  pillar. 

49.  In^uence  Machinea, — TherQ  is  aiio\\iet  c\»«a 
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of  electrical  machine,  diflfering  entirely  from  those  we 
have  been  describing,  and  depending  upon  the  principle  of 
influence.  They  also  have  been  termed  convection-indicction 
machines,  because  they  depend  upon  the  employment  of  a 
minute  initial  charge  which,  acting  by  influence,  induces 
other  charges,  which  are  then  conveyed  by  the  moving 
parts  of  the  machine  to  some  other  part,  where  they  can 
be  used  either  to  increase  the  initial  charge  or  to  furnish 
a  supply  of  electrification  to  a  suitable  collector.  Of  such 
instruments  the  oldest  is  the  ElectrophoruSy  explained  fully 
in  Lesson  III.  Bennet,  Nicholson,  Erasmus  Darwin,  and 
others  devised  pieces  of  apparatus  for  accomplishing  by 
mechanism  that  which  the  electrophorus  accomplishes  by 
hand.  Nicholson's  revolving  douhler,  invented  in  1788, 
consists  of  a  revolving  apparatus,  in  which  an  insulated 
carrier  can  be  brought  into  the  presence  of  an  electrified 
body,  there  touched  for  an  instant  while  under  influence, 
then  carried  forward  with  its  acquired  charge  towards 
another  body,  to  which  it  imparts  its  charge,  and  which 
in  turn  acts  inductively  on  it,  giving  it  an  opposite 
charge,  which  it  can  convey  to  the  first  body,  thus 
increasing  its  initial  charge  at  every  rotation. 

In  the  modern  influence  machines  two  principles  are 
embodied  :  (1)  the  principle  of  influence,  namely,  that  a 
conductor  touched  while  under  influence  acquires  a  charge 
of  the  opposite  kind ;  (2)  the  principle  of  reciprocal 
accumulation.  This  principle  must  be  carefully  noted. 
Let  there  be  two  insulated  conductors  A  and  B  electrified 
ever  so  little,  one  positively,  the  other  negatively.  Let  a 
third  insulated  conductor  C,  which  will  be  called  a  carrier, 
be  arranged  to  move  so  that  it  first  approaches  A  and 
then  B,  and  so  forth.  If  touched  while  under  the  influ- 
ence of  the  small  positive  charge  on  A  it  will  acquire  a 
small  negative  charge  ;  suppose  that  it  then  moves  on  and 
gives  this  negative  charge  to  B.  Then  let  it  be  touched 
while  under  the  influence  of  B,  so  acquiring  a  small 
positive  charge.     When  it  returns  towards  A  let  it  give 
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up  this  positive  charge  to  A,  thereby  increasing  its 
positive  charge.  Then  A  will  act  more  powerfully,  and 
on  repeating  the  former  operations  both  B  and  A  will 
become  more  highly  charged.  Each  accumulates  the 
charges  derived  by  influence  from  the  other.  This  is  the 
fundamental  action  of  the  machines  in  question.  The 
modern  influence  machines  date  from  1860,  when  C.  F. 
Varley  produced  a  form  with  six  carriers  mounted  on  a 
rotating  dis^  of  glass.     This  was  followed  in  1865  by 


Fig.  36. 

the  machine  of  Holtz  and  that  of  Toepler,  and  in  1867 
by  those  of  Lord  Kelvin  (the  "  replenisher "  and  the 
"mouse -mill").  The  latest  forms  are  those  of  Mr. 
James  Wimshurst 

50.  Tsrpical    Construction.  —  Before    describing 
some  special  forms  we  will  deal  with  a  generalized  type 
of  machine  having  two  fixed  field-plates,  A  and  B,  which 
are  to  become  respectively  +  and  — ,  and  a  set  oi  carrms, 
attached  to  a  rotating  disi:  or  armature,     "Fig.  ^^  giN^a  m 
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a  diagrammatic  way  a  view  of  the  essential  parts.  For 
convenience  of  drawing  it  is  shown  as  if  the  metal  field- 
plates  A  and  B  were  aflBxed  to  the  outside  of  an  out«r 
stationary  cylinder  of  glass  ;  the  six  carriers  p,  q,  r,  «,  <, 
and  u  being  attached  to  the  inside  of  an  inner  rotating 
cylinder.     The  essential  parts  then  are  as  follows  : — 

(i.)    A  pair  oi  field-plates  A  and  B. 

(ii.)   A  set  of  rotating  carriers  }),  g,  r,  s,  t,  ftnd  u, 

(iii.)  A  pair  of  iieutraliziiig  brushes  n^,  712  made  of 
flexible  metal  wires,  the  function  of  which  is 
to  touch  the  carriers  while  they  are  under  the 
influence  of  the  field -plates.  They  are  con- 
nected together  by  a  diagonal  conductor^  which 
need  not  be  insulated. 

(iv.)  A  pair  of  appropriating  brushes  a^,  a.^,  which  .reach 
over  from  the  field -plates  to  appropriate  the 
charges  that  are  conveyed  around  by  the 
carriers,  and  impart  them  to  the  field-plates. 

(v.)  In  addition  to  the  above,  which  are  sufficient  to 
constitute  a  complete  self-exciting  machine,  it 
is  usual  to  add  a  discharging  apparatus^  consist- 
ing of  two  comhs  r^,  c^  to  collect  any  unappro- 
priated charges  from  the  carriers  after  they 
have  passed  the  appropriating  brushes  ;  these 
combs  being  connected  to  the  adjustable  dis- 
charging balls  at  D. 

The  operation  of  the  machine  is  as  follows.  The 
neutralizing  brushes  are  set  so  as  to  touch  the  moving 
carriers  just  before  they  pass  out  of  the  influence  of  the 
field-plates.  Suppose  the  field-plate  A  to  be  charged  ever 
80  little  positively,  then  the  carrier  p^  touched  by  w^  just 
as  it  passes,  will  acquire  a  slight  negative  charge,  which  it 
will  convey  forward  to  the  appropriating  brush  a^,  and 
will  thus  make  B  slightly  negative.  Each  of  the  carriers 
as  it  passes  to  the  right  over  the  top  will  do  tlie  same 
thing.      Similarly  each  of  the  carriei-s  as  it  passes  from 
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right  to  left  at  the  lower  side  will  be  touched  by  n^  while 
under  the  influence  of  the  —  charge  on  B,  and  will 
convey  a  small  +  charge  to  A  through  the  appropriating 
brush  a^.  In  this  way  A  will  rapidly  l>ecome  more  and 
more  + ,  and  B  more  and  more  —  ;  and  the  more  highly 
charged  they  become,  the  more  do  the  collecting  combs 
Cj  and  Cg  receive  of  unappropriated  charges.  Sparks 
will  snap  across  between  the  discharging  knobs  at  D. 

The  machine  will  not  be  self-exciting  unless  there  is  a 
good  metallic  contact  made  by  the  neutralizing  brushes  and 
by  the  appropriating  brushes.  If  the  discharging  apparatus 
were  fitted  at  c^,  C2  with  contact  brushes  instead  of  spiked 
combs,  the  machine  would  be  liable  to  lose  the  charge 
of  the  field-plates,  or  even  to  have  their  charges  reversed 
in  sign  whenever  a  large  spark  was  taken  from  the  knobs. 

It  will  be  noticed  that  there  are  two  thicknesses  of 
glass  between  the  fixed  field-plates  and  the  rotating  carriers. 
The  glass  serves  not  only  to  hold  the  metal  parts,  but 
prevents  the  possibility  of  back-discharges  (by  sparks  or 
winds)  from  the  carriers  to  the  field-plates  as  they  pass. 

The  essential  features  thus  set  forth  will  be  found  in 
Varley's  machine  of  1860,  in  Lord  Kelvin's  "  replenisher  " 
(which  had  only  two  carriers),  and  in  many  other  machines, 
including  the  apparatus  known  as  Clarke's  "gas-lighter." 

51.  Toepler's  Influence  Machine.  —  In  this 
machine,  as  constructed  by  Voss,  are  embodied  various 
points  due  to  Holtz  and  others.  Its  construction  follows 
almost  literally  the  diagram  already  explained,  but  instead 
of  having  two  cylinders,  one  inside  the  other,  it  has  two 
flat  disks  of  varnished  glass,  one  fixed,  the  other  slightly 
smaller  rotating  in  front  of  it  (Fig.  37).  The  fi^ld-plates 
A  and  B  consist  of  pieces  of  tinfoil,  cemented  on  the 
back  of  the  back  disk,  each  protected  by  a  coating  of 
varnished  paper.  The  carriers  are  small  disks  or  sectors 
of  tinfoil,  to  the  number  of  six  or  eight,  cemented  to  the 
front  of  the  front  disk.  To  prevent  them  from  being 
worn   away   by   rubbing   against   the    brushes    a   small 
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metallic  button  ia  attached  to  tiie  middle  ot  eacli.  The 
neutralizing  brnsUes  n^,  iig  are  small  whisps  of  fine 
springy  brass  wire,  and  aie  mounted  ou  tlie  ends  of  a 
diagonal  conductor  Z.  The  appropriating  brushes  Uj,  a^ 
are  also  of  thin  brass  wire,  and  are  fastened  to  clamps 
projectii^  from  the  edge  of  the  fixed  disk,  ao  that  they 
communicate  metallically  with  the  two  field-plates.  The 
collecting  combs,  which  have  brass  spikes  ao  short  as  not 
to  touch  the  carriers,  are  mounted  on  insulating  pillars 
and   are   connected   to  the   adjustable   discharging   knobs 


D,,  D,^  These  also  communicate  with  two  small  Leyden 
jars  Jj,  Jj,  the  function  of  which  is  to  accumulate  the 
chains  before  any  discharge  takes  place.  These  jars  are 
separately  depicted  in  Fig.  38.  Without  them,  the 
discharges  between  the  knobs  take  place  in  frequent 
thin  blue  sparks.  With  them  the  sparks  are  less 
numerous,  but  very  brilliant  and  noisy. 

To  use  the  Toepler  (Vosa)  machine  first  see  that  all  the 
four  brushes  are  so  set  as  to  make  good  metallic  con- 
tact  with  the  carriers  as  they  move  past,  and  that  the 
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neutralizing  bruahea  ore  set  so  aa  to  touch  the  carriers 
while  under  inBuence.  Then  Bee  that  the  discharging 
knobs  are  drawn  widely  apart.  Set  the  machine  in 
rotation  briakly.  If  it  is  clean  it  ehould  eicit*  itself 
after  a  couple  of  turns,  and  will  emit  a  gentle  hissing 
sound,  due  to  internal  diBcharges  (visible  as  bine  glimmers 
in  the  dark),  and  will  offer  more  resislanee  lo  turning. 
If  then  the  knobs  are  puslied  nearer  tc^eiher  sparks  will 
pass  across  between  them.  The  jars  (the  addition  of 
which  we  owe  to  Holtz)  should  be  kept  free  from  dust. 
Sometimes  a  pair  of  terminil  screws  are  added  at  Sj,  Sj 
(Fig,  38),  connected  respectively  with  the  outer  coatings 


Fig.  38. 

of  the  jars.  These  are  convenient  for  attaching  wires  to 
lead  away  discharges  for  experiments  at  a.  distance.  If 
not  BO  used  they  should  be  joined  together  by  a  short 
wire,  as  the  two  Jars  will  not  work  properly  unless  their 
outer  coatings  are  connected. 

52.  'WimBhurst'a  Influence  Machine. — In  this, 
the  most  widely  used  of  influence  macliines,  there  are 
no  fixed  field-plates.  In  its  simplest  form  it  consists 
(Fig.  39)  of  two  circular  plates  of  varnished  glass,  which 
are  geared  to  rotate  in  opposite  directions.  A  number 
of  sectors  of  metal  foil  are  cemented  to  the  front  of  the 
front  plate  and  to  the  back  of  the  back  pottle  ■,  Weae 
sectora  serve  both  as  carriers  nnd   aa  iuducloia.      kctOHi 
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the  front  is  fixed  an  uninsulated  diagonal  conductor, 
carrjing  at  its  ends  neutralizing  brushea,  which  touch 
the  front  sectors  as  they  pass.  Across  the  back,  but 
sloping  the  other  way,  ia  a  second  diagonal  conductor, 
with  brushes  that  touch  the  sectors  on  the  hinder  plate. 
Nothing  more  than  this  is  needed  for  the  machine  to 
excite  itself  when  set  in  rotation ;  but  for  convenience 


there  is  added  ■>  collecting  and  ii'!chnrg]ng  npparatua 
This  consists  o I  two  purs  of  insulated  c  nilo  ea<.h  pair 
hnvinf,  Its  spikta  turned  mnards  toward  He  resolving 
disks,  but  n  t  touching  tl  em  one  pair  1  cmg  on  the 
nght,  the  otl  er  on  tl  e  left  mounted  each  on  an  in'ulat 
m^  I  ill  ir  of  ebonite  Tl  e*e  e  Hector  are  fi  rnislie  1  « ith 
a  jar  ot    id^uaUhle  disdjarf,mt,  kwolia  ovc  heal     ani 
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sometimes  a  pair  of  Leyden  jars  are  added,  to  prevent  the 
sparks  from  passing  until  considerable  quantities  of  charge 
have  been  collected. 

The  processes  that  occur  in  this  machine  are  .  best 
explained  by  aid  of  a  diagram  (Fig.  40),  in  which,  for 
greater  clearness,  the  two  rotating  plates  are  represented 


Fig.  40. 


as  though  they  were  two  cylinders  of  glass,  rotating 
opposite  ways,  one  inside  the  other.  The  inner  cylinder 
will  represent  the  front  plate,  the  outer  the  hack  plate. 
In  Figs.  39  and  40  the  front  plate  rotates  right- 
handedly,  the  back  plate  left- handed ly.  The  neutraliz- 
inej  brushes  n^,  rig  touch  the  front  sectors,  wliiV^  I'^i')'^^ 
touch  a<,^ainst  the  back  sectors. 
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Now  suppose  any  one  of  the  back  sectors  represented 
near  the  top  of  the  diagram  to  receive  a  slight  positive 
charge.  As  it  is  moved  onward  toward  the  left  it  will 
come  opposite  the  place  where  one  of  the  front  sectors  is 
moving  past  the  brush  n^  The  result  will  be  that  the 
sector  so  touched  while  under  influence  by  n^  will  acquire 
a  slight  negative  charge,  which  it  will  carry  onwards 
toward  the  right.  When  this  negatively-charged  front 
sector  arrives  at  a  point  opposite  n^  it  acts  inductively  on 
the  back  sector  which  is  being  touched  by  n^  ;  hence 
this  back  sector  will  in  turn  acquire  a  positive  charge, 
which  it  'svill  carry  over  to  the  left.  In  this  way  all  the 
sectors  will  become  more  and  more  highly  charged,  the 
front  sectors  carrying  over  negative  charges  from  left  to 
right,  and  the  back  sectors  carrying  over  positive  charges 
from  right  to  left.  At  the  lower  half  of  the  diagram  a 
similar  but  inverse  set  of  operations  will  be  taking  place. 
For  when  n^  touches  a  front  sector  under  the  influence  of 
a  positive  back  sector,  a  repelled  charge  will  travel  along 
the  diagonal  conductor  to  Wg,  helping  to  charge  positively 
the  sector  which  it  touches.  The  front  sectors,  as  they 
pass  from  right  to  left  (in  the  lower  half),  will  carry 
positive  charges,  while  the  back  sectors,  after  touching  n^ 
will  carry  negative  charges  from  left  to  right.  The 
metal  sectors  then  act  both  as  carriers  and  as  inductors. 
It  is  clear  that  there  will  be  a  continual  carrying  of 
positive  charges  toward  the  right,  and  of  negative  charges 
to  the  left.  At  these  points,  toward  which  the  opposite 
kinds  of  charges  travel,  are  placed  the  collecting-combs 
communicating  with  the  discharging  knobs.  The  latter 
ought  to  be  opened  wide  apart  when  starting  the  machine, 
and  moved  together  after  it  has  excited  itself. 

In  larger  Wimshurst  influence  machines  two,  three, 
or  more  pairs  of  oppositely -rotating  plates  are  mounted 
within  a  glass  case  to  keep  off  the  dust.  If  the  neutral- 
izing brushes  make  good  metallic  contact  these  machines 
are  all  self-exciting  in  all  weathers.     Machines  with  only 
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six  or  eight  sectors  on  each  plate  give  longer  sparks,  but 
less  frequently  than  those  that  have  a  greater  number. 
Mr.  Wimshurst  has  designed  many  influence  machines, 
from  small  ones  with  disks  2  inches  across  up  to  that 
at  South  Kensington,  which  has  plates  7  feet  in  diameter. 

Prior  to  Wimshurst' s  machine  Holtz  had  constructed 
one  with  two  oppositely-rotating  glass  disks  ;  but  they 
had  no  metal  carriers  upon  them.    It  was  not  self-exciting. 

63.  Holtz's  Influence  Machine. — The  Holtz 
machine  in  its  typical  form  had  the  following  peculiar- 
ities. There  were  no  metal  carriers  upon  the  rotating 
plate,  hence  another  mode  of  charging  it  had  to  be 
adopted  in  lieu  of  touching 
conductors  while  under 
influence,  as  will  be  seen. 
The  field-plates  A  and  B 
(Fig.  41)  were  of  varnished 
paper — a  poor  conductor 
— fastened  upon  the  back 
of  the  fixed  disk.  In  the 
fixed  disk  of  glass,  on 
which  the  field-plates  were 
mounted,  there  were  cut 
two  windows  or  openings.  Fig.  4i. 

through  which  there  pro- 
jected from  the  field-plates  two  pointed  paper  tongues, 
which  took  the  place  of  appropriating  brushes.  The 
discharging  knobs  were  inserted  in  the  neutralizing  circuit 
which  united  two  metal  combs  with  pointed  spikes, 
situated  in  front  of  the  rotating  front  disk,  opposite  the 
two  field-plates.  There  was  (at  first)  no  diagonal  con- 
ductor. It  will  be  noted  that  while  the  combs,  which 
served  both  as  neutralizing  and  collecting  combs,  were  in 
front  of  the  rotating  plate,  the  appropriating  tongues 
were  situated  at  the  back  of  the  same.  Fig.  41  is  a 
view  of  the  machine  from  behind.  The  machine  was 
not  self-exciting.    In  operating  it  the  following  ]jrocftd\xtfe 

F 
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may  be  connected  by  guttapercha -covered  wires  to  the 
two  discharging  knobs,  or  to  the  terminals  S^,  Sg  of 
Fig.  38.  The  curious  property  of  the  electric  discharge 
from  a  point  in  collecting  dust  or  fumes  is  readily  shown 
by  connecting  by  a  wire  a  needle  which  is  introduced 
into  a  bell-jar  of  glass.  The  latter  is  filled  with  fumes  by 
burning  inside  it  a  bit  of  magnesium  wire  or  brown 
paper.  Then  on  turning  the  handle  of  the  influence 
machine  the  fumes  are  at  once  deposited,  and  the  air  left 
clear. 


Lesson  VI. — The  Leyden  Jar  and  other  Condensers 

66.  It  was  shown  in  previous  lessons  that  the  opposite 
charges  of  electricity  attract  one  another  ;  that  electricity 
cannot  flow  through  glass  ;  and  that  yet  electricity  can  a^t 
across  glass  by  influence.  Two  suspended  pith-balls,  one 
electrified  positively  and  the  other  negatively,  will  attract 
one  another  across  the  intervening  air.  If  a  plate  of  glass 
be  put  between  them  they  will  still  attract  one  another, 
though  neither  they  themselves  nor  the  electric  charges 
on  them  can  pass  through  the  glass.  If  a  pith-ball 
electrified  with  a  —  charge  be  hung  inside  a  dry  glass 
bottle,  and  a  rubbed  glass  rod  be  held  outside,  the  pith- 
ball  will  rush  to  the  side  of  the  bottle  nearest  to  the  glass 
rod,  being  attracted  by  the  +  charge  thus  brought  near  it 
If  a  pane  of  glass  be  taken,  and  a  piece  of  tinfoil  be  stuck 
upon  the  middle  of  each  face  of  the  pane,  and  one  piece 
of  tinfoil  be  charged  positively,  and  the  other  negatively, 
the  two  charges  will  attract  one  another  across  the  glass, 
and  will  no  longer  be  found  to  be  free.  If  the  pane  is 
set  up  on  edge,  so  that  neither  piece  of  tinfoil  touches  the 
table,  it  will  be  found  that  hardly  any  electricity  can  be 
got  by  merely  touching  either  of  the  foils,  for  the  charges 
are  "  bound,"  so  to  speak,  by  each  other's  attractions  ; 
eacJ^  charge  ia  inducing  the  other.     In  iac^  it  will  be 


CHAP.  I 


CONDENSERS 


69 


found  that  these  two  pieces  of  tinfoil  may  be,  in  this 
manner,  charged  a  great-  deal  more  strongly  than  either  of 
them  could  possibly  be  if  it  were  stuck  to  a  piece  of  glass 
alone,  and  then  electrified  In  other  words,  the  capacity 
of  a  conductor  is  greatly  increased  when  it  is  placed  nea/r  to  a 
conductor  electrified  with  the  opposite  hind  of  charge.  If  its 
capacity  is  increased,  a  greater  quantity  of  electricity  may 
be  put  into  it  before  it  is  charged  to  an  equal  degree  of 
potential  Hence,  such  an  arrangement  for  holding  a 
large  quantity  of  electrification  may  be  called  a  con- 
denser of  electricity. 

5Q,  Condensers. — Next,  suppose  that  we  have  two 
brass  disks,  A  and  B  (Fig.  42),  set  upon  insulating  stems, 
and  that  a  glass  plate  is  placed  between  them.     Let  B  be 
connected  by  a  wire 
to  the  knob  of  an 
electrical    machine, 
and  let  A  be  joined 
by  a  wire  to  "earth." 
The  +  charge  upon 
B    will    act    induc- 
tively   across     the 
glass    plate   on   A, 
and  will  repel  elec-  Fig  42. 

tricity  into  the  earth , 

leaving  the  nearest  face  of  A  negatively  electrified.  This 
—  charge  on  A  will  attract  the  +  charge  of  B  to  the  side 
nearest  the  glass,  and  a  fresh  supply  of  electricity  will  come 
from  the  machine.  Thus  this  arrangement  will  become  a 
condenser.  If  the  two  brass  disks  are  pushed  up  close  to 
the  glass  plate  there  will  be  a  still  stronger  attraction 
between  the  +  and  —  charges,  because  they  are  now  nearer 
one  another,  and  the  inductive  action  will  be  greater ;  hence 
a  still  larger  quantity  can  be  accumulated  in  the  plates. 
We  see  then  that  the  capacity  of  a  condenser  is  increased 
by  bringing  the  plates  near  together.  If  now,  >N\iV\fc  \3tv^ 
disks  are  strongly  charged,  the  wires  are  removed  a.TL^  \)cife 
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disks  are  drawn  backwards  from  one  another,  the  two 
charges  will  not  hold  one  another-  bound  so  strongly,  and 
there  will  be  more  free  electrification  than  before  over  their 
surfaces.  This  would  be  rendered  evident  to  the  experi- 
menter by  the  little  pith-ball  electroscopes  fixed  to  them 
(see  the  Fig.),  which  would  fly  out  as  the  brass  disks  were 
moved  apart.  We  have  put  no  further  charge  on  the 
disk  B,  and  yet,  from  the  indications  of  the  electroscope, 
we  should  conclude  that  by  moving  it  away  from  disk  A 
it  has  become  electrified  to  a  higher  degree.  The  fact  is, 
that  while  the  conductor  B  was  near  the  —  charge  of  A 
the  capacity  of  B  was  greatly  increased,  but  on  moving  it 
away  from  A  its  capacity  has  diminished,  and  hence  the 
same  quantity  of  electricity  now  electrifies  it  to  a  higher 
degree  than  before.  The  presence,  therefore,  of  an  earth- 
connected  plate  near  an  insulated  conductor  increases  its 
capacity,  and  permits  it  to  accumulate  a  greater  chaise 
by  attracting  and  condensing  the  electricity  upon  the  face 
nearest  the  earth-plate,  the  surface -density  on  this  face 
being  therefore  very  great ;  hence  the  appropriateness  of 
the  terra  condenser  as  applied  to  the  arrangement.  It  was 
formerly  also  called  an  accumulator ;  but  the  term 
accumulator  is  now  reserved  for  the  special  kind  of  battery 
for  storing  the  energy  of  electric  currents  (Art.  492). 

The  stratum  of  air  between  the  two  disks  will  suffice 
to  insulate  the  two  charges  one  from  the  other.  The 
brass  disks  thus  separated  by  a  stratum  of  air  constitute 
an  air -condenser,  or  air -ley  den.  Such  condensers 
were  first  devised  by  Wilcke  and  Aepinus.  In  these 
experiments  the  sheet  of  glass  or  layer  of  air  acts  as  a 
dielectric  (Art.  295)  conveying  the  inductive  action  through 
its  substance.  All  dielectrics  are  insulators,  but  equally 
good  insulators  are  not  necessarily  equally  good  dielectrics. 
Air  and  glass  are  far  better  insulators  than  ebonite  or 
paraffin  in  the  sense  of  being  much  worse  conductors. 
But  influence  acts  more  strongly  across  a  slab  of  glass  than 
across  a  slab  of  ebonite  or  paraffin  of  equal  thickness,  and 
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better  still  across  these  than  across  a  layer  of  air.  In 
other  words,  glass  is  a  better  dielectric  than  ebonite,  or 
paraffin,  or  air,  as  it  possesses  a  higher  inductive  capacity. 
It  will  then  be  seen  that  in  the  act  of  charging  a  con- 
denser, as  much  electricity  flows  out  at  one  side  as  flows 
in  at  the  other. 

67.  Displacement. — Whenever  electric  forces  act  on 
a  dielectric,  tending  to  drive  electricity  in  at  one  side  and 
out  at  the  other,  we  may  draw  lines  of  force  through  the 
dielectric  in  the  direction  of  the  action,  and  we  may  con- 
sider tubular  spaces  mapped  out  by  such  lines.  We  may 
consider  a  tube  of  electric  force  having  at  one  end  a 
definite  area  of  the  positively  charged  surface,  and  at  the 
other  end  an  area  of  the  negatively  charged  surface. 
These  areas  may  be  of  different  size  or  shape,  but  the 
quantities  of  +  and  -  electrification  over  them  will  be 
equal.  The  quantity  of  electricity  which  has  apparently 
been  transferred  along  the  tube  was  called  by  Maxwell 
"  the  displacementy  In  non-conductors  it  is  proportional 
to  the  electromotive-force.  In  conductors  electromotive 
forces  produce  currents,  which  may  be  regarded  as 
displacements  which  increase  continuously  with  time. 
In  certain  crystalline  media  the  displacement  does  not 
take  place  exactly  in  the  direction  of  the  electric  force  : 
in  this  case  we  should  speak  of  tubes  of  influence  rather 
than  tubes  of  force.  A  unit  tube  will  be  bounded  at  its 
two  ends  by  unit  charges  -h  and  - .  We  may  consider  the 
whole  electric  field  between  positively  and  negatively 
charged  bodies  as  mapped  out  into  such  tubes. 

68.  Capacity  of  a  Condenser. — It  appears,  there- 
fore, that  the  capacity  of  a  condenser  will  depend  upon — 

(1)  The  size  and  form  of  the  metal  plates  or  coatings^ 

(2)  The  thinness  of  the  stratum  of  dielectric  between 

them  ;  and 

(3)  The  dielectric  capacity  of  the  material. 

69.  The  Leyden  Jar. — The  Leyden  Jar,  called  after 
the  city  where  it  was  invented,  is  a  conveineii\i  io\T[v  ol 
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condenser.  It  usuallj  consisCa  (Fig.  43)  of  a  glass  Jar 
coated  lip  to  a  certain  height  on  the  inside  and  outside 
with  tinfoil.  A  brass  kuob  fixed  on  the  end  of  a  Btout 
brass  wire  pasaea  downward  tlirough  a  lid  or  top  of  dry 
well -varnished  wood,  and  communicateB  by  a  loose  bit  of 
brass  chain  with  the  inner  coating  of  foil.  To  charge  the 
jar  the  knob  is  held  to  the  prime  conductor  of  an  electrical 
machine,  the  outer  coating 
being  either  held  in  the  hand 
or  connected  to  "earth"  by  a 
wire  or  chain.  When  a  + 
chai^  of  electricity  is  im- 
parted thus  to  the  inner  coat- 
ing, it  acts  inductively  on  the 
outer  coating,  attracting  a  - 
chai^  into  the  face  of  the 
outer  coating  nearest  the  glass, 
and  repelling  a  +  chaise  to  the 
outside  of  the  outer  coating, 
and  thence  through  the  hand  or  wire  to  earth.  After 
a  few  moments  the  jar  will  have  acquired  ita  full 
charge,  the  outer  coating  being  —  and  the  inner -H.  If 
the  jar  is  of  good  glass,  and  dry,  and  free  from,  dust,  it 
will  retain  its  chaige  for  many  hours  or  days.  But  if  a 
path  be  provided  by  which  die  two  mutually  attracting 
electricities  can  flow  t«  one  another,  they  will  do  so,  and 
the  jar  will  be  instantaneously  dischai^ed.  If  the  outer 
coating  be  grasped  with  one  hand,  and  the  knuckle  of  the 
other  hand  be  presented  to  the  knob  of  the  jar,  a  bright 
spark  will  pass  between  the  knob  and  the  knuckle  with  a 
sharp  report,  and  at  the  same  moment  a  convulsive 
"shock"  will  be  communicated  to  the  muscles  of  the 
wrists,  elbows,  and  shoulders.  A  safer  means  of  dis- 
charging the  jar  is  afforded  by  the  discharging  tonga 
or  dtBcharger  (Fig.  44),  which  consists  of  a  jointed  brass 
rod  provided  with  brass  knobs  and  a  glass  handle.  One 
knob  is  laid  against  the  outer  coating,  the  other  is  theu 


CHAP,  t  LEYDEN  JAR  73 


brought  near  the  knob  of  the  jar,  and  a  bright  snapping 

spark  leaping  from  knob  to  knob  announces  that  the  two 

accumulated     charges     have     flowed 

together,    completing    the    discharge. 

Sometimes  a  jar  discharges  itself  by 

a  spark  climbing  over  the  top  edge  of 

the  jar.     Often  when  a  jar  is  well 

charged  a  hissing  sound  is  heard,  due 

to    partial    discharges    creeping   over 

the  edge.     They  can  be  seen  in  the 

dark  as  pale  phosphorescent  streams. 

60.  Discovery  of  the  Leyden 
Jar. — The  discovery  of  the  Leyden 
jar  arose  from  the  attempt  of  Mus-  ~  pj  ^^ 
schenbroek  and  his  pupil  Cuneus  *  to 
collect  the  supposed  electric  "  fluid  "  in  a  bottle  half  filled 
with  water,  which  was  held  in  the  hand  and  was  provided 
with  a  nail  to  lead  the  "  fluid  "  down  through  the  cork 
to  the  water  from  the  electric  machine.  Here  the  water 
served  as  an  inner  coating  and  the  hand  as  an  outer 
coating  to  the  jar.  Cuneus  on  touching  the  nail  received 
a  shock.  This  accidental  discovery  created  the  greatest 
excitement  in  Europe  and  America. 

01.  Residual  Chargres.  —  If  a  Leyden  jar  be 
charged  and  discharged  and  then  left  for  a  little  time  to 
itself,  it  will  be  found  on  again  discharging  that  a  small 
second  spark  can  be  obtained.  There  is  in  fact  a 
residual  chargre  which  seems  to  have  soaked  into  the 
glass  or  been  absorbed.  The  return  of  the  residual 
charge  is  hastened  by  tapping  the  jar.  The  amount  of 
the  residual  charge  varies  with  the  time  that  the  jar  has 
been  left  charged  ;  it  also  depends  on  the  kind  of  glass 
of  which  the  jar  is  made.  There  is  no  residual  charge 
discoverable  in  an  air -leyden  after  it  has  once  been 
discharged. 

*  The  honour  of  the  invention  of  the  jar  is  also  claimeOi  ^ot  ^AavaX., 
Bishop  of  Tomemnia. 
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63.  Batteries  of  Leyden  Jars. — A  large  Leyden 
jar  will  give  a  more  powerful  shock  than  a,  Binall  one, 
for  a  latter  thargc  can  lie  put  into  it ;  ita  capacity  ia 
greater.  A  Leyden  jar  made  of  thin  glaas  haa  a  greater 
cupacity  as  a  condenser  than  a  thick  one  of  the  same  size  ; 
hut  if  it  is  too  thiu  it  will  he  destroyed  jvhen  powerfully 


Fig.  IE 


charged  hy  a  spark  actually  piercing  the  glass. 
Toughened  glass  is  Itss  easily  pierceil  than  ordinary 
glass  and  hence  Leyden  jars  made  nf  it  inaj  he  made 
thinner  ind  ^n  will  hold  a  f,reater  chai^  To  prevent 
jars  from  beino  pierced  ly  a  spark  thi.  ht{,hest  part  of 
the  maide  coating  shouH  I  e  connected  icrofcs  hy  a  strip 
of  foil  or  a  metallii.  disk  to  the  central  wire 

If  1  jir  IS  desired  to  gi\e  ling  sparks  there  must  be 
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left  a  long  space  of  vamiahed  glass  above  the  top  of  the 
coatings. 

If  it  is  desireil  to  accumulate  a  very  great  charge  of 
electricity,  a  number  of  jara  must  be  employed,  all  their 
inner  coatings  being  connected  together,  and  all  their 
outer  coatings  being  united.  This  arrangement  is  called 
a  battery  of  lieyden  jara,  or  Leyden  battery  (Fig.  45). 
Aa  it  has  a  large  capacity,  it  will  require  a  large  quantity 
of  electricity  to  charge  it  fully.  'When  chai^jed  it  pro- 
duces very  powerful  effects;  its  spark  will  pierce  glass 
readily,  and  every  care  must  be 
taken  to  avoid  a  shock  from  it 
passing  through  the  person,  aa  it 
might  be  fataL  The  "Universal 
Dischai^r"  as  employed  with  the 
Leyden  battery  is  shown  at  the 
right  of  the  figure. 

63.  Seat  of  the  Oharfre.— 
Benjamin  Franklin  discovered  that 
the  chaises  of  the  Leyden  jar  really 
reside  on  the  surface  of  the  glass, 
not  on  the  metallic  coatings.  This 
he  proved  by  means  of  a  jar  whose 
coatings  could  be  removed  (Fig.  46). 
The  jar  was  charged  and  placed  upon ' 
an  insulating  stand  The  inner 
coat  ng  WHS  then  1  fted  t  and 
the  glass  jar  as  t1  en  taken  out 
of  the  u  ter  c  t  „  Ne  tl  er 
coat  ng  Vina  found  to  be  ele  ti  1 
to  any  ex  ent,  but  n  a  a  pu 
the  JOT     r^      cr     t      iiM   f  u 

be    h  fel  Ij    chaise  TI  e      h    t-"*       ad     a  1     he    t     e 

rema  ned   upon  the    nner  and  outer  su    a    ij    f  ll  e  ^lass 
d  electr  c 

64.  Dielectric  Strain. — Faradij   yr    el  \,\ia.'S:  "On. 
med  UD   across     h    1     nfluence  takes  J)W,ii  twiW'j  \\a.-jft 
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an  important  part  in  the  phenomena.  It  is  now  known 
that  all  dielectrics  across  which  inductive  actions  are  at 
work  are  thereby  strained.*  Inasmuch  as  a  good  vacuum 
is  a  good  dielectric,  it  is  clear  that  it  is  not  necessarily 
the  material  particles  of  the  dielectric  substance  that  are 
thus  affected ;  hence  it  is  believed  that  electrical  pheno- 
mena are  due  to  stresses  and  strains  in  the  so-called 
"ether,"  the  thin  medium  pervading  all  matter  and  all 
space,  whose  highly  elastic  constitution  enables  it  to  con- 
vey to  us  the  vibrations  of  light  though  it  is  millions  of 
times  less  dense  than  air.  As  the  particles  of  bodies  are 
intimately  surrounded  by  ether,  the  strains  of  the  ether 
are  also  communicated  to  the  particles  of  bodies,  and  they 
too  suffer  a  strain.  The  glass  between  the  two  coatings 
of  tinfoil  in  the  Ley  den  jar  is  actually  strained  or 
squeezed,  there  being  a  tension  along  the  lines  of  electric 
force.  When  an  insulated  charged  ball  is  hung  up  in  a 
room  an  equal  amount  of  the  opposite  kind  of  chaise  is 
attracted  to  the  inside  of  the  walls,  and  the  air  between 
the  ball  and  the  walls  is  strained  (electrically)  like  the 
glass  of  the  Leyden  jar.  If  a  Leyden  jar  is  made  of  thin 
glass  it  may  give  way  under  the  stress  ;  and  when  a 
Leyden  jar  is  discharged  the  layer  of  air  between  the 
knob  of  the  jar  and  the  knob  of  the  discharging  tongs  is 
more  and  more  strained  as  they  are  approached  towards 
one  another,  till  at  last  the  stress  becomes  too  great,  and 
the  layer  of  air  gives  way,  and  is  "perforated''  by  the 
spark  that  discharges  itself  across.  The  existence  of  such 
stresses  enables  us  to  understand  the  residual  charge  of 
Leyden  jars  in  which  the  glass  does  not  recover  itself  all 
at  once,  by  reason  of  its  viscosity,  from  the  strain  to 
which  it  has  been  subjected.  It  must  never  be  for- 
gotten that  electric  force  acts  across  space  in  con- 
sequence of  the  transmission  of  stresses  and 

*  In  the  exact  sciences  a  strain  means  an  alteration  of  form  or  volume 
due  to  the  application  of  a  stress.  A  stress  is  the  force,  pressure,  or  other 
agency  which  produces  a  strain. 
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strains  in  the  medium  with  -which  space  is 
filled.  In  every  case  we  store  not  electricity  but  energy. 
Work  is  done  in  pushing  electricity  from  one  place  to 
another  against  the  forces  which  tend  to  oppose  the  move- 
ment. The  charging  of  a  Leyden  jar  may  be  likened 
to  the  operation  of  bending  a  spring,  or  to  pumping 
up  water  from  a  low  level  to  a  high  one.  In  charging 
a  jar  we  pump  exactly  as  much  electricity  out  of  the 
negative  side  as  we  pump  into  the  positive  side,  and  we 
spend  energy  in  so  doing.  It  is  this  stored  energy  which 
afterwards  reappears  in  the  discharge. 


Lesson  VII. — Other  Sources  of  Electrification 

QQ.  It  was  remarked  at  the  close  of  Lesson  I.  (p.  13) 
that  friction  was  by  no  means  the  only  source  of 
electricity.  Some  of  the  other  sources  will  now  be 
named. 

QQ,  Percussion. — A  violent  blow  struck  by  one 
substance  upon  another  produces  opposite  electrical  states 
on  the  two  surfaces.  It  is  possible  indeed  to  draw  up  a 
list  resembling  that  of  Art.  6,  in  such  an  order  that  each 
substance  will  take  a  +  charge  on  being  struck  with  one 
lower  on  the  list. 

67.  Vibration. — Volpicelli  showed  that  vibrations 
set  up  within  a  rod  of  metal  coated  with  sulphur  or 
other  insulating  substance,  produced  a  separation  of 
electricities  at  the  surface  separating  the  metal  from  the 
non-conductor. 

08.  Disruption  and  Cleavage. — If  a  card  be 
torn  asunder  in  the  dark,  sparks  are  seen,  and  the 
separated  portions,  when  tested  with  an  electroscope,  will 
be  found  to  be  electrical.  The  linen  faced  with  paper 
used  in  making  strong  envelopes  and  for  paper  collar^ 
shows  this  very  well.  Lumps  of  sugar,  cx\Aiie\ve^  m  \\\^ 
dark  between    the    teeth,  exhibit  pale  tLaaliea  oi  \\^\.. 
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The  sudden  cleavage  of  a  sheet  of  mica  also  produces 
sparks,  and  both  laminde  are  found  to  be  electrified. 

69.  Crystallization  and  Solidification. — ^Many 
substances,  after  passing  from  the  liquid  to  the  solid 
state,  exhibit  electrical  conditions.  Sulphur  fused  in  a 
glass  dish  and  allowed  to  cool  is  violently  electrified,  as 
may  be  seen  by  lifting  out  the  crystalline  mass  with  a 
glass  rod.  Chocolate  also  becomes  electrical  during 
solidification.  When  arsenic  acid  crystallizes  out  from 
its  solution  in  hydrochloric  acid,  the  formation  of  each 
crystal  is  accompanied  by  a  flash  of  light,  doubtless  due 
to  an  electrical  discharge.  A  curious  case  occurs  when 
the  sulphate  of  copper  and  potassium  is  fused  in  a 
crucible.  It  solidifies  without  becoming  electrical,  but 
on  cooling  a  little  further  the  crystalline  mass  begins  to 
fly  to  powder  with  an  instant  evolution  of  electricity. 

70.  Combustion. — Volta  showed  that  combustion 
generated  electricity.  A  piece  of  burning  charcoal,  or  a 
burning  pastille,  such  as  is  used  for  fumigation,  placed 
in  connexion  with  the  knob  of  a  gold-leaf  electroscope, 
will  cause  the  leaves  to  diverge. 

71.  Evaporation. — The  evaporation  of  liquids  is 
often  accompanied  by  electrification,  the  liquid  and  the 
vapour  assuming  opposite  states,  though  apparently  only 
when  the  surface  is  in  agitation.  A  few  drops  of  a 
solution  of  sulphate  of  copper  thrown  into  a  hot 
platinum  crucible  produce  violent  electrification  as  they 
evaporate. 

72.  Atmospheric  Electricity. — The  atmosphere 
is  found  to  be  always  electrified  relatively  to  the  earth  : 
this  is  due,  in  part  possibly,  to  evaporation  going  on 
over  the  oceans.  The  subject  of  atmospheric  electricity 
is  treated  of  separately  in  Lesson  XXV. 

73.  Pressure. — A  large  number  of  substances  when 
compressed  exhibit  electrification  on  their  surface.  Thus 
cork  becomes  +  when  pressed  against  amber,  guttapercha, 

and  metals ;  while  it  takes  a  —  cliarge  ^Wtl  "^T^s&^d 
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against  spars  and  animal  substances.  Peclet  found  the 
degree  of  electrification  produced  by  rubbing  two  sub- 
stances together  to  be  independent  of  the  pressure  and  of 
the  size  of  the  surfaces  of  contact,  but  depended  upon  the 
materials  and  on  the  velocity  with  which  they  moved 
over  one  another.  Rolling  contact  and  sliding  friction 
produced  equal  effects. 

74.  Pyro-eleotrioity. — There  are  certain  crystals 
which,  while  being  heated  or  cooled,  exhibit  electrical 
charges  at  certain  regions  or  poles.  Crystals  thus 
electrified  by  heating  or  cooling  are  said  to  be  psrro- 
electrio.  Chief  of  these  is  the  Tourmaline,  whose 
power  of  attracting  light  bodies  to  its  ends  after  being 
heated  has  been  known  for  some  centuries.  It  is  alluded 
to  by  Theophrastus  and  Pliny  under  the  name  of  La'pis 
Lyncuriv^.  Tourmaline  is  a  hard  mineral,  semi-trans- 
parent when  cut  into  thin  slices,  and  of  a  dark  green 
or  brown  colour,  but  looking  perfectly  black  and  opaque 
in  its  natural  condition,  and  possessing  the  power  of 
polarizing  light.  It  is  usually  found  in  slightly  irregular 
three-sided  prisms  which,  when  perfect,  are  pointed  at 
both  ends.  It  belongs  to  the  "hexagonal"  system  of 
crystals,  but  is  only  hemihedral,  that  is  to  say,  has  the 
alternate  faces  only  developed.  Its  form  is  given  in  Fig. 
47,  where  a  general  view  is  first  shown,  the  two  ends  A 
and  B  being  depicted  in  separate  plans.  These  two  ends 
differ  slightly  in  shape.  Each  is  made  up  of  three  sloping 
faces  terminating  in  a  point.  But  at  A  the  edges  between 
these  faces  run  down  to  the  comers  of  the  prism,  while 
in  B  the  edges  between  the  terminal  faces  run  down  to 
the  middle  poi^ts  of  the  long  faces  of  the  prism.  The 
end  A  is  known  as  the  analogous  pole,  and  B  as  the 
antilogrous  pole.  While  the  crystal  is  rising  in 
temperature  A  exhibits  +  electrification,  B  —  ;  but  if, 
after  having  been  heated,  it  is  allowed  to  cool,  the 
polarity  is  reversed ;  for  during  the  Vuu^i  \)[va\.  NXv^ 
temperature  is  falling   B    is  +  and    A    ia  —  .      \l   \^^ 
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temperature  is  steady  no  such  electrical  effects  are 
observed  either  at  high  or  low  temperatures  ;  and  the 
phenomena  cease  if  the  crystal  be  warmed  above  150**  C. 
This  is  not,  however,  due  to  the  crystal  becoming  a  con- 
ductor at'  that  temperature  ;  for  its  resistance  at  even 
higher  temperatures  is  still  so  great  as  to  make  it 
practically  a  non-conductor.  A  heated  crystal  of  tour- 
maline suspended  by  a  silk  fibre  may  be  attracted  and 
repelled  by  electrified  bodies,  or  by  a  second  heated 
tourmaline  ;  the  two  similar  poles  repelling  one  another, 
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Fig.  47. 


Fig.  48. 


while  the  two  poles  of  opposite  form  attract  one  another. 
If  a  crystal  be  broken  up,  each  fragment  is  found  to 
possess  also  an  analogous  and  an  antilogous  pole. 

Many  other  crystals  beside  the  tourmaline  are  more 
or  less  pyro-electric.  Amongst  these  are  silicate  of  zinc 
("  electric  calamine  "),  boracite,  cane-sugar,  quartz,  tartrate 
of  potash,  sulphate  of  quinine,  and  several  others.  Boracite 
crystallizes  in  the  form  shown  in  Fig.  48,  which  represents 
a  cube  having  four  alternate  corners  truncated.  The 
corners  not  truncated  behave  as  analogous  poles,  the 
truncated  ones  as  antilogous.  When  a  natural  hexagonal 
prism  of  quartz  is  heated  its  six  edges  are  found  to  be  + 
and  -  in  alternate  order. 
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76,  Piezo-eleotrioity- — In  certain  cryglala  pressure 
in  a  particular  direction  may  produce  electrification. 
Haiij'  fouttd  that  a.  crystal  of  caleepar  pressed  between  the 
dry  fingen,  so  aa  to  compress  it  along  the  blunt  ed^^ea  of 
the  crystal,  became  electrical,  and  that  it  retained  ita 
electricity  for  some  days.  He  even  proposed  to  employ  a 
squeezed  suspended  cr^'stal  as  an  electroscope.  A  similar 
property  is  alleged  of  mica, 
topaz,  and  fluorspar.  If  two 
opposite  edges  of  a  hexagonal 
prism  of  quartz  are  pressed 
together,  one  becomes  +,  the  . 
other  — .  Pressure  also  pro-  ( 
duces  opposite  kinds  of  electri- 
fication at  opposite  ends  of  a  / 
crystal  of  tourmaline,  and  of  1^ 
olier  crystals  of  the  class  \ 
already  noticed  as  possessing 
the  peculiarity  of  skew-sjnk. 
metry  or  hemihedry  in  their 
'Btructiire.  Pitzo-electrieHy  is 
the  name  given  to  this  branch 
of  the  science.  It  is  known 
that  skew-symmetry  of  struc- 
ture is  dependent  on  molecular 
constitution  ;  and  it  is  doubt- 
less the  same  pecnliarity  whicli 
determines  the  pyro-electric 
and  piezo-electrio  properties, 
as  well  as  the  optical  behaviour 
of  these  crystals  in  polarized 
light. 

76.  Animal.Eleotxicity.  Fiy.  ja. 

—Several  species  of  creatures 

inhabiting  the  water  have  the  power  of  producing 
electric  discharges  physiolosically.  The  bent  kuown  of 
these   creatures  are  the   Torpedo,   the   Gymwilm,  and   the 
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Silurtis.  The  Raia  Torpedo,*  or  electric  ray,  of  which 
there  are  three  species  inhabiting  the  Mediterranean  and 
Atlantic,  is  provided  with  an  electric  organ  on  the  back 
of  its  head,  as  shown  in  Fig.  49.  This  organ  consists  of 
laminae  composed  of  polygonal  cells  to  the  number  of  800 
or  1000,  or  more,  supplied  with  four  large  bundles  of 
nerve  fibres  ;  the  under  surface  of  the  fish  is  - ,  the  upper 
+  .  In  the  Gsnnnotus  electricus,  or  Surinam  eel 
(Fig.  50),  the  electric  organ  goes  the  whole  length  of  the 
body  from  tail  to  head.     Humboldt  gives  a  lively  account 


Fig.  50. 

of  the  combats  between  the  electric  eels  and  the  wild 
horses,  driven  by  the  natives  into  the  swamps  inhabited* 
by  the  Gymnotus.  It  is  able  to  give  a  most  terrible 
shock,  and  is  a  formidable  antagonist  when  it  has  attained 
its  full  length  of  6  or  6  feet.  In  the  Silurus  the 
current  flows  from  head  to  tail. 

Nobili,  Matteucci,  and  others,  have  shown  that  nerve- 
excitations  and  muscular  contractions  of  human  beings 
also  give  rise  to  feeble  discharges  of  electricity. 

77.  Electricity  of  Vegretables. — Buff  thought  he 
detected  electrification  produced  by  plant  life  ;  the  roots 
and  juicy  parts  being  negatively,  and  the  leaves  posi- 
tively, electrified.  The  subject  has,  however,  been  little 
investigated. 

*  It  is  a  curious  point  that  the  Arabian  name  for  the  torpedo,  ra-ctd, 

signifies  lightning.    This  is  perhaps  not  so  curious  as  that  the  Electra  of 

the  Homeric  legends  should  possess  certain  qualities  that  would  tend  to 

suggest  that  she  is  a  personification  of  the  lightning.    Tlie  resemblance 

between  the  names  electra  and  cicctrou  (amber)  cauuot  be  accidental. 
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78.  Thermo-electricity.  —  Heat  applied  at  the 
junction  of  two  dissimilar  metals  produces  a  flow  of 
electricity  across  the  junction.  This  subject  is  discussed 
in  Lesson  XXXV.  on  Thermo-electric  Currents, 

79.  Ck>ntact  of  Dissimilar  Metals. — Volta  showed 
that  the  contact  of  two  dissimilar  metals  in  air  produced 
opposite  kinds  of 
electrification,  one 
becoming  positively, 
and  the  other  nega- 
tively, electrified. 
This  he  proved  in 
several  ways,  one  of 
the  most  conclusive 
proofs  being  that 
afforded  by  his  con- 
densing electroscope. 
This  consisted  of  a 
gold-leaf  electroscope 
combined  with  a 
small  condenser.  A 
metallic  plate  formed 
the  top  of  the  electro- 
scope, and  on  this 
was  placed  a  second 
metallic  plate  fur- 
nished with  a  handle,  and  insulated  from  the  lower  one 
by  being  well  varnished  at  the  surface  (Fig.  51).  As  the 
capacity  of  such  a  condenser  is  considerable,  a  very  feeble 
source  may  supply  a  quantity  of  electricity  to  the  con- 
denser without  materially  raising  its  potential,  or  causing 
the  gold  leaves  to  diverge.  But  if  the  upper  plate  be  lifted, 
the  capacity  of  the  lower  plate  diminishes  enormously, 
and  the  potential  of  its  charge  rises  as  shown  by  the 
divergence  of  the  gold  leaves.*     To  prove  by  the  con- 

*  Formerly,  this  action  was  accounted  for  "by  saying  t\va\,  \i\\fe  fe\ec\>\\cVe^ 
which  was  "bound  "  when  the  plates  of  the  condeuset  were  eVose  X^^'iVcvOT, 


Fig.  51. 
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densing  electroscope  that  contact  of  dissimilar  metals  does 
produce  electrification,  a  small  compound  bar  made  of 
two  dissimilar  metals — say  zinc  and  copper — soldered 
together,  is  held  in  the  moist  hand,  and  one  end  of  it  is 
touched  against  the  lower  plate,  the  upper  plate  being 
placed  in  contact  with  the  ground  or  touched  with  the 
finger.  When  the  two  opposing  charges  have  thus 
collected  in  the  condenser  the  upper  plate  is  removed, 
and  the  diverging  of  the  gold  leaves  shows  the  presence 
of  a  free  charge,  which  can  afterwards  be  examined  to  see 
whether  it  be  +  or  -  .  Instead  of  employing  the  copper- 
zinc  bar,  a  single:  voltaic  cell  may  be  connected  by  copper 
wires  to  the  two  plates.  For  a  long  time  the  existence  of 
this  electrification  by  contact  was  denied,  or  rather  it  was 
declared  to  be  due  (when  occurring  in  voltaic  combina- 
tions such  as  are  described  in  Lesson 
XIII.)  to  chemical  actions  going  on ; 
whereas  the  real  truth  is  that  the 
electricity  of  contact  and  the  chemical 
action  are  both  due  to  molecular  con- 
ditions of  the  substances  which  come 
into  contact  with  one  another,  though 
we  do  not  yet  know  the  precise  nature 
of  the  molecular  conditions  which  give 
rise  to  these  two  effects.  Later  experiments,  especially 
those  made  with  the  modern  delicate  electrometers 
of  Lord  Kelvin,  put  beyond  doubt  the  reality  of 
Volta's  discovery.  One  simple  experiment  explains 
the  method  adopted.  A  thin  strip  or  needle  of  metal 
is  suspended  so  as  to  turn  about  a  point  G.  It  is 
electrified  from  a  known  source.  Under  it  are  placed 
(Fig.  52)  two  semicircular  disks,  or  half-rings  of  dissimilar 

becomes  "  free  "  wLen  the  top  plate  is  lifted  up ;  the  above  is,  however,  a 
more  scientific  and  more  accurate  way  of  saying  the  same  thing.  The 
student  who  is  unable  to  reconcile  these  two  ways  of  stating  the  matter 
should  read  again  Articles  40  and  65,  on  pp.  46  and  68.  A  much  more  sensi- 
tive apparatus  to  show  the  effect  is  the  quadrant  electrometer  (Art  288). 
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metals.  Neither  attracts  or  repels  the  electrified  needle 
until  the  two  are  brought  into  contact,  or  connected  by  a 
third  piece  of  metal,  when  the  needle  immediately  turns, 
being  attracted  by  the  one  that  is  oppositely  electrified,  and 
repelled  by  the  one  that  is  electrified  similarly  with  itself. 
80.  Oont€tct  Series  of  Metals  (in  Air). — Volta 
found,  moreover,  that  the  differences  of  electric  potential 
between  the  different  pairs  of  metals  were  not  all  equal. 
Thus,  while  zinc  and  lead  were  respectively  +  and  —  to 
a  slight  degree,  he  found  zinc  and  silver  to  be  respec- 
tively +  and  —  to  a  much  greater  degree.  He  was  able 
to  arrange  the  metals  in  a  series  such  that  each  one 
enumerated  became  positively  electrified  when  placed  in 
contact  in  air  with  one  below  it  in  the  series.  Those 
in  italics  are  added  from  observations  made  since  Volta's 
time — 


Sodium, 

Copper, 

Magnesium^ 

Silver, 

Zinc, 

Gold, 

Lead^ 

Platinuvi, 

Tin, 

—  Graphite  (Carbon). 

Iron, 

Though  Volta  gave  rough  approximations,  the  actual 
numerical  values  of  the  differences  of  potential  in  air  for 
different  pairs  of  metals  have  only  lately  been  measured 
by  Ayrton  and  Perry,  a  few  of  whose  results  are  tabu- 
lated here — 


Zinc 
Lead 


Tin 


Iron 


Copper 
Platinum 


} 
) 
} 

} 


Carbon     J 


Difference  of  Potential 
(volts). 

•210 


•069 


•313 


•146 


•238 

•lis 
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The  diflference  of  potential  between  zinc  and  carbon 
is  the  same  as  that  obtained  by  adding  the  successive 
differences,  or  1-09  volts.*  Volta's  observations  may 
therefore  be  stated  in  the  following  generalized  form, 
known  as  Volta's  Law.  The  difference  of  potential 
between  any  two  metals  is  equal  to  the  sum  of  the  differ- 
ences of  potentials  between  the  intervening  metals  in  the 
contact-series. 

It  is  most  important  to  notice  that  the  order  of  the 
metals  in  the  contact-series  in  air  is  almost  identical 
with  that  of  the  metals  arranged  according  to  their 
electro-chemical  power,  as  calculated  from  their  chemical 
equivalents  and  their  heat  of  combination  with  oxygen 
(see  Table,  Art.  489).  From  this  it  would  appear  that 
the  difference  of  potentials  between  a  metal  and  the  air 
that  surrounds  it  measures  the  tendency  of  that  metal 
to  become  oxidized  by  the  air.  If  this  is  so,  and  if  (as 
is  the  case)  the  air  is  a  bad  conductor  while  the  metals 
are  good  conductors,  it  ought  to  follow  that  when  two 
different  metals  touch  they  equalize  their  own  potentials 
by  conduction  but  leave  the  films  of  air  that  surround 
them  at  different  potentials.  All  the  exact  experiments 
yet  made  have  measured  the  difference  of  potentials  not 
between  the  metals  themselves,  but  between  the  air  near 
one  metal  and  that  near  another  metal.  Mr.  John  Brown 
has  shown  that  while  in  air  iron  is  positive  to  copper,  but 
in  an  atmosphere  of  sulphuretted  hydrogen,  iron  is  negative 
to  copper.  He  has  also  demonstrated  the  existence  on 
freshly-cleaned  metal  surfaces  of  films  of  liquid  or  con- 
densed gases,  and  has  shown  that  polished  zinc  and  copper, 
when  brought  so  near  that  their  films  touch,  will  act 
as  a  battery. 

81.  Contact  Actions. — A  difference  of  potential  is 
also  produced  by  the  contact  of  two  dissimilar  liquids  with 
one  another. 

*  For  the  definition  of  the  volt,  or  unit  of  difference  of  potential,  see 
Art.  2^, 
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A  liquid  and  a  metal  in  contact  with  one  another  also 
exhibit  a  difference  of  potential,  and  if  the  metal  tends 
to  dissolve  into  the  liquid  chemically  there  will  be  an 
electromotive  force  acting  from  the  metal  toward  the 
liquid. 

The  thermo-electric  difference  of  potential  at  a  junc- 
tion of  two  metals  is  a  true  contact  difference.  It  is 
measured  by  the  amount  of  heat  produced  (see  Feltier- 
effect,  Art.  420)  by  passing  a  current  of  electricity  in  the 
reverse  direction  through  the  junction. 

A  hot  metal  placed  in  contact  with  a  cold  piece  of 
the  same  metal  also  produces  a  difference  of  potential, 
electrical  separation  taking  place  across  the  surface  of 
contact. 

Lastly,  it  has  been  shown  by  Professor  J.  J.  Thomson 
that  the  surface  of  contact  between  two  non-conducting 
substances,  such  as  sealing-wax  and  glass,  is  the  seat  of  a 
permanent  difference  of  potentials. 

82.  Magneto-electricity. — Electric  currents  flow- 
ing along  in  wires  can  be  obtained  from  magnets  by 
moving  closed  conducting  circuits  in  their  neighbour- 
hood. This  source  is  dealt  with  in  Art.  222,  Lesson 
XVIIL 

83.  Summary. — We  have  seen  in  the  preceding 
paragraphs  how  almost  all  conceivable  agencies  may  pro- 
duce electrification  in  bodies.  The  most  important  of 
these  are  friction,  heat,  chemical  action,  magnetism,  and 
the  contact  of  dissimilar  substances.  We  noted  that  the 
production  of  electricity  by  friction  depended  largely 
upon  the  molecular  condition  of  the  surfaces.  We  may 
here  add  that  the  difference  of  potentials  produced  by 
contact  of  dissimilar  substances  also  varies  with  the 
temperature  and  with  the  nature  of  the  medium  (air, 
vacuum,  etc.)  in  which  the  experiments  are  made. 
Doubtless  this  source  also  depends  upon  the  molecular 
conditions  of  dissimilar  substances  bein^  d\f[^ie\Y\.  \  \)tv^ 
particles  at  the  surt'acea    being   of    diffexeiit.   aiza^  ^'^^ 
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shapes,  and  vibrating  with  different  velocities  and  with 
different  forces.  There  are  (see  Art.  10)  good  reasons 
for  thinking  that  the  electricity  of  friction  is  really  due 
to  electricity  of  contact,  excited  at  successive  portions  of 
the  surfaces  as  they  are  moved  over  one  another.  But  of 
the  molecular  conditions  of  bodies  which  determine  the 
production  of  electrification  where  they  come  into  contact, 
little  or  nothing  is  yet  known. 
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Lesson  VIII. — Maynetic  Attraction  and  Eepidsion 

84.  Lodestones  or  Natural  Magnets. — The 
name  Magrnet  (Magnes  Lapis)  was  given  by  the  ancients 
to  certain  hard  black  stones  found  in  various  parts  of 
the  world,  notably  at  Magnesia  in  Asia  Minor,  which 
possessed  the  property  of  attracting  to  them  small  pieces 
of  iron.  This  magic  property,  as  they  deemed  it,  made 
the  magnet-stone  famous  ;  but  it  was  not  until  the  tenth 
or  twelfth  century  that  such  stones  were  discovered  to 
have  the  still  more  remarkable  property  of  pointing 
north  and  south  when  hung  up  by  a  thread.  This  pro- 
perty was  turned  to  advantage  in  navigation,  and  from 
that  time  the  magnet  received  the  name  of  Lodestone  * 
(or  "  leading-stone  ").  The  natural  magnet  or  lodestone 
is  an  ore  of  iron,  known  to  mineralogists  as  magnetite  and 
having  the  chemical  composition  FcgO^.  This  ore  is 
found  in  quantities  in  Sweden,  Spain,  the  Isle  of  Elba, 
Arkansas,  and  other  parts  of  the  world,  though  not 
always  in  the  magnetic  condition.  It  frequently  occurs 
in  crystals  ;  the  usual  form  being  the  regular  octahedron. 

86.  Artificial  Magnets. — If  a  piece  of  hard  iron 
be  rubbed  with  a  lodestone,  it  will  be  found  to  have  also 

*  The  common  spelling  loadatone  is  due  to  misapprehension. 
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Figs.  53  and  54. 


acquired  the  properties  characteristic  of  the  stone  ;  it 
will  attract  light  bits  of  iron,  and  if  hung  up  by  a 
.,^,  thread  it  will  point 

north  and  south. 
Savery,  in  1729, 
first  showed  how 
much  more  reten- 
tive of  magnetism 
hardened  steel  is 
than  mere  iron. 
Figs.  53  and  54 
represent  a  natural 
lodestone  and  an  artificial  magnet  of  steel,  each  of  which 
has  been  dipped  into  iron-filings  ;  the  filings  are  attracted 
and  adhere  in  tufts. 

86.  "Writings  of  Dr.  Gilbert. — This  was  all,  or 
nearly  all,  that  was  known  of  the  magnet  until  1600, 
when  Dr.  Gilbert  published  a  large  number  of  magnetic 
discoveries  in  his  famous  work  De  Magjiete.  He 
observed  that  the  attractive  power  of  a  magnet  appears 
to  reside  at  two  regions,  and  in  a  long- shaped  magnet 
these  regions,  or  poles,  are  usually  at  the  ends  (see  Figs. 
53  and  54).  The  portion  of  the  magnet  which  lies  be- 
tween the  two  poles  is  apparently  less  magnetic,  and  does 
not  attract  iron -filings  so  strongly  ;  and  all  round  the 
magnet,  halfway  between  the  poles,  there  is  no  attraction 
at  all.  This  region  Gilbert  called  the  equator  of  the 
magnet,  and  the  imaginary  line  joining  the  poles  he 
termed  the  axis. 

87.  Magnetic  Needle. — To  investigate  more  fully 
the  magnetic  forces  a  magnetic  needle  is  employed. 
This  consists  (Fig.  55)  of  a  light  needle  cut  out  of  steel, 
and  fitted  with  a  little  cap  of  brass,  glass,  or  agate,  by 
means  of  which  it  can  be  hung  upon  a  sharp  point,  so 
as  to  turn  with  very  little  friction.  It  is  rendered 
magnetic  by  being  rubbed  upon  a  magnet ;  and  when 
thus  magnetized  it  will  turn  into  the  north -and -south 
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position,  or,  as  we  should  say,  will  set  itself  in  the 
"magnetic  meridian"  (Art  151).  The  compass  sold 
by  opticians  consists 


of  such  a  needle 
balanced  above  a 
card  marked  with  the 
"points  of  the  com- 
pass." 

88.  Masrnetio 
Attractions  and 
Repulsions. — If 
we  take  a  magnet 
(either  natural  or 
artificial)  in  our  hand 
and  present  the  two 
"  poles  "  of  it  succes- 
sively to  the  north- 
pointing  end  of  a 
magnetic  needle,  we 
shall     observe     that 


Fig.  55. 


one  pole  of  the  magnet  attracts  it,  while  the  other  rcpeL 
it  (Fig.  66).     Repeating  the   experiment   on   the   south- 
pointing    end    of 
the  magnetic 

needle,  we  find 
that  it  is  repelled 
by  one  pole  and 
attracted  by  the 
other ;  and  that 
the  same  pole 
which  attracts  the 
north-pointing 
end  of  the  needle 
repels  the  south - 
pointing  end. 
If  we  try  a  similar  experiment  on  the  magnetic  needle, 
using  for  a  magnet  a  second  magnetized  needle  which  has 


Fig.  5G. 
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previously  been  suspended,  and  which  has  its  north-point- 
ing end  marked  to  distinguish  it  from  the  south-pointing 
end,  we  shall  discover  that  the  N-pointing  pole  repels 
the  N-pointing  pole,  and  that  the  S-pointing  pole  repels 
the  S-pointing  pole ;  but  that  a  N-pointing  pole  attracts 
and  is  attracted  by  a  S-pointing  pole. 

89.  Two  Kinds  of  Magnetic  Poles. — There  would 
therefore  appear  to  be  two  opposite  kinds  of  magnetism, 
or  at  any  rate  two  opposite  kinds  of  magnetic  poles, 
which  attract  or  repel  one  another  in  very  much  the 
same  fashion  as  the  two  opposite  kinds  of  electrification 
do ;  and  one  of  these  kinds  of  magnetism  appears  to  have 
a  tendency  to  move  toward  the  north  and  the  other  to 
move  toward  the  south.  It  has  been  proposed  to  call 
these  two  kinds  of  magnetism  "north-seeking  magnet- 
ism "  and  "south-seeking  magnetism  ",  but  for  our  purpose 
it  is  sufficient  to  distinguish  between  the  two  kinds  of 
poles.  In  common  parlance  the  poles  of  a  magnet  are 
called  the  "  North  Pole  "  and  **  South  Pole  "  respectively, 
and  it  is  usual  for  the  makers  of  magnets  to  mark  the 
N-pointing  pole  with  a  letter  N.  It  is  therefore  some- 
times called  the  "  marked  "  pole,  to  distinguish  it  from 
the  S-pointing  or  "unmarked"  pole.  We  shall,  to 
avoid  any  doubt,*  call  that  pole  of  a  magnet  which  would, 
if  the  magnet  were  suspended,  tend  to  turn  to  the  north, 
the  "  North-seeking "  pole,  and  the  other  the  "  South- 
seeking"  pole. 

We  may  therefore  sum  up  our  observations  in  the  con- 

*  It  is  necessary  to  be  precise  on  this  point,  as  there  is  some  confusion 
in  the  existing  text-books.  The  cause  of  the  confusion  is  this :— If  the 
north-pointing  pole  of  a  needle  is  attracted  by  magnetism  residing  near  the 
North  Pole  of  the  earth,  the  law  of  attraction  (that  unlike  poles  attract) 
shows  us  that  these  two  poles  are  really  magnetically  of  opposite  kinds. 
Which  are  we  then  to  call  north  magnetism  ?  That  which  is  at  the  N  pole 
of  the  earth  ?  If  so,  we  must  say  that  the  N-pointing  pole  of  the  needle 
contains  south  magnetism.  And  if  we  call  that  north  magnetism  which 
points  to  the  north,  then  we  must  suppose  the  magnetic  pole  at  the  north 
pole  of  the  earth  to  have  south  magnetism  in  it.    In  either  case  there  is 
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cise  statement :  Like  magnetic  poles  repel  one  another ;  un- 
like poles  attract  one  another.  This  we  may  call  the  first 
law  of  magnetism.  As  with  the  electric  attractions  and 
repulsions  of  rubbed  bodies,  so  with  these  magnetic 
attractions  and  repulsions  the  effects  are  due,  as  we  shall 
see,  to  stresses  in  the  intervening  medium. 

90.  The  Irwro  Poles  inseparable. — It  is  impossible 
to  obtain  a  magnet  with  only  one  pole.  If  we  magnetize 
a  piece  of  steel  wire,  or  watch  spring,  by  rubbing  it  with 
one  pole  of  a  magnet,  we  shall  find  that  still  it  has  two 
poles — one  N-seeking,  the  other  S-seeking.  And  if  we 
break  it  into  two  parts,  each  part  will  still  have  two  poles 
of  opposite  kinds. 

91.  Magnetic   Force. — The   force   with   which    a 

magnet  attracts  or  repels  another  magnet,  or  any  piece  of 

iron  or  steel,  we  shall  call  magnetic  force.  *     The   force 

exerted  by  a  magnet  upon  a  bit 

of  iron  or  on  another  magnet  is 

not  the  same  at  all  distances,  the 

force    being    greater   when    the 

magnet  is  nearer,  and  less  when 

the  magnet  is  farther  off.     (See 

Art.    128,  on  laws   of  magnetic  „    ~ 

-         V        '  ^  Fig.  57. 

force.) 

Whenever  a  force  acts  thus  between  two  bodies,  it  acts 

on  both  of  them,  tending  to  move  both.     A  magnet  will 

attract  a  piece  of  iron,  and  a  piece  of  iron  will  attract  a 

magnet.     This  was   shown  by  Sir    Isaac  Newton,  who 

then  a  difflcnlty.  The  Chinese  and  the  French  call  the  N-pointing  pole 
of  the  needle  a  south  pole,  and  the  S-pointing  pole  a  north  pole.  Lord 
Kelvin  also  calls  the  N-pointing  pole  a  *'  True  South  "  pole.  But  common 
practice  goes  the  other  way,  and  calls  the  N-pointing  pole  of  a  magnet  its 
"North"  pole.  For  experimental  purposes  it  is  usual  to  paint  the  two 
poles  of  a  magnet  of  different  colours,  the  N-seeking  pole  being  coloured 
red  and  the  S-seeking  pole  Hue:  but  here  again,  strangely  enough, 
authorities  differ,  for  in  the  collections  of  apparatus  at  the  Royal 
Institution  and  Royal  School  of  Mines,  the  colours  are  used  in  exactly  the 
opposite  way  to  this,  which  is  due  to  Airy. 
*  See  footnote  on  " Force,"  Art.  169. 
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fixed  a  magnet  upon  a  piece  of  cork  and  floated  it  in  a 
basin  of  water  (Fig.  57),  and  found  that  it  moved  across 
the  basin  when  a  piece  of  iron  was  held  near.  A  com- 
pass needle  thus  floated  turns  round  and  points  north  and 
south  ;  but  it  does  not  rush  towards  the  north  as  a  whole, 
nor  towards  the  south.  The  reason  of  this  will  be  ex- 
plained later,  in  Art.  129. 

Gilbert  suggested  that  the  force  of  a  magnet  might  be 
measured  by  making  it  attract  a  piece  of  iron  hung  to 
one  arm  of  a  balance,  weights  being  placed  in  the  scale- 
pan  hanging  to  the  other  arm  ;  and  he  found,  by  hanging 
the  magnet  to  the  balance  and  placing  the  iron  beneath 
it,  that  the  effect  produced  was  the  same.  The  action 
and  reaction  are  then  equal  for  magnetic  forces. 

02.  Magnetic  Substances. — A  distinction  was 
drawn  by  Gilbert  between  magnets  and  magnetic  substances, 
A  magnet  attracts  only  at  its  poles,  and  they  possess 
opposite  properties.  But  a  lump  of  iron  will  attract 
either  pole  of  the  tiiagnet,  no  matter  what  part  of  the 
lump  be  presented  to  the  magnet.  It  has  no  distinguish- 
able fixed  "  poles,"  and  no  magnetic  "  equator."  A  true 
magnet  has  poles,  one  of  which  is  repelled  by  the  pole  of 
another  magnet. 

03.  Other  Magnetic  Metals. — Later  experimenters 
have  extended  the  list  of  substances  which  are  attracted 
by  a  magnet.  In  addition  to  iron  (and  steel)  the  follow- 
ing metals  are  recognized  as  magnetic,  viz.,  nickel  and  cobalt. 
Some  of  their  alloys  with  iron  are  also  magnetic.  It  has 
also  been  supposed  that  chromium,  cerium,  and  palladium 
are  slightly  magnetic,  but  further  investigation  has  shown 
this  to  be  erroneous.  But  only  nickel  and  cobalt  are  at  all 
comparable  with  iron  and  steel  in  magnetic  power,  and 
even  they  are  very  far  inferior.  Other  bodies,  sundry 
salts  of  iron  and  other  metals,  paper,  porcelain,  and 
oxygen  gas  are  also  very  feebly  attracted  by  a  powerful 
magnet.  Liquid  oxygen  is  attracted  to  the  poles  of 
magnets. 
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04.  Diamagrnetism. — A  niimber  of  bodies,  notobly 
bismuth,  antimony,  phosphorus,  and  copper,  are  apparently 
repelled  from  the  poles  of  a  magnet.  Such  bodies  are 
called  diamagnetic  bodies ;  a  fuller  account  of  them  will  be 
found  in  Lesson  XXIX. 

96.  The  Earth  a  Magnet.  —  The  greatest  of 
Gilbert's  discoveries  was  that  of  the  inherent  magnetism 
of  the  earth.  The  ea/rth  is  itself  a  great  magnet,  whose 
"  poles "  coincide  nearly,  but  not  quite,  with  the 
geographical  north  and  south  poles,  and  therefore  it 
causes  a  freely-suspended  magnet  to  turn  into  a  north- 
and-south  position.  Gilbert  had  some  lodestones  cut  to 
the  shape  of  spheres  to  serve  as  models  of  the  globe  of 
the  earth.  Such  a  globular  magnet  he  called  a  terrella. 
He  found  that  small  magnets  turned  toward  the  poles 
of  the  terrella,  and  dip,  as  compass-needles  do,  toward 
the  earth. 

The  subject  of  Terrestrial  Magnetism  is  treated  of  in 
Lesson  XII.  It  is  evident  from  the  first  law  of  mag- 
netism that  the  magnetic  condition  of  the  northern 
regions  of  the  earth  must  be  the  opposite  to  that  of  the 
north-seeking  pole  of  a  magnetized  needle.  Hence  arises 
the  difficulty  alluded  to  on  page  92. 

06.  Induction  of  Magnetism. — Magnetism  may 
be  communicated  to  a  piece  of  iron  without  actual  contact 


Fig.  58. 

with  a  magnet.  If  a  short,  thin  un magnetized  bar  of 
iron  be  placed  near  some  iron  filings,  and  a  magnet  be 
brought  near  to  the  bar,  the  presence  of  the  magnet  will 
induce  magnetism  in  the  iron  bar,  and  it  will  now  attract 
the  iron  filings  (Fig.  58).  This  inductive  action  is  very 
similar  to  that  observed  in  Lesson  III.,  to  take  place  when 
a  non-electrified  body  was  brought  under  W\ft  \w^\x^\vc-^  <A 
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an  electrified  one.  The  analogy,  indeed,  goes  further 
than  this,  for  it  is  found  that  the  iron  bar  thus  magnetized 
by  induction  will  have  two  poles  ;  the  pole  nearest  to  the 
pole  of  the  inducing  magnet  being  of  the  opposite  kind, 
while  the  pole  at  the  farther  end  of  the  bar  is  of  the  same 
kind  as  the  inducing  pole.  Those  bodies  in  which  a 
magnetizing  force  produces  a  high  degree  of  magnetization 
are  said  to  possess  a  high  permeability.  It  will  be  shown 
presently  that  magnetic  induction  takes  place  along 
certain  directions  called  lines  of  magnetic  induction^  or  liTies 
of  magnetic  force^  which  may  pass  either  through  iron  and 
other  magnetic  media,  or  through  air,  vacuum,  glass,  or 
other  non- magnetic  media:  and,  since  induction  goes 
on  most  freely  in  bodies  of  high  magnetic  permeability, 
the  magnetic  lines  are  sometimes  (though  iiot  too  ac- 
curately) said  to  "  pass  by  preference  through  magnetic 
matter,"  or,  that  "  magnetic  matter  conducts  the  lines  of 
force." 

97.  Attraction  across  Bodies. — If  a  sheet  of  glass, 
or  wood,  or  paper,  be  interposed  between  a  magnet  and 
the  piece  of  iron  or  steel  it  is  attracting,  it  will  still 
attract  it  as  if  nothing  were  interposed.  A  magnet  sealed 
up  in  a  glass  tube  still  acts  as  a  magnet.  Lucretius  found 
a  magnet  put  into  a  brass  vase  attracted  iron  filings 
through  the  brass.  Gilbert  surrounded  a  magnet  by  a 
ring  of  flames,  and  found  it  still  to  be  subject  to  magnetic 
attraction  from  without.  Across  water,  vacuum,  and  all 
known  substances,  the  magnetic  forces  will  act ;  with  the 
single  apparent  exception,  however,  that  magnetic  force 
will  not  act  across  a  screen  of  iron  or  other  magnetic 
material,  if  sufficiently  thick.  If  a  small  magnet  is  sus- 
pended inside  a  hollow  ball  made  of  iron,  no  outside 
magnet  will  affect  it,  the  reason  being  that  the  magnetic 
lines  of  force  are  conducted  off  laterally  through  the  iron 
instead  of  penetrating  through  it.  A  hollow  shell  of 
iron  will  therefore  act  as  a  magnetic  cage,  and  shield  the 
space  inside  it  from  magnetic  influences. 
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Pig.  59  illustrates  the  way  in  wliich  a,  cylinder  of  soft 
iron  shields  the  space  interior  to  it  froni  the  influence  of 
an  exterLal  m^neL  A  compasa  needle  placed  at  1*  inside 
the  cylinder  is  not  affected  by  the  presence  of  the  magnet 
outside,  for  its  lines  of  magnetic  force  are  drawn  off 
laterally.  Similarly  a  magnet  insitle  ia  shielded  from 
affecting  outside  Epace. 

Altliough  magnetic  induction  takes  place  at  a  distMice 
across  an  intervening  layer  of  air,  glass,  or  vacuum,  there 
ie  no  doubt  that  the  intervening  medium  is  directly  con- 
cerned in  the  transmission  of  the  magnetic  furcc,  Ibougli 


the  true  medium  is  probabh  tin 
rounding    the    molecules    of    : 
themselves 

We  now  can  see  Ob's  i  magnet  should  attract  a  not- 
previously  niagneli/eil  piece  of  iron  it  first  magnetizes 
it  by  induction  and  then  attracts  it  for  the  nearest  end 
will  ha\e  the  opposite  kind  of  m^neti'-m  induced  in  it, 
and  wiH  be  attracted  with  a  force  exceeding  that  with 
which  the  more  distant  end  is  repellLd,  But  induction 
pecfdes  attraction 

98  Batention  of  Magnetization. — Not  all  mag- 
netic substani.es  can  become  magni,ts  permanently. 
Lodestone  steel  and  nn  kel  retain  permanently  the 
greater  part  of  the  inagnetiHni  imparted  to  thrift.  C«A 
iron  and  man}   impure  qualities  of  ■wrougt\.  \"ttyft  B^w> 
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retain  magnetism  imperfectly.  The  softer  and  purer  a 
specimen  of  iron  is,  the  more  lightly  is  its  residual  mag- 
netism retained.  The  following  experiment  illustrates 
the  matter  : — Let  a  few  pieces  of  iron  rod,  or  a  few  soft 
iron  nails  be  taken.  If  one  of  these  (see  Fig.  60)  be 
placed  in  contact  with  the  pole  of  a  permanent  steel  mag- 
net, it  is  attracted  to  it,  and  becomes  itself  a  temporary 
magnet.  Another  bit  of  iron  may  then  be  hung  to  it, 
and  another,  until  a  chain  of  four  or  five  pieces  is  built 

up.  But  if  the  steel  magnet  be 
removed  from  the  top  of  the 
chain,  all  the  rest  drop  off,  and 
are  found  to  be  no  longer  mag- 
netic. A  similar  chain  of  steel 
needles  may  be  formed,  but  they 
will  retain  permanently  most  of 
their  magnetism. 

It  will  be  found,  however,  that 
a  steel  needle  is  more  difficult  to 
magnetize    than  an   iron  needle 
'^"     *  of  the  same  dimensions.     It  is 

harder  to  get  the  magnetism  into  steel  than  into  iron, 
and  it  is  harder  to  get  the  magnetism  out  of  steel  than 
out  of  iron  ;  for  the  steel  retains  the  magnetism  once 
put  into  it.  This  power  of  resisting  magnetization  or 
demagnetization  is  sometimes  called  coercive  force;  a 
much  better  term,  due  to  Lamont,  is  retentivity. 
The  retentivity  of  hard-tempered  steel  is  great ;  that  of 
soft  wrought  iron  is  very  small.  The  harder  the  steel, 
the  greater  its  retentivity.  Form  affects  retentivity. 
Elongated  forms  and  those  shaped  as  closed  or  nearly 
closed  circuits  retain  their  magnetism  better  than  short 
rods,  balls,  or  cubes. 

09.  Theories  of  Magnetism. — The  student  will 
not  have  failed  to  observe  the  striking  analogies  between 
the  phenomena  of  attraction,  repulsion,  induction,  etc., 
of  magnetism  and  those  of  electricity.     Yet  the  two  sets 
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of  phenomena  are  quite  distinct.  A  positively  electrified 
body  does  not  attract  either  the  North-pointing  or  the 
South-pointing  pole  of  the  magnet  as  such  ;  in  fact,  it 
attracts  either  pole  quite  irrespective  of  its  magnetism, 
just  as  it  will  attract  any  other  body.  There  does  exist, 
indeed,  a  direct  relation  between  magnets  and  currents  of 
electricity,  as  will  be  later  explained.  There  is  none 
known,  however,  between  magnets  and  stationary  charges 
of  electricity. 

In  many  treatises  it  is  the  fashion  to  speak  of  a  mag'- 
netio  fluid  or  fluids  ;  it  is,  however,  absolutely  certain 
that  magnetism  is  not  a  fluid,  whatever  else  it  may  be. 
The  term  is  a  relic  of  bygone  times.  A  magnet  when 
rubbed  upon  a  piece  of  steel  magnetizes  it  without  giving  up 
or  losing  any  of  its  own  magnetism.  A  fluid  cannot  possibly 
propagate  itself  indefinitely  without  loss.  The  arguments 
to  be  derived  from  the  behaviour  of  a  magnet  on  break- 
ing, and  from  other  experiments  narrated  in  Lesson  X., 
are  even  stronger.  No  theory  of  magnetism  will  there- 
fore be  propounded  until  these  facts  have  been  placed 
before  the  student. 


Lesson  IX. — Methods  of  making  Magnets 

100.  Magnetization  by  Single  Touch. — It  has 
been  so  far  assumed  that  bars  or  needles  of  steel  were 
to  be  magnetized  by  simply  touching  them,  or  stroking 
them  from  end  to  end  with  the  pole  of  a  permanent  mag- 
net of  lodestone  or  steel.  In  this  case  the  last  touched 
point  of  the  bar  will  be  a  pole  of  opposite  kind  to  that 
used  to  touch  it ;  and  a  more  certain  eff'ect  is  produced  if 
one  pole  of  the  magnet  be  rubbed  on  one  end  of  the  steel 
needle,  and  the  other  pole  upon  the  other  end.  There 
are,  however,  better  ways  of  magnetizing  a  bar  or  needk. 

101.  Magnetization    by    Divided    TomcYsl. — \w 
this  method  the    bar  to   he    magnetized    is  laiOi    ^onntx 
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horizontally  ;  two  bar  magnets  are  then  placed  down  apon 
it,  their  opposite  poles  being  together.  They  are  tlien 
drawn  asunder  from  the  middle  of  the  bar  towards  its 

ends,  and  back,  several  times. 
The  bar  is  then  turned  over, 
and  the  operation  repeated, 
taking  care  to  leave  off  at  the 
Pig.  61.  middle   (see   Fig.    61).      The 

process  is  more  effectual  if  the 
ends  of  the  bar  are  meantime  supported  on  the  poles 
of  other  bar  magnets,  the  poles  being  of  the  same  names 
as  those  of  the  two  magnets  above  them  used  for  stroking 
the  steel  bar. 

102.  Magnetization  by  Double  Touch. — Another 
method,  known  as  dovhle  touch,  differs  slightly  from  that 
last  described.  A  piece  of  wood  or  cork  is  interposed 
between  the  ends  of  the  two  bar  magnets  employed,  and 
they  are  then  both  moved  backwards  and  forwards  along 
the  bar  that  is  to  be  magnetized.  By  none  of  these 
methods,  however,  can  a  steel  bar  be  magnetized  beyond 
a  certain  degree  of  intensity. 

103.  Forms  of  Magnets. — Natural  magnets  are 
usually  of  irregular  form,  though  they  are  sometimes 
reduced  to  regular  shapes  by  cutting  or  grinding. 
Formerly  it  was  the  fashion  to  mount  them  with  soft 
iron  cheeks  or  "  armatures  "  to  serve  as  pole-pieces. 

For  scientific  experiments  bar  magnets  of  hardened 
steel  are  commonly  used  ;  but  for  many  purposes  the 
horse-shoe  shape  is  preferred.  In  the  horse-shoe  magnet 
the  poles  are  bent  round  so  as  to  approach  one  another, 
the  advantage  here  being  that  so  both  poles  can  attract 
one  piece  of  iron.  The  "  armature,"  or  "  keeper,"  as  the 
piece  of  soft  iron  placed  across  the  poles  is  named,  is 
itself  rendered  a  magnet  by  induction  when  placed  across 
the  poles  ;  hence,  when  both  poles  magnetize  it,  the  force 
with  which  it  is  attracted  to  the  magnet  is  the  greater. 

104.  Laminated  Magnets. — It  is  found  that  long 
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thin  steel  magnets  are  more  powerful  in  proportion  to 
their  weight  than  thicker  ones.  Hence  it  was  proposed 
by  Scoresby  *  to  construct  compmind  magnets,  consisting 
of  thin  laminae  of  steel  separately  magnetized,  and  after- 


Fig.  62.  Fig.  63. 

wards  bound  together  in  bundles  (Fig.  62).  These 
laminated  magnets  are  more  powerful  than  simple  bars  of 
steel.  Compound  horse-shoe  magnets  are  sometimes  used  : 
the  plates  separately  magnetized  are  assembled  as  in 
Fig.  63. 

105.  Magnetization  derived  from  the  Earth. 
— The  magnetism  of  the  earth  may  be  utilized  where  no 
other  permanent  magnet  is  available  to  magnetize  a  bar 
of  steel.  Gilbert  states  tbat  iron  bars  set  upright  for  a 
long  time  acquire  magnetism  from  the  earth.  If  a  steel 
poker  be  held  in  the  magnetic  meridian,  with  the  north 
end  dipping  down,  and  in  this  position  be  struck  with  a 
wooden  mallet,  it  will  be  found  to  have  acquired  magnetic 
properties.  All  vertical  iron  columns  in  our  northern 
latitudes  are  found  to  have  their  lower  ends  N-poles 
and  their  upper  ends  S-poles.  In  Australia  and  the 
southern  hemisphere  the  tops  of  iron  columns  are 
N-poles.  Wires  of  steel  subjected  to  torsion,  while  in 
the  magnetic  meridian,  are  also  found  to  be  thereby 
magnetized. 

106.  Magrnetization  after  Heatingr. — Gilbert  dis- 
covered also  that  if  a  bar  of  steel  be  heated  to  redness, 
and  cooled,  either  slowly  or  suddenly,  while  lying  in  the 
magnetic  meridian,  it  acquires  magnetic  polarity.     No 

*  A  similar  suggestion  was  made  by  Geuns  of  Venlo  in  1768,  using 
horse-shoe  magnets.  Similar  magnets  have  been  constructed  in  recent 
years  by  Jamin. 
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such  property  is  acquired  if  it  is  cooled  while  lying  east 
and  west.  It  has  been  proposed  to  make  powerful  mag- 
nets by  placing  hot  bars  of  steel  to  cool  between  the 
poles  of  very  powerful  electromagnets;  and  Carre  pro- 
duced strong  magnets  of  iron  cast  in  moulds  lying  in  an 
intense  magnetic  field. 

107.  Magnetization  by  Currents  of  Elec- 
tricity.— A  current  of  electricity  caused  to  circulate  in  a 
spiral  wire  wound  around  a  core  of  iron  or  steel  mag- 
netizes it  more  powerfully  than  in  any  of  the  preceding 

operations.  In  the  case  of  a  soft  iron 
core,  it  is  only  a  magnet  while  the 
current  continues  to  flow.  Such  a 
combination  is  termed  an  Electro- 
magnet ;  it  is  fully  described  in 
Lesson  XXXI.  Fig.  64  depicts  a  com- 
mon form  of  electromagnet  having  two 
coils  of  insulated  copper  wire  wound 
Fig.  64.  upon  bobbins  that  are  placed  upon  the 

limbs  of  a  soft  iron  core.  The  armature . 
is  also  of  soft  iron  of  sufficient  thickness.  Steel  bars  may 
be  magnetized  by  drawing  them  over  the  poles  of  such  an 
electromagnet  while  the  latter  is  excited  by  the  circulation 
of  the  electric  current.  Elias  of  Haarlem  proposed  to 
magnetize  steel  bars  by  passing  them  through  a  wire 
coiled  up  into  a  compact  ring  of  many  turns,  through 
which  a  strong  current  was  sent  by  a  voltaic  battery. 

108.  Hardening  and  Tempering  of  Steel  for 
Magnets. — There  are  two  ways  of  hardening  steel :  (1) 
by  suddenly  cooling  it  from  a  bright  red  temperature  ;  (2) 
by  compressing  it  under  hydraulic  pressure  while  it  cools 
slowly.  If  rods  of  steel  are  heated  brilliantly  red,  and 
then  quenched  in  water,  oil,  or  mercury,  they  become 
intensely  brittle  and  glass-hard.  To  temper  hard  steel 
it  is  then  gently  reheated  to  near  a  very  dull  red  heat 
and  softens  slightly  while  acquiring  a  straio  tint.  If  let 
down  still  further  by  continuing  the  reheating  it  becomes 
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a  blue  tint,  and  is  springy  and  flexible.  Short  bar  mag- 
nets retain  most  magnetism  it'  left  glass-hard  witlioiit 
tampering.  But  magnets  whose  length  is  more  than 
twenty  times  their  thickness  retain  more  magnetism  if 
tempered  down  to  a  straw  or  even  to  a  blue  tint. 

109.  Destruction  of  Magnetism. — A  steel  mag- 
net loses  its  magnetism  partially  or  wholly  if  subjected 
to  rough  usage,  or  if  purposely  hit  or  knocked  about. 
Newly  magnetized  magnets  lose  more  strength  by  rough 
treatment  than  those  which  have  been  long  magnetized. 
A  magnet  loses  its  magnetism,  as  Gilbert  showed,  on  being 
raised  to  a  bright  red  heat.  The  slightest  vibration  will 
destroy  any  magnetism  remaining  in  annealed  soft  iron. 

110.  Magrnets  of  Unvarying  Strength. — Ordi- 
nary steel  magnets  have  by  no  means  a  permanent  or 
constant  magnetism.  They  soon  lose  a  considerable  per- 
centage of  their  magnetism,  and  the  decay  continues 
slowly  for  months  and  years.  Every  shock  or  jolt  to 
which  they  are  subjected,  every  contact  with  iron,  every 
change  of  temperature  weakens  them.  Every  time  that 
the  keeper  is  slammed  on  to  a  horse-shoe  magnet  it  is 
weakened.  For  the  purpose  of  making  magnetic  measure- 
ments, and  for  use  as  controlling  magnets  of  galvano- 
meters, magnets  are,  however,  required  that  shall  possess 
the  utmost  constancy  in  their  strength.  Magnets  of  un- 
varying strength  may  be  made  by  attention  to  the  following 
points.  Choose  a  form  either  of  a  nearly  closed  circuit  or 
of  a  very  long  rod.  Let  the  steel  be  hardened  as  much 
as  possible  (see  Art  108  above),  then  placed  in  steam  at 
100**  for  twenty  or  thirty  hours  or  more.  Then  magnetize 
as  fully  as  possible,  and  then  heat  again  for  five  hours  in 
steam.  Magnets  of  a  shape  constituting  a  nearly  closed 
circuit  are  more  constant  than  short  straight  magnets. 

111.  Effects  of  Heat  on  Magnetization. — If  a 
permanent  steel  magnet  be  warmed  by  placing  it  in  hot 
or  boiling  water,  its  strength  will  be  thereby  \e?»^^w^^., 
though  it  recovers  partially  on  cooling.     OlaiWrn^^  vi.  \x\«^'gcve,\» 
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increases  its  strength.  Cast-iron  ceases  to  be  attracted 
by  a  magnet  at  a  briglit  red  heat.  Pure  iron  is  trans- 
formed at  870''  C.  to  an  almost  non- magnetic  state ; 
the  transformation -point  of  nickel  is  320°  C,  that  of 
cobalt  1120°  C.  JManganese  is  magnetic  only  when 
cooled  to  —  iO"  C.  It  has  been  surmised  that  other 
metals  would  become  magnetic  if  cooled  to  a  low 
enough  temperature.  Dewar  observed  that  the  mag- 
netic susceptibility  of  iron,  when  cooled  to  near 
—  180°  C.  in  liquid  oxygen,  is  nearly  twice  as  high 
as  at  0°  C.  The  magnetic  metals  at  higb  temperatures 
do  not  become  diamagnetic,  but  are  still  feebly  mag- 
netic ;  their  susceptibility  at  temperatures  above  the 
transformation -point  varying  inversely  as  the  absolute 
temperature. 

112.  Magnetic  Saturation. — A  magnet  to  which 
as  powerful  a  degree  of  magnetization  as  it  can  attain  to 
has  been  given  is  said  to  be  saturated,  A  recently  mag- 
netized magnet  will  occasionally  appear  to  be  super- 
saturated ^  possessing  even  after  the  application  of  the 
magnetizing  force  has  ceased  a  higher  degree  of  magnetism 
than  it  is  able  to  retain  permanently.  Thus  a  horse- 
shoe-shaped steel  magnet  will  support  a  greater  weight 
immediately  after  being  magnetized  than  it  will  do  after 
its  armature  has  been  once  removed  from  its  poles. , 
Even  soft  iron  after  being  magnetized  retains  a  small 
amount  of  magnetism  when  its  temporary  magnetism  has 
disappeared.  This  small  remaining  magnetic  charge  is 
spoken  of  as  residual  magnetism, 

113.  Strength  of  a  Magnet. — The  "  strength  "  of  a 
magnet  is  not  the  same  thing  as  its  "  lifting  power.''  Its 
lifting  power  is  a  very  uncertain  quantity  depending  not 
only  on  the  shape  of  its  polar  surfaces,  but  on  the  shape 
and  quality  of  the  mass  of  iron  used  as  load.  Conse- 
quently the  "  strength  "  of  a  magnet  pole  must  be  measured 
by  the  magnetic  force  which  it  exerts  at  a  distance  on 
other  magnets*     Thus,  suppose  there  are  two  magnets,  A 
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and  B,  whose  strengths  we  compare  Ijy  making  them 
each  act  upon  the  N  pole  of  a  third  magnet  C.  If  the 
N  pole  of  A  repels  C  with  twice  as  much  force  as  that 
with  which  the  N  pole  of  B  placed  at  the  same  distance 
would  repel  C,  then  we  should  say  that  the  "  strength " 
of  A  was  twice  that  of  B.  Another  way  of  putting  tlie 
matter  is  to  say  that  the  '*  strength"  of  a  pole  is  the 
amount  of  free  magnetism  at  that  pole.  By  adopting  the 
unit  of  strength  of  magnet  poles  as  defined  in  Art.  141, 
we  can  express  the  strength  of  any  pole  in  numbers  as  so 
many  "  units  "  of  strength. 

114.  Lifting  Po"wer. — The  lifting  power  of  a  magnet 
(also  called  its  portative  force)  depends  both  upon  the 
form  of  the  magnet  and  on  its  magnetic  strength.  A 
horse-shoe  magnet  will  lift  a  load  three  or  four  times  as 
great  as  a  bar  magnet  of  the  same  weight  will  lift  A 
long  bar  magnet  will  lilt  more  than  a  short  bar  magnet 
of  equal  strength.  A  bar  magnet  with  a  rounded  or 
chamfered  end  will  lift  more  than  a  similar  bar  with  a 
flat  or  expanded  end,  though  both  may  be  equally 
strongly  magnetized.  Also  the  lifting  power  of  a  mag- 
net grows  in  a  very  curious  and  unexplained  way  by 
gradually  increasing  the  load  on  its  armature  day  by 
day  until  it  bears  a  load  which  at  the  outset  it  could  not 
have  done.  Nevertheless,  if  the  load  is  so  increased  that 
the  armature  is  torn  off,  the  power  of  the  magnet  falls 
at  once  to  its  original  value.  The  attraction  between  a 
powerful  electromagnet  and  its  armature  may  amount  to 
230  lbs.  per  square  inch,  or  16,000  grammes  per  square 
centimetre  (see  Art.  384).  Small  magnets  lift  a  greater 
load  in  proportion  to  their  own  weight  than  large  ones,* 

*  Bernoulli  gave  the  following  rule  for  finding  the  lifting  power  j>  of  a 
magnet  whose  weight  was  w  :— 


where  a  is  a  coustaut  depeudiug  ou  tlie  goodness  ot  U\g  sXaeV  a.\vi  \^\«k 
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because  the  lifting  power  is  proportional  to  the  polar 
surface,  other  things  being  equal.  Steel  magnets  seldom 
attain  a  tractive  force  as  great  as  40  lbs.  per  square  inch 
of  polar  surface.  A  good  steel  horse  -  shoe  magnet 
weighing  itself  1  lb.  ought  to  lift  25  lbs.  weight.  Sir 
Isaac  Newton  is  said  to  have  possessed  a  little  lodestone 
mounted  in  a  signet  ring  which  would  lift  a  piece  of  iron 
200  times  its  own  weight. 


Lesson  X. — Distribution  of  Magnetism 

115.  Magrnetio  Field. — The  space  all  round  a  magnet 
pervaded  hy  the  magnetic  forces  is  termed  the  ^^ field"  of  that 
magnet.  It  is  most  intense  near  the  poles  of  the  magnet, 
and  is  weaker  and  weaker  at  greater  distances  away.  At 
every  point  in  a  magnetic  field  the  force  has  a  particular 
strength,  and  acts  in  a  particular  direction.  It  is  pos- 
sible at  any  point  in  a  magnetic  field  to  draw  a  line  in 
the  direction  of  the  resultant  magnetic  force  acting  at  that 
point.  The  whole  field  may  in  this  way  be  mapped  out 
with  magnetic  lines  (Art.  119).  For  a  horse-shoe  magnet 
the  field  is  most  intense  between  the  two  poles,  and  the 
lines  of  magnetic  force  are  curves  which  pass  from 
one  pole  to  the  other  across  the  field.  A  practical  way 
of  investigating  the  distribution  of  the  magnetic  lines 
in  a  field  is  given  in  Art.  119,  under  the  title  "Mag- 
netic Figures.''  When  the  armature  is  placed  upon  the 
poles  of  a  horse-shoe  magnet,  the  force  of  the  magnet  on 
all  the  external  regions  is  weakened,  for  the  induction 
now  goes  on  through  the  iron  of  the  keeper,  not  through 
the  surrounding  space.  In  fact  a  closed  system  of  magnets 
— such  as  that  made  by  placing  four  bar  magnets  along 
the  sides  of  a  square,  the  N  pole  of  one  touching  the  S 

method  of  magnetizing  it.  In  the  best  steel  magnets  made  at  Haarlem 
by  Van  Wetteren  this  coeflacient  was  from  19-5  to  28,  the  weights  being  ex- 
pressed  in.  kilogrammes. 
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pole  of  the  next — has  no  external  field  of  force.  A  ring 
of  steel  may  thus  be  magnetized  so  as  to  have  neither 
external  field  nor  poles ;  or  rather  any  point  in  it  may 
be  regarded  as  a  N  pole  and  a  S  i)()le,  so  close  together 
that  they  neutralize  one  another's  forces. 

That  poles  of  opposite  name  do  neutralize  one  another 
may  be  shown  by  the  well-known  experiment  of  hanging 
a  small  object — a  steel  ring  or  a  key — to  the  N  pole  of 
a  bar  magnet.  If  now  the  S  pole  of  another  bar  magnet 
be  made  to  touch  the  first  tlie  two  i>oles  will  neutralize 
each  other's  actions,  and  the  ring  or  key  will  drop  down. 

116.  Breakingr  a  Magrnet. — We  have  already  stated 
that  when  a  magnet  is  broken  into  two  or  more  parts, 
each  is  a  complete  magnet,  possessing  poles,  and  each  is 
nearly  as   strongly   magnetized   as  the  original  magnet. 
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Fig.  65  shows  this.  If  the  broken  parts  be  closely  joined 
these  adjacent  poles  neutralize  one  another  and  disappear, 
leating  only  the  poles  at  the  ends  as  before.  If  a  magnet 
be  ground  to  powder  each  fragment  will  still  act  as  a 
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little  magnet  and  exhibit  polarity.     A  magnet  may  there- 
fore  be   regarded   as  composed  of    many  little    magnets 
put  together,  so  that  their  like  poles  all  face  one  way. 
Such  an  arrangement  is  indicated  in  Fi^.  66,  fvowv  \n\\\v!\\ 
it  will  be  seen  that  if  the  magnet  be  brokeu  aauwOivix  ^v:,yo^% 
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any  part,  one  face  of  the  fracture  will  present  only  N 
poles,  the  other  only  S  poles.  This  would  be  true  no 
matter  how  small  the  individual  particles. 

117.  Normal  Distribution. — In  an  ordinary  bar 
magnet  the  poles  are  not  quite  at  the  ends  of  the  bar, 
but  a  little  way  from  it ;  and  it  can  be  shown  that  this 
is  a  result  of  the  way  in  which  the  surface  magnetism  is 
distributed  in  the  bar.  A  very  long,  thin,  uniformly 
magnetized  bar  has  its  poles  at  the  ends  ;  but  in  ordinary 
thick  magnets  the  "  pole  "  occupies  a  considerable  region, 
the  "free  magnetism ''  falling  off  gradually  from  the 
ends  of  the  bar.  In  each  region,  however,  a  point  can 
be  generally  determined  at  which  the  resultant  magnetic 
forces  act,  and  which  may  for  most  purposes  be  considered 
as  the  "  pole."  In  certain  cases  of  irregular  magnetiza- 
tion it  is  possible  to  have  one  or  more  poles  between 
those  at  the  ends.  Such  poles  are  called  consequent  poles 
(see  Fig.  70). 

118.  Lamellar  Distribution  of  Magnetism. 
Magnetic  Shells.  —  Up  to  this  point  the  ordinary 
distribution  of  magnetism  along  a  bar  has  been  the  only 
distribution  considered.  It  is  theoretically  possible  to 
have  magnetism  distributed  over  a  thin  sheet  so  that  the 
whole  of  one  face  of  the  sheet  shall  have  one  kind  of 
magnetism,  and  the  other  face  the  other  kind  of  magnet- 
ism ;  such  distribution  is,  however,  unstable.  If  an 
immense  number  of  little  magnets  were  placed  together 
side  by  side,  like  the  cells  in  a  honeycomb,  all  with  their 
N-seeking  ends  upwards,  and  S-seeking  ends  downwards, 
the  whole  of  one  face  of  the  slab  would  be  one  large  flat 
N-seeking  pole,  and  the  other  face  S-seeking.  Such  a 
distribution  as  this  over  a  surface  or  sheet  is  termed  a 
lamellar  distribution,  to  distinguish  it  from  the  ordinary 
distribution  along  a  line  or  bar,  which  is  termed,  for 
distinction,  the  solenoidal,  or  circuital,  distribution. 
A  lamellarly  magnetized  magnet  is  sometimes  spoken  of 
as  a  magnetic  shell. 
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HO.  Magnetic  Flffurea. — Gilbert  sliowed*  thiLtifa 
sheet  of  paper  or  card  be  placed  over  a  magnet,  and  iron 
filings  are  duBted  over  tlie  paper,  tlicy  settle  down  in 
curving  lines,  forming  a,  magnetic  Ju/urf,  the  general  form 
of  which  for  a  bar  magnet  is  eliown  in  Fig.  C7.  The 
filings  should  be  fine,  and  sifted  througli  a  hit  of  muslin  ; 
to  facilitate  their  settling  in  the  lines,  the  sheet  of  paper 
ahonld  be  lightly  tapped.  Tlie  figures  thus  obtained  can 
be  filed  permanently  bj  several  processes.  The  best  of 
these   consists  in  employing  a  sheet  of  glass  which   has 


been  previously  gi  mmed  ad  Ir  ed  nstead  of  the  sheet 
of  paper  after  th  s  has  been  pla  el  alio\e  the  magnet 
the  filings  are  s  fted  evenly  over  the  surface,  and  the 
the  glass  is  tapped  then  a  jet  of  steam  s  ca  sed  to  plav 
gently  above  the  sheet  soften  n(,  the  surface  of  the  gun 
wh  ch  as  It  hardens  fisea  the  fll  n^'s  n  the  r  places  I 
spection  of  the  fip  re  n  11  show  tl  at  the  1  n  s  d  i  ert,e 
nearlv  rad  ally  fro  n  ach  p  le  ai  d  ur  e  round  to  meet 
these  from  the  oipo^tepole  F(,  68  irodueed  from  a 
horse  shoe  magnet   shows  how  the  magnet  c  field    s      o  t 
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intense  between  the  pole^  but  spreads  beyond  them  m 

wide  curves,  laraday,  who  made  a,  greit  use  of  this 
method  of  investigating 
the  distribution  ot  mag 
iietiem.  in  various  helds, 
f,ai«  to  the  lines  the  name 
ofliueBofforce  They  ' 
repreaentjasehownb)  the 
BctKn  on  little  magnetic 
partidei  nhich  set  them 
selves  thus  iii  obedience  to 
the  attractiona  and  repul 
Bions  in  the  field  the  re 
Bultant  direction  of  the 
forces  at  every  point  frr 
each  particle  teuds  to  as 
eiime  the  direction  of  the 
force  jointly  due  to  the 
simultaneous     action     of 

both  polei      hence  the  curves  of  hiuiga  may  be  taken 

to  represent  visibly  the  la 

visible     kites     of     magnttte 

fiyrce  *    Faraday  pointed  out 

that  these      lines  of   force 

map  out  the  magnetu,  liel  1 

showing  by  their  pusition  tbp 

direction    of    the    magnetic 

force  and  by  their  nuniVer 

Its  intensity      If  a  small  ^ 

seeking  pole  could  beobtaini.d 

alone,  and  put  down  on  any 

one  of  these  lines  of  force,  it 

would  tend  to  move  along 

tiiat  line  from  N  to  S 

'  Ot  Tdther  tbe  component  part  of  the  m^t 


sembling  tliat  depicted  in  Fiy.  70.  Sucli  a  statu  of  things 
is  produced  ■when  a  strip  of  very  hard  steel  is  pui;p05ely 
iiregalarly  inagnetizi.*!  by  touching  it  with  strong  niat,Tiets 
at  certain  points.  A  strip  thus  magnetized  virtually 
consists  of  several  magnets  put  end  to  end,  but  in  reveri^e 
directions,  NS,  SN,  etc.  Consequent  polca  can  also 
be  produced  in  an  electromf^net  by  reversing  the  direc- 
tioa  in  which  tlie  wire  is  coiled  around  part  of  tlie  tore. 
121.  Fields   mapped    by    Filings.^ — TUe   Wgct. 
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producing  uttraction  lietween  Tinlike  poles,  and  repulEion 
between  like  poles,  are  beautifully  illustrated  by  tbe 
magnetic  figures  obtained  in  the  fields  between  the  poles 
in  tlie  two  cases,  as  given  in  Figs,  71  and  72.  In  Fig-  71 
the  poles  are  of  opposite  kinds,  and  tbe  lines  of  force 
curve  across  ont  of  one  pole  into  tbe  other;  while  in 


Fig.  T2. 


Fig.  72,  wliicb  represents  tbe  action  of  two  similar  poles, 
the  lines  of  force  curve  away  as  if  repelling  one  another, 
and  turn  aside  at  right  angles. 

132.  Maccnetio  'Wtitlns. — Another  kind  of  mag- 
netic figures  was  discovered  by  De  Haldat,  who  wroie 
with  the  pole  of  a  magnet  upon  a  thin  steel  plate  (such 
as  a  saw-blade),  and  then  sprinkled  filings  over  it.  The 
writing,  which  is  quite  invisible  in  itself,  comes  out  in 
the  lines  of  filings  that  stick  k>  the  magnetized  parts; 
this  magic  writing  will  continue  iu  a  steel  plate  many 
months. 

123.  Surfb:Oe  Ma^n^etlzatlon. — In  many  cases  the 
m^netisni  imparted  to  magnels  is  confined  chiefly  to 
the  outer  layers  of  steel.  If  a  short  bar  ni^jnet  be  put 
into  acid  so  that  tbe  outer  layers  are  dissolved  away,  it 
is  found  that  it  has  lost  its  magnetism  when  only  a  tliin 
film  has  been  thus  removed,  A  short  hollow  steel  tube 
when  magnetized  is  nearly  as  strong  a  m^net  as  a  solid 
rod  of  the  same  si/e.  Long  thin  magnets,  and  those  that 
are  curved  so  as  nearly  to  form  a  closed  circuit,  can  be 
much  more  thoroughly  magnetized.  If  a  bundle  of  steel 
plates  are  magnetized  while  bound  together,  it  will  be 
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found  that  only  the  outer  ones  are  strongly  magnetized. 
The  inner  ones  may  even  exhibit  a  reversed  magnetization. 

124.  Mechanical  Effects  of  Magrnetization. — 
Joule  found  an  iron  bar  to  increase  by  -^^jyuiru  ^^  ^^^ 
length  when  strongly  magnetized.  Bidwell  foimd  that 
with  still  stronger  magnetizing  forces  iron  contracts  again  ; 
and  rods  stretched  by  a  weight  contract  more  when 
magnetized  than  unstretched  rods  do.  Barrett  observed 
that  nickel  shows  a  slight  contraction  when  magnetized. 
These  are  proofs  that  magnetization  is  an  action  aflfecting 
the  arrangement  of  the  molecules.  This  supposition  is 
oonfLrmed  by  the  observation  of  Page,  that  at  the  moment 
when  a  bar  is  magnetized  or  demagnetized,  a  faint  metallic 
dink  is  heard  in  the  bar.  Sir  W.  Grove  showed  that 
when  a  tube  containing  water  rendered  muddy  by  stirring 
up  in  it  finely  -  divitled  magnetic  oxide  of  iron  was 
magnetized,  the  liquid  became  clearer  in  the  direction  of 
magnetization,  the  particles  apparently  setting  themselves 
end-on,  and  allowing  more  light  to  pass  between  them. 
A  twisted  iron  wire  tends  to  untwist  itself  when  magnetized. 
A  piece  of  iron,  when  powerfully  magnetized  and  de- 
magnetized in  rapid  succession,  grows  hot,  as  if  magnetiza- 
tion were  accompanied  by  internal  friction. 

125.  Action  of  Magnetism  on  Light. — Faraday 
discovered  that  a  ray  of  polarized  light  passing  through 
certain  substances  in  a  powerful  magnetic  field  has  tbe 
direction  of  its  vibrations  changed.  This  phenomenon, 
which  is  sometimes  called  "  The  Magnetization  of  Light," 
is  better  described  as  "The  Rotation  of  the  Plane  of 
Polarization  of  Light  by  Magnetism."  The  amount  of 
rotation  differs  in  different  media,  and  varies  with  the 
magnetizing  force.  More  recently  Kerr  has  shown  that 
a  ray  of  polarized  light  is  also  rotated  by  reflexion  at  the 
end  or  side  of  a  powerful  magnet.  Further  mention  is 
made  of  these  discoveries  in  the  chapter  on  Electro-optics, 
Lesson  LVI. 

126.  The  Act  of  Magnetizing. — A\\l\\es>fe  n^yvc^ws. 
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phenomena  point  to  a  theory  of  magnetism  very  diflferent 
from  the  old  notion  of  fluids.  It  appears  that  every 
particle  of  a  magnet  is  itself  a  magnet,  and  that  the 
magnet  only  becomes  a  magnet  as  a  whole  by  the  particles 
being  so  turned  as  to  point  one  way.  The  act  of  mag- 
netizing consists  in  turning  the  molecules  more  or  lees 
into  one  particular  direction.     This  conclusion  is  supported 

by  the  observation  that  if  a 
glass  tube  full  of  iron  filings 
is  magnetized,  the  filings  can 
be  seen  to  set  themselves 
Fig.  73.  endways,  and  that,  when  thus 

once  set,  they  act  as  a  magnet 
until  shaken  up.  It  appears  to  be  harder  to  turn 
the  individual  molecules  of  solid  steel  than  those  of 
soft  iron ;  but,  when  once  so  set,  they  remain  end- on 
unless  violently  struck  or  heated.  As  Weber,  who  pro- 
pounded this  notion  of  molecular  magnetism,  pointed  out, 
it  follows  from  this  theory  that  when  all  the  particles 
are  turned  end-on. the  limits  of  possible  magnetization 
would  have  been 
attained.  Some 
careful  experi- 
ments of  Beetz 
on  iron  deposited 
by  electrolysis 
entirely  confirm 
this  conclusion, 
and  add  weight 
to  the  theory.  Fig.  73  may  be  taken  to  represent  a  non- 
magnetized  piece  of  iron  or  steel  in  which  the  arrangement 
of  the  particles  is  absolutely  miscellaneous :  they  do  not 
point  in  any  one  direction  more  than  another.  When 
magnetized  slightly,  there  will  be  a  greater  percentage 
pointing  in  the  direction  of  the  magnetizing  force.  When 
fully  magnetized — if  that  were  possible — they  would  all 
j^oint  in  the  same  direction  as  in  Fig.  74. 


Fig.  74. 
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In  very  few  cases,  however,  is  the  magnetization 
uniform  throughout  the  whole  leLgth  of  a  bar  :  the 
particles  are  more  fully  completely  turned  into  line  at 
the  middle  part  of  the  bar  than  at  the  ends. 

If  the  intrinsic  magnetization  of  the  steel  at  every  part 
of  a  magnet  were  equal,  the  free  poles  would  be  found 
only  at  the  end  surfaces ;  but  the  fact  that  the  free 
magnetism  is  not  at  the  ends  merely,  but  diminishes  from 
the  ends  towards  the  middle,  shows  that  the  intensitv  of 
the  intrinsic  magnetization  must  l)e  less  towards  and  at 
the  ends  than  it  is  at  the  middle  of  the  bar.  In  Fig.  74 
an  attempt  is  made  to  depict  this.  It  will  be  noticed 
that  the  magnetic  lines  run  through  the  steel  and  emerge 
into  the  air  in  curves.  Some  of  the  lines  do  not  run  all 
the  length  of  the  bar  but  leak  out  at  the  sides.  If  the 
bar  were  uniformly  magnetized  the  lines  would  emerge 
at  the  ends  only.  It  is  clear  that  the  middle  piece  is 
more  thoroughly  magnetized  than  any  other  part. 
Magnetism  in  fact  consists  of  a  sort  of  grain  or  structure 
conferred  upon  the  steel.  Wherever  this  structure  comes 
up  at  a  surface,  there  the  surface  properties  of  magnetism 
are  found.  A  pole  is  simply  a  region  where  the  magnetic 
lines  pass  through  the  surface  of  the  steel  or  iron. 

The  optical  phenomena  led  Clerk  Maxwell  to  the 
further  conclusion  that  these  longitudinallv-set  molecules 
are  rotating  round  their  long  axes,  and  that  in  the  "  ether  " 
of  space  there,  is  also  a  vortical  motion  along  the  lines  of 
magnetic  induction  ;  this  motion,  if  occurring  in  a  perfect 
medium  (as  the  "  ether "  may  be  considered),  producing 
tensions  along  the  lines  of  the  magnetic  field,  and  pressures 
at  right  angles  to  them,  would  afford  a  satisfactory  ex- 
planation of  the  magnetic  attractions  and  rei)ulsions  which 
apparently  act  across  empty  space. 

Hughes,  Barus,  and  others  have  lately  shown  that  the 
magnetism  of  iron  and  steel  is  intimately  connected  with 
the    molecular  rigidity   of  the   material.       Hw^\v^^'^  t^- 
searches  with   the   "induction  bahince"  (^A.t\,.  b\^  ^w\ 
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"magnetic  balance"  {Art.  140)  tended  to  prove  that  eacli 
molecule  of  a  mc^netic  metal  has  an  abeolutelf  constant 
inherent  magnetic  polarity  ;  and  that  when  a  piece  ot 
iron  or  steel  is  apparently  neutral,  its  moleciilea  are 
internally  arranged  ao  as  to  satisfy  each  other's  polarity, 
forming  closed  nia^etic  circuits  amongst  themselves. 

127.  Swing's  Theory  of  Molecular  Magnet- 
ism.— Weber  supposed  that  there  was  in.  hard  steel  some 
sort  ot  friction  which  prevented  the  molecnlea  when  once 
monetized  from  turning  back  into  higgledy-pi^ledy 
positions.  Ewing,  however,  showed  that  a  complete 
explanation  was  afforded  by  supposing  the  particles  to  be 
subject  to  mutual  forces.  In  any  group  not  subjected  to 
an  external  magnetizing  force  the  particles  will  arrange 
themselves  BO  as  to  satisfy  one  another's  polarity.     Of  the 


possible  groupings  some  are,  however,  unstable.  Four  pos- 
sible stable  groupings  of  seven  pivoted  needles  are  shown 
in  Fig.  75.  Ewing  constructed  a  model  poiisisting  of  a 
large  numlier  of  pivoted  magnetic  needles  arranged  in 
one  layer.  When  these  needles  were  simply  agitated  and 
allowed  to  come  to  rest  tliey  settled  down  in  miscellaneous 
groups  ;  but  when  acted  upon  by  a  gradually  increasing 
magnetic  force  they  turned  round,  the  operation  showii^ 
three  stages — (i.)  with  very  small  magnetizing  force  the 
needles  merely  turned  through  a  small  angle  ;  (il)  when 
n  certain  force  was  applied  the  groupings  became  unstable, 
some  of  the  needles  suddenly  swinging  round  to  a  new 
piMitioa,  with  the  result  that  the  majority  of  the  needles 
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point  nearly  but  not  quite  along  the  direction  of  the  force  ; 
(ill.)  a  further  increase  of  the  magnetizing  force  cannot 
produce  much  more  effect ;  it  can  only  pull  the  needles 
a  little  more  perfectly  into  line.  All  these  things  corre- 
spond to  the  three  stages  observed  (see  Art.  364)  in  the 
gradual  magnetization  of  iron  or  steel. 


Lesson  XL — Laws  of  Maytietic  Force 

128.  La^ws  of  Magnetic  Force. 

First  Law.  —  Like  maynetic  poles  repel  oiie 
another;  unlike  magnetic  poles  attract  one 
another. 

Second  Law. —  The  force  exerted  between  two 
magnetic  poles  is  j^'^'oportional  to  the  product 
of  their  streiKjthSj  and  is  inversely  j^ff^por- 
tional  to  the  squxire  of  the  distance  between 
them,  provided  that  the  distance  is  so  great  that 
the  poles  may  be  regarded  as  mere  points. 

120.  The  Law  of  Inverse  Squares. — The  second 
of  the  above  laws  is  commonly  known  as  the  law  of 
inverse  squares;  it 
is  essentially  a  law 
of  point  -  action, 
and  is  not  true  for 
poles  of  elongated  mi 
or  extended  sur- 
face.    The  similar 

law    of    electrical  ^.    ^. 

attraction   has  al- 


ready been  explained  and  illustrated  (Art.  19).     This  law 
furnishes  the  explanation  of  a  fact  mentioned  in  an  earlier 
lesson,  Art.  91,  that  small  pieces  of  iron  are  drawn  bodily 
up  to  a  magnet  pole.    If  a  small  piece  of  iron  ^\Tft,  a^b  ^'\s;^ 
76),  be  suspended  hy  a  thread,  and  tlie  1J5 -^om\Axv^  ^^^ 
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A  of  a  magnet  be  brought  near  it,  the  iron  is  thereby 
inductively  magnetized ;  it  turns  round  and  points 
towards  the  magnet  pole,  setting  itself  as  nearly  as  possible 
along  a  line  of  force,  its  near  end  b  becoming  a  S-seeking 
pole,  and  its  farther  end  a  becoming  a  N-seeking  pole. 
Now  the  pole  h  will  be  attracted  and  the  pole  a  will  be 
repelled.  But  these  two  forces  do  not  exactly  equal  one 
another,  since  the  distances  are  unequal.  The  repulsion 
will  (by  the  law  of  inverse  squares)  be  proportional  to 

..    y2  ;  and  the  attraction  will  be  proportional  to  /aT^* 

Hence  the  bit  of  iron  a,  h  will  experience  a  pair  of  forces, 
turning  it  into  a  certain  direction,  and  also  a  total  force 
drawing  it  bodily  toward  Al.  Only  those  bodies  are 
attracted  by  magnets  in  which  magnetism  can  thus  be 
induced ;  and  they  are  attracted  only  because  of  the 
magnetism  induced  in  them. 

We  mentioned,  Aj^t.  91,  that  a  magnet  needle. floating 
freely  on  a  bit  of  cork  on  the  surface  of  a  liquid  is  acted 
upon  by  forces  that  give  it  a  certain  direction,  but  that, 
unlike  the  last  case,  it  does  not  tend  to  rush  as  a  whole 
either  to  the  north  or  to  the  south.  It  experiences  a 
rotation,  because  the  attraction  and  repulsion  of  the 
magnetic  poles  of  the  earth  act  in  a  certain  direction  ; 
but  since  the  magnetic  poles  of  the  earth  are  at  a  distance 
enormously  great  as  compared  with  the  length  from  one 
pole  of  the  floating  magnet  to  the  other,  we  may  say  that, 
for  all  practical  purposes,  the  poles  of  the  magnet  are  at 
the  same  distance  from  the  N  pole  of  the  earth.  The 
attracting  force  on  the  N-pointing  pole  of  the  needle  is 
therefore  practically  no  greater  than  the  repelling  force 
acting  on  the  S-pointing  pole,  hence  there  is  no  motion 
of  translation  given  to  the  floating  needle  as  a  whole  :  it 
is  directed,  not  attracted, 

130.  Measurement  of  Magnetic  Forces. — The 

truth  of  the  law  of  inverse  squares  can  be  demonstrated 

liy  experiment     But    this   implies   that  we  have  some 
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means  of  measuring  accurately  the  amount  of  the  magnetic 
forces  of  attraction  or  repulsion.  Magnetic  force  may  be 
measured  in  any  one  of  the  four  following  ways  :  (1)  by 
observing  the  time  of  swing  of  a  magnetic  needle  oscillating 
under  the  influence  of  the  force;  (2)  by  observing  the 
deflexion  it  produces  upon  a  magnetic  needle  which  is 
already  attracted  into  a  different  direction  by  a  force  of 
known  intensity  ;  (3)  by  balancing  it  against  the  torsion 
of  an  elastic  thread  ;  (4)  by  balancing  it  against  the  force 
of  gravity  as  brought  into  play  in  attempting  to  deflect  a 
magnet  hung  by  two  parallel  strings  (called  the  hifilar 
suspension),  for  these  strings  cannot  be  twisted  out  of  their 
parallel  position  without  raising  the  centre  of  gravity  of 
the  magnet. 

131.  Deflexion  Experiment. — Fig.  77  shows  an 
apparatus  in  which  a  compass-needle 
can  be  deflected  by  one  pole  of  a 
magnet  made  of  a  long  thin  bar  of 
steel,  so  mounted  that  its  upper  pole 
is  always  over  the  centre  of  the 
needle,  and  therefore  has  no  tendency 
to  turn  it.  So  set,  it  acts  as  a  one- 
pole  magnet,  the   pole  of   which  can 

be  placed  at  difterent  distances  from    ^^^ -^^* 

the    compass  -  needle.      It    is    found,  '^ 

using  a  proper  tangent-scale  (see  Art.  y\^.  77. 

211)    for    the    compass  -  needle,   that 

when  the  distance  is  doubled  the  deflecting  force  is 
reduced  to  one  quarter,  and  so  forth. 

132.  The  Torsion  Balance. — Coulomb  applied  the 
Torsion  Balance  to  the  measurement  of  magnetic  forces. 
The  main  principles  of  this  instrument  (as  used  to  measure 
forces  of  electrostatic  repulsion)  were  described  on  p.  20. 
Fig.  78  shows  how  it  is  arranged  for  measuring  magnetic 
repulsions. 

To  prove  the  law  of  inverse  S€[uare8,  Co\\\oYcv\i  vaaA&'Ovx^ 
followJi?^  experiment : — Tlie  instrument  waa  ^x^X.  ^^\vxsXft.^ 
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so  that  a  magnetic  needle,  hung  in  a  copper  Btirnip  to  the 
fiDe  silver  thread,  lay  in  tlje  maguetiu  meridian  without 
the  wire  being  twisted.  This  was  done  hy  lirat  putting 
in  the  magnet  and  adjusting  roughly,  then  replacing  it  by 
a  copper  bar  of  equal  weight,  and  once  more  adjusting, 
tliua  diminLshing  the  error  by  repeated  trials.     The  next 


step  was  to  ascertain  through  what  number  o(  degrees  the 
torsion-head  at  the  top  of  the  thread  must  he  twisted  in 
order  to  drag  the  needle  1°  out  of  the  magnetic  meridian. 
In  the  particular  experiment  cited  it  was  found  that  35° 
ot  torsion  corresponded  to  the  1°  of  deviation  of  the 
magnet ;  then  a  magnet  was  introduced  through  the  lid, 
that  pole  being  downwards  which  repelled  the  pole  of  the 
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Bospended  needle.  It  was  found  (in  this  particular  ex- 
periment) to  repel  the  pole  of  tlie  needle  through  24°. 
From  the  preliminary  trial  we  know  that  this  directive 
force  corresponds  to  24"  x  35"  of  the  torsiun-head,  and  to 
this  we  must  add  the  actual  torsion  on  the  wire,  viz.  the 
24°,  making  a  total  of  864°,  which  we  will  call  the 
"  torsion  equivalent "  of  the  repelling  force  when  the  j)oles 
are  thus  24°  apart.  Finally,  the  torsion-head  was  turned 
round  so  as  to  twist  the  suspended  magnet  round,  and 
force  it  nearer  to  the  fixed  pole,  until  tlie  distance  between 
the  repelling  poles  was  reduced  to  lialf  what  it  was  at 
first.  It  was  found  that  the  torsion-head  had  to  he  turned 
round  8  complete  rotations  to  bring  the  i>oles  to  12°  apart. 
These  8  rotations  were  an  actual  twist  of  8""  x  360°,  or 
2880°.  But  the  bottom  of  the  torsion  thread  was  still 
twisted  12°  as  compared  with  the  toj),  the  force  producing 
this  twist  corresponding  to  12  x  35  (or  420^)  of  torsion  ; 
and  to  these  the  actual  torsion  of  12°  must  be  added, 
making  a  total  of  2880°  4-  420°  +  12°  =  3312.  The 
result  then  of  halving  the  distance  between  the  magnet 
poles  was  to  increase  the  force  fourfold^  for  3312  is  very 
nearly  four  times  864.  Had  the  distance  between  the 
2>oles  been  reduced  to  one-third  the  force  would  have  been 
nine  times  as  great. 

We  may  also,  assuming  this  law  proved,  employ  the 
balance  to  measure  the  strengths  of  magnet  poles  by 
measuring  the  forces  they  exert  at  known  distances. 

133.  Method  of  Oscillations.* — If  a  magnet  sus- 
pended by  a  fine  thread,  or  poised  upon  a  point,  be  pushed 
aside  from  its  position  of  rest,  it  will  vibrate  backwards 
and  forwards,  performing  oscillations  which,  although  they 
gradually  decrease    in    amplitude,    are    executed  in  very 

*  It  is  possible,  also,  to  measure  electrical  forces  by  a  "  method  of  oscil- 
lations "  ;  a  small  charged  ball  at  the  end  of  a  horizontally-suspended  arm 
being  caused  to  oscillate  under  the  attracting  force  of  a  charged  conductor 
near  it,  whose  "  force  "  at  that  distance  is  proportional  to  tV\e  sqvv^t^  cA.>Qaft 
number  of  oscillations  in  a  f^ivcn  time. 
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nearly  equal  timea  In  fact,  they  follow  a  law  similar  to 
that  of  the  oscillations  executed  by  a  pendulum  swinging 
under  the  influence  of  gravity.  The  law  of  pendular 
vibrations  is,  that  the  square  of  the  number  of  oscillations 
executed  in  a  given  time  is  jrroportional  to  the  force.  Hence 
we  can  measure  magnetic  forces  by  counting  the  oscilla- 
tions made  in  a  minute  by  a  magnet.  It  must  be 
remembered,  however,  that  the  actual  number  of  oscilla- 
tions made  by  any  given  magnet  will  depend  on  the 
weight  of  the  magnet  and  on  its  leverage  around  its 
centre,  as  well  as  upon  the  strength  of  its  poles,  and  on 
tlie  intensity  of  the  field  in  which  it  may  be  placed  (see 
calculations.  Art.  361). 

We  can  use  this  method  to  compare  the  intensity  of 
the  force  of  the  earth's  magnetism  *  at  any  place  with  that 
at  any  other  place  on  the  earth's  surface,  by  oscillating  a 
magnet  at  one  place  and  then  taking  it  to  the  other  place 
and  oscillating  it  there.  If,  at  the  first,  it  makes  a 
oscillations  in  one  minute,  and  at  the  second  b  oscillations 
a  minute,  then  the  magnetic  forces  at  the  two  places  will 
be  to  one  another  in  the  ratio  of  a^  to  b^. 

Again,  we  may  use  the  method  to  compare  the  force 
exerted  at  any  point  by  a  magnet  near  it  with  the  force 
of  the  earth's  magnetism  at  that  point.  For,  if  we  swing 
a  small  magnetic  needle  there,  and  find  that  it  makes  m 
oscillations  a  minute  under  the  joint  action  t  of  the  earth's 
magnetism,  and  that  of  the  neighbouring  magnet,  and 
that,  when  the  magnet  is  removed,  it  makes  n  oscillations 
a  minute  under  the  influence  of  the  earth's  magnetism 
alone,  then  m^  will  be  proportional  to  the  joint  forces,  n^ 
to  the  force  due  to  the  earth's  magnetism,  and  the  difference 
of  these,  or  m^  -  n^  will  be  proportional  to  the  force  due 
to  the  neighbouring  magnet. 

*  Or,  more  strictly,  of  its  horizoTital  component. 

t  We  are  here  assuming  that  the  magnet  is  so  placed  that  its  force  is  in 
a  line  with  that  of  the  earth's  magnetism  at  the  point,  and  that  the  other 
pole  of  the  magnet  is  so  far  away  as  not  to  affect  the  oscillating  needle. 
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134.  Surface  Distribution. — We  will  now  apply 
the  method  of  oscillations  to  measure  the  relative  quantities 
of  surface  magnetism  at  different  points  along  a  bar 
magnet  The  magnet  to  be  examined  is  set  up  vertically 
(Fig.  79).  A  small  magnet,  capable  of  swinging  hori- 
zontally, is  brought  near  it  and  set  at  a  short  distance 
away  from  its  extremity,  and  then  oscillated,  while  the 
rate  of  its  oscillations  is  counted.  Suppose 
the  needle  were  such  that,  when  exposed 
to  the  earth's  magnetism  alone,  it  would 
perform  3  complete  oscillations  a  minute, 
and  that,  when  vibrating  at  its  place  near 
the  end  of  the  vertical  magnet  it  oscillated 
14  times  a  minute,  then  the  force  due 
to  the  magnet  will  be  proportional  to 
142-32=196-9  =  187.  Nextlv,  let 
the  oscillating  magnet  be  brought  to  an 
equal  distance  opposite  a  point  a  little 
away  from  the  end  of  the  vertical  magnet. 
If,  here,  it  oscillated  12  times  a  minute, 
we  know  that  the  force  will  be  propor- 
tional to  122  _  32  =  144  -  9  =  135.  So 
we  shall  find  that  as  the  force  falls  off  the  oscillations 
will  be  fewer,  until,  when  we  put  the  oscillating  magnet 
opposite  the  middle  of  the  vertical  magnet,  we  shall  find 
that  the  number  of  oscillations  is  3  per  minute,  or  that 
the  earth's  force  is  the  cmly  force  affecting  the  oscillations. 
In  Fig.  80  we  have  indicated  the  number  of  oscillations 
at  successive  points,  as  14,  12,  10,  8,  6,  5,  4,  and  3. 
If  we  square  these  numbers  and  subtract  9  from  each, 
we  shall  get  for  the  forces  at  the  various  points  the 
following:— 187,  135,  91,  55,  27,  16,  7,  and  0.  These 
forces  may  be  taken  to  represent  the  strength  of  the  free 
magnetism  at  the  various  points,  and  it  is  convenient  to 
plot  them  out  graphically  in  the  manner  shown  in  Fig.  80, 
where  the  heights  of  the  dotted  lines  are  chosen  to  a  scale 
to  represent  proportionally  the  forces.     The  curve  which 
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joins  the  tops  of  these  ordinates  shows  graphically  how 
the  force,  which  is  greatest  at  the  end,  falls  off  toward  the 
middle.  On  a  distant  magnet  pole  these  forces,  thus 
represented  by  this  curvilinear  triangle,  would  act  as  if 


Pig.  80. 

concentrated  at  a  point  in  the  magnet  opposite  the  "  centre 
of  gravity"  of  this  triangle ;  or,  in  other  words,  the  "  pole," 
which  is  the  centre  of  the  resultant  forces,  is  not  at  the 
end  of  tli£  magnet  In  thin  bars  of  magnetized  steel  it  is 
at  about  ~jj  of  the  magnet's  length  from  the  end. 

136.  Magnetic  Moment. — It  is  found  that  the 
tendency  of  a  magnet  to  turn  or  to  be  turned  by  another 
magnet  depends  not  only  on  the  strength  mo^  its  poles,  but  the 
length  I  between  them.  The  product  of  these  two  quantities 
m  X  I  h  called  the  magnetic  moment  of  the  magnet, 
and  is  sometimes  denoted  by  the  symbol  M.  As  the  exact 
])osition  of  a  magnet's  poles  are  often  unknown,  it  is  easier 
to  determine  M  than  to  measure  either  m  or  I  separately. 

136.  Method  of  Deflexions. — There  are  a  number 
of  ways  in  which  the  deflexion  of  a  magnet  by  another 
magnet  may  be  made  use  of  to  measure  magnetic  forces.* 

*  The  student  desirous  of  mastering  these  methods  of  measuring  mag- 
netic forces  should  consult  Professor  Andrew  Gray's  Absolute  MeasuremenU 
in  Electricity  and  Magnetism. 
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We  cannot  here  give  more  than  a  glance  at  first  principles. 
When  two  equal  and  opposite  forces  act  on  the  ends  of  a 
rigid  bar  they  simply  tend  to  turn  it  round.     Such  a  pair 
of  forces  form  what  is  called  a  '*  couple,"  and  the  torque, 
or  tendency  to  turn  (formerly  called  the  "  moment "  of  the 
couple),  is  obtained  by  multiplying  one  of  the  two  forces 
by  the  perpendicular  distance  between  the  directions  of 
the  forces.     Such  a  couple  tends  to  produce  a  motion  of 
rotation,  but  not  a  motion  of  translation.     Now  a  ma^r- 
netic  needle  placed   in  a 
magnetic  field  across  the 
lines  of  force  experiences 
a  torque,  tending  to  rotate 
it  round  into  the  maj^netic 
meridian,  for  the  N-seek- 
ing  pole  is  urged  north-  / 

wards,  and  the  S-seekin^^ 
pole  is  urged  southwards,      wU- 
with  an  equal  and  opposite  \ 

force.     The    force    actini^  \ 

on  each  pole  is  the  j)ro-  ' 

duct  of  the  strength  of  the 
pole  and  the  intensity  of 
the  "  field,"  that  is  to  say, 
of  the  horizontal  com- 
ponent of  the  force  of  the 
earth's  magnetism  at  the 
place.  We  will  call  the 
strength  of  the  N-seeking  pule  m  ;  and  we  will  use  the 
symbol  H  to  represent  the  force  which  the  earth's 
magnetism  would  exert  in  a  horizontal  direction  on 
a  unit  of  magnetism.  (The  value  of  H  is  different 
at  different  regions  of  the  globe.)  The  force  on  the 
pole  A  (see  Fig.  81)  will  be  then  77i  x  H,  and  that  on 
pole  B  will  be  equal  and  opposite.  We  take  NS  as 
the  direction  of  the  magnetic  meridian:  the  foTC-^.^ ^\\\. 
be  parallel  to  this  direction.     Now,  \\\e  iv^eOkVo;  K^  \v^^ 


Fig.  81. 


126  ELECTRICITY  AND  MAGNETISM  patit  i 

obliquely  in  the  field,  while  the  magnetic  force  acting  on 
A  is  in  the  direction  of  the  line  PA,  and  that  on  B  in 
the  direction  QB,  as  shown  by  the  arrows.  PQ  is  the 
perpendicular  distance  between  these  forces  ;  hence  the 
"moment"  of  the  couple,  or  torque,  will  be  got  by 
multiplying  the  length  PQ  by  the  force  exerted  on  one 
of  the  poles.  Using  the  symbol  Y  for  the  torque,  we  may 
write 

Y  =  PQ  X  m-H. 

But  PQ  is  equal  to  the  length  of  the  magnet  multiplied 
by  the  sine  *  of  the  angle  AOR,  which  is  the  angle  of 
deflexion,  and  which  we  will  call  8.  Hence,  using  I  for 
the  length  between  the  poles  of  the  magnet,  we  may 
write  the  expression  for  the  moment  of  the  couple. 

Y=mZII  -sin  5. 

In  words  this  is  :  the  torque  acting  on  the  needle  is 
proportional  to  its  "magnetic  moment"  {mxl\  to  the 
horizontal  force  of  the  earth's  magnetism,  and  to  the  sine 
of  the  angle  of  deflexion. 

The  reader  will  not  have  failed  to  notice  that  if  the 
needle  were  turned  more  obliquely,  the  distance  PQ 
would  be  longer,  and  would  be  greatest  if  the  needle  were 
turned  round  east -and -west,  or  in  the  direction  EW. 
Also  the  torque  tending  to  rotate  the  magnet  will  be  less 
and  less  as  the  needle  is  turned  more  nearly  into  the 
direction  NS. 

137.  Law  of  Tangrents. — Now,  let  us  suppose  that 
the  deflexion  8  were  produced  by  a  magnetic  force  applied  at 
right  angles  to  the  magnetic  meridian,  and  tending  to  draw 
the  pole  A  in  the  direction  RA.  The  length  of  the  line  RT 
multiplied  by  the  new  force  will  be  the  leverage  of  the 
new  couple  tending  to  twist  the  magnet  into  the  direction 

*  If  any  reader  is  unac(inainte«l  with  trigonometrical  terms  he  sliould 
consult  the  note  at  the  end  of  this  lesson,  on  "Ways  of  Reckoning 
Angles." 
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EW.  Now,  if  the  needle  has  come  lo  rest  in  equilibrium 
between  these  two  forces,  it  is  clear  that  the  two  op})Osing 
twists  are  just  equal  and  opposite  in  power,  or  that  the 
torque  due  to  one  couple  is  e(iual  to  that  of  the  other 
couple.  Hence  the  force  in  the  direction  WE  will  be  to 
the  force  in  the  direction  SN  in  the  same  ratio  as  PQ  is 
to  RT,  or  as  PO  is  to  HO. 

Or,  calling  this  force  /, 

/:H  =  PO:RO. 

Or  f=  H-1^^-. 

But  PO  =  AR  and^^  =  tan  S,  hence 

/=H  tan  S; 

or,  in  other  words,  tlie  maij net ic  force  vhich^  arfwf/  at  ritjht 
angles  to  the  meridmn,  2)roduces  on  a  magndic  needle  the 
deflexion  8,  is  equal  to  the  horizontal  force  of  the  ear  Hi  a 
magnetism  at  that  point,  muUipUed  by  the  tangent  of  the 
angle  of  deflexion.  Hence,  also, 
two  different  magnetic  forces  act- 
ing at  right  angles  to  the  meridian 
would  severally  deflect  the  needle 
through  angles  vliose  tangents  are 
proportional  to  the  forces. 

This  very  important  theorem 
is  applied  in  the  construction  of 
certain  galvanometers  (see  Art. 
212). 

138.  Magrnetometers.  — 
The  name  Magnetometer  is 
given  to  any  magnet  specially 
arranged  as  an  instrument  for  the 
purpose  of  measuring  magnetic 
forces.  The  methods  of  observ- 
ing the  absolute  vahies  of  map^netic  forces  in  dyne-units 
(units  in  the  "  C.G.S."  system)  will  be  ex\Aa.\T\vii\.  \w  k\\..*i^\ 


Fig.  82. 
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at  the  end  of  Lesson  XXVII.  Very  simple  magneto- 
meters, consisting  of  small  needles  pivoted,  or  suspended 
by  a  fibre,  are  commonly  used  for  measuring  the  relative 
values  of  magnetic  forces.  One  very  sensitive  form  (Fig. 
82),  to  be  used,  like  the  reflecting  galvanometer  (Art.  215), 
with  a  beam  of  light  as  a  pointer,  consists  of  a  small 

thin  silvered  glass 
mirror,  a  half-inch  or 
==^==>  less  in  diameter,  having 
two  or  three  very  light 
magnets  cemented  at  its 
back,  suspended  by  a 
single  thread  of  cocoon  silk,  and  enclosed  in  a  suitable 
case.  Another  useful  form  (Fig.  83)  consists  of  a  short 
compass -needle  poised  on  a  pivot  having  a  light  index 
of  aluminium  long  enough  to  move  over  a  scale  divided 
into  tangent  values  (see  Art  212). 

A  convenient  deflexion  magnetometer  for  comparing 
the    magnetic    moments  (Art.   135)    of   two    magnets    is 
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Fig.  84. 

afforded  by  such  a  tangent  compass  placed  in  the  middle 
of  a  graduated  platform  (Fig.  84).  There  are  two 
methods  of  using  this  apparatus. 

Fird  Position:  End-on  Method. — The  platform  being 
set  magnetically  east  and  west,  the  deflecting  magnet  is 
set  end-on.  Under  these  circumstances  the  force  is  found 
to  vary  directly  as  the  magnetic  moment  (Art.  135),  and 
inversely  as  the  cube  of  the  distance  between  tlie  centres  of 
the  magnets,  or  in  symbols  : — 

/=2M/r\ 
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But  we  have  seen  al>ove  that  where  magnetic  force  is 
lueasured  by  a  deflexion  8  at  a  pLice  where  the  II  is 
earth's  horizontal  magnetic  force,  /  is  e<|nal  to  H  tan  B  : 
so  that 

2M/r^  =  H  tan  8, 
whence 

M  =  hrm  tan  8. 

Second  Position  :  Broadside -on. — The  platform  being 
turned  into  the  nortli-soutli  position,  the  deflecting 
magnet  is  set  hvadside-on.  In  this 
case  the  magnet  deflects  the  needle  in 
the  other  direction  and  with  half  the 
force  that  it  would  have  exerted  at  an 
equal  distance  in  the  end-on  position. 
But  the  force  still  varies  inversely  as 
the  cube  of  the  distiince  :  the  formula 
being  now 

/=  M/r\ 
whence 

M  =  ?-*'H  tan  8. 

139.    Balance     Methods.  —  In 

either  position  of  the  magnetometer 
platform  two  magnets  can  be  placed  on 
the  two  sides  of  the  board  so  as  to 
balance  one  another's  eff'ects  by  adjust- 
ing them  to  proper  distances.  This 
gives  a  comparison  of  their  magnetic 
moments  in  terms  of  their  respective 
distances,  or 
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140.  Hughes's  Magnetic 
Balance. — A  very  convenient  instrument  for  testing  the 
magnetic  properties  of  diff'erent  specimens  of  iron  aud  ?»l^^\ 
was  devised  hy  Hughes  in  1884.     The  8a\\\\Afe  \,o  \i^  V^^K,^^ 
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is  placed  in  a  magnetizing  coil  A  (Fig.  86),  and  a  current 
is  sent  round  it.  It  deflects  a  lightly-suspended  indicating 
needle  B,  which  is  then  brought  to  zero  by  tuniing  a 
large  compensating  magnet  M  upon  its  centre.  A  small 
coil  C  is  added  to  balance  the  direct  deflecting  efi^ect  due 


Fig.  sn. 


to  coil  A.  The  author  of  this  book  has  shown  that  if  the 
distance  from  M  to  B  is  2-3  times  the  length  of  Af,  the 
angle  through  which  M  is  turned  is  proportional  to  the 
magnetic  force  due  to  the  iron  core  at  A,  provided  the 
angle  is  less  than  60". 

141.  Unit  Strength  of  Pole. — Tlie  Second  Law  of 
Magnetic  Force  (see  Art.  128)  stated  that  the  force  exerted 
between  two  poles  was  proportional  to  the  product  of 
their  strengths,  and  was  inversely  proportional  to  the 
square  of  the  distance  between  them.  It  is  possible  to 
choose  such  a  strength  of  pole  that  this  proportionality 
shall  become  numerically  an  equality.  In  order  that  this 
may  be  so,  we  must  ad()i)t  the  following  as  our  unit  of 
strength  of  a  pole,  or  unit  magnetic  pole  :  A  Unit  Mag- 
netic Pole  is'  o?ie  of  such  a  drenfjth  thnt,  when  phiced  at  a 
distance  of  one  centimetre  from  a  similar  pole  of  equal 
strength  it  repels  it  with  a  farce  of  one  dyne  (see  Art.  352). 
If  wo  adopt  this  definition  we  may  express  the  second 
law  of  magnetic  force  in  the  following  equation  : — 


/ 
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where  /  is  the  force  (in  dynes),  m  and  m  the  strengths  of 
the  two  poles,  and  d  the  distance  between  them  (in  centi- 
metres). From  this  definition  is  derived  the  arbitrary 
convention  about  magnetic  lines.  If  at  any  place  in  a 
magnetic  field  we  imagine  a  unit  magnetic  pole  to  be  set 
it  will  be  acted  upon,  tending  to  move  along  the  lines  of 
the  field.  Then  if  at  that  place  we  find  the  force  on  the 
pole  to  be  H  dynes,  we  may  conceive  that  there  are  II 
lines  drawn  per  square  centimetie.  For  exami)le,  if  we 
describe  the  field  as  having  50  lines  side  by  side  per 
square  centimetre,  we  mean  that  a  unit  pole  placed  there 
will  be  acted  on  with  a  force  of  50  dynes.  Or  we  may 
say  simply  :  the  intensity  of  the  field  is  50  (jaus.^es  (see 
Art.  338). 

142.  Theory  of  Magnetic  Curves. — We  saw  (Art. 
119)  that  magnetic  figures  are  produced  by  iron  filings 
setting  themselves  in  certain  directions  in  the  field  of 
force  around  a  magnet.  We  can  now  apply  the  law  of 
inverse  squares  to  aid  us  in  determining  the  direction 
in  w^hich  a  filing  will  set  itself  at  any  point  in  the  field. 
Let  NS  (Fig.  87)  be  a  long  thin  magnet,  and  P  any 
point  in  the  -field  due  to  its  magnetism.  If  the  N- 
seeking  pole  of  a  small  magnet  be  put  at  P,  it  will  be 
attracted  by  S  and  repelled  by  N  ;  the  directions  of  these 
two  forces  will  be  along  the  lines  PS  and  PN.  The 
amounts  of  the  forces  may  be  represented  by  certain 
lengths  marked  out  along  these  lines.  Suppose  the  dis- 
tance PN  is  twice  as  great  as  PS,  the  repelling  force  along 
PN  will  be  ^  as  strong  as  the  attracting  force  along  PS. 
So  measure  a  distance  out,  PA  towards  S  four  times  as 
long  as  the  length  PP>  measured  along  PN  away  from 
N.  Find  the  resultant  force  in  the  usual  way  of  com- 
pounding mechanical  forces,  by  completing  the  parallelo- 
gram PARB  ;  the  diagonal  PR  represents  by  its  length 
and  direction  the  magnitude  and  the  direction  of  the 
resultant  magnetic  force  at  the  point  P.  In  fact  l\ve.  \\w& 
PR  represents  the  line  along  which  a  smaW  rcia^ii^X*  otj  ^\i 
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iron  filing  would  set  itself.  In  a  similar  way  we  might 
ascertain  the  direction  of  the  lines  of  force  at  any  point  of 
the  field.  The  little  arrows  in  Fig.  87  show  how  the 
lines  of  force  start  ont  from  the  N  pole  and  curve  round 
to  meet  in  the  S  pole.     The  student  should  compare  this 
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figure  with  the  lines  of  filings  of  Fig.  67.  Henceforth  we 
must  think  of  every  magnet  as  being  permeated  by  these 
magnetic  lines  which  extend  out  into  the  surrounding 
space.  The  whole  number  of  magnetic  lines  which  run 
through  a  magnet  is  termed  its  magnetic  flux  (Art.  337). 

143.  A  Magnetic  Paradox. — If  the  N-seeking 
pole  of  a  strong  magnet  be  held  at  some  distance  from 
the  N-seeking  pole  of  a  weak  magnet,  it  will  rej>el  it  ; 
but  if  it  is  pushed  up  quite  close  it  will  be  found  now  to 
attract  it.  This  paradoxical  experiment  is  explained 
by  the  fact  that  the  magnetism  induced  in  the  weak 
magnet  by  the  powerful  one  will  be  of  the  op])osite  kind, 
and  will  be  attracted  ;  and,  when  the  powerful  magnet  is 
near,  this  induced  magnetism  may  overpower  and  mask 
Ihe    angina,]   magnetism   of  the   weak    magnet.      The 
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student  must  be  cautioned  that  in  most  of  the  experi- 
ments on  magnet  poles  simihir  perturbing  causes  are  at 
work.  The  magnetism  in  a  magnet  is  not  quite  fixed^ 
but  is  liable  to  be  disturbed  in  its  distribution  by  the 
near  presenc<i  of  other  magnet  poles,  for  no  steel  is  so 
hard  as  not  to  be  temi)orarily  affected  by  magnetic 
induction. 


Note  on  Ways  of  Reckoning  Angles  and 

Solid  Angles 

144.  Beckoningr  in  De^ees. — Wlieu  two  straight  lines  cross 
one  another  they  form  an  angle  between  them  ;  and  this  angle 
may  be  defined  as  the  amount  of  rotation  which  one  of  the  lines 
has  performed  round  a  fixed  point  in  the 

other  line.     Thus  we  may  suppose  the  9o» 

line  CP  in  Fig.  88  to  have  originally  lain  ^^^^^"^^ 

along  CO,  and  then  turned  round  to  its  /  j     /\ 

present  position.     The  amount  by  whicli  /  }   /      \ 

it  has  been  rotated  is  clearly  a  certain     ,gQ«i !/  . 

fraction  of  the  whole  way  round ;  and         T  Ci  fo' 

the  amount  of  rotation  round  C  we  call  \  •  / 

"  the  angle  which  PC  makes  with  OC,"  '\         j 

or  more  simply  "the  angle  PCO."     But  ^--.J.-^-''^ 

there  are  a  number  of  different  ways  of  ^^^ 

reckoning  this  angle.     The  common  way  Fig.  88. 

is  to  reckon  the  angle  by  "  degrees  "  of 

arc.  Thus,  suppose  a  circle  to  be  drawn  round  C,  if  the  circum- 
ference of  the  circle  were  divided  into  360  parts  each  part 
would   be   called   "one   degree"   (1°),   and   the   angle   would  be 

reckoned  by  naming  the  number  of  such  degrees  along  the  curved 

571 

arc  OP.      In  the  figure  the  arc  is  about  57  J°,  ^^3^0  °^  *^®  whole 

way  round,  no  matter  what  size  the  circle  is  drawn. 

145.  Beckoning  in  Radians. — A  more  sensible  but  less 
usual  way  to  express  an  angle  is  to  reckon  it  by  the  ratio  between 
the  length  of  the  curved  arc  that  "  subtends  "  the  angle  and  the 
length  of  the  radius  of  the  circle.  Suppose  we  have  drawn  round 
the  centre  C  a  circle  whose  radius  is  one  centimetre,  the  diameter 
will  be  two  centimetres.  The  length  of  the  circumference  all 
round  is  known  to  be  about  3f  times  the  lengtYv  o^  \i^ei  ^\%.Tcvfc\-«t, 
or  more   exactly  3 '14159  .  .  .      This  numbex  \s  «.o    \x.\<Vw^^ 
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that,  for  convenience,  we  always  use  for  it  the  Greek  letter  V. 
Hence  the  length  of  the  circumference  of  our  circle,  whose  radius 
is  one  centimetre,  will  be  6*28318  .  .  .  centimetres,  or  27r  centi- 
metres. We  can  then  reckon  any  angle  by  naming  the  length  of 
arc  that  subtends  it  on  a  circle  one  centimetre  in  radius.  If  we 
choose  the  angle  PCO,  such  that  the  curved  arc  OP  shall  be  just 
one  centimetre  long,  this  will  be  the  angle  one,  or  unit  of  angular 
measure,  or,  as  it  is  sometimes  called,  the  angle  PCO  will  be  one 

"radian."     In  degree-measure  one  radian  =  -- —  =  57°  17'  nearly. 


All  the  way  round  the  circle  will  be  27r 


27r 
radians. 


A  right  angle 


TT 


/ 


\ 


/' 


will  be  -  radians. 

146.  Beckoning  by  Sines  or  Cosines. — In  trigonometry 
other  ways  of  reckoning  angles  are  used,  in  which,  however,  the 

angles  themselves  are  not  reckoned,  but 

certain  "  functions  "  of  them  called  "  sines," 

"cosines,"  "tangents,"  etc.     For  readers 

not  accustomed  to  these  we   will  briefly 

explain  the  geometrical    nature  of  these 

"functions."     Suppose  we  diaw  (Fig.  89) 

our  circle  as  before  round  centre  C,  and 

then  drop  down  a  plumb-line  PM,  on  to  the 

line  CO  ;  we  will,  instead  of  reckoning  the 

angle  by  the  curved  arc,  reckon  it  by  the 

length  of  the  line  PM.     It  is  clear  that 

small  PM  will  be  short  ;  but  as  the  angle  opens 

right  angle,  PM  will  get  longer  and  longer  (Fig. 

between  the  length  of  this  line  and  the  radius 


/ 


Fig.  89. 


IS 


if  the  angle 
out  towards  a 
90).     The  ratio 


of  the  circle  is  called  the  "^me"  of  the 

angle,  and  if  the  radius  is  1  the  length  of 

PM  will  be  the  value  of  the  sine.     It  can 

never  be  greater  than   1,   though  it  may 

have  all  values  between  1  and-1.     The 

length  of  the  line  CM  will  also  depend  upon 

the  amount  of  the  angle.     If  the  angle  is 

small  CM  will  be  nearly  as  long  as  CO  ; 

if  the  angle  open  out  to  nearly  a  right  angle 

CM  will  be  very  short.     The  length  of  CM  (when  the  radius  is  1) 

is  called  t?ie  "  cosine  "  of  the  angle.     If  the  angle  be  called  6,  then 

we  may  for  shortness  write  these  functions  : 

Sin  e.  P" 


Fig.  90. 


Cos^  = 


CP 
CM 
CP* 
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147.  Beckoningr  by  Tangrents. — Snpi>ose  we  draw  our  circle 
as  before  (Fig.  91),  but  at  tlie  point  Odraw  a  straight  line  touching 
the  circle,  the  tangent  line  at  O  ;  let  us 
also  prolong  CP  until  it  meets  the  tangent 
line  at  T.     We  may  measure  the  angle 
between  OC  and  OP  iu  terms  of  the  lengtli 
of  the  tangent  OT  as  compared  with  the 
length  of  the  radius.     Since  our  radius  is 
1,  this  ratio  is  nunierically  the  length  of 
OT,  and  we  may  therefore  call  the  length        / 
of  OT  tlie  "  tamjent  "  of  the  angle  OCP.      /' 
It  is  clear  that  smaller  angles  will  have     ' 
smaller  tangents,  but  that   larger  angles     \ 
may  have  very  large  tangents  ;   in  fact,      \ 
the  length  of  the  tangent  when  P(.)  was 
moved  round  to  a  right  angle  would  be 
infinitely  great.     It  can  be  shown  that  the 
ratio  between  the  lengths  of  the  sine  and 
of  the  cosine  of  the  angle  is  the  same  as 

the  ratio  between  the  length  of  the  tangent  and  that  of  the  radius  ; 
or  the  tangent  of  an  angle  is  equal  to  its  sine  divided  by  its  cosine. 
The  formula  for  the  tangent  may  be  written  : 

,      ,     TO     PM 

*""^  =  OC  =  MC* 


Kig.  91. 


148.  Solid  Angles. — When  three  or  more  surfaces  intersect 
at  a  point  they  form  a  solid  angle :  there  is  a  solid  angle,   for 

example,  at  the  top  of  a 
pyramid,  or  of  a  cone,  and  one 
at  every  corner  of  a  diamond 
that  has  been  cut.  If  a  surface 
of  any  given  shai)e  be  near  a 
])oint,  it  is  said  to  subtend  a 
certain  solid  angle  at  that 
point,  the  solid  angle  being 
mapped  out  by  drawing  lines 
from  all  points  of  the  edge  of 
this  surface  to  the  point  P  (Fig. 
92).  An  irregular  cone  will 
thus  be  generated  whose  solid 
angle  is  the  solid  angle  sub- 
tended at  P  by  the  surface  EF.  To  reckon  this  solid  angle  we 
adopt  an  expedient  similar  to  that  adopted  when  we  wished 
to  reckon  a  plane  angle  in  radians.  About  thft  -^omX.  ^,  ^VCvv 
radius  of  1  centimetre,  describe  a  sphere^  ^Mv^  \<*^  \xi\.«tvi.«^'^ 


Fig. 
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tbe  uoue  over  an  ana  MN  :  lh«  -aren  thus  iuturcepteii  tiieaiuri^ 
the  solid  anglp.  If  tbe  sjihere  have  tlie  radiue  ],  it«  total  surbce 
ia  47r.  Tlie  Bolul  angle  Biibteaded  nt  the  centre  hy  a  hemispliere 
would  be  2r.  It  will  be  seen  that  the  raUo  between  the  area  of 
the  surface  EF  aud  the  nren  of  tbe  surface  MN  In  tlie  ratio  betweeii 
the  squares  of  the  lines  BP  and  MP.  llie  solid  angle  subteddeil 
by  a  surface  at  a  point  (other  things  being  equal)  is  inversely 
liroportional  to  the  square  of  its  distance  from  tbe  point.  This  is 
the  basis  of  the  law  of  inverse  squares. 

A  table  of  radiaos,  sines,  taugenls,  etc,  is  given  at  the  end  of 
thia  hook  as  Appeudix  A. 


Lesson  XIl.—Ten-etfrial  Magnetism 


149.  The  Mariner's  Oompass. — It  vas  iimutiKtieil 
n  Art.  87  that  ttie  compass  solJ  by  optioiaus  consista  of 


Fig   93 


a  magnetized  Bteel  needle  balameil  on  a  fine  point  above 
a  card   marked   ont   N,   S,   E,   W,   etc      The  Marmen's 
Oompaas  n,  boweier,  somewliat  ditiorcntly  arranged, 
lu  itig  93  one  of  the  foims  of  a  Manuel's  Cuuipaa^ 
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used  for  nautical  observations,  is  sliown.  Here  the  card, 
divided  out  into  the  32  "])oints  of  tlie  conipas?,"  is  itself 
attached  to  the  needle,  and  swings  round  with  it  so  that 
the  point  marked  N  on  tJie  card  always  points  to  the 
north.  In  the  best  niodein  ships'  conii)asses,  such  as 
those  of  Lord  Kelvin,  several  magnetized  needles  are 
placed  side  by  side,  as  it  is  found  that  the  indications  of 
such  a  compound  needle  are  more  reliable.  The  iron 
fittings  of  wooden  vessels,  and,  in  the  case  of  iron  vessels, 
the  ships  themselves,  aftect  the  compass,  which  luis  there- 
fore to  be  corrected  by  placing  compensating  masses  of 
iron  near  it,  or  by  fixing  it  high  upon  a  mast.  The 
error  of  the  comj^ass  due  to  magnetism  of  the  ship  is 
known  as  the  deviation. 

160.  The  Earth  a  Magnet. — Gilbert  made  the  great 
discovery  that  the  compass-needle  points  north  and  south 
because  the  earth  is  itself  also  a  great  magnet.  The 
magnetic  poles  of  the  earth  are,  however,  not  exactly  at 
the  geographical  north  and  south  pcjles.  The  magnetic 
north  pole  of  the  earth  is  more  than  1000  miles  away 
from  the  actual  pole,  being  in  lat.  70°  5'  N.,  and  long. 
96°  46'  W.  In  1831  it  was  found  bv  Sir  J.  0.  Koss  to 
be  situated  in  Boothia  Felix,  just  within  the  Arctic  Circle. 
The  south  magnetic  pole  of  the  earth  has  never  been 
reached  ;  and  by  reason  of  irregularities  in  the  distribu- 
tion of  the  magnetism  there  appear  to  be  two  south 
magnetic  polar  regions. 

161.  Declination. — In  consequence  of  this  natural 
distribution  the  compass- needle  does  not  at  all  points  of 
the  earth's  surface  point  truly  north  and  south.  Thus,  in 
1894,  the  compass-needle  at  London  pointed  at  an  angle 
of  about  IV  west  of  the  true  north;  in  1900  it  was 
16*  16'.     This  angle  between  the  magnetic  meridian*  and 

*  The  Miujnctic  Meridiem  of  any  place  is  an   iinnginary  plane  drawn 
through  the  zenith,  and  jjassirg  through  the  magnetic  north  i>oiut  and 
magnetic  south  point  of  the  horizon,  as  observed  at  tVvaAj  ^Aa^^i^  \y^  W^a 
pointing  of  a  hori^ozjtaJJ/-«U4>pended  compass-needle. 
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the  get^pTapliital  ineritlian  of  a  jilace  is  called  the  mi^juetio 
Declination  of  that  place  Tlie  existence  of  this  de- 
clination v/sa  discovered  hj  ColuiabuB  in  1492,  though 
it  appears  to  have  been  previously  known  to  the  Chinese, 
and  is  eatd  to  have  heen  noticed  in  Europe  in  the  early 
part  of  the  thirteenth  century  by  Peter  Percgrinus.  The 
fact  that  the  declination  diffcre  at  diffei'eut  points  of  the 
earth's  surfitce,  is  the  undisputed  discovery  of  Columbus. 
In  order  that  ships  may  steer  by  the  compass,  magnetic 
charts  {Art.  154)  niiiet  be  prepared,  and  the  declination  at 
different  places  accuiately  measured.  The  upright  pieces 
P,  P,  on  the  "azimuth  com[)aM"  drnwu  in  Fig.  03,  are 
for  the  purpose  of  sighting  a  star  whose  position  niay 
be  known  from  astronomical  tables,  and  thus  atfurdiuj; 
a  comparison  be- 
tween the  magnetic 
meridian  of  the 
place  and  the  geo- 
graphical m  e  ridian, 
and  of  nieasurii^ 
the  angle  between 

152.  Inclina- 
tion or  Dip. — 
Norman,  an  instru- 
ment-maker, dis- 
covered in  1676 
that  a  bilanccd 
needle,  vhen  mag 
netued,  tends  lo 
dip  do«nwards  to- 
_  waid    the    north 

^„„ ._^„  He  therefore  con 

Fit   11  structed     a     Dip- 

ping -  Needle, 
lie  of  turning  in  a  vertical  plani.  about  a  horizontal 
ujth  nliich  he  found  the  "dip     to  be  (at  London)  an 
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angle  of  71°  50'.  A  simple  form  of  I)ii)piiig  m^edle  is 
shown  in  Fig.  94.  The  dip-circles  used  in  the  magnetic 
observatory  at  Kew  are  much  inoTG  exact  and  delicate 
instruments.  It  wjis,  however,  found  that  the  dij),  like 
the  declination,  dill'ers  at  difl'erent  parts  of  the  earth's 
surface,  and  that  it  also  undergoes  changes  from  year  to 
year.  The  "dij)"  in  L(mdon  for  the  year  1894  is  67° 
18';  in  1900  it  was  67°  9'.  At  the  north  magnetic 
pole  the  needle  dips  straight  down.  The  following  table 
gives  particulars  of  the  Declination,  Inclination,  and  total 
magnetic  force  at  a  number  of  important  places,  the  values 
being  approximately  true  for  the  year  1900. 


Tablk  of  Magnetic  Declination  and  Inclination 

(for  Year  1900) 


Ix)cality. 

Declination. 

Dip. 

Total  Force 
(C.G.S.) 

London 

16^  16'  W. 

67'  9'     N. 

0-47 

8t.  Petersburg 

0^  30'  E. 

70^^  46'  N. 

0-48 

Berlin . 

9"  30'  W. 

(i6'  43'  N. 

0-48 

Paris   . 

14°  30'  W. 

64"  55'  N. 

0-47 

Rome  . 

10^0'    W. 

58^  0'    N. 

0-45 

New  York    . 

9^  12'  W. 

70"  6'    N. 

0-61 

Washington 

4^^  35'  W. 

1     70"  18'  N. 

0-60 

San  Francisco 

16'  42'  E. 

62"  20'  N. 

0-54 

Mexico 

S'^O'    E. 

'     45°  1'    N. 

0-48 

St.  Helena 

25^0'    W. 

'     32°  12'  S. 

0-31 

Cape  Town 

29^  24'  W. 

58°  2'    S. 

0-36 

Sydney 

.   ,      rSG'E. 

62°  45'  S. 

0-57 

Hobarton 

25°  0'    K 

71°  12' S. 

0-64 

Bombay 

;      0°  36'  E. 

20°  38'  N. 

0-37 

Tokio  . 

4°  6'    W. 

49°  52'  N. 

0-45 

163.    Inl 

benslt 

V       Thrpft   t 

hinors    111  list,    1 

»P     IvTKIWll      hi 

order   to    specify  exactly  the   magnetism,  at  sjvv'^  ^^"j:,^  \ 
these  three  eleineute  are  : 
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The  Declination ; 

The  Inclination,  and 

The  Intensity  of  the  Magnetic  Force. 

The  magnetic  force  is  measured  by  one  of  the  methods 
mentioned  in  the  preceding  lesson.  Its  direction  is  in 
the  line  of  the  dipping-needle,  which,  like  every  magnet, 
tends  to  set  itself  along  the  lines  of  force.  It  is,  however, 
more  convenient  to  measure  the  force  not  in  its  total 
intensity  in  the  line  of  the  dip,  but  to  measure  the 
horizontal  component  of  the  force, — that  is  to  say,  the 
force  in  the  direction  of  the  horizontal  compaSvS-needle, 
from  which  the  total  force  can  be  calculated  if  the  dip  is 
known."*  Or  if  the  horizontal  and  vertical  components  of 
the  force  are  known,  the  total  force  and  the  angle  of  the 
dip  can  both  be  calculated,  j"  The  horizontal  component 
of  the  force,  or  "  horizontal  intensity,"  c^n  be  ascertained 
either  by  the  method  of  Vibrations  or  by  the  method  of 
Deflexions.  The  mean  horizontal  force  of  the  earth's 
magnetism  at  London  in  1890  was  •1823  gausses,  the 
mean  vertical  force  '4377,  the  total  force  (in  the  line  of  dip) 
was  '4741  gausses.  The  distribution  of  the  magnetic 
force  at  different  points  of  the  earth's  surface  is  irregular, 
and  varies  in  different  latitudes  according  to  an  approximate 
law,  which,  as  given  by  Biot,  is  that  the  force  is  propor- 
tional to  ^1  +  3  sin^/,  where  I  is  the  magnetic  latitude. 

164.  Magnetic  Maps. — For  purposes  of  convenience 
it  is  usual  to  construct  magnetic  maps,  on  which  such 
data  as  those  given  in  the  Table  on  p.  139  can  be  marked 
down.  Such  maps  may  be  constructed  in  several  ways. 
Thus,  it  would  be  possible  to  take  a  map  of  England,  or 
of  the  world,  and  mark  it  over  with  lines  such  as  to 
represent  by  their  direction  the  actual  direction  in  which 
the  compass  jjoints ;  in  fact  to  draw  the  lines  of  force  or 

*  For  if  H  ^  Horizontal  Coinpoiient  of  Force,  and  I  =  Total  Force,  and 
6l-aiij;le  of  dip,  I-II-^C('S  0. 

f  ¥or  U-*  -f  V-  ^  I-i,  where  V= Vertical  Component  of  Force. 


CHAP.  11  MAGNETIC  MAPS  141 


magnetic  meridians.  A  more  useful  way  of  marking  the 
map  is  to  find  out  those  2)laces  at  wliich  the  declination 
is  the  same,  and  to  join  these  places  by  a  line.  The 
Magnetic  Map  of  Great  Britain,  which  forms  the  Frontis- 
piece to  these  lessons,  is  constructed  on  this  plan  from  the 
magnetic  survey  lately  made  by  Riicker  and  Thorpe.  At 
Plymouth  the  compass-needle  in  1900  will  point  18"  to 
the  west  of  the  geographical  north.  The  declination  at 
Lynton,  at  Shrewsbury,  and  at  Berwick  will  in  that  year 
be  the  same  as  at  Plymouth.  Hence  a  line  joining  these 
towns  may  be  called  a  liiie  of  equal  dedinaiion,  or  an 
Isotonic  line.  It  will  be  seen  from  this  map  that  the 
declination  is  greater  in  the  north-west  of  England  than 
in  the  south-east.  We  might  similarly  construct  a  magnetic 
map,  marking  it  with  lines  joining  places  where  the  dip 
was  equal ;  such  lines  would  be  called  Isoclinic  lines. 
In  England  they  run  across  the  map  from  west-south-west 
to  east-north-east.  For  example,  in  1 900  the  needle  will 
dip  about  67°  at  London,  Southampton,  and  Plymouth. 
Through  these  places  then  the  isoclinic  of  67°  may  be 
drawn  for  that  epoch.  On  the  globe  the  isogonic  lines 
run  for  the  most  part  from  the  north  magnetic  pole  to  the 
south  magnetic  polar  region,  but,  owing  to  tlie  irregularities 
of  distribution  of  the  earth's  magnetism,  their  forms  are 
not  simple.  The  isoclinic  lines  of  the  globe  run  round  the 
earth  like  the  parallels  of  latitude,  but  are  irregular  in 
form.  Thus  the  line  joining  places  where  the  north- 
seeking  pole  of  the  needle  dips  down  70°  runs  across 
England  and  Wales,  passes  the  south  of  Ireland,  then 
crosses  the  Atlantic  in  a  south-westerly  direction,  traverses 
the  United  States,  swerving  northwards,  and  just  crosses 
the  southern  tip  of  Alaska.  It  drops  somewhat  southward 
again  as  it  crosses  China,  but  again  curves  northwards  as 
it  enters  Russian  territory.  Finally  it  crosses  the  southern 
part  of  the  Baltic,  and  reaches  England  across  the  German 
Ocean.  The  magnetic  chart  of  the  United  Stat^%^  ^\\\0v\ 
is  also  given  at  the  front  of  this  "book,  \9>  ^ot  \)ci^  ^^-a.^ 
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1900.  It  has  been  prepared  from  data  furnished  by- 
Professor  Mendenhall  of  the  U.S.  Geodetic  Survev.  It 
will  be  noticed  that  in  the  year  1900  the  magnetic 
declination  will  be  zero  at  Lansing  (Mich.),  Columbus 
(Ohio),  and  Charleston  (S.  Carolina). 

The  line  passing  through  places  of  no  declination  is 
called  the  agonic  line.  ^  It  passes  across  both  hemispheres, 
crossing  Russia,  Persia,  and  Australia.  There  is  another 
agonic  line  in  eastern  Asia  enclosing  a  region  around 
Japan,  within  which  there  is  a  westerly  declination. 

166.  Variations  of  Earth's  Magrnetism. — We 
have  already  mentioned  that  both  the  declination  and 
the  inclination  are  subject  to  changes ;  some  of  these 
changes  take  place  very  slowly,  others  occur  every  year, 
and  others  again  every  day. 

Those  changes  which  require  many  years  to  run  their 
course  are  called  secular  changes. 

The  variations  of  the  declination  previous  to  1580  are 
not  recorded  ;  the  compass  at  London  then  pointed  11° 
east  of  true  north.  This  easterly  declination  gradually 
decreased,  until  in  1657  the  compass  pointed  true  north. 
It  then  moved  westward,  attaining  a  maximum  of  24° 
27'  about  the  year  1816,  from  which  time  it  has  slowly 
diminished  to  its  present  value  (16°  9'  in  1901)  ;  it 
diminishes  (in  England)  at  about  the  rate  of  7'  per  year. 
At  about  the  year  1976  it  will  again  point  truly  north, 
making  a  complete  cycle  of  changes  in  about  320  years. 

The  Inclination  in  1576  was  71°  50',  and  it  slowly 
increased  till  1720,  when  the  angle  of  dip  reached  the 
maximum  value  of  74°  42'.  It  has  since  steadily  dimin- 
ished to  its  present  (1901)  value  of  67°  8'.  The  period 
in  which  the  cycle  is  completed  is  not  known,  but  the  rate 
of  variation  of  the  dip  is  less  at  the  present  time  than  it 
was  fifty  years  ago.  In  all  parts  of  the  earth  both 
declination  and  inclination  are  slowly  changing.  The 
following  table  gives  the  data  of  the  secular  changes  at 
Xondon. 
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Table  op  Specular  Magnetic  Yariations 


Yoar. 


1576 
1580 
1600 
1622 
1631 
1657 
1676 
1705 
1720 
1760 
1780 
1800 
1816 
1880 
1855 
1868 
1878 
1880 
1890 
1900 
1910 


I 


Declination. 

Inclination. 

71°  50' 

ir^  17' K. 

72°  0' 

6°  12' 

4'  0' 

0'  0'  miu. 

3°  0'  W. 

73°  30' 

9=  0' 

13'  0' 

74""  42'  max. 

19=  30' 

72^  S' 

24"  (V 

70^  35' 

2V  30'  max. 

24°  2' 

69'  3' 

23'  0' 

20'  33' 

68°  2' 

19'  14' 

07 '  43' 

18^  40' 

67°  40' 

17'  26' 

67"  23' 

16°  16' 

67°  9' 

15°  3'                 ' 

66°  54' 

The  Total  Maffnctic  force,  or  "  Intensity,"  also  slowly 
changes  in  value.  As  measured  near  London,  it  was 
equal  to  -4791  gamaes  in  1848,  -4740  in  186G,  in  1880 
•4736  (jmmvs,  in  1890  4741.*  Owing  to  the  steady 
decrease  of  the  angle  at  which  the  needle  dips,  the 
horizontal  component  of  this  force  {i.e.  the  "  Horizontal 
Intensity")  is  slightly  increasing.  It  was -1716  yausaes 
in  1814,  '1797  yausses  at  the  beginning  of  1880,  and 
•1823  yaimes  in  1890. 

156.  Daily  Variations. — Both  compass  and  dip- 
ping-needle,  if  minutely   ohserved,  exhibit  slight  daily 

*  That  is  to  say,  a  north  magnet  jwle  of  u\A\t  RtTv'WvtV^x  ^^  \\tv;^v\  \\\  W\fe 
line  of  dip,  with  a  mechanical  force  of  a  little  les*^  U\au\va\^  tx  vX'^'w*^. 
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motions.  About  7  a.m.  the  compass -needle  begins  to 
travel  westward  with  a  motion  which  lasts  till  about 
1  P.M.  ;  daring  the  afternoon  and  evening  the  needle 
slowly  travels  back  eastward,  until  about  10  p.m.;  after 
this  it  rests  quiet ;  but  in  summer-time  the  needle  begins 
to  move  again  slightly  to  the  west  at  about  midnight, 
and  returns  again  eastward  before  7  a.m.  These  delicate 
variations — never  more  than  10'  of  arc — appear  to  be 
connected  with  the  position  of  the  sun  ;  and  the  moon 
also  exercises  a  minute  influence  upon  the  position  of 
the  needle. 

157.  Annual  Variations. — There  is  also  an  annual 
variation  corresponding  with  the  movement  of  the  earth 
around  the  sun.  In  the  British  Islands  the  total  force 
is  greatest  in  June  and  least  in  February,  but  in  the 
Southern  Hemisphere,  in  Tasmania,  the  reverse  is  the 
case.  The  dip  also  differs  with  the  season  of  the  year, 
the  angle  of  dip  being  (in  England)  less  during  the  four 
summer  months  than  in  the  rest  of  the  year. 

168.  Eleven -Year  Period.  —  General  Sabine  dis- 
covered that  there  is  a  larger  amount  of  variation  of  the 
declination  occurring  about  once  every  eleven  years. 
Schwabe  noticed  that  the  recurrence  of  these  periods 
coincided  with  the  eleven -year  periods  at  which  there 
is  a  maximum  of  spots  on  the  sun.  Professor  Balfour 
Stewart  and  others  have  endeavoured  to  trace  a  similar 
periodicit}^  in  the  recurrence  of  aurorsB  *^  and  of  other 
phenomena. 

169.  Magnetic  Storms. — It  is  sometimes  observed 
that  a  sudden  (though  very  minute)  irregular  disturbance 
will  affect  the  whole  of  the  compass-needles  over  a  con- 
siderable region  of  the  globe.  Such  occurrences  are 
known  as  magnetic  storms  ;  they  frequently  occur  at  the 
time  when  an  aurora  is  visible. 

160.  Self-recording  MELgnetic  Apparatus. — At 
Kew  and    other    magnetic    ol)servatories    the   daily   and 

*  See  Lesson  XXIV.,  on  Atmospheric  Electricity. 
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hourly  variations  of  the  magnet  are  recorded  on  a  con- 
tinuous register.  The  means  employed  consists  in  throw- 
ing a  beam  of  light  from  a  lamp  on  to  a  light  mirror 
attached  to  the  magnet  whose  motion  is  to  be  observed. 
A  spot  of  light  is  thus  reflected  upon  a  ribbon  of  photo- 
graphic paper  prepared  so  as  to  be  sensitive  to  light. 
The  paper  is  moved  continuously  forward  by  a  clock- 
work train ;  and  if  the  magnet  be  at  rest  the  dark  trace 
on  the  paper  will  be  simply  a  straight  line.  If,  however, 
the  magnet  moves  aside,  the  spot  of  light  reflected  from 
the  mirror  will  be  displaced,  and  the  photographed  line 
will  be  curved  or  crooked.  Comparison  of  such  records, 
or  magTietographs,  from  stations  widely  apart  on  the 
earth's  surface,  promises  to  afford  much  light  upon  the 
cause  of  the  changes  of  the  earth's  magnetism,  to  which 
hitherto  no  reliable  origin  has  been  with  certainty 
assigned.  Schuster  has  shown  that  these  changes  gener- 
ally come  from  without,  and  not  from  within. 

161.  Theory  of  Earth's  Magrnetism. — The  phe- 
nomenon of  earth  -  currents  (Art.  233)  appears  to  be 
connected  with  that  of  the  changes  in  the  earth's  mag- 
netism, and  can  be  observed  whenever  there  is  a  display 
of  aurora,  and  during  a  magnetic  storm  ;  but  it  is  not 
yet  determined  whether  these  currents  are  due  to  the 
variations  in*  the  magnetism  of  the  earth,  or  whether 
these  variations  are  due  to  the  currents.  It  is  known 
that  the  evaporation  (see  Art.  71)  always  going  on  in  the 
tropics  causes  the  ascending  currents  of  heated  air  to  be 
electrified  positively  relatively  to  the  earth.  These  air- 
currents  travel  northward  and  southward  toward  the 
colder  polar  regions,  where  they  descend.  These  streams 
of  electrified  air  will  act  (see  Art.  397)  like  true  electric 
currents,  and  as  the  earth  rotates  within  them  it  will  be 
acted  upon  magnetically.  The  author  has  for  twelve 
years  upheld  the  view  that  this  thermodynamic  produc- 
tion of  polar  currents  in  conjunctioTi  'wWV  \)[v^  ^i«x^^ 
diurnal   rotafcioii   affords    the    only    raXioiiaX  ixx^^Tia  ^^V 

l4 
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suggested  for  accounting  for  the  growth  of  the  earth's 
magnetism  to  its  present  state.  The  action  of  the  sun 
and  moon  in  raising  tides  in  the  atmosphere  might 
account  for  the  variations  mentioned  in  Art.  155.  It  is 
important  to  note  that  in  all  magnetic  storms  the  in- 
tensity of  the  perturbations  is  greatest  in  the  regions 
nearest  the  poles  ;  also,  that  tlie  magnetic  poles  coincide 
very  nearly  with  the  regions  of  greatest  cold  ;  that  the 
region  where  auroree  (Art.  336)  are  seen  in  greatest 
abundance  is  a  region  lying  nearly  symmetrically  round 
the  magnetic  pole.  It  may  be  added  that  the  general 
direction  of  the  feeble  daily  earth-currents  (Art.  233)  is 
from  the  poles  toward  the  equator. 


CHAPTER   III 

CURRENT    ELECTRICITY 

Lesson  XTTT. — Simple  Voltaic  Cells 

162.  Plow  of  Currents. — It  has  been  already 
mentioned,  in  Lesson  IV.,  how  electricity  flows  away 
from  a  charged  body  through  any  conducting  substance, 
such  a^  a  wire  or  a  wetted  string.  If,  by  any  arrange- 
ment, electricity  could  be  supplied  to  the  body  just  as 
fast  as  it  flowed  away,  a  continuous  current  would  be 
produced.  Such  a  current  always  flows  through  a  con- 
ducting wire,  if  the  ends  are  kept  at  diff'erent  electric 
potentials.  In  like  manner,  a  current  of  heat  flows 
through  a  rod  of  metal  if  the  ends  are  kept  at  diff'erent 
temperatures,  the  flow  being  always  from  the  high 
temperature  to  the  lower.  No  exact  evidence  exists  as 
to  the  direction  in  which  the  current  in  a  wire  really 
"flows."  It  is  convenient  to  regard  the  electricity  as 
flowing  from  positive  to  negative  ;  or,  in  other  words, 
the  natural  direction  of  an  electric  current  is  from  the 
high  potential  to  the  low.  It  is  obvious  that  such  a  flow 
tends  to  bring  both  to  one  level  of  potential.  In  order 
that  a  continuous  flow  may  be  kept  up  there  must  be  a 
circuit  provided.  The  "current"  has  sometimes  been 
regarded  as  a  double  transfer  of  positive  electricity  in 
one  direction,  and  of  negative  electricity  m  W\e.  cr^^<i«v\& 
direction.     The  only  evidence  to  svipport  ^i)a\s»  Ncr^  nxw.- 
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necessary  supposition  is  the  fact  that,  in  the  decomposi- 
tion of  liquids  by  the  current,  some  of  the  elements  are 
liberated  at  the  place  where  the  current  enters,  others  at 
the  place  where  it  leaves  the  liquid. 

The  quantity  of  electricity  conveyed  by  a  current  is 
proportional  to  the  current  and  to  the  time  that  it  con- 
tinues to  flow.  The  practical  unit  of  current  is  called  the 
ampere  (see  Arts.  207  and  254).  The  quantity  of  electricity 
conveyed  by  a  current  of  one  ampere  in  one  second  is 
called  one  ampere-second  or  one  couUmib.  One  ampefre- 
hour  equals  3600  coulombs.  If  C  is  the  number  of 
amperes  of  current,  t  the  number  of  seconds  that  it  lasts, 
and  Q  the  number  of  coulombs  of  electricity  thereby  con- 
veyed, the  relation  between  them  is  expressed  by  the 
formula : — 

Q  =  C  X  <. 

Example, — If  a  current  of  80  amperes  flows  for  15  minutes 
the  total  quantity  of  electricity  conveyed  will  be 
80  X  15  X  60  =  72,000  coulombs.  This  is  equal  to  20 
ampere-hours. 

Currents  are  called  continuous  if  they  flow,  without 
stopping,  in  one  direction.  They  are  called  alternate 
currents  if  they  continually  reverse  in  direction  in  a 
regular  periodic  manner,  flowing  first  in  one  direction 
round  the  circuit  and  then  in  the  other. 

Continuous  currents  of  electricity,  such  as  we  have 
described,  are  produced  by  voltaic  cells,  and  batteries  of 
such  cells,  or  else  by  dynamos  driven  by  i)ower,  though 
there  are  other  sources  of  currents  hereafter  to  be  men- 
tioned. Alternate  currents  are  produced  by  special 
alternate  current  dynamos  or  altematorsy  and  are  sepa- 
ratelv  treated  of  in  Art.  470. 

163.  Discoveries  of  Qalvani  and  of  Volta. — 
The  discovery  of  electric  currents  originated  with  Galvani, 
a  physician  of  Bologna,  who,  about  the  year  1786,  made 
a  series  of  euriona  and  important  observations  upon  the 
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convulsive  motions  produced  by  the  "  return-shock  "  (Art. 
29)  and  other  electric  discharges  upon  a  frog's  leg.  He 
was  led  by  this  to  the  discovery  that  it  was  not  necessary 
to  use  an  electric  machine  to  produce  these  effects,  but 
that  a  similar  convulsive  kick  was  j)roduced  in  the  frog's 
leg  when  two  dissimilar  metals,  iron  and  copper,  for 
example,  were  placed  in  contact  with  a  nerve  and  a 
muscle  respectively,  and  then  brought  into  contact  with 
each  other.  Galvani  imagined  this  action  to  be  due  to 
electricity  generated  by  the  frog's  leg  itself.  It  was, 
however,  proved  by  Volta,  Professor  in  the  University 
of  Pa  via,  that  the  electricity  arose  not  from  the  muscle 
or  nerve,  but  from  the  contact  of  the  dissimilar  metals. 
When  two  metals  are  placed  in  contact  with  one  another 
in  the  air,  one  becomes  positive  and  the  other  negative, 
as  we  have  seen  near  the  end  of  Lesson  VII.,  though  the 
charges  are  very  feeble.  Volta,  however,  proved  their 
reality  by  two  different  methods. 

164.  The  Voltaic  Pile. — The  second  of  Volta's 
proofs  was  less  direct,  but  even  more  convincing  ;  and 
consisted  in  showing  that  when  a  number 
of  such  contacts  of  dissimilar  metals 
could  be  arranged  so  as  to  add  their 
electrical  effects  together,  those  effects 
were  more  powerful  in  proportion  to  the 
number  of  the  contacts.  With  this  view 
he  constructed  the  apparatus  known  (in 
honour  of  the  discoverer)  as  the  Voltaic 
Pile  (Fig.  95).  It  is  made  by  placing  a 
pair  of  disks  of  zinc  and  copper  in  contact 
with  one  another,  then  laying  on  the 
copper  disk  a  piece  of  flannel  or  blotting- 
paper  moistened  with  brine,  then  another 
pair  of  disks  of  zinc  and  copper,  and  so 
on,  each  pair  of  disks  in  the  pile  being 
separated  by  a  moist  conductor.  S\ic\i  ^  -pxle^Sl  ^iCAxe^^sft.^ 
of  a  number  of  such  pairs  of  disks,  wiil  "pxo^uQfc  ^^^H.-nsssN;^ 


Fig.  95. 
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enouj,li  to  (,i\c  [uite  «  per  eptible  hi  o  k  if  the  toii  nud 
bottom  disks  orwircH  connected  witli  then  be  touched 
Bimiiltanetiiisly  with  the  moist  fin^ere  When  a  ainRk 
pair  of  metals  aii,  placed  m  contact,  one  heionies  + 1) 
electrical  to  a  certain  small  extent,  and  the  other  -  ly 
electrical  oi  m  other  words,  there  is  a  ct-rtain  differcntL 
of  elei-tric  poltiitwl  (see  Ait.  265)  bitweeii  them  But  when 
a  nnoiber  ai'^  thus  set  in  seuts  with  moist  uuductow 
between  the  sucetBHivi.  pairs  the  diffeience  uf  poteutial 
between  the  farst  zinc  and  the  Inst  l  ppcr  diek  la  increased 
in  proportion  to  the  nuniler  of  pans  for  now  ill  the 
BU0ce&3i\e  sni  ill  lifTerLiiceB  of  ptl^ntial  are  added  tc^ther 
165  The  Crown  of  Oups  — Another  combination 
devi'*ed  1  y  \  olta  was  hia  Gouroiine  If  T  sws  or  (  rm  n  of 
(7up  It  couMBtel  of  1  iiiiiiiber  of  cups  (tig  96) 
filled  nther  nith  bnm,  oi  dilute  acid  into  which  lipped 
a  number  jf  compound  stnps,  half  zinc  halt  copper 
the  zinc  portion  ot  one  ettip  dipi  ing  into  one  cup   while 


the  copi)ei'  portion  dipped  into  the  other  i.aip.  The 
difference  of  ijoteiitial  between  the  lirut  and  last  cups 
IB  again  proportional  to  the  number  of  pairs  of  metal 
strips.  This  arrangement,  though  badly  adapted  for 
such  a  purijose,  is  jiowerful  enough  to  ring  an  electric 
he]},  the  wii'cs  of  which  are  joined  to  the  tirft  zinc  and 
tie  last  copper  strip.      The  electrical  ewAion.  ut  VWw 
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combinations   is,   Imwevei',   beet  undei'stitod   Ijy  j-tiidyiiiij 
the  pLenomeiift  of  one  single  cup  or  i-ell. 

166,  Simple  Voltaic  Cell. — Pkce  in  a  glass  jar 
some  water  liaviug  a  littlo  Kulphuric  acid  or  any  other 
oxidizing  acid  added  to  it  (Fig.  97).  Place  in  it  eepa- 
rately  two  clean  strips,  one  of  zinc  Z,  and  one  of  copper 
U.  This  cell  is 
capable   of  Kupply- 


flow  of  electricity 
through  a  wire 
whose  ends  aru 
brought  into  con- 
nexion with  the 
two  strips.  When 
the  current  flows 
the  xinc  strip  i^ 
observed  to  waste 
away  ■  its  consump- 
tion in  fait  furnishes 
the  ener(,y  required 
to  inve  thecurrent 
through  the  cell  an  1 


theci 


ing«ir 


The  cell  mai  there 

foie  1b   regarded  as  a  soit  of  then  ical   fuin, 

fuel   IB   consumed   to    drivf    the   cmrent      The  iinc  is 

the  fuel*  the  acil  is  the  aliment   whilst  the  cipper  la 

merely  a  metallii,  hand  let  down  into  the  cell  to  pick  up 

the  current   an  I  takes  no  part  chetni(.ally      Before  the 

stnps  are  conuBLt«d  by  a  w  ri,  no  ajpreciabk  difference 

of  potential   between   the   topper  and   the   zinc   will  be 

observe  1   by   an  Uectrometer     lecause  tl  a  electrometer 

only   niejsi  res   the   p(  lential   at   a  j  oint   in   tht  a  r  or 

oxidizing  medium  outside  the  iim-  or  tie   coj.per   not  the 

*  Ziiic,  asu  vtMi  im  ,  w  il  bum  viU  ab\uc  ftm  b  m  B,\i  Qi  d'5'eni* 
giving  oac  brst.    Ziua  foil  i»  easily  kiudled. 
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potentials  of  the  metals  themselves.  The  zinc  is  trying 
to  dissolve  and  throw  a  current  across  to  the  copper  ; 
while  the  copper  is  trying  (less  powerfully)  to  dissolve 
and  throw  a  current  across  the  other  way.  The  zinc 
itself  is  at  about  1*86  volts  higher  potential  than  the  sur- 
rounding oxidizing  media  (see  Art.  489) ;  while  the 
copper  is  at  only  about  "81  volts  higher,  having  a  less 
tendency  to  become  oxidized.  There  is  then  a  latent 
difference  of  potential  of  about  1*05  volts  between  the 
zinc  and  the  copper  ;  but  this  produces  no  current  as  long 
as  there  is  no  metallic  circuit.  If  the  strips  are  made 
to  touch,  or  are  joined  by  a  pair  of  metal  wires,  imme- 
diately there  is  a  rush  of  electricity  through  the  acid  from 
the  zinc  to  the  copper,  as  indicated  by  the  arrows  in  Fig. 
97,  the  current  returning  by  the  metal  circuit  from  the 
copper  to  the  zinc.  A  small  portion  of  the  zinc  is  at  the 
same  time  dissolved  away  ;  the  zinc  parting  with  its 
latent  energy  as  its  atoms  combine  with  the  acid.  This 
energy  is  expended  in  forcing  electricity  through  the 
acid  to  the  copper  strip,  and  thence  through  the  wire 
circuit  back  to  the  zinc  strip.  The  copper  strip,  whence 
the  current  starts  on  its  journey  through  the  external 
circuit,  is  called  the  positive  pole,  and  the  zinc  strip  is 
called  the  negative  pole.  If  two  copper  wires  are  united 
to  the  tops  of  the  two  strips,  though  no  current  flows  so 
long  as  the  wires  are  kept  separate,  the  wire  attached  to 
the  zinc  will  be  found  to  be  negative,  and  that  attached 
to  the  copper  positive,  there  being  still  a  tendency  for 
the  zinc  to  oxidize  and  drive  electricity  through  the  cell 
from  zinc  to  copper.  This  state  of  things  is  represented 
by  the  +  and  —  signs  in  Fig.  97  ;  and  this  distribution  of 
potentials  led  some  to  consider  the  junction  of  the  zinc 
with  the  copper  wire  as  the  sttirting  point  of  the  current. 
But  the  real  starting  point  is  in  the  cell  at  the  surface  of 
the  zinc  where  the  chemical  action  is  furnishing  energy  ; 
for  from  this  point  there  are  propagated  through  the 
J/giud  certain   eiectro  -  chemical  actions  (more  fviLly  ex- 
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plained  in  Chap.  XI.)  which  have  the  result  of  constantly 
renewing  the  difference  of  potential.  At  the  same  time 
it  will  be  noticed  that  a  few  bubbles  of  hydrogen  gas 
appear  on  the  surface  of  the  copper  plate.  Both  these 
actions  go  on  as  long  as  the  wires  are  joined  to  form  a 
complete  circuit.  The  metallic  zinc  may  be  considered 
as  a  store  of  energy.  "VVe  know  that  if  burned  as  a  fuel 
in  oxygen  or  air  it  will  give  out  that  store  of  energy  as 
heat.  If  burned  in  this  quiet  chemical  manner  in  a 
cell  it  gives  out  its  store  not  as  heat — any  heat  in  a  cell 
is  80  much  waste — but  in  the  form  of  electric  energy... 
i.e.  the  energy  of  an  electric  current  propelled  by  a#^ 
electromotive  force. 

167.  Bfifects  produced  by  Current. — The  cur- 
rent itself  cannot  Le  seen  to  flow  through  the  wire  circuit ; 
hence  to  prove  that  any  particular  cell  or  combination 
produces  a  current  requires  a  knowledge  of  some  of  the 
effects  which  currents  can  produce.  These  are  of  various 
kinds.  A  current  flowing  through  a  thin  wire  will  heat 
it;  flowing  near  a  magnetic  needle  it  will  cause  it  to 
turn  aside  ;  flowing  through  water  and  other  liquids  it 
decomposes  them  ;  and,  lastly,  flowing  through  the  living 
body  or  any  sensitive  portion  of  it,  it  produces  certain 
sensations.  These  effects,  thermal,  magnetic,  chemical, 
and  physiological,  mil  be  considered  in  special  lessons. 

168.  Voltaic  Battery. — If  a  number  of  such  simple 
cells  are  united  in  series,  the  zinc  plate  of  one  joined  to 
the  copper  plate  of  the  next,  and  so  on,  a  greater  differ- 
ence of  potentials  will  be  produced  between  the  copper 
"  pole"  at  one  end  of  the  series  and  the  zinc  "  pole"  at 
the  other  end.  Hence,  when  the  two  poles  are  joined 
by  a  wire  there  will  be  a  more  powerful  flow  of  electricity 
than  one  cell  would  cause.  Such  a  combination  of 
Voltaic  Cells  is  called  a  Voltaic  Battery.*     There  are 

*  By  some  writers  the  name  Galvanic  Battery  is  g\\«n  va.  Vowcswc  qH 
Oalvani ;  but  the  honour  is  certainly  Volta's.    TV\ft  e\ec\:T\c\\.^  WvaX.  ^qw% 
thus  hi  currents  ia  soaietimes   called   FoUaic   EUctrWvt'U,  ot   QoXuOi'n.VA 
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Fig.  98. 


A^ 


many  ways  of  grouping  a  battery  of  cells,  but  two  need 

special  notice.     If  the  cells  are  j<jined  up  in  one  row, 

as  in  Fig.  96  or  Fig.  98,  they  are  said  to  be  in  series. 

Electricians  often  re2>resent  a  cell  by  a  symbol  in  which 

a  short  thick  line  stands  for 
the  zinc  and  a  longer  thin  line 
for  the  copper  (or  carbon;. 
Thus  Fig.  98  re2)resents  four 
cells  joined  in  series.  The 
maximum  current  {amperes) 

jWhich   80  grouped  they  will  yield  is  not  more  than  a 
ingle  cell  would  yield  on  short  circuit  ;  but  they  yield 

that  current  with  a  fourfold  electromotive-force  (volts.) 
The  other   chief  way  of  grouping  cells  is  to  join  all 

the  zincs  together  and  all  the  coppers  (or  carbons)  to- 
gether ;  and  they  are  then 

said  to  be  m  parallel^  or  are 

joined  "  for  quantity."     So 

joined  they  have  no  greater 

electromotive  -  force      than 

one  cell.     The  zincs  act  like 
big   zinc,   the  coppers 


tWh 


Fig.  t>9. 


one 


like  one  big  copper.  But  they  will  yield  more  current. 
Fig.  99  shows  the  four-  cells  grouped  in  parallel ;  they 
would  yield  thus  a  current  four  times  as  great  as  one  cell 
alone  would  yield. 

169.  Bleotromotive  -  Force. — The  term  electro- 
motive-force is  employed  to  denote  that  which  moves 
or  tends  to  move  electricity  from  one  place  to  another.* 

Electricity,  or  sometimes  even  Galvanism  (!),  but,  as  we  shall  sec,  it  differs 
only  iu  degree  from  Frictional  or  any  other  Electricity,  and  both  can  flow 
along  wiie3,  and  magnetize  iron,  and  decompose  chemical  compounds. 
Tho  word  Battery  means  an  arrangement  of  one  or  more  cells  ;  just  as  iu 
warfare  a  battery  of  guns  means  an  arrangement  of  one  or  more. 

*  The  beginner  must  not  confuse  Electromotive -force,  or  that  which 

tends  to  move  electricity,  with  Electric  ^^  force,"  or  that  force  with  which 

electricity  tends  to  move  matter.    Newton  has  virtually  defined  "  force," 

once  for  all,  &8  that  which  moves  or  tends  to  move  matter.    When  matter 

ia  moved  by  a  wagDet  we  speak  rightly  of  maynetvc  /orce ;  vi\iexi  fe\ec\.xSc\\.^ 
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For  brevity  we  ssometiiiies  write  it  E.M.F.  In  this 
particular  case  it  is  obviously  the  result  of  the  difference 
of  potential,  and  proportional  to  it  Just  as  in  water- 
pipes  a  difference  of  level  produces  a  inessurc,  and  the 
pressure  produces  a  flow  so  soon  as  the  tap  is  turned 
on,  so  difference  of  potential  produces  electroniotive-forcej 
and  electromotive -force  sets  up  a  current  so  soon  as  a 
circuit  is  completed  for  the  electricity  to  How  through. 
Electromotive-force,  therefore,  may  often  be  conveniently 
expressed  as  a  difference  of  jxjtential,  and  vice  versa ;  but 
the  student  must  not  forget  the  distinction.  The  unit  in 
which  electromotive-force  is  measured  is  termed  the  volt 
(see  Art.  354).  The  terms  jwcssure  and  voltage  are  some- 
times used  for  difference  of  i)otential  or  electromotive-force. 

170.  Volta's  Laws.— Volta  showed  (Art.  79)  that 
the  difterence  of  i)otential  between  two  metals  in  contact 
(in  air)  depended  merely  on  what  metals  they  were,  not 
on  their  size,  nor  on  the  amount  of  surface  in  contact. 
He  also  showed  that  wlien  a  number  of  metals  touched 
one  another  the  difference  of  potential  between  the  first 
and  last  of  the  row  is  the  same  as  if  they  touched  one 
another  directly.  A  quantitative  illustration  from  the 
researches  of  Ayrton  and  Perry  was  given  in  Art.  80. 
But  the  case  of  a  series  of  cells  is  different  from  that  of 
a  mere  row  of  metals  in  contact.  If  in  the  row  of  cells 
the  zincs  and  coppers  are  all  arranged  in  one  order,  so 
that  all  of  them  set  up  electromotive-forces  in  the  same 
direction,  the  total  electromotive-force  of  the  series  vnll  be 
equal  to  the  electromotive-force  of  one  cell  multijdied  hy  the 
number  of  cells. 

Hitherto  we  have  spoken  only  of  zinc  and  copper  as 
the  materials  for  a  cell  ;  but  cells  may  be  made  of  any 
two  metals.  The  effective  electromotive-force  of  a  cell 
depends  on  the  difference  between  the  two.     If  zinc  was 

moves  matter  we  may  speak  of  electric  force.   But  E.M.F.  \^  v\\\\\»  14.  v\^SSsx^vl\. 
thing,  not  "  force  "  at  all,  for  it  acts  not  ou  iiiaUei  \)\x\.  ou  ^'e.v:\.tviv\,->j » wA 
tenda  to  move  it. 
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used  for  both  metals  in  a  cell  it  would  give  no  current, 
for  eacli  plate  would  be  trying  to  dissolve  and  to  throw  a 
current  across  to  the  other  with  equal  tendency.  That 
cell  will  have  the  greatest  electromotive-force,  or  be  the 
most  "  intense,"  in  which  those  materials  are  used  which 
have  the  greatest  difference  in  their  tendency  to  combine 
chemically  with  the  acid,  or  which  are  widest  apart  on 
the  "  contact-series  "  given  in  Art.  80.  Zinc  and  copper 
are  convenient  in  this  respect ;  and  zinc  and  silver  would 
be  better  but  for  the  expense.  For  more  powerful  bat- 
teries a  zinc -platinum  or  a  zinc -carbon  combination  is 
preferable.  That  plate  or  piece  of  metal  in  a  cell  by 
which  the  current  enters  the  liquid  is  called  the  anode y 
it  is  that  plate  which  dissolves  away.  The  plate  or  piece 
of  metal  by  which  the  current  leaves  the  cell  is  called  the 
kaJthode;  it  is  not  dissolved,  and  in  some  cases  receives 
a  deposit  on  its  surface. 

171.  Resistance. — The  same  electromotive -force 
does  not,  however,  always  produce  a  current  of  the  same 
strength.  The  amount  of  current  depends  not  only  on 
the  force  tending  to  drive  the  electricity  round  the 
circuit,  but  also  on  the  resistance  which  it  has  to 
encounter  and  overcome  in  its  flow.  If  the  cells  be 
partly  choked  with  sand  or  sawdust  (as  is  sometimes 
done  in  so  -  called  "  Sawdust  Batteries "  to  prevent 
spilling),  or,  if  the  wire  provided  to  complete  the  circuit 
be  very  long  or  very  thin,  the  action  will  be  partly 
stopped,  and  the  current  will  be  weaker,  although  the 
E.M.F.  may  be  unchanged.  The  analogy  of  the  water- 
pipes  will  again  help  us.  The  pressure  which  forces  the 
water  through  pipes  depends  upon  the  difference  of  level 
between  the  cistern  from  which  the  water  flows  and  the 
tap  to  which  it  flows  ;  but  the  amount  of  water  that 
runs  through  will  depend  not  on  the  pressure  alone,  but 
on  the  resistance  it  meets  with  ;  for,  if  the  pipe  be  a 
very  thin  one,  or  choked  with  sand  or  sawdust,  the  water 
win  only  run  slowly  through. 
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Now  the  metals  in  general  conduct  well :  their  resist- 
ance is  small ;  but  metal  wires  must  not  be  too  thin  or 
too  long,  or  they  will  resist  too  much,  and  permit  only 
a  feeble  current  to  pass  through  them.  The  liquids  in 
the  cell  do  not  conduct  nearly  so  well  as  the  metals, 
and  different  liquids  have  different  resistances.  Pure 
water  will  hardly  conduct  at  all,  and  is  for  the  feeble 
electricity  of  the  voltaic  battery  almost  a  perfect  in- 
sulator, though  for  the  high-potential  electricity  of  the 
frictiOnal  machines  it  is,  as  we  have  seen,  a  fair  conductor. 
Salt  and  saltpetre  dissolved  in  water  are  good  conductors, 
and  so  are  dilute  acids,  though  strong  sulphuric  acid  is  a 
bad  conductor.  The  resistance  of  the  liquid  in  the  cells 
may  be  reduced,  if  desired,  by  using  larger  plates  of 
metal  and  putting  them  nearer  together.  Gases  are  bad 
conductors  ;  hence  the  bubbles  of  hydrogen  gas  which 
are  given  off  at  the  copper  plate  during  the  action  of  the 
cell,  and  which  stick  to  the  surface  of  the  copper  plate, 
increase  the  internal  resistance  of  the  cell  by  diminishing 
the  effective  surface  of  the  plates. 


Lesson  XIV. — CTiemical  Actions  in  the  Cell 

172.  Ohemical  Actions. — The  production  of  a 
current  of  electricity  by  a  voltaic  cell  is  always  accom- 
panied by  chemical  actions  in  the  cell.  One  of  the 
metals  at  least  must  be  readily  oxidizable,  and  the  liquid 
must  be  one  capable  of  acting  on  the  metal.  As  a  matter 
of  fact,  it  is  found  that  zinc  and  the  other  metals  which 
stand  at  the  electropositive  end  of  the  contact- series  (see 
Art.  80)  are  oxidizable  ;  whilst  the  electronegative  sub- 
stances— copper,  silver,  gold,  platinum,  and  graphite — 
are  less  oxidizable,  and  tTie  last  three  resist  the  action  of 
every  single  acid.  There  is  no  proof  that  their  electrical 
behaviour  is  due  to  their  chemical  behaviour  \  tvo^  >iXvd.\. 
their    chemical    behaviour    is    due    to    t\i^\t    ^^cXYvcsi^., 
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Probably  both  result  from  a  common  cause  (see  Art. 
80,  and  also  489).  A  piece  of  quite  pure  zinc  when 
dipped  alone  into  dilute  sulphuric  acid  is  not  attacked  by 
the  liquid.  But  the  ordinary  commercial  zinc  is  not 
pure,  and  when  plunged  into  dilute  sulphuric  acid  dis- 
solves away,  a  large  quantity  of  bubbles  of  hydrogen  gas 
being  given  off  from  the  surface  of  the  metal.  Sulphuric 
acid  is  a  complex  substance,  in  which  every  molecule  is 
made  up  of  a  group  of  atoms — 2  of  Hydrogen,  1  of 
Sulphur,  and  4  of  Oxygen  ;  or,  in  symbols,  HgSO^.  The 
chemical  reaction  by  which  the  zinc  enters  into  com- 
bination with  the  radical  of  the  acid,  turning  out  the 
hydrogen,  is  expressed  in  the  following  equation  : — 

Zn    +        H2SO4  =  ZnSO^  +        IL, 

Zinc    and  Sulphuric  Acid  produce    Sulphate  of  Zinc    and    ITyilrogen, 

The  sulphate  of  zinc  produced  in  this  reaction  remains  in 
solution  in  the  liquid. 

Now,  when  a  plate  of  pure  zinc  and  a  plate  of  some 
less-easily  oxidizable  metal — copper  or  platinum,  or,  best 
of  all,  carbon  (the  hard  carbon  from  gas  retorts) — are  put 
side  by  side  into  the  cell  containing  acid,  no  appreciable 
chemical  action  takes  place  until  the  circuit  is  completed 
by  joining  the  two  plates  with  a  wire,  or  by  making 
them  touch  one  another.  Directly  the  circuit  is  com- 
pleted a  current  flows  and  the  chemical  actions  begin, 
the  zinc  dissolving  in  the  acid,  and  the  acid  giving  up  its 
hydrogen  in  streams  of  bubbles.  But  it  will  be  noticed 
that  these  bubbles  of  hydrogen  are  evolved  not  at  the 
zinc  plate,  nor  yet  throughout  the  liquid,  but  at  the 
surface  of  the  copper  plate  (or  the  carbon  plate  if  carbon 
is  employed).  This  apparent  transfer  of  the  hydrogen 
gas  through  the  liquid  from  the  surface  of  the  zinc  plate 
to  the  surface  of  the  copper  plate" where  it  appears  is  very 
remarkable.  The  ingenious  theory  framed  by  (irotthuss 
to  account  for  it  is  explained  in  Lesson  XLVII.  on 
Wectro-Cheinistry, 
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These  chemical  actions  go  on  as  long  as  the  current 
passes.  The  quantity  of  zinc  used  up  in  each  cell  is  pro- 
portional to  the  amount  of  electricity  which  flows  round 
the  circuit  while  the  battery  is  at  work  ;  or,  in  other 
words,  is  proportional  to  the  current.  The  quantity  of 
hydrogen  gas  evolved  is  also  proportional  to  the  amount 
of  zinc  consumed,  and  also  to  the  current.  After  the 
acid  has  thus  dissolved  zinc  in  it,  it  will  no  longer  act 
as  a  corrosive  solvent ;  it  has  been  **  killed,"  as  workmen 
say,  for  it  has  been  turned  into  sulphate  of  zinc.  The 
battery  will  cease  to  act,  therefore,  either  when  the  zinc 
has  all  dissolved  away,  or  when  the  acid  has  become 
exhausted,  that  is  to  say,  when  it  is  all  turned  into  sul- 
phate of  zinc.  Stout  zinc  plates  will  last  a  long  time, 
but  the  acids  require  to  be  renewed  frequently,  the  s])ent 
liquor  being  emptied  out. 

173.  Local  Action. — When  the  circuit  is  not  closed 
the  current  cannot  flow,  and  there  should  be  no  chemical 
action  so  long  as  the  battery  is  producing  no  current. 
The  impure  zinc  of  commerce,  however,  does  not  re- 
main quiescent  in  the  acid,  but  is  continually  dissolving 
and  giving  off"  hydrogen  bubbles.  This  local  action, 
as  it  is  termed,  is  explained  in  the  following  manner : — 
The  impurities  in  the  zinc  consist  of  particles  of  iron, 
arsenic,  and  other  metals.  Suppose  a  particle  of  iron  to 
be  on  the  surface  anywhere  and  in  contact  with  the  acid. 
It  will  behave  like  the  copper  plate  of  a  battery  towards 
the  zinc  particles  in  its  neighbourhood,  for  a  local  differ- 
ence of  potential  will  be  set  up  at  the  point  where  there 
is  metallic  contact,  causing  a  local  or  parasitic  current  to 
run  from  the  particles  of  zinc  through  the  acid  to  the 
particle  of  iron,  and  so  there  will  be  a  continual  wasting 
of  the  zinc,  both  when  the  battery  circuit  is  closed  and 
when  it  is  open. 

174,  Amalgamation  of  Zinc. — We  see  now  why  a 
piece  of  ordinary  commercial  zinc  is  attacked  c>w  W\w% 
placed  in  acid.     There  is  local  action  sel  \v^  aXV  on^^  SXa 
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surface  in  consequence  of  the  metallic  impurities  in  it. 
To  do  away  with  this  local  action,  and  abolish  the 
wasting  of  the  zinc  while  the  battery  is  at  rest,  it  is  usual 
to  amal^ajuate  the  surface  of  the  zinc  plates  w^ith 
mercury.  The  surface  to  be  amalgamated  should  be 
cleaned  by  dipping  into  acid,  and  then  a  few  drops  of 
mercury  should  be  poured  over  the  surface  and  rubbed 
into  it  with  a  bit  of  linen  rag  tied  to  a  stick.  The 
mercury  unites  with  the  zinc  at  the  surface,  forming  a 
pasty  amalgam.  The  iron  particles  do  not  dissolve  in 
the  mercury,  but  float  up  to  the  surface,  whence  the 
hydrogen  bubbles  which  may  form  speedily  carry  them 
off.  As  the  zinc  in  this  pasty  amalgam  dissolves  into 
the  acid  the  film  of  mercury  unites  with  fresh  portions 
of  zinc,  and  so  presents  always  a  clean  bright  surface  to 
the  liquid. 

A  newer  and  better  process  is  to  add  about  4  per  cent 
of  mercury  to  the  molten  zinc  before  casting  into  plates 
or  rods.  If  the  zinc  plates  of  a  battery  are  well  amal- 
gamated there  should  be  no  evolution  of  hydrogen 
bubbles  when  the  circuit  is  open.  Nevertheless  there 
is  still  always  a  little  wasteful  local  action  during  the 
action  of  the  battery.  Jacobi  found  that  while  one  part 
of  hydrogen  was  evolved  at  the  kathode,  33*6  parts  of 
zinc  were  dissolved  at  the  anode,  instead  of  the  32*5 
parts  which  are  the  chemical  equivalent  of  the  hydrogen. 

176.  Polarization. — The  bubbles  of  hydrogen  gas 
liberated  at  the  surface  of  the  copper  plate  stick  to  it  in 
great  numbers,  and  form  a  film  over  its  surface  ;  hence 
the  efi'ective  amount  of  surface  of  the  copper  plate  is  very 
seriously  reduced  in  a  short  time.  When  a  simple  cell, 
or  battery  of  such  cells,  is  set  to  produce  a  current,  it  is 
found  that  the  curi^nt  after  a  few  minutes,  or  even 
seconds,  falls  off  very  greatly,  and  may  even  be  almost 
stopped.  This  immediate  falling  off  in  the  current,  which 
can  be  observed  w^ith  any  galvanometer  and  a  pair  of  zinc 
and  copperplates  dipping  into  acid,  is  almost  entirely  due 
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to  the  film  of  liyHrogen  bubbles  sticking  to  the  copper 
pole.  A  battery  which  is  in  this  condition  is  said  to  be 
"  polarized." 

176.  Effects  of  Polarization.— The  film  of  hvdro- 
gen  bubbles  affects  the  strength  of  the  cun-ent  of  the  cell 
in  two  ways. 

Firstly,  it  weakens  the  current  by  the  increased  resist- 
ance which  it  offers  to  the  flow,  for  bubbles  of  gas  are  bad 
conductors  ;  and,  worse  than  this, 

Secondlyj  it  weakens  the  current  by  setting  up  an 
opposing  electromotive-force;  for  hydrogen  is  almost  as 
oxidizable  a  substance  as  zinc,  especially  when  it  is  being 
deposited  (or  in  a  "nascent"  state),  and  is  electropositive, 
standing  high  in  the  Series  on  p.  85.  Hence  the  hydro- 
gen itself  produces  a  difference  of  potential,  Avhich  would 
tend  to  start  a  current  in  the  opposite  direction  to  the 
true  zinc- to-copper  current.  No  cell  in  Avhich  the  polari- 
zation causes  a  rapid  falling  off  in  power  can  be  used  for 
closed  circuit  work. 

It  is  therefore  a  very  important  matter  to  abolish  this 
polarization,  otherwise  the  currents  furnished  by  batteries 
would  not  be  constant. 

177.  Remedies  against  Internal  Polarization. 
— Various  remedies  have  been  practised  to  reduce  or 
prevent  the  polarization  of  cells.  These  may  be  classed 
as  mechanical,  chemical,  and  electrochemical. 

1.  Mechanical  Means. — If  the  hydrogen  bubbles  be 
simply  brushed  away  from  the  surface  of  the  kathode, 
the  resistance  they  caused  will  be  diminished.  If  air 
be  blown  into  the  acid  solution  through  a  tube,  or  if 
the  liquid  be  agitated  or  kept  in  constant  circulation  by 
siphons,  the  resistance  is  also  diminished.  If  the  surface 
be  rough  or  covered  with  points,  the  bubbles  collect  more 
freely  at  the  points  and  are  quickly  carried  up  to  the 
surface,  and  so  got  rid  of.  This  remedy  was  applied  in 
Smee's  Cell,  which  consisted  of  a  zinc  and  a  ^\^\ATv\Tfe\ 
silver  plate  dij»ping  into  dii''te  s\\lp\iunc  a.c\^  \  ^^l^  ^AN^"t 
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plate,  having  its  surface  thus  covered  with  a  rough  coating 
of  finely  divided  platinum,  gave  up  the  hydiogen  bubbles 
freely ;  nevertheless,  in  a  battery  of  Smee  cells  the  current 
diminishes  greatly  after  a  few  minutes. 

2.  Chemical  Means. — If  a  highly-oxidizing  substance 
be  added  to  the  acid  it  will  destroy  the  hydrogen  bubbles 
whilst  they  are  still  in  the  nascent  state,  and  thus  will 
prevent  both  the  increased  internal  resistance  and  the 
opposing  electromotive-force.  Such  substances  are  bi- 
chromate of  potash,  nitric  acid,  and  chlorine. 

3.  Electrochemical  Means. — It  is  possible  by  employ- 
ing double  cells,  as  explained  in  the  next  lesson,  to  so 
arrange  matters  that  some  solid  metal,  such  as  copper, 
shall  be  liberated  instead  of  hyd»fOgen  bubbles,  at  the 
point  where  the  current  leaves  the  liquid.  This  electro- 
chemical exchange  entirely  obviates  polarization. 

178.  Simple  LaT^^s  of  Chemical  Action  in  the 
Cell. — We  will  conclude  this  section  by  enumerating  the 
two  simple  laws  of  chemical  action  in  the  cell. 

I.  The  amount  of  cliemical  action  in  tJie  cell  is  jiropor- 
tional  to  the  quantity  of  electricity  that  passes  through  it 
— that  is  to  say,  is  proportional  to  the  current  while  it 
passes. 

A  current  of  one  ampere  flowing  through  the  cell  for 
(me  second  causes  0*00033698  (or  -^^j)  of  a  grMUiuie  of 
zinc  to  dissolve  in  the  acid,  and  liberates  O'OOOO  10384 
(or  -g^^Jxj^^)  of  a  gramme  of  hydrogen. 

II.  the  amount  of  chemical  action  is  equal  in  each  cell 
of  a  battery  consisting  of  cells  joined  in  series. 

The  first  of  these  laws  was  thought  by  Faraday,  who 
discovered  it,  to  disprove  Volta's  contact  theory.  Hp 
foresaw  that  the  principle  of  the  conservation  of  energy 
would  preclude  a  mere  contact  force  from  furnishing  a 
continuous  supply  of  current,  and  hence  ascribed  the 
current  to  the  chemical  actions  which  were  proportional 
in  quantity  to  it.  How  the  views  of  Volta  and  Faraday 
are   to   be   harmonized  has  been  indicated  in  the    last 
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paragraph  of  Art  80.  These  laws  only  relate  to  the 
useful  chemical  action,  and  do  not  include  the  waste  of 
"  local "  actions  (Art.  166)  due  to  parasitic  currents  set 
up  by  impurities. 

Lesson  XV. — Voltaic  Cells 

179.  A  good  Voltaic  cell  should  fulfil  all  or  most  of 
the  following  conditions  : — 

1.  Its  electromotive-force  should  be  high  and  con- 

stant 

2.  Its  internal  resistance  should  be  small. 

3.  It  should  give  a  constant  current,  and  therefore 

must  be  free  from  polarization,  and  not  liable 
to  rapid  exhaustion,  requiring  frequent  renewal 
of  the  acid. 

4.  It  should  be  perfectly  quiescent  when  the  circuit 

is  open. 

5.  It  should  be  cheap  and  of  durable  materials. 

6.  It  should  be  manageable,  and  if  possible,  should 

not  emit  corrosive  fumes. 
No  single  cell  fulfils  all  these  conditions,  however, 
and  some  cells  are  better  for  one  purpose  and  some  for 
another.  Thus,  for  telegraphing  through  a  long  line  of 
wire  a  considerable  internal  resistance  in  the  battery  is 
no  great  disadvantage  ;  while,  for  producing  an  electric 
light,  much  internal  resistance  is  absolutely  fatal.  The 
electromotive-force  of  a  battery  depends  on  the  materials 
of  the  cell,  and  on  the  number  of  cells  linked  together, 
and  a  high  RM.F.  can  therefore  be  gained  by  choosing 
the  right  substances  and  by  taking  a  large  number  of 
cells.  The  resistance  within  the  cell  can  be  diminished 
by  increasing  the  size  of  the  plates,  by  bringing  them 
near  together,  so  that  the  thickness  of  the  liquid  between 
them  may  be  as  small  as  possible,  and  by  choosing  liquids 
that  are  good  conductors. 
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180.  Olassiflcation  of  Cells. — Of  the  innumerable 
forms  of  cell  that  have  been  invented,  only  those  of  first 
importance  can  be  described.  Cells  are  sometimes  classi- 
fied into  two  groups,  according  as  they  contain  one  or  two 
fluids,  or  electrolytes,  but  a  bett-er  classification  is  that 
adopted  in  Art.  177,  depending  on  the  means  of  prevent- 
ing polarization. 

Class  I. — With  Mechanical  Depolarization 

(Single  Fluid) 

The  simple  cell  of  Volta,  with  its  zinc  and  copper 
plates,  has  been  already  described.  The  larger  the 
copper  plate,  the  longer  time  does  it  take  to  polarize. 
Cruickshank  suggested  to  place  the  plates  vertically  in  a 
trough,  producing  a  more  powerful  combination.  Dr. 
Wollaston  proposed  to  use  a  plate  of  copper  of  double  size, 
bent  round  so  as  to  approach  the  zinc  on  both  sides,  thus 
diminishing  the  resistance,  and  allowing  the  hydrogen 
more  surface  to  deposit  upon.  Smee,  as  we  have  seen, 
replaced  the  copper  plate  by  platinized  silver,  and  Walker 
suggested  the  use  of  plates  of  hard  carbon  instead  of 
copper  or  silver,  thereby  saving  cost,  and  at  the  same 
time  increasing  the  electromotive-force.  The  roughness 
of  the  surface  facilitates  the  escape  of  hydrogen  bubbles. 
By  agitating  such  cells,  or  raising  their  kathode  plates  for 
a  few  moments  into  the  air,  their  power  is  partially 
restored.  The  Law  cell,  used  in  the  United  States  for 
open-circuit  work,  is  of  this  class;  it  has  a  small  rod  of 
zinc  and  a  cleft  cylinder  of  carbon  of  large  suifacc^ 
immersed  in  solution  of  salammoniaa 

Class  II. — With  Chemical  Depolarization 

In  these  cells,  in  addition  to  the  dilute  acid  or  other 
excitant  to  dissolve  the  zinc,  there  is  added  some  more 
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powerful  chemical  agent  as  a  dipolari^r.  AiiioiigBt 
Uepolarisers  tlie  fulloviii^'  are  chieHy  u&td  i^Nitric  acid, 
Bolutiona  of  chromic  add,  of  bichromate  of  potash,  of 
bichromate  of  soda,  of  nitrate  of  potaeli,  or  af  fen'ic 
chloride ;  chloriue,  bromine,  black  oxide  of  manganese, 
sulphur,  peioJLiJe  of  lead,  red  lead,  oxide  of  copper. 
Most  of  these  iiiateriab  would,  however,  attack  the 
copper  as  well  as  tlie  zinc  if  used  in  a  zinc-copper  cell. 
Hence  they  can  only 
be  made  use  of  in  zinc- 
carbon  orzlnc-platinum 
cells.  Nitric  acid  also 
attacks  zinc  when  the 
circuit  is  open.  Hence 
it  cannot  be  empluyeil 
in  the  same  single  cell 
with  the  zinc  plate. 
In  the  Bichromate 
Oell,  invented  by 
Poggendorff,  bichro- 
mate of  potash  is  added 
to  the  sulphuric  acid. 
This  cell  is  most  con- 
veniently inade  up  as 
shown  in  Fig.  100,  in 
which  a  plate  of  zinc  is 
the  anode,  and  a.  pair 
of  carbon  plates,  oiji:  n  each  oide  f  the  zinc  joined 
together  at  the  top  8er\e  as  a  kathode  As  this  solution 
would  attack  the  zinc  even  when  the  ciniiit  is  open,  the 
zinc  plate  is  fixed  tu  a  lod  by  uhich  it  can  l>e  drawn  up 
out  of  the  solution  when  the  cell  is  not  being  worked. 

To  obviate  the  nece^^ity  of  this  operation  the  device  is 
adopted  of  separating  the  depolarizer  from  the  liquid  into 
wliicli  the  zinc  dips.  In  the  case  of  liquid  depolarizers 
this  is  done  by  the  use  of  an  inlernA\  poroiw  celV  or  ^■v^X- 
tion.     Powai  ceiis  of  cattlienwarB  oi  ol.  "^"^^^^'^'"■^  ■^a.'^i 


Fig  100 
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allow  the  electric  current  to  flow  while  keeping  the 
liquids  apart.  *  In  one  compartment  is  the  zinc  anode 
dipping  into  its  aliment  of  dilute  acid  :  in  the  other  com- 
partment the  carbon  (or  platinum)  kathode  dipping  into 
the  depolarizer.  Such  cells  are  termed  two-fluid  celh. 
In  the  case  of  solid  depolarizers  such  as  black  oxide  of 
manganese,  oxide  of  copper,  etc.,  the  material  merely  needs 
to  be  held  up  to  the  kathode.  All  solid  depolarizers  are 
slow  in  acting. 


Class  III. — With  Electrochemical  Depolarization 

When  any  soluble  metal  is  immersed  in  a  solution  of 
its  own  salt — for  example,  zinc  dipped  into  sulphate  of 
zinc,  or  copper  into  sulphate  of  copper — there  is  a  definite 
electromotive-force  between  it  and  its  solution,  the  mea- 
sure of  its  tendency  to  dissolve.  If  a  current  is  sent 
from  metal  to  solution  some  of  the  metal  dissolves  ;  if, 
however,  the  current  is  sent  from  solution  to  metal  some 
more  metal  will  be  deposited  (or  "  plated ")  out  of  the 
solution.  But  as  long  as  the  chemical  nature  of  the 
surface  and  of  the  liquid  is  unchanged  there  will  be  no 
change  in  the  electromotive -force  at  the  surface.  It 
follows  that  if  a  cell  were  made  with  two  metals,  each 
dipping  into  a  solution  of  its  own  salt,  the  two  solutions 
being  kept  apart  by  a  porous  partition,  such  a  cell  would 
never  change  its  electromotive-force.  The  anode  would 
not  polarize  where  it  dissolves  into  the  excitant  ;  the 
kathode  would  not  polarize,  since  it  receives  merely  an 
additional  thickness  of  the  same  sort  as  itself.  This 
electrochemical  method  of  avoiding  polarization  was  dis- 
covered by  Daniell.  It  is  the  principle  not  only  of  the 
Daniell  cell,  but  of  the  Clark  cell  and  of  others.  For  per- 
fect constancy  the  two  salts  used  should  be  salts  of  the 
same  acid,  both  sulphates,  or  both  chlorides,  for  example. 

181,  DanielVB   Cell. — Each  cell  or  "element"  of 
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Ualiiell's  buttery  hits  an  inner  porous  cell  or  jmrtitioti  lo 

keep  the  separate  liquids  from  luiiint;.       The  outer  cell 

(Tig.   101)  is   usually   of  coppei-,   and   serves  also    as    a 

copper  kathode.     Williiu  it  is  [>1uc«d  a  cylindrical  cull  of 

ungtazed  porous  ware  (a  cell  uf  parchment,  or  evtn  of 

browu  paper,  will  answer),  aiiU  in  this  is  a  i*od  of  aiuulga- 

mated  zinc  as  auode.     The  liquid 

in  tlie  inner  cell  is  dilute  sulpliuiib 

acid  or  dilute  sulphate  of  zinc  ; 

that  iu  the  outer  ceil  is  a  saturated 

solution   of  sulpliate  of    copper 

["  blue      vitriol "),     sorae     spare 

crystals   of   the    same    substance 

being   conlained   in  a  perforated 

shelF  at  the  top  of  the  cell,  in 

order  that  lliey  may  dissolve  and 

replace   that   which    is   used    up  "  '      "^ 

while  the  battery  is  in  action.  ^'^'  ""' 

When  the  circuit  is  closed  the  zinc  dissolves  in  the 
dilute  acid,  fornjing  sulphate  of  zinc,  and  liberatin<; 
hydrc^en  ;  but  this  gas  does  not  appear  iu  bubbles  on 
the  surface  ot  the  copper  cell,  for,  since  the  inner  cull  is 
porous,  the  molecuhtr  actions  (by  which  the  freed  atoms 
ot  hydroj^n  are,  as  explaineil  by  Fig.  266,  handei)  on 
through  the  acid)  traverse  the  pores  of  ihe  inner  cell,  and 
there,  in  the  solution  of  sulphate  of  copper,  the  hydrogen 
atoms  are  exchanged  for  copper  atoms,  the  result  being 
that  pure  copper,  and  not  hydrogen  gas,  is  deposited  on 
the  outer  copper  plate.  Chemically  these  actions  may  \ni 
represented  as  taking  place  in  two  staged. 


Zn 


H„ 


n,,so^ 
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The  hydrogen  is,  as  it  were,  translated  elect ro- 
cheinically  into  copper  during  the  round  of  changes,  and 
80  while  the  zinc  dissolves  away  the  copper  grows,  the 
dilute  sulphuric  acid  gradually  changing  into  sulphate  of 
zinc,  and  the  sulphate  of  copper  into  sulphuric  acid.  In 
the  case  in  which  a  solution  of  sulphate  of  zinc  is  used 
there  is  no  need  to  consider  any  hydrogen  atoms,  copper 
being  exchanged  chemically  for  zinc.  There  is  therefore 
no  polarization  so  long  as  the  copper  solution  is  saturated  ; 
and  the  cell  is  very  constant,  though  not  so  constant  in 
all  cases  as  Clark's  standard  cell  described  in  Art.  188, 
owing  to  slight  variations  in  the  electromotive-force  as 
the  composition  of  the  other  fluid  varies.  When  sul- 
phuric acid  diluted  with  twelve  parts  of  water  is  used  the 
E.M.F.  is  1-178  volts.  The  E.M.F.  is  1*07  volts  when 
concentrated  zinc  sulphate  is  used  ;  1"1  volts  when  a  half- 
concentrated  solution  of  zinc  sulphate  is  used  ;  and,  in 
the  common  cells  made  up  with  water  or  dilute  acid, 
1*1  volts  or  less.  Owing  to  its  constancy,  this  battery, 
made  up  in  a  convenient  flat  form  (Fig.  1Q6),  has  been 
much  used  in  telegraphy.  It  is  indispensable  in  those 
"closed  circuit"  methods  of  telegraphy  (Art.  500),  where 
the  current  is  kejit  always  flowing  until  interrupted  by 
signalling. 

182.  Grove's  Cell. — Sir  William  Grove  devised  a 
form  of  cell  having  both  higher  voltage  and  smaller 
internal  resistance  than  Daniell's  cell.  In  Grove's 
element  there  is  an  outer  cell  of  glazed  ware  or  of 
ebonite,  containing  the  amalgamated  zinc  plate  and 
dilute  sulphuric  acid.  In  the  inner  porous  cell  a  piece 
of  platinum  foil  serves  as  the  negative  pole,  and  it  dips 
into  the  strongest  nitric  acid.  There  is  no  polarization 
in  this  cell,  for  the  hydrogen  liberated  by  the  solution  of 
the  zinc  in  dilute  sulphuric  acid,  in  passing  through  the 
nitric  acid  iiL  order  to  appear  at  the  platinum  pole,  de« 
composes  the  nitric  acid  and  is  itself  oxidized,  producing 
water  and  the  red  fumes  of  nitric  peroxide  gas.     Thie 
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gas  does  not,  however,  produce  polarization,  for  as  it  is 
very  soluble  in  nitric  acid,  it  does  not  form  a  film  upon 
the  face  of  the  platinum  plate,  nor  does  it,  like  hydrogen, 
set  up  an  opposing  electromotive -force  with  the  zinc. 
The  Grove  cells  may  be  made  of  a  flat  shape,  the  zinc 
being  bent  up  so  as  to  embrace  the  flat  porous  cell  on 
both  sides.  This  reduces  the  internal  resistance,  which 
is  already  small  on  account  of  the  good  conducting 
powers  of  nitric  acid.  Hence  the  Grove's  cell  will 
furnish  for  three  or  four  hours  continuously  a  strong 
current.  The  E.M.F.  of  one  cell  is  about  1*9  volts,  and 
its  internal  resistance  is  very  low  (about  0*1  ohm  for  the 
quart  size).  A  single  cell  will  readily  raise  to  a  bright 
red  heat  two  or  three  inches  of  thin  platinum  wire,  or  drive 
a  small  electromagnetic  engine.  For  producing  larger 
power  a  number  of  cells  must  be  joined  up  in  series,  the 
l)latinum  of  one  cell  being  clamped  to  the  zinc  of  the  next 
to  it.  Fifty  such  cells,  each  holding  about  a  quart  of 
liquid,  amply  suffice  to  produce  an  electric  arc  light,  as 
will  be  explained  in  Lesson  XXXIX. 

183.  Bunsen's  Cell. — The  cell  which  bears  Bunsen's 
name  is  a  modification  of  that  of  Grove,  and  was  indeed 
originally  suggested  by  him.  In  the  Bunsen  cell  the 
expensive  *  platinum  foil  is  replaced  by  a  rod  or  slab  of 
hard  gas  carbon.  A  cylindrical  form  of  cell,  with  a  rod 
of  carbon,  is  shown  in  Fig.  102.  The  voltage  for  a  zinc- 
carbon  combination  is  a  little  higher  than  for  a  zinc- 
vlatinum  one,  which  is  an  advantage ;  but  the  Bunsen 
cell  is  troublesome  to  keep  in  order,  and  there  is  some 
difficulty  in  making  a  good  contact  between  the  rough 
surface  of  the  carbon  and  the  copper  strap  which  connects 

*  Platinum  costs  about  30  shillings  an  ounce— nearly  half  as  much  as 
gold  ;  while  a  hundred  weight  of  the  gas  carbon  may  be  had  for  a  mere  trifle, 
often  for  nothing  more  than  the  cost  of  carrying  it  from  the  gasworks.  An 
artiflcial  carbon  prejmred  by  grinding  up  gas  carbon  with  some  carbonaceous 
matter  such  as  tar,  sugar  residues,  etc.,  then  pressing  into  mowVds^  ^tA. 
baking  in  a  furnace,  is  used  both  for  battery  plates  and.  tot  \.\vft  caxXsowxci^'^ 
used  in  arc  iBmpe. 
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the  carbon  of  one  cell  to  the  zinc  of  the  next  The  top 
pait  of  the  carl  on  is  sometimeH 
imprecated  with  paraflia  nax  to 
keep  the  and  from  oreeping  up, 
and  electiolvped  with  coppei 
Fig  103  shows  the  usual  way  of 
coupling  up  a  aeriea  of  h\e  Euch 
cells  The  Bunaens  battery  wili 
continue  to  furnish  a  current  for 
a  longei  time  than  the  flat  GroveN 
tell*",  on  account  of  the  largtr 
(quantity  of  acid  contained  by  thi, 
cylindrical  pots* 

Chromic  solution^  formed  by 

addii^  strong  sulphuric  acid  to 

solutions  of  bichromate  of  potaah  or  of   9oda,  are  often 

used    instead    of    uitric    acid,    lu    i^lla    of    this    form 


Soluble  depolarizers  in  the  form  of  chromic  powders  are 
made  by  heating  strong  sulphuric  acid  and  gradually 
stirring  into  it  powdered  bichromate  of  soda.  The  pasty 
mass  is  tlien  cooled  and  powdered. 


rs  pole,  beji; 
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184.  Iieolanch^'s  CelL — For  working  electric  bells 
and  telephones,  and  also  to  a  limited  extent  in  telegraphy, 
a  zinc-carbon  cell  is  employed,  invented  by  Iieclanch^,  in 
which  the  eieiting  liquid  is  not  dilute  acid,  hut  a  solution 
of  ealamraoniac.  lu  this  the  zinc  dissolves,  forming  a 
double  chloride  of  zinc  and  ammonia,  while  ammonia  gas 
and  hydrc^en  are  liberated  at  the  cai'bon  pole.  The  de- 
polarizer is  the  bluck  binoiide  of  mauganese,  fragments  of 
which,  mixed  with  powdered  carbon,  are  held  up  to  the 
carbon  kathode  either  hy  packing  them  t(^ether  inside  a 
porous  pot  or  by  being  attached  as  an  agglomerated  block. 
The  oxide  of  manganese  will  slowly  yield  up  oxygen  as 


Fig.  104. 

rtqnii'cd.  If  used  to  give  a  continuous  cutTcnt  for  many 
minutes  tt^ether,  the  power  of  this  cell  falls  off  owing  to 
the  accumulation  of  the  hydrogen  bubbles  ,  but  if  leJt  to 
itaelf  for  a  time  the  cell  recovers  itself,  llie  bmoxide 
gradually  destroying  the  polarization.  A'  the  cell  is  in 
other  respects  perfectly  constant,  and  does  not  require 
renewing  for  months  or  years,  it  is  well  adapted  for 
domestic  purposes.  It  has  the  advantage  of  not  containing 
corrosive  acids.  Millions  of  these  celb  are  in  use  on 
"  open-circQit "  service — thai  is  to  say,  for  those  cases  in 
which  the  current  is  only  required  for  &  (»:■*.  w\QT\vev.\a 
at  u   time,   and   the   circuit   usuaWy   \Ktt   u^en.      "Viusk 
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Leclanclie  cells  are  shown  joined  in  series,  in  Fig.  104. 
Walker  used  sulphui'  in  place  of   oxide   of   manganese. 
Niaudet  employed  bleaching  powder  (so-called  chloride  of 
lime)  as  depolarizer,  it  being  rich  in  chlorine  and  oxygen. 
Common  salt  may  be  used  instead  of  salammoniac. 

Modifications  of  the  Leclanche  cell  in  which  the 
excitant  cannot  be  spilled  are  used  for  portability.  I'he 
space  inside  the  cell  is  filled  up  with  a  spongy  or  gelatinous 
mass,  or  even  with  plaster  of  Paris,  in  the  pores  of  which 
the  salammoniac  solution  remains.  They  are  known  as 
dry  cells, 

186.  Lalande's  Cell. — This  cell  belongs  to  Class  II.j, 
having  as  depolarizer  oxide  of  copper  mechanically  attached 
to  a  kathode  of  copper  or  iron.  The  anode  is  zinc,  and 
the  exciting  liquid  is  a  30  per  cent  solution  of  caustic 
potash  into  which  the  zinc  dissolves  (forming  zincate  of 
potash),  whilst  metallic  copper  is  reduced  in  a  granular 
state  at  the  kathode.  It  has  only  0*8  to  09  volts  of 
E.M.F.,  but  is  capable  of  yielding  a  large  and  constant 
current. 

186.  De  la  Rue's  Battery. — De  la  Rue  constructed 
a  constant  cell  belonging  to  Class  III.,  in  which  zinc  and 
silver  are  the  two  metals,  the  zinc  being  immersed  in 
chloride  of  zinc,  and  the  silver  embedded  in  a  stick  of 
fused  chloride  of  silver.  As  the  zinc  dissolves  away, 
metallic  silver  is  deposited  upon  the  kathode,  just  as  the 
copper  is  in  the  Daniell's  cell.  De  la  Rue  constructed 
an  enormous  battery  of  over  11,000  little  cells.  The 
difference  of  potential  between  the  first  zinc  and  last 
silver  of  this  battery  was  over  11,000  volts,  yet  even 
so  no  spark  would  jump  from  the  +  to  the  —  pole  until 
they  were  brought  to  within  less  than  a  quarter  of  an 
inch  of  one  another.  With  8040  cells  the  length  of 
spark  was  only  0'08  of  an  inch,  or  0*2  cm. 

187.  Gravity  Cells. — Instead  of  employing  a  porous 
cell  to  keep  the  two  liquids  separate,  it  is  possible,  where 

one  of  the  ]iquida  is  lieavier  than  the  other,  to  arrange 
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that  the  heavier  liqiiiil  shall  form  a  stratum  at  tlie  l>ottom 
of  the  cell,  the  lighter  Hoattng  upon  it.  Such  ftrrange- 
mp&ts  are  called  gravity  cells/  but  the  Beparation  ib  never 
perfect,  the  heavy  liquid  slowly  diffusing  upwardu, 
Daniell'a  cells  arranged  as  gravity  cells  have  Ijeen 
contrived  by  Meidinger,  Minotto,  Callaud,  and  Iiord 
Kelvin.  In  Siemens'  modification  paper-pulp  is  used 
to  separate  the  two  liquids.  The  "Sawdust  Battery" 
of  Kelvin  is  a  DanielVs  bittery,  having  the  cells  filled 
with  sawdust,  to  prevent  spill iug  and  make  them 
portable. 

188.  Clark's  Standard  Oell—A  standard  cell  whose 
EMF  IS  e\en  more  lonslant  than  that  of  the  Daniell 
was  suggested  bj  Latimer 
Clark.  This  cell,  which  is 
now  adopted  as  the  ini*r 
national  standard  cell,  con 
aista  of  an  anode  of  pure 
zinc  in  a  concentrated  soUi 
tion  of  zmc  sulphate,  whdPt 
the  kathode  is  of  pure  nier 
cury  in  contact  with  a,  paate 
of  mercuroua  sulphate  Pre 
cise  instructions  for  settin,^ 
up  Clark  cells  are  guen 
in  Appendix  B  at  the  en  I  /.;,,  „^„  „  ^ 
of    this    book        Fig     105  p.g  105 

shows     m    aetual    si^,    the 
form   of  the  Clark  cell        Its  E.M  F    1,   1  434   ■ 

15°  C 

Weston  uses  a  cadmium  anode  unraeraed  m  sulphate 
of  cadmium  and  findi  the  cell  so  modilied  to  give  1-025 
volts  at  all  ordinary  temperatures. 

Von  Helmholtz  has  used  mercurons  chloride  (caloniel) 
and  chloride  of  zinc,  in  place  of  sulphates,  in  a  standard 
cell  Oarhart  find?  its  EMF  (a  little  over  1  voltl  to 
Tary  with  the  dilution  of  the  chloride  ol  ire<i 
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189.  Statistics  of  Cells. — The  following  table 
gives  the  electromotive -forces  of  the  various  batteries 
enumerated  : — 


Name. 


CUtssI. 

Volta     (Wollaston, 

etc.). 
Smee 

Law 

Class  IT. 

Pc^gendorff    (Gre- 
net,  Fuller,  etx;.). 
Grove 
Bunsen  . 
Leclanche 
Lalande  . 
Upward  . 
Fitch 

Papst 
Obach  (dry) 


aass  III. 

Daniell  (Meidinger, 

Minottu,  etc.). 
De  la  Rue 
Marie  Davy    . 
Clark  (Standard) 
Weston   . 
Von  HelmhoUz 

aass  IV. 

Accumulators. 
(Plante,  Faure,  »^tc.) 


Anode. 


Zinc 
Zinc 
Zinc 

Zinc 

Zinc 
Zinc 
Zinc 
Zinc 
Zinc 
Zinc 

Iron 
Zinc 


Zinc 

Zinc 
Zinc 
Zinc 
Cadmium 
Zinc 


Lead 


Excitant. 


(Solution  oQ 
H2SO4 

H2SO4 

H2SO4 

H2SO4 

H2SO4 
H2SO4 
NH4CI 
KHO 
ZnCl.> 
NH4CI 

Fe2Cl6 

NH4CI 

in  CaS04 

ZnS04 

ZnCL) 
ZnS04 
ZnS04 
CdS04 

ZnCla 


n.2S02 


Dejwlarizer. 


Kathode. 


none 
none 
none 

K2Cr207 

HNO3 

HNO3 

Mn02 

CuO 

CI 

KaOs+Na 

CIO3 

Fe2Clfi 

MnOa 


CUSO4 
AgCl 

Hg2S04 
Hg2S04 
Hg2S04 

HgaClg 


Copper 

Platinized 

Silver 

Carbon 


Carbon 


Platinum 

1-9 

Carbon 

1-9 

Carbon 

1-4 

Carbon 

0-8 

Carbon 

2-0 

Carbon 

1-1 

Carbon 

0-4 

Carbon 

1-46 

Pb0.i 


Copper 

Silver 

Carbon 

Mercury 

Mercury 

Mercury 


Lead 


Approxi- 
mate 
Volts. 


1-0  to  0-5 
1-0  to  0-5 
10  to  0-5 

2-1 


1-07 


•42 

'4 

-434 

■025 

0 


2-ltol'85 


190.  Strength  of  Ourrent. — The  student  must  not 
mistake  the  figures  given  in  the  above  table  for  the 
strength  of  current  which  the  various  batteries  will 
yield  ;  the  current  depends,  as  was  said  in  Lesson  XIII., 
on  the  internal  resistance  of  the  cells  and  on  that  of  their 
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circuit,  as  well  as  on  their  E.M.F.  The  E.M.F.  of  a  cell 
is  independent  of  its  size,  and  is  determined  solely  by  the 
materials  chosen  and  their  condition.  The  resistance 
depends  on  the  size  of  the  cell,  the  conducting  qualities 
of  the  liquid,  the  thickness  of  the  liquid  which  the 
current  must  traverse,  etc. 

Tlie  definition  of  the  strength  of  a  current  is  as 
follows  •  The  strength  of  a  current  is  the  quantity  of  electricity 
which  flows  past  any  point  of  the  circuit  in  one  second* 
Suppose  that  at  the  end  of  10  seconds  25  coulombs  of 
electricity  have  passed  through  a  circuit,  then  the  average 
current  during  that  time  has  been  2  J  coulombs  per  second^ 
or  2j  amperes.  The  usual  strength  of  currents  used  in 
telegraphing  over  main  lines  is  only  from  five  to  ten 
thousandths  of  an  ampere. 

If  in  t  seconds  a  quantity  of  electricity  Q  has  flowed 
through  the  circuit,  then  the  current  C  during  that  time 
is  represented  by  the  equation 

This  should  be  compared  with  Art.  162. 

The  laws  which  determine  the  strength  or  quantity  of 
a  current  in  a  circuit  were  first  enunciated  by  Dr.  (i.  S. 
Ohm,  who  stated  them  in  the  following  law  : — 

191.  Ohm's  La'W. — Tlie  current  varies  directly  as  the 
electromotive -f or cty  and  inversely  as  the  resistance  of  the 
circuit;    or,  in   other  words,   anything    that,  makes  the 

*  Tlie  tenns  "strength  of  current,"  "intensity  of  current,"  are  old- 
fashioned,  and  mean  no  more  than  "  current  "  means — that  is  to  say,  the 
number  of  amperes  that  are  flowing.  The  tenns  "  strong,"  "great,"  and 
"  intense,"  as  applied  to  currents,  mean  precisely  the  same  thing.  Formerly, 
before  Ohm's  Law  was  properly  understood,  electricians  used  to  talk  about 
'*  quantity  currents  "  and  "  intensity  currents,"  meaning  by  the  former  term 
a  current  flowing  through  a  circuit  in  which  there  is  very  small  resistance 
inside  the  battery  or  out ;  and  by  the  latter  expression  they  designated  a 
current  due  to  a  high  electromotive-force.  The  terms  were  coav«tv\evi!<i^\i>3\. 
should  be  avoided  as  misleading. 
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E.M.F.  of  the  cell  greater  will  increase  the  current,  while 
anything  that  increases  the  resistance  (either  the  internal 
resistance  in  the  cells  themselves  or  the  resistance  of  the 
external  wires  of  the  circuit)  will  diminish  the  current. 
In  symbols  this  becomes 

where  E  is  the  number  of  voltSj  R  the  number  of  ohms 
of  the  circuit,  and  C  the  number  of  amperes  of  current. 

Example. — To  find  the  ciirrent  that  can  be  sent  through  a 
resistance  of  5  ohms  by  an  E.  M.  F.  of  20  volts.  20-f-5  =  4 
amperes. 

(See  further  concerning  Ohm's  Law  in  Lesson  XXXIII.) 
Ohm's  Law  says  nothing  about  the  energy  or  power 
conveyed  by  a  current.  The  power  of  a  current  is 
proportional  both  to  the  current  and  to  the  electro- 
molive-force  which  drives  it  (see  Art.  435). 

192.  Resistance  and  Grouping  of  Cells. — The 
internal  resistances  of  the  cells  we  have  named  differ  very 
greatly,  and  differ  with  their  size.  Roughly  speaking,  we 
may  say  that  the  resistance  in  a  Daniell's  cell  is  about  five 
times  that  in  a  Grove's  cell  of  equal  size.  The  Grove's 
cell  has  indeed  both  a  higher  E.M.F.  and  less  internal 
resistance.  It  would  in  fact  send  a  current  about  ei<dit 
times  as  strong  as  the  Daniell's  cell  of  equal  size  through 
a  short  stout  wire. 

We  may  then  increase  the  strength  of  a  battery  in 
two  ways : — 

(1)  By  increasing  its  RM.F. 

(2)  By  diminishing  its  internal  resistance. 

The  electromotive-force  of  a  cell  being  determined  by 
the  materials  of  which  it  is  made,  the  only  way  to  in- 
crease the  total  E.M.F.  of  a  battery  of  given  materials  is 
to  increase  the  number  of  cells  joined  "  in  series."     It  is 


CHAP.  Ill  RESISTANCE  OF  CET.LS  177 

frequent  in  the  telHgraph  service  to  link  thus  together 
two  or  three  hundred  of  llie  tiat  DanieU'H  cells  ;  and  they 
are  usually  made  up  in  troiigli-like  boxes,  containing  ii 
Beries  of  10  cells,  as  shown  in  Fig.  106. 

To  diminish  the  internal  resistance  of  a  cell  the  follow- 
ing expedients  may  be  resorted  to  : — 

(1)  The  plates  m:ty  he  brought  nearer  together,  so 
that  the  current  shall  not  have  to  traverse  so  thick  a 
etratiim  of  liquid. 

(2)  The  size   of  the   plates  may  he  inci'eased,  as   this 


affords  tlie  current,  as  it  wei-c,  a  greater  number  of  possible 
jjaths  through  the  stratum  of  liquid. 

(3)  The  zincs  of  several  cells  may  be  joined  tt^ther, 
to  fonii,  as  it  were,  one  large  zinc  plate,  the  coppers  being 
also  joined  to  form  one  large  copper  plate.  Suppose  four 
similar  celts  thus  joined  "  in  puiullel,"  the  curJeiit  has 
four  times  the  available  nuiiibur  of  paths  by  which  it 
can  traverse  the  liquid  from  j^inc  to  copper ;  hence  the 
internal  resiatunce  of  the  whole  will  be  only  J  of  that  of 
a  single  cell.  But  the  E.M.F.  of  them  will  be  no  greater 
thus  than  that  of  one  cell. 

It  is  most  important  for  the  student  to  remember  that 
the  current  is  also  affected  liy  the  resistancea  oC  tlve  \\S.\v% 
of  the  external  circuit;  and   if  tl>e  eiXerna\  teaw.Va.-n.t'i'vwi 
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already  great,  as  in  telegrapliiiig  tlirougli  a  long  line,  it 
is  little  use  to  diminisli  the  internal  resistance  if  this  is 
already  much  smaller  than  the  resistance  of  the  line  wire. 
It  is,  on  the  contrary,  advantageous  to  increase  the  num- 
ber of  cells  in  series,  though  every  cell  adds  a  little  to  the 
total  resistance. 

Example. — If  the  line  has  a  resistance  of  1000  ohvis,  and  five 
cells  are  used  each  of  which  has  an  E.M.F.  of  1*1  volt 
and  an  internal  resistance  of  3  ohins,  by  Ohm's  Law 
the  cun-ent  will  be  5*5  -f- 1015  ;  or  0*0054  ampere.  If 
now  eight  cells  are  used,  though  the  total  resistance  is 
thereby  increased  from  1015  to  1040  ohms^  yet  the 
E.  M.F.  is  increased  from  5*5  to  8*8  volts,  and  the 
current  to  0  '0085  ampere. 

The  E.M.F.  of  the  single-fluid  cells  of  Volta  and  Smee 
is  marked  in  the  table  as  doubtful,  for  the  opposing 
E.M.F.  of  polarization  sets  in  almost  before  the  true  E.M.F. 
of  the  cell  can  be  measured.  The  different  values  assigned 
to  other  cells  are  accounted  for  by  the  different  degrees  of 
concentration  of  the  liquids.  Thus  in  the  Daniell's  cells 
used  in  telegraphy,  water  only  is  supplied  at  first  in 
the  cells  containiing  the  zincs  ;  and  the  E.M.F.  of  these 
is  less  than  if  acid  or  sulphate  of  zinc  were  added 
to  the  water. 

193.  Other  Batteries. — Numerous  other  forms  of 
battery  have  been  suggested  by  different  electricians. 
There  are  three,  of  theoretical  interest  only,  in  which,  in- 
stead of  using  two  metals  in  one  liquid  which  attacks  them 
unequally,  two  liquids  are  used  having  unequal  chemiwil 
action  on  the  metal.  In  these  there  is  no  contact  of  dis- 
similar metals.  The  fir^t  of  these  was  invented  by  the 
Enipjror  Napoleon  III.  Both  plates  were  of  copper 
dipping  respectively  into  solutions  of  dilute  sulphuric  acid 
anil  of  cyanide  of  potassium,  separated  by  a  porous  cell 
The  second  of  these  combinations,  due  to  Wohler,  employs 
plates  of  aluminium  only,  dipping  respectively  into  strong 
nitric  acid  iind  a  solution  of  caustic  soda.     In  the  third, 
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invented  by  Dr.  Fleming,  the  two  liquids  do  not  even 
touch  one  another,  being  joined  together  by  a  second 
metal.  In  this  case  the  liquids  chosen  are  sodium  per- 
sulphide  and  nitric  acid,  and  the  two  metals  copper  aiid 
lead.  A  similar  battery  might  be  made  with  copper  and 
zinc,  using  solutions  of  ordinary  sodium  sulphide,  and 
dilute  sulphuric  acid  in  alternate  cells,  a  bent  zinc  plate 
dipping  into  the  first  and  second  cells,  a  bent  copper  plate 
dipping  into  second  and  third,  and  so  on  ;  for  the  electro- 
motive-force of  a  copper-sodium-sulphide-zinc  combina- 
tion is  in  the  reverse  direction  to  that  of  a  copper-sulphuric- 
acid-zinc  combination. 

Upward  proposed  a  chlorine  battery,  having  slabs  of 
zinc  immersed  in  chloride  of  zinc  and  kathodes  of  carbon 
surrounded  by  crushed  carbon  in  a  porous  pot,  gaseous 
chlorine  being  pumped  into  the  cells,  and  dissolving  into 
the  liquids  to  act  as  a  depolarizer.  It  has  an  E.M.F.  of 
2  volts. 

Bennett  described  a  cheap  and  most  efficient  battery, 
in  which  old  meat-canisters  packed  with  iron  filings 
answer  for  the  positive  element,  and  serve  to  contain 
the  exciting  liquid,  a  strong  solution  of  caustic  soda. 
Scrap  zinc  thrown  into  mercury  in  a  shallow  inner  cup 
of  porcelain  forms  the  anode. 

Mari6  Davy  employed  a  cell  in  which  the  zinc  dipped 
into  sulphate  of  zinc,  while  a  carbon  plate  dipped  into  a 
pasty  solution  of  mercurous  sulphate.  When  the  cell  is 
in  action  mercury  is  deposited  on  the  surface  of  the  car- 
bon, so  that  the  cell  is  virtually  a  zinc-mercury  cell.  It 
was  largely  used  for  telegraphy  in  France  before  the 
introduction  of  the  Leclanch^  cell. 

Obach's  dry  cell  has  an  outer  cylinder  of  zinc  which 
serves  as  a  case,  lined  with  plaster  of  Paris  soaked  in 
salammoniac  ;  with  a  central  carbon  kathode  surrounded 
with  binoxide  of  manganese  mixed  with  graphite. 

The  Fitch  cell,  used  in  the  United  S\;aX,^a,  \"&  ^  taw^^- 
carbon    cell  with  an  excitant  composed  o^   saX^\i\vAavv\aa 
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solution  to  which  the  chlorates  of  potash  and  soda  have 
been  added. 

Papst  used  an  iron-carbon  cell  with  ferric  chloride 
solution  as  excitant.  The  iron  dissolves  and  chlorine  is 
at  first  evolved,  but  without  polarization ;  the  liquid 
i-egenerating  itself  by  absorbing  moisture  from  the  air. 
It  is  very  constant  but  of  low  E.M.F. 

Jablochkoff  described  a  battery  in  which  plates  of 
carbon  and  iron  are  placed  in  fused  nitre  ;  the  carbon  is 
here  the  electropositive  element,  being  rapidly  consumed 
in  the  liquid. 

Plant^'s  and  Faure's  Secondary  Batteries^  and  Grove's 
Gros  Battery^  are  described  in  Arts.  492,  493. 

The  so-called  Dry  Pile  of  Zamboni  deserves  notice. 
It  consists  of  a  number  of  paper  disks,  coated  with  zinc- 
foil  on  one  side  and  with  binoxide  of  manganese  on  the 
other,  piled  upon  one  another,  to  the  number  of  some 
thousands,  in  a  glass  tube.  Its  internal  resistance  is 
enormous,  as  the  internal  conductor  is  the  moisture  of 
the  paper,  and  this  is  slight ;  but  its  electromotive-force 
is  very  great,  and  a  good  dry  pile  will  yield  sparks.. 
Many  years  may  elapse  before  the  zinc  is  completely 
oxidized  or  the  manganese  exhausted.  In  the  Clarendon 
Laboratory  at  Oxford  there  is  a  dry  pile,  the  poles  of 
which  are  two  metal  bells  :  between  them  is  hung  a  small 
brass  ball,  which,  by  oscillating  to  and  fro,  slowly  dis- 
charges the  electrification.  It  has  now  been  continuously 
ringing  the  bells  for  more  than  fifty  years. 

194.  Effect  of  Heat  on  Cells. — If  a  cell  be 
warmed  it  yields  a  stronger  current  than  when  cold. 
This  is  chiefly  due  to  the  fact  that  the  liquids  conduct 
better  when  warm,  the  internal  resistance  being  thereby 
reduced.  A  slight  change  is  also  observed  in  the  E.M.F. 
on  heating  ;  thus  the  E.M.F.  of  a  Daniell's  cell  is  about 
l|  per  cent  higher  when  warmed  to  the  temperature  of 
boiling  water,  while  that  of  a  bichromate  battery  falls  off 
nearly  2  per  cent  under  similar  circumstances.     In  the 
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Clark  standard  cell  tlie  E.M.F.  decreases  slightly  with 
temperature,  the  coethcient  being  0*00077  per  degree 
centigrade.  Its  E.M.F.  at  any  temperature  6  may  be 
calculated  by  the  Ibrniula, 

E.M.F.  =  1-434  [1-0*00077(^-15)]  volt. 


Lesson  XVI. — Magnetic  Actions  of  the  Current 

106.  Oersted's  Discovery.  —  A  connexion  of 
some  kind  between  magnetism  and  electricity  had  long 
been  suspected.  Lightning  had  been  known  to  magnetize 
knives  and  other  objects  of  steel ;  but  almost  all  attempts 
to  imitate  these  effects  by  powerful  charges  of  electricity, 
or  by  sending  currents  of  electricity  through  steel  bars, 
had  failed.*  About  1802  Romagnosi,  of  Trente,  vaguely 
observed  that  a  voltaic  pile  affects  a  compass-needle.  The 
true  connexion  between  magnetism  and  electricity  re- 
mained, however,  to  be  discovered. 

In  1819,  Oersted,  of  Copenhagen,  showed  that  a  mag- 
net tends  to  set  itself  at  right  angles  to  a  wire  carrying  an 
electric  current.  He  also  found  that  the  way  in  which 
the  needle  turns,  whether  to  the  right  or  the  left  of  its 
usual  position,  depends  upon  the  position  of  the  wire  that 
carries  the  current — whether  it  is  above  or  below  the 
needle, — and  on  the  direction  in  which  the  current  flows 
through  the  wire. 

196.  Oersted's  Experiment. — Very  simple  appa- 
ratus suffices  to  repeat  the  fundamental  experiment.  Let 
a  magnetic  needle  be  suspended  on  a  pointed  pivot,  as 
in  Fig.  107.     Above  it,  and  parallel  to  it,  is  held  a  stout 

*  Down  to  this  point  in  these  lessons  there  has  been  no  connexion 
between  magnetism  and  electricity,  though  something  lias  been  said  about 
each.    The  student  who  cannot  remember  whether  a  charge  of  electricity 
does  or  does  not  affect  a  magnet,  should  turn  back  to  n«\v«l\,  vjaa  *a\^  va, 
Art.  99. 
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copper  wire,  one  end  of  which  is  joined  to  one  pole  of  a 
battery  of  one  or  two  cells.  The  other  end  of  the  wire 
is  then  brought  into  contact  with  the  other  pole  of  the 
battery.  As  soon  as  the  circuit  is  completed  the  current 
flows  through  the  wire  and  the  needle  turns  briskly  aside. 
If  the  current  be  flowing  along  the  wire  above  the  needle 
in  the  direction  from  north  to  south,  it  will  cause  the 


Fig.  107. 


N-seeking  end  of  the  needle  to  turn  eastwards  ;  if  the 
current  flows  from  south  to  north  in  the  wire  the  N-seek- 
ing end  of  the  needle  will  be  deflected  westwards.  If  the 
wire  is,  however,  below  the  needle,  the  motions  will  be 
reversed,  and  a  current  flowing  from  north  to  south  will 
cause  the  N-seeking  pole  to  turn  westwards. 

197.  Ampere's  Rule. — To  keep  these  movements 
in  memory,  Ampere  suggested  the  following  fanciful  but 
useful  rule.  Suppose  a  man  sioimming  in  the  wire  with 
the  cun'enty  and  that  he  turns  so  as  to  face  the  needle,  then 
the  N-seeking  pole  of  the  needle  will  be  deflected  towards  his 
left  hand.  In  other  words,  the  deflexion  of  the  N-seek- 
ing pole  of  a  magnetic  needle,  as  viewed  from  the  con- 
ductor, is  towards  the  left  of  the  current. 

For  certain  particular  cases  in  which  a  fixed  magnet 
j>oie  acts  on  a  movable  circuit,  the  following  converse  to^ 
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Fig.  108. 


Ampbre^s  Rule  will  be  found  convenient.  Suppose  a  man 
swimming  in  the  wire  with  the  current,  and  that  he  turns 
80  as  to  look  along  the  direction  of  the  lines  of  force  of 
the  pole  {i.e.  as  the  lines  of  force  run,  from  the  pole  if  it 
be  N-seeking,  towards  the  pole  if  it  be  S-seeking),  then  he 
and  the  conducting  wire  with  him  will  be  urged  toward 
his  left. 

198.  Corkscrew  Rule. — More  convenient  is  the 
following  rule  suggested  by  Maxwell.  The  direction  of 
the  current  and  that  of  the  resultiwj  magnetic  force  are 
relcUed  to  one  ariother,  as  are  the  rotation 
and  the  forward  travel  of  an  ordinary  (right- 
banded)  corkscrew.  In  Fig.  108,  if  the 
circle  represents  the  circulation  of  current, 
the  arrow  gives  the  direction  of  the  result- 
ing magnetic  force.  One  advantage  of 
this  rule  is,  that  it  is  equally  applicable 
in  the  other  case.  If  the  arrow  represents  the  direction 
of  the  current  along  a  straight  wire,  the  circle  will 
represent  the  direction  of  the  resulting  magnetic  force 
around  it. 

199.  GaJvanoscope.  —  A    little    consideration  will 
sbow  that  if  a  current  be  carried  hehw  a  needle  in  one 

direction,  and  then  back  in  the  opposite 
direction  above  the  needle,  by  bending 
the  wire  round,  as  in  Fig.  109,  the 
forces  exerted  on  the  needle  by  both 
portions  of  the  current  will  be  in  the 
same  direction.  For  let  a  be  the 
N-seeking,  and  h  the  S-seeking,  pole 
of  the  suspended  needle,  then  the 
tendency  of  the  current  in  the  lower 
part  of  the  wire  will  be  to  turn  the 
needle  so  that  a  comes  towards  the  observer,  while  h 
retreats  ;  while  the  current  flowing  above,  which  also 
deflects  the  N-seeking  pole  to  its  left,  will  equally  urge 
a  towards  the  observer,  and   6  from  \m\\.    T\ie.  \\^^<5!\«a. 


U^ 


Fig.  109. 
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will  not  stand  out  completely  at  right  angles  to  the 
direction  of  the  wire  conductor,  but  will  take  an  oblique 
position.  The  directive  forces  of  the  earth's  magnetism 
are  tending  to  make  the  needle  point  north-and-south. 
The  electric  current  is  acting  on  the  needle,  tending 
to  make  it  set  itself  west -and -east.  The  resultant 
force  will  be  in  an  oblique  direction  between  these, 
and  will  depend  upon  the  relative  strength  of  the  two 
conflicting  forces.  If  the  current  is  very  strong  the 
needle  will  turn  widely  round  ;  but  could  only  turn  com- 
pletely to  a  right  angle  if  the  current  were  infinitely 
strong.  If,  however,  the  current  is  feeble  in  comparison 
with  the  directive  magnetic  force,  the  needle  will  turn 
very  little. 

This  arrangement  will,  therefore,  serve  roughly  as  a 
Galvanosoope  or  indicator  of  currents  ;  for  the  move- 
ment of  the  needle  shows  the  direction  of  the  current, 
and  indicates  whether  it  is  a  strong  or  a  weak  one. 
This  apparatus  is  too  rough  to  detect  very  delicate  cur- 
rents. To  obtain  a  more  sensitive  instrument  there  are 
two  possible  couroes :  (i.)  increase  the  effective  action 
of  the  current  by  carrying  the  wire  more  than  once 
round  the  needle  ;  (ii.)  decrease  the  opposing  directive 
force  of  the  earth's  magnetism  by  some  compensating 
contrivance. 

200.  Schweigger's  Multiplier. — The  first  of  the 
above  suggestions  was  carried  out  by  Schweigger,  who 
constructed  a  multiplier  of  many  turns  of  wire.  A  suit- 
able frame  of  wood,  brass,  or  ebonite,  is  prepared  to 
receive  the  wire,  which  must  be  "  insulated,''  or  covered 
with  silk,  or  cotton,  or  guttapercha,  to  prevent  the 
separate  turns  of  the  coil  from  coming  into  contact  with 
each  other.  Within  this  frame,  which  may  be  circular, 
elliptical,  or  more  usually  rectangular,  as  in  Fig.  110,  the 
needle  is  suspended,  the  frame  being  placed  so  that  the 
wires  lie  in  the  magnetic  meridian.  The  greater  the 
number  of  turns  the  more  powerful  will  be  the  magnetic 
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Fig.  110. 


deflexion  produced  by  the  passage  of  equal  quantities  of 
current.  But  if  the  wire  is  thin,  or  the  number  of  turns 
of  wire  numerous,  the 
resistance  thereby  offered 
to  the  flow  of  electricity 
may  very  greatly  reduce 
the  strength  of  the  current. 
The  student  will  grasp  the 
importance  of  this  observa- 
tion when  he  has  read  the 
chapter  on  Ohm's  Law. 
Gumming,  of  Cambridge, 
appears  to  have  been  the 
first  to  use  a  coil  surround- 
ing a  pivoted  needle  to 
measure  the  current.  To  him  we  owe  the  term  Gal- 
vanometer. 

201.  Astatic  Combinations. — The  directive  force 
exercised  by  the  earth's  magnetism  on  a  magnetic  needle 
may  be  reduced  or  obviated  by  one  of  two  methods  : — 

(a)  [Haiiy's  Method].  By  employing  a  compensating 
magnet  An  ordinary  long  bar  magnet  laid  in  the  mag- 
netic meridian,  but  with  its  N-seeking  pole  directed 
towards  the  nortli,  will,  if  placed  liorizontally  above  or 
below  a  suspended  magnetic  needle,  tend  to  make  the 
needle  set  itself  with  its  S-seeking  pole  northwards.  If 
near  the  needle  it  may  overpower  the  directive  force  of 
the  earth,  and  cause  the  needle  to  reverse  its  usual  posi- 
tion. If  it  is  far  away,  all  it  can  do  is  to  lessen  the 
directive  force  of  the  earth.  At  a  certain  distance  the 
magnet  will  just  compensate  this  force,  and  the  needle 
will  be  neutral.  This  arrangement  for  reducing  the 
earth's  directive  force  is  applied  in  the  reflecting  galvano- 
meter shown  in  Fig.  122,  in  which  the  magnet  at  the 
top,  curved  in  form  and  capable  of  adjustment  to  any 
height,  affords  a  means  of  adjusting  the  instrument  to  tlvo. 
desii-ed  degree  of  sensitiveness  by  raiaiu^  ot  Yov^^xSiis^^X*, 
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ever,    difficult  in   practi 


(6)  [Nobili's  Method].  By  iiaiitg  an  astatic  pair  of  . 
magnetic  needles.  If  two  magnetized  ntedlea  of  equal 
strength  and  size  are  bound  together  by  a  light  wire  of 
briiss,  or  aluminium,  in 
reversed  positions,  as  shown 
in  Fig  III,  the  force  urging 
one  to  aet  itself  in  the  mag- 
netic jneridian  is  exactly 
counterbalanced  by  the  force 
that  acts  on  the  other.  Con- 
sequently this  pair  of  needles 
will  remain  in  any  position 
in  which  it  is  set,  and  is 
independent  of  the  earth's 
magnetism.  Such  a.  com- 
astatio  pair.  It  ia,  how- 
to  obtain  a  perfectly  astatic 
not  easy  to  magnetize  two  needles  exactly 
to  eqnal  strength,  nor  is  it  easy  to  fix 
them  perfectly  parallel  to  one  another. 
Such  an  astatic  pair  is,  however,  readily 
deflected  by  a  current  flowing  in  a  wire 
coiled  around  one  of  the  needles  ;  for, 
as  shown  in  Fig.  112,  the  current 
which  flows  above  one  needle  and 
below  the  other  will  urge  both  in  the 

same  direction,  because  they  are  already  

in  reversed  positions.      It  ia  even  pos-  pj„  j,d 

sible  to  go  further,  and  to  carry  the 
wire  round  both  needles,  winding  the  coil  around  the 
upper  in  the  opposite  sense  to  that  in  which  the  coil  is 
wound  round  the  lower  needle.  Several  other  astatic 
combinations  are  possible.  For  example,  two  needles 
may  be  set  vertically,  with  similar  poles  upward,  at  the 
ends  of  a  pivoted  horizontal  strip  of  wood  or  brass. 

Nobili  applied  the  astatic  arrangement  of  needles  to 
the  multiplying  coils  of  Schweigger,  and  thus  constructed 
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a  very  sensitive  instrument,  the  Astatic  Galvanometer^ 
shown  in  Fig.  119.  The  special  forms  of  galvanometer 
adapted  for  the  measurement  of  currents  are.  described 
in  the  next  lesson. 

202.  Magrnetic  Field  due  to  Current :  Magnetic 
"Whirls. — Arago^ found  tliat  if  a  current  be  passed 
through  a  piece  of  copper  wire  it  becomes  capable  of 
attracting  iron  filings  to  it  so  long  as  the  current  flows. 
These  filings  set  themselves  at  right  angles  to  the  wire, 
and  cling  around  it,  but  drop  off  when  the  circuit  is 
broken.  There  is,  then,  a  magnetic  "  field,"  around  the 
wire    which    carries    the            ..  m       a 

current;    and   it  is   im-     S^^ -\  . 

portant  to  know  how  the    j.  ^  /  \ 

lines   of    force    are    dis-    \    in     /  out 

tributed  in  this  field.  ^ /  \.   /^ 

Let  the  central  spot  in       t.-    ,,«  t--    m 

_.  ^     .  Fig.  113.  Fig.  114. 

Fig.  113  represent  an  im- 
aginary cross-section  of  the  wire,  and  let  us  suppose  the 
current  to  be  flowing  in  through  the  paper  at  that  point. 
Then  by  Ampere's  rule  a  magnet  needle  placed  below  will 
tend  to  set  itself  in  the  position  shown,  with  its  N  pole 
pointing  to  the  left*  The  current  will  urge  a  needle 
above  the  wire  into  the  reverse  position.  A  needle  on 
the  right  of  the  current  will  set  itself  at  right  angles  to 
the  current  (i.e.  in  the  plane  of  the  paper),  and  with  its 
N  pole  pointing  down,  while  the  N  pole  of  a  needle  on 
the  left  would  be  urged  up.  In  fact  the  tendency  would 
be  to  urge  the  N  pole  round  the  conductor  in  the  same 

*  If  the  student  has  any  difficulty  in  applying  Ampere's  rule  to  this 
case  and  the  others  which  succeed,  he  should  carefully  follow  out  the  fol- 
lowing mental  operation.  Consider  the  spot  marked  "in."  as  a  hole  in 
the  ground  into  which  the  current  is  flowing,  and  into  which  he  dives 
head -foremost.  While  in  the  hole  he  must  turn  round  so  as  to  face  each 
of  the  magnets  in  succession,  and  remember  that  in  each  case  the  X- 
seeking  pole  will  be  urged  to  his  left.  In  diagram  114  he  must  conceive 
himself  as  coming  up  out  of  the  hole  in  the  ground  Mvli^iYft  \i\v<i  cwxt«vi\,  \^ 
flowing  out. 
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way  as  the  hands  of  a  watch  move  ;  while  the  S  pole 
would  be  urged  in  the  opposite  cyclic  direction  to  that  ol 
the  hands  of  a  watch.  If  the  current  is  reversed,  and  is 
regarded  as  flowing  towards  the  reader,  i.e.  coming  up 
out  of  the  plane  of  the  paper,  as  in  the  diagram  of  Fig. 
114,  then  the  motions  would  be  just  in  the  reverse  sense. 
It  wohld  seem  from  this  as  if  a  N-seeking  pole  of  a 
magnet  ought  to  revolve  continuously  round  and  round  a 
current ;  but  as  we  cannot  obtain  a  magnet  with  one 
pole  only,  and  as  the  S-seeking  pole  is  urged  in  an  oppo- 
site direction,  all  that  occurs  is  that  the  needle  sets  itself 

as  a  tangent  to  a  circular  curve 
surrounding  the  conductor.  The 
field  surrounding  the  conductor 
consists  in  fact  of  a  sort  of  en- 
veloping magnetic  whirl  all  along 
it,  the  whirl  being  strong  near 
the  wire  and  weaker  farther  away. 
This  is  what  Oersted  meant  when 
he  described  the  electric  cui'rent 
Pig  215  as  acting  "  in  a  revolving  manner  " 

upon  the  magnetic  needle.  The 
field  of  force,  with  its  circular  lines  surrounding  a  current 
flowing  in  a  straight  conductor,  can  be  examined  experi* 
mentally  with  iron  filings  in  the  following  way  :  A  card 
is  placed  horizontally  and  a  stout  copper  wire  is  passed 
vertically  through  a  hole  in  it  (Fig.  115).  Iron  filings 
are  sifted  over  the  card  (as  described  in  Art.  1 1 9),  and  a 
strong  current  from  three  or  four  large  cells  is  passed 
through  the  wire.  On  tapping  the  card  gently  the  filings 
near  the  wire  set  themselves  in  concentric  circles  round  it. 
It  is  because  of  this  surrounding  field  that  two  con- 
ductors can  apparently  act  on  one  another  at  a  distance. 
If  both  currents  are  flowing  in  the  same  direction,  their 
magnetic  fields  tend  to  merge,  and  the  resulting  stress  in 
the  medium  tends  to  drag  them  together  with  an  appa- 
rent attraction.     If  the  currents  are  flowing  in  opposite 
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directions  the  stresses  in  the  ititetrening  magnetic  field 
tend  to  thrust  them  apart  (see  also  Art  389). 

It  ia  known  that  enei^y  has  to  he  spent  in  producing 
any  magnetic  field.  When  a  current  is  turned  un  in  a 
wire  the  magnetic  field  grutvs  aroand  the  wire,  some  of  tlie 
energy  of  the  hattery  being  used  during  the  growth  of 
the  current  for  that  purpose.  One  reason  why  electric 
currents  do  not  instantly  rise  to  their  final  value  is  be- 
cauHe  of  the  reactive  effect  of  this  Biirroiinding  magnetic 
field.  No  current  can  exist  without  this  surrounding 
magnetic  field.  Indeed  it  is  impossible  to  refute  the 
proposition  that  what  we  commonly  call  an  elect rii;  [ 
current    in    a    wire    really    ia    this    external    magnetic    J 

203,  Equivalent  Matrnetic  Shell :  Ampere's 
TheoTem. — For  many  purposes  the  following  way  of 
regarding  the  magnetic  action  of  electric  currents  is 
more  convenient  than  the  preceding.  Suppose  we  take 
a  battery  and  connect  its  lerminals  by  a  circuit  of  wire, 


and  that  a  portion  of  the  circuit  be  twisted,  as  in  Fig.  1 16, 
into  a  looped  curve,  it  will  be  found  that  the  entire  apace 
enclosed  by  the  loop  possesses  magnetic  piopcrties.  In. 
our  figure  the  current  ia  supposed  to\)c  ft.o-mm^'tiyiwA 
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the  loop,  as  viewed  from  above,  in  the  same  direction  as 
the  hands  of  a  clock  move  round  ;  an  imaginary  man 
swimming  round  the  circuit  and  always  facing  towards 
the  centre  would  have  his  left  side  down.  By  Ampere's 
rule,  then,  a  N  pole  would  be  urged  downwards  through 
the  loop,  while  a  S  pole  would  be  urged  upwards.  In 
fact  the  space  enclosed  by  the  loop  of  the  circuit  behaves 
like  a  Tnagnetic  shell  (see  Art  118),  having  its  upper  face 
of  S-seeking  magnetism,  and  its  lower  face  of  N-seeking 
magnetism.  It  can  be  shown  in  every  case  that  a  closed 
voltaic  circuit  is  equivalent  to  a  magnetic  shell  whose 
edges  coincide  in  position  with  the  circuity  the  shell  being 
of  such  a  strength  that  the  number  of  its  lines  of  force  is 
the  same  as  that  of  the  lines  of  force  due  to  the  current 
in  the  circuit.  The  circuit  acts  on  a  magnet  attracting 
or  repelling  it,  and  being  attracted  or  repelled  by  it,  just 
exactly  as  its  equivalent  magnetic  shell  would  do.  Also, 
the  circuit  itself,  when  placed  in  a  magnetic  field,  experi- 
ences the  same  force  as  its  equivalent  magnetic  shell 
would  do. 

204.  Max"weirs  Rule. — Professor  Clerk  Maxwell, 
who  developed  this  method  of  treating  the  subject,  has 
given  the  following  elegant  rule  for  determining  the 
mutual  action  of  a  circuit  and  a  magnet  placed  near  it. 
Every  portion  of  the  circuit  is  acted  upon  by  a  force 
urging  it  in  such  a  direction  as  to  make  it  enclose  within 
its  embrace  the  greatest  possible  number  of  lines  of  force. 
If  the  circuit  is  fixed  and  the  magnet  movable,  then  the 
force  acting  on  the  magnet  will  also  be  such  as  to  tend  to 
make  the  number  of  lines  of  force  that  pass  through  the 
circuit  a  maximum  (see  also  Art.  349). 

This  is  but  one  case  of  the  still  more  general  law 
governing  every  part  of  every  electromagnetic  system,  viz. : 
Every  electromagnetic  system  tends  so  to  change  the  con- 
figuration of  its  parts  as  to  make  the  flux  of  magiutic 
lines  through  the  exciti7ig  circuit  a  majcimum  (Art.  379). 

205,  T>e  la  Rive's  Floating  Battery. — The  pre- 
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ceding  remarks  may  lie  ilUistratei!  ex  jieri  men  tally  by  llie 
aid  of  a  little  floating  Lattery.  A  plate  of  zinc  and  one 
of  copper  (see  Fig.  117)  are  fixed  side  by  side  in  a  large 
cork,  and  connected  above  by  a  coil  of  several  windings  of 
covered  copper  wire.  Thia  is  floated  upon  a  dish  contain- 
ing dilute  sulphuric  acid.  If  one  pole  of  a,  bar  magnet  be 
held  towards  the  ring  it  will  be  attracted  or  repelled 
according  to  the  pole  employed.  The  floating  circuit  will 
BO  move  as  to  make  the  flux  of  magnetic  lilies  through  tlie 


If  the  S  pole  of  the  magnet  be  pre- 
sented to  that  face  of  the  rin;;  which  nets  as  a  S-seeking 
pole  (viz.  that  face  round  which  the  current  is  flowing  ill 
a  clockwise  direction),  it  will  repel  it.  If  the  pole  be 
thrust  right  into  the  ring,  and  then  held  still,  the  battery 
will  he  strongly  repelled,  will  draw  itself  off,  float  away, 
turn  round  so  as  to  present  toward  the  S  pole  of  the 
nii^^net  its  N-seeking  face,  wilt  then  be  attracted  UL'p,s.t\i 
will  thread  il^lf  on  to  the  uiagnet  up  to  \^e  vtuii^e,  \tv 
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which  position  as  many  magnetic  lines  of  force  as  possible 
cross  the  area  of  the  ring. 

It  can  be  shown  also  that  two  circuits  traversed  by- 
currents  attract  and  repel  one  another  just  as  two  magnetic 
shells  would  do. 

It  will  be  explained  in  Lesson  XXXI.  on  Electromagnets 
how  a  piece  of  iron  or  steel  can  be  magnetized  by  causing 
a  current  to  flow  in  a  spiral  wire  round  it 

206.  Strength  of  the  Current  in  Magnetic 
Measure. — When  a  current  thus  acts  on  a  magnet  pole 
near  it,  the  force  /  which  it  exerts  will  be  proportional  to 
the  strength  C  of  the  current,  and  proportional  also  to  the 
strength  m  of  the  magnet  pole,  and  to  the  length  I  of  the 
wire  employed  :  the  force  exerted  between  each  element 
of  the  circuit  and  the  pole  will  also  vary  inversely  as  the 
square  of  the  distance  r  between  them.  If  the  wire  is 
looped  into  a  circular  coil  with  the  magnet  pole  at  the 
centre,  so  that  each  portion  of  the  circuit  is  approximately 

at   the    same   distance    from    the   pole,  /  =  — ^   dynes. 

Suppose  the  wire  looped  up  into  a  circle  round  the  magnet 

2irC 

pole,  then  Z  =  27rr,  and  /= m  dynes.     Suppose  also 

that  the  circle  is  of  one  centimetre  radius,  and  that  the 
magnet  pole  is  of  strength  of  one  unit  (see  Art.  352), 
then   the    force    exerted    by   the   current   of   strength   C 

will  be  — —  X  1,  or  SttC  dynes.     In  order,  therefore,  that 

a  current  of  strength  C  should  exert  a  force  of  C  dynes  on 
the  unit  pole,  one  must  consider  the  current  as  travelling 

round  only  —  part  of  the  circle,  or  round  a  portion  of  the 

circumference  equal  in  length  to  the  radius. 

207.  Unit  of  Current. — A  current  is  said  to  have  a 
strength  of  one  "  absolute  "  unit  when  it  is  such  that  if 
one  centimetre  length  of  the  circuit  is  bent  into  an  arc  of 
one  centimetre  radius,  the  current  in  it  exerts  a  force  of 
one  d/ne  on  a  magnet-pole  of  unit  strength  placed  at  the 
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centre  of  the  arc.      The  practical  unit  of  "  one  ampere  "  is 
only    ^jf    of    this    theoretical    unit    (see    also 


:?P 


Art.  354). 

If  the  wire,  instead  of  being  looped  into  a 
coil,  is  straight  and  of  indefinite  length,  the 
force  which  the  current  in  it  exerts  upon  a 
pole  of  strength  m  placed   at  point   P   near 
it  will    be    found    to  vary   inversely  as    the 
simple  distance  (not  as  the  square),  and  the 
pole  will  tend  to  move  at  right  angles  both 
to  the  wire  and  to  the  line  OP.     In  Fig.  118 
the     descending    current    will    (according    to         ^ 
the  corkscrew  rule  above)  tend  to  drive  a  N  pole  at  P 
towards  the  spectator.      If  the  current  is  C  amperes  the 
force  (in  dynes)  on  the  pole  of  ?/i  units  will  (see  Art.  343)  be 

f=2mC/lOr. 


I 


\ 


Example. — Tlie  force  exerted  by  a  current  of  60  amperes  in  a 
long  straight  conductor  npon  a  pole  of  200  nnits  placed 
2  centimetres  away  from  it  will  he  1200  dynes,  or 
(dividing  hy  ^  =  981)  abont  1*22  grammes'  weight. 


Lesson  XVII. — Galvanometers 

208.  The  term  Galvanometer  is  applied  to  an 
instrument  for  measuring  the  strength  of  electric  currents 
by  means  of  their  electromagnetic  action.  There  are 
two  general  classes  of  Galvanometers  :  (1)  those  in  which 
the  current  flowing  in  a  fixed  coil  of  wire  causes  the 
deflexion  of  a  pivoted  or  suspended  magnetic  needle  ;  (2) 
those  in  which  the  current  flowing  in  a  movable  coil 
suspended  between  the  poles  of  a  fixed  magnet  causes  the 
coil  to  turn.  There  is  a  third  kind  of  instrument  (called 
for  distinction  electrodynamometcr^  see  Art.  394),  in  which 
both  the  moving  part  and  the  fixed  part  ax^  co\\^.  ^\\^'s.<i 
last  are  used  cbietty  for  alternating- curreula. 
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The  simple  arrangement  described  in  Art.  199  was 
termed  a  "  Galvanoscope,"  or  current  indicator,  but  it 
could  not  rightly  be  termed  a  *'  galvanometer  "  *  or  current 
measurer,  because  its  indications  were  only  qualitative,  not 
quantitative.  The  indications  of  the  needle  did  not  afford 
accurate  knowledge  as  to  the  exact  strength  of  current 
flowing  through  the  instrument.  A  good  galvanometer 
must  fulfil  the  essential  condition  that  its  readings  shall 
really  measure  the  strengtli  of  the  current  in  some  certain 
way.  It  should  also  be  sufficiently  sensitive  for  the 
currents  that  are  to  be  measured  to  affect  it.  The 
galvanometer  adapted  foi'  nieasuring  very  small  currents 
(say  a  current  of  only  one  or  two  millionth  parts  of  an 
ampere)  will  not  be  suitable  for  measuring  very  strong 
currents,  such  as  are  used  in  electric  lighting  or  electro- 
plating. Large  currents  need  thick  wires ;  and  a  coil  of  few 
turns  will  suffice.  If  very  small  currents  are  to  turn  the 
needle  they  must  circulate  hundreds  or  thousands  of  times 
around  it,  and  therefore  a  coil  of  many  turns  is  appropriate, 
and  the  wire  may  be  a  very  fine  one.  Moreover,  if  the 
.current  to  be  measured  has  already  passed  through  a 
circuit  of  great  resistance  (as,  for  example,  some  miles  of 
telegraph  wire),  a  galvanometer  whose  coil  is  a  short  one, 
consisting  only  of  a  few  turns  of  wire,  will  be  of  no  use, 
and  a  long- coil  galvanometer  must  be  employed  with 
many  hundreds  or  even  thousands  of  turns  of  insulated 
wire  round  the  needle.  The  reason  of  this  is  explained 
hereafter  (Art.  408).  Hence  it  will  be  seen  that  different 
styles  of  instrument  are  needed  for  different  kinds  of 
works ;  but  of  all  it  is  required  that  they  should  afford 
quantitative  measurements,  that  they  should  be  sufficiently 
sensitive  for  the  current  that  is  to  be  measured,  and  carry 
that  current  without  overheating. 

*  The  terms  Rheoscope  and  Fheometer  are  still  occasionally  applied  to 
these  instruments.     A  current  interrupter  is  sometimes  called  a  Rheotome^ 
and  the  Commutator  or  Current  Reverser,  shown  in  Fig.  136,  is  in  some 
books  called  a  Rheotrope;  but  these  terms  aie  dropp\t\%  out  ot  use. 
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200.  Methods  of  Control. — In  all  instruments, 
whether  the  moving  part  be  a  magnet  or  a  coil,  some  con- 
trolling force  is  needful,  otherwise  the  very  smallest 
current  would  turn  the  index  completely  about.  If  small 
currents  are  to  produce  a  small  deflexion,  and  larger 
currents  a  larger,  there  must  be  forces  tending  to  control. 
Several  means  of  control  may  be  used.      These  are  : — 

(a)  Earth^s  Magnetic  Force. — When  the  needle  is  hung 
on  pivot  or  fibre,  the  earth's  magnetic  force  tries  to  bring 
it  back  into  the  magnetic  meridian.  This  is  the  com- 
monest method  in  galvanometers  with  moving  needles. 

'  (b)  Torsion  of  Wire, — Moving  part  in  turning  twists  the 
suspending  wire,  which  then  tries  to  untwist,  with  a  force 
which  increases  as  the  angle  of  deflexion.  This  method 
is  commonest  in  galvanometers  with  suspended  coils. 

(c)  Gravity. — If  needle  is  pivoted  on  trunnions  to  move  . 
in  vertical  plane,  it  may  be  weighted  at  one  end. 

(d)  Permanent  Magnet  Gmitrol. — To  render  a  needle 
Instrument  independent  of  position,  it  may  be  arranged 
with  a  powerful  external  steel  magnet  to  bring  the  needle 
back  to  zero. 

(e)  Bifilar  Susfpension. — A  needle  or  coil  hung  by  two 
parallel  threads  tend^  by  gravity  to  return  to  its  initial 
position. 

To  make  an  instrument  very  sensitive  the  control  must 
be  weakened  as  much  as  possible. 

210.  Methods  of  Observation. — There  are  the 
following  methods  of  using  galvanometers  in  making 
observations  : — 

(i.)  Deflexion  Method, — The  angle  through  which  the 
moving  part  (whether  needle  or  coil)  is  deflected 
is  read  off  on  a  scale,  by  pointer  or  reflected 
beam  of  light,  when  the  moving  part  has  come 
to  rest.  This  is  the  commonest  method, 
(ii.)  Torsion  Method. — The  moving  part  is  suspended  by 
a  wire  from  a  torsion  head,  w\i\c\\  \a  Vutxife^  \Q\rcA 
until  the  index  is  brought  \)ack  \«  x^xo  \  xX^fc 
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controlling  force  then  balancing  the  deflecting 
force.  This  very  accurate  method,  due  to 
Ohm,  is  used  in  Siemens'  electrodynamometer 
(Art.  394). 

(iii.)  First  Swing  Method.  —  Instead  of  waiting  for 
moving  part  to  come  to  rest  the  first  swing  may 
be  observed.  This  method,  which  is  the  only 
one  practicable  for  sudden  discharges,  or  for 
transient  currents,  is  called  the  ballistic  method 
(see  Art.  218).  If  the  moving  part  is  not 
damped  in  its  motion  the  first  swing  on  turning 
on  a  battery  current  is  exactly  twice  the  angle 
at  which  the  deflexion  settles  down. 

(i  V.)  Oscillation  Method. — Instead  of  observingdeflexion, 
the  time  of  oscillation  of  the  needle  may  be 
observed,  the  coil  being  in  this  method  set  at 
right  angles  to  the  magnetic  meridian.  Allow- 
ance must  be  made,  as  in  Art.  133,  for  the 
earth's  magnetism. 

(v.)  Cumulative  Method. — For  very  minute  currents  a 
method  is  sometimes  adopted  to  get  up  a 
measurable  swing  by  reversing  the  current  (by 
hand)  as  the  needle  swing4»through  zero.  Some- 
times a  rotating  commutator  of  special  construc- 
tion is  employed  to  produce,  and  accumulate, 
the  successive  impulses. 

(vi.)  Null  Methods. — In  many  cases  combinations  are 
used  (Wheatstone's  "  Bridge,"  "  Diff'erential 
Galvanometers,"  etc.)  of  such  a  kind  that  when 
the  conditions  of  electrical  equilibrium  are 
attained  no  current  will  flow  through  the 
galvanometer  in  the  circuit.  Such  methods, 
which  are  generally  exceedingly  accurate,  are 
known  as  null  methods.  For  such  methods 
sensitive  galvanometers  are  applicable,  but  the 
graduation  of  their  scale  is  unimportant. 

211.    NobUVa    Astatic    Gtalvanometer.  —  The 


ASTATIC  GALVANOMETER 


iiiHtrainent  coneti'ucted  liy  Nobili,  consisting  of  an  astatic 
pail-  of  needles  delicately  liung,  so  that  the  lower  one  lay 
within  a  coil  of  wire  wound  n[)on  on  ivory  frame  (Fig. 
119),  was  fur  long  the  favourite  form  of  sensitive  galvano- 
meter. The  needles  of  this  instrument,  being  independent 
of  the  earth's  magnetism,  take  their  position  in  obedienue 
to  the  torsion  of  the  fibre  by  which  they  are  hung.  The 
frame  on  which  the  coil  is  wound  must  be  set  tarefully 
parallel  to  the  needles  ;  and  three  ( 
adjust    the    base    of 


rent  s  sent  through 
th  w  re  coils  the 
I  eedl  8  n  o  e  to  right 
or  left  over  a  gradu- 
ated circle.  When  the 
deflexions  are  small 
(i.e.  less  than  10°  or 
16")  they  are  very 
nearly  proportional 
to  the  sti'ength  of  the 
eurrents  that  produce 

them.  Thus,  if  a  current  produces  a  deflexion  of  6°  it  is 
known  to  be  approximately  three  times  as  strong  as  a 
current  which  only  turns  the  needle  through  2°.  But 
this  approximate  pruportion  ceases  to  be  true  if  the 
deflexion  is  more  than  lft°  or  20°  ;  for  then  the  needle 
is  not  acted  upon  so  advantageously  by  the  current, 
since  the  poles  are  no  longer  witliin  the  coils,  but  are 
protruding  at  the  side,  and,  moreover,  the  needle  being 
oblique  to  the  force  acting  on  it,  part  only  of  the  force 
is  turning  it  gainst  the  directive  force  of  the  fibre  ;  the 
other  part  of  the  foree  is  uselessly  'fo.VUa^  ^ 
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the  needle  aloiij^  its  length.  It  is,  however,  possible  to 
calibrate  the  ^"alvonometer  —  that  is,  to  ascertain  by 
special  measui'enients,  or  by  wimparisoii  with  a  staiidard 
instrtiinent,  ia  what  sUengthB  of  current  porlicular 
amounts  of  deflexion  correBpond.  Thus,  suppose  it  oaue 
known  tliat  a  deflexion  of  32°  on  a  particular  galvano- 
meter ia  priHiuced  by  a  current  of  -^hv  °^  "-^  ampere,  then 
a  current  of  that  strength  will  lUimys  pi-oduce  on  that 
instrument  the  same  deflexion,  unless  from  any  accident 
the  controliiiig  force  has  been  altered. 

212.  The  Tcuisent  Galvanometer. — It  is  not — 
for  the  reasons  mentioned  above — possible  to  construct  a 


galvanomel«r  in  which  the  angle  (as  measured  in  degrees 
of  arc)  through  which  the  needle  is  deflectwJ  is  proportional 
throughout  its  whole  range  to  the  strength  of  tlie  current. 
But  it  is  pOBsibli!  to  construct  a  very  simple  galvanometer 
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in  which  the  tunycnt  *  of  the  angle  of  deflexion  shall  be 
accurately  proportional  lo  the  strength  of  the  current. 
The  essential  feature  of  all  tangent  galvanometers  is  that 
while  the  coil  is  a  large  open  ring  the  needle  is  relatively 
very  small.  Fig.  120  shows  a  form  of  Tangent  Ghal- 
vajiometer  suitable  for  large  currents.  The  coil  of 
this  instrument  consists  of  a  simple  circle  of  stout  copper 
wire  from  10  to  15  inches  in  diameter.  Other  tangent 
galvanometers  have  many  turns  of  fine  wire  wound  upon 
a  large  open  ring.  At  the  centre  is  delicately  suspended 
a  magnetized  steel  needle  not  exceeding  1  inch  in  length, 
and  usually  furnished  with  a  light  index  of  aluminium. 
The  instrument  is  adjusted  by  setting  the  coil  in  the 
magnetic  meridian,  the  small  needle  lying  then  in  the 
plane  of  the  coil. 

The  "field"  due  to  a  current  j)assing  round  the 
circle  is  very  uniform  at  and  near  the  centre,  and  the 
lines  of  force  are  there  truly  normal  to  the  plane  of 
the  coil.  This  is  not  true  of  other  parts  of  the  space 
inside  the  ring,  the  force  being  neitlier  uniform  nor 
normal  in  direction,  except  centrally  in  the  plane  of  the 
coil  and  along  the  axis.  The  needle  being  small,  its  poles 
are  never  far  from  the  centre,  and  hence  never  protrude 
into  the  regions  where  the  field  is  irregular,  f  Whatever 
magnetic  force  the  current  in  the  coil  can  exert  on  the 
needle  is  exerted  normally  to  the  plane  of  the  ring,  and 
therefore  at  right  angles  to  the  magnetic  meridian.  As 
the  two  forces — that  due  to  the  current  and  that  due  to 
the  controlling  magnetism  of  the  earth — act  squarely  to 

*  See  note  on  Ways  of  Reckoning  Angles,  p.  133. 

t  In  order  to  ensure  unifonnity  of  field,  Gaugain  proposed  to  hang  the 
needle  at  a  point  on  the  axis  of  the  coil  distant  from  its  centre  by  a  distance 
equal  to  half  the  radius  of  the  coils.  Helniholtz's  arrangement  of  two 
parallel  coils,  symmetrically  set  on  either  side  of  the  needle,  is  better ;  and  a 
three-coil  galvanometer,  having  the  central  coil  larger  than  the  others,  so 
that  all  three  may  lie  in  the  surface  of  a  sphere  having  th»  small  needle  at 
its  centre,  is  the  best  arrangement  of  all  for  ensuring  that  the  field  at  thft 
centre  is  uniform. 
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one  another,  the  action  of  the  current  will  not  he  measured 
by  ei^tial  degrees  marked  out  arouud  u  circle,  but  wiii 
he  measured  hy  equal  divisions  along  a  taii^nt  line,  as 
shown  helow.  Now,  it  was  proved  in  Art.  137  that 
the  magnetic  force  which,  acting  at  right  angles  lo  the 
meridian,  produces  on  a  magnetic  needle  the  deflexion  & 
ie  equal  to  the  horizontal  force  of  the  earth's  magnetism 
at  that  place  multiplied  hy  the  tangent  of  the  angle  of 
deflexion.  Hence  a  enrrent  flowing  in  the  coil  will  turn 
the  needle  aside  through  an  angle  such  that  fAe  tangent  of 
the  angle  o^  dejlacum  ii  jn'oportional  to  the  strength  of  the 
current. 

Example.  —  Siiiipoae  n  eei-tain  liattery  gave  n  dcfles;ion  of 
15°  on  a  tangent  gslvanometer,  and  anollier  battery 
yielding  a  stronger  current  gave  a  ileflexioii  of  30°.  The 
strengths  uurrentti  an;  nul  in  tbe  proportian  of  16  :  30, 
Lut  in  the  propoiliou  of  tan  ]S°  to  tan  30°.  TliesB 
values  must  be  obtained  from  a  tabic  of  natural  tangents 
like  that  given  in  Appendix  A,  from  which  it  will  be 
seen  that  the  ratio  between  the  stiengtha  of  the  currents 
is  -268  :  'Sr?,  or  about  10  :  22. 

Or,  more  generally,  if  current  C  produces  deflexion  3,  and 
current  C  defleiion  S",  then 

C:C'=tan«:tan8'. 

To  obviate  reference  to  a  table  of  figures,  the  circular 
Bcale    of    the    instrument    is    sometimes   graduated    into 


tangent   value 

degrees  of  ai 


nstead    of    being    divided     into     equal 
Let  a   tangent   OT  he  drawn  lo  the 
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circle,  as  in  Fig.  121,  and  along  this  line  let  any  number 
of  equal  divisions  be  set  off,  beginning  at  0.  From 
these  points  draw  back  to  the  centre.  The  circle  will 
thus  be  divided  into  a  number  of  pieces,  of  which  those 
near  O  are  nearly  equal,  but  which  get  smaller  and 
smaller  away  from  0.  These  unequal  pieces  correspond 
to  equal  increments  of  the  tangent.  If  the  scale  were 
divided  thus,  the  readings  would  be  proportional  to  the 
tangents.  It  is,  however,  harder  to  divide  an  arc  into 
tangent  lines  with  accuracy  than  to  divide  it  into  equal 
degrees ;  hence  this  graduation,  though  convenient,  is  not 
used  where  great  accuracy  is  needed. 

213.  Absolute  Measure  of  Current  by  Tangent 
Galvanometer. — The  strength  of  a  current  may  be 
determined  in  "  absolute  "  units  by  the  aid  of  tlic  tangent 
galvanometer  if  the  "  constants  "  of  the  instrument  are 
known.  The  tangent  of  the  angle  of  deflexion  rejire- 
sents  (see  Art.  137)  the  ratio  between  the  magnetic  force 
due  to  the  current  and  the  horizontal  component  of  the 
earth's  magnetic  force.  Both  these  forces  act  on  the 
needle,  and  depend  eqiudly  upon  the  magnetic  moment 
of  the  needle,  which,  therefore,  we  need  not  know  for 
this  purpose.  We  know  that  the  force  exerted  by  the 
current  at  centre  of  the  coil  is  proportional  to  the 
horizontal  force  of  the  earth's  magnetism  multiplied 
by  the  tangent  of  the  angle  of  deflexion.  These  two 
quantities  can  be  found  from  the  tables,  and  from  them 
we  calculate  the  absolute  value  of  the  current  as  fol- 
lows : — Let  r  represent  the  radius  of  the  galvanometer 
coil  (measured  in  centimetres) ;  its  total  length  (if  of  one 
turn  only)  is  2irr.  The  distance  from  the  centre  to  all 
parts  of  the  coil  is  of  course  ?*.  From  our  definition 
of  the  unit  of  strength  of  current  (Art.  207),  it  follows 

27rr 
that  C  X  —^  —  force  (in  dynes)  at  centre, 

or  (^  X     -  =  H  •  tan  5  ; 

r 
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hence  C  =  --    •  H  *  tan  8. 

The  quantity  27r/r,  or  27rn/r  if  the  coil  has  n  turns, 
is  sometimes  called  the  "  constant "  or  the  "  principal 
constant"  of  the  galvanometer  and  denoted  hy  the 
symbol  G.  Hence  the  value  of  the  current  in  absolute 
(electromagnetic)  units  *  will  be  expressed  as 

C  =  .—  .  tan  6. 

The  constant  G  represents  the  strength  of  field  pro- 
duced at  tlie  centre  of  the  coil  by  unit  current 

214.  Sine  Galvanometer. — The  disadvantage  of 
the  tangent  galvanometer  just  described  is  that  it  is  not 
very  sensitive,  because  the  coil  is  necessarily  very  large 
as  compared  with  the  needle,  and  therefore  far  away 
from  it.  A  galvanometer  with  a  smaller  coil  or  a  larger 
needle  could  not  be  used  as  a  tangent  galvanometer, 
though  it  would  be  more  sensitive.  Any  sensitive 
galvanometer  in  which  the  needle  is  directed  by  the 
earth's  magnetism  can,  however,  be  used  as  a  Sine 
Galvanometer,  provided  the  frame  on  wliich  the  coils 
are  wound  is  capable  of  being  turned  round  a  central 
axis.  When  the  instrument  is  so  constructed,  the 
following  method  of  measuring  currents  is  adopted. 
The  coils  are  first  set  parallel  to  the  needle  {i.e.  in  the 
magnetic  meridian)  ;  the  current  is  then  sent  through 
it,  producing  a  deflexion  ;  the  coil  itself  is  rotated  round 
in  the  same  sense,  and,  if  turned  round  through  a  wide 
enough  angle,  will  overtake  the  needle,  which  will  once 
more  lie  parallel  to  the  coil.  In  this  position  two  forces 
are  acting  on  the  needle  :  the  directive  force  of  the  earth's 
magnetism  acting  along  the  magnetic  meridian,  and  the 
force  due  to  the  current  passing  in  the  coil,  which  tends 
to  thrust  the  poles  of  the  needle   out  at  riglit  angles  ; 

*  The  student  will  remember  (Arts.  207  and  354)  that  the  practical  unit 
of  current  which  we  call  "  one  ampere  "  is  only  j^  of  one  "  absolute  "  unit 
of  the  centimeirc-gramuie-second  system. 
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in  fact  tliere  is  a  "  couple ''  which  exactly  balances  the 
"couple"  due  to  terrestrial  magnetism.  Now  it  was 
shown  in  the  Lesson  on  the  Laws  of  Magnetic  Force 
(Art.  136)  that  when  a  needle  is  deflected  the  "moment" 
of  the  couple  is  proportional  to  the  sine  of  the  angle 
of  deflexion.  Hence  in  the  sine  galvanometer,  when 
the  coil  has  been  turned  round  so  that  the  needle  once 
more  lies  along  it,  the  strength  of  the  current  in  the  coil  is 
proportional  to  the  sine  of  the  angle  through  which  the  coil 
has  been  turned."^ 

216.  The  Mirror  G-aJvanoineter. — When  a  gal- 
vanometer of  great  delicacy  is  needed,  the  moving  j)arts 
must  be  made  very  light  and  small.  To  watch  the 
movements  of  a  very  sBiall  needle  an  index  of  some 
kind  must  be  used  ;  indeed,  in  the  tangent  galvanometer 
it  is  usual  to  fasten  to  the  short  stout  needle  a  delicate 
stiff  pointer  of  aluminium.  A  far  better  method  is  to 
fasten  to  the  needle  a  very  light  mirror  of  silvered  glass, 
by  means  of  which  a  beam  of  light  can  be  reflected  on 
to  a  scale,  so  that  every  slightest  motion  of  the  needle 
is  magnified  and  made  apparent.  The  mirror  galvano- 
meters devised  by  Sir  W.  Thomson  (Lord  Kelvin)  for 
signalling  through  submaiine  cables,  are  admirable 
examples  of  this  class  of  instrument.  In  Fig.  122  the 
general  arrangements  of  this  instrument  are  shown. 
The   body  of  the   galvanometer,  consisting   of  a  bobbin 

*  Again  the  studeut  who  desires  to  compare  the  strength  of  two  currents 
will  require  the  lielp  of  a  table  of  natural  sines,  like  that  given  in  Appendix 
A.  Suppose  tliat  witli  current  C  the  coils  had  to  be  turned  through  an 
angle  of  9  degrees  ;  and  that  with  a  diflferent  cun-ent  C  the  coils  had  to 
be  turned  through  6'  degrees,  then 

C  :  C  =  sin  d  :  sin  »'. 

It  is  of  course  assumed  that  the  instrument  is  provided  with  a  scale  of 
degrees  on  which  to  read  oft'  the  angle  through  which  the  coils  have  been 
turned.  It  is  possible  here  also,  for  rough  purposes,  to  graduate  the  circle 
not  in  degrees  of  arc,  but  in  portions  corresponding  to  equal  additional 
values  of  the  sine.  The  student  should  try  this  way  of  dividuv^  a.  ^vt^Vt 
after  reading  the  note  On  Ways  of  Reckoning  Angles,  -y.  l^'i. 
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on  which  ia  wound  the  coil,  is  su]iport«J  oil  three  screw 
feet  by  whicli  it  can  he  aclJuBted.  The  magnet  consists 
of  one  o^  more  small  pieces  of  steel  wfttch.8]«-ing  attached 
to  the  hack  of  a  light  concave  silvered  ghiss  mirror  about 
as  large  as  a  threepenny  piece,  weighing  altogether  only 
two  or  thi'ee  grains.  This  miri'or  is  hung  by  a  single  fibre 
of  cocoon  silk  within  the  coil,  and  a  curved  niagnet,  which 


Fig.  m. 

serves  to  counteract  the  mi^etiBm  of  ihe  earth,  or  to 
direct  the  needle,  is  carried  upon  a  vertical  support  above. 
Another  view  of  the  suspended  mirror  and  niagneta  is 
shown  ill  Fig.  123.  Opi«)site  the  galvanoiiieler  is  placed 
the  scale.  A  beam  of  light  from  a  jiaraffiu  lani])  ]ias8es 
through  a  narrow  aperture  under  the  scale  and  falls  on 
the  mirror,  which  reflects  it  back  on  to  the  suite.  The 
mirror  is  slightly  concave,  and  gives  a  well-defined  spot 
of  light  if  the  scale  is  aiijusted  to  suit  the  focus  of  the 
mirror.     The  adjusting  mt^net  enables  thu  operator  to 
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bring  the  reflected  spot  of  light  to  the  zero  point  at  the 
inichlle  of  the  scale.  The  feeblest  current  passing  through 
the  galvanometer  will  cause  the  spot  of  light  to  shift  to 
right  or  left.  The  tiny  current  generated  by  dipping 
into  a  drop  of  salt  water  the  tip  of  a  brass  pin  and  a 
steel  needle  (connected  by  wires  to  the  terminals  of  the 
galvanometer)  will  send  the  spot  of  light  swinging  right 
across  the  scale.  If  a  powerful  limelight  is  used,  the 
movement  of  the  needle  can  be  shown  to  a  thousand 
persons  at  once.  For  still  more  delicate  work  an  astatic 
pair  of  needles  can  be  used,  each  being  surrounded  by 


Fig.  123. 


Fig.  124. 


its  coil,  and  having  the  mirror  rigidly  attached  to  one  of  • 
the  -needles.  Such  a  form,  with  two  bobbins,  wound  so 
as  to  be  traversed  by  the  current  in  opposite  senses,  is 
represented  diagramniatically  in  Fig.  124.  Such  an  in- 
strument, made  with  four  bobbins,  two  in  front  and  two 
behind  the  suspended  needle  system,  and  having  on  each 
bobbin  about  2  miles  of  a  wire  about -j^^j-g- inch  in  thick- 
ness, insulated  by  a  coating  of  silk,  is  capable  of  showing 
by  a  deflexion  of  one  division  on  its  scale  an  exceedingly 
minute  current,  even  down  to  one  fifty-four  thousand 
millionth  part  of  one  ampere. 

216.  Suspended   Coil    Q-alvanometers. — These 
have    been   used   by    Sturgeon    (1836),    V^-tI^-j    (^*$i<c><^^^ 
and  others,  and  the  principle  waa  a\so  a.Y$\\fc<i  va.  \jKst^ 
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.Kelvin's  "  Siphon  Recorder."     Tbe  best  known  is  that  of 

D'Arsonval  >!epicted  in  Fig.  1 25.  Between  the  poles  of  a 
compound  permanent  ateel  magnet  ot 
U-ahape  in  suspended  by  very  thin 
liard-draivn  silver  wires  an  open  coil  of 
very  ftne  wire  wound  on  a  light  rect- 
angular frame.  The  current  is  led  to 
and  from  the  coil  by  the  siiapending 
wires.  Within  the  suspended  coil  is  a 
cylinder  of  soft  iron,  supported  from 
bthind,  to  concentrate  the  magnetic 
field.  The  vertical  parts  of  the  coil 
then  hang  freely  in  the  tao  narrow 
gapa  where  the  magnetic  field  is  very 
iiiteiiae.  The  force  lending  to  turn  the 
coil  is  proportional  to  the  current,  to 
'■  the  number  of   windinga,  and    to   the 

intensity  of   the   magnetic  field,  so  that  by  making  llie 

magnvt  very  powerful  the  instrument 

becomes  very  sensitive.  The  elasticity 

of  Llie  suspending  wires  controls  tlie 

position  of  the  coil  and  tends  to  bring 

it  back  to  its  initial  position.     Thi^se 

galvanometers  ore  indoj)endent  of  tlic 

eartti's  magnetic   field,  and  are  not 

affected  by  magnets  in  their  neigh- 
bourhood, so  that  they  can  be  used 

in  many  places  where  iither  galvano- 
meters could   not.     They  are   also 

remarkably    deail  boat        Some    are 

provided    witl     a    ]    nte       nd     a 

horizontal  dial     olh  uall) 

have  a  mirror  attacl    1  t    fl  e      It 

reflect  a  ejiot  i  f  1  gl  t 

Most  recent    s  th    s    pended       1 

galvanometer  of  Aj  t  1  Matl      (F  g   126).      Here  the 

suspended  coil  la  formed  as  an  elongated  loop  with  no 
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aperture  between  its  sides.  Consequently  the  poles  of 
the  magnets  may  be  brought  very  close  together  ;  and 
these  are  made  up  of  a  number  of  flat  steel  magnets  of 
nearly  circular  form  piled  up  on  one  another.  One  of 
these  instruments,  with  mirror  and  scale,  will  show  a 
deflexion  of  one  scale  division,  with  a  current  less  tTian 
one  ninety-millionth  part  of  1  ampere. 

Strong  currents  must  not  be  passed  through  very 
sensitive  galvanometers,  for,  even  if  they  are  not  spoiled, 
the  deflexions  of  the  needle  will  be  too  large  to  give 
accurate  measurements.  In  such  cases  the  galvanometer 
is  used  with  a  shunt,  or  coil  of  wire  arranged  so  that  the 
greater  part  of  the  current  shall  flow  through  it,  and  pass  . 
the  galvanometer  by,  only  a  small  portion  of  the  current 
actually  traversing  the  coils  of  the  instrument.  The  resist- 
ance of  the  shunt  must  bear  a  known  ratio  to  the  resist- 
ance of  the  instrument,  according  to  the  principle  laid 
down  in  Art.  409  about  branched  circuits. 

216a.  Osoillo^aphs. — For  the  purpose  of  studying 
exceedingly  rapid  changes  of  current,  or  rapidly  alternat- 
ing currents,  instruments  called  OscillograpJis  have  been 
devised  by  Blondel,  and  by  Duddell.  In  Diiddell's 
Oscillograph  the  current  is  sent  through  two  thin  parallel 
wires  forming  a  single  loop  stretched  vertically  in  a  narrow 
gap  between  the  poles  of  an  excessively  strong  electromagnet. 
The  loop  tends  to  turn  and  moves  a  light  mirror.  As  its 
moment  of  inertia  is  excessively  small  it  can  respond  to 
currents  that  oscillate  with  a  frequency  of  several  hundreds 
or  even  thousands  per  secon-l. 

217.  Differential  Ghalvanometer. — For  the  pur- 
pose of  comparing  two  currents  a  galvanometer  is  some- 
times employed,  in  which  the  coil  consists  of  ttvo 
separate  wires  wound  side  by  side.  If  two  equal  currents 
are  sent  in  opposite  directions  through  these  wires,  the 
needle  will  not  move.  If  the  cuiTents  are  unequal,  then 
the  needle  will  be  moved  with  an  intensity  correa^owdvcv^ 
to  the  differe7ice  of  the  strengths  of  t\ie  tvjo  cvycx^tlX.'^. 
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218.  Ballistic  Galvanometer. — In  order  to  measure  the 
strength  of  currents  which  last  only  a  very  short  time,  galvano- 
meters are  employed  in  which  the  needle  takes  a  relatively  long 
time  to  swiug.  This  is  the  case  with  long  or  heavy  needles ;  or 
the  needles  may  be  weighted  by  enclosing  them  in  leaden  cases. 
As  the  needle  swings  slowly  round,  it  adds  up,  as  it  were,  the 
varying  impulses  received  during  the  passage  of  a  transient  current. 
The  sine  of  half  the  angle  of  the  first  swing  is  proportional  to  the 
quantity  of  electricity  tluit  has  flowed  through  the  coil.  Tlie  charge 
of  a  condenser  may  thus  be  measured  by  discharging  it  through  a 
ballistic  galvanometer  (see  Art.  418ft).  The  needle  must  not  be 
damped. 

210.  Methods  of  Dampingr :  Aperiodic  Galvanometers. 

— To  prevent  the  needle  from  swinging  to  and  fro  for  a  long  time 
devices  are  used  to  damp  the  motion.     These  are  : — 

{a\  Air  Damping. — A  light  vane  attached  to  needle  beats 
against  the  air  and  damps  the  motion.  In  niirror  instruments  the 
mirror  itself  damps,  particularly  if  confined  in  a  narrow  chamber. 

(6)  Oil  Damping. — A  vane  dips  into  oil. 

(c)  Magnetic  Damping. — If  the  needle  swings  close  to  or  inside 
a  mass  of  copper,  it  will  soon  come  to  rest  by  reason  of  the  eddy- 
currents  (Art.  457)  induced  in  the  copper.  Eddy-cuiTcnts  damp 
the  motion  of  the  suspended  coil  in  instruments  of  that  class. 

The  period  of  swing  can  be  reduced  by  diminishing  the  weight 
and  leverage  of  the  moving  parts  so  as  to  lessen  their  moment  of 
inertia.  It  can  also  be  lessened  (at  the  expense  of  the  sensitiveness 
of  the  instrument)  by  increasing  the  controlling  forces.  An  instru- 
ment so  well  damped  as  to  come  to  rest  without  getting  up  a 
periodic  swing  is  called  an  aperiodic  or  dead-beat  instrument. 

220.  Voltmeters,  or  Potential  Galvano- 
meters.— If  any  galvanometer  be  constructed  with  a 
very  long  thin  wire  of  high  resistance  as  its  coil,  very 
little  current  will  flow  through  it,  but  what  little  current 
flows  will  be  exactly  proportional  to  the  potential  differ- 
ence that  may  be  applied  to  the  two  ends  of  its  circuit. 
Such  a  galvanometer,  suitably  provided  with  a  scale,  will 
indicate  the  number  of  volts  between  its  terminals. 
Many  forms  of  voltmeter -galvanometers  exist,  but  they 
all  agree  in  the  essential  of  having  a  coil  of  a  high  resist- 
ance— sometimes  several  thousand  ohms.  The  suspended- 
coil  galvanometers  described  in  Art.  216  make  excellent 
voltmeters.     Weston's  voltmeter,  largely  used  in  America, 
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is  of  tliia  claes,  the  coil  Ixtlng  delicately  pivoted,  and 
controlled  by  a  ajiirnl  spriii}^.  Any  sensitive  mirror  gal- 
vanometer enn  be  uned  as  a  voltmeter  by  simply  adding 
exlemally  to  its  ciriuit  a  resistance  sufficiently  great. 
There  are  alao  other  voltmeters  tliat  depend  on  electro- 
static actiona  ;  they  arc  a  spcclea  of  declTometer  and  are 
described  in  ArL  290.  Cardew's  voltmeter  (see  Art.  430) 
differs  from  the  above  class  of  instrument,  and  consists 
of  a  long  tliin  platinum  ivii-e  of  hifjii  resistance,  which 
expands  by  heating  when  it  is  connected  across  a  circuit. 
Alt  voltmeters  are  placed  as  skuitti  across  between  the 
two  points  the  potential  difference  of  which  is  to  be 
measured.  They  are  never  joined  up  m  cireiiit  as  ampere- 
meters are. 

32L  Amperemeters,  or  A-mmetera.— A  galvaaio- 
meter  graduated  so  that  its  index  reads  directly  on  the 
scale  the  number  of  aiiiperes  (Art. 
207)  flowing  through  llie  coil  is  called 
an  Amperetneter.  Such  i' 
were  introduced  in  form  for  ii 
trial  nse  in  1870  by  Ayrton 
Perry.  Mnuy  other  forms  were 
sequently  invented.  lu  Ayrton 
Perry's  instruments  (Fig.  127),  v 
are  portable  and  "dead-lieat"  I 
the  neecile,  which  is  oval  in  shape,  is 
placed  between  the  poles  of  a  powerful 
permanent  magnet  to  controTil"  ■"-'■-' 


nd  make  it  independent  of~lTie 
earth's  magnetiarn.  By  a  peculiar  ahaping  of  llie  pole- 
piecea,  needle,  and  coils,  the  angular  deflexions  are  pro- 
portional to  the  strength  of  the  deflecting  curreni  These 
amperemeters  are  made  with  short  coils  of  very  low  resist- 
auco  and  few  tuma  of  wire.  Ayrton  anil  I'erry  alao 
nrrangeil  voUmelen  (Art.  23T))  in  a  similar  foiiu,  but  with 
long  coils  of  high  resistance. 

Among    the    in  numeral  lie    Curms    ot    a.\\iyevev\\feV.x    va 
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re  a  number  in  which  there  in  neither 
,  but  wliich  depenil  upon  the  mutual 
ixed  and  a  movable  eoil  traversed  by  . 
he  current.  These- are  dealt  with  in 
Irt.  394,  iind  arc  suitable  fi>r  altemat« 
currents  as  well  as  continuous  currents. 
Of  this  kind  are  Sieiuena'  electrodyna- 
I   nionieter  and  the  Kelvin  balances. 

Other  instruments  depend  upon  the 
magnetic   properties   of  iron   under  the 
inftuenue  of  the  current.      Of  tliia  class 
[.jr°J^  are   the   Schuckert   instruments    repre- 

sented in  Fig.  12H.  An  index  pivoted 
in  the  axis  of  an  open  coil  carries  a  lij^lit  atrip  of  soft 
iron  seen  endways  at  B.  Another  strip  A  is  fixed 
within  the  coil.  "The  current  flowing  round  the  ci>il 
magnetizes  these  strij^  and  they  repel  one  nnotber. 
Gravity  is  here  the  controlling  force. 


Lesson  XVIIl. — Currents  produced  by  Induction 

222.  Faraday's   Dlaoovery. — In    1831    Faraday 
discovered  that   currents  cuii    be   induced    in   a   closed 


circuit  by  moving  inayneta  near  it,  or  by  moving  the 
circuit  across  the  magnetic  field  ;  and  he  followed  up 
this  discovery  by  finding  that  a  current  wliose  sti'engtli 
is  changing  may  imiiice  a  secondary  current  in  a  closed 
cii'ciiit  near  it.  Such  currents,  whether  generated  by 
magnets  or  by  other  currents,  are  known  <is  Induction 
Ourrents.  And  the  action  of  a  magneC  or  cvirrent  in 
producing  such  induced  currents  is  termed  eleotroniBg- 
netic  (or  mt^eto-electric)  induction,*   or  simjily  in- 

■  Tlic  iit4ident  must  nnt  canfiise  tlibi  eli'Ctmnugnelk  IniliicUan  wttfa 
the  plieiiuiiieiiun  of  Ibe  electrcwtotic  Inilnctlnn  of  one  dmri/c  ut  eteeWeltf 
by  another  eiarfK,  at  c\p\iiiord  iii  I^HWin  III.,  onil  irliiuh  liift  uothtpg  to 
do  irlth  nirmili'.  FiwiiH-ly,  hpfiiiT  tlie  hlfnHty  of  tlin  .■(rwtricit)'  derived 
frora  dilTetelit  soureea  naa  uiiJargtooJ  (irt.  ^Wl.  Bleptvicilj  dfrived  thw 
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duction,  V^pon  thia  principle  nrc  bnaed  the  modern 
dyimmo  ma^kinfi  for  tieneratiiif;  uli'ctrii;  currents  mechani- 
cally, as  well  as  imlKCtinn  railti,  alterniit^-eiirroiit  Irawi- 
foi-raen,  ami  other  a]ll)liftIlc■^'^ 

223.  Induotion  of  Currents  by  Maamets.^If 
a  coil  of  insiilatel  wire  he  connccteil  in  circuit  ivitli  a 
Bllflioiently  delicate  galvanomcti'r,  and  a  iiia{;nct  1io  itiserteil 
rapidly  into  the  hollow  of  the  coil  raa   in   Fiy.    129),  a 


flow,       1 

ina(;n  t       th  t      tl    t 

exist    g  pnl  nty       Tl  Id  t  ua       1  hy       th 

draw    g  tl     ra  ■m  t  d      t  nt 

Pre      ly  th  ff   t       p     I      1    f  tl  I  h 

move  1  tow  rd   tl  -m  t  aa   f  tl     n         t  d 

toward    th         !      Tl  rap  I  th    n   t  tl 

stronf,  th         I       1        rents. 

Th         g    t   loe        t  f,  y     cab      by  h 

used,  f     tl     real       re     f  tl      I  ict  cal       rf,y  {,      rat  d 
IB  thsjiecliaiiical  energy  spent  in  the  motion. 
Tram  th^  motion  fif  nugneta  wom  tfinnc*]  ni 
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If  the  circuit  is  not  closeil,  no  currents  are  pnxluced  ; 
but  tlie  relative  motion  of  coil  and  magnet  will  Htill  Bet 
lip  electromotive-forcea,  tending  to  produce  ciirrente. 

Faraday  discovered  these  effects  Ut  1«  connected  with  the 
mt^netic  iteld  Biirroutiding  the  mi^net.  He  Ehowed  that 
no  effect  was  produced  iinleSM  the  circuit  cut  across  the 
invisible  magnetic  lines  of  the  magnet. 

224.  Induction  of  Currents  by  Curreate. — 
Faraday  also  shoived  that  the  approach  or  recession  of  a 
current  might  itidiice  a  current  in  a,  closed  circuit  near  it. 
This  may  be  conveniently  shown  as  an  experiment  by  the 
apparatus  of  Fiy.  130. 

A  coil  of  iiiBulated  wire  P  is  connected  in  circnit  with 
a  battti'y  E  of  two  or  three  cells,  and  a  key  JC  to  turn  the 


A  second  coil  S,  entirely  Bnconnecled 
3  joined  up  with  wires  to  a  Betiaitivc 
We  know  (Art.  202)  that  a  coil  of 
wire  in  which  a  current  is  circulating  nets  like  a  magnet. 
And  we  find  that  if  while  the  current  in  flowing  in  P, 
the  ciiil  is  suddenly  moved  up  toward  S,  a  nionientary 
current  will  he  induced  in  H.  If  P  is  suddenly  moved 
away  trom  8  another  momentary  current  will  he  olMerv«d 
ill  the  spcond  circuit.  The  first  ot  these  two  momentary 
currents  is  an   "inverse"  one,  while  the  second  one    is 
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found  to  be  a  "direct"  one  {i.e.  one  which  runs  the  same 
way  round  the  coil  S  as  the  battery  current  runs  round 
the  coil  P).  The  coil  P  is  called  the  jninuiry  coil,  and 
the  current  in  it  the  'primary  current.  The  other  coil  S 
is  called  the  secondary  coil,  and  the  momentary  currents 
induced  in  it  are  sometimes  called  secondary  currents. 

Let  P  now  be  placed  close  to  S,  no  current  flowing  in 
either  coil.  Then  on  pressing  the  key  K  to  turn  on  the 
primary  current,  it  will  be  noticed  that  during  the 
moment  while  the  current  in  P  is  growing  there  will 
be  a  transient  inverse  current  in  S.  The  efl'ect  of 
turning  on  the  current  is  just  as  if  the  current  had  been 
turned  on  while  P  was  far  away  and  then  P  suddenly 
brought  up  to  S.  Breakhuj  the  battery  circuit  while  the 
primary  coil  lies  close  to  the  secondary  coil  produces  the 
same  effect  as  if  the  primar\^  coil  were  suddenly  removed 
to  an  infinite  distance.  Maldmj  the  battery  circuit  while 
the  primary  coil  lies  close  to  the  secondary  produces  the 
same  effect  as  bringing  it  up  suddenly  from  a  distfince. 

So  long  as  a  steady  current  traverses  the  primary 
circuit  there  are  no  induced  currents  in  the  secondary 
circuit,  unless  there  is  relative  motion  between  the  two 
circuits :  but  moving  the  secondary  circuit  towards  the 
primary  has  just  the  same  effect  as  moving  the  primary 
circuit  towards  the  secondary,  and  vice  versa. 

"We  may  tabulate  these  results  as  follows  : — 


By 

meaus 

of 


Magnet 


Current 


Momentary  Inverse 

currents  are  induced 

in  the  secondary  circuit 


Momentary  Direct 

currents  are  induced 

in  the  secondary  circuit 


while  approachiny. 

while  apjrroachiny^ 

or  heyiii^ninyy 

or  increasmy  in  strength.  I  or  decreasiiiy  \\\  ^\x^\v^^ 


wliile.  recediny. 

while  recetlinyy 
or  etidiny, 
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226.   Fundamental  Laws  of  Induction. — When 

we  reflect  that  every  circuit  traversed  by  a  current  has  a 
magnetic  field  of  its  own  in  which  there  are  magnetic  lines 
running  tlirough  the  circuit  (Ai'ts.  202  and  389),  we  shall 
see  that  the  facts  tabulated  in  the  preceding  paragraph  may 
be  summed  up  in  the  following  fundamental  laws  : — 

(i.)  A  decrease  in  the  nuDiher  of  lines  which  jxiss  thrcmgh 
a  circuit  induces  a  current  round  tJie  circuit  in 
the  positive  direction  (i.e.  p'oduces  a  ^^ direct'* 
current) ;  while  an  increase  in  the  number  of  lines 
which  pass  throwjh  the  circuit  induces  a  current 
in  the  ncijative  direction  round  the  circuit  (i.e.  an 
"  inverse  "  current). 

Here  we  suppose  the  j^ositive  direction  along  lines  to  be 
the  direction  along  which  a  free  N-pole  would  tend  to 
move,  and  the  positive  direction  of  the  current  that  in 
which  the  current  must  flow  to  increase  the  magnetic  flux. 
Compare  the  "  corkscrew  "  rule  given  on  p.  1 83. 

(ii.)  The  total  induced  electromotive-force  acting  round 
a  closed  circuit  is  equal  to  the  rate  of  deci'ease  in 
the  number  of  lines  which  pass  through  the  circuit 

Suppose  at  lirst  the  number  of  magnetic  lines  (Art. 
119)  passing  through  the  circuit  to  be  Nj,  and  that  after 
a  very  short  interval  of  time  t  the  number  becomes  Ng, 
the  average  induced  electromotive-force  E  is 


E  =  ^'^^-^-. 

'  Ohm's  law. 

C-E  :  R, 

irefore 

C_N.-^''^. 

If  N.,  is  greater  than  Xj,  and  tliere  is  an  increa.se  in  the 
number  of  lines,  then  Nj  -  N^  will  be  a  negative  quantity, 
and  C  will  have  a  negative  sign,  showing  that  the  E.M.F. 
is  an  inverse  one.  A  coil  of  50  turns  of  wire  cutting  1000 
lines  will  produce  the  same  effect  as  a  coil  of  5  turns 
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cutting     10,000    lines,    ur    of    1    turn    cutting    50,000 
lines. 

To  induce  an  electromotive-force  equal  to  that  of  a 
single  Daniell's  cell  -would  re([uire  that  110,000,000 
lines  should  he  cut  in  one  second.  As  such  large 
numhers  are  inconvenient  to  exi)ress  the  facts,  the  unit  of 
E.M.F.,  the  volty  has  been  chosen  to  correspond  to  the 
cutting  of  100,000,000  lines  per  second. 

Example.  — Suppose  the  number  of  magnetic  lines  to  diminish 
from  800,000  to  0  in  the  3*5^  of  a  second,  the  rate  of 
diminution  is  40,000,000  lines  per  second.  And  since 
1  volt  is  taken  as  10**  lines  per  second,  the  average 
induced  E.M.F.  during  that  time  will  be  0*4  volt. 

A  reference  to  Fig.  176  will  make  this  imiK)rtant  law 
cleai'er.  Suppose  ABCD  to  be  a  wire  circuit  of  which  the 
piece  AB  can  slide  along  DA  and  CB  towards  S  and  T. 
Let  the  vertical  arrows  represent  vertical  lines  of  force  in 
a  uniform  magnetic  field,  and  show  (as  is  the  case  with 
the  vertical  components  of  the  earl  li's  lines  of  force  in  the 
northern  hemisphere)  the  direction  in  which  a  N-pointing 
pole  would  move  if  free.  The  positive  direction  of  these 
magnetic  lines  is  therefore  vertically  downwai-ds  through 
the  circuit.  Now  if  AB  slide  towards  ST  with  a  uniform 
velocity  it  will  cut  a  certain  number  of  lines  every  second, 
and  a  certain  number  will  be  added  during  every  second 
of  time  to  the  total  number  passing  through  the  circuit. 
If  Nj  be  the  number  at  the  beginning,  and  Ng  that  at  the 
end  of  a  circuit,  N^  —  N.^  will  be  a  negative  quantity,  and 
there  will  be  generated  an  electromotive  -  force  whose 
direction  through  the  sliding  piece  is  from  A  towards  B. 

It  is  important  to  note  that  all  these  inductive  opera- 
tions are  really  magnetic.  In  the  experiment  with  the 
two  coils  P  and  S  it  is  the  magnetic  lines  of  coil  P  which 
pass  through  coil  S  and  set  up  the  induced  E.M.F.  This 
is  proved  by  the  following  further  experiment.  Take  a 
bar  of  iron — a  poker,  or  better  still,  a  bundle  of  iron  wir^a 
— and  lay  it  along  the  dotted  line  bo  tWX.  \\&  evA^  ^^ksa 
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through  V  and  S.  It  ivill  Ly  ils  gnat  magnetic  per- 
meability help  to  ccmdiict  the  luagiietic  liiies  fioiii  P 
through  S,  And  when  it  is  su  jilaced  it  will  be  found 
greatly  to  intensify  this  actions.  In  fatt  if  P  is  many 
inches  away  from  S,  and  the  iron  toiu  is  pi'esent,  the 
inductive  effects  of  tiirnii^  tlie  current  on  and  off  may  be 
aa  great  as  if,  in  the  absence  of  the  core,  P  were  pushed 
up  close  to  S. 

226.  Direction  of  Induced  E.M.P. — It  Is  con- 
venient to  have  rules  for  rpmenibermg  the  I'clations  in 
direction  between  the  magneti^^ni,  the    motion,  and  the 

induced  electromotive  -  force.  ■ 
Of  such  nilea  the  following, 
due  to  Flemmg,  is  most  use- 
ful :  Let  (hf  forefinger  of  the 
_,YX  right  hand  (Fig.  131)  point  m 
the  direction  of  the  magnetic 
Hues ;  then  turn  the  fkv,mt>  in 
the  direction  of  tlie  motion  .•  ike 
middle  Jimjrr  lieni  at  right  anglee 
io  both  thumb  and  farefing^ 
irill  show  the  direction  of  the 
indjicsd  K.M.F. 

Another  often  given  is  an 
'a  rule  ;  Suppose  a  figure  evnmmiHg 
irii  to  as  to  look  aloitg  lite  (positive 
direction  of  the)  lines,  then  if  lie  and  the  conductor  be  moved 
towards  his  right  hatui  he  vtiil  be  sieimmhig  with  tlie  eurrent 
induced  by  this  motion;  if  he  be  moved  towards  his  left- 
hand,  the  current  will  be  against  him. 

227,  Faraday's  Dlsfe  Machine.  ^  Faraday  con- 
structed several  magneto- electric  niacbiiiea,  one  of  them 
consisting  of  a  copper  disk  (Fig.  132)  which  he  rotated 
between  the  poles  of  a  steel  magnet.  Tlie  current  flowed 
from  sbart  to  rim  or  vice  vered,  according  to  the  sense  of 
the  rotation.  It  was  conducted  away  by  wires  having 
eliding  contacts.       la  other   machines  copper  wire   coils 


adaptation  of  Aniiitre 
"  I  any  conductor  to  t 


FARADAY'S  Ari'ARATUS 


-.  Ilti 


The 


0  electric 


were  spun  so  as  ti 
duclion  pFtnci])le  i 
maehiiiei  (Lesson 
XLII.).  In  all  eases 
pon'ia'  must  bu  cin- 
ployed  U)  prixliitt 
the  motion.  They  . 
are  all  cuittrivaiices 
for  converting  nie- 
chnuical  energy  into 
eleetrical  energy. 

228.  Para- 
(iay'a  Ring :  Prin- 
ciple of  Transfor- 
mation.— Amongst 
Faraday's  earliest  ex[>oriiiicnts  lie  took  an  iron  ling  about 
8  inchea  in  diameter  (Fig.  1 33)  and  wound  uinin  it  two 
insulated  coils  of  wire  P  and  S,  each  t>f  many  ttims. 
If  coil  P  was  connected  to  a  lattery  circuit,  and  coil  S 
to  a  galvanometer,  lie  found  that  whenever  a  current  was 
turned  on  or  off  in  coil 
P,  secondary 
wore  generated  i 
In  iact  the  ci 
magnetized  the  iron  ring, 
and  the  ningnetic  lines 
created  by  P  passed 
til  rough  S,  setting  up 
v'vi.  133.  induction    currents.      If 

S  is  used  as  the  primary 
then  P  will  work  aa  secondary  ;  in  fact  the  induction 
between  P  and  K  is  miilual.  The  Faraday  ring,  with  its 
two  coils  wound  upon  a  closed  circuit  of  iron,  may  be 
regarded  as  the  very  tjpi;  of  all  traai^omurs  or  ynditction 
eoilt.  Faraday  also  employed  some  induction-coils  in  which 
the  two  coils  A  and  B  (Kg.  134)  were  wound  cylindrically 
outside  one  another  upon  a  straigLl  cole  C  ol  uon. 
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In  all  transformers  the  electromotive-forces  generated 
in  the  secondary  circuit  are   to  those  employed   in   the 

primary  circuit,  nearly  in  the  same 
proportion  as  the  relative  numbers  of 
turns  in  the  two  coils.  For  example, 
if  the  primary  coil  has  100  turns  and 
tlie  secondary  has  2500  turns,  the 
electromotive -force  in  the  secondary 
circuit  will  be  nearly  twenty- five 
times  as  great  as  that  used  in  the 
primary.  By  choosing  the  proi)er 
number  of  turns,  the  electromotive -force  can  be  trans- 
formed either  up  or  down. 

229.  The  Induotion  Coil. — In  order  to  generate 
enormously  high  electromotive-forces  which  shall  be  able  to 
send  sparks  across  air  sj)aces  that  ordinary  batteries  work- 
ing at  under  100  volts  could  not  possibly  pierce,  advantage 
is  taken  of  the  transformer  principle.  To  produce  spark 
discharges  there  is  used  the  apparatus  depicted  in  Fig. 
135,  as  improved  by  Callan,  Sturgeon,  Ruhmkorff,  and 
others,  and  termed  the  Induotion  Ooil  or  Inductorium. 
The  induction  coil  consists  of  a  cylindrical  bobbin  having 
a  central  iron  core  surrounded  by  a  short  inner  or 
"  primary "  coil  of  stout  wire,  and  by  an  outer 
"secondary"  coil  consisting  of  many  thousand  turns  of 
very  fine  wire,  very  carefully  insulated  between  its 
ditFereut  parts.  The  primary  circuit  is  joined  to  the 
terminals  of  a  few  powerful  Grove's  or  Bunsen's  cells,  and 
in  it  are  also  included  an  interrupter,  and  a  commutator 
or  key.  The  object  of  the  interrupter  is  to  make  and 
break  the  primary  circuit  in  rapid  succession.  The  result 
of  this  is  at  every  "make"  to  induce  in  the  outer 
"  secondary  "  circuit  a  momentary  inverse  current,  and  at 
every  "  break  "  a  powerful  momentary  direct  current.  As 
the  number  of  magnetic  lines  created  and  destroyed  at 
each  "  make  "  and  "  break  "  is  the  same,  the  two  electro- 
motive impulses  are  equal ;  but  by  the  use  of  a  condenser 
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the  current  at  "make"  la  cammed  to  tuke  a  i;oiisitlerable 
fraction  of  time  to  yrow,  whilst  at  "  break  "  the  cessation 
is  instantaueoUB.  The  rate  of  cutting  of  the  magnetic 
lines  is  therefore  much  greatei'  at  "  break "  than  at 
"make."  The  induced  eleiitroniotive-forces  at  "make" 
last  longer,  but  are  feebler,  and  do  not  sullice  to  send 
sparks.  The  currents  at  "  break  "  manifest  themselves 
as  a  biilliunt  torrent  of  epuiks  between  the  ends  of  the 


aei-ondary  wires  when  bronght  near  Lnough  together 
The  primary  coll  13  made  of  stiut  wire,  that  it  may 
carry  strong  inagiietuing  cuirents,  and  consista  of  few 
turns  to  keep  the  resistance  low,  and  to  aiuid  self  induc- 
tion of  the  piimary  cmrent  on  itself  The  central  iron 
core  IS  for  thi,  purpose  of  increasing,  by  its  great  mag 
netit  permeability,  the  number  of  lines  of  foi'ce  that  pass 
throi^h  the  coiis  it  is  usually  made  of  a  bundle  uf  fine 
wires  to  avoid  the  induced  currents  which  if  it  were  a 
solid  bar  would  be  set  circulating  in  it,  and  which  would 
retard  ita  rapidity  of  lu^nctiifttion  ot  iMiia%"a«.\T£A,iKia, 
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The  secondary  coil  is  made  with  many  turns,  in  order 
that  the  coefficient  of  transformation  may  be  large  ;  and 
as  the  induced  electromotive -force  will  be  thousands  of 
volts,  the  resistance  of  this  coil  will  be  immaterial,  and  it 
may  be  made  of  the  thinnest  wire  that  can  conveniently 
be  wound.  In  Mr.  Spottiswoode's  giant  Induction  Coil 
(which  yields  a  spark  of  42  J  inches'  length  in  air,  when 
worked  with  30  Grove's  cells),  the  secondary  coil  con- 
tains 280  miles  of  wire,  wound  in  340,000  turns,  and 
has  a  resistance  of  over  100,000  ohms. 

The  interrupters  of  induction  coils  are  usually  self- 
acting.  That  of  Foucault,  shown  with  the  coil  in  Fig. 
135,  consists  of  an  arm  of  brass  L,  which  dips  a  platinum 
wire  into  a  cup  of  mercury  M,  from  which  it  draws  the 
point  out,  so  breaking  circuit,  in  consequence  of  its  other 
end  being  attracted  toward  the  core  of  the  coil  whenever  it 
is  magnetized ;  the  arm  being  drawn  back  again  by  a  spring 
when,  on  the  breaking  of  the  circuit,  the  core  ceases  to 
be  a  magnet.  A  more  common  interrupter  on  small  coils 
is  a  "  break,"  consisting  of  a  piece  of  thin  steel  which  makes 
contact  with  a  platinum  point,  and  which  is  drawn  back  by 
the  attraction  of  the  core  on  the  passing  of  a  current ;  and 
so  makes  and  breaks  circuit  by  vibrating  backwards  and 
forwards  just  as  does  the  hammer  of  an  ordinary  electric  bell. 

Associated  with  the  primary  circuit  of  a  coil  is  usually 
a  small  condeiiser  (see  Art.  303),  made  of  alternate  layers 
of  tinfoil  and  paraffined  paper,  into  which  the  current 
flows  whenever  circuit  is  broken.  The  efl*ect  of  the  con- 
denser is,  as  stated  above,  to  suppress  the  "  inverse  "  current 
at  "  make "  and  to  increase  greatly  the  direct  electro- 
motive-force at  "  break."  The  sparks  are  longer,  and  only 
pass  one  way.  The  condenser  does  this  by  the  action 
known  as  electric  resonance  (see  Art.  517). 

230.  Ruhmkorff's  Reverser. — In  order  to  cut  off 
or  reverse  the  direction  of  the  battery  current  at  will, 
Ruhmkorff  applied  the  ourrent-reverser,  or  reversing- 
switch  ("commutator")   shown   in   Fig.  136.       In  this 
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instrument  tlie  battery  pc)leii  are  coiinecled  through  the 
eii'ls  of  the  iwia  of  a  siiiall  ivory  or  ebonita  cylinder  tn 
two  cheeks  of  brass  V  nnd  V,  which  can  he  turned  eo  as 
to  place  them  tithei'  wiiy  in  contact  with  two  vertical 
springs  B  nml  C,  whii'li  nre  joinetl  to  the  ends  of  the 
pi'imury  coil.  Many  other  forms  of  reversing-switch  have 
l>eeii  devised  ;  one,  much  used  as  a  key  for  telegraphic 
signalling,  is  drawn  in  Fig.  iTl, 


Q31.  liUrainouB  Effects  of  Induotlon  Sparks. — 

The  induction  coil  furnishes  a  rapid  succession  of  sparks 
with  which  all  tlic  effects  of  disruptive  discharge  may  be 
studied.  These  sparks  differ  only  in  degree  from  those 
furnished  hy  friction  machines  and  by  Leyden  jars  (see 
Lesson  XXIV.  on  Phenomena  of  Diachai^e). 

For  studying  disthai^e  through  glass  vessels  and  tubes 
from  which  the  air  luts  been  partially  exhausteil,  the 
coil  is  very  useful.  Fig.  137  illustrates  one  of  the 
many  beautiful  cifKCts  which  can  be  obtained,  the 
spark  eii[)audiug  in  the  rarefied  gas  into  flickering 
sheets  of  light,  exliililtiug  strife  awl  ulVet  \i\\fti 
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232.  Induction  Ourrente  firom  Earth's  Mag- 
netism..— It  is  easy  tn  obtain  indiicetl  currants  from  the 
,  eartli'a  niagnetiani.  A  coil  of 
wire  joined  to  a,  Bensitive 
I  fplvanometer,  when  suddenly 
1  inverted,  cuts  the  lines  of  the 
I  earth's  magnetiam,  and  in- 
I  (luces  a  current 

Faradiiy,  indeed,  applied 
I  this  method  to  investigate  the  - 
I  direction  and  number  of  mag- 
I  uetic  lines.  If  a,  smidl  wire 
I  coil  be  joined  in  circuit  with  a 
iiitable  galvanometer  having 
I  a  heavy  needle,  and  the  little 
I  coil  be  Huddenly  inverted 
1  while  in  a  ini^netic  field,  it 
I  ivill  cut  twice  all  the  lines  that 
I  pass  through  its  own  area,  and 
sine  of  half  the  angle  of 
I  the  first  swing  (Art  418)  will 
I  be  proportional  to  tlie  number 
"  "inea  cut ;  for  with  a  dow- 
ning needle,  the  total 
J  quantity  of  electricity  that 
I  flows  through  the  coils  will 
I  be  the  integral  whole  of  all 
I  the  separate  quantities  con- 
I  veyed  by  the  induced  currents, 
strong  or  weak,  which  flow 
round  the  circuit  during  the 
rapid  process  of  cutting  the  lines.  The  little  exploring  coil 
acts  therefore  as  a  mn'jnetic  jtroof-plane.  For  small  detlexiona 
the  first  swing  may  be  taken  as  a  sufficient  approximatioa 
instead  of  the  sine  of  lialf  the  angle  (see  Art.  418). 

If  the  circuit  Iw  moved  parallel  to  itielf  across  a  uni- 
forin  magnetic  field  there  will  be  no  induction  c 
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for  just  as  many  magnetic  lines  will  be  cut  in  moving 
ahead  in  front  as  are  left  behind.  There  will  be  no  cur- 
rent in  a  wire  moved  parallel  to  itself  along  a  line  of 
force  ;  nor,  if  it  lie  along  such  a  line  while  a  current 
is  sent  through  it,  will  it  experience  any  mechanical 
force. 

233.  Earth  Ourrenta  —  The  variations  of  the 
earth's  magnetism,  mentioned  in  Lesson  XII.,  alter  the 
numl>er  of  magnetic  lines  which  pass  through  the  tele- 
graphic circuits,  and  hence  induce  in  them  disturbances 
which  are  known  as  "  earth  currents. '  During  magnetic 
storms  the  earth  currents  on  the  British  lines  of  tele- 
graph have  been  known  to  attain  a  strength  of  40  milli- 
amperes,  which  is  stronger  than  the  usual  working  cur- 
rents. Feeble  earth  currents  are  observed  every  day, 
and  are  more  or  less  periodic  in  character. 


Lesson  XIX. — Chemical  Actions  of  Currents 

234.  Conducting  Properties  of  Liquids.  —  In 
addition  to  tlie  chemical  actions  inside  the  cells  of  the 
battery,  which  always  accompany  the  production  of  a 
current,  there  are  also  chemical  actions  produced  outside 
the  battery  when  the  current  is  caused  to  pass  through 
certain  liquids.  Liquids  may  be  divided  into  three 
classes  —  (1)  those  which  do  not  coTiduct  at  all^  such  as 
turpentine  and  many  oils,  particularly  petroleum ;  (2) 
those  which  conduct  loithout  decompositioii,  viz.  mercury 
and  other  molten  metals,  which  conduct  just  as  solid 
metals  do  ;  (3)  those  which  are  decomposed  when  they  con- 
duct a  current,  viz.  the  dilute  acids,  solutions  of  metallic 
salts,  and  certain  fused  solid  compounds. 

236.  Decomposition  of  Water. — In  the  year 
1 800  Carlisle  and  Nicholson  discovered  that  the  voltaic 
current  could  be  passed  through  water,  and  that  in  pass- 
ing through  it  decomposed  a  portion  o^  W\e.  \\c!^\\  vaJwi 
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its  constituent  gases.  These  gases  appeared  in  bubbles 
on  the  ends  of  the  wires  which  led  the  current  into  and 
out  of  the  liquid  ;  bubbles  of  oxygen  gas  appearing  at  the 
point  where  the  current  entered  the  liquid,  and  hydrogen 
bubbles  where  it  left  the  liquid.  It  was  soon  found  that 
a  great  many  other  liquids,  particularly  dilute  acids  and 
solutions  of  metallic  salts,  could  be  similarly  decomposed 
by  passing  a  current  through  them. 

236.  Electrolysis. — To  this  process  of  decomposing 
a -liquid  by  means  of  an  electric  current  Faraday  gave 
the  name  of  electrolysis  (i.e.  electric  analysis)  ;  and 
those  substances  which  are  capable  of  being  thus  decom- 
posed or  "  electrolyzed  "  he  termed  electrolytes. 

The  ends  of  the  wires  leading  from  and  to  the  battery 
are  called  electrodes  ;  and  to  distinguish  them,  that  by 
which  the  current  enters  is  called  the  anode,  that  by 
which  it  leaves  the  kathode.  The  vessel  in  which  a 
liquid  is  placed  for  electrolysis  is  termed  an  electrolytic 
cell. 

237.  Electrolysis  of  Water. — Returning  to  the 
decomposition  of  water,  we  may  remark  that  perfectly 
pure  water  appears  not  to  conduct,  but  its  resistance  is 
greatly  reduced  by  the  addition  of  a  few  drops  of  sul- 
phuric or  hydrochloric  acid.  The  apparatus  shown  in 
Fig.  138  is  suitable  for  this  purpose.  Here  a  battery  of 
two  cells  (those  shown  are  circular  Bunsen's  cells)  is  seen 
with  its  poles  connected  to  two  strips  of  metallic  platinum 
as  electrodes,  which  project  up  into  a  vessel  containing 
the  acidulated  water.  Two  tubes  closed  at  one  end, 
which  have  been  previously  filled  with  water  and  in- 
verted, receive  the  gases  evolved  at  the  electrodes. 
Platinum  is  preferred  to  other  metals  such  as  copper  or 
iron  for  electrodes,  since  it  is  less  oxidizable  and  resists 
every  acid.  It  is  found  that  there  is  almost  exactly  tioice 
as  much  hydrogen  gas  (by  volume)  evolved  at  the  kathode 
as  there  is  of  oxygen  at  the  anode.  This  fact  corresponds 
with  the  known  chemical  composition  of  water,  which  is 
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produced  by  combining  together  tbese  two  gases  in  the 
proportion  of  two  voluniea  of  the  fonner  to  one  nt  the 
latter.  The  proportions  of  gasea  evolveil,  however,  are 
not  exactly  two  to  one,  for  at  first  a  very  small  quantity 
of  the  hy(lr<^en  is  absorbed  or  "occluded "  by  the 
platinum  surface,  while  a  more  considerable  proportion 
of  the  oiygen^abont  1  per  cent — is  given  off  in  the 


denser  allotrop  c  fom  of  o  one  wh  ch  oceup  e^  less  space 
and  IS  also  al  htly  sol  ble  a  tl  e  wate  When  a 
aufii  leitt  an  o  nt  ot  the  ^ases  has  1>een  evol  ed  and 
collected  thev  may  li.  tested  the  h^dxigen  by  showing 
that  t  !1  b  n  the  oiyge  by  ts  aus  ng  a  glowing 
apark  n  the  e  d  of  a  spl  nter  of  wood  to  b  rst  into 
flan  e  If  the  two  gasea  are  colle  ted  ti^ether  in  a 
common  rece  ver  the  n  xed  gia  w  U  be  foun  1  to  possess 
the  well  It  own  exploa  e  property  of  axel  hydrogen 
and  x>ge  ^ases.  Tie  cl  en  cal  decomposition  is  ex 
presse  1   n  the  follow  ng  eq  at  on 

HjO  =  Hg  +  O 

WbIbt  jIbIiIs         e  toIb.  of  Hyilrogon         and      1.iq\.oI<Si.i%w- 
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238.  Electrolysis  of  Sulphate  of  Copper. — We 

will  take  as  another  case  the  electrolysis  of  a  solution  of 
the  well-known  "  blue  vitriol "  or  sulphate  of  copper.  If 
a  few  crystals  of  this  substance  are  dissolved  in  water 
a  blue  liquid  is  obtained,  which  is  easily  electrolyzed 
between  two  electrodes  of  platinum  foil,  by  the  current 
from  a  single  cell  of  any  ordinary  battery.  The  chemical 
formula  for  sulphate  of  copper  is  CuSO^.  The  result  of 
the  electrolysis  is  to  split  it  up  into  two  parts.  Metallic 
copper  is  carried  forward  by  the  current  and  deposited 
in  a  film  upon  the  kathode,  leaving  behind  at  the  anode 
"  sulphion,"  an  easily  decomposed  compound  of  sulphur 
and  oxygen,  which  is  immediately  acted  upon  by  the 
water  forming  sulphuric  acid  and  oxygen.  This  oxygen 
is  liberated  in  bubbles  at  the  anode.  The  chemical 
changes  are  thus  expressed  : 


CuSO^ 

Cu          + 

so. 

Sulphate  of  Copper         becomes 

Copper         ami 

Sulphion  ; 

SO4        +       H^O   •      = 

H,SO^ 

+       0 

Sulphion       and       water       pro<luce 

Sulphuric  acitl 

and       Oxygen. 

In  this  way,  as  the  current  continues  to  flow,  copper 
is  continually  withdrawn  from  the  liquid  and  deposited 
on  the  kathode,  and  the  liquid  gets  more  and  more  acid. 
If  copper  electrodes  are  used,  instead  of  platinum,  no 
oxygen  is  given  off  at  the  anode,  but  the  copper  anode 
itself  dissolves  away  into  the  liquid  at  exactly  the  same 
rate  as  the  copper  of  the  liquid  is  deposited  on  the 
kathode. 

239.  Anions  and  Rations. — The  atoms  which 
thus  are  severed  from  one  another  and  carried  invisibly 
by  the  current  to  the  electrodes,  and  there  deposited, 
are  obviously  of  two  classes  ;  some  are  left  behind  at  the 
anode,  others  are  carried  forward  to  the  kathode.  Fara- 
day gave  the  name  of  ions  to  these  wandering  atoms  ; 
those  left  at  the  anode  being  anions,  and  those  going  to 
tlie    kathode    being   kations.       Anions    are    sometimes 
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regarded  as  "electronegative,"  because  they  move  as  if 
attracted  toward  the  +  pole  of  the  battery,  while  the 
kations  are  regarded  as  "electropositive."  Hydrogen 
and  the  metals  are  kations,  moving  apparently  vnth  the 
direction  assumed  as  that  of  the  current,  and  are  de- 
posited where  the  current  leaves  the  electrolytic  cell. 
The  anions  are  oxygen,  chlorine,  etc.  When,  for  ex- 
ample, chloride  of  tin  is  electrolyzed,  metallic  tin  is 
deposited  on  the  kathode,  and  chlorine  gas  is  evolved  at 
the  anode. 

240.  Quantitative  La-ws  of  Electrolysis. 

(i.)  The  amount  of  chemical  action  is  equal  at  all  points 
of  a  circuit.  If  two  or  more  electrolytic  cells  are  placed 
at  different  points  of  a  simple  circuit  the  amount  of 
chemical  action  will  be  the  same  in  all,  for  the  same 
quantity  of  electricity  flows  past  every  point  of  the  circuit 
in  the  same  time.  If  all  these  cells  contain  acidulated 
water,  the  quantity,  for  example,  of  hydrogen  set  free  in 
each  will  be  the  same  ;  or,  if  they  contain  a  solution  of 
sulphate  of  copper,  identical  quantities  of  copper  will  be 
deposited  in  each.  If  some  of  the  cells  contain  acidu- 
lated water,  and  others  contain  sulphate  of  copper,  the 
weights  of  hydrogen  and  of  copper  will  not  be  equal,  but 
will  be  in  chemically  equivalent  quantities. 

(ii.)  The  ainount  of  an  ion  liberated  at  an  electrode  in 
a  given  time  is  proportional  to  the  strength  of  the  current. 
A  current  of  two  amperes  will  cause  just  twice  the  quantity 
of  chemical  decomposition  to  take  place  as  a  current  of 
one  ampere  would  do  in  the  same  time. 

(iii.)  The  amount  of  an  ion  liberated  at  an  electrode  in 
one  second  is  equal  to  the  strength  of  the  current  multiplied 
by  the  ^''electro-chemical  equivalent "  of  the  ion.  It  has  been 
found  by  experiment  that  the  passage  of  one  coulomb  of 
electricity  through  water  liberates  '000010384  gramme 
of  hydrogen.  Hence,  a  current  the  strength  of  which  is 
C  {amperes)  will  liberate  C  x  '000010384  grammes  of 
hydrogen    per    second.      The    quantily    •QQ<5Vi\^'^'^\    Ss» 
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called  the  electrochemical  equivaUfiit  of  hydrogen.  The 
"electrochemical  equivalents"  of  other  elements  can  be 
easily  calculated  if  their  chemical  "  equivalent "  is  known. 
Thus  the  chemical  "  equivalent  "*  of  copper  is  31*59; 
multiplying  this  by  '000010384  we  get  as  the  electro- 
chemical equivalent  of  copper  the  value  '0003281 
(gramme). 


Table  of  Electrochemical  Equivalents,  etc. 


Electrochemical 

'RlATTlAnf' 

Atomic 

Val- 

Chemical 

Equivalent 

Weight. 

ency. 

Equivalent. 

(grammes 
per  cotdomh). 

Electropositive — 

Hydrogen   .... 

1 

1 

1 

0-000010384 

Potassium  .... 

39  03 

1 

39-03 

0-0004053 

Sodium 

23- 

1 

23- 

0-0002388 

Gold 

196-2 

o 
o 

65-4 

0-0006791 

Silver 

107-67 

1 

107-67 

0-0011181 

Copper  (Cupric)    .     . 

63-18 

2 

31-59 

0-0003281 

,,       (Cuprous) 

63-18 

1 

63-18 

0-0006562 

Mercury  (Mercuric)   . 

199-8 

2 

99-9 

0-0010374 

,,        (Mercurous) 

199-8 

1 

199-8 

0-0020748 

Tin  (Stannic)  .     .     . 

117-8 

4 

29-45 

0-0003058 

,,    (Stannous)      .     . 

117-8 

2 

58-9 

0-0006116 

Iron  (Ferrous) . 

55-9 

2 

27-95 

0-0002902 

„     (Ferric)    .     .     . 

55-9 

(3) 

18-64 

0-0001935 

Nickel 

58-6 

2 

29-3 

0-0003043 

Zinc 

64-9 

2 

32-45 

0-00033698 

Lead 

206-4 

2 

103-2 

0-0010716 

Electronegative — 

Oxygen  

15-96 

2 

7-98 

0-00008286 

Chlorine      .... 

35-37 

1 

35-37 

0-0003673 

Iodine 

126-54 

1 

126-54 

0-0013140 

Bromine      .... 

79-76 

1 

79-76 

0-0008282 

Nitrogen     .... 

14-01 

3 

4-67 

0-00004849 

*  The  chemical  equivalent  must  not  be  confounded  with  the  atomic 
weight.  The  atomic  weight  of  copper  is  63,  that  is  to  say,  its  atoms  are  63 
times  as  heavy  as  atoms  of  liydrogen.    But  in  cYvemical  combinations  one 
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241.  "Weight  of  Element  deposited.  —  The  fol- 
lowing equation  embodies  the  rule  for  finding  the  weight 
of  any  given  ion  disengaged  from  an  electrolytic  solution 
during  a  known  time  by  a  current  of  known  strength. 
Let  C  be  the  current  (reckoned  in  amperes),  t  the  time  (in 
seconds),  z  the  electrochemical  equivalent,  and  w  the 
weight  (in  grammes)  of  the  element  liberated  ;  then 

w  =zCt, 

or,  in  words,  the  weight  (in  grammes)  of  mi  element  deposited 
by  electrolysis  is  found  by  multiplying  its  electrochemical 
equivalent  by  the  strength  of  the  current  (in  amperes),  and  by 
the  time  (in  seconds)  during  which  the  current  continues  to 
flow. 

Example. — A  current  from  five  Daniell's  cells  was  passed 
through  two  electrolytic  cells,  one  containing  a  solution 
of  silver,  the  other  acidulated  water,  for  ten  minutes. 
A  tangent  galvanometer  in  the  circuit  showed  the 
strength  of  the  current  to  be  '5  amperes.  The  weight 
of  silver  deposited  will  be  0*001 118  x  '5  x  10  x  60 
=  0*3354  gramme.  The  weight  of  hydrogen  evolved 
in  the  second  cell  will  be  -000010384  x  '5  x  10  x  60 
=  0*003115  gramme. 

242.  Voltameters. — The  second  of  the  above  laws, 
that  the  amount  of  an  ion  liberated  in  a  given  time  is 
proportional  to  the  current,  is  sometimes  known  as  Fara- 
dai/s  Law,  from  its  discoverer.  Faraday  pointed  out 
that  it  aflfords  a  chemical  means  of  measuring  currents. 
He  gave  the  name  of  voltameter  to  an  electrolytic  cell 
arranged  for  the  purpose  of  measuring  the  current  by  the 
amount  of  chemical  action  it  effects. 

243.  "Water  -  Voltameter. — The  apparatus  shown 
in  Fig.  138  might  be  appropriately  termed  a  Water- 
atom  of  copper  replaces,  or  is  "  worth,"  tioo  atoms  of  hydrogen ;  hence  the 

weight  of  copper  equivalent  to  1  of  hydrogen  is  V  =  31^.    In  all  cases  the 

chemical  "equivalent"  is  the  quotient  ^ — — .    TVvfe  «Jci«N<b  \aXJsA 

^  ^  \a\eiicv 

g^res  full  statistical  iu/ormation. 
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Voltameter,  provided  the  tubes  to  collect  the  gases  be 
graduated,  so  as  to  measure  the  quantities  evolved.  The 
weight  of  each  measured  cubic  centimetre  of  hydrogen 
(at  the  standard  temperature  of  0°  C,  and  pressure  of 
760  millims.)  is  known  to  be  -00008988  grammes.  Hence, 
if  the  number  of  cubic  centimetres  liberated  during  a 
given  time  by  a  current  of  unknown  strength  be  ascer- 
tained, the  mean  strength  of  the  current  can  be  calculated 
by  first  reducing  the  volume  to  weight,  and  then  divid- 
ing by  the  electrochemical  equivalent,  and  by  the  time. 
Each  coulomb  of  electricity  liberates  in  its  flow  '1155 
cubic  centimetres  of  hydrogen,  and  '0577  c.c.  of  oxygen. 
If  these  gases  are  collected  together  in  a  mixed-gas  voltor- 
meter  there  will  be  '1732  c.c.  of  the  mixed  gases  evolved 
for  every  coulomb  of  electricity  which  passes.  To  decom- 
pose 9  grammes  of  water,  liberating  1  gramme  of  H  and 
8  grammes  of  0,  requires  96,302  coulombs  to  be  sent 
through  the  liquid  with  an  electromotive  force  of  at  least 
1-47  volts  (see  Art.  487). 

244.  Copper  and  Silver  Voltameters. — As 
mentioned  above,  if  sulphate  of  copper  is  electrolyzed 
between  two  electrodes  of  copper,  the  anode  is  slowly 
dissolved,  and  the  kathode  receives  an  equal  quantity  of 
copper  as  a  deposit  on  its  surface.  One  coulomb  of  elec- 
tricity will  cause  '0003281  gramme  to  be  deposited  ;  and 
to  deposit  one  gramme  weight  requires  a  total  quantity 
of  3048  coulombs  to  flow  through  the  electrodes.  A  cur- 
rent of  one  ampere  deposits  in  one  hour  1*177  grammes 
of  copper,  or  4*0248  grammes  of  silver. 

By  weighing  one  of  the  electrodes  before  and  after 
the  passage  of  a  current,  the  gain  (or  loss)  will  be  pro- 
portional to  the  quantity  of  electricity  that  has  passed. 
In  1879  Edison,  the  inventor,  applied  this  method  for 
measuring  the  quantity  of  electricity  supplied  to  houses 
for  electric  lights  in  them  ;  a  small  copper  voltameter 
being  placed  in  a  branch  of  the  circuit  which  supplied 
tlie  house,  to  serve  as  a  meter.     Yaxiowa  oUi^t  kiuda  of 
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Fig.  139. 


sujyply  meters  have  been  proposed,  having  clockwork 
counters,  rolling  integrating  disks,  and  oilier  mechanical 
devices  to  add  up  the  total  cpiantity  of  electricity  con- 
veyed by  the  current  (see  Art.  442). 

246.  Comparison  of  Voltameters  "with   Gal- 
vanometers.— It  will  be  seen  that  both  Galvanometers 
and  Voltameters  are  intended  to  measure  the  strength  of 
currents,  one  by  magnetic,  the  other  by  chemical  means. 
Faraday  demonstrated  that  the  magnetic  and  the  chemicid 
actions  of  a  current  are  pro- 
portional   to    one    another. 
In    Fig.    139    is    shown    a 
circuit  that  is  branched  so 
that    the    current    divides, 
part  going  through  a  branch 
of  small    resistance  r  and 
part    through  a  branch  of 
larger   resistance    R.     The 
current    will    divide,    the 
greater  part  going    by  the 
path    of    lesser    resistance. 
Three     amperemeters     are 
used.       It    will    be    found 
that  the  number  of  amperes 

in  the  main  circuit  is  equal  to  the  sura  of  the  am})€re8 
in  the  two  branches.  In  Fig.  140  the  three  ampere- 
meters have  been  replaced  by  three  copper  voltameters.  . 
The  weight  of  copper  deposited  in  the  voltameter  A  in 
the  main  circuit  will  be  found  to  be  equal  to  the  sum  of 
the  weights  deposited  in  B  and  C  in  the  two  branches. 
A  galvanometer  shows,  however,  the  strength  of  the  cur- 
rent at  any  moment,  and  its  variations  in  strength  from 
one  moment  to  another,  by  the  position  of  the  needle. 
In  a  voltameter,  a  varying  current  may  liberate  the 
atoms  of  copper  or  the  bubbles  of  gas  rapidly  at  one 
moment,  and  slowly  the  next,  but  all  the  varying  c\iia.xv- 
tities  will  be  8im]^\y  added  toget^^r  \\\  \Xivi  \.Q\aX  ^\^^* 
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In  fact,  the  voltameter  gives  us  the  "  time  integral "  of 
the  current.  It  tells  us  what  quantity  of  electricity  has 
flowed  through  it  during  the  experiment,  rather  than  how 
strong  the  current  was  at  any  one  moment. 

246.  Chemical  Test  for  Weak  Currents. — A 
very  feeble  current  suffices  to  produce  a  perceptible 
amount  of  change  in  certain  chemical  substances.  If 
a  few  crystals  of  the  white  salt  iodide  of  2>ota>ssiu7n  are 
dissolved  in  water,  and  then  a  little  starch  paste  is  added, 
a  very  sensitive  electrolyte  is  obtained,  which  turns  to 
a  dark  blue  colour  at  the  anode  when  a  very  weak 
current  passes  through  it.  The  decomposition  of  the 
salt  liberates  iodine  at  the  anode,  which,  acting  on  the 
starch,  forms  a  coloured  compound.  White  blotting- 
paper,  dipped  into  the  prepared  liquid,  and  then  laid  on 
the  kathode  and  touched  by  the  anode,  affords  a  con- 
venient way  of  examining  the  discoloration  due  to  a 
current  A  solution  of  ferrocyanide  of  potassium  affords 
when  using  an  anode  of  iron  the  well-known  tint  of 
Prussian  blue.  Bain  proposed  to  utilize  this  in  a 
Chemical  Writing  Telegraph,  the  short  and  long  currents 
transmitted  along  the  line  being  thus  recorded  in  blue 

marks  on  a  strip  of  prepared  paper,  drawn  along  by  clock- 
work under  an  iron  stylus  joined  to  the  positive  wire. 
Faraday  showed  that  chemical  discoloration  of  paper 
moistened  with  starch  and  iodide  of  potassium  was  pro- 
duced by  the  passage  of  electricity  from  sources  of  all 
different  kinds — frictional,  voltaic,  thermo-electric,  and 
magneto-electric, — even  by  that  evolved  by  the  Torpedo 
and  the  Gymnotus.  In  fact,  he  relied  on  this  chemical 
test  as  one  proof  of  the  identity  of  the  differeut  kinds. 

247.  Internal  and  External  Actions. — In  an 
earlier  lesson  it  was  shown  that  the  quantity  of  chemical 
action  inside  the  cells  of  the  battery  was  proportional  to 
the  current.  Hence,  Law  (i.)  of  Art  240  applies  both 
to  the  portion  of  the  circuit  within  the  battery  and  to 
that  without  it. 
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Suppose  3  Daniell's  cells  are  being  emploj'ed  to  decompose 
water  in  a  voltameter.  Then  while  1  gramme  weight  (11,126  cub. 
centims.)  of  hydrogen  and  8  grammes  (5563  c.c.)  of  oxygen 
are  set  free  in  the  voltameter,  31*5  grammes  of  copper  will  be 
deposited  in  each  cell  of  the  battery,  and  (neglecting  loss  by  local 
action)  32*5  grammes  of  zinc  will  be  dissolved  in  each  cell. 

248.  Reversibility. — It  Avill  therefore  be  evident 
that  the  electrolytic  cell  is  the  converse  of  the  voltaic  cell. 
The  chemical  work  doue  in  the  voltaic  cell  furnishes  the 
energy  of  the  current  which  that  cell  sets  up  in  the 
circuit.  In  the  electrolytic  cell  chemical  work  is  jier- 
formed,  the  necessary  energy  being  furnished  by  the  cur- 
rent of  electricity  which  is 


EMF  helps  current. 
Energy  enters  circuit. 


EMF  opposes  current. 
Energy  leaves  circuit. 


Fig.  141. 


sent  into  the  cell  from  an      — 
independent      battery     or   case 
other    source.     It    is    im-      i. 
portant  to  note  the  bearing 
of  this  with  respect  to  the 
energy  of  the  circuit.    Sup- 
pose a  current  of  strength    -^- 
JO  ijo  flow  through  a  cell  of  case 
which    the    electromotive-     n. 
force  is  E,  and  which  acts 
in    the   same  direction   as 
the   current.     Thg-^nergy 

given  to  the  circuit  per  second  by  this  cell  will  be  (Art. 
435)  the  product  of  C  and  E  ;  the  chemical  energy  of 
the  voltaic  cell  entering  the  circuit  at  the  place  where 
the  chemical  action  is  going  on.  In  Fig.  141  the  current 
is  indicated  by  the  arrows  with  thick  shafts,  the  electro- 
motive-force by  the  feathered  arrow.  For  example,  if 
10  amperes  flow  through  a  Daniell  cell  acting  with  1*1 
volts  of  electromotive-force,  the  power  given  out  by  the 
cell  is  11  watts  (Art.  435).  But  if  the  cell  be  so  con- 
nected into  the  circuit,  as  in  Case  II.  of  Fig.  141,  that 
the  E.M.F.  of  the  cell  opposes  the  current  tlv?^^.  \%  Vywcv^ 
driven  alon^   the  circuit,   then  tlie  enet^^   '^^^  ^^^ov^^ 
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will  be  the  product  of  C  and  —  E,  or  -  CE,  the  negative 
sign  indicating  tliat  the  circuit  is  losing  energy,  part  of 
its  energy  being  absorbed  in  the  cell  in  doing  chemical 
work.  If  the  current  is  sent  backwards  through  a  Daniell 
cell  the  cheinical  processes  are  reversed,  copper  is  dissolved 
and  zinc  is  deposited.  But  all  cells  are  not  reversible  in 
their  chemical  action. 

A  theory   of  electrolysis,   and  some   examples    of  its 
application,  are  given  in  Art.  488  on  Electro-chemistry. 


Lesson  XX. — Physical  aiid  Physiological  Effects  of  tJie 

Current 

249.  Molecular  Actions. — Metal  conductors,  when 
subjected  to  the  prolonged  action  of  currents,  undergo 
slow  molecular  changes.  Wires  of  copper  and  brass 
gradually  become  brittle  under  its  influence.  During 
the  passage  of  the  current  through  metallic  wires  their 
cohesion  is  temporarily  lessened,  and  there  also  appears 
to  be  a  decrease  in  their  coefficient  of  elasticity.  It  was 
thought  by  Edlund  that  a  definite  elongation  could  be 
observed  in  strained  wires  when  a  current  was  passed 
through  them  ;  but  it  has  not  yet  been  satisfactorily 
shown  that  this  elongation  is  independent  of  the  elonga- 
tion due  to  the  heating  of  the  wire  owing  to  the  resistance 
it  opposes  to  the  current. 

250.  Electric  Osmose. — Porret  observed  that  if  a 
strong  current  is  led'  into  certain  liquids,  as  if  to  electro- 
lyze  them,  a  jwrous  partition  being  placed  between  the 
electrodes,  the  cut-rent  mechanically  carries  part  of  the 
liquid  through  the  porous  diaphragm,  so  that  the  liquid 
is  forced  up  to  a  higher  level  on  one  side  than  on  the 
other.  Tliis  phenomenon,  known  as  electric  osmose,  is 
most  manifest  when  badly- conducting  liquids,  such  as 
alcohol  and  bisulphide  of  carbon,  are  used.     The  transfer 

through  the  diaphragm  takes  place  in  the  direction  of 
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the  current ;  that  is  to  say,  the  liquid  is  higher  about 
the  kathode  than  round  the  anode. 

261.  Electric  Distillation. — Closely  connected 
with  the  preceding  phenomenon  is  that  of  the  electric 
distillation  of  liquids.  It  was  noticed  by  Beccaria  that 
an  electrified  liquid  evaporated  more  rapidly  than  one 
not  electrified.  Gernez  has  recently  shown  that  in  a 
bent  closed  tube,  containing  two  portions  of  liquid,  one 
of  which  is  made  highly  4-  and  the  other  highly  —  ,  the 
liquid  passes  over  from  +  to  — .  This  apparent  distilla- 
tion is  not  due  to  difference  of  temperature,  nor  does  it 
depend  on  the  extent  of  surface  exposed,  but  is  effected 
by  a  slow  creeping  of  the  liquid  along  the  interior  surface 
of  the  glass  tubes.  Bad  conductors,  such  as  turpentine, 
do  not  thus  pass  over. 

262.  Diaphragm  Currents. — Professor  Quincke 
discovered  that  a  current  is  set  up  in  a  liquid  when  it  is 
forced  by  pressure  through  a  porous  diaphragm.  This 
phenomenon  may  be  regarded  as  the  converse  of  electric 
osmose.  The  E.M.F.  of  the  current  varies  with  the 
pressure  and  with  the  nature  of  the  diaphragm.  When 
water  was  forced  at  a  pressure  of  one  atmosphere 
through  sulphur,  the  difference  of  potential  was  over  9 
volts.  With  diaphragms  of  porcelain  and  bladder  the 
differences  were  only  "35  and  '01  volts  respectively. 

253.  Electro-Capillary  Phenomena. — If  a  hori- 
zontal glass  tube,  turned  up  at  the  ends,  be  filled  with 
dilute  acid,  and  a  single  drop  of  mercury  be  placed  at 
about  the  middle  of  the  tube,  the  passage  of  a  current 
through  the  tube  will  cause  the  drop  to  move  along 
towards  the  negative  pole.  It  is  believed  that  the 
liberation  of  very  small  quantities  of  gas  by  electrolysis  at 
the  surface  where  the  mercury  and  acid  meet  alters  the 
surface-tension  very  considerably,  and  thus  a  movement 
results  from  the  capillary  forces.  Lippmann,  Dewar, 
and  others  have  constructed  upon  thia  "^t\wc\^\^  coj^Wt'^ 
electroTneterSy  in  which  the  pressuTe  oi  ^  coVavaw  Q>i  \tf5^^^^ 
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is  made  to  balance  the  electro-capillary  force  exerted  at 
the  surface  of  contact  of  mercury  and  dilute  acid,  the 
electro-capillary  force  being  nearly  proportional  to  the 
electromotive-force  when  this  does  not  exceed  one  volt. 
Fig.  142  shows  the  capillary  electrometer  of  Dewar. 
A  glass  tube  rests  horizontally  between  two  glass  dishes 


Fig.  142. 

in  which  holes  have  been  bored  to  receive  the  ends  of 
the  tube.  It  is  tilled  with  mercury,  and  a  single  drop 
of  dilute  acid  is  placed  in  the  tube.  Platinum  wires  to 
serve  as  electrodes  dip  into  the  mercury  in  the  dishes. 
An  E.M.F.  of  only  ^^  volt  suffices  to  produce  a  measur- 
able displacement  of  the  drop.  The  direction  of  the 
displacement  varies  with  that  of  the  current. 

264.  Physiological  Actions. — Currents  of  elec- 
tricity passed  through  the  limbs  affect  the  nerves  with 
certain  painful  sensations,  and  cause  the  muscles  to 
undergo  involuntary  contractions.  The  sudden  rush  of 
even  a  small  charge  of  electricity  from  a  Leyden  jar 
charged  to  a  high  potential,  or  from  an  induction  coil 
(see  Fig.  135),  gives  a  sharp  and  painful  shock  to  the 
system.  The  current  from  a  few  strong  Grove's  cells, 
conveyed  through  the  body  by  grasping  the  terminals 
with  moistened  hands,  gives  a  very  different  kind  of 
sensation,  not  at  all  agreeable,  of  a  prickling  in  the  joints 
of  the  arms  and  shoulders,  but  not  producing  any 
spasmodic  contractions,  except  it  be  in  nervous  or 
weakly  persons,  at  the  sudden  making  or  breaking  of 
the  circuit.  The  difference  between  the  two  cases  lies 
j'n  the  fact  that  the  tissues  of  the  body  off^i  a  very  con- 
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siderable  resistance,  and  that  the  difference  of  potential 
in  the  former  case  may  be  many  thousands  of  volts ; 
hence,  though  the  actual  quantity  stored  up  in  the 
Ley  den  jar  is  very  small,  its  very  high  E.M.F.  enables 
it  at  once  to  overcome  the  resistance.  The  battery, 
although  it  might,  when  working  through  a  good  con- 
ductor, afford  in  one  second  a  thousand  times  as  much 
electricity,  cannot,  when  working  through  the  high  re- 
sistance of  the  body,  transmit  more  than  a  small  fraction, 
owing  to  its  limited  E.M.F. 

After  the  discovery  of  the  shock  of  the  Ley  den  jar  by 
Cunseus  in  1745  many  experiments  were  tried.  Louis 
XV.  of  France  caused  an  electric  shock  from  a  battery  of 
Leyden  jars  to  be  administered  to  700  Carthusian  monks 
joined  hand  in  hand,  with  prodigious  effect.  Franklin 
killed  a  turkey  by  a  shock  from  a  Leyden  jar. 

In  1752  Sulzer  remarked  that  "if  you  join  two 
pieces  of  lead  and  silver,  and  then  lay  them  upon  the 
tongue,  you  will  notice  a  certain  taste  resembling  that  of 
green  vitriol,  while  each  piece  apart  produces  no  such 
sensation."  This  galvanic  taste,  not  then  suspected 
to  have  any  connexion  with  electricity,  may  be  ex- 
perienced by  placing  a  silver  coin  on  the  tongue  and  a 
steel  pen  under  it,  the  edges  of  them  being  then  brought 
into  metallic  contact.  The  same  taste  is  noticed  if  the 
two  wires  from  the  poles  of  a  single  voltaic  cell  are  placed 
in  contact  with  the  tongue. 

Ritter  discovered  that  a  feeble  current  transmitted 
through  the  eyeball  produces  the  sensation  as  of  a  bright 
flash  of  light  by  its  sudden  stimulation  of  the  optic  nerve. 
A  stronger  current  transmitted  by  means  of  moistened 
conductors  attached  to  the  battery  terminals  gave  a  sensa- 
tion of  blue  and  green  colours  in  flowing  between  the 
forehead  and  the  hand.  Von  Helmholtz,  repeating  this 
experiment,  observed  only  a  wild  rush  of  colour.  Dr. 
Hunter  saw  flashes  of  light  when  a  piece  of  m^cital  "^Wa^ 
under  the  tongue  was   touched   aga\iiB>\>  awo>i)ae^  >«VlOq. 
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touched  the  moist  tissues  of  the  eye.  Volta  and  Ritter 
heard  musical  sounds  when  a  current  was  passed  through 
the  ears  ;  and  Humboldt  found  a  sensation  to  be  produced 
in  the  organs  of  smell  when  a  current  was  passed  from  the 
nostril  to  the  soft  palate.  Each  of  the  specialized  senses 
can  be  stimulated  into  activity  by  the  current.  Man 
possesses  no  specialized  sense  for  the  perception  of  electrical 
forces,  as  he  does  for  light  and  for  sound ;  but  there  is  no 
reason  for  denying  the  possibility  that  some  of  the  lower 
creatures  may  be  endowed  with  a  special  electrical  sense. 

The  following  experiment  shows  the  effect  of  feeble 
currents  on  cold-blooded  creatures.  If  a  copper  (or  silver) 
coin  be  laid  on  a  piece  of  sheet  zinc,  and  a  common  garden 
snail  be  set  to  crawl  over  the  zinc,  directly  it  comes  into 
contact  with  the  coj)per  it  will  suddenly  pull  in  its  horns, 
and  shrink  in  its  body.  If  it  is  set  to  crawl  over  two 
copper  wires,  which  are  then  placed  in  contact  with  a 
feeble  voltaic  cell,  it  immediately  announces  the  establish- 
ment of  a  current  by  a  similar  contraction.* 

266.  Muscular  Contractions. — In  1678  Swam- 
merdam  showed  to  the  Grand  Duke  of  Tuscany  that  when 
a  portion  of  muscle  of  a  frog's  leg  hanging  by  a  thread  of 
nerve  bound  with  silver  wire  was  held  over  a  copper 
support,  so  that  both  nerve  and  wire  touched  the  copper, 
the  muscle  immediately  contracted.  More  than  a  century 
later  Galvani's  attention  was  drawn  to  the  subject  by 
his  observation  of  spasmodic  contractions  in  the  legs  of 
freshly -killed  frogs  under  the  influence  of  the  "return- 
shock"  experienced  every  time  a  neighbouring  electric 
machine  was  discharged.  Unaware  of  Swammerdam's 
experiment,  he  discovered  in  1786  the  fact  (alluded  to  in 
Art.  163  as  leading  ultimately  to  the  discovery  of  the 
Voltaic  Pile)  that  when  nerve  and  muscle  touch  two 
dissimilar  metals  in  contact  with  one  another  a  contrac- 
tion of  the  muscle,  t^kes  place.     The  limbs  of  the  frog, 

*  It  will  scarcely  be  credited  that  a  certain  Jules  Alix  onco  seriously  pro- 
posed  a  system  of  telegraphy  based  on  this  physiological  phenomeuon. 
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prepared  as  directed  by  Galvani,  fire  shown  in  Fig.  143. 
After  the  animal  has  been  killed  the  hind  limbs  are 
detached  and  skinned  ;  the  crural  nerves  and  their  attach- 
ments to  the  lumbar  vertebra)  remaining.  For  some 
hours  after  death  the  limbs  retain  their  contractile  power. 
The  frog's  limbs  thus  prepared  form  an  excessively  delicate 
galvanoscope ;    with  them,  for   example,  the  excessively 


Fig.  143. 

delicate  induction-currents  of  the  telephone  (Lesson  LIIL) 
can  be  shown,  though  the  most  sensitive  galvanometers 
barely  detect  them.  Galvani  and  Aldini  proved  that 
other  creatures  undergo  like  effects.  With  a  pile  of  1 00 
pairs  Aldini  exi)erimented  on  newly-killed  sheep,  oxen, 
and  rabbits,  and  found  them  to  suffer  spasmodic  muscular 
contractions.  Humboldt  proved  the  same  on  fishes  ;  and 
Zanotti,  by  sending  a  current  through  a  newly -kvVWV 
grasshopper,  caused  it  to  emit  its  {auuWat  <:^vc\>.      ^sX^vva.^ 
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and  later  Dr.  Ure  of  Glasgow,  experimented  on  the  bodies 
of  executed  criminals,  with  a  success  terrible  to  behold. 
The  facial  muscles  underwent  horrible  contortions,  and 
the  chest  heaved  with  the  contraction  of  the  diaphragm. 
The  small  muscles  attached  to  the  roots  of  the  hairs  of  the 
head  appear  to  be  markedly  sensitive  to  electrical  con- 
ditions from  the  readiness  with  which  electrification  causes 
the  hair  to  stand  on  end. 

The  resistance  of  the  human  body  to  the  flow  of  electric 
current  throitgh  it  depends  mainly  on  the  dryness  of  the 
skin.  It  may  vary  from  10,000  down  to  300  ohms  when 
the  skin  is  moist.  From  experiments  made  in  America 
in  connexion  with  the  execution  of  criminals,  it  was 
found  that  the  average  resistance  of  the  human  body  is 
2500  ohms,  and  that  3000  (alternating)  volts  applied 
between  the  head  and  spine  caused  instantaneous  death. 

A  current  of  as  much  as  20  milliamperes  produces 
terrible  muscular  contractions,  whilst  a  current  of  2 
amperes  traversing  a  vital  part  is  almost  certainly  fatal. 
The  effect  of  the  current  is  two-fold ;  in  the  first  place  it 
acts  upon  the  nerves,  causing  spasms,  secondly  it  destroys 
the  tissue  either  by  burning  or  by  electrolysis,  the  blood 
becoming  coagulated.  To  restore  a  person  who  has  been 
rendered  insensible  by  an  electric  shock,  all  the  same 
restoratives  should  be  used  as  for  a  person  drowned. 

266.  Conditions  of  Muscular  Contraction. — ^To 
produce  muscular  contraction  the  current  must  traverse  a 
portion  of  the  nerve  longitudinally.  In  a  freshly-prepared 
frog  the  current  causes  a  contraction  only  momentarily 
when  the  circuit  is  made  or  broken.  A  rapidly  interrupted 
current  will  induce  a  second  contraction  before  the  first 
has  had  time  to  pass  off,  and  the  muscle  may  exhibit  thus 
a  continuous  contraction  resembling  tetanus.  The  prepared 
frog  after  a  short  time  becomes  less  sensitive,  and  a 
"direct"  current  (that  is  to  say,  one  passing  along  the 
nerve  in  the  direction  from  the  brain  to  the  muscle)  only 
produces  an  effect  when  circuit  is  made,  while  an  "inverse" 
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current  only  produces  an  effect  when  the  circuit  is  broken. 
Matteucci,  who  observed  this,  also  discovered  by  experi- 
ments on  living  animals  that  there  is  a  distinction  between 
the  conductivity  of  sensory  and  motor  nerves, — a  "  direct " 
current  affecting  the  motor  nerves  on  making  the  circuit, 
and  the  sensory  nerves  on  breaking  it ;  while  an  "  inverse" 
current  produced  inverse  results.  Little  is,  however,  yet 
known  of  the  conditions  of  conductivity  of  the  matter  of 
the  nerves ;  they  conduct  better  than  muscular  tissue, 
cartilage,  or  bone  ;  but  of  all  substances  in  the  body  the 
blood  conducts  best.  Powerful  currents  doubtless  electro- 
lyze  the  blood  to  some  extent,  coagulating  it  and  the 
albumin  it  contains.  The  power  of  contracting  under  the 
influence  of  the  current  appears  to  be  a  distinguishing 
property  of  protoplasm  wherever  it  occurs.  The  amoeba, 
the  most  structureless  of  organisms,  suffers  contractions. 
Ritter  discovered  that  the  sensitive  plant  shuts  up  when 
electrified,  and  Burdon  Sanderson  has  shown  that  this 
property  extends  to  other  vegetables,  being  exhibited 
by  the  carnivorous  plant y  the  Dionaea  or  Venus's  Fly 
Trap. 

267.  Animal  Electricity. — Although,  in  his  later 
writings  at  least,  Galvani  admitted  that  the  electricity 
thus  operating  arose  from  the  metals  employed,  he  insisted 
on  the  existence  of  an  animal  electricity  resident  in  the 
muscular  and  nervous  structures.  He  showed  that  con- 
tractions could  be  i)roduced  without  using  any  metals  at 
all  by  merely  touching  a  nerve  at  two  different  points 
along  its  length  with  a  morsel  of  muscle  cut  from  a  living 
frog  ;  and  that  a  conductor  of  one  metal  when  joining  a 
nerve  to  a  muscle  also  sufficed  to  cause  contraction  in  the 
latter.  Galvani  and  Aldini  regarded  these  facts  as  a 
disproor  of  Volta's  contact-theory.  Volta  regarded  them 
as  proving  that  the  contact  between  n^rve  and  muscle 
itself  produced  (as  in  the  case  of  two  dissimilar  metals) 
opposite  electrical  conditions.  Nobili,  Isit^T^  %\\q^^^  *vXsaX» 
when  the  nerve  and  the  muscle  oi  t\i^  ^tco^  ^x^  i:vi.«(^^^- 
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tively  connected  by  a  water-contact  with  the  terminals  of 
a  delicate  galvanometer,  a  current  is  produced  which  lasts 
several  hours  :  he  even  arranged  a  number  of  frogs*  legs 
in  series,  like  the  cells  of  a  battery,  and  thus  increased  the 
current.  Matteucci  showed  that  through  the  muscle  alone 
there  may  be  an  electromotive-force.  Du  Bois  Reymond 
has  shown  that  if  the  end  of  a  muscle  be  cut  across,  the 
ends  of  the  muscular  fibres  of  the  transverse  section  are 
negative,  and. the  sides  of  the  muscular  fibres  are  positive, 
and  that  this  difference  of  potential  will  produce  a  current 
even  while  the  muscle  is  at  rest.  To  demonstrate  this  he 
employed  a  fine  astatic  galvanometer  with  20,000  turns 
of  wire  in  its  coils  ;  and  to  obviate  errors  arising  from  the 
contact  of  the  ends  of  the  wires  with  the  tissues,  unpolariz- 
able  electrodes  were  used,  made  by  plunging  terminal  zinc 
points  into  a  saturated  solution  of  sulphate  of  zinc,  con- 
tained in  a  fine  glass  tube,  the  end  of  which  was  stopped 
with  a  porous  plug  of  moistened  china  clay.  Normal 
muscle  at  rest  shows  no  current  whatever  between  its 
parts.  Injured  muscle  at  rest  shows  a  current  from  the 
injured  toward  the  uninjured  part  (returning  toward  the 
injured  part  through  the  galvanometer).  Normal  muscle 
when  active  shows  a  current  from  the  active  part  toward 
the  resting  part.  Du  Bois  Reymond  obtained  currents 
from  his  own  muscles  by  dipping  the  tips  of  his  fore- 
fingers into  two  cups  of  salt  water  communicating  with  the 
galvanometer  terminals.  A  sudden  contraction  of  the 
muscles  of  either  arm  produced  a  current  from  the  con- 
tracted toward  the  uncontracted  muscles.  Dewar  has 
shown  that  when  light  falls  upon  the  retina  of  the  eye 
an  electric  current  is  set  up  in  the  optic  nerve.  In  the 
skin,  and  especially  in  the  skin  of  the  common  eel,  there 
is  an  electromotive-force  from  without  inwards. 

268.  Surgical  Applications.  —  Electric  currents 

have  been  successfully  employed  as  an  adjunct  in  restoring 

jiersons  rescued  from  drowning;   the  contraction  of  the 

diaphragm  and  cheat  muscles  serving  to  atatt  respiration. 
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Since  the  discovery  of  the  Leyden  jar  many  attempts  have 
been  made  to  establish  an  electrical  medical  treatment. 
Discontinuous  currents,  particularly  those  furnished  by 
small  induction-coils  and  magneto-electric  machines,  are 
employed  by  practitioners  to  stimulate  the  nerves  in 
paralysis  and  other  affections.  Living  muscle  when 
stimulated  by  a  single  shock  such  as  a  single  spark  from 
an  electric  machine  causes  a  single  muscular  twitch, 
the  contraction  lasting  about  ^^^  second.  A  rapid  succes- 
sion of  shocks,  such  as  is  given  by  an  induction  coil  or 
an  alternating  current,  causes  a  succession  of  contractions 
which  blend  into  a  permanent  state  of  contraction  which 
lasts  as  long  as  the  stimulating  cause  is  applied.  When 
a  continuous  current  is  used,  not  exceeding  4  or  5 
milliamperes,  there  is  a  twitch  on  making  the  circuit 
followed  by  a  relaxation  that  lasts  as  long  as  the  current 
lasts,  but  with  another  twitch  when  the  circuit  is  broken. 
With  currents  of  16  to  25  milliamperes  the  contraction  is 
permanent  till  the  current  is  cut  off.  In  certain  kinds  of 
paralysis  all  irritability  of  muscle  disappears.  Applica- 
tion of  electric  stimulus  in  health  generally  slightly 
increases  muscular  power,  and  in  debility  after  illness  may 
aid  nutrition. 

The  usual  pathological  dose  of  current  is  from  2  to  10 
milliamperes.  Apparatus  pretending  to  cure,  and  incapable 
of  furnishing  such  currents,  is  worthlesa  Continuous 
currents  appe^ir  to  produce  a  sedative  effect  around  the 
anode,  which  is  of  service  in  neuralgia  and  painful  affec- 
tions, and  an  increase  in  irritability  around  the  kathode, 
useful  in  certain  cases  of  paralysis.  In  cases  of  paralysis 
due  to  lesion  of  nerve  connexions  or  degeneration  of  nerve 
centres  electricity  is  unavailing.  The  continuous  current  is 
also  employed  electroly  tically  to  disperse  tumoura  Alternate 
currents,  and  rapidly  interrupted  uni-directional  currents,  - 
stimulate  the  nerves.  Bare  metal  electrodes  must  never 
be  allowed  to  touch  the  skin  unless  the  ob^e^X.  \«»  \ft  \!tQ^\i5y^ 
sores.     They  should  be  covered  vfi\\v  tcvca^X.  "Tj^j^t^fc^iOwix, 
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CHAPTER  IV 

ELECTROSTATICS 

Lesson  XXI. — Theory  of  Potential 

259.  By  the  lessons  in  Chapter  I.  the  student  will 
have  obtained  some  elementary  notions  upon  the  exist- 
ence and  measurement  of  definite  quantities  of  electricity. 
In  the  present  lesson,  which  is  both  one  of  the  hardest 
and  one  of  the  most  important  to  the  beginner,  and 
wliicli  he  must  therefore  study  the  more  c«irefully,  the 
laws  which  concern  the  magnitude  of  electrical  quantities 
and  tlieir  measurement  are  more  fully  explained.  In  no 
branch  of  knowledge  is  it  more  true  than  in  electricity, 
that  "  science  is  measurement."  That  part  of  the  science 
of  electricity  which  deals  with  the  measurement  of 
charges  of  electricity  is  called  Electrostatics.  We 
shall  begin  by  discussing  first  the  simple  laws  of  electric 
force,  which  were  brought  to  light  in  Chapter  I.  by 
simple  experimental  means. 

260.  First  Law  of  Electrostatics.  —  Electric 
charges  of  similar  sign  repel  one  another^  hut  electric  charges 
of  opposite  signs  attract  one    another.     The    fundamental 

^cts  expressed   in    this    Law    were   fully    explained   in 
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Lesson  L  Though  familiar  to  the  student,  and  apparently 
simple,  these  facts  require  for  their  complete  explanation 
tlie  aid  of  advanced  mathematical  analysis.  They  will 
here  be  treated  as  simple  facts  of  observation. 

261.  Second  La-w  of  Electrostatics. — The  force 
exerted  between  two  charges  of  electricity  (supposing  them 
to  be  collected  at  points  or  on  two  small  spheres)  is  directly 
proportional  to  their  product,  and  inversely  proportioiial  to 
the  square  of  the  distance  between  thsm.  This  law,  discovered 
by  Coulomb,  and  called  Coulomb's  Law,  was  briefly  alluded 
to  (on  p.  21)  in  the  account  of  experiments  made  with 
the  torsion-balance  ;  and  examples  were  there  given  in 
illustration  of  both  parts  of  the  law.  We  saw,  too,  that 
a  similar  law  held  good  for  the  forces  exerted  between 
two  magnetic  point-poles.  Coulomb  applied  also  the 
method  of  oscillations  to  verify  the  indications  of  the 
torsion-balance  and  found  the  results  entirely  confirmed. 
We  may  express  the  two  clauses  of  Coulomb's  Law  in  the 
following  symbolic  manner.  Let  /  stand  for  the  force,  g 
for  the  quantity  of  electricity  in  one  of  the  two  charges, 
and  q^  for  that  of  the  other  charge,  and  let  r  stand  for 
the  distance  between  them.     Then, 

(1)  /is  proportional  to  ^   x   q\ 
and  (2)  /  is  proportional  to  -^'■ 

These  two  expressions  may  be  combined  into  one  ; 
and  it  is  most  convenient  so  to  choose  our  units  or 
standards  of  measurement  that  we  may  write  our  symbols 
as  an  equation  : — 


/= 


?x« 


262.  Unit   of  Electric    Quantity. — If    we   are, 
however,  to  write  this  as  an  equality,  it  is  clear  that  we 
must  choose  our  unit  of  electricity  in  accoi!daxv«iVi  ^SjOcl 
the  units  already  fixed  for  measvxTm^  ioxo.^  ^sA  ^\^Nas^^^« 
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Electricians  of  all  nations  have  agreed  in  adopting  a 
system  which  is  based  upon  three  fundamental  units  : 
viz.  the  Centimetre  for  a  unit  of  length  ;  the  Graraine 
for  a  unit  of  ma^s  ;  the  Second  for  a  unit  of  time.  All 
other  units  can  be  derived  from  these,  as  is  explained 
in  the  note  at  the  end  of  this  lesson.  Now,  amongst 
the  derived  units  of  this  system  is  the  unit  of  force^ 
named  the  Dyne,  which  is  that  force  which,  acting  for 
one  second  on  a  mass  of  one  gramme,  imparts  to  it 
a  velocity  of  one  centimetre  per  second.  Taking  the 
dyne  then  as  the  unit  of  force,  and  the  centimetre  as  the 
unit  of  length  (or  distance),  we  must  find  a  unit  of  electric 
quantity  to  agree  with  these  in  our  equation.  It  is  quite 
clear  that  if  q,  ((^  and  r  were  each  made  equal  to  1  (that 
is,  if  we  took  two  charges  of  value   1    each,   and  placed 

them  one  centimetre  apart),  the  value  of  --  /   would  be 

--^-^     which    is    equal    to    1.     Hence  we    adopt,  as  our 

Definition  of  a  Unit  of  Electricity*  the  following,  which 
we  briefly  gave  at  the  end  of  Lesson  II.  One  Unit  of 
Electricity  is  that  quantity  which,  wJien  placed  at  a  distance 
of  one  centimetre  {in  air)  from  a  similar  and  equal  qua^itity, 
repels  it  with  a  force  of  one  dyne. 

An  example  will   aid  the  student  to  understand  the 
application  of  Coulomb's  Law. 

Example. — Two  small  spheres,  charged  respectively  with 
6  units  and  8  units  of  +  electricity,  are  i)laced  4  centi- 
metres  apart  ;     find   what    force    they    exert    on    one 

another.       By   the   formula,  /  =  — —,    we   find  /  = 

6  X  8  _  48  _  „  , 

The  force  in  the  above  example  would  clearly  be  a 
force   of    repulsion.       Had    one     of  these    charges  been 

*  That  is  oiiG  unit,  in  the  electrostcUic  system.     It  is  only  joooiAjoooo  of 
^e  quantity  called  1  coulomb. 
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negative,  the  product  q  x  q  would  have  had  a  -  value, 
and  the  answer  would  have  come  out  as  minus  3  dynes. 
The  presence  of  the  negative  sign,  therefore,  prefixed  to  a 
force,  will  indicate  that  it  is  a  force  of  attraction^  whilst 
the  +  sign  would  signify  a  force  of  repulsion. 

The  intensity  of  an  electric  field  (Art.  266)  being 
measured  by  the  force  it  exerts  on  a  unit  charge,  it  at  once 
follows  that  at  a  distance  of  r  (in  air)  from  a  charge  q  the 
intensity  of  the  electric  field  due  to  that  charge  will  be  q/r^. 
If  the  intervening  medium  be  not  air,  but  have  a  specific 
dielectric  capacity  A',  the  field  will  be  only  q/kr^. 

263.  Potential. — We  must  next  define  the  term 
potential,  as  applied  to  electric  forces  ;  but  to  make  the 
meaning  plain  a  little  preliminary  explanation  is  necessary. 
Suppose  we  had  a  +  charge  on  a  small  insulated  sphere 
A  (see  Fig.  144),  placed  by  itself  far  from  all  other 
electric  charges  and  conductors.  If  we  were  to  bring 
another  ix)sitively-charged  body  B  near  it,  A  would  repel 
B.  But  the  repelling  force  would  depend  on  the  quantity 
of  the  new  charge,  and  on  the  distance  at  which  it  was 

A  P  Q  B"  B' 

0~ ■ ^ o^ o o — 

Fig.  144. 

placed.  Suppose  the  new  charge  thus  brought  near  to  be 
one  +  unit ;  when  B  was  a  long  way  ofl"  it  would  be 
repelled  with  a  very  slight  force,  and  very  little  work 
need  be  expended  in  bringing  it  up  nearer  against  the 
repelling  forces  exerted  by  A  ;  but  as  B  was  brought 
nearer  and  nearer  to  A,  the  repelling  force  would  grow 
greater  and  greater,  and  more  and  more  work  would  have 
to  be  done  against  these  opposing  forces  in  bringing  up 
B.  Suppose  that  we  had  begun  at  an  infinite  distance 
away,  and  that  we  pushed  up  our  little  test  charge  B  from 
B'  to  B"  and  then  to  Q,  and  so  finally  moved  it  u^  tQ  \.W 
point  P,  against  tlie  opposing  foxcea  ^x«t\&<i  \i^    ^>  ^^ 
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should  have  had  to  spend  a  certain  amount  of  worJc;  that 
work  represents  the  potential  *  at  the  point  P  due  to  A. 
For  the  following  is  the  definition  of  electric  potential : — 
The  potential  at  any  point  is  the  work  that  must  be  spent 
upon  a  unit  of  positive  electricity  in  bringing  it  up  to  that 
point  from  an  infinite  distance.  Had  the  charge  on  A 
been  a  —  charge,  the  force  would  have  been  one  of  attraction, 
in  which  case  we  should  have  theoretically  to  measure 
the  potential  at  P,  either  bythe  opposite  process  of  placing 
there  a  +  unit,  and  then  removing  it  to  an  infinite  distance 
against  the  attractive  forces,  or  else  by  measuring  the 
amount  of  work  which  would  be  done  by  a  +  unit  in 
being  attracted  up  to  P  from  an  infinite  distance. 

It  can  be  shown  that  where  there  are  more  electrified 
bodies  than  one  to  be  considered,  the  potential  due  to 
them  at  any  point  is  the  sum  of  the  potentials  (at  that 
point)  of  each  one  taken  separately. 

It  can  also  be  shown  that  the  potential  at  a  point  P, 
near  an  electrified  particle  A,  is  equal  to  the  quantity  of 
electricity  at  A  divided  by  the  distance  between  A  and  P. 
Or,  if  the  quantity  be  called  q,  and  the  distance  r,  the 
potential  is  q-^r.f 

Proof. — First  determine  the  difference  of  potential  between 
point  P  and  point  Q  due  to  a  charge  of  electricity  q  on  a  small 
sphere  at  A. 

Call  distance  AP  =  r,  and  AQ  =  ?•'.  Then  FQ  =  r'-  r.  The 
difference  of  potential  between  Q  and  P  is  the  work  done  in  moving 
a  +  unit  from  Q  to  P  against  the  force  ;  and  since 

*  In  its  widest  meaning  the  term  "potential"  must  bo  understood  as 
"power  to  do  work."  For  if  we  have  to  do  a  certain  quantity  of  work 
against  the  repelling  force  of  a  charge  in  bringing  up  a  unit  of  electricity 
from  an  infinite  distance,  just  so  mucli  work  has  the  cliar^e  power  to  do, 
for  it  will  spend  an  exactly  equal  amount  of  work  in  pushing  the  unit  of 
electricity  back  to  an  infmite  distance.  If  we  lift  a  pound  five  feet  high 
against  the  force  of  gravity,  the  weight  of  the  pound  can  in  turn  do  five 
foot-pounds  of  work  in  falling  back  to  the  ground. 

t  The  complete  proof  would  require  an  elementary  application  of  the 
integral  calculus,  but  an  easy  geometrical  demonstration,  sufficient  for 
present purpoaes,  is  given  below. 
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work  =  (average)  force  x  distance  through  which   it 
is  overcome 
;,   .f     Vp  -  Vq  =/(/-r). 

Force  at  P  exerted  by  g  on  a  +  uuit  =  7//^, 
and  the  force  at  Q  exerted  by  f^'  on  a  +  unit  —  (y//"'*-*. 

Suppose  now  that  the  distance  PQ  be  divided  into  any  number 

(w)  of  ei^ual  parts  tTi,  TiV^,  r^r-jf fu-ir'. 

The  force  at  r  =  q/r^. 

,,         ,,      ^i  —  fl/fi' ....  etc. 
Now  since  r-^  may  be  made  as  close  to  r  as  we  choose,  if  we  only 
take  71.  a  large  enough  number,  we  shall  commit  no  serious  error 


Fig.  145. 

in  supposing  that  r  x  r^  is  a  fair  mean  between  r^  and  rj- ;  hence 
we  may  assume  tlie  average  force  over  the   short   length   from 

r  to  r,  to  be  — • 

Hence  the  work  done  in  passing  from  rj  to  r  will  be 

"•1 

=  V  Q  -  i). 

On  a  similar  assumption,  the  work  done  in  passing  from  r2  to 
Ti  will  be 

=  q  I I,    and  that  done  from  r.,  to  r^  will  be 

=  q  ( ),    etc.,  giving  us  n  equations,  of  which  the 

\r.2       rj 

last  will  be  the  work  done  in  passing  from  r'  to  r^-x 

\  7-n-i  r  / 

Adding  up  all  these  portions  ot  t\ift  ^otV,  \Xi^  *YDJu«\aft.^^s^& 
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values  of  r  cancel  out,  and  we  get  for  the  work  done  in  passing 
from  Q  to  P 


Vr-V,=,g-1,). 


Next  suppose  Q  to  be  an  intiuite  distance  from  A.      Here  / 
=  infinity,  and    ,  =  0.     In  that  case  the  equation  becomes 

7' 

Vp  =  -. 
r 

If  tliere  are  a  number  of  electrified  particles  at  different 
distances  from  P,  the  separate  values  of  the  i)otential  qjr 
due  to  each  electrified  particle  separately  can  be  found, 
and  therefore  the  potential  at  F  can  he  found  by  dividing  the 
quantity  of  each  charge  by  its  distance  from  the  point  P,  and 
then  adding  up  together  tJie  separate  amounts  so  obtained. 
The  symbol  V  is  generally  used  to  represent  potential. 
The  potential  at  P  we  will  call  Vp,  then 

>  p  =  — ^  H — ^  H     JJ-.  +  .  .  .  .  etc. 
r       r       r 

or  Vp  =^l 

r 

This  expression  ^qjr  represents  the  work  done  on  or  by  a, 
unit  of  +  electricity  when  moved  up  to  the  given  point 
P  from  an  infinite  distance,  according  as  the  potential 
at  P  is  positive  or  negative. 

264.  Zero  Potential. — At  a  place  infinitely  distant 
from  all  electrified  bodies  there  would  be  no  electric  forces 
and  the  potential  would  be  zero.  For  j^urposes  of  con- 
venience it  is,  however,  usual  to  consider  the  potential  of 
the  earth  as  an  arbitrary  zero,  just  as  it  is  convenient  to 
consider  "  sea-level "  as  a  zero  from  which  to  measure 
heights  or  depths  (see  Art.  269). 

266.  Difference  of  Potentials. — Since  potential 
represents  the  work  that  must  be  done  on  a  4-  unit  in 
hrmglng  it  up  from  an  infinite  distance,  the  difference  of 
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potential  between  two  points  is  the  worlc  to  he  done  on 
or  by  a  +  unit  of  electricity  in  carrying  it  from  one  point 
to  the  other.  Thus  if  Vp  represents  the  potential  at  P, 
and  Vq  the  potential  at  another  point  Q,  the  difference  of 
potentials  Vp  —  Vq  denotes  the  work  done  in  moving  up 
the  +  unit  from  Q  to  P.  It  is  to  be  noted  that  since  this 
value  depends  only  on  the  values  of  the  potential  at  P 
and  at  Q,  and  not  on  the  values  at  intermediate  points, 
the  work  done  will  be  the  same,  whatever  the  path  along 
which  the  particle  moves  from  Q  to  P.  In  the  same  way 
it  is  true  that  the  expenditure  of  energy  in  lifting  a 
pound  (against  the  earth's  attraction)  from  one  point  to 
another  on  a  higher  level,  will  be  the  same  whatever  the 
path  along  which  the  pound  is  lifted. 

266.  Electric  Force.— The  definition  of  "  work  "  is 
the  product  of  the  force  overcome  into  the  distance  through 
which  the  force  is  overcome  ;  or  "work  =  force  x  dis- 
tance through  which  it  is  overcome. 

Hence,  if  the  difference  of  potential  between  two  points 
is  the  work  done  in  moving  up  our  +  unit  from  one 
point  to  the  other,  it  follows  that  the  average  electric  force 
between  those  points  will  be  found  by  dividing  the 
work  so    done   by  the  distance  between  the  points  ;  or 

V    —V 

- — p^c —  =  /  (the  average    electric  force  along  the  line 

PQ).       The_(average)  electric  force  is  therefore  the  rate  of   /  / 
change  of  potential  per  unit  of  length.     If  P  and  Q  are   '  ' 
near   together    the    force    will   be    practically    uniform 
between  P  and  Q.      The    term    electromotive    intensity    is 
sometimes  used  for  the  force  in  an  electric  field. 

We  may  represent  this  intensity  of  the  electric  field 
by  supposing  the  number  of  electric  lines  per  square 
centimetre  to  be  drawn  to  represent  the  number  of  dynes 
of  force  on  a  +  unit  placed  at  the  point. 

267.  Equipotential  Surfaces. — A  charge  of  elec- 
tricity collected  on  a  small  sphere  acts  on  external  bodies 
as  if  the  charge  were  all  collected  into  oxi.^  ^o\»X.  ^  Sx.^ 
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centre.*  We  have  seen  that  the  force  exerted  by  such  a 
charge  falls  off  at  a  distance  from  the  ball,  the  force 
becoming  less  and  less  as  the  square  of  the  distance 
increases.  But  the  force  is  the  same  in  amount  at  all 
points  equally  distant  from  the  small  charged  sphere. 
And  the  potential  is  the  same  at  all  points  that  are 
equally  distant  from  the  charged  s])here.  If,  in  Fig.  145, 
the  point  A  represents  the  sphere  charged  with  q  units  of 
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Fig.  14G. 

electricity,  then  the  potential  at  P,  which  we  will  call 
Vp^  will  be  equal  to  q/r,  where  r  is  tlie  distance  from  A 
to  P.  But  if  we  take  any  other  point  at  tlie  same  dis- 
tance from  A  its  potential  will  also  be  q/r.  Now  all  the 
points  that  are  the  same  distance  from  A  as  P  is,  will  be 
found  to  lie  upon  the  surface  of  a  sphere  whose  centre  is 
at  A,  and  which  is  represented  by  the  circle  drawn  through 
P,  in  Fig.  146.  All  round  this  circle  the  potential  will 
have  equal  values  ;  hence  this  circle  represents  an  equi- 
potential  surface.  The  work  to  be  done  in  bringing 
up  a  +  unit  from  an  infinite  distance  will  be  the  same,  no 

*  The  student  must  be  warned  that  this  ceases  to  be  true  if  other 
charges  are  brought  very  near  to  the  sphere,  for  then  the  electricity  will 
no  longer  be  distributed  uniformly  over  its  surface.  It  is  for  this  reason 
that  we  have  said,  in  describing  the  measurement  of  electrical  forces  with 
the  torsion  balance,  that  **  the  balls  must  be  very  small  ip  proportion  to 
the  distances  between  them." 
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matter  what  point  of  this  equipotential  surface  it  is 
brought  to,  and  to  move  it  about  from  one  point  to 
another  in  the  equipotential  surface  requires  no  further 
overcoming  of  the  electrical  forces,  and  involves  therefore 
no  further  expenditure  of  work.  At  another  distance, 
say  at  the  point  Q,  the  potential  will  have  another  value, 
and  through  this  point  Q  another  equipotential  surface 
may  be  drawn.  Suppose  we  chose  Q  so  far  from  P  that 
to  push  up  a  unit  of  +  electricity  against  the  repelling 
force  of  A  required  the  expenditure  of  just  one  erg  of 
work  (for  the  definition  of  one  erg  see  the  Note  on  Units 
at  the  end  of  this  lesson)  ;  there  will  be  then  unit 
difference  of  'potential  between  the  surface  drawn  through 
Q  and  that  drawn  through  P,  and  it  will  require  one 
erg  of  work  to  carry  a  +  unit  from  any  point  on  the  one 
surface  to  any  point  on  the  other.  In  like  manner  we 
might  construct  a  whole  system  of  equipotential  surfaces 
about  the  point  A,  choosing  them  at  such  distances  that 
there  should  be  unit  difference  of  potential  between  each 
one  and  the  next.  The  widths  between  them  woidd  get 
wider  and  wider,  for,  since  the  force  falls  off  as  you  go 
farther  from  A,  you  must,  in  doing  one  erg  of  work,  bring 
up  the  +  unit  through  a  longer  distance  against  the 
weaker  opposing  force. 

The  form  of  the  equipotential  surfaces  about  two  small 
electrified  bodies  placed  near  to  one  another  would  not 
be  spherical  ;  and  around  a  immber  of  electrified  bodies 
placed  near  to  one  another  the  equipotential  surfaces 
would  be  highly  complex  in  form. 

268.  Lines  of  Force. — The  electric  force,  whether 
of  attraction  or  repulsion,  always  acts  across  the  equi- 
potential surfaces  in  a  direction  normal  to  the  surface. 
The  lines  which  mark  the  direction  of  the  resultant 
electric  forces  are  sometimes  called  lines  of  electric  force. 
In  the  case  of  the  single  electrified  sphere  the  lines  of 
force  would  be  straight  lines,  radii  of  the  system  of  e(\ui- 
potential  spheres.     In  general,  howevex,  Wna^  qI  iotc.^  ^^^ 
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curved  ;  in  this  case  the  resultant  force  at  any  point 
would  be  in  the  direction  of  the  tangent  to  the  curve  at 
-  that  point  Two  lines  of  force  cannot  cut  one  another, 
/  for  it  is  impossible  ;  the  resultant  force  at  a  point  cannot 
act  in  two  directions  at  once.  The  positive  direction 
along  a  line  of  force  is  that  direction  in  which  a  small 
positively-charged  body  would  be  impelled  by  the  electric 
force  if  free  to  move.  A  space  bounded  by  a  number  of 
lines  of  force  is  sometimes  spoken  of  as  a  tube  of  force. 
All  the  space,  for  example,  round  a  small  insulated 
electrified  sphere  may  be  regarded  as  mapped  out  into  a 
number  of  conical  tubes,  each  having  its  apex  at  the 
centre  of  the  sphere.  The  total  electric  force  exerted 
across  any  section  of  a  tube  of  force  is  constant  wherever 
the  section  be  taken. 

269.  Potential  "within  a  Closed  Conductor. — 
The  experiments  related  in  Arts.  32  to  36  prove  most 
convincingly  that  there  is  no  electric  force  inside  a  closed 
conductor  due  to  charges  outside  or  on  the  surfcice  of  the  con- 
ductor. Now  we  have  shown  above  that  electric  force  is 
the  rate  of  change  of  potential  per  unit  of  length.  If 
there  is  no  electric  force  there  is  no  change  of  potential. 
The  potential  within  a  closed  conductor  (for  example,  a 
hollow  spliere)  due  to  charges  outside  or  on  the  surface 
is  therefore  the  same  all  over  the  interior  ;  the  same  as 
the  potential  of  the  surface.  The  surface  of  a  closed  con- 
ductor is  necessarily  an  equipotential  sitiface.  If  it  were 
not  at  one  potential  there  would  be  a  -flow  of  electricity 
from  the  higher  potential  to  the  lower,  which  would 
instantaneously  establish  equilibrium  and  reduce  the 
whole  to  one  potential.  The  student  should  clearly  dis- 
tinguish between  the .  aurface- density  at  a  point,  and  the 
potential  at  that  point  due  to  neighbouring  charges  of 
^eTec'tricity.  We  know  that  when  an  electrified  body  is 
placed  near  an  insulated  conductor  the  nearer  and  farther 
portions  of  that  conductor  exhibit  induced  charges  of 
opposite  kinds.     Yet  all  is  at  one  potential.     If  the  + 
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and  —  charges  on  the  conductor  had  not  separated  by  a 
movement  of  electricity  from  one  side  to  the  other,  a 
difference  of  potential  would  exist  between  those  sides 
because  they  are  at  different  distances  from  the  electrified 
body.  But  that  is  a  state  of  affairs  which  could  not 
continue  in  the  conductor,  for  the  difference  of  potential 
would  cause  electricity  to  flow  until  the  combined  poten- 
tial due  to  the  electrified  body  and  the  charges  at  the 
opposite  sides  was  the  same  at  every  point  in  the 
conductor. 

The  potential  at  any  point  in  a  conducting  sphere 
(hollow  or  solid)  due  to  an  electrified  particle  A,  situated 
at  a  point  outside  (Fig.  148),  is  equal  to  the  quantity  of 
electricity  q  at  A  divided  by  the  distance  between  A  and 
the  centre  of  the  sphere.  For  if  B  be  the  centre  of  the 
sphere,  the  potential  at  B  due  to  q  is  q/r,  where  r  =  AB  ; 
but  all  points  in  the  sphere  are  at  the  same  potential, 
therefore  they  are  all  at  the  potential  q/r. 

The  earth  is  a  large  conducting  sphere.  Its  potential, 
due  to  a  positive  charge  q  near  to  its  surface,  is  qjr,  where 
r  may  be  taken  as  the  radius  of  the  earth  ;  that  is, 
636,000,000  centimetres.  But  it  is  impossible  to  pro- 
duce a  +  charge  q  without  generating  also  an  equal 
negative  charge  —  g  ;  so  the  potential  of  the  earth  due  to 
both  charges  is  q/r  —  q/r  =  0  (see  Art  264). 

270.  Law  of  Inverse  Squares. — An  important 
consequence  follows  from  the  absence  of  electric  force 
inside  a  closed  conductor  due  to  a  charge  on  its  surface  ; 
this  fact  enables  us  to  demonstrate  the  necessary  truth  of 
the  "  law  of  inverse  squares "  which  was  first  experi- 
mentally, though  roughly,  proved  by  Coulomb  with  the 
torsion  balance.  Suppose  a  point  P  anywhere  inside  a 
hollow  sphere  charged  with  electricity  (Fig.  147).  The 
charge  is  uniform  all  over,  and  the  quantity  of  electricity 
on  any  small  portion  of  its  surface  will  be  ])roportional  to 
the  area  of  that  portion.  Consider  a  small  portion  of  Uvq. 
surface  AB.     The  charge  on  AB  \vouV\  tc^  ^  -V  n^\v^» 
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Fig.  147. 


placed  at  P  with  a  certain  force.  Now  draw  the  lines 
AD  and  BC  through  P,  and  regard  these  as  mapping  out 
a  small  conical  surface  of  two  sheets,  having  its  apex  at  P  ; 

the  small  area  CD  will  repre- 
sent the  end  of  the  opposed 
cone,  and  the  electricity  on 
CD  will  also  act  on  the  +  unit 
placed  at  P,  and  repel  it  Now 
these  surfaces  AB  and  CD,  and 
the  charges  on  them,  will  be 
directly  proportional  to  the 
squares  of  their  respective  dis- 
tances from  P.  If,  then,  the 
forces  which  they  exercise  on  P 
exactly  neutralize  one  another 
(as  experiment  shows  they  do),  it  is  clear  that  the  electric 
force  must  fall  off  inversely  as  the  squares  of  the  distances  ; 
for  the  whole  surface  of  the  sphere  can  be  mapped  out 
similarly  by  imaginary  cones  drawn  through  P.  The  reason- 
ing can  be  extended  also  to  hollow  conductors  of  any  form. 
271.  Capacity. — In  Lesson  IV.  the  student  was 
given  some  elementary  notions  on  the  subject  of  the 
Capacity  of  conductors.  We  are  now  ready  to  give  the 
precise  definition.  The  Electrostatic  Capacity  of  a 
conductor  is  measured  by  the  quantity  of  electricity  which 
must  be  imparted  to  it  in  order  to  raise  its  potential  from 
zero  to  unity.  A  small  conductor,  such  as  an  insulated 
sphere  of  the  size  of  a  pea,  will  not  want  so  much  as  one 
unit  of  electricity  to  raise  its  potential  from  0  to  1  ;  it 
is  therefore  of  small  capacity — while  a  large  sphere  will 
re([uire  a  large  quantity  to  raise  its  potential  to  the  same 
degree,  and  would  therefore  be  said  to  be  of  large  capacity. 
If  K  stand  for  capacity,  and  Q  for  a  quantity  of  electricity, 

K  =  H     and     KV  =  Q. 


V 


This  is  equivalent  to  saying  in  words  that  the  quantity 
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of  electricity  necessary  to  charge  a  given  conductor  to 
a  given  potential  is  numerically  equal  to  the  product  of 
the  capacity  into  the  potential  through  which  it  is  raised. 
The  capacity  of  an  insulated  hody  is  affected  by  the 
presence  of  neighbouring  conductors.  Whenever  we 
speak  of  the  capacity  of  a  body,  we  mean  of  that  body  when 
isolated  as  well  as  insulated. 

272.  Unit  of  Capacity. — A  conductor  that  required 
only  one  unit  of  electricity  to  raise  its  potential  from  0  to 
1,  would  be  said  to  possess  unit  capacity.      A  sphere  one 
centimetre  in  radius  possesses  unit  capacity ;  for  if  it  be 
charged  with  a  quantity  of  one  unit,   this   charge  will 
act  as  if  it  were  collected  at  its  centre. 
At  the  surface,  which  is  one  centimetre 
away   from    the    centre,  the    potential, 
which  is  measured   as   g/r,  will   be   1. 
Hence,  as  1  unit  of  quantity  raises  it  to 
unit  1  of  potential,  the  sphere  possesses 
unit  capacity.      The  capacities  of  spheres  Fig.  148. 

(isolated  in  air)  are  proportional  to  their 
radii.  We  may  imagine  the  charge  q  (Fig.  148)  being 
brought  nearer  and  nearer  the  sphere  until  it  reaches  the 
surface,  then  r  becomes  the  radius  of  the  sphere.  We 
may  .further  imagine  the  surface  completely  covered 
with  little  quantities  q,  so  as  to  have  a  total  charge  Q 
uniformly  distributed.  Each  little  quantity  would 
give  to  the  sphere  a  potential  q/r  ;  the  total  potential 
of  the  sphere  due  to  the  charge  Q  on  its  surface  would 
be  Q/r.  The  greater  the  sphere  the  less  would  be  the 
potential  at  any  point  in  it  due  to  the  same  charge  Q. 
Thus  it  would  be  necessary  to  give  a  charge  of  100  units 
to  a  sphere  of  100  centimetres'  radius  in  order  to  raise  its 
potential  to  unity.  It  therefore  has  a  capacity  of  100. 
The  earth  has  a  capacity  of  about  630  millions  (in  electro- 
static units).*  It  is  almost  impossible  to  calculate  the 
capacities  of  conductors  of  other  shapes.     It  ixvwsX.  V^\v<5\ft>^ 

*  Or  about  700  microfarads  (see  Xt\,.  *1%"S^. 
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that  the  capacity  of  a  sphere,  as  given  above,  means  its 
capacity  when  far  removed  from  other  conductors  or  charges 
of  electricity.  The  capacity  of  a  conductor  is  increased  by 
bringing  near  it  a  charge  of  an  opposite  kind ;  for  the 
potential  at  the  surface  of  the  conductor  is  the  sum  of 
the  potential  due  to  its  own  charge,  and  of  the  potential 
of  opposite  sign  due  to  the  neighbouring  charge.  Hence, 
to  bring  up  the  resultant  potential  to  unity,  a  larger 
quantity  of  electricity  must  be  given  to  it  ;  or,  in  other 
words,  its  capacity  is  greater.  This  is  the  true  way  of 
regarding  the  action  of  Leyden  jars  and  other  condensers, 
and  must  be  remembered  by  the  student  when  he 
advances  to  the  consideration  of  the  theory  of  condenser 
action,  in  Lesson  XXIII, 

273.  Surface-Density.*  —  Coulomb  applied  this 
term  to  denote  the  amount  of  electrification  per  unit  of 
area  at  any  point  of  a  surface.  It  was  mentioned  in 
Lesson  IV.  that  a  charge  of  electricity  was  never  dis- 
turbed uniformly  over  a  conductor,  except  in  the  case  of 
an  insulated  sphere.  Where  the  distribution  is  unequal, 
the  density  at  any  point  of  the  surface  may  be  expressed 
by  considering  the  quantity  of  electricity  which  exists  upon 
a  small  unit  of  area  at  that  point.  If  Q  be  the  quantity 
of  electricity  on  the  small  surface,  and  S  be  the  area  of 
that  small  surface,  then  the  surface -density  (denoted 
hy  the  Greek  letter  p)  will  be  given  by  the  equation, 

Q 

*  The  word  Tension  is  sometimes  used  for  that  which  is  here  precisely 
defined  as  Coulomb  defined  it.  The  term  tension  is,  however,  unfortunate ; 
and  it  is  so  often  misapplied  in  text-books  to  mean  not  only  surface- 
density  but  also  potential,  and  even  electric  force  (i.e.  the  mechanical 
force  exerted  upon  a  material  body  by  electricity),  that  we  might  well 
avoid  its  use  altogether.  The  term  wduld  be  invaluable  if  we  might 
adopt  it  to  denote  only  the  mechanical  stress  across  a  dielectric,  as  in  Art. 
279.  This  was  Maxwell's  use  of  the  word,  denoting  a  pulling  force  dis- 
tributed over  an  area,  just  as  the  word  pressure  means  a  distributed 
pushing  force. 
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In  dry  air,  the  limit  to  the  possible  electrification  is 
reached  when  the  density  reaches  the  value  of  about  20 
units  of  electricity  per  square  centimetre.  If  charged  to 
a  higher  degree  than  this,  the  electricity  escapes  in 
"sparks"  and  "brushes"  into  the  air.  In  the  case  of 
uniform  distribution  over  a  surface  (as  with  the  sphere, 
and  as  approximately  obtained  on  a  flat  disk  by  a  parti- 
cular device  known  as  a  guard-ring),  the  density  is  found 
by  dividing  the  whole  quantity  of  the  charge  by  the 
whole  surface. 

274.  Surface-Density  on  a  Sphere. — The  surface 
of  a  sphere  whose  radius  is  r,  is  Airr^,  Hence,  if  a 
charge  Q  be  imparted  to  a  sphere  of  radius  r,  the  surface- 
density  all  over  will  be  /o  =  —-5^  ;  or,  if  we  know  the 

surface -density,    the    quantity    of    the    charge    will    be 
Q  =  4irr^p. 

The  surface-density  on  two  spheres  joined  by  a  thin 
wire  is  an  important  case.  If  the  spheres  are  unequal, 
they  will  share  the  charge  in  proportion  to  their  capacities 
(see  Art  40),  that  is,  in  proportion  to  their  radii.  If  the 
spheres  are  of  radii  2  and  1,  the  ratio  of  their  charges 
will  also  be  as  2  to  1.  But  their  respective  densities  will 
be  found  by  dividing  the  quantities  of  electricity  on  each 
by  their  respective  surfaces.  But  the  surfaces  are  pro- 
portional to  the  squares  of  the  radii,  i.e.  as  4  :  1  ;  hence, 
the  densities  will  be  as  1  :  2,  or  inversely  as  the  radii. 
Now,  if  one  of  these  spheres  be  very  small — no  bigger 
than  a  point — the  density  on  it  will  be  relatively 
immensely  great,  so  great  that  the  air  particles  in 
contact  with  it  will  rapidly  carry  off  the  charge  by 
convection.  This  explains  the  action  of  points  in  dis- 
charging conductors,  noticed  in  Chapter  I.,  Arts.  38,  45, 
and  47. 

276.  Electric  Imagres. — It  can  be  shown  mathe- 
matically that  if  +  q  units  of  electricity  are  ^lac^d  ^\.  ^ 
l)oint  near  a  non-insulated  conductmg  «^«t^  o^  ^^fti»A 
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r,  at  a  distance  d  from  its  centre,  the  negative  induced 
charge  will  be  equal  to  —  qrjdy  and  will  be  distributed 
over  the  nearest  part  of  the  surface  of  the  sphere  with  a 
surface-density  inversely  proportional  to  the  cube  of  the 
distance  from  that  point  Lord  Kelvin  pointed  out  that, 
so  far  as  all  external  points  are  concerned,  the  potential 
due  to  this  peculiar  distribution  on  the  surface  would  be 
exactly  the  same  as  if  this  negative  charge  were  all 
collected  at  an  internal  point  at  a  distance  of  r  —  j-^Jd 
behind  the  surface.  Such  a  point  may  be  regarded  as  a 
virtual  image  of  the  external  point,  in  the  same  way  as  in 
optics  we  regard  certain  points  behind  mirrors  as  the 
virtual' images  of  the  external  points  from  which  the  rays 
proceed.  Clerk  Maxwell  has  given  the  following  defini- 
tion of  an  Electric  Image  : — An  electric  image  is  an 
electrified  point,  or  system  of  points,  on  one  side  of  a  surface, 
which  would  produce  on  the  other  side  of  that  surfa^ce  the 
same  electrical  action  which  the  actual  electrification  of  thai 
surface  really  does  produce.  If  the  sphere  is  not  connected 
to  earth,  and  were  unelectrified  before  +  q  was  brought 
near  it,  we  may  find  the  surface-density  at  any  point  by  the 
following  convention.  Imagine  that  there  are  coexisting 
on  the  sphere  two  charges,  —  rq/d  and  +  rqjd  respectively, 
the  first  being  distributed  so  that  its  surface-density  is 
inversely  proportional  to  the  cube  of  the  distance  from 
the  electrified  point,  and  the  second  being  uniformly 
distributed.  The  actual  surface-density  is  the  algebraic 
sum  of  these  two.  A  +  charge  of  electricity  placed 
1  inch  in  front  of  a  flat  metallic  plate  induces  on  it  a 
negative  charge  distributed  over  the  neighbouring  region 
of  the  plate  (with  a  density  varying  inversely  as  the  cube 
of  the  distance  from  the  point) ;  but  the  electrical  action 
of  this  distribution,  so  far  as  all  points  in  front  of  the 
plate  are  concerned,  would  be  precisely  represented  by 
its  "image,''  namely,  by  an  equal  quantity  of  nega- 
tive electricity  placed  at  a  point  1  inch  behind  the 
plate.     Many  beautiful  matbematvcaV  a-^^WcaXkrcka  oC  this 
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method  have  been  made,  enabling  the  distribution  to  be 
calculated  in  difficult  cases,  as,  for  example,  the  distri- 
bution of  the  charge  on  the  inner  surface  of  a  hollow 
bowl. 

276.  Force  near  a  Chargred  Sphere.  —  It  was 
shown  above  that  the  quantity  of  electricity  Q  upon  a 
sphere  charged  until  its  surface-density  was  p,  was 

The  problem  is  to  find  the  force  exercised  by  this 
charge  upon  a  +  unit  of  electricity,  placed  at  a  point 
infinitely  near  the  surface  of  the  sphere.  The  charge  on 
the  sphere  acts  as  if  at  its  centre.  The  distance  between 
the  two  quantities  is  therefore  r.     By  Coulomb's  Law>  the 

force  /  =  ^  =  ^^-  =  47rp. 

This  important  result  may  be  stated  in  words  as 
follows  : — The  force  (in  dynes)  exerted  by  a  charged  sphere 
upon  a  unit  of  electricity  placed  infinitely  near  to  its  surface, 
is  numerically  equal  to  47r  times  the  surface-density  of  the 
charge. 

277.  Force  near  a  Chargred  Plate  of  indefinite 
size. — Suppose  a  plate  of  indefinite  extent  to  be  charged 
so  that  it  has  a  surface-density  p.  This  surface-density 
will  be  uniform,  for  the  edges  of  the  plate  are  supposed 
to  be  so  far  off  as  to  exercise  no  influence.  It  can  be 
shown  that  the  force  exerted  by  such  a  plate  upon  a  + 
unit  anjrwhere  near  it,  will  be  expressed  (in  dynes) 
numerically  as  27rp.  This  will  be  of  opposite  signs  on 
opposite  sides  of  the  plate,  being  +  2Trp  on  one  side,  and 

-  27rp  on  the  other  side,  since  in  one  case  the  force 
tends  to  move  the  unit  from  right  to  left,  in  the  other 
from  left  to  right.  It  is  to  be  observed,  therefore,  that 
the  force  changes  its  value  by  the  amount  of  Airp  as  the 
point  passes  through  the  surface.  The  same  was  true 
of  the  charged  sphere,  where  the  force  outside  was  47r(j^ 
and  inside  was  zero.     The  same  is  \,t:u^  ol  ?iX\.  Oa»s^^ 
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surfaces.     These  two  propositions  are  of  the  utmost  im- 
portance in  the  theory  of  Electrostatics. 

278.  Proof  of  Theorem. — The   elementary  geo- 
metrical proof  is  as  follows  : — 

Required  the  Electric  Force  at  point  at  any  distance  from  a 
plane  of  infinite  extent  charged  to  surface-densiiy  p. 

Let  P  be  the  point,  and  PX  or  a  the  normal  to  the  plane. 
Take  any  small  cone  having  its  apex  at  P.  Let  the  solid  angle 
of  this  cone  be  a; ;  let  its  length  be  r ;  and  0  the  angle  its  axis 


Fig.  149. 

makes  with  a.  The  cone  meets  the  surface  of  the  plane  obliquely, 
and  if  an  orthogonal  section  be  made  where  it  meets  the  plane,  the 
angle  between  these  sections  will  be  =  0. 

XT          ,. J        1        .   1.    J  c   -x-             orthogonal  area  of  section 
Now  solid  angle  w  is  by  definition  = , 

Hence,  area  of  oblique  section  =  r-w  x  -• ; 

'  ^  cos  ^ ' 

.'.  charge  on  oblique  section  = ^. 

cos  ^ 

Hence  if  a  +  unit  of  electricity  were  placed  at  P,   the  force 

.exerted  on  this  by  this  small  change  = P-  x  1  -f-  r-, 

cos  0 

up 

or  =— ^' 

cos  0 

Resolve  this  force  into  two  parts,  one  acting  along  the  plane, 

the  other  along  a,  normal  to  the  plane.     The  normal  component 

along  a  is  c©s  0  x  -^^  =  ^P- 

coad 
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But  the  whole  surface  of  the  plane  may  be  similarly  mapped 
out  into  small  surfaces,  all  forming  small  cones,  with  their  summits 
at  P.  If  we  take  an  infinite  number  of  such  small  cones  meeting 
every  part,  and  resolve  their  forces  in  a  similar  way,  we  shall 
find  that  the  components  along  the  plane  will  neutralize  one 
another  all  round,  while  the  normal  components,  or  the  resolved 
forces  along  a,  will  be  equal  to  the  sum  of  all  their  solid  angles 
multiplied  by  the  surface-density  ;  or 

Total  resultant  force  along  a  =  2w/>. 

But  the  total  solid  angle  subtended  by  an  indefinite  plane  at  a 
point  is  27r,  for  it  subtends  a  whole  hemisphere. 

.  • .  Total  resultant  force  =  2irp. 

270.  Electric  Stress  in  Medium.  —  In  every 
electric  field  (Art.  13)  there  exists  a  tension  along  the 
lines  of  electric  force  accompanied  by  an  equal  pressure 
in  all  directions  at  ri^ht  angles  to  the  lines.  If  F  stands 
for  tlie  resultant  electric  force  on  a  +  unit  placed  at  any 
point  in  the  field  {i.e.the  "electromotive  intensity"  at  that 
point),  the  tension  will  be  equal  to  F^/Stt  (dynes  per 
square  centimetre).  In  media  having  dielectric  capacities 
greater  than  unity  the  tension  is  proportionately  greater. 
For  the  optical  effects  of  these  stresses  see  Art.  525. 


NOTE   ON   FUNDAMENTAL   AND  DERIVED   UNITS 

280.  FundamentaJ  Units. — All  physical  qualities,  such  as 
force,  velocity,  etc.,  can  be  expressed  in  terms  of  the  three 
fundamental  quantities  :  lengthy  masst  and  H7ne.  Each  of  these 
quantities  must  be  measured  in  terms  of  its  own  units. 

The  system  of  units,  adopted  by  almost  universal  consent, 
and  used  throughout  these  lessons,  is  the  so  -  called  * '  Centi- 
metre-Gramme-Second"  system,  in  which  the  fundamental  units 
are  : — 

The  Centimetre  as  a  unit  of  length  ; 

The  Qramme  as  a  unit  of  mass  ; 

The  Second  as  a  unit  of  tiine. 

The  Centimetre  is  equal  to  0*3937  \nc\\\u\wv^\>\,^\\C)L\vQrKv\xvsXs^^ 
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represents  one  thousaud-milliontli  part,  or  i"ooooooooo  °^  *  quadrant 
of  the  earth. 

The  Metre  is  100  centimetres,  or  39*3^7  inches. 

The  Kilometre  U  1000  metres,  or  about  1093*6  yards. 

The  Millimetre  is  ^  of  a  centimetre,  or  0*03937  inch. 

The  Gramme  represents  the  mass  of  a  cubic  centimetre  of  water 
at  4"  C,  this  is  equal  to  15*432  grains  :  the  Kilogramme  is  1000 
grammes  or  about  2*2  pounds. 

281.  Derived  Units.— 

Area. — The  unit  of  area  is  the  square  centimetre. 

Volume. — The  unit  of  volume  is  the  cvhic  centimetre. 

Velocity. — The  unit  of  velocity  is  the  velocity  of  a  body  which 
moves  through  unit  distance  in  unit  time,  or  the  velocity  of 
one  centimetre  per  second. 

Acceleration.- — The  unit  of  acceleration  is  that  acceleration 
which  imparts  unit  velocity  to  a  body  in  unit  time,  or 
an  acceleration  of  one  centi metre- per-second  per  second. 
The  acceleration  due  to  gravity  imparts  in  one  second  a 
velocity  considerably  greater  than  this,  for  the  velocity 
it  imparts  to  falling  bodies  is  about  981  centimetres  per 
second  (or  about  32*2  feet  per  second).  The  value  differs 
slightly  in  different  latitudes.  At  Greenwich  the  value  of 
the  acceleration  of  gravity  is  g  =  981*1 ;  at  the  Equator 
g  =  978  1  ;  at  the  North  Pole  ^  =  983*1. 

Force. — The  unit  of  force  is  that  force  which,  acting  for  one 
second  on  a  mass  of  one  gramme,  gives  to  it  a  velocity  of 
one  centimetre  per  second.  It  is  called  one  Dyne,  The 
force  with  which  tlie  earth  attracts  any  mass  is  usually 
called  the  "weight"  of  that  mass,  and  its  value  obviously 
differs  at  different  points  of  the  earth's  surface.  The 
force  with  which  a  body  gravitates,  i.e.  its  weight  (in 
dynes),  is  found  by  multiplying  its  mass  (in  grammes)  by 
the  value  of  g  at  the  i>articular  place  where  the  force  is 
exerted.  One  pound  force  in  Eugland  is  about  445,000 
dynes. 

Work. — The  unit  of  work  is  the  work  done  in  overcoming 
unit  force  through  uuit  distance,  i.e.  in  pushing  a  body 
through  a  distance  of  one  centimetre  against  a  force  of  one 
dyne.  It  is  called  one  Erg.  Since  the  "  weight "  of  one 
gi'amme  is  1  x  981  or  981  dynes,  the  work  of  raising  one 
gramme  through  the  height  of  one  centimetre  against  \;he 
force  of  gravity  is  981  ergs. 

Energy. — The  unit  of  energy  is  also  the  erg  ;  for  the  energy  ol 
a  body  is  measured  by  the  work  it  can  do. 
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Heat. — ^The  unit  of  heat,  the  calorie,  is  the  amount  of  heat 
required  to  warm  one  gramme  mass  of  water  from  0°  to 
1°  (C.).;  and  the  dynamical  equivalent  of  this  amount  of 
heat  is  42  million  ergs,  which  is  the  value  of  Joule's  equi- 
valent, as  expressed  in  C.G.S.  measure  (see  also  Art.  439). 

These  units  are  sometimes  called  "  absolute"  units  ;  the  term 
absolute,  introduced  by  Gauss,  meaning  that  they  are  independent 
of  the  size  of  any  particular  instrument,  or  of  the  value  of  gravity 
at  any  particular  place,  or  of  any  other  arbitrary  quantities  than 
the  three  standards  of  length,  mass,  and  time.  It  is,  however, 
preferable  to  refer  to  them  by  the  more  appropriate  name  of 
**  C.G.S.  units,"  as  being  derived  from  the  centimetre,  the  gramme, 
and  the  second. 

282.  Electrical  Units. — There  are  two  systems  of  electrical 
units  derived  from  the  fundamental  '*  C.G.S."  units,  one  set  being 
based  upon  the  force  exerted  between  two  quantities  of  electricity, 
and  the  other  upon  the  force  exerted  between  two  magnet  poles. 
The  former  set  are  termed  electrostatic  units,  the  latter  electro- 
magnetic units.  The  important  relation  between  the  two  sets  is 
explained  in  Chap.  V.,  Art.  359. 

288.  Electrostatic  Units.  —  No  special  names  have  been 
assigned  to  the  electrostatic  units  of  Quantity,  Potential,  Capacity, 
etc.  The  reasons  for  adopting  the  following  values  as  units  are 
given  either  in  Chapter  I.  or  in  the  present  chapter. 

Unit  of  Quantity. — The  unit  of  quantity  is  that  quantity  of 
electricity  which,  when  placed  at  a  distance  of  one 
centimetre  (in  air)  from  a  similar  and  equal  quantity, 
repels  it  with  a  force  of  one  dyne  (Art.  262). 

Potential. — Potential  being  measured  by  work  done  in  moving 
a  unit  of  +  electricity  against  the  electric  forces,  the  unit 
of  potential  will  be  measured  by  the  unit  of  work,  the  erg. 

Unit  Difference  of  Potential.  —  Unit  difference  of  potential 
exists  between  two  points,  when  it  requires  the  expendi- 
ture of  one  erg  of  work  to  bring  a  +  unit  of  electricity 
from  one  point  to  the  other  against  the  electric  force 
(Art.  265). 

Unit  of  Capacity. — That  conductor  possesses  unit  capacity 
which  requires  a  charge  of  one  unit  of  electricity  to  bring 
it  up  to  unit  potential.  A  sphere  of  one  centimetre 
radius  possesses  unit  capacity  (Art.  272). 

Specific  Inductive  Capacity,  or  Dielectric  Coefficient^  is  defined 
in  Art.  295  as  the  ratio  between  two  quantities  of  electricity. 
The  specific  inductive  capacity  of  the  air  is,  in  the  absence 
of  any  knowledge  of  its  absolute  value,  taken  as  uuit^. 

Electromotive  Intensity  is  the  electvic  iotce  ox  \w\,«w«vVj  <A  ^sxv 
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electric  field  at  any  point,  and  ia  measured  by  the  force 
which  it  exerts  on  a  unit  charge  placed  at  that  point 

It  may  be  convenient  here   to  append  the  rules  for 

reducing  to  their  corresponding  values  in  terras  of  the 

practical  (electro-magnetic)  units  values  that  may  have 

been  expressed  in  terms   of  the   electrostatic   units,   as 

follows  : — 

Potential.  To  bring  to  volts  multiply  by  300. 

Capacity.  To  bring  to  microfarads  divide  by  900,000. 

Quantity.  To  bring  to  coulombs  divide  by  3  x  10*. 

Current.  To  bring  to  amperes  divide  by  3  x  10®. 

Resistance.  To  bring  to  ohms  multiply  by  9  x  10.^^ 

Example. — Suppose  two  equally  charged  spheres  whose  centres  are 
40  centimetres  apart  are  found  to  repel  one  another  with  a  force 
of  680  dynes  (=  about  the  weight  of  10  grains).  By  the  law  of 
inverse  squares  we  find  that  the  charge  on  each  is  1004  (electro- 
static) units.  Dividing  by  3  x  10^  we  find  that  this  amounts  to 
0-0000003347  coulomb. 

284.  Dimensions  of  Units. — It  has  been  assumed  above 
that  a  velocity  can  be  expressed  in  centimetres  per  second  ;  for 
velocity  is  rate  of  cliange  of  place,  and  it  is  clear  that  if  change 
of  place  may  be  measured  as  a  length  in  centimetres,  the  rate 
of  change  of  place  will  be  measured  by  the  number  of  centi- 
metres through  which  the  body  moves  in  unit  of  time.  It  is 
impossible,  indeed,  to  express  a  velocity  without  regarding  it  as 
the  quotient  of  a  certain  number  of  units  of  length  divided  by 
a  certain  number  of  units  of  time.      In  other  words,  a  velocity 

_aengt_  .   ^^^  adopting  L  as  a  symbol  for  length,  and  T  as  a 
a  i/iroe  _ 

symbol  for  time,  V=-,  which  is  still  more  conveniently  written 
V=LxT~^.  In  a  similar  way  acceleraiion  being  rate  of 
change  of  velocity,  we  have  A  =  -=  — =  -^  =  L  x  T"^. 

Now  these  physical  quantities,  "velocity"  and  **  acceleration," 
are  respectively  always  quantities  of  the  same  nature,  no  matter 
whether  the  centimetre,  or  the  inch,  or  the  mile,  be  taken  as  the 
unit  of  length,  or  the  second  or  any  other  interval  be  taken  as 
the  unit  of  time.  Hence  we  say  that  these  abstract  equations 
express  the  dimensions  of  those  quantities  with  respect  to  the 
fundamental  quantities  length  and  time.  A  little  consideration 
will  show  the  student  that  the  dimensions  of  the  various  units 
mentioned  above  will  therefore  be  as  given  in  the  table  opposite. 

The  dimensions  of  magnetic  units  are  given  in  the  Table  in  Art. 
356,  p.  348. 
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Table  op  Dimensions  of  Units 


I 

m 
t 

V 

a 
f 

% 

V 

R 
C 

k 

F 

Units. 

Dimensions. 

{Fundamental) 

Length 

Mass 

Time 

L 
M 
T 

{Derived) 

Area               =         li  x  Jj                         = 
Volume          =         L   X  L  X   L                = 
Velocity         =         L   :   T 
Acceleration  =  velocity  -r  time                 = 
Force              =  mass  x  acceleration          = 
Work             =  force  x  length                  = 

LT  * 
MLT-= 
ML'T"' 

{EUctrostaiic) 

M^  L^  T"^ 
M^  L*  T"'* 

M^  L*  T"^ 

L'^Ti 
L 
a  numeral 

V^  L~^  T"^ 

Quantity                 =  Vforce  x  (distauce)  a       = 

Current                  =  quantity  -H  time          = 

Potential                =  work  -f-  quantity         = 

Resistance              =  potential  -f-  current     = 
Capacity                =  quantity  -^  potential  = 
Sp.  Ind.  Capacity  =  quantity  -=-  another  quantity 

Electromotive  Intensity  =  force  -i-  quantity  = 

Lesson  XXII. — Electrometers 


285.  In  Lesson  II.  we  described  a  number  of  electro- 
scopes or  instruments  for  indicating  the  presence  and 
sign  of  a  charge  of  electricity  ;  som^  oi  \\ifc«fc  ?i\s»  ^RrcsRi^ 
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to  indicate  roughly  the  amount  of  these  charges,  but  none 
of  them  save  the  torsion  balance  could  be  regarded  as 
affording  an  accurate  means  of  measuring  cither  the 
quantity  or  the  potential  of  a  given  charge.  An  instru- 
ment for  TYieasuring  differences  of  electrostatic  potential  is 
termed  an  Electrometer.  Such  instruments  can.  also 
be  used  to  measure  electric  quantity  indirectly,  for  the 
quantity  of  a  charge  can  be  ascertained  by  measuring 
the  potential  to  which  it  can  raise  a  conductor  of  known 
capacity.  The  earliest  electrometers  attempted  to  measure 
the  quantities  directly.  Lane  and  Snow  Harris  con- 
structed "  Unit  Jars ''  or  small  Ley  den  jars,  which,  in 
order  to  measure  out  a  certain  quantity  of  electricity, 
were  charged  and  discharged  a  certiiin  number  of 
times. 

286.  Repulsion  Electrometers. — The  torsion 
balance,  described  in  Art.  18,  measures  quantities  by 
measuring  the  forces  exerted  by  the  charges  given  to  the 
fixed  and  movable  balls.  It  can  only  be  applied  to  the 
measurement  of  repelling  forces,  for  the  equilibrium  is 
unstable  in  the  case  of  a  force  of  attraction. 

Beside  the  gold-leaf  electroscope  and  others  described 
in  Lesson  IL,  there  exist  several  finer  electrometers  based 
upon  the  principle  of  repulsion,  some  of  which  resemble 
the  torsion  balance  in  having  a  movable  arm  turning 
about  a  central  axis.  Amongst  these  are  the  electrometers 
of  Dellmann  and  of  Peltier.  In  the  latter  a  light  arm 
of  aluminium,  balanced  upon  a  point,  carries  also  a  small 
magnet  to  direct  it  in  the  magnetic  meridian.  A  fixed 
arm,  in  metallic  contact  with  the  movable  one,  also  lies 
in  the  magnetic  meridian.  A  charge  imparted  to  this 
instrument  produces  a  repulsion  between  the  fixed  and 
movable  arms,  causing  an  angular  deviation.  Here, 
however,  the  force  is  measured  not  by  being  pitted  against 
the  torsion  of  an  elastic  fibre,  or  against  gravitation,  but 
against  the  directive  magnetic  force  of  the  earth  acting 
on  the  small  needle.     Now  this  depends  on  the  intensity 
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of  the  horizontal  component  of  the  earth's  magnetism  at 
the  place,  on  the  magnetic  moment  of  the  needle,  and 
on  the  sine  of  the  angle  of  its  deviation.  Hence,  to 
obtain  quantitative  values  for  the  readings  of  this 
electrometer,  it  is  necessary  to  make  preliminary 
experiments  and  to  "  calibrate"  the  degree-readings  of 
the  deviation. 

287.  Attracted  -  Disk  Electrometers.  —  Snow 
Harris  was  the  first  to  construct  an  electrometer  for 
measuring  the  attraction  between  an  electrified  and  a 
non-electrified  disk ;  and  the  instrument  he  devised  may 
be  roughly  described  as  a  balance  for  weighing  a  charge 
of  electricity.  More  accurately  speaking,  it  was  an 
instrument  resembling  a  balance  in  form,  carrying  at  one 
end  a  light  scale  pan ;  at  the  other  a  disk  was  hung 
above  a  fixed  insulated  disk,  to  which  the  charge  to  be 
measured  was  imparted.  The  chief  defect  of  this  instru- 
ment was  the  irregular  distribution  of  the  charge  on  the 
disk.  The  force  exerted  by  an  electrified  point  falls  off 
inversely  as  the  square  of  the  distance,  since  the  lines 
of  force  emanate  in  radial  lines.  But  in  the  case  of  a 
uniformly  electrified  plane  surface,  the  lines  of  force  are 
normal  to  the  surface,  and  parallel  to  one  another  ;  and 
the  force  is  independent  of  the  distance.  The  distribu- 
tion over  a  small  sphere  nearly  fulfils  the  first  of  these 
conditions.  The  distribution  over  a  flat  disk  would 
nearlv  fulfil  the  latter  condition,  were  it  not  for  the 
perturbing  effect  of  the  edges  of  the  disk  where 
the  surface -density  is  much  greater  (see  Art.  38) ;  for 
this  reason  Snow  Harris's  electrometer  was  very 
imperfect. 

Lord  Kelvin  introduced  several  very  important  modifi- 
cations into  the  construction  of  attracted-disk  electrometers, 
the  chief  of  these  being  the  employment  of  the  "guard- 
plate"  and  the  providing  of  means  for  working  with  a 
definite  standard  of  potential.  It  would  be  beyond  the 
scope  of  these  lessons  to  give  a  compVele  ^<&B»e.T:\^\Kft\:L  o^  ^^ 
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the  various  forms  of  attracted-disk  electrometer ;  •  but 
the  main  principles  of  them  all  can  be  readily  explained. 
The  disk  C,  whose  attraction  is  to  he  nieitsiired,  ia 
suspended  (Fig.  150)  within  a  fixed  guard-plate  B,  which 
surrounds  it  without  touching  it,  and  which  is  placed  in 
metallic  contact  with  it  hy  a  fine  wire.  A  lever  L 
supports  the  disk,  and  is  furnished  with  a  counterpoise. 
In  order  to  know  whether  the  disk  is  precisely  level  with 
the  lower  surface  of  the  guard-plate  a  little  gauge  or  index 


is  fixed  above,  and  provided  with  a  lens  I  to  observe  its 
indications.  Eeneath  the  disk  and  guard-plate  is  a  second 
disk  A,  supported  on  an  insulating  stand.  This  lower 
disk  can  he  raised  or  lowered  at  will  by  a  micrometer 
screw,  great  care  being  taken  in  the  mechanical  arrange- 
ments that  it  shall  always  be  parallel  to  the  plane  of  the 
guard-plate.  Now,  since  the  disk  and  guard-plate  are  in 
metallic  connexion  with  one  another,  they  form  virtually 
part  of  one  surface,  and  as  the  trregulaiities  of  distribution 

■  For  these  tlie  student  le  referred  to  the  vnlume  of  t.onl  EelvJn'e 
IHBera,  "On  Elect rosta tics  and  Magnetism;"  or  to  Profeasiir Andrew 
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occur  at  the  edges  of  the  surface,  the  distribution  over  the 
area  of  the  disk  is  practically  uniform.  Any  attraction  of 
the  lower  plate  upon  the  disk  might  be  balanced  either  by 
increasing  the  weight  of  the  counterpoise,  or  by  putting  a 
torsion  on  the  aluminium  wire  which  serves  as  a  fulcrum  ; 
but  in  practice  it  is  found  most  convenient  to  obtain  a 
balance  by  altering  the  distance  of  the  lower  plate  until 
the  electric  force  of  attraction  exactly  balances  the  forces 
(whether  of  torsion  or  of  gravity  acting  on  the  counter- 
poise) which  tend  to  lift  the  disk  above  the  level  of  the 
guard-plate. 

The  theory  of  the  instrument  is  simple  also.  Let  Vj 
represent  the  potential  of  the  movable  disk,  which  has  a 
positive  charge  of  surface  -  density  p,  and  let  Vg  be  the 
potential  of  the  fixed  plate,  upon  which  is  a  charge 
of  surface  -  density  —  p.  The  difference  of  potential 
Vj  —  "V^  is  the  work  which  would  have  to  be  done  upon 
a  unit  of  positive  charge  in  taking  it  from  V^^  to  Vj. 
Now  the  force  upon  such  a  unit  placed  between  the  two 
plates  would  be  (an  attraction  of  2Trp  due  to  the  fixed 
plate,  and  a  repulsion  of  2Trp  due  to  the  movable  plate, 
see  Art  278)  altogether  47r/3,  and  if  the  distance  between 
the  plates  were  1),  work  =  force  x  distance. 

V^  -  Vg  =  AirpJ). 

If  S  is  the  area  of  the  movable  plate,  Sp  is  the  total 
quantity  of  electricity  on  it ;  therefore  it  would  be 
attracted  by  the  fixed  plate  with  a  force  Y  =  2TrpxBp, 
From  this  we  get 

/*=  vS- 

Substituting  this  value  of  p  in  the  above  equation,  we  get 

If  F  is  measured  in  dynes,  S  in  square  centimetres,  and 
D  in  centimetres,  the  potentials  will  \)e  m  o\iao\\x\fc  ^'^i^Xxo*- 
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static  units,  and  must  be  multiplied  by  300  to  bring  to 
volts  (see  Art.  283). 

From  this  we  gather  that,  if  the  force  F  remain  the 
same  throughout  the  experiments,  the  difference  of  poten- 
tials between  the  disks  will  he  simply  proportional  to  the  dis- 
tance between  them  when  {he  disk  is  in  level  equilibrium. 

And  the  quantity    x/  — q-  ^^7  ^^  determined  once  for 

all  as  a  "  constant "  of  the  instrument. 

In  the  more  elaborate  forms  of  the  instrument,  such  as 
the  "  absolute  electrometer,"  and  the  "  portable 
electrometer,"  the  disk  and  guard-plate  are  covered 
with  a  metallic  cage,  and  are  together  placed  in  com- 
munication with  a  condenser  to  keep  them  at  a  known 
potential.  This  obviates  having  to  make  measurements 
with  zero  readings,  for  the  differences  of  potential  will 
now  be  proportional  to  differences  of  micrometer  readings, 


or. 


Vi-V,  =  (Dj-D,)y»y. 


The  condenser  is  provided  in  these  instruments  with 
a  gaiige,  itself  an  attracted  disk,  to  indicate  when  it  is 
charged  to  the  right  potential,  and  with  a  replenisher  to 
increase  or  decrease  the  charge,  the  replenisher  being  a 
little  influence  machine  (see  Art.  50). 

288.  The  Quadrant  Electrometer. — Tlie  Quad- 
rant Electrometer  of  Lord  Kelvin  is  an  example  of  a 
different  class  of  electrometers,  in  which  use  is  made  of 
an  auxiliary  charge  of  electricity  previously  imparted  to 
the  needle  of  the  instrument.  The  needle,  which  con- 
sists of  a  thin  flat  piece  of  aluminium  hung  horizontally 
■by  a  fibre  of  thin  wire,  thus  charged,  say  positively,  will 
be  attracted  by  a  ~  charge,  but  repelled  by  a  -f-  charge. 
Such  attraction  or  repulsion  will  be  stronger  in  proportion 
to  these  charges,  and  in  proportion  to  the  charge  on  the 
needle.     Four  quadrant-pieces  (Fig.  151)  of  brass  are  fixed 
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horizontally  below  tlie  needle  without  touching  it  or  one 
another.  Opposite  quadrants  are  joined  with  fine  wires. 
If  quadrants  1  and  3  are  ever  so  little  +  as  compared 
with  quadrants  2  and  4,  the  needle  will  turn  away  from 
the  former  to  a  position  more  nearly  over  the  latter. 

If  there  is  the  slightest  difference  of  potential  between 
the  pairs  of  quadrants,  the  needle,  which  is  held  in  its 
zero  position  by  the  elasticity  of  the 
wire,  will  turn,  and  so  indicate  the 
difference  of  potential.  When  these 
deflexions  are  small,  the  scale  readings 
will  be  very  nearly  proportional  to  the 
difference  of  potential.  The  instru- 
ment is  sufficiently  delicate  to  show  a 
difference  of  potential  between  the 
quadrants  as  small  as  the  -.^  of  that 
of  the  Daniell's  cell.  If  V^  be  the  potential  of  one  pair  of 
quadrants,  Vg  that  of  the  other  pair,  and  Vg  the  potential 
of  the  needle,  the  force  tending  to  turn  will  be  proportional 
to  Vj  —  Vg,  and  will  also  be  proportional  to  the  difference 
between  Vg  and  the  average  of  V^  and  Vg.  Or,  in 
symbols, 


Fig.  151. 


/=a(Vi-V2)(v3-^^^); 


where  a  is  a  constant  depending  on  the  construction  of  the 
particular  instrument. 

Fig.  152  shows  a  very  simple  form  of  the  Quadrant 
Electrometer,  as  arranged  for  qualitative  experiments. 
The  four  quadrants  are  enclosed  within  a  glass  case,  and 
the  needle,  which  carries  a  light  mirror  M  below  it,  is 
suspended  from  a  torsion  head  C  by  a  very  thin  metallic 
wire  F.  It  is  electrified  to  a  certain  potential  by  being 
connected,  through  a  wire  attached  to  C,  with  a  charged 
Ley  den  jar  or  other  condenser.  In  order  to  observe  the 
minutest  motions  of  the  needle,  a  reading-telescope  and 
scale  are  so  placed  that  the  observer  looikm^  >CtoQw^  'C^. 

T 


E74 


ELECTRICITY  AND  MAGNETISM 


telescope  eeea  an  iniHge  of  the  zei-o  of  the  scale  reflected 
in  the  little  mirror.  The  wirea  connecting  quadrants  1 
and  3,  2  and  4,  are  seen  above  the  top  of  the  case. 

For  very  exact  measurementa   many  additional  refine- 
ments are  introduoeii  into  the  instrument     Two  sets  of 
quadrants  are  employed,  an   upper  and   a  lower,  having 
the  needle  between  them.     The  torsion  wire  is  replaced 
by  a  delicate  bifilar    suspenaion  {Art.  130). 
To  keep  up  the    haroe     t  thu  Le  den  jar  a 
replen  aher      a  ad  led      and  an     attra  ted 
d  sk      bke   that   of   ti  e    Absolute   Electro- 
m  le      la  e    plov  d  aider   to   act  aa   a 

gauj,e  to  md  cate  1  en  tl  jar  b  charged 
to  the  rigl  t  potential  I  these  form^  the 
J  r  on  t  of  a  glass  vessel  pin  « 1  below 
th  q  adra  tfl  coated  eiter  ally  w  th  str  ps 
of  tinfo  1  an  1  lo  t  n  ng  stro  g  sulphuno 
a   d    which  aerve     the  double  fun  tiou  of 


Pig  162. 

keep  ng  the  apparatus  dry  ly  absorb  g  tl  e  mo  sture 
and  of  a  t  ng  ns  an  ntemal  coat  ng  for  tl  e  jar  It  is 
also  n  ore  s  al  lo  tl  uw  a  spot  of  1  „!  t  f  om  a  lamp 
upon  a  scale  by  means  of  tl  e  1  ttle  m  rror  (aa  debcr  bed  a 
the  uue  of  the  M  rror  Galvanome)£  n  Art  215)  iha 
to  ado[t  the  s  bject  e  methxl  w  th  the  telescope  wh  ch 
only  one  person  at  a  t  n  e  can  ae  'W!  n  tl  e  nstrument 
IS  prov  ded  witl  replen  sher  and  gau^e  tie     casureu  enta 
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can  be  made  in  terms  of  absolute  units,  provided  the 
"constant"  of  the  particular  instrument  (depending  on 
the  suspension  of  the  needle,  size  and  position  of 
needle  and  quadrants,  potential  of  the  gauge,  etc.)  is 
once  ascertained. 

289.  Use  of  Quadrant  Electrometer. — An  example  will 
illustrate  the  mode  of  using  the  instrument.  It  is  known  that 
when  the  two  ends  of  a  thin  wire  are  kept  at  two  different  poten- 
tials a  current  flows  through  the  wire,  and  that  if  the  potential  is 
measured  at  different  points  along  the  wire,  it  is  found  to  fall  off 
in  a  perfectly  uniform  manner  from  the  end  that  is  at  a  high 
potential  down  to  that  at  the  low  potential.  At  a  point  one 
quarter  along  the  potential  will  have  fallen  off  one  quarter  of  the 
whole  difference.  This  could  be  proved  by  joining  the  two  ends 
of  the  wire  through  which  the  current  was  flowing  to  the  terminals 
of  the  Quadrant  Electrometer,  when  one  pair  of  quadrants  would 
be  at  the  high  potential  and  the  other  at  the  low  potential.  The 
needle  would  turn  and  indicate  a  certain  deflexion.  Now,  discon- 
nect one  of  the  pairs  of  quadrants  from  the  low  potential  end  of  the 
wire,  and  place  them  in  communication  with  a  point  one  quarter 
along  the  wire  from  the  high  potential  end.  The  needle  will  at 
once  indicate  that  the  difference  of  potential  is  but  one  quarter 
of  what  it  was  before. 

Often  the  Quadrant  Electrometer  is  employed  simply  as  a  very 
delicate  electroscope  in  systems  of  measurement  in  which  a  dif- 
ference of  electric  potential  is  measured  by  being  balanced  against 
an  equal  and  opposite  difference  of  potential,  exact  balance  being 
indicated  by  there  being  no  deflexion  of  the  Electrometer  needle. 
Such  methods  of  experimenting  are  known  as  Null  Methods,  or 
Zero  Methods, 

290.  Electrostatic  Voltmeter. — We  have  seen 
that  in  the  quadrant  electrometer  it  is  necessary  to  give 
the  needle  a  high  initial  charge,  the  reason  being  that  if 
there  did  not  exist  between  the  quadrants  and  the  needle 
a  muc]^  greater  difference  of  potential  than  the  small  volt- 
age we  are  measuring,  the  force  tending  to  turn  the 
needle  would  be  too  small  to  be  conveniently  ob- 
served. Where,  however,  we  are  dealing  with  high 
differences  of  potential  a  separately-charged  needle  is  not 
requisite ;  we  may  simply  join  one  conductor  to  the  needle 
and  the  other  to  a  set  of  quadrants,  axiOi  \3tifc  ^orcv^^  ^\ 


ELECTRICITY  AND  MAGNETISM 


attraction,  wliich,  othpr  things  beinf;  eqiiil    increasea  aa 

tlie  aqiiare  of  the  difference  of  potential  is  sufficiently 
great  to  give  reliable  readings.  IhiB 
IS  known  aa  the  idwilalic  method  of 
using  tlie  instrument 

A  front  view  of  the  instrument  aa 
cjmmonlT  uael  t  measure  differences 
f  potential  of  1000  ^olts  or  more  is 
shown  in  Fig  153  The  needle  NN 
11  a  J  addle  shaped  plate  of  aluminium 
iupported  by  knite  e  \gvi  at  its  centre  ; 
itfl  position  IS  eontiolied  by  gravity, 
little  weights  beinf,  hung  on  a  projec- 
Q  at  its  lower  end  The  quadnmta 
Q  are  both  behind  and  in  front  of  it, 
and  so  placed  that  when  a  difference 

of  potential   exists  between  the  needle  and   them  the 

needle  is  deflected  from  its  normal  pcsition  and   moves 

its  pointer  over  a  graduated  scale. 

It  will   be   seen  that   it  does  not  ms 

needle   is   positively   chirged   and   the 

quadrants    nej,atively  charged  or  mce 

vertd     an  attraction  between  the  two 

will  alwavs  take   pla  e,  so  a  deflexion 

will  be  given  even  when  th    difference 

of  potential  is  rap  dh  alternating    Tins 

property    Df  the   instrument   n 

exceedingly  useful  for  the  measurement 

of  voltaf,e  when  alternating  currents 

are  used 

Another  alvant%e  of  this  mstru 

ment  over  the  high  resistance  gilvan 

meters  that  are  used  aa  voltmeters  :p, 

that  it  does  not  takeany  current,  and  con- 
sequently it  does  not  waste  any  power. 

In  order  to  make  the  electrostatic  voltmeter  aufliciently 
•  delicate  to  measure  down  to  100  volta  or  sn,  a  number  of 


whether 


Q  , 

— N 
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needles  are  placed  horizontally  one  above  the  other  on  a 
vertical  aluminium  wire,  and  attracted  by  a  tier  of 
quadrants  syinmetrically  placed  on  each  side  ;  this  instru- 
ment is  Lord  Kelvin's  multicellular  voltmeter.  It  is  shown 
in  elevation  and  plan  in  Fig.  154. 

291.  Dry- Pile  Electrometer. — The  principle  of 
symmetry  observed  in  the  Quadrant  Electrometer  was 
'previously  employed  in  the  Electroscope  of  Bohnenberger 
— a  much  less  accurate  instrument — in  which  the  charge 
to  be  examined  was  imparted  to  a  single  gold  leaf,  placed 
symmetrically  between  the  poles  of  a  dry-pile  (Art.  193), 
toward  one  or  other  pole  of  which  the  leaf  was  attracted. 
Fechner  modified  the  instrument  by  connecting  the  4- 
pole  of  the  dry-pile  with  a  gold  leaf  hanging  between 
two  metal  disks,  from  the  more  +  of  which  it  was  re- 
pelled. The  inconstancy  of  dry -piles  as  sources  of 
electrification  led  Hank  el  to  substitute  a  battery  of  a 
very  large  number  of  small  Daniell's  cells. 

292.  Capillary  Electrometers. — The  Capillary 
Electrometer  of  Lippmann,  as  modified  by  Dewar,  was 
described  in  Art.  253. 


Lesson  XXI II. — Dielectric  Capacity,  etc. 

293.  A  Leyden  jar  or  other  condenser  may  be 
regarded  as  a  conductor,  in  which  (owing  to  the  parti- 
cular device  of  bringing  near  together  the  two  oppositely- 
charged  surfaces)  the  conducting  surface  can  be  made 
to  hold  a  very  large  charge  without  its  potential  (whether 
4-  or  -  )  rising  very  high.     The  capacity  of  a  condenser, 

like  that  of  a  simple  conductor,  will  be  measured  (see 
Art.  271)  by  the  quantity  of  electricity  required  to  pro- 
duce unit  rise  of  potential. 

294.  Theory  of  Spherical  Condenser. — Sup- 
pose a  Leyden  jar  made  of  two  concentric  metal  spheres, 
one  inside  the  other,  the  space  between  \Xi^\xi'\i««^|^^j^<^^ 
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by  air.     The  inner  one,  A,  will   represent  the  interior 

coating  of  tinfoil,  and  the  outer 
sphere,  B  (Fig.  155),  will 
represent  the  exterior  coating. 
Let  the  radii  of  these  spheres 
be  r  and  /  respectively.  Sup- 
pose a  charge  of  Q  units  to  be 
imparted  to  A  ;  it  will  induce 
on  the  inner  side  of  B  an  equal 
•ISr  negative  charge  —  Q,  and  to  the 
outer  side  of  B  a  charge +  Q 
will  be  repelled.  This  latter 
is  removed  by  contact  with 
"  earth,"  and  need  be  no  further 
^'^'  ^^^-  considered.    The  potential  *  at 

the  centre  M,  calculated  by  the  rule  given  in  Art  263, 

will  be 

Vm  =  -  -  ^r 

At  a  point  N,  outside  the  outer  sphere  and  quite  near  to 
it,  the  potential  will  be  the  same  as  if  these  two  charges, 
+  Q  and  -  Q,  were  both  concentrated  at  M.      Hence 

+  0-Q 
So  then  the  diflference  of  potentials  will  be 

Q 


whence  v      ^  = 


rr 
r'  —  r 


_     Q 


But  by  Art.  270  the  capacity   K  =  ^-^ 


therefore  K  =  - 


TT 


r  -r 


*  The  student  must  remember  that  as  there  is  no  electric  force  within 
a  closed  conductor,  the  potential  at  the  middle  is  just  the  same  as  at  any 
other  point  inside. 
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We  see  from  this  formula  that  the  capacity  of  the 
condenser  is  proportional  to  the  size  of  the  metal  globes, 
and  that  if  the  insulating  layer  is  very  thin, — that  is,  if 
r  be  very  nearly  as  great  as  r',  r  -  r  will  become  very 

rr' 

small,  and  the  value  of  the  expression  -, —  will  become 

very  great ;  which  proves  the  statement  that  the  capacity 
of  a  condenser  depends  upon  the  thinness  of  the  layer 
of  dielectric.  If  r'  is  very  great  compared  with  r,  the 
expression  for  the  capacity  becomes  equal  simply  to  r, 
that  of  the  inner  sphere  when  isolated. 

296.  Specific  Inductive  Capacity. — Cavendish 
was  the  first  to  discover  that  the  capacity  of  a  condenser 
depended  not  on  its  actual  dimensions  only,  but  upon  the 
inductive  power  of  the  material  used  as  the  dielectric  be- 
tween the  two  surfaces.  If  two  condensers  (of  any  of  the 
forms  to  be  described)  are  made  of  exactly  the  same  size, 
and  in  one  of  them  the  dielectric  be  a  layer  of  air,  and 
in  the  other  a  layer  of  some  other  insulating  substance, 
it  is  found  that  equal  quantities  of  electricity  imparted 
to  them  do  not  produce  equal  differences  of  potentials  ; 
or,  in  other  words,  it  is  found  that  they  have  not  the 
same  capacity.  If  the  dielectric  be  mica,  for  example,  it 
is  found  that  the  capacity  is  about  six  times  as  great ;  for 
mica  possesses  a  high  inductive  power  and  allows  the 
transmission  across  it  of  electrostatic  influence  six  times 
as  well  as  air  does.  The  name  specific  inductive 
capacity,*  or  dielectric  capacity,  is  given  to  the  ratio 
between  the  capacities  of  two  condensers  equal  in  size,  one 
of  them  being  an  air  condenser,  the  other  filled  with  the 
specified  dielectric.  The  specific  inductive  capacity  of 
dry  air  at  the  temperature  0**  C,  and  pressure  76 
centimetres,  is  taken  as  the  standard,  and,  in  the  absence 
of  any  known  way  of  finding  its  absolute  value,  is  reckoned 

*  The  name  is  not  a  very  happy  one, — inductivity  would  have  been 
better,  and  is  the  analogous  term,  for  dielectrics,  to  the  term  "conduc 
tivity  "  used  for  conductors.  The  term  dielectric  coe^icient  ia  al&o  \JSA.vi\$^ 
some  modem  writers. 
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as  unity.     The  symbol  k  is  used  to  tlenote  the  dielectric 
capacity  of  any  niateriaL 

Cavendish,  about  the  year  1775,  measured  the  dielectric 
capacity  of  glass,  bees-wax,  and  other  substauces,  by  form- 
ing them  into  condensers  between  two  circular  metal 
plates,  the  capacity  of  these  condensei's  being  compared 


with  that  of  a 


iiidenser  (resembling  Fig.  42)  and 
with  other  condensers  which  he 
called  "  trial -plates."  He  even, 
went  so  far  as  to  compare  the 
capacities  of  these  "  trial-plates  " 
with  that  of  an'' isolated  sphere 
of  I2j  inches  diameter  hung  up 

396.    Faraday's    Etzpni- 

ments  — In  1837  Faraday, 
nho  did  nut  knoiv  of  the  then 
utipubliahed  researches  of 
Pavendiih,  independently  dia- 
coiered  specifii,  inductive  cap- 
acity, and  measured  its  value 
for  several  subitantes,  usti^  for 
this  purpose  two  condensera  of 
the  form  shovin  m  Fig  156. 
Each  consisted  of  a  brass  ball  A, 
enclosed  inside  a  hollow  sphere 
of  brass  B,  and  insulated  by  a 
long  plug  of  shellac,  up  which 

^  -  '" -  -  ■^  passed  a  wire  terminating  in  a 

Fig  1513  knob  a      The  outer  sphere  con- 

sisted of  tno  parts  which  could 
be  separated  from  each  other  iii  order  to  fill  the  hollow 
space  iMfh  any  desired  malernl  the  experimental  process 
then  was  to  compare  their  capacities  when  one  was 
filled  with  the  substance  to  be  e^amini,d,  the  other 
containing  onlv  drj  air  One  of  the  conden'ierB  was 
charged  with  electricity      It  was  then  made  to  share  its 
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charge  with  the  other  condenser,  by  putting  the  two  inner 
coatings  into  metallic  communication  with  one  another  ; 
the  outer  coatings  also  being  in  communication  with  one 
another.  If  their  capacities  were  equal  they  would  share 
the  charge  equally,  and  the  potential  after  contact  would 
be  just  half  what  it  was  in  the  charged  condenser  before 
contact.  If  the  capacity  of  one  was  greater  than  the 
other  the  final  potential  would  not  be  exactly  half  the 
original  potential,  because  they  would  not  share  the  charge 
equally,  but  in  proportion  to  their  capacities.  The 
potentials  of  the  charges  were  measured  before  and  after 
contact  by  means  of  a  torsion  balance.*  Faraday's  results 
showed  the  following  values  :  Sulphur,  2*26  ;  shellac,  2*0; 
glass,  1*76  or  more. 

207.  Recent  Researches.  —  Since  1870  large 
additions  to  our  knowledge  of  this  subject  have  been 
made.  Gibson  and  Barclay  measured  the  inductivity  of 
paraffin  wax  by  comparing  the  capacity  of  an  air  condenser 
with  one  of  paraffin  by  means  of  an  arrangement  of  slid- 
ing condensers,  using  a  sensitive  quadrant  electrometer  to 
adjust  the  capacity  of  the  condensers  exactly  to  equality. 
Hopkinson  has  examined  the  dielectric  power  of  glass  of 
various  kinds,  using  a  constant  battery  to  produce  the 
required  difference  of  potentials,  and  a  condenser  provided 
with  a  guard-ring  for  a  purpose  similar  to  that  of  the 
guard-ring  in  absolute  electrometers.  Gordon  made  a 
large  number  of  observations,  using  a  delicate  apparatus 
known  as  a  statical  "  inductivity  balance,"  which  is  a  com- 
plicated   condenser,   so   arranged    in    connexion    with    a 

*  The  value  of  the  dielectric  capacity  Ic  could  then  be  calculated  as 
follows : — 

Q  =  VK  =  V'K  + V'Kfc 

(where  K  is  the  capacity  of  the  first  apparatus  and  V  its  potential,  and  V 
the  potential  after  communication  with  the  second  appamtus,  whose 
capacity  is  KA;) :  hence 

V  =  V'(l  +  fc), 

V-V 

and  fc  =     Y'  "  * 
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quadrant  electrometer  that  when  the  capacities  of  the 
separate  parts  are  adjusted  to  equality  there  shall  be  no 
deflexion  in  the  electrometer,  whatever  be  the  amount  or 
sign  of  the  electrification  at  the  moment  This  arrange- 
ment, when  employed  in  conjunction  with  an  induction 
coil  (Fig.  135)  and  a  rapid  commutator,  admits  of  the  in- 
ductive capacity  being  measured  when  the  duration  of 
the  actual  charge  is  only  very  small,  the  electrification 
being  reversed  1 2,000  times  per  second.  Such  an  instru- 
ment, therefore,  overcomes  one  great  difficulty  besetting 
these  measurements,  namely,  that  owing  to  the  apparent 
absorption  of  part  of  the  charge  by  the  dielectric  (as 
mentioned  in  Art.  61),  the  capacity  of  the  substance, 
when  measured  slowly,  is  different  from  its  "instantane- 
ous capacity."  This  electric  absorption  is  discussed 
further  in  Art.  299.  For  this  reason  the  values  assigned 
by  different  observers  for  the  dielectric  capacity  of  various 
substances  differ  to  a  most  perplexing  degree,  especially 
in  the  case  of  the  less  perfect  insulators.  The  following 
table  summarizes  Gordon's  observations  : — 


Air         .... 

1-00 

Glass      .... 

3-013 

Ebonite  .... 

2-284 

Guttapercha 

2*462 

Indiarubber     . 

2-220 

Paraffin  (solid) 

1-9936 

Shellac    .... 

2-74 

Sulphur  .... 

2-58 

to  3-258 


to  2-497 


Hopkinson,  whose  method  was  a  "  slow "  one,  found 
for  glass  much  higher  inductive  capacities,  ranging  from 
6*5  to  10-1,  the  denser  kinds  having  higher  capacities. 
Mica  has  values  ranging  from  5*5  to  8.  Cavendish 
observed  that  the  apparent  capacity  of  glass  became  much 
greater  at  those  temperatures  at  which  it  begins  to  con- 
duct electricity.  Boltzmann  has  announced  that  in  the 
case  of  two  crystalline  substances,  Iceland  spar  and  sul- 
phuT,   the    inductive    capacity  is    different   in   different 
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directions,  according  to  their  position  with  respect  to  the 
axes  of  crystallization. 

298.  Dielectric  Oapckcity  of  Liquids  and 
G-ases. — The  dielectric  capacity  of  liquids  also  has 
specific  values,  as  follows  : — 


Turpentine  . 
Petroleum  . 
•Bisulphide  of  Carbon 


2-16 

2  03  to  2-07 

1-81 


Faraday  examined  the  inductive  capacity  of  several 
gases  by  means  of  his  apparatus  (Fig.  156),  one  of  the 
condensers  being  filled  with  air,  the  other  with  the  gas 
which  was  let  in  through  the  tap  below  the  sphere  after 
exhaustion  by  an  air  pump.  The  method  was  too  rough, 
however,  to  enable  him  to  detect  any  difference  between 
th^m.  More  recently  Boltzmann,  and  independently 
Ayrton  and  Perry,  have  measured  the  dielectric  capacities 
of  different  gases  by  very  exact  methods  ;  and  their  results 
agree  very  fairly. 


Boltzmann. 

Ayrton  and  Perry. 

Air 

Vacuum      ,                 .         . 
Hydrogen  .... 
Carbonic  Acid     . 
defiant  Gas        .         .     '    . 
Sulphur  Dioxide 

(1) 
(0-999410) 

0-999674 

1-000356 

1-000722 

(1) 
(0-9985) 

0-9998 

1  -0008 

1  -0037 

The  effect  of  using  instead  of  air  a  medium  of  higher 
dielectric  power  A;  is  to  change  the  forces  exerted  between 
charged  bodies.  For  given  fixed  charges  the  forces  vary 
inversely  as  k ;  while  for  given  differences  of  potential 
between  the  bodies  the  forces  vary  directly  as  k 

299.  Mechanical  Effects  of  Dielectric  Stress. — 
That  different  insulating  substances  have  specific  inductive 
power  sufficiently  disproves   the   idea  t\iaX.  *\\Aw«aR&  Sa 


284  ELECTRICITY  AND  MAGNETISM         part  ii 

• • 

merely  an  "  action  at  a  distance,"  for  it  is  evident  that 
the  dielectric  medium  is  itself  concerned  in  the  propaga- 
tion of  influence,  and  that  some  media  allow  influence  to 
take  place  across  them  better  than  others.  The  existence 
of  a  residual  charge  (Art.  61)  can  be  explained  either  on 
the  supposition  that  the  dielectric  is  composed  of  hetero- 
geneous particles  which  have  unequal  conducting  powers,  . 
as  Maxwell  has  suggested,  or  on  the  hypothesis  that  the 
molecules  are  actually  subjected  to  a  strain  from  which, 
especially  if  the  stress  be  long  continued,  they  do  not 
recover  all  at  once.  Kohlrausch  and  others  have  pointed 
out  the  analogy  between  this  phenomenon  and  that  of  the 
"  elastic  recovery  "of  solid  bodies  after  being  subjected  to 
a  bending  or  a  twisting  strain.  A  fibre  of  glass,  for  example, 
twisted  by  a  certain  force,  flies  back  when  released  to 
almost  its  original  position,  a  slight  sub-permanent  Set 
remains,  from  which,  however,  it  slowly  recovers  itself, 
the  rate  of  its  recovery  depending  upon  the  amount  and 
duration  of  the  original  twisting  strain.  A  quartz  fibre 
never  shows  any  sub-permanent  set.  Hopkinson  has 
shown  that  it  is  possible  to  superpose  several  residual 
charges,  even  charges  of  opposite  signs,  which  apparently 
"  soak  out "  as  the  strained  material  gradually  recovers 
itself.  Perry  and  Ayrton  have  also  investigated  the 
question,  and  have  shown  that  the  polarization  charges 
in  voltameters  exhibit  a  similar  recovery.*  Air  condensers 
exhibit  no  residual  charges.  Kor  do  plates  of  quartz  cut 
from  homogeneous  crystal. 

When  a  condenser  is  discharged  a  sound  is  often  heard. 
This  was  noticed  by  Lord  Kelvin  in  the  case  of  air 
condensers  ;  Varley  and  Dolbear  have  constructed 
telephones  in  which  the  rapid  charge  and  discharge  of 

*  It  would  appear,  therefore,  probable  that  Maxwell's  suggestion  of 
heterogeneity  of  structure,  as  leading  to  residual  electrification  at  the 
bounding  surface  of  the  particles  whose  electric  conductivities  differ,  is  the 
true  explanation  of  the  "residual"  charge.  The  phenomenon  of  elastic 
recovery  may  itself  be  due  to  heterogeneity  of  structure.  Glass  itself  is  a 
mixture  of  different  silicates. 
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a  condenser  gave  rise  to  musical  tones  and  to  articulate 
speech. 

As  to  the  precise  nature  of  the  molecular  or  mechanical 
operations  in  the  dielectric  when  thus  subjected  to  the 
stress  of  electrostatic  induction,  nothing  is  known.     One 
pregnant  experiment  of  Faraday  is  of  great  importance, 
by  showing  that  induction   is,   as  he  expressed  it,  "an 
action  of  contiguous  particles."     In  a  glass  trough  (Fig. 
157)  is  placed  some  oil  of  turpentine,  in  which  are  put 
some  fibres  of  dry 
silk  cut  into  small 
bits.     Two  wires 
pass      into      the 
liquid,      one     of 
which    is   joined    *** 
to  earth,  the  other  ^^' 

being  put  into  connexion  with  the  collector  of  an 
electrical  machine.  The  bits  of  silk  come  from  all  parts 
of  the  liquid  and  form  a  quivering  chain  of  particles  from 
wire  to  wire,  showing  the  electric  lines  of  force.  They 
at  once  disperse  if  the  electric  discharge  is  stopped. 
Faraday  regarded  this  as  typical  of  the  internal  actions 
in  every  case  of  influence  across  a  dielectric,  the  particles 
of  which  he  supposed  to  be  "polarized,"  that  is,  to  be 
turned  into  definite  positions,  each  particle  having  a 
positive  and  a  negative  end.  The  student  will  perceive 
an  obvious  analogy,  therefore,  between  the  condition  of 
the  particles  of  a  dielectric  across  which  influence  is  taking 
place,  and  the  molecules  of  a  piece  of  iron  or  steel  when 
subjected  to  magnetic  induction.  Instead  of  silk,  crystals 
of  sulphate  of  quinine  may  be  used.  Or  finely-divided 
sulphide  of  antimony  may  be  strewn  on  the  bottom  of 
a  glass  dish  and  covered  with  a  layer  of  petroleum,  to 
show  the  electric  lines  of  force. 

Siemens  has  shown  that  the  glass  of  a  Leyden  jar  is 
sensibly  warmed  after  being  several  times  rapidly 
charged    and    discharged.      This  obviowaV^  VKv?^\^'e»  ^^ 


286  ELECTRICITY  AND  MAGNETISM         part  ii 

molecular  movement  accompanies  the  changes  of  dielectric 
stress. 

300.  Electric  Expansion. — Fontana  noticed  that 
the  internal  volume  of  a  Leyden  jar  increased  when  it 
was  charged.  Priestley  and  Volta  sought  to  explain  this 
by  suggesting  that  the  attraction  between  the  two  charged 
surfaces  compressed  the  glass  and  caused  it  to  expand 
laterally.  Duter  showed  that  the  amount  of  apparent 
expansion  was  inversely  proportional  to  the  thickness  of 
the  glass,  and  varied  as  the  square  of  the  potential  differ- 
ence. Quincke  has  recently  shown  that  though  glass  and 
some  other  insulators  exhibit  electrical  expansion,  an 
apparent  contraction  is  shown  by  resins  and  oily  bodies 
under  electrostatic  stress.  He  connects  with  these  pro- 
perties tlie  production  of  optical  strain  and  of  doable 
refraction  discovered  by  Kerr.  (See  Lesson  on  Electro- 
optics,  Art.  525). 

301.  Submeuine  Oables  as  Oondensers. — A 
submarine  telegraph  cable  may  act  as  a  condenser,  the 
ocean  forming  the  outer  coating,  the  internal  wire  the 
inner  coating,  while  the  insulating  layers  of  guttapercha 
serve  as  dielectric.  "When  one  end  of  a  submerged  cable 
is  connected  to,  say,  the  +  pole  of  a  powerful  battery, 
electricity  flows  into  it.  Before  any  signal  can  be 
received  at  the  other  end,  enough  electricity  must  flow 
in  to  cliarge  tlie  cable  to  a  considerable  potential,  an 
operation  which  may  in  the  case  of  long  cables  require 
some  seconds.  Faraday  predicted  that  this  retardation 
would  occur.  It  is,  in  actual  fact,  a  serious  obstacle  to 
rapid  signalling  through  Atlantic  and  other  cables. 
Professor  Fleeming  Jenkin  has  given  the  following 
experimental  demonstration  of  the  matter.  Let  a  mile 
of  insulated  cable  wire  be  coiled  up  in  a  tub  of  water 
(Fig.  158),  one  end  N  being  insulated.  The  other  end 
is  joined  up  through  a  long -coil  galvanometer  G  to 
the  +  pole  of  a  large  battery,  whose  ~  pole  is  joined  by  a 
wire  to  the  water  in  the  tub.     Directly  this  is  done,  the 
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needle  of  the  galTanometer  will  sbow  a  violent  deflexion, 
electricity  ruahing  through  it  into  the  interior  of  the 
cable,  and  a  -  charge  being  accumulated  on  the  oiitaide  of 
it  where  the  water  touches  the  guttapercha.  For  perhaps 
an  hour  the  flow  will  go  on,  though  diminishing,  until  the 
cable  is  fully  charged.  Now  remove  the  battery,  and 
instead  join  up  a  and  6  by  a  wire  ;  the  charge  in  the 
cable  will  rush  out  through  the  galvanometer,  which  will 


show  an  opposite  deflexion,  and  the  residual  charge  will 
continue  "soaking  out"  for  a  long  time. 

Long  land-lines  carried  overhead  also  possess  a  measur- 
able capacity,  and  tend  to  retard  the  ugnals. 

302.  Use  of  Condensers.— To  obviate  this  retarda- 
tion and  increase  the  speed  of  signalling  in  cables  *  seveial 
devices  are  adopted.  Very  delicate  receiving  instruments 
are  used,  requiring  only  a  feeble  current  ;  for  with  the 
feebler  batteries  the  actual  charge  given  to  the  cable  is 
less.  In  some  cases  a  key  is  employed  which,  after 
every  signal,  immediately  sends  into  the  cable  a  charge 
of  opposite  sign,  to  sweep  out,  as  it  were,  the  charge  left 
behind.  Often  a  condenser  of  several  microfarads' 
capacity  is  interposed  in  the  circuit  at  each  end  of  the 
cable  to  curb  the  signal,  or  make  it  shorter  and  sharper, 
and  by  its  reaction  assist  the  discharge.  In  duplex 
signalling  (Art.  503)  the  resistance  and  electrostatic  capa- 
'  Thp  rsrlclty  of  tTie  "Direct"  Atlantic  cahl«  tram  afc\\\o*te\\\?> 
(Itelantl)  to  tiuya  Seoua  is  Bii2  rqicrofarada. 
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city  o!  the  cable  have  to  be  met  by  balancing  againat 
them  an  "artificial  cable"  cousistiiig  of  a  wire  uf  equal 
reslBtance,  combined  with  a  condenser  of  equal  capacity. 
Meeats.  Muirhead  constructed  for  duplexing  the  Atlantic 
cable  a  condenser  containing  100,000  square  feet  (over 
two  acres  of  surface)  of  tinfoil.  Condensers  are  also 
occasionally  uwd  on  telegraph  lines  in  single  working  to 
obviat«  disturbances  from  earth  currents.  They  are  con- 
structed by  placing  sheets  of  tinfoil  between  sheets  of 
mica  or  of  paraffined  paper,  alternate  sheets  of  foil  being 
connected  together.  The  paper  is  the  finest  bank-wove, 
carefully  selected  to  be  free  from  minute  holes.  Two 
thicknesses,  drawn  through  a  hath  of  the  purest  paraflin 
wax  heated  till  it  inelta,  are  laid  between  each  foil  and 
the  next  (  cure  being  taken  to  exclude  air  hubhlea.  When 
a  sufficient  nnmber  have  been  assembled  hot  they  are  put 
under  pressure  to  cool,  and  afterwards  adjusted.  Small 
condensers  of  similar  construction  are  used  in  connexion 
with  induction  coils  (Fig   135) 

303   Praotioal  Unit  of  Capacity. — Electricians 
adopt  a  unit  of  eoj  antj  terme  1  one  ferad,  based  on  the 
system  of  electromagnetic   units      A  condenser  of  one 
faiad  capacity  would  be  raised  to 
a  potential  of  one  volt  by  a  charge 
ufone   oulonl  of  electricity.*     In 
I  practice -such  a  condenser  would  bo 
enormous  to  be  constructed ; 
^  the   earth   itself    as   an    isolated 
sphere    has  a   capacity   of    only 
yg^j-^  of  a  faral.     As  a  pradieal 
it  of  capacity  is  therefore  chosen 
'  "  ""  the  microfarad  or  one  millionth 

of  a  farad  ,  3  capacity  about  equal  to  that  of  three  miles 
of  an  Atlantic  cable.  Condensers  of  only  J  microfarad 
capacity  are  about  equal  to  one  nautical  mile  of  cable. 
They  contain  ahout  1200  square  inches  of  foiL  The 
•  SwlJslof.PrBcticalElectrciiimgnetlo  Units,  Art.  35*. 


CHAP.  IV  CALCULATION  OF  CAPACITY  289 


dielectric  in  them  is  usually  niica,  in  thin  sheets.  Their 
general  form  is  shown  in  Fig.  159.  The  two  brass  pieces 
upon  the  ebonite  top  are  connecte<l  respectively  with  the 
two  series  of  alternate  sheets  of  tinfoil.  The  plug  between 
them  serves  to  keep  the  condenser  discharged  when  not 
in  use. 

Methods  of  measuring  the  capacity  of  a  condenser  are 
given  in  Art.  418. 

304.  FonnuIsB  for  Capacities  of  Conductors 
and  Condensers. — The  following  formulae  give  the 
capacity  of  condensers  of  all  ordinary  forms,  in  electro- 
static units  : — 

Sphere:  (radius  =  r.     See  Art.  271). 

K  =  r. 

Two   Concentric    Splicres :  (radii   r   and   r',  dielectric 
capacity,  k). 

r  -  r 
Cylinder  :  (length  =  I,  radius  =  r). 

I 


K  = 


2  log    I 


€    - 

r 


Two     Concentric     Cylimhrs  :    (length  =  /,    dielectric 
capacity  =  Jc^  internal  radius  ~-  r,  external  radius 

=  r'). 

I 


K  =  k 


'^log^l 

r 


Circular  Disk  :  (radius  =  r,  thickness  negligible). 

K  ==  2r/7r. 
Two  Circular  Disks :    (like   air  condenser,   Art.   66, 

radii  =  r,  surface  =  S,  thickness  of  dielectric  =  6, 

dielectric  capacity  =  A;). 

K  =  A;r2/46,   . 
or  K  =  fcS/4Trb. 

u 
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The  latter  formula  applies  to  any  two  parallel  disks  of 
surface  S,  whether  circular  or  otherwise,  provided  they 
are  large  as  compared  with  the  distance  h  between  them. 
To  calculate  down  to  microfarads  the  numbers  given  by 
any  of  the  above  must  be  divided  by  900,000. 

305.  Energy  of  Dischar^re  of  Leyden  Jar  or 
Condenser. — It  follows  from  the  definition  of  potential, 
given  in  Art.  263,  that  in  bringing  up  one  +  unit  of 
electricity  to  the  potential  V,  the  work  done  is  V  ergs. 
This  assumes,  however,  that  the  total  potential  V  is  not 
thereby  raised,  and  on  this  assumption  the  work  *  done  in 
bringing  up  Q  units  would  be  QV  ergs.  If,  however,  the 
potential  is  nothing  to  begin  with,  and  is  raised  to  V  by 
the  charge  Q,  the  average  potential  during  the  operation 
is  only  JV  ;  hence  the  total  work  done  in  bringing  up  the 
charge  Q  from  zero  potential  to  potential  V  is  JQV  ergs. 
Now,  according  to  the  principle  of  the  conservation  of 
energy,  the  w^ork  done  in  charging  a  jar  or  condenser  with 
electricity  is  equal  to  the  work  which  could  be  done  by 
that  quantity  of  electricity  when  the  jar  is  discharged. 
Hence  JQV  represents  also  the  energy  of  the  discharge. 

Since  Q  =  VK,  it  follows  that  we  may  write  iQV  in 

Q2 

the  form  J—.     That  is  to  say,  if  a  condenser  of  capacity  K 

is  charged  by  having  a  charge  Q  imparted  to  it,  the  energy 
of  the  charge  is  proportional  directly  to  the  square  of  the 
quantity,  and  inversely  to  the  capacity  of  the  condenser. 

306.  Symbol  for  Condenser. — Electricians  use 
as  symbols  for  condensers  in  diagrams  of  electric  circuits 

those  given  in  Fig.  160. 

The     origin     of     these 

symbols  is  the  alternate 

layers  of  tinfoils.     The 
Fig.  160.  -^  ,    ,  ,,  .  ,  ^ 

symbol     on    the    right 

suggests  six  layers  of  foil,  of  which  the  first,  third,  and  fifth 

*  If  Q  is  given  in  coulombs  and  V  in  volts,  the  work  will  be  expressed  not 
j'n  erffs  bat  in  joules  (Art.  854). 
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are  joined  together,  and  the  second,  fourth,  and  sixth  are 
also  joined  together. 

307.  Capacities  joined  in  Parallel. — To  join  two 
condensers  together  in  parallel  the  positive  foils  of  one 
are  joined  to  the  positive  foils  of  the  other,  and  their 
negative  foils  are  also  joined  together.  In  Fig.  161  the 
two  condensers  Kj  and  Kg  are  joined  in  parallel.  They 
will  thus  act  simply  like  one  large  condenser  of  capacity 
=  Kj  +  Kg.  Any  charge  flowing  in  on  the  +  side  will 
divide  between  the  two  in  porportion  to  their  capacities. 

If  two  equal  Leyden  jars  are  charged  to  the  same 
potential,  and  then  their  inside  and  outside  coatings  are 
respectively  joined,  their 
united  charge  will  be  the 
same  as  that  of  a  jar  of 
equal  thickness,  but  hav- 
ing twice  the  amount  of 
surface. 

If  a  charged  Leyden  jar  p.g  ^gj 

is  placed  similarly  in  com- 
munication with  an  uncharged  jar  of  equal  capacity,  the 
charge  will  be  shared  equally  between  the  two  jars,  and 
the  passage  of  electricity  from  one  to  the  other  will  be 
evidenced  by  the  production  of  a  spark  when  the  respective 
coatings  are  put  into  communication.  Here,  however,  half 
the  energy  of  the  charge  is  lost  in  the  operation  of  sharing 
the  charge,  for  each  jar  will  have  only  ^Q  for  its  charge 
and  JV  for  its  potential ;  hence  the  energy  of  the  charge 
of  each,  being  half  the  product  of  charge  and  potential,  will 
only  be  one  quarter  of  the  original  energy.  The  spark 
which  passes  in  the  operation  of  dividing  the  charge  is, 
indeed,  evidence  of  the  loss  of  energy  ;  it  is  about  half  as 
powerful  as  the  spark  would  have  been  if  the  first  jar  had 
been  simply  discharged,  and  it  is  just  twice  as  powerful  as 
the  small  sparks  yielded  finally  by  the  discharge  of  each 
jar  after  the  charge  has  been  shared  between  tlAfe\a.. 

The  ener^  of  a  charge  of  the  ^ax  laaiiM^^Xa  V\&^^^  ^>a 
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stated  above,  by  the  production  of  a  spark  at  discharge  ; 
the  sound,  light,  and  heat  produced  being  the  equivalent 
of  the  energy  stored  up.  If  discharge  is  effected  slowly 
through  a  long  thin  wire  of  high  resistance  the  air  spark 
may  be  feeble,  but  the  wire  may  be  perceptibly  heated. 
A  wet  string  being  a  feeble  conductor  affords  a  slow  and 
almost  silent  dischai^e  ;  here  probably  the  electrolytic 
conduction  of  the  moisture  is  accompanied  by  an  action 
resembling  that  of  secondary  batteries  (Lesson  492)  tend- 
ing to  prolong  the  duration  of  the  discharge. 

308.  OapcLcities  joined  in  Series. — If  two  con- 
densers are  joined  in  series  they  will  act  as  a  condenser 
having  a  lesser  capacity  than  either  of  them  separately. 
Their  joint  capacity  in  series  will  he  the  reciprocal  of  the 
Slim  of  the  reciprocals  of  their  capacities  separately. 

Proof. — Let  two  condensers  Kj  and  Kg  be  set  in  series  (Fig. 

162)  between  two  points  across  which  there  is  a  diflference  of 

potential  V.  This  difference  of 
potential  will  be  divided  between 
the  two  inversely  in  proportion  to 
their  capacities,  seeing  that  the 
quantities  of  electricity  that  are 
displaced  into  and  ont  of  their 
respective  coatings  are  necessarily 
equal.     Or,  if  Q  be  this  quantity, 

and  Kg  the  effective  or  joint  capacity  of  the  two  together,  to  find 

the  latter,  we  have  : — 

Q  =  ViKi  =  V2K2  =  VK3       ...         (1) 
and  y^Vj  +  Va (2) 

From  (1)  we  get 

and 

V2=VK3/K,. 

Inserting  these  in  (2)  we  get 

V  =  VK3/Ki  +  yK3/K2; 
whence,  dividing  down  by  VKg,  we  get 

^  -L      i 

£?~  —  f     '  f  '  ■  *  *  Q.  E.  D. 

A^      JS.J      A-g 
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Example. — If  two  condenserH,  respectively  3  and  2  microfarads,  are 
joined  in  series,  they  will  act  as  a  single  condenser  of  capacity 
=l/(i+i)=li  microfarads. 

• 

309.  Ohar^re  of  Jars  arran^red  in  Cascade. — 

Franklin  suggested  that  a  series  of  jars  might  be  arranged, 
the  outer  coating  of  one  being  connected  with  the  innei 
one  of  the  next,  the  outer  coating  of  the  last  being  con- 
nected to  earth.  The  object  of  this  arrangement  was  that 
the  second  jar  might  be  charged  with  the  electricity 
repelled  from  the  outer  coating  of  the  first,  the  third  from 
that  of  the  second,  and  so  on.  This  "  cascade ''  arrange- 
ment, however,  is  of  no  advantage,  the  sum  of  the 
charges  accu4iiulated  in  the  series  being  only  ecjual  to  that 
of  one  single  jar  if  used  alone.  For  if  the  inner  coating 
of  the  first  jar  be  raised  to  V,  that  of  the  outer  coating 
of  the  last  jar  remaining  at  zero  in  contact  with  earth,  the 
difference  of  potential  between  the  outer  and  inner  coating 

of  any  one  jar  will  be  only  -  V,  where  ii  is  number  of 

jars.  And  as  the  charge  in  each  jar  is  equal  to  its 
capacity  K,  multiplied   by  its  potential,  the   charge   in 

each  will  only  be  -  KV,  and  in  the  whole  n  jars  the  total 

charge  will  be  w  -  KV,  or  KV,  or  equals  the  charge  of  one 
jar  of  capacity  K  raised  to  the  same  potential  V. 


Lesson  XXIV. — Phenomena  of  Discharge 

310.  Conductive  Dischar^re. — An  electrified  con- 
ductor may  be  discharged  in  at  least  three  different  ways, 
depending  on  the  medium  through  which  the  discharge 
is  effected,  and  varying  with  the  circumstances  of  the 
discharge.  If  the  discharge  takes  place  by  the  passage 
of  a  continuous  current,  as  when  electricity  flows  through 
a  thin  wire  connecting  the  knobs  of  an  influence  machiue..^ 
or  joining  the  positive  pole  of  a  \)aUfeT^  Vo  \)afc  w^^gjJCv^'^ 
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pole,  the  operation  is  termed  a  "  conductive ''  dis- 
char^re.  Under  some  circumstances  a  conductive  discharge 
takes  the  nature  of  an  oscillation  to  and  fro  (Art.  515). 

311.  Disruptive  Dischar^re. — It  has  been  shown 
how  influence  across  a  non-conducting  medium  is  always 
accompanied  by  a  mechanical  stress  upon  the  medium  ; 
the  tension  along  the  electric  lines  of  force  increasing  as 
the  square  of  the  intensity  of  the  electric  field.  If  this 
stress  is  very  great  the  non-conducting  medium  will 
suddenly  give  way  and  a  sparlc  will  burst  across  it. 
Such  a  discharge  is  called  a  "  disruptive  "  dischar^re. 

A  very  simple  experiment  will  set  the  matter  in  a 
clear  light.  Suppose  a  metal  ball  charged  with  +  electri- 
fication to  be  hung  by  a  silk  string  above  a  metal  plate 
lying  on  the  ground.  If  we  lower  down  the  suspended 
ball  a  spark  will  pass  between  it  and  the  plate  when  they 
come  very  near  together,  and  the  ball  will  then  be  found 
to  have  lost  all  its  previous  charge.  It  was  charged  with 
a  certain  quantity  of  electricity ;  and  as  it  had,  when 
suspended  out  of  the  range  of  other  conductors,  a  certain 
capacity  (numerically  equal  to  its  radius  in  centimetres), 
the  electricity  on  it  would  be  at  a  certain  potential 
(namely  =  Q/K),  and  the  charge  would  be  distributed 
uniformly  all  over  it.  The  plate  lying  on  the  earth 
would  be  all  the  while  at  zero  potential  But  when  the 
suspended  ball  was  lowered  down  towards  the  plate  the 
previous  state  of  things  was  altered.  In  the  presence  of 
the  -I-  charge  of  the  ball  the  potential*  of  the  plate 
would  rise,  were  it  not  that,  by  influence,  just  enough 
negative  electrification  appears  on  it  to  keep  its  potential 
still  the  same  as  that  of  the  earth.  The  tension  in  the 
electric  field  will  draw  the  4-  charge  of  the  ball  down- 
wards, and  alter  the  distribution  of  the  charge,  the  surface- 
density  becoming  greater  at  the  under  surface  of  the  ball 

*  The  student  must  remember  that,  by  the  definition  of  potential  in 
Art.  263,  the  potential  at  a  point  is  the  sum  of  all  the  separate  quantities 
of  electricity  ne&T  1%  divided  each  by  its  dlBtance  from  the  point 
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and  less  on  the  upper.  The  capacity  of  the  ball  will  be 
increased,  and  therefore  its  potential  will  fall  corre- 
spondingly. The  layer  of  air  between  the  ball  and  the 
plate  is  acting  like  the  glass  of  a  Leyden  jar.  The  more 
the  ball  is  lowered  down  the  greater  is  the  accumulation 
of  the  opposite  kinds  of  charge  on  each  side  of  the  layer 
of  air,  and  the  tension  across  the  layer  becomes  greater 
and  greater,  until  the  limit  of  the  dielectric  strength  is 
reached  ;  the  air  suddenly  gives  way  and  the  spark  tears 
a  path  across. 

312.  Oonvective  Discharge. — A  third  kind  of 
discharge,  differing  from  either  of  those  above  mentioned, 
may  take  place,  and  occurs  chiefly  when  electricity  of  a 
high  potential  discharges  itself  at  a  pointed  conductor  by 
accumulating  there  with  so  great  a  density  as  to  electrify 
the  neighbouring  particles  of  air  ;  these  particles  then 
flying  off  by  repulsion,  conveying  away  part  of  the  charge 
with  them.  Such  convective  discharges  may  occur  either  in 
gases  or  in  liquids,  but  are  best  manifested  in  air  and 
other  gases  at  a  low  pressure,  in  tubes  exhausted  by  an 
air  pump. 

The  discharge  of  a  quantity  of  electricity  in  any  of  the 
above  ways  is  always  accompanied  by  a  transformation  of 
its  energy  into  energy  of  some  other  kind, — sound,  light, 
heat,  chemical  actions,  and  other  phenomena  being  pro- 
duced.    These  effects  must  be  treated  in  detail. 

313.  Len^h  of  Spark. — Generally  speaking,  the 
length  of  spark  between  two  conductors  increases  with 
the  difference  between  their  potentials.  It  is  also  found 
to  increase  when  the  pressure  of  the  air  is  diminished. 
Riess  found  the  distance  to  increase  in  a  proportion  a 
little  exceeding  that  of  the  difference  of  potentials.  Lord 
Kelvin  confirmed  this  by  measuring  by  means  of  an 
"absolute  electrometer"  (Ajt.  287)  the  difference  of 
potential  necessary  to  produce  a  spark  discharge  between 
two  parallel  plates  at  different  distances.  De  la  Rue 
and  Miiller   found  with  their  'great  baUfct-^  (^k\\.«  V^^ 
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that  with  a  difference  of  potential  of  1000  volts  the  strik- 
ing distance  of  the  sjiark  was  only  '0127  centimetres  (or 
about  ^J^  of  an  inch),  and  with  a  difference  of  10,000 
volts  only  1-369.  Their  11,000  silver  cells  gave  a  spark 
of  1*59  centim.  (about  §  of  an  inch)  long.  To  produce  a 
spark  one  mile  long,  through  air  at  the  ordinary  pressure, 
would  th'jrefore  require  a  diflference  of  potential  exceeding 
that  furnished  by  1,000,000,000  Daniell's  cells  ! 

The  length  of  the  spark  differs  in  different  gases,  being 
nearly  twice  as  long  in  hydrogen  as  in  air  at  the  same 
density.  Or  to  produce  in  hydrogen  a  spark  as  long  as 
one  in  air  requires  less  voltage.  On  the  other  hand, 
carbonic  acid  gas,  whilst  it  is  stronger  than  air  for  short 
sparks,  is  weaker  for  long  ones. 

The  potential  needful  to  produce  a  spark  of  given 
length  in  a  given  gas  is  independent  of  the  kind  of  metal 
used  as  electrodes,  but  depends  upon  their  shape.  If 
points  are  used  instead  of  balls  it  is  found  that,  at  equal 
voltage,  points  are  best  for  long  sparks,  but  are  worst  for 
short  sparks. 

According  to  Peace's  observations  a  minimum  poten- 
tial of  between  300  and  400  volts  is  necessary  to  start  a 
spark,  however  short,  in  air.  For  sparks  not  under  two 
millimetres  in  length  the  volts  necessary  to  start  a  spark 
across  a  length  of  I  centimetres  may  be  approximately 
expressed  by  the  equation — 

V  =  1500  +  30,000  I, 

The  following  table,  calculated  from  the  results  of 
Heydweiller,  gives  the  volts  necessary  to  produce  a  spark 
in  air  at  15°  C.  and  76  centimetres  pressure  between  two 
spheres  of  various  sizes.  The  figures  must  be  increased 
1  per  cent  for  a  fall  of  3  degrees  of  temperature,  or  for  a 
rise  of  8  millimetres  of  i)ressure. 
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Radius  of  Balls. 

Distance  between  Balls  (Centims.) 

01 

0-5 

1-0 

Volts. 
33840 

1-5 

Centims. 
2-5 

Volts. 
4500 

Volts. 
18900 

Volts. 
47610 

1-0 

4860 

18030 

32120 

41160 

0-5 

4950 

17790 

27810 

32400 

0-25 

4980 

16200 

20790 

22980 

In  rarefied  air  the  spark  is  longer.  Snow  Harris 
stated  that  the  length  of  spark  was  inversely  propor- 
tional to  the  pressure,  but  this  law  is  not  quite  correct, 
being  approximately  true  only  for  pressures  between 
that  of  11  inches  of  mercury  and  that  of  30  inches 
(one  atmosphere).  At  lower  pressures,  as  Gordon  found, 
a  greater  difference  of  potential  must  be  used  to  produce  a 
spark  than  that  which  would  accord  with  Harris's  law.  • 
From  this  it  would  appear  that  thin  layers  of  air  oppose 
a  proportionally  greater  resistance  to  the  piercing  power 
of  the  spark  than  thick  layers,  and  possess  greater 
dielectric  strength. 

Faraday,  using  two  spheres  of  different  sizes,  found 
the  spark-length  greater  when  the  smaller  sphere  was 
positive  than  when  it  was  negative. 

With  rapidly  -  alternating  differences  of  potential, 
smaller  virtual  voltages  suffice  for  the  same  spark-length, 
for  the  length  depends  on  the  maximum,  not  on  the  mean 
value.  Using  a  ball  of  1  cm.  diameter  and  a  disk, 
Alexander  Siemens  found  3200  virtual  volts  to  be  needed 
at  0*1  cm.  distance,  and  11,000  at  0*5  cm.  distance  apart. 

The  dielectric  strength  of  a  gas  appears  to  be  weaker 
when  field  is  varying  than  when  it  ia  aleaA^ .    ^\v«v>l  "Cw^ 
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voltage  is  nearly  high  enough  to  produce  a  spark,  revers- 
ing the  poles  will  sometimes  start  a  spark.  Moreover, 
when  once  a  spark  has  passed  it  is  easier  for  a  second  one 
to  follow  on  the  same  track.  Probably  the  first  spark 
produces  chemical  dissociations  in  its  path  which  do  hot 
instantly  pass  away. 

Hertz  made  the  singular  observation  that  ultra-violet 
light  {i.e.  actinic  waves)  falling  upon  the  kathode  surface 
assist  it  to  discharge  (see  Art.  531). 

A  perfect  vacuum  is  a  perfect  insulator — no  spark  will 
cross  it.  It  is  possible  to  exhaust  a  tube  so  perfectly  that 
none  of  our  electric  machines  or  appliances  can  send  a 
spark  through  the  vacuous  space  even  over  so  short  a  dis- 
tance as  one  centimetre. 

On  the  other  hand,  a  great  increase  of  pressure  also 
increases  the  dielectric  strength  of  air,  and  causes  it  to 
resist  the  passage  of  a  spark.  Cailletet  compressed  dry 
air  at  40  to  50  atmospheres'  pressure,  and  found  that 
even  the  spark  of  a  powerful  induction  coil  failed  to  cross 
a  space  of  '05  centimetres'  width. 

314.  Flames  and  Hot  Air. — The  arc  produced  by 
the  passage  of  an  electric  current  between  two  carbon 
poles  is  treated  of  in  Art.  448.  It  is  a  species  of  flame 
which  conducts  the  current  from  the  tip  of  one  carbon 
rod  to  the  other,  while  volatilizing  the  carbon,  and  requires 
only  some  thirty  to  fifty  volts  for  its  maintenance.  The 
alternate-current  arc  generated  in  air  by  high-frequency 
discharges  at  a  potential  of  10,000  to  50,000  volts  is  a 
difi^erent  phenomenon,  and  is  apparently  an  endothermic 
flame  of  nitrogen  and  oxygen  burned  together. 

Sparks  are  longer  and  straighter  through  hot  air 
than  through  cold.  If  air  or  other  permanent  gas  is, 
however,  heated  in  a  closed  vessel  so  that  its  density 
remains  unaltered,  the  voltage  needful  to  produce  dis- 
charge remains  the  same ;  unless,  indeed,  the  gas  be 
heated  to  point  of  dissociation  when  discharge  occurs  at 
low  voltage. 
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Flames  and  currents  of  very  hot  air,  such  as  those 
rising  from  a  red-hot  piece  of  iron,  are  extremely  good 
conductors  of  electricity,  and  act  even  better  than 
metallic  points  in  discharging  a  charged  conductor. 
Gilbert  showed  that  an  electrified  body  placed  near  a 
flame  lost  its  charge  ;  and  the  very  readiest  way  to  rid 
the  surface  of  a  charged  body  of  low  conducting  power  of 
a  charge  imparted  to  it  by  friction  or  otherwise,  is  to  pass 
it  through  the  flame  of  a  spirit-lamp.  Faraday  found 
negative  electrification  to  be  thus  more  easily  discharged 
than  positive.  Flames  powerfully  negatively  electrified 
are  repelled  from  conductors,  though  not  so  when 
positively  electrified.  Sir  W.  Grove  showed  that  a  current 
is  set  up  in  a  platinum  wire,  one  end  of  which  touches 
the  tip,  and  the  other  the  base,  of  a  flame. 

Guthrie  showed  that  a  red-hot  iron  ball  cannot  be 
positively,  but  may  be  negatively  charged.  When  white- 
hot  it  will  retain  neither  kind  of  charge. 

315.  Mechanical  Effects.  —  Chief  amongst  the 
mechanical  eflfects  of  the  disruptive  spark  discharge  is 
the  shattering  and  piercing  of  glass  and  other  insulators. 
The  dielectric  strength  of  glass,  though  much  greater  than 
that  of  air,  is  not  infinitely  great  A  slab  of  glass  3 
inches  thick  has  been  pierced  by  the  discharge  of  a 
powerful  induction  coil.  The  so-called  "toughened" 
glass  has  a  greater  dielectric  strength  than  ordinary  glass, 
and  is  more  difficult  to  pierce.  A  sheet  of  glass  may  be 
readily  pierced  by  a  spark  from  a  large  Leyden  jar  or 
battery  of  jars,  by  taking  the  following  precautions  : — 
The  glass  to  be  pierced  is  laid  upon  a  block  of  glass  or 
resin,  through  which  a  wire  is  led  by  a  suitable  hole,  one 
end  of  the  wire  being  connected  with  the  outer  coating  of 
the  jar,  the  other  beiug  cut  off  flush  with  the  surface. 
Upon  the  upper  surface  of  the  sheet  of  glass  that  is  to  be 
pierced  another  wire  is  fixed  upright,  its  end  being  exactly 
opposite  the  lower  wire,  the  other  extremity  of  this  wire 
being  armed  with  a  metal  knob  \a  i^c«v\^  \Jcifc  ^-^^^  ^xsscv 
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the  knob  of  the  jar  or  discharger.  To  ensure  good  insula- 
tion a  few  drops  of  paraffin  oil,  or  of  olive  oil,  are  placed 
upon  the  glass  round  the  points  where  the  wires  touch  it. 
A  piece  of  dry  wood  similarly  treated  is  split  by  a  power- 
ful spark.  A  layer  of  oil  resists  being  pierced  as  much 
as  a  layer  of  air  five  or  six  times  as  thick  would  do. 

If  a  spark  is  led  through  a  tightly-corked  glass  tube 
containing  water,  the  tube  will  be  shattered  into  small 
pointed  fragments  by  the  sudden  expansion  of  the  liquid. 

LuUin  observed  two  curious  effects  wJien  a  piece  of 
cardboard  is  perforated  by  a  spark  between  two  met<al 
points.  Firstly,  there  is  a  slight  burr  raised  on  each  side, 
as  if  the  hole  had  been  pierced  from  the  middle  outwards, 
as  though  the  stress  in  the  air  had  pulled  at  the  card. 
Secondly,  if  the  two  points  are  not  exactly  opposite  one 
another  the  hole  is  found  to  be  nearer  the  negative  point. 
But  if  the  experiment  is  tried  under  the  air  pump  in  a 
vacuum,  there  is  no  such  displacement  of  the  hole  ;  it  is 
then  midway  exactly. 

The  mechanical  action  of  the  brush  discharge  at 
points  is  mentioned  in  Art.  47,  and  the  mechanical 
effects  of  a  current  of  electricity  were  described  in 
Lesson  XVI. 

316.  Chemical  Effects. — The  chemical  actions  pro- 
duced by  currents  of  electricity  have  been  described  in 
Lessons  XIV.  and  XIX.  Similar  actions  can  be  produced 
by  the  electric  spark,  and  by  the  silent  glow  discharge 
(see  Art.  319).  Faraday  showed,  indeed,  that  electricity 
from  all  kinds  of  different  sources  produced  the  same 
kinds  of  chemical  actions,  and  he  relied  upon  this  as  one 
proof  of  the  essential  identity  of  the  electricity  produced 
in  different  ways.  If  sparks  from  an  electiic  machine  are 
received  upon  a  piece  of  white  blotting-paper  moistened 
with  a  solution  of  iodide  of  potassium,  brown  patches  are 
noticed  where  the  spark  has  effected  a  chemical  decom- 
position and  liberated  the  iodine. 

When  a  stream  of  sparks  is  passed  through  moist  air 
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in  a  vessel,  the  air  is  found  to  have  acquired  the  property 
of  changing  to  a  red  colour  a  piece  of  paper  stained  blue 
with  litmus.  This,  Cavendish  showed,  was  due  to  the 
presence  of  nitric  acid,  produced  by  the  chemical  union 
of  the  nitrogen  and  oxygen  of  the  air.  The  eflfect  is  best 
shown  with  the  stream  of  sparks  yielded  by  a  small  in- 
duction coil  (Fig.  135),  in  a  vessel  in  which  the  air  has 
been  compressed  beyond  the  usual  atmospheric  pressure. 

Whenever  an  electric  machine  is  giving  out  high- 
voltage  discharges  a  peculiar  odour  is  perceived.  This 
was  formerly  thought  to  be  evidence  of  the  existence  of 
an  electric  "effluvium"  or  fluid  ;  it  is  now  known  to  be 
due  to  the  presence  of  ozone,  a  modified  form  of  oxygen 
gas,  which  differs  from  oxygen  in  being  denser,  more 
active  chemically,  and  in  having  a  characteristic  smell. 
The  silent  discharge  of  the  influence  machine  and  that  of 
the  induction  coil  are  i^articularly  favourable  to  the  pro- 
duction of  this  substance. 

The  spark  will  decompose  ammonia  gas,  and  oleflant 
gas,  and  it  will  also  cause  chemical  combination  to  take 
place  with  explosion,  when  passed  through  detonating 
mixtures  of  gases.  Thus  equal  volumes  of  chlorine  and 
hydrogen  are  exploded  by  the  spark.  So  are  oxygen  and 
hydrogen  gases,  when  mixed  in  the  proportion  of  two 
volumes  of  the  latter  to  one  of  the  former.  Even  the 
explosive  mixture  of  common  coal  gas  mixed  with  from 
four  to  ten  times  its  own  volume  of  common  air,  can  be 
thus  detonated.  A  common  experiment  with  the  so-called 
electric  pistol  consists  in  filling  a  small  brass  vessel  with 
detonating  gases  and  then  exploding  them  by  a  spark. 
The  spark  discharge  is  sometimes  applied  to  the  firing  of 
blasts  and  mines  in  military  operations. 

317.  Heating  Eflfeots.  —  The  flow  of  electricity 
through  a  resisting  medium  is  in  every  case  accompanied 
by  an  evolution  of  heat.  The  laws  of  heating  due  to 
currents  are  given  in  Art.  427.  The  disruptive  discharge 
is  a  transfer  of  electricity  thxoM^  a.  tcl^wthi  ^^  sg^^aiv. 
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resistance  and  accompanied  by  an  evolution  of  lieat.  A  few 
drops  of  ether  in  a  metallic  spoon  are  easily  kindled  by 
an  electric  spark.  The  spark  from  an  electric  machine, 
or  even  from  a  rubbed  glass  rod,  suffices  to  kindle  an 
ordinary  gas-jet.  In  certain  districts  of  America,  during 
the  driest  season  of  the  year,  the  mere  rubbing  of  a 
person's  shoes  against  the  carpet,  as  he  shuffles  across  the 
floor,  generates  sufficient  electrification  to  enable  sparks 
to  be  drawn  from  his  body,  and  he  may  light  the  gas  by 
a  single  spark  from  his  outstretched  finger.  Gunpowder 
can  be  fired  by  the  discharge  of  a  Leyden  jar,  but  the 
spark  should  be  retarded  by  l^eing  passed  through  a  wet 
thread,  otherwise  the  powder  will  simply  be  scattered  by 
the  spark. 

The  Electric  Air-Thermometer^  invented  by  Kinnersley,* 
serves  to  investigate  the  heating  powers  of  the  discharge. 
It  consists  of  a  glass  vessel  enclosing  air,  and  communi- 
cating with  a  tube  partly  filled  with  water  or  other  liquid, 
in  order  to  observe  changes  of  volume  or  of  pressure. 
Into  this  vessel  are  led  two  metal  rods,  between  which  is 
suspended  a  thin  wire,  or  a  filament  of  gilt  paper  ;  or 
a  spark  can  be  allowed  simply  to  cross  between  them. 
When  the  discharge  passes  the  enclosed  air  is  heated, 
expands,  and  causes  a  movement  of  the  indicating  column 
of  liquid.  The  results  of  observation  with  these  instru- 
ments are  as  follows : — The  heating  effect  produced  by 
a  given  charge  in  a  wire  of  given  length  is  inversely 
proportional-  to  the  square  of  the  area  of  the  cross  section 
of  the  wire.  The  total  heat  evolved  is  jointly  propor- 
tional to  the  charge,  and  to  the  potential  through  which 
it  falls.  In  fact,  if  the  entire  energy  of  the  discharge  is 
expended  in  producing  heat,  and  in  doing  no  other  kind 
of  work,  then  the  heat  developed  will  be  the  thermal 

*  This  instrument  differs  in  no  essential  respect  from  that  devised 
ninety  years  later  by  Riess,  to  whom  the  instrument  is  often  accredited. 
Riess,  however,  deduced  quantitative  laws,  while  Kinnersley  contented 
himself  with  qualitative  observations. 
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equivalent  of  ^QV  ergs,  or  — y  calories;  where  J  re- 
presents the  mechanical  equivalent  of  heat  (J  =  42 
million  ;  since  42  x  10^  ergs  =  1  calorie),  and  Q  and  V 
are  expressed  in  C.G.S.  units. 

When  a  powerful  discharge  takes  place  through  very 
thin  wires,  they  may  be  heated  to  redness,  and  even  fused 
by  the  heat  evolved.  Van  Marum  thus  once  heated  70 
feet  of  wire  by  a  powerful  discharge.  A  narrow  strip  of 
tinfoil  is  readily  fused  by  the  charge  of  a  large  Leyden 
jar,  or  battery  of  jars.  A  piece  of  gold  leaf  is  in  like 
manner  volatilized  by  a  powerful  discharge.  Franklin 
utilized  this  property  for  a  rude  process  of  multiplying 
portraits  or  other  patterns,  which,  being  first  cut  out  in 
card,  were  reproduced  in  a  silhouette  of  metallic  particles 
on  a  second  card,  by  the  device  of  laying  above  them  a 
film  of  gold  or  silver  leaf  covered  again  with  a  piece  of 
card  or  paper ;  a  Leyden  battery  being  then  discharged 
through  the  leaf. 

318.  Luminous  Effects. — The  discharge  exhibits 
many  beautiful  and  varied  luminous  effects  under  different 
conditions.  The  spark  of  the  disruptive  discharge  is 
usually  a  thin  brilliant  streak  of  light.  When  it  takes 
place  between  two  metallic  balls,  separated  only  by  a 
short  interval,  it  usually  appears  as  a  single  thin  and 
brilliant  line.  If,  however,  the  distance  be  as  much  as  a 
few  centimetres,  the  spark  takes  an  irregular  zigzag  form. 
In  any  case  its  path  is  along  the  line  of  least  resistance, 
the  presence  of  minute  motes  of  dust  floating  in  the  air 
being  quite  sufficient  to  determine  the  zigzag  character. 
Often  the  spark  exhibits  curious  ramifications  and  fork- 
ings,  of  which  an  illustration  is  given  in  Fig.  163,  which 
is  drawn  one  -  eighth  of  the  actual  size  of  the  spark 
obtained  from  an  electrical  machine.  Photographs  of 
lightning  flashes  almost  always  show  similar  branching. 
The  branches  always  point  toward  the  negative  electrode. 
The  discharge  from  a  Leyden  jar  affoT^a  «b  ixixxOcL\fcvi^p^Kt'» 


304  ELECTRICm'  AND  MAGNETISM        paut  ii 

shorter,  nuiaiei-  spark  tlian  t)ie  spark  drawn  direct  from 
the  collector  of  a  machine.  The  length  (see  Art.  313) 
depends  upon  the  potential,  and  upon  the  prrssure  and 
temperature  of  the  air  in  which  the  discharge  lakee  place. 
The  brilliance  depends  chiefly  upon  the  quantitj  of  the 
discharge.  The  colour  of  the  spark  varies  with  the 
nature  of  the  metal  surfacee  between  which  the  iliacharge 
takes  place  ;  for  the  Bjiark  t«ars  away  in  its  passage  small 
portions  of  the  metal  surfaces,  an<l  Tolatilizea  them.  Be- 
tween copper  or  silver  terminals  the  spark  takes  a  green 
tint,  while  between  iron  knobs  it  is  of  a  reddish  hue. 


Fig.  las. 

Esamination  with  the  spectroscope  reveals  the  presence 
in  the  spark  of  the  rays  characteristic  of  the  incandescent 
vapoui'3  of  the  several  metals. 

319,  BruBh  DlBcharge :  Qlow  Discharse. — If 
an  electric  machine  is  vigorously  worked,  but  no  sparks 
be  drawn  from  its  collector,  a  fine  divei^ing  bruih  of 
pale  blue  light  can  be  seen  (in  a  dark  room)  streaming 
from  the  brass  bull  at  the  end  of  it  farthest  from  the 
collecting  comb  ;  a  hissing  or  cracklin);  sonnd  alwaj^ 
accompanies  this  kind  of  discharge.  The  brush  dis- 
chai^e  consists  of  innumerable  tine  twig-like  ramiiications, 
presenting  a  form  of  which  Fig.  164  gives  a  fine  example. 
The  brightness  and  size  of  the  fcriisft  is  increased  by 
holding  a  Oat  plate  of  metal  a  little  way  from  it     With 
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a  smaller  ball,  or  with  a  bluntly-pointed  wire,  the  brush 
appeal's  smaller,  but  is  moi'e  distinct  and  continuous. 
When  discharge  is  going  on  between  two  balls  the 
brushes  are  never  alike.  At  the  positive  ball  or  anode 
the  brush  discharge  is  larger  and  more  ramified  than  at 
the  negative  ball.  But  the  negative  brush  is  more  easily 
formed  than  the  positive.  Wheatstone  found  by  using  bis 
rotating  mirror  that  the  brush  discharge  is  really  a  series 


oE  successii-e  jjurtial  sparks  at  rapid  intervals.  Metallic 
dust  is  in  every  case  torn  dway  from  the  electrode  by  the 
brush  diecharge. 

If  the  blant  or  rounded  conductor  be  replaced  hy  a 
pointed  one,  the  brush  disappears  and  gives  place  to  a 
qniet  and  continuous  glow  where  the  electrified  particles 
of  air  are  sireaming  away  at  the  point  If  these  con- 
vexion-slreama  are  impeded  the  glow  may  once  more 
give  place  to  the  brush.  Where  a  negative  charge  is 
being  discharged  at  a  point,  the  glow  often  appears  to 
be  separated  from  the  surface  of  the  conductor  by  a  dark 
apace,  where  the  air,  without  beconivn^  \uai\an'oa>  *^"^ 
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conveys  the  electricity.  Thia  ]>lienomenon,  to  which 
Faraday  gave  the  name  of  the  "dark"  discharge,  ia  very 
veil  seen  when  electricity  is  discharged  through  rai«&e<l 
air  and  other  gases  in  vacuum  tubes. 

A  spark  discharge  may  degenerate  into  a  bniah  if  the 
surface  of  the  electrode  becomes  pitted  or  roughened  by 
frequent  discharges.  Hence  in  all  spark  experioients  it  is 
important  to  keep  the  discharging  balls  highly  polished. 

320.  Disoliar^es  in  Partial  Vacua.— If  the  dis- 
charge taken  place  in  glass  tubes  or  vessels  from  which  the 
air  has  been  partially  exliausted,  many  remarkable  and 
beautiful  lutuinous  phenomena  are  produced.  A  common 
form  of  vessel  is  the  "  electric  egg  "  (Fig.  1 37),  a  sort  of 
oval   bottle   tlial  can   be    screwed   to   an   air  pump,  and 


furnished  with  brass  knobs  to  leail  in  tlie  sparks.  More 
often  "vacuum  tubes,"  such  as  those  manufactured  by 
the  celebrated  Geissler,  are  employed.  These  are  merely 
tubes  of  thin  glass  blown  into  bulbous  or  spiral  forms, 
provideil  with  two  electrodes  of  platinum  wire  fused  into 
the  glass,  and  sealed  off  after  being  partially  exhausted 
of  air  by  a  mercurial  air  pump.  Of  these  Geissler  tubes 
thc'most  useful  consist  of  two  bulbs  joined  by  a  narrow 
tube  (Fig.  165),  the  himirous  effects  being  usually  more 
intense  in  the  contracted  portion.  Such  tubes  are  readily 
illuminated  by  discharges  from  an  electrophoms  or  an 
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influence  machine  ;  but  it  is  more  common  to  work  them 
with  the  spark  of  an  induction  coil  (Fig.  135).  A  coil 
capable  of  throwing  a  J-inch  spark  in  air  will  illuminate 
a  vacuum  tube  6  or  8  inches  long.  Where  an  alternate- 
current  supply  is  available  small  transformers  (Art.  228) 
wound  to  deliver  -^jy  ampere  at  5000  volts  serve  admirably 
for  lighting  vacuum  tubes. 

Through  such  tubes,  before  exhaustion,  the  spark  passes 
without  any  unusual  phenomena  being  produced.  As  the 
air  is  exhausted  the  sparks  become  less  sharply  defined, 
and  widen  out  to  occupy  the  whole  tube,  becoming  pale 
in  tint  and  nebulous  in  form.  The  kathode  exhibits  a 
beautiful  bluish  or  violet  glow,  separated  from  the  con- 
ductor by  a  narrow  darkspace^  while  at  the  anode  a  single 
small  bright  star  of  light  is  all  that  remains.  At  a  certain 
degree  of  exhaustion  tlie  light  in  the  tube  breaks  up  into 
a  set  of  stri(B,  or  patches  of  light  of  a  cup-like  form,  which 
vibrate  to  and  fro  between  darker  spaces.  In  nitrogen 
gas  the  violet  aureole  glowing  around  the  kathode  is  very 
bright,  the  rest  of  the  light  being  rosy  in  tint.  In  oxygen 
the  difi'erence  is  not  so  marked.  In  hydrogen  gas  the  tint 
of  the  discharge  is  bluish,  except  where  the  tube  is  narrow, 
where  a  beautiful  crimson  mav  be  seen.  With  carbonic 
acid  gas  the  light  is  remarkably  white.  Particles  of 
metal  are  torn  off  from  the  kathode,  and  projected  from 
its  surface.  The  kathode  is  also  usually  the  hotter  when 
made  of  similar  dimensions  to  the  anode.  If  the  anode 
is  heated  and  the  kathode  kept  cool  no  discharge  will 
pass.  The  luminosity  disappears  from  the  rarefied  air  in 
the  neighbourhood  of  a  red-hot  platinum  spiral  inside  the 
tube.  If  the  kathode  gets  white-hot  the  glow  disappears, 
and  the  gas  conducts  freely  without  shining.  It  is  also 
observed  that  the  light  of  these  discharges  in  vacuo  is 
rich  in  those  rays  which  produce  phosphorescence  and 
fluorescence.  Many  beautiful  effects  are  therefore  pro- 
duced by  blowing  tubes  in  uranium  glass,  which  fluoresces 
with    a   fine    green  light,  and   by   i^la,CYn%  ^Q\xiJC\sycL^   ^ 
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quinine   or  other   fluorescent   liquids    in   outer   tubes   of 
glass. 

321.  Fhenomena  in  Hlsb  Vacua. — Crookea  has 
found  that  when  exhaustion  is  carried  to  a  very  high 
degree  the  dark  space  separating  the  negative  glow 
from  the  negative  pole  increases  in  width;  and  that 
across  this  space  electrified  molecules  are  projected  in 
parallel  paths  normaUy  from  the  surface  of  the  kathode. 
If  eshaiiBtion  be  carried  to  such  a  high  degree  that  the 
dark  space  fills  the  entire  tithe  or  bulb,  the  glass  walls 
become  beauti  fully  phosphoreBcen  L  Diamonds,  rubies,  and 
even  white  powdered 
J  alumina  placed  in  the 
I  tubes  become  brilliantly 
]  phosphorescent  if  the 
kathode  diachaj^  is  ' 
directed  upon  them. 
I  And  i[  bodies  (whether 
opaque  or  transparent) 
be  interposed  in.  front  of 
!  electrode,  sharply- 
Fig.  iflo,  defined  shadows  of  these 

bodies  are  projected 
upon  the  opposite  wall  of  the  vessel,  as  if  they  stopped  the 
way  for  some  of  tlie  flying  molecules,  and  prevented  them 
from  striking  the  opposite  wall.  In  Fig.  166  the  kathode 
K  is  a  slightly  convex  disk  of  aluminium.  In  the  path  of 
the  discharge  is  set  a  cross  cut  out  of  mica.  Its  shadow  S 
appears  on  the  end  of  the  bulb,  which  phosphoresces  all 
a  nl  tl  hal  n  d  p  t.  Th  nod  m  b  "th 
at  A       (I      L    1  tly  ]    sed    an     a     al     d  ro     d   f 

pla    d    n  th    pa  h    f  the  d     ha  g       C      k         gard  d 
th     kathod    d     harg    a      xhbtngnt  Ira 

gas  ilta  t     tat        A  d   k    pi  ced  h      1 

of    th     k  thjd     d     ha  fi     be    m       tl      ly   p  I 

1    t   h  I      Tl      k  th  d     d     ha^  lid  f 

t)     m  tal  u    d  OS  kathod     and         1       nd  pendent  of 


■'iP^. 


CHAP.  IV  EFFECTS  IN  HIGH  VACUA  309 

the  position  of  the  anode.  Any  restriction  of  space 
around  the  kathode  tends  to  stop  the  discharge.  Similar 
phenomena  have  been  observed  in  vacuous  tubes  without 
any  internal  electrodes.  Hertz  discovered  that  these 
kathodic  "  rays  "  which  will  not  pass  through  glass,  mica, 
or  any  transparent  substance,  will  pass  through  metal 
foiL  Lenard,  using  a  vacuum  tube  with  a  "  window  "  of 
aluminium  foil  at  one  end,  has  succeeded  in  passing  the 
kathodic  rays  out  into  the  air  (in  which  they  cannot 
be  produced  at  all),  and  finds  them  to  retain  their  re- 
markable property  of  exciting  phosphorescence. 

In  extremely  high  vacua  there  is  an  enormous  re- 
sistance, apparently  due  to  some  difficulty  in  the  electric 
discharge  leaving  the  electrode.  The  molecular  con- 
ductivity of  the  rarefied  gas  is  itself  very  high.  For 
an  equal  number  of  molecules  it  is  higher  than  that  of 
the  metals. 

Holtz  has  more  recently  produced  "  electric  shadows," 
by  means  of  discharges  in  air  at  ordinary  pressure,  be- 
tween the  poles  of  the  influence  machine  (Fig.  41),  the 
discharge  taking  place  between  a  point  and  a  disk  covered 
with  silk,  on  which  the  shadows  are  thrown. 

322.  Striae. — The  strice  or  stratifications  have  been 
examined  very  carefully  by  Gassiot,  by  Spottiswoode,  and 
by  De  la  Rue.  The  principal  facts  hitherto  gleaned  are 
as  follow  : — The  striae  originate  at  the  anode  at  a  certain 
pressure,  and  become  more  numerous,  as  the  exhaustion 
proceeds,  up  to  a  certain  point,  when  they  become  thicker 
and  diminish  in  number,  until  exhaustion  is  carried  to 
such  a  point  that  no  discharge  will  pass.  J.  J.  Thomson 
found  the  column  of  strise  to  exhibit  a  nearly  constant 
electric  resistance  all  along  ;  though  beyond  it  in  the 
neighbourhood  of  the  kathode  the  resistance  was  much 
greater.  In  a  vacuum  tube  over  50  feet  long  the  dis- 
charge was  striated  through  whole  length  except  near  the 
kathode.  If  the  kathode  is  moved  forward  the  strise 
move  with  it     The  striae  tLick^x  evea.  \<\iea.  'Cq^r.  ^:«^- 
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tinuous  current  from  a  battery  of  some  thousands  of  cells 
(Art.  186)  is  used.  There  is  a  maximum  of  steadiness 
with  a  particular  density  of  current.  The  striae  are  hotter 
than  the  spaces  between  them.  The  number  and  position 
of  the  striae  vary,  not  only  with  the  exhaustion,  but  with 
the  difference  of  potentials  of  the  electrodes.  Each  portion 
of  the  column  of  striae  acts  as  an  independent  discharge. 
When  striae  are  produced  by  the  intermittent  discharges 
of  the  induction  coil,  examination  of  them  in  a  rotating 
mirror  reveals  that  they  move  forward  from  the  anode 
towards  the  kathode. 

Schuster  has  shown  that  the  discharge  through  gases 
is  a  process  resembling  that  of  electrolysis  (Art.  237), 
being  accompanied  by  breaking  up  of  the  gaseous  mole- 
cules and  incessant  interchanges  of  atoms  between  them. 
The  production  of  ozone  (Art.  316)  and  the  phenomena 
noticed  at  the  kathode  (Art.  321)  give  support  to  this 
view.  Amongst  other  evidence  is  the  striking  discovery 
of  Hittorf  that  quite  a  few  cells  can  send  a  current 
through  gas  at  ordinary  pressures  provided  a  spark-dis- 
charge is  going  on  in  the  neighbourhood.  J.  J.  Thomson 
finds  that  those  gases  which  when  heated  are  decomposed 
or  molecularly  dissociated,  so  that  free  atoms  are  present, 
are  also  good  conductors.  He  regards  chemical  decom- 
position as  an  essential  feature  of  gaseous  discharge. 

The  discharges  in  vacuum  tubes  are  aflfected  by  the 
magnet  at  all  degrees  of  exhaustion,  behaving  like  flexible 
conductors.  Under  certain  conditions  also,  the  discharge 
is  sensitive  to  the  presence  of  a  conductor  on  the  exterior 
of  the  tube,  retreating  from  the  side  where  it  is  touched. 
This  sensitive  state  appears  to  be  due  to  a  periodic  inter- 
mittence  in  the  discharge  ;  an  intermittence  or  partial 
intermittence  in  the  flow  would  also  probably  account  for 
the  production  of  striae. 

323.  Velocity  of  Propagation  of  Dischargre. — 
The  earliest  use  of  the  rotating  mirror  to  analyze  pheno- 
jnena  of  short  duration  was  made  by  Wheatstone^  who 
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attempted  by  this  means  to  measure  "the  velocity  of 
electricity  "  in  conducting  wires.  What  he  succeeded  in 
measuring  was  not,  however,  the  velocity  of  electricity,  but 
the  time  taken  by  a  certain  quantity  of  electricity  to 
flow  through  a  conductor  of  considerable  resistance  and 
capacity.  Viewed  in  a  rotating  mirror,  a  spark  of  definite 
duration  would  appear  to  be  drawn  out  into  an  elongated 
streak.  Such  an  elongation  was  found  to  be  visible  when 
a  Leyden  jar  was  discharged  through  a  copper  wire  half 
a  mile  long  ;  and  when  the  circuit  was  interrupted  at 
three  points,  one  in  the  middle  and  one  at  each  end  of  this 
wire,  three  sparks  were  obtained,  which,  viewed  in  the 
mirror,  showed  a  lateral  displacement,  indicating  (with 
the  particular  rate  of  rotation  employed)  that  the  middle 
spark  took  place  YirkjTJnf  ^^  *  second  later  than  those  at  the 
ends.  Wheatstone  argued  from  this  a  velocity  of  288,000 
miles  per  second.  But  Faraday  showed  that  the  apparent 
rate  of  propagation  of  a  quantity  of  electricity  must  be 
affected  by  the  capacity  of  the  conductor  ;  and  he  even 
predicted  that  since  a  submerged  insulated  cable  acts  like 
a  Leyden  jar  (see  Art.  301),  and  has  to  be  charged  before 
the  potential  at  the  distant  end  can  rise,  it  will  retard 
the  apparent  flow  of  electricity  through  it.  Professor 
Fleeming  Jenkin  says  of  one  of  the  Atlantic  cables  that, 
after  contact  with  the  battery  is  made  at  one  end,  no 
effect  can  be  detected  at  the  other  for  two- tenths  of  a 
second,  and  that  then  the  received  current  gradually 
increases,  until  about  three  seconds  afterwards  it  reaches 
its  maximum,  and  then  dies  away.  This  retardation  is 
proportional  to  the  square  of  the  length  of  the  cable,  being 
proportional  both  to  its  capacity  and  to  its  resistance ;  hence 
it  becomes  very  serious  on  long  cables,  reducing  the 
speed  of  signalling.  There  is  in  fact  no  definite  assign- 
able "velocity  of  electricity."  In  the  case  of  wires 
suspended  in  air  the  velocity  of  propagation  of  any  rapid 
electrical  vibration  is  equal  to  the  velocity  of  light.  But 
in  the  case  of  slow  vibrations,  \\Vft  \^q^^  qI  XA^-^^^ccw^ 
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sounds  being  sent  through  land  lines  or  cahlea,  the 
velocity  may  he  much  less. 

A  very  simple  experiment  will  enable  the  student  to 
realize  the  exceedingly  short  duration  of  the  spark  of  a 
Leyden  jar.  Let  a  round  disk  of  cardboard  painted 
with  black  and  white  sectors  be  rotated  very  rapidly  so 
as  to  look  by  ordinary  light  like  a,  mere  gray  surface. 
When  this  is  illuminated  by  the  spaii  of  a  Leyden  jar  it 
appears  to  be  standing  absolutely  still,  however  rapidly 
it  may  be  turning.  A  flash  of  lightning  is  equally  in- 
stantaneous ;  it  is  utterly  impossible  to  determine  at 
ivliich  end  tlje  flash  begins.* 

324.  Electric  Dust  -  Figturea — Electricity  may 
creep  slowly  over  tlie  surface  of  bad  conductors.      Lichten- 
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the  distribution  of  electricity  liy  means  of  certain  clectro- 
Kopic  powders.  Take  acliarged  Leydenjar  and  write  with 
the  knoh  of  it  upon  a  cake  of  pitch  or  a  dry  sheet  of  glass. 
Then  aift,  through  a  bit  of  muslin,  overthe  cake  a  mixture 
of  powdered  red  lead  and  sulphur  (vermilion  and  lyco- 
podiuni  powder  answer  equally  well).  The  powdeiB  in 
thia  process  ruh  against  one  another,  the  red  icad  becoming 
+ ,  the  sulphur  -  .      Hence  the  aiilpliur  will  be  attracted 


to  those  parts  where  there  is  +  electrification  on  the  disk, 
and  settles  down  in  curious  branching  yellow  streaks  like 
those  shown  in  Fig.  167.  The  rctl  lead  settles  down  in 
little  red  heaps  and  patches  where  the  electrification  is 
negative.  These  rounded  red  patches  indicate  tlict  the 
-  discharge  has  been  of  the  nature  of  a  miid  or  silent 
discharge.  The  branching  yellow  streaks  indicate  that 
the  positive  discharge  (as  indeed  may  be  heard)  is  of  the 
nature  of  a  brash.  Fig.  168  shows  the  general  appearance 
of  the  Lichtenberg's  Ji^re  produced  b^jliiAim^ 'On*  Vod^  tS. 
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the  Leyden  jar  at  the  centre  of  a  shellac  j)late  that  has 
previously  been  rubbed  with  flannel,  the  negative  elec- 
trification being  attracted  upon  all  sides  toward  the 
central  positive  charge.  These  same  powders  may  be 
used  to  investigate  how  surfaces  have  become  electrified 
by  rubbing,  and  how  pyroelectric  crystals  (Art  74)  are 
electrified  during  cooling. 

Powdered  tourmaline,  warmed  and  then  sifted  over  a 
sheet  of  glass  previously  electrified  irregularly,  will  show 
similar  figures,  though  not  so  well  defined. 

Breath-figures  can  be  made  by  electrifying  a  coin  or 
other  piece  of  metal  laid  upon  a  sheet  of  dry  glass, 
and  then  breathing  upon  the  glass  where  the  coin  lay, 
revealing  a  faint  linage  of  it  on  the  surface  of  the  glass. 

F.  Jervis-Smith  finds  that  if  a  coin  or  engraving  laid 
face-down  upon  a  photographic  dry-plate  is  sparked  with 
an  induction  coil,  the  plate  receives  an  invisible  image 
which  can  be  photographically  developed. 

325.  Physiolosrioal  Efifeots.  —  The  physiological 
effects  of  the  current  have  been  described  in  Lesson  XX. 
Those  produced  by  the  spark-discharge  are  more  sudden 
in  character,  but  of  the  same  general  nature.  Death  is 
seldom  the  direct  result.  The  shock  causes  a  sudden 
cessation  of  respiration,  resulting  in  suffocation  as  from 
drowning.  The  bodies  of  persons  struck  by  the  lightning 
spark  frequently  exhibit  markings  of  a  reddish  tint  where 
the  discharge  in  passing  through  the  tissues  has  lacerated 
or  destroyed  them.  Sometimes  these  markings  present  a 
singular  ramified  appearance,  as  though  the  discharge 
had  spread  in  streams  over  the  surface  at  its  entry. 

326.  Dissipation  of  Charge. — However  well  in- 
sulated a  charged  conductor  may  be,  and  however  dry 
the  surrounding  air,  it  nevertheless  slowly  loses  its  charge, 
and  in  a  few  days  will  be  found  to  be  completely  discharged. 
The  rate  of  loss  of  charge  is,  however,  not  uniform.  It 
is  approximately  proportional  to  the  difference  of  potential 
between  the  body  and  the  earth.     Hence  the  rate  of  loss 
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is  greater  at  fii-st  than  afterwards,  and  is  greater  for  highly- 
charged  bodies  than  for  those  feebly  charged.  The  law 
of  dissipation  of  charge  therefore  resembles  Newton's  law 
of  cooling,  according  to  which  the  rate  of  cooling  of  a  hot 
body  is  proportional  to  the  difference  of  temperature  be- 
tween it  and  the  surrounding  objects.  If  the  potential 
of  the  body  be  measured  at  equal  intervals  of  time  it  will 
be  found  to  have  diminished  in  a  decreasing  geometric  ' 
series  ;  or  the  logarithms  of  the  potentials  at  equal  intervals 
of  time  will  differ  by  equal  amounts.  The  rate  of  loss  is, 
however,  greater  at  negatively-electrified  surfaces  than  at 
positive. 

This  may  be  represented  by  the  following  equation  : 

where  Vo  represents  the  original  potential  and  V<  the  potential 
after  an  interval  t.  Here  e  stands  for  the  number  2 '71828  .  .  . 
(the  base  of  the  natural  logarithms),  and  p  stands  for  the 
' * coeflficieut  of  leakage,"  which  depends  upon  the  temperature, 
pressure,  and  humidity  of  the  air.  The  same  formula  serves  for 
the  discharge  of  a  condenser  of  capacity  K  through  a  resistance 
R;  if^;  is  written  for  1/KR. 

327.  Positive  and  Negrative  Electrification. — 

The  student  will  not  have  failed  to  notice  throughout 
this  lesson  frequent  differences  between  the  behaviour 
of  positive  and  negative  electrification.  The  striking  dis- 
similarity in  the  Lichtenberg's  figures,  the  displacement 
of  the  perforation -point  in  LuUin's  experiment,  the  un- 
equal tendency  to  dissipation  at  surfaces,  the  unequal 
action  of  heat  on  positive  and  negative  chaiges,  the  re- 
markable differences  in  the  various  forms  of  brush  and  glow 
discharge,  are  all  points  that  claim  attention.  Gassiot 
described  the  appearance  in  vacuum  tubes  as  of  a  force 
emanating  from  the  negative  pole.  Crookes's  experi- 
ments in  high  vacua  show  molecules  to  be  violently 
discharged  from  the  negative  electrode,  the  vanes  of  a 
little  fly  enclosed  in  such  tubes  being  moved  fcoixv  t\sft. 
side  struck  by  the  negative  diachax^<&.     "^^cWa*  iwxsA  *^^ 
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when  funnel-like  partitions  were  fixed  in  a  vacuum  tube 
the  resistance  is  much  less  when  the  open  mouths  of  the 
funnels  face  the  negative  electrode.  These  matters  are 
yet  quite  unaccounted  for  by  any  existing  theory  of 
electricity. 

327a.  RoentgerCs  Rays. — In  1895  Roentgen  discovered  that 
highly  exhausted  tubes,  such  as  the  Crookes  tubes  (Art.  321), 
when  stimulated  by  electric  discharges  emit  some  invisible  rays 
which  have  very  remarkable  properties.  They  excite  brilliant 
fluorescence  on  such  substances  as  the  platinocyauide  of  barium  ; 
they  differ  from  ultra-violet  light  and  other  invisible  kinds  of 
radiation  in  being  incapable  of  refraction,  of  polarisation,  or  of 
regular  reflexion.  They  pass  freely  through  aluminium,  zinc,  wood, 
paper,  and  flesh,  but  not  through  lead,  platinum,  glass,  or  bone. 
They  also  act  on  ordinary  photographic  plates.  Hence  it  is  pos- 
sible by  using  a  fluorescent  screen  to  see,  and  by  using  sensitive 
plates  to  photograph,  the  shadows  of  such  things  as  the  bones  in 
the  living  body,  or  the  bullet  in  the  barrel  of  a  gun.  It  is  found 
that  these  rays  are  given  off",  inside  the  Crookes  tubes,  from  the 
solid  surface — the  glass  or  a  metal  target  placed  inside  on  purpose 
— against  which  the  kathode  rays  are  directed.  Those  substances 
which  have  highest  atomic  weights  absorb  the  Roentgen  rays  best, 
or  if  used  as  targets  emit  them  best.  Hence  the  target  should  be  of 
platinum,  or  uranium,  or  osmium. 

Lesson  XXV. — Atmospheric  Electricity 

328.  The  phenomena  of  atmospheric  electricity  are 
of  two  kinds.  There  are  the  well-known  electrical  pheno- 
mena of  thunderstorms  ;  and  there  are  the  phenomena 
of  continual  slight  electrification  in  the  air,  best  observed 
when  the  weather  is  fine.  The  phenomena  of  the  Aurora 
constitute  a  third  branch  of  the  subject. 

329.  The  Thunderstorm  an  Electrical  Pheno- 
menon.— The  detonating  sparks  drawn  from  electrical 
machines  and  from  Leyden  jars  did  not  fail  to  suggest 
to  the  early  experimenters,  Hauksbee,  Newton,  Wall, 
NoUet,  and  Gray,  that  the  lightning  flash  and  the  thunder- 
clap   were   due  to   electric  discharges.     In   1749,   Ben- 

jamin   jFVanklifl,  observing   lightning  to    possess   almost 
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all  the  properties  observable  in  electric  sparks,*  suggested 
that  the  electric  action  of  points  (Art.  46),  which  wa8 
discovered  by  him,  might  be  tried  on  thunderclouds,  and 
so  draw  from  them  a  charge  of  electricity.  He  proposed, 
therefore,  to  fix  a  pointed  iron  rod  to  a  high  tower. 
Before  Franklin  could  carry  his  proposal  into  effect, 
Dalibard,  at  Marly-la-ville,  near  Paris,  taking  up  the 
hint,  erected  an  iron  rod  40  feet  high,  by  which,  in  1752, 
he  drew  sparks  from  a  passing  cloud.  Franklin  shortly 
tifter  succeeded  in  another  way.  He  sent  up  a  kite  during 
the  passing  of  a  storm,  and  found  the  wetted  string  to 
conduct  electricity  to  the  earth,  and  to  yield  abundance 
of  sparks.  These  he  drew  from  a  key  tied  to  the  string, 
a  silk  ribbon  being  interposed  between  his  hand  and  the 
key  for  safety.  Leyden  jars  could  be  charged,  and  all 
other  electrical  effects  produced,  by  the  sparks  furnished 
from  the  clouds.  The  proof  of  the  identity  was  complete. 
The  kite  experiment  was  repeated  by  Romas,  who  drew 
from  a  metallic  string  sparks  9  feet  long,  and  by  Cavallo, 
who  made  many  important  observations  on  atmospheric 
electricity.  In  1753  Richmann,  of  St.  Petersburg,  who 
was  experimenting  with  an  apparatus  resembling  that 
of  Dalibard,  was  struck  by  a  sudden  discharge  and 
killed. 

330.  Theory  of  Thiinderstonns.  —  Solids  and 
liquids  cannot  be  charged  throughout  their  substance  ;  if 
charged  at  all  the  electrification  is  upon  their  surface  (see 
Art.   31).     But   gases   and  vapours,  being  composed  of 

*  Franklin  enumerates  specifically  an  agreement  between  electricity  and 
lightning  in  the  following  respects  :— Giving  light ;  colour  of  the  light ; 
crooked  direction ;  swift  motion  ;  being  conducted  by  metals  ;  noise  in 
exploding ;  conductivity  in  water  and  ice ;  rending  imperfect  conductors  ; 
destroying  animals  ;  melting  metals ;  firing  infiammable  substances  ;  sul- 
phureous smell  (due  to  ozone^  as  we  now  know) ;  and  he  had  previously 
found  that  needles  could  be  magnetized  both  by  lightning  and  by  the 
electric  spark.  He  also  drew  attention  to  the  similarity  between  the  pale 
blue  flame  seen  during  thundery  weather  playing  at  the  tips  of  the  masts 
of  ships  (called  by  sailors  St.  Elmo's  Fire),  and  the  "glow"  dUclv^x^^  -aSv. 
points. 
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myriads  of  separate  particles,  can  receive  a  bodily  charge. 
The  air  in  a  room  in  which  an  electric  machine  is 
worked  is  found  afterwards  to  be  charged.  The  clouds 
are  usually  charged  more  or  less  with  electricity,  derived, 
probably,  from  evaporation  going  on  at  the  earth's  surface. 
The  minute  particles  of  water  floating  in  the  air  become 
more  highly  charged.  As  they  fall  by  gravitation  and 
unite  together,  the  strength  of  their  charges  increases. 
Suppose  eight  small  drops  to  join  into  one.  That  one 
will  have  eight  times  the  quantity  of  electricity  dis- 
tributed over  the  surface  of  a  single  sphere  of  twice  the 
radius  (and,  therefore,  of  twice  the  capacity,  by  Art.  272) 
of  the  original  drops ;  and  its  electrical  potential  will 
therefore  be  four  times  as  great  Now  a  mass  of  cloud 
may  consist  of  such  charged  spheroids,  and  its  potential 
may  gradually  rise,  therefore,  by  the  coalescence  of  the 
drops,  and  the  electrification  at  the  lower  surface  of  the 
cloud  will  become  greater  and  greater,  the  surface  of  the 
earth  beneath  acting  as  a  condensing  plate  and  becoming 
charged,  by  influence,  with  the  opposite  kind  of  elec- 
trification. Presently  the  difference  of  potential  becomes 
so  great  that  the  intervening  strata  of  air  give  way  under 
the  strain,  and  a  disruptive  discharge  takes  place  at  the 
point  where  the  air  offers  least  resistance.  This  lightning 
spark,  which  may  be  more  than  a  mile  in  length,  dis- 
charges only  the  electricity  that  has  been  accumulating 
at  the  surface  of  the  cloud,  and  the  other  parts  of  the 
cloud  will  now  react  upon  the  discharged  portion,  pro- 
ducing internal  attractions  and  internal  discharges.  The 
internal  actions  thus  set  up  will  account  for  the  usual 
appearance  of  a  thundercloud,  that  it  is  a  well-defined 
flat-bottomed  mass  of  cloud  which  appears  at  the  top  to 
be  boiling  or  heaving  up  with  continual  movements. 

331.  Lightning  and   Thunder. — Three   kinds  of 

lightning  have  been  distinguished  by   Arago  :    (i.)    The 

Zigzag  flash  or    ^^ Forked    lightning"   of  ordinary  occur- 

rence.       The  zigzag  form  is  probably  due  either  to  the 
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presence  of  solid  particles  in  the  air  or  to  local  electrifi- 
cation at  certain  points,  making  the  crooked  path  the  one 
of  least  resistance,  (ii.)  Sheet  lightning^  in  which  whole 
surfaces  are  lit  up  at  once,  is  probably  only  the  reflexion 
on  the  clouds  of  a  flash  taking  place  at  some  other  part 
of  the  sky.  It  is  often  seen  on  the  horizon  at  nighty 
reflected  from  a  storm  too  far  away  to  produce  audible 
thunder,  and  is  then  known  as  '*  summer  lightning." 
(iii.)  Globular  lightning,  in  the  form  of  halls  of  fire,  which 
move  slowly  along  and  then  burst  with  a  sudden  ex- 
plosion. This  form  is  very  rare,  but  must  be  admitted 
as  a  real  phenomenon,  though  some  of  the  accounts  of  it 
are  greatly  exaggerated.  Similar  phenomena  on  a  small 
scale  have  been  produced  (though  usually  accidentally) 
with  electrical  apparatus. 

The  sound  of  the  thunder  may  vary  with  the  con- 
ditions of  the  lightning  spark.  The  spark  heats  the  air 
in  its  path,  causing  sudden  expansion  and  compression  all 
round,  followed  by  as  sudden  a  rush  of  air  into  the 
partial  vacuum  thus  produced.  If  the  spark  be  straight 
and  short,  the  observer  will  hear  but  one  short  sharp  clap. 
If  its  path  be  a  long  one  and  not  straight,  he  will  hear 
the  successive  sounds  one  after  the  other,  with  a  charac- 
teristic rattle,  and  the  echoes  from  other  clouds  will  come 
rolling  in  long  afterwards.  The  lightning -flash  itself 
never  lasts  more  than  ^  o  o\) o  o  ^^  *  second,  but  sometimes 
is  oscillatory  in  character  (see  Art.  515). 

The  damage  done  by  a  lightning-flash  when  it  strikes 
an  imperfect  conductor  appears  sometimes  as  a  disrup- 
tive mechanical  disintegration,  as  when  the  masonry  of  a 
chimney-stack  or  church-spire  is  overthrown,  and  some- 
times as  an  eff'ect  of  heat,  as  when  bell- wires  and  objects 
of  metal  in  the  path  of  the  lightning  -  current  are 
fused.  The  physiological  effects  of  sudden  discharges  are 
discussed  in  Arts.  255  and  325. 

The  "  return-stroke  "  experienced  by  persons  in  the 
neighbourhood  of  a  flash  la  explaiueOi  m  kt\..  '^'^. 
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332.  Lightning'  Conductors. — The  first  sugges- 
tion to  protect  property  from  destruction  by  lightning  was 
made  by  Franklin  in  1749,  in  the  following  words  : — 

*'May  not  the  knowledge  of  this  power  of  points  be  of  use  to 
mankind,  in  preserving  houses,  churches,  ships,  etc.,  from  the 
stroke  of  lightning,  by  directing  us  to  fix  on  the  highest  part«  of 
those  edifices  upright  rods  of  iron  made  sharp  as  a  needle,  and  gilt 
to  prevent  rusting,  and  from  the  foot  of  those  rods  a  wire  down 
the  outside  of  the  building  into  the  ground,  or  round  one  of  the 
shrouds  of  a  ship,  and  down  her  side  till  it  reaches  the  water  ? 
Would  not  these  pointed  rods  probably  draw  the  electrical  fire 
silently  out  of  a  cloud  before  it  came  nigh  enough  to  strike,  and 
thereby  secure  us  from  that  most  sudden  and  terrible  mischief  ? " 


^faxwell  proposed  to  cover  houses  with  a  network  of 
conducting  wires,  without  any  main  conductor,  the  idea 
being  that  then  the  interior  of  the  building  will,  like 
Faraday's  hollow  cube  (Art.  34),  be  completely  protected 
from  electric  force.  Much  controversy  has  arisen  of  late 
respecting  lightning-rods.  Professor  Oliver  Lodge  main- 
tains the  lightning  flash  to  be  of  the  nature  of  an 
electric  oscillation  (Art.  515)  rather  than  a  current.  If 
so,  the  conductor  of  least  resistance  is  not  necessarily  the 
best  lightning  -  rod.  Professor  Lodge  and  the  author 
independently,  and  for  different  reasons,  recommend  iron 
in  preference  to  copper  for  lightning-rods. 

The  following  points  summarize  the  modern  views  on 
the  subject : — 

1.  All  parts  of  a  lightning  conductor  should  be  of  one  and  the 
same  metal,  avoiding  joints  as  far  as  possible,  and  with  as  few 
sharp  bends  or  corners  as  may  be. 

2.  The  use  of  copper  for  lightning-rods  is  a  needless  extrava- 
gance. Iron  is  far  better.  Ribbon  is  slightly  better  than  round 
rod  ;  but  ordinary  galvanized  iron  telegraph-wire  is  good  enough. 

3.  The  conductor  should  terminate  not  merely  at  the  highest 
point  of  a  building,  but  be  carried  to  all  high  points.  It  is  unwise 
to  erect  very  tall  pointed  rods  projecting  several  feet  above  the 
roof. 

4.  A  good  deep  ivet  "  earth  "  should  be  provided,  independent 
of  gas  or  water  pij^eSj  to  which  the  conductor  should  be  led  down. 
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5.  If  in  any  part  the  conductor  goes  near  a  gas  or  water  pipe 
it  is  better  to  connect  them  metallically  than  to  leave  them  apart. 

6.  In  ordinary  buildings  the  conductor  should  be  insulated 
away  from  the  walls,  so  as  to  lessen  liability  of  lateral  discharge  to 
metal  stoves  and  things  inside  the  house. 

7.  Connect  all  external  metal -work,  zinc  spouts,  iron  crest 
ornaments^  and  the  like,  to  each  other,  and  to  the  earth,  but  not  to 
the  lightning  conductor. 

8.  The  cheapest  way  of  protecting  an  ordinary  house  is  to  run 
common  galvanized  iron  telegraph-wire  up  all  the  corners,  along  all 
the  ridges  and  eaves,  and  over  all  the  chimneys  ;  taking  them 
down  to  the  earth  in  several  places,  to  a  moist  stratum,  and  at 
each  place  burying  a  load  of  coke. 

9.  Over  the  tops  of  tall  chimneys  it  is  well  to  place  a  loop  or 
arch  of  the  lightning  conductor,  made  of  any  stout  and  durable 
metal. 

333.  AtmoBpheric  Electricity.  —  In  1752  Le- 
monnier  observed  that  the  atmosphere  usually  was  in  an 
electrical  condition.  Cavallo,  Beccaria,  Ceca,  and  others 
added  to  our  knowledge  of  the  subject,  and  more  recently 
Quetelet  and  Lord  Kelvin  have  generalized  from  more 
careful  observations.  The  main  result  is  that  the  air 
above  the  surface  of  the  earth  is  usually,  during  fine 
weather,  positively  electrified,  or  at  least  that  it  is 
positive  with  respect  to  the  earth's  surface,  the  earth's 
surface  being  relatively  negative.  The  so-called  measure- 
ments of  "atmospheric  electricity"  are  really  measure- 
ments of  difference  of  potential  between  a  point  of  the 
earth's  surface,  and  a  point  somewhere  in  the  air  above  it 
In  the  upper  regions  of  the  atmosphere  the  air  is  highly 
rarefied,  and  conducts  like  the  rarefied  gases  in  Geissler's 
tubes  (Art.  320).  The  lower  air  is,  when  dry,  a  non- 
conductor. The  upper  stratum  is  believed  to  be  charged 
with  4-  electricity,  while  the  earth's  surface  is  itself 
negatively  charged ;  the  stratum  of  denser  air  between 
acting  like  the  glass  of  a  Ley  den  jar  in  keeping  the 
opposite  charges  separate.  If  we  could  measxw^e.  \.Vs& 
electric  potential  at  different  points  ^\\\\m  \)ci&  \\x\si>6»^<2as. 

y 
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of  the  glass  of  a  charged  jar,  we  should  find  that  the 
values  of  the  potential  changed  in  regular  order  from  a 
+  value  at  one  side  to  a  —  value  at  the  other,  there  being 
a  point  of  zero  potential  about  halfway  between  the  two. 
Now,  the  air  in  fine  weather  always  gives  +  indications, 
and  the  potential  of  it  is  higher  the  higher  we  go  to 
measure  it.  Cavallo  found  higher  electrification  just 
outside  the  cupola  of  St.  Paul's  Cathedral  than  at  a  lower 
point  of  the  building.  Lord  Kelvin  found  the  potential 
in  the  island  of  Arran  to  increase  from  23  to  46  volts 
for  a  rise  of  one  foot  in  level ;  but  the  difference  of 
potential  was  sometimes  eight  or  ten  times  as  much  for 
the  same  difference  of  level,  and  changed  rapidly,  as  the 
east  wind  blew  masses  of  cloud  charged  with  +  or  — 
electricity  across  the  sky.  Joule  and  Kelvin,  at  Aber- 
deen, found  the  rise  of  potential  to  be  equal  to  40  volts 
per  foot,  or  1  '3  volts  per  centimetre  rise  of  level. 

During  fine  weather  a  negative  electrification  of  the 
air  is  extremely  rare.  Beccaria  only  observed  it  six 
times  in  fifteen  years,  and  then  with  accompanying 
winds.  But  in  broken  weather  and  during  rain  it  is 
more  often  —  than  +,  and  exhibits  great  fluctuations, 
changing  from  -  to  + ,  and  back,  several  times  in  half 
an  hour.  A  definite  change  in  the  electrical  conditions 
usually  accompanies  a  change  of  weather.  "  If,  when 
the  rain  has  ceased  (said  Ceca),  a  strong  excessive  (-f ) 
electricity  obtains,  it  is  a  sign  that  the  weather  will 
continue  fair  for  several  days." 

334.  Methods  of  Observation. — The  older 
observers  were  content  to  affix  to  an  electroscope  (with 
gold  leaves  or  pith- balls)  an  insulated  pointed  rod 
stretching  out  into  the  air  above  the  ground,  or  to  fly  a 
kite,  or  (as  Becquerel  did)  to  shoot  into  the  air  an  arrow 
communicating  with  an  electroscope  by  a  fine  wire,  which 
was  removed  before  it  fell.  Gay-Lussac  and  Biot  lowered 
a  wire  from  a  balloon,  and  found  a  difference  of  potential 
between  the  upper  and  lower  strata  of  the  air.     None 
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of  these  methods  is  quite  satisfactory,  for  they  do  not 
indicate  the  potential  at  any  one  point.  To  bring  the 
tip  of  a  rod  to  the  same  potential  as  the  surrounding  air, 
it  is  necessary  that  material  particles  should  be  discharged 
from  that  point  for  a  short  time,  each  particle  as  it 
breaks  away  carrying  with  it  a  +  or  a  —  charge  until 
the  potentials  are  equalized  between  the  rod  and  the 
air  at  that  point  Volta  did  this  by  means  of  a  small 
flame  at  the  end  of  an  exploring  rod.  Lord  Kelvin 
has  employed  a  "water-dropper,"  an  insulated  cistern 
provided  with  a  nozzle  protruding  into  the  air,  from 
which  drops  issue  to  equalize  the  potentials  :  in  winter 
he  uses  a  small  roll  of  smouldering  touch-paper.  Dell- 
mann  adopted  another  method,  exposing  a  sphere  to 
influence  by  the  air,  and  then  insulating  it,  and  bringing 
it  within-doors  to  examine  its  charge.  Peltier  adopted 
the  kindred  expedient  of  placing,  on  or  near  the  ground, 
a  delicate  repulsion-electrometer,  which  during  exposure 
was  connected  to  the  ground,  then  insulated,  then  re- 
moved indoors  for  examination.  This  process  really 
amounted  to  charging  the  electrometer  hy  influence  with 
electrification  of  opposite  sign  to  that  of  the  air.  The 
"quadrant"  electrometer,  described  in  Art.  288,  and  a 
"portable"  electrometer  on  the  attracted-disk  principle, 
are  now  used  for  observations  on  atmospheric  electricity. 
Using  a  water-dropping  collector  and  a  Kelvin  electro- 
meter, Everett  made  a  series  of  observations  in  Nova 
Scotia,  and  found  the  highest  +  electrification  in  frosty 
weather,  with  a  dry  wind  charged  with  particles  of  ice. 

336.  Diurnal  Variations. — Quetelet  found  that 
at  Brussels  the  daily  indications  (during  fine  weather) 
showed  two  maxima  occurring  in  summer  at  8  a.m.  and 
9  P.M.,  and  in  winter  at  10  a.m.  and  6  p.m.  respectively, 
and  two  minima  which  in  summer  were  at  the  hours  of 
3  P.M.  and  about  midnight.  He  also  found  that  in  January 
the  electricity  was  about  thirteen  times  aa  6,tYQitv%  ^v&x^ 
June.     At   Kew   there   is    a   n\a>L\Tavx\\\  ^X.  ^    ^-^fi--  "^^ 
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summer,  and  at  10  a.m.  in  winter  ;  and  a  second  mini- 
mum at  10  P.M.  in  summer  and  7  p.m.  in  winter.  The 
maxima  correspond  fairly  with  hours  of  changing  tem- 
perature, the  minima  with  those  of  constant  temperature. 
In  Paris,  M.  Mascart  finds  but  one  maximum,  just  before 
midnight :  at  sunrise  the  electricity  diminishes  until 
about  3  p.m.,  when  it  has  reached  a  minimum,  whence  it 
rises  till  nightfall. 

Our  knowledge  of  this  important  subject  is  still  very 
imperfect.  We  do  not  even  know  whether  all  the 
changes  of  the  earth's  electrification  relatively  to  the  air 
are  due  to  causes  operating  above  or  below  the  earth's 
surface.  Simultaneous  observations  at  different  places 
and  at  different  levels  are  greatly  wanted. 

336.  The  Aurora. — In  all  the  northern  regions  of 
the  earth  the  Aurora  horealis,  or  "  Northern  Lights,"  is 
an  occasional  phenomenon  ;  and  within  and  near  the 
Arctic  circle  is  of  almost  nightly  occurrence  Similar 
lights  are  seen  in  the  south  polar  regions  of  the  earth, 
and  are  denominated  Aurora  australis.  As  seen  in 
European  latitudes,  the  usual  form  assumed  by  the 
aurora  is  that  of  a  number  of  ill -defined  streaks  or 
streamers  of  a  pale  tint  (sometimes  tinged  with  red  and 
other  colours),  either  radiating  in  a  fan -like  form  from 
the  horizon  in  the  direction  of  the  (magnetic)  north,  or 
forming  a  sort  of  arch  across  that  region  of  the  sky,  of 
the  general  form  shown  in  Fig.  169.  A  certain  flicker- 
ing or  streaming  motion  is  often  discernible  in  the 
streaks.  Under  very  favourable  circumstances  the 
aurora  extends  over  the  entire  sky.  The  appearance  of 
an  aurora  is  usually  accompanied  by  a  magnetic  storm 
(Art.  159),  affecting  the  compass -needles  over  whole 
regions  of  the  globe.  This  fact,  and  the  position  of  the 
auroral  arches  and  streamers  with  respect  to  the 
magnetic  meridian,  directly  suggest  an  electric  origin 
for  the  light, — a  conjecture  which  is  confirmed  by  the 
many  analogies  found  between  auroral  phenomena  and 
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those  of  dischai^e  in  rarefied  air  (Arts.  320  and  322). 
Yet  the  presence  of  an  aurora  does  not,  nt  least  in  our 
latitudes,  affect  tlie  electrical  conditions  of  the  tower 
fBgiona  of  the  atmosphere.  On  September  1,  1859,  a 
severe  magnetic  storm  occurred,  and  nurorie  were 
observed  almost  all  over  the  glohe  ;  et  the  same  time 


ng.  i«9. 

a  remarkable  outburst  of  energy  took  place  in  the 
photosphere  of  the  sun;  but  no  simultaneous  develop- 
ment of  atmospheric  electricity  was  recorded.  Aurorw 
appear  in  greater  frequency  in  periods  of  about  11 J 
years,  which  agrees  pretty  well  with  the  cycles  of 
maximum  of  magnetic  storms  (see  Art.  159)  and  of 
sUn-spots. 
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The  spectroscope  shows  the  auroral  light  to  be  due 
to  gaseous  matter,  its  spectrum  consisting  of  a  few 
bright  lines  not  referable  with  certainty  to  any  known 
terrestrial  substance,  but  having  a  general  resemblance 
to  those  seen  in  the  spectrum  of  the  electric  discharge 
through  rarefied  dry  air. 

The  most  probable  theory  of  the  aurora  is  that  origin- 
ally due  to  Franklin  ;  namely,  that  it  is  due  to  electric 
discharges  in  the  upper  air,  in  consequence  of  the  differ- 
ing electrical  conditions  between  the  cold  air  of  the  polar 
regions  and  the  warmer  streams  of  air  and  vapour  raised 
from  the  level  of  the  ocean  in  tropical  regions  by  the 
heat  of  the  sun. 

According  to  Nordenskiold  the  terrestrial  globe  is 
perpetually  surrounded  at  the  poles  with  a  ring  or  crown 
of  light,  single  or  double,  to  which  he  gives  the  name  of 
the  "  aurora-glory."  The  outer  edge  of  this  ring  he  esti- 
mates to  be  at  120  miles  above  the  earth's  surface,  and 
its  diameter  about  1250  miles.  The  centre  of  the  aurora- 
glory  is  not  quite  at  the  magnetic  pole,  being  in  lat  81* 
N.,  long.  80**  E.  This  aurora-glory  usually  appears  as  a 
pale  arc  of  light  across  the  sky,  and  is  destitute  of  the 
radiating  streaks  shown  in  Fig.  169,  except  during 
magnetic  and  auroral  storms. 

An  artificial  aurora  has  been  produced  by  Lemstrom, 
who  erected  on  a  mountain  in  Lapland  a  network  of  wires 
presenting  many  points  to  the  sky.  By  insulating  this 
apparatus  and  connecting  it  by  a  telegraph-wire  with  a 
galvanometer  at  the  bottom  of  the  mountain,  he  was  able 
to  observe  actual  currents  of  electricity  when  the  auroral 
beam  rose  above  the  mountain. 


CHAPTER  V 

ELECTROMAGNETICS 

Lesson  XXVI. — Magnetic  Potential 

337.  Electromagnetics.  —  That  branch  of  the 
science  of  electricity  which  treats  of  the  relation  between 
electric  currents  and  magnetism  is  termed  Electromag- 
netics. In  Arts.  128  to  140  the  laws  of  magnetic  forces 
were  explained,  and  the  definition  of  "unit  pole"  was 
given.  It  is,  however,  much  more  convenient,  for  the 
purpose  of  study,  to  express  the  interaction  of  magnetic 
and  electromagnetic  systems  in  terms  not  of  "  force  "  but 
of  ^^  potential "  ;  i.e,  in  terms  of  their  power  to  do  work. 
In  Art.  263  the  student  was  shown  how  the  electric 
potential  due  to  a  quantity  of  electricity  may  be  evaluated 
in  terms  of  the  work  done  in  bringing  up  as  a  test  charge  a 
unit  of -H  electricity  from  an  infinite  distance.  Ma.gnetic 
potential  can  be  measured  similarly  by  the  ideal  pro- 
cess of  bringing  up  a  unit  magnetic  pole  (N-seeking)  from 
an  infinite  distance,  and  ascertaining  the  amount  of  work 
done  in  the  operation.  Hence  a  large  number  of  the 
points  proved  in  Lesson  XXL  concerning  electric  potential 
will  also  hold  true  for  magnetic  potential.  The  student 
may  compare  the  following  propositions  with  the  corre- 
sponding ones  in  Articles  263  to  268  : — 

(a)  TJie  magnetic  potential  at  any  point  is  the  work  thai 
.   must  be  spent  upon  a  unit  magnetic  (N-aee,k.\.ws5^ 
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pole  in  hringiiig  it  up  to  that  point  from  an  infinite 
distance. 

(b)  The  magnetic  potential  at  any  point  due  to  a  system 
of  magnetic  poles  is  the  sum  of  the  separate  magnetic 
potentials  due  to  the  separate  poles. 

The  student  must  here  remember  that  the  potentials 
due  to  S-seeking  poles  will  be  of  opposite  sign  to  those 
due  to  N-seeking  poles,  and  must  be  reckoned  as  negative. 

(c)  The  (magnetic)  potential  at  any  point  due  to  a  system 

of  magnetic  poles  may  be  calculated  (compare  with 
Art.  263)  by  summing  up  the  strengths  of  the 
separate  poles  divided  each  by  its  own  distance  from, 
that  point.  Thus,  if  poles  of  strengths  m\  m", 
m'",  etc.,  be  respectively  at  distances  of  r\  r\  r'\ 
.  .  .  from  a  point  P,  then  the  following 
equation  gives  the  potential  at  P  : — 

Vp  =7+77  +  7777+ 

or  Vp  =  2- . 
r 

(d)  The  difference  of  (magnetic)  potential  between  two 
jtoints  is  the  work  to  be  done  on  or  by  a  unit 
(^-seeking)  pole  in  moving  it  from  one  point  to  the 
other.  It  follows  that  if  m  units  of  magnetism 
are  moved  through  a  difference  of  potential  V,  the 
work  W  done  will  be 

W  =  mV. 

(e)  Magnetic  force  07i  unit  pole  is   the  rate  of  change 

of  (magnetic)  potential  per  unit  of  length :  it  is 
numerically  equal  to  the  intensity  of  the  field. 
Since  by  Art.  141, 

/=mH, 

and  work  is  the  product  of  a  force  into  the  length 


CHAP.  V  MAGNETIC  POTENTIAL  329 

through  which  its  point  of  application  moves  for- 
ward, it  follows  that 


But 

whence 

and 


W=fl  =  m'H.l. 
W  =  mY  ; 

H  =  Y/l. 


Example. — Tlie  difiTerence  of  magnetic  potential  between  two 
points  5  centims.  apart  along  a  magnetic  field  in  which  there 
are  6000  lines  per  sq.  cm. ,  is  30,000.  Or,  it  would  require 
30,000  ergs  of  work  to  be  expended  to  push  a  unit  pole  from 
one  point  to  the  other  against  the  magnetic  force. 

(f)  Equipoteniial  surfaces  are  those  (imaginary)  surfaces 
surrounding  a  magnetic  pole  or  system,  of  poles,  over 
which  the  (magnetic)  potential  h<xs  equal  valves. 
Thus,  around  a  single  isolated  magnetic  pole,  the 
potential  would  be  equal  all  round  at  equal  dis- 
tances ;  and  the  equipotential  surfaces  would  be 
a  system  of  concentric  spheres  at  such  distances 
apart  that  it  would  require  the  expenditure  of  one 
erg  of  work  to  move  a  unit  pole  up  from  a  point 
on  the  surface  of  one  sphere  to  any  point  on  the 
next  (see  Fig.  146).  Around  any  real  magnet 
possessing  two  polar  regions  the  equipotential  sur- 
faces would  be  much  more  complicated.  Magnetic 
force,  whether  of  attraction  or  repulsion,  always  acts 
across  the  equipotential  surfaces  in  a  direction 
normal  to  the  surface ;  the  magnetic  lines  of  force 
are  everywhere  perpendicular  to  the  equipotential 
surfaces. 

Flux  of  Force.  —  From  a  single  magnetic  pole 
(supposed  to  be  a  point  far  removed  from  all  other  poles) 
the  lines  of  force  diverge  radially  in  all  directions. 
The  space  around  may  be  conceived  aa  \X:l\5&  ^ynV^^^  ^s:^ 
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into  a  number  of  conical  regions,  each  having  its  apex 
at  that  pole ;  and  through  each  cone,  as  through  a  tube, 
a  certain,  number  of  lines  of  force  will  pass.  Such  a 
conical  space  may  be  called  a  "tube"  of  force.  The 
total  number  of  magnetic  lines  within  any  tube  of  force 
is  called  the  magnetic  flux*  No  matter  where  you  cut 
across  a  tube  of  force,  the  cross-section  will  cut  through 
the  enclosed  flux,  though  the  lines  diverge  more  widely 
as  the  tube  widens.     Hence, 

(g)  The  magnetic  flux  across  any  section  of  a  tube  of 
force  is  constant  wherever  the  section  be  taken. 

In  case  the  magnetism  is  not  concentrated  at  one 
2)oint,  but  distributed  over  a  surface  from  which  the  tubes 
start,  we  shall  have  to  speak  of  the  "  amount  of  magnet- 
ism "  rather  than  of  the  "  strength  of  pole,"  and  in  such 
a  case  the 

(li)  Magnetic  density  is  the  amount  of  magnetism  per  unit 
of  surface^  In  the  case  of  a  simple  magnetic  shell 
over  the  face  of  which  the  magnetism  is  distri- 
buted with  uniform  density,  the  "strength"  of 
the  shell  will  be  equal  to  the  thickness  of  the 
shell  multiplied  by  the  surface-density. 

338.  Intensity  of  Field. — We  have  seen  (Art. 
115)  that  every  magnet  is  surrounded  by  a  certain 
"  field,"  within  which  magnetic  force  is  observable.  We 
may  completely  specify  the  properties  of  the  field  at  any 
point  by  measuring  the  strength  and  the  direction  of  that 
force, — that  is,  by  measuring  the  "  intensity  of  the  field  " 
and  the  direction  of  the  lines  of  force.  The  "  intensity  of 
the  field  "  at  any  point  is  measured  by  the  force  with  which 
it  acts  on  a  unit  pole  placed  at  that  point.  Hence,  unit 
intensity  of  field  is  that  intensity  of  field  which  acts  on  a  unit 
pole  with  a  force  of  one  dyne.     There  is  therefore  a  field  of 

*  The  magnetic  flux  is  by  some  writers  called  the  total  induction ;  but 
Dig  word  iuduction  ought  to  be  kept  for  the  opemtion  of  inducing. 
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unit  iutensity  at  a  point  one  centimetre  distant  from  the 
pole  of  a  magnet  of  unit  strength.  Suppose  a  magnet 
pole,  whose  strength  is  m,  placed  in  a  field  at  a  point 
where  the  intensity  is  H,  then  the  force  will  be  m  times 
as  great  as  if  the  pole  were  of  unit  strength,  and 

/  =  m  X  H. 

To  aid  the  imagination  by  a  graphic  conception  we 
adopt  Faraday's  notion  of  representing  the  properties  of  a 
magnetic  field  by  supposing  lines  to  be  drawn  so  that 
they  represent  the  direction  and  intensity  of  the  field  by 
the  direction  and  density  of  the  lines.  This  leads  to  the 
empirical  rule  to  draw  as  many  magnetic  lines  to  the 
square  centimetre  (of  cross  section)  as  there  would  be 
dynes  of  force  on  unit  pole.  A  field  of  H  units  means 
one  where  there  would  be  H  dynes  on  unit  pole,  or  H 
lines  per  square  centimetre.  It  follows  that  a  unit  mag- 
netic pole  will  have  47r  lines  of  force  proceeding  from  it :  for 
there  is  unit  field  at  unit  distance  away,  or  one  magnetic 
line  per  square  centimetre  ;  and  there  are  47r  square 
centimetres  of  surface  on  a  sphere  of  unit  radius  drawn 
round  the  pole.  A  magnet,  whose  pole-strength  is  m,  has 
47rm,  or  12'57  xm,  lines  running  through  the  steel,  and 
diverging  at  its  pole.  The  above-mentioned  rule  is  the 
orij'in  of  the  47r  svmbol  which  comes  in  so  often  into 
electromagnetic  formulae.  Suppose  a  narrow  crevasse 
between  the  faces  of  two  opposing  magnets,  each  having  <r 
units  of  magnetism  per  square  centimetre  of  their  pole 
surfaces.  The  field  in  the  space  between  will  have  the 
value 

H  =  47r(r. 

339.  "Work  done  by  Conductor  carryingr 
Current  "when  it  outs  across  the  Lines  of  a 
Magnetic  Field.— By  definition  (Art.  263)  it  follows 
that  the  work  W  done  in  moving  Q  units  of  electricity 
against  an  electromotive-force  Y  ia  ec\v\aV  \.o  ^ »   '^>x^-^$rr». 
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that  this  electromotive-force  is  due  to  the  conductor 
cutting  N  magnetic  lines  during  time  t  Then  if  the 
motion  be  uniform  and  the  average  current  during  the 
time  is  called  C,  it  follows  that  Q  =  C^.  And  the  average 
electromotive  force  is  (see  Art.  225)  =  N/^  Inserting 
these  values  we  get 

W  =  C^  X  N/f, 
or  W  =  CN; 

or,  in  words,  tlte  ivork  done  in  moving  a  current  across  a  mag^ 
netic  flux  is  equal  to  the  product  of  the  current  into  the  total 
number  of  magnetic  lines  cut.  It  will  be  noted  that  the 
work  is  the  same  whether  the  time  is  long  or  short.  If 
C  and  N  are  in  absolute  (C.G.S)  units,  W  will  be  in 
ergs. 

340.  Force  exerted  by  Magnetic  Field  on 
"Wire  carrying  Current. — If  a  wire  is  moved  side- 
ways across  the  lines  of  a  magnetic  field,  through  a 
distance  aj,  it  will  sweep  out  an  area  equal  to  its  own 
length  I  multiplied  by  x.  And  if  H  is  the  number  of  mag- 
netic lines  per  square  centimetre  the  total  number  of  lines 
cut  will  be  =  H^ic ;  and  the  work  done  if  the  wire  carries 
current  C  will  be  =  CH^a;.  But  if  work  W  is  done  in 
moving  the  wire  through  distance  x  the  force  /  exerted 
will  b^  W/x.     Hence  the  force  on  the  wire  will  be 

f=cm; 

or,  in  words,  the  force  is  proportional  to  the  current,  to  the 
intensity  of  the  field,  and  to  the  length  of  xcire  in  the  field. 
It  is  a  force  that  tends  to  drag  the  wire  laterally,  acting 
at  right  angles  to  the  wire  and  to  the  lines  of  the  field. 

This  action  is  of  course  due  to  stresses  going  on  in  the 
medium,  and  is  worthy  of  further  thought  Consider 
the  magnetic  field  in  a  gap  between  a  large  N-pole  and 
a  similar  S-pole.  The  lines  will  go  nearly  uniformly 
straight  across.  Let  a  current  flow  in  a  copper  wire  that 
lies  across  the  field.     In  Fig.  170  the  wire  is  seen  end- 
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waya,  with  Ihe  current  flowing  "up"  or  toward  the 
observer.  The  result  will  be  that  the  magnetic  field  of 
the  current  (Art.  202)  will  be  supecpoEed  upon  that  of 

the  magnets,  and  v  "'   

perturh  it :  the  forni 
of  the  perturbed  field 
being  tiot  shown.  In 
Eucha  field  the  streasef, 
which  act  as  though 
the  magnetic  lines 
tended  to  sliorten 
themselves,  will  have 
the  effect  of  ut^ing  the 
wire  mechanically  in 
the  direction  shown. 
Thia  mechanical  force 
acta  on  the  matter  of 
the  wire,  though  due 
to  the  current. 

In    calculating   by 
the  expression  above,  if  C  is  given 
divided  by  10. 

341.  Magnetomotive  -  force  (or  Total  Mae- 
oetiziDg  Force)  of  a  Current  circulating  in  a 
Spiral  Conductor. — Let  a  conductor  carrying  a  current 
of  C  amperes  he  coiled  up  in  a  spiral  having  S  as  the 
number  of  turns.  It  is  known,  and  easily  understood, 
that  the  total  magnetizing  force  of  such  is  proportional  to 
the  number  of  ampere-turm ;  for  experiment  shows  that, 
for  example,  a  current  of  10  amperes  circulating  in  a  coil 
of  50  turns  has  precisely  the  same  magnetic  power  as  a 
current  of  5  amperes  in  100  turns,  or  as  a  current  of 
1  ampere  in  500  turns.     Each  of  these  has  500  ampere- 

To  obtain  the  full  expression  let  us  find  the  work  that 
would  be  done  in  the  act  of  moving  a  unit  maguet-^la 
around  any  closed  path  (Fig.  ITVl  liim  Ba."j  y>\bS.^  '«i 


amperes  it  must  be 
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the  same  point  again,  such  path  passing  through  all  the 
turns  of  the  magnetizing  coil.  The  work  done  on  a  unit- 
pole  in  moving  it  once  around  the  closed  path,  against  the 
magnetic  forces  of  the  system,  is  a  measure  of  the  power  of 
thai  system  to  magnetize  ;  or,  in  other  words,  is  a  measure 
of  its  magnetomotive-force.  Such  a  closed  path  may 
lie,  according  to  circumstances,  either  wholly  in  air,  or 
_^  partly  in  air  partly  in  iron,  or  wholly 
in  iron.  The  argument  is  entirely 
independent    of    any    materials    lying 

p* -"'     along  the  ideal  path. 

Fia  1^1  Now  imagine  this  unit-pole,  with  its 

47r  magnetic  lines  radiating  out  of  it,  to 
be  passed  along  the  closed  path  (Fig.  171)  from  P,  through 
the  spirals  to  P  again.  Each  turn  of  the  coil  will  cut  each 
of  the  magnetic  lines  once,  and  therefore,  by  Arts.  338 
and  339,  the  total  work  done  will  be 


W  =  47rCS/lO, 


%' 


where  we  divide  by  10  to  bring  amperes  to  C.G.S.  units. 
Or,  since  47r=  12*57,  we  get  the  rule — the  TnagneUymotive- 
force  *  of  a  coil  is  equal  to  1*257  tim^  the  ampere-turns. 

342.  Intensity  of  Field  in  a  long:  Tubular 
Coil,  or  Solenoid. — A  spiral  coil  wound  on  a  tube  is 
called  a  solenoid.  It  has,  when  a  current  circulates  in  its 
coils,  a  magnetic  field  along  the  inside  of  it,  and  is,  in 
fact,  so  long  as  the  current  circulates,  a  magnet  without 
iron.  This  magnetic  field,  if  the  spiral  is  a  very  long  one 
— say  20  times  as  long  as  the  diameter  of  the  spirals, — 
is  very  uniform  all  along  the  interior,  except  just  toward 
the  ends,  where  it  becomes  weaker.  To  find  the  intensity 
of  the  field  H,  we  may  remember  that  (Art.  337,  e)  the 
work  done  on  a  unit-pole  in  moving  it  through  a  length 
I  of  field  H   is   equal  to  H^.     But    the  work    done    in 

*  Since  this  magnetomotive-force  is  made  up  of  a  number  of  small 
elements  distributed  variously  along  the  i)ath  it  is  sometimes  called  the 
/in€-i?ifeffral  o/the  magnetrnTig  forces. 


I 
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moving  it  along  the  tubular  coil  of  length  I  is  practically 
equal  to  that  done  around  the  closed  path,  since  nearly 
all  the  forces  are  met  along  the  part  of  the  path  inside. 
Hence  we  may  equate  47rCS/10  to  H^ ;  giving  the  result 

XT/-  N     47r     CS 

H  (m  gausses)  =  ^a  x   ^  > 

or  the  intensity  of  the  field  in  a  long  spiral  is  equal  to  1*2  5  7 
times  the  number  of  ampere-turns  per  centimetre  of  length. 

At  the  mouth  of  a  long  spiral  the  intensity  of  the  field 
is  exactly  half  what  it  is  midway  between  the  ends. 

343.  Magnetic  Field  due  to  Indefinitely  Long 
Straight    Current.        La'w    of    Inverse    Simple 
Distance. — Consider  a  unit-pole  at  point  P 
at  a  distance  r  (Fig.  172)  from  an  indefinitely 
long  straight  conductor  carrying  a  current  of 
C  amperes.     The  force  tending  to  make  the 
pole  circulate  around  the  wire  may  be  calculated 
very  simply  as  follows.     If  the  unit-pole  were 
to  be  moved  once  around  the  wire  on  a  circular 
path  with  radius  r,  each  one  of  the  47r  magnetic 
lines  that  radiate  from  it  would  be  cut  once 
by  the  wire.     Hence,  by  Art.  339,  the  work 
done  in  one  such  revolution  would  be  equal 
to  47rC/10.     But  this  work  has  been  done  by  moving  the 
imit,  against  the  forces  of  the  system,  along  a  path  the 
length  of  which  is  27rr  ;  wherefore 

W=/x  27rr=47rC/lO, 
whence 

/=2C/I0r. 

From  this  it  appears  that  the  force  on  unit -pole,  and 
therefore  the  number  of  gausses  or  intensity  of  the  field, 
is  directly  proportional  to  the  currerdy  and  varies  inversely  a« 
the  simple  distance  from  the  wire. 

Example. — The  force  exerted  on  a  v^\fe  ^^  V2Si^  ^\s^^  '=5^ 


^P 


I 
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magnetism  at  a  distance  of  4  centimetres  from  a  long 
straight  wire  carrying  current  of  60  amperes  will  be  3600 
dynes,  or  3*52  grammes. 

The  fact  that  the  force  varies  inversely  as  the  simple 
distance,  and  not  as  the  square,  was  experimentally  dis- 
covered by  Biot  and  Savart  in  1820. 

Around  such  a  straight  conductor  the  magnetic  field 
consists  of  a  cylindrical  whirl  of  circular  lines  (Art.  202), 
their  density  decreasing  as  their  radius  increases.  Outside 
a  straight  wire  carrying  a  lO-ampere  current  the  values  of 
H  are  :  2  at  1  cm.;  1  at  2  cm. ;  0*4  at  5  cm.,  and  so 
forth.  The  pole  tends  to  move  circularly  around  the 
wire. 

344.  Mutual  Action  of  Magnet -pole  and  of 
Element  of  Current. — Consider  an  element  of  current, 

that  is  to  say,  an   indefinitely 
{         short  piece  of  a  conductor  tra- 
versed  by  a   current.      Calling 
the  length  dl,  and  the  current 
r  'J        C,  we  liave  C^^  as  the  magnetic 


■N<^ 


W 


V -Ai^^    the  length  dl,  and  the  current 


}         value  of  the  element  with  respect 
Fig.  173.  to  all    points   in   its   equatorial 

plan.  Suppose  the  element  to 
be  set  (Fig.  173)  at  distance  r  from  a  magnet-pole  of  m 
units,  and  at  right  angles  to  the  line  joining  them.  Then, 
as  the  element  is  small  compared  with  r,  the  law  of 
inverse  squares  will  hold  good  :  the  mutual  force  will  be 

-_  m  •  Cdl 
J  -  Jqt:,^  • 

This  will  be  neither  an  attraction  nor  a  repulsion,  but  a 
force  at  right  angles  to  the  element  and  to  the  line  joining 
it  to  m. 

345.  Magnetic  Field  due  to  Circular  Current. 
— It  is  desired  to  find  the  effect  of  a  circular  current 
(Fig.  174)  at  any  point  on  the  axis,  at  a  distance  x  from 
the  centre.     Suppose  a  unit-pole  were  placed  at  this  point 
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P,  only  a  fraction  of  the  4ir  lines  which  radiate  from  it 
will  pass  through  the  circle ;  the  number  being  propor- 
tional   to  the    solid-angle  (Art.   148) 
subtended  at  P  by  the  circle,  namely 
27r  (1  —  cos  6\  where  0  is  the  angle    / 
between    axis  and    slant   distance   a.    C 
Hence  in  bringing  up  the  pole  to  this   \     / 
place,  from  an  infinite  distance,  the    V/ 
work  done  by  causing  these  lines  to  ^^'  ^^** 

cut  across  the  wire  carrying  current  C  amperes  will  be 
(by  Art.  339) 

W  =  27rC(l-cos^/lO. 

Tliis  represents  the  mutual  energy  of  pole  and  current. 
To  calculate  the  force  at  P  we  must  differentiate  this 
expression  with  respect  to  a;,  to  ascertain  the  rate  at  which 
the  mutual  energy  falls  per  unit  length.  For  this  purpose 
it  will  be  convenient  to  substitute  for  cos  6  its  value 
xl(x^  -H  y^)i.     Substituting  and  differentiating  we  get 

/=  dWjdx  =  -TrCy^lix^  +  y^l 

Now  (a;2  +  y^)i  is  equal  to  a^  ;  whence  the  rule  that  the 
magnetic  force  at  any  point  P  on  the  axis  varies  directly 
as  the  current,  and  inversely  as  the  cube  of  the  slant  distance. 
(Compare  case  of  a  bar-magnet,  Art.  138.) 

Another  way  of  arriving  at  this  result  is  as  follows. 
Taking  the  expression  found  in  Art.  344  for  the  action  of 
an  element  of  current,  we  may  consider  the  effect  of  the 
topmost  element  of  the  ring  (Fig.  174),  situated  at  a 
slant  distance  a=  Js^T^.  The  elementary  force  df 
exerted  on  unit -pole  at  P  by  the  element  Cdl  will  be  at 
right  angles  to  a  and  to  dl  (in  direction  of  the  arrow),  and, 
by  Art.  206,  of  the  value 

df=Cdl/ioa^. 

As  the  elements  such  as  dl  are  symmetrical  around  the, 
axis  we  must  resolve  their  oblic^fc  iotc^'a  *\\!^  V«^  ^«t\a.\ 

z 
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part  acting  at  right  angles  to  the  axis,  which  will  disappear 
by  mutually  cancelling  out  in  pairs,  and  part  acting  in 
the  line  of  the  axis,  which  will  for  each  element  be  equal 
to  the  above  expression  multiplied  by  sin  6.  So  that  the 
elementary  axial  force  due  to  each  element  of  length  dl 
will  be 

df=Cdl' sin  ^/ioa2; 

or,  since  sin  O^yja, 

df—Cdl"yJioa\ 

But  the  total  force  /  due  to  all  the  elements  will  be  the 
integral  due  to  the  sum  of  their  lengths,  and  this  integral 

length  around  the  circle  is Jdl  =  27ry.  Whence  it  at  once 
follows  that 

f=2irCy^lioa\ 

Note  that  if  P  is  pushed  up  to  the  centre  of  the  circle 
a  =  y,  and  we  get  back  to  the  rule  for  tangent  galvano- 
meter (Art.  212),/=27rC/ior. 

Also  note  tliat  for  very  great  distances  of  P  from 
centre  a  l)ecomes  sensibly  equal  to  x,  the  force  varying 
invei*sely  as  the  cube  of  the  axial  distance. 

This  affords  one  way  of  varying  the  sensitiveness  of 
tangent  galvanometers,  the  needle  with  its  scale  being 
arranged  to  slide  out  along  the  axis  of  the  coil.  At  a 
point  P,  such  that  a  =  2y,  the  force  of  coil  on  needle  is 
only  ^  of  what  it  is  at  centre. 

346.  Moment  of  Circular  Coil. — A  circular  coil 
carrying  a  current  acts  as  a  magnet  whose  axis  is  the 
axis  of  the  coil.  Its  magnetic  moment  (Art.  1 35)  will  be 
the  product  of  the  current  (in  absolute  units)  into  the 
area  enclosed.  Or,  if  C  is  in  amperes,  and  A  the  total 
area  of  all  the  turns,  its  moment  will  be  ACyiO.  If  such 
a  coil  is  placed  in  a  field  of  intensity  H  it  will  tend  to 
turn  so  as  to  place  its  axis  along  the  direction  of  the  field. 
If  the  angle  between  those  directions  is  0  the  torque  (or 
turning-moment)  will  be  =  ACH  sin  OjlO. 
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847.  Potential  due  to  a  Solenoidal  or  Circuital  Dis- 
tribution of  Magnetism. — A  long  thin  unifoi-mly  magnetized 
magnet  exhibits  poles  only  at  the  two  ends,  and  acts  on  external 
objects  just  as  if  there  were  two  equal  quantities  of  opposite  kinds 
of  magnetism  collected  at  these  two  points.  Such  a  distribution 
of  magnetism  is  sometimes  called  solenoidal  or  circuital.  The  mag- 
netic potential  due  to  a  solenoid,  and  all  its  magnetic  effects, 
depend  only  on  the  position  of  its  two  poles,  and  on  their  strength, 
and  not  on  the  form  of  the  bar  between  them,  whether  straight 
or  curved.  In  Art.  337  (c)  was  given  the  rule  for  finding  the 
potential  due  to  a  system  of  poles.  Suppose  the  two  poles  of  a 
solenoid  have  strengths  +  m  and  -  m  respectively,  and  that  the 
distances  of  these  poles  from  an  external  point  P  are  r^  and  rj, 
then  the  potential  at  P  will  be 


Suppose  a  magnet  curled  round  until  its  N  and  S  poles  touch 
one  another :  it  will  not  act  as  a  magnet  on  an  external  object, 
and  will  have  no  "  field  "  ;  for  if  the  two  poles  are  in  contact, 
their  distances  rj  and  rg  to  an  external  point  P  will  be  equal,  and 


(1  _  1) 


will  be  =  0. 


848.  Potential  due  to  a  Mafirnetic  Shell. — Gauss  demon- 
strated that  the  potential  due  to  a  magnetic  shell  at  a  point  near  it 
is  equal  to  the  strength  of  the  shell  mvZtipUed  by  th£  solid-angle 
subtended  by  the  shell  at  that  point ;  the  "  strength  "  of  a  magnetic 
shell   being  the  product  of  its 

thickness  into  its  surface-density  ^P 

of  magnetization. 

If  w  represents  the  solid-angle 
subtended  at  the  point  P,  and  i 
the  strength  of  the  shell,  then 

Vp  =  (ai. 

Proof.  —  To  establish  this 
proposition    would   require    the  Fig.  175. 

integral  calculus.     But  the  fol- 
lowing geometrical  demonstration,  though  incomplete,  must  here 

sullico. 

L<'t  UK  consider  the  shell  as  composed,  like  that  drawn,  of  a 
series  of  small  elements  of  thickness  ^,  and  having  fta-cVs. «».  «t%».  ^V 
surface  s.     The  whole  solid-angle  subteuded  aX.  Y  \i^  XJaa  ^^  ^^"3 
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likewise  be  conceived  as  made  up  of  a  number  of  elementary 

small  cones,  each  of  solid-angle  d) :  Let  r^  and  rg  be  the  distances 

from  P  to  the  two  faces  of  the  element  :  Let  a  section  be  made 

across  the  small  cone  orthogonally,  or  at  right  angles  to  r^  and 

call  the  area  of  this  section  a  :  Let  the  angle  between  the  surfaces 

s  and  a  be  called  angle  /3 :    then  8   =   a/cos  /?.     Let  t  be  the 

"  strength  "  of  the  shell  (i.e.  =  its  surface- density  of  magnetism 

X   its  thickness) ;  then  i/t  =  surface-density  of  magnetism,  and 

si/t  =  strength  of  either  pole  of  the  little  magnet  =  m. 

^r          ,.,        ,     /        area  of  its  orthogonal  section 
Now  solid-angle  c&  =  


=  aP ; 
therefore  a  =  (6r^, 

and  s  =  (br^/cosp. 

Hence        ihir^/t  cos  /3   =  m. 

But  the  })otential  at  P  of  the  magnet  whose  pole  is  m  will  be 


V  =  m  {—    -    —  I 
\ri         r.^/ 

^  (\  _  y\ 

t  cos  j8     \ti         r.^/ 


(in 


nut    -    -     -    —  -* \  which  we  may  write  — ^ — s — - 

because  r^  and  r^  may  be  made  as  nearly  equal  as  we  please. 
And  since  r,^.  -  r^  =  t  cos  /3 

, .       r2         /  tcos  B  \ 

V  =  un        —        ' '-  ' 


/  i  cos  /3  \ 
Ds/3     V       r«      J 


<  cos  j8 

or  the  potential  due  to  the  element  of  the  shell  =  the  strength  of 
the  shell  x  the  solid-angle  subtended  by  the  element  of  the  shell. 
Hence,  if  V  be  the  sum  of  all  the  values  of  v  for  all  the  different 
elements,  and  if  w  be  the  whole  solid-angle  (the  sum  of  all  the 
small  solid-angles  such  as  c5), 

Vp  =  (tjif 

or  the  potential  due  to  a  magnetic  shell  at  a  point  is  equal  to  the 
strength  of  the  shell  multiplied  by  the  solid-angle  subtended  by 
the  whole  of  the  shell  at  that  point. 

Hence  m  represents  the  work  that  would  have  to  be  done  on  or 
by  a  unit-pole,  to  bring  it  up  from  an  infinite  distance  to  the  point 
P,    where  the  shell  subtends  the  solid-angle  w.     At  a  point   Q 


CHAP.  V     POTENTIAL  OF  MAGNETIC  SYSTEM  341 


where  the  solid-angle  subtended  by  the  shell  is  different,  the 
potential  will  be  different,  the  diJBference  of  potential  between  P 
and  Q  being 

Vq  -  Vp  =  t  (wy  -  Wp). 

If  a  magnet- pole  whose  strength  is  m  were  brought  up  to  P, 
VI  times  the  work  would  have  to  be  done,  or  the  mutual  potential 
would  be  =  muri. 

349.  Potential  of  a  Maernet-pole  on  a  Shell. — It  is 
evident  that  if  the  shell  of  strength  i  is  to  be  placed  where  it  sub- 
tends a  solid-angle  u  at  the  pole  m,  it  would  require  the  expendi- 
ture of  the  same  amount  of  work  to  bring  up  the  shell  from  an 
infinite  distance  on  the  one  hand,  as  to  bring  up  the  magnet-pole 
from  an  infinite  distance  on  the  other  ;  hence  mm  represents  both 
the  potential  of  the  pole  on  the  shell  and  the  potential  of  the 
shell  on  the  pole.  Now  the  lines  of  force  from  a  pole  may  be 
regarded  as  projjortional  in  number  to  the  strength  of  the  pole, 
and  from  a  single  pole  they  would  radiate  out  in  all  directions 
equally.  Therefore,  if  a  magnet-pole  was  placed  at  P,  at  the  apex 
of  the  solid-angle  of  a  cone,  the  number  of  lines  of  force  which 
would  pass  through  the  solid-angle  would  be  proportional  to  that 
solid-angle.  It  is  therefore  convenient  to  regard  nua  as  represent- 
ing the  number  of  lines  of  force  of  the  pole  which  pass  through  the 
shell,  and  we  may  call  the  number  so  intercepted  N.  Hence  the 
potential  of  a  magnet-pole  on  a  magnetic  shell  is  equal  to  the 
strength  of  the  shell  multiplied  by  the  number  of  lines  of  force 
{due  to  the  magnet-pole) »which pass  through  the  shell;  or  V  =  N*. 
If  either  the  shell  or  the  pole  were  moved  to  a  point  where  a 
diflFerent  number  of  lines  of  force  were  cut,  then  the  difference  of 
potential  would  be 

V^  -  Vp  =   ±  i  (Nq  -  Np). 

To  bring  up  a  N-seeking  (or  +  )  pole  against  the  repelling 
force  of  the  N-seeking  face  of  a  magnetic  shell  requires  a  positive 
amount  of  work  to  be  done ;  and  their  mutual  reaction  would 
enable  work  to  be  done  afterwards  by  virtue  of  their  position  :  in 
this  case  then  the  potential  is  +.  But  in  moving  a  N-seeking 
pole  up  to  the  S-seeking  face  of  a  shell  work  will  be  done  by  the 
pole,  for  it  is  attracted  up  ;  and  as  work  done  by  the  pole  may  be 
regarded  as  our  doing  negative  work,  the  potential  here  will  have 
a  negative  value. 

Again,  suppose  we  could  bring  up  a  unit  N-seeking  pole  against 
the  repulsion  of  the  N-seeking  face  of  a  shell  of  strength  t,  and 
should  push  it  right  up  to  the  shell  *,  wliftiL  \t  ^RXAaaJ^-^  ^^»j2aftSs.SiaA 
plane  of  the  ahell  the  shell  would  occupy  Ob  'WWi^'^  >aaTa«^  ^xX^s^ 
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the  whole  space  around  the  pole,  the  solid-angle  *  it  subtended 
being  therefore  2^,  and  the  potential  will  be  +  2'iri.  If  we  had 
begun  at  the  S-seeking  face  the  potential  at  that  face  would  be 
-  2W.  It  appears  then  that  the  potential  alters  Us  value  by  4irt 
on  passing  from  one  side  of  the  shell  to  the  other. 

There  is  a  reaction  between  po!e  and  shell  similar  to  that 
(Art.  121)  between  pole  and  pole. 

If  a  N-seeking  pole  be  brought  up  to  the  N-seeking  face  of  a 
shell  none  of  the  lines  of  force  of  the  magnet  will  cut  the  shell,  but 
will  be  repelled  out  as  in  Fig.  72  ;  whereas  if  a  N-seeking  pole 
be  brought  up  to  the  S-seeking  face  of  a  shell,  large  numbers  of 
the  lines  will  be  run  into  one  another  ;  and  the  pole,  as  a  matter 
of  fact,  will  be  attracted  up  to  the  shell,  where  as  many  lines  of 
force  as  possible  are  cut  by  the  shell.  We  may  formulate 
this  action  by  saying  that  a  magnetic  shell  and  a  magnet-pole 
react  on  one  another  and  urge  one  another  in  such  a  direction 
as  to  make  tlie  number  of  li7ies  of  force  that  are  cut  hy  the  shell  a 
maximum  (Maxwell's  Rule,  Art.  204).  Outside  the  attracting  face 
of  the  shell  the  potential  is  -  wi,  and  the  pole  moves  so  as  to 
make  this  negative  quantity  as  great  as  possible,  or  to  make  the 
potential  a  minimum.  Which  is  but  another  way  of  putting  the 
matter  as  a  particular  case  of  the  general  proposition  that  bodies 
tend  to  move  so  that  the  energy  they  possess  in  virtue  of  their 
position  tends  to  run  down  to  a  minimum. 

360.  Magrnetic  Potential  due  to  Current. — Tlie  proposi- 
tions concerning  magnetic  shells  given  in  the  preceding  paragraphs 
derive  their  great  importance  because  of  the  fact  laid  down  in  Art. 
203  that  circuits,  traversed  by  currents  of  electricity,  behave  like 
magnetic  shells.  Adopting  the  electromagnetic  unit  of  current 
(Art.  353),  we  may  at  once  go  back  to  Art.  347,  and  take  the 
theorems  about  magnetic  shells  as  being  also  true  of  closed  voltaic 
cii'cuits. 

(a)  Potential  due  to  closed  circuit  (compare  Art.  348). 

The  potential  V  dv^  to  a  closed  voltaic  circuit  (traversed  by  a 
current)  at  a  point  P  wear  it^  is  equal  to  the  strength  of  the  current 
midtiplied  hy  the  solid-an^le  w  svbtended  hy  the  circuit  at  that 
point.  If  C  be  the  strength  of  the  current  in  electromagnetic 
units,  then 

Vp  =  -  wC. 

(6)  At  a  point  Q,  where  the  solid-angle  subtended  by  the 
circuit  is  Wq  instead  of  Wp,  the  potential  will  have  a  different 

value,  the  difference  of  potential  being 

Vq-  Vp=    -C(a,Q  -  cp). 

*See  note  on  Ways  of  Beckoning  ingles,  Ait.  \4Aa.iid  A^v^wdvs.  A^ 
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(c)  Mutual  Potential  of  a  Maernet-pole  and  a  Circuit. 
—  If  a  magnet -pole  of  strength  m  were  brought  up  to  P,  m 
times  as  much  work  will  be  done  as  if  the  magnet-pole  had  been 
of  unit  strength,  and  the  work  would  be  just  as  great  whether 
the  pole  m  were  brought  up  to  the  circuit,  or  the  circuit  up  to 
the  pole.     Hence,  the  mutual  potential  will  be 

-  mwC. 

But,  as  in  Art.  349,  we  may  regard  ww  as  representing  the 
number  of  lines  of  force  of  the  pole  which  are  intercepted  by  and 
pass  through  the  circuit,  and  we  may  write  N  for  that  number, 
and  say 

V=-CN, 

or  the  mutual  potential  of  a  viagnet-pole  and  a  circuit  is  equal  to 
the  strength  of  the  current  multiplied  by  the  number  of  the  magnet- 
pole^  s  lines  of  force  that  are  intercepted  by  the  circuity  taken  with 
reversed  sign. 

{d)  As  in  the  case  of  the  magnetic  shell,  fo  with  the  circuit, 
the  value  of  the  potential  changes  by  4irC  from  a  point  on  one 
side  of  the  circuit  to  a  point  just  on  the  other  side  ;  that  is  to  say, 
being  -  27rC  on  one  side  and  +  2irC  on  the  other  side,  work  equal 
to  47rC  must  be  done  in  carrying  a  unit-pole  from  one  side  to  the 
other  round  the  outside  of  the  circuit.  The  work  done  in  thus 
threading  the  circuit  along  a  path  looped  S  times  round  it  would 
be  47rSC. 

361.  (e)  Mutual  Potential  of  two  Circuits. — Two  closed 

circuits  will  have  a  mutual  potential,  depending  on  the  strengths 

of  their  respective  currents,  on  their  distance  apart,  and  on  their 

form  and  position.     If  their  currents  be  respectively  C  and  C, 

and  if  the  distance  between  two  elements  ds  and  ds'  of  the  circuits 

be  called  r,  and  e  the  angle  between  the  elements,  it  can  be  shown 

rf cos  €  _ 

that  their  muiual  potential  is  =  -  OCJJ ds  ds\        This 

expression  represents  the  work  that  would  have  to  be  done   to 

bring  up  either  of  the  circuits  from  an  infinite  distance  to  its 

present  position  near  the  other,  and  is  a.  negative  quantity  if  they 

attract  one  another.     Now,  suppose  the  strength  of  current  in 

each  circuit   to  be  unity ;   their  mutual   potential  will   in  that 

/*/'  cos  c 
case  ^qJJ  — -—  ds  ds\  a  quantity  whicli  depends  purely  upon  the 

geometrical  form  and  position  of  the  circuits,  and  for  which  we 
may  substitute  the  single  symbol  M,  which  we  will  call  the 
** coejicient  of  mutual  potential":  we  may  now  write  the  mutual 
potential  of  the  two  circuits  when  the  currents  are  C  and  C  aa 
=  -  CC'M. 
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But  we  have  seen  in  the  case  of  a  single  circuit  that  we  may 
represent  the  potential  between  a  cii'cuit  and  a  unit-pole  as  l^e 
product  of  the  strength  of  the  current  -  C  into  the  number  N  of 
the  magnet-pole's  lines  of  force  intercepted  by  the  circuit.  Hence 
the  symbol  M  must  represent  the  number  of  each  other's  lines  of 
force  mutually  intercepted  by  both  circuits,  if  each  carried  unit 
current.  If  we  call  the  two  circuits  A  and  B,  then,  when  each 
carries  unit  current,  A  intercepts  M  lines  of  force  belonging  to  B, 
and  B  intercepts  M  lines  of  force  belonging  to  A. 

Now  suppose  both  currents  to  run  in  the  same  (clock -wise) 
direction  ;  the  front  or  S-seeking  face  of  one  circuit  will  be 
opposite  to  the  back  or  N-seekiug  face  of  the  other  circuit,  and  they 
will  attract  one  another,  and  will  actually  do  work  as  they  approach 
one  another,  or  (as  the  negative  sign  shows)  negative  work  will  be 
done  in  bringing  up  one  to  the  other.  When  they  have  attracted 
one  another  up  as  much  as  possible  the  circuits  will  coincide  in 
direction  and  position  as  nearly  as  can  ever  be.  Their  potential 
energy  will  have  run  down  to  its  lowest  minimum,  their  mutual 
potential  being  a  negative  maximum,  and  their  coefficient  of 
mutual  potential  M  having  its  greatest  possible  value.  Ttoo 
circuits,  then,  are  urged  so  that  their  coejident  of  mutual  potential 
M  shall  have  the  greatest  possible  value.  This  justifies  Maxwell's 
Rule  (Art.  204),  because  M  represents  the  number  of  lines  of 
force  mutually  intercepted  by  both  circuits.  And  since  in  this 
position  each  circuit  induces  as  many  lines  of  magnetic  force  as 
possible  through  the  other,  the  coefficient  of  mutual  potential  M  is 
also  called  the  coefficient  of  mutvM  induction  (Art.  454). 


Lesson  XXVII. — The  Electromagnetic  System  of  Units 

852.  Magrnetic  Units. — All  magnetic  quantities,  strength  of 
poles,  intensity  of  magnetization,  etc.,  are  expressed  in  terms  of 
special  units  derived  from  the  fundamental  units  of  length,  mass, 
and  tim^f  explained  in  the  Note  on  Fundamental  and  Derived 
Units  (Art.  280).  Most  of  the  following  units  have  been  directly 
explained  in  the  preceding  Lesson,  or  in  Lesson  XI.  ;  the  others 
follow  from  them. 

Unit  Magnst- Pole. — The  unit  magnetic  pole  is  one  of  .such 
a  strength,  that  when  placed  at  a  distance  of  I  centimetre 
(in  air)  from  a  similar  pole  of  equal  strength,  repels  it 
with  a  force  of  1  dyne  (Art.  141). 

Magnetic  Potential. — Magnetic  potential  being  measured  by 
work  done  in  moving  a  unit  magnetic  pole  against  the 
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magnetic  forces,  the  unit  of  magnetic  potential  will  be 
measured  by  the  unit  of  work  done  on  unit-pole. 

Unit  Difference  of  Magnetic  Potential. — Unit  difference  of 
magnetic  potential  exists  between  two  points  when  it 
requires  the  expenditure  of  one  erg  of  work  to  bring  a 
(N -seeking)  unit  magnetic  pole  from  one  point  to  the 
other  against  the  magnetic  forces.  Magneiomotive-force, 
or  magnetizing  power,  is  measured  in  same  units  as  differ- 
ence of  magnetic  potential. 

Intensity  of  Magnetic  Field  is  measured  by  the  force  it  exerts 
upon  a  unit  magnetic  pole  :  hence, 

Unit  Intensity  of  Field  is  that  intensity  of  field  which  acts 
on  a  unit  (N -seeking)  pole  with  a  force  of  1  dyne.  The 
name  of  gauss  has  been  assigned  to  this  unit.  A  field 
having  an  intensity  of  6000  lines  per  square  centimetre 
would  be  described  as  6  kUogausses. 

Magnetic  FluXy  or  total  induction  of  magnetic  lines,  is  equal 
to  intensity  of  field  multiplied  by  area.  Its  unit  will  be 
one  magnetic  line,  also  called  one  maxwell. 

Magnetic  Reluctance  (see  Art.  376)  is  the  ratio  of  magneto- 
motive-force to  maguetic  flux.  Unit  reluctance  will  be 
such  that  unit  magnetomotive-force  generates  in  it  a  flux 
of  one  line. 

353.  Electromagrnetic  Units.  —  The  preceding  magnetic 
units  give  rise  to  the  following  set  of  electrical  units,  in  which 
the  strength  of  currents,  etc. ,  are  expressed  in  magnetic  measure. 
They  are  sometimes  called  "absolute  C.G.S."  units.  The  relation 
of  this  "electromagnetic"  set  of  units  to  the  "electrostatic"  set 
of  units  of  Art.  283  is  explained  in  Art.  359. 

Unit  Strength  of  Current.  — A  current  has  unit  strength  when 
one  centimetre  length  of  its  circuit  bent  into  an  arc  of 
one  centimetre  radius  (so  as  to  be  always  one  centimetre 
away  from  the  magnet-pole)  exerts  a  force  of  one  dyne 
on  a  unit  magnet-pole  placed  at  the  centre  (Art  207). 

Unit  of  Difference  of  Potential  (or  of  Electromotive-force). — 
Potential  is  work  .done  on  a  unit  of  electricity;  hence 
unit  diflFerence  of  potential  exists  between  two  points 
when  it  requires  the  expenditure  of  one  erg  of  work  to 
bring  a  unit  of  -I-  electricity  from  one  point  to  the  other 
against  the  electric  force.  Also,  unit  electromotive- 
force  is  generated  by  cutting  one  magnetic  line  per 
second. 

Unit  of  Resistance. — A  conductor  possesses  unit  resistance 
when  unit  difference  of  potential  between  its  eudsi  ca.x3£A& 
a  current  of  unit  strengtli  to  ftoYi  \,\iiou^  \\.» 
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Unit  of  Quantity  of  Electricity  is  that  quantity  which  is  con- 
veyed by  unit  current  in  one  second. 

Unit  of  Capacity, — Unit  capacity  requires  unit  quantity  to 
charge  it  to  unit  potential. 

Unit  of  Induction. — Unit  induction  is  such  that  unit  electro- 
motive-force is  induced  by  the  variation  of  the  current  at 
the  rate  of  one  unit  of  current  per  second. 

354.  Practical  Units  and  Standards.* — Several  of  the 
above  "absolute"  units  in  the  C.G,S.  system  would  be  incon- 
veniently large  and  others  inconveniently  small  for  practical  use. 
The  following  are  therefore  chosen  as  practical  units  : — 

Resistance. — The  Ohm,  =10^  absolute  units  of  resistance 
(and  theoretically  the  resistance  represented  by  the 
velocity  of  one  earth -quadrant  per  second,  see  Art.  357), 
but  actually  represented  by  the  resistance  of  a  uniform 
column  of  mercury  106*3  centimetres  long  and  14*4621 
gi'animes  in  mass,  at  0°  C.  Such  a  column  of  mercury  is 
represented  by  a  "  standard  "  ohm  (see  Appendix  B). 

Current.  —  The  Ampere  (formerly  called  the  "  weber "), 
— 10"^  absolute  units  ;  practically  represented  by  the 
current  which  deposits  silver  at  the  rate  of  0*001118 
gramme  per  second  (see  Appendix  B). 

EUctromotive-foi-ce. — The  Volt,  =10^  absolute  units,  is  that 
E.M.F.  which  applied  to  1  ohm  will  produce  in  it  a 
current  of  1  ampere;  being  \%^  of  the  E.M.F.  of  a 
Clark  standard  cell  at  15"  C.     (See  Appendix  C.) 

Quantity. — The  Coulomb,  =10~^  absolute  units  of  quantity ; 
being  the  quantity  of  electricity  conveyed  by  1  ampere 
in  one  second. 

Capacity. — The  Farad,  =10"^  (or  one  one  -  thousand- 
millionth)  of  absolute  unit  of  capacity ;  being  the  capacity 
of  a  condenser  such  as  to  be  changed  to  a  potential  of 
1  volt  by  1  coulomb.  The  microfarad  or  millionth  part 
of  1  farad  =10-^^  absolute  units. 

Work. — The  Joule,  =10^  absolute  units  of  work  (ergs),  is 
represented  by  energy  expended  in  one  second  by  1 
ampere  in  1  ohm. 

Poxoer  — The  Watt,  =10^  absolute  units  of  power  (ergs  per 
second),  is    power    of   a    current   of    1    ampere  flowing 


*  The  word  "unit"  expresses  our  conception  in  the  abstract  of  a  unit 
quantity,  sucli  as  those  defined  in  the  preceding  Articles.     A  "standard" 
is  the  concrete  thing  with  which  we  comiwre  quantities  to  be  measured, 
such  08  a  centimetre  scale  or  a  standard  cell. 
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untler  a  pressure  of  1  volt^     It  is  equal  to  1  joule  per 
second,  and  is  approximately  j\^  of  one  horse-power. 
Induction.  — The  Henry,  =  10®  absolute  units  of  induction, 
is  the  induction  in  a  circuit  when  the  electromotive-force 
induced   in   this   circuit   is  1  volt,  while   the   inducing 
current  varies  at  the  rate  of  1  ampere  per  second. 
Seeing,  however,  that .  quantities  a  million  times  as  great  as 
some  of  these,  and  a  million  times  as  small  as  some,  have  to  be 
measured  by  electricians,   the  prefixes  megra-  and  micro-  are 
sometimes  used  to  signify  respectively  *'one  million"  and  "one- 
millionth  part."     Thus  a  megohm  is  a  resistance  of  one  million 

ohms,  a  microfarad  a  capacity  of  joooow  °^  *  farad,  etc.  The 
prefix  kilo-  is  used  for  "one  thousand,"  and  milli-  for  "one- 
thousandth  part" ;  thus  a  kilowatt  is  1000  watts,  &ndmilli' ampere 
is  the  thousandth  part  of  1  ampere. 

The  * '  practical "  system  may  be  regarded  as  a  system  of  units 
derived  not  from  the  fundamental  units  of  centimetre,  gramme, 
and  secmid,  but  from  a  system  in  which,  while  the  unit  of  time 
remains  the  second,  the  units  of  length  and  mass  are  respectively 
the  earth- quadrant  and  10"^^  gramme. 

356.  Use  of  Index  Notation. — Seeing  that  electricians  have  to 
deal  with  quantities  requiring  in  some  cases  very  large  numbers, 
and  in  other  cases  very  small  numbers,  to  express  them,  a  system 
of  index  notation  is  adopted,  in  order  to  obviate  the  use  of  long 
rows  of  ciphers.  In  this  system  the  significant  figures  only  of  a 
quantity  are  put  down,  the  ciphers  at  the  end,  or  (in  the  case  of  a 
long  decimal)  at  the  beginning,  being  indicated  by  an  index 
written    above.  Accordingly,    we    may    write     a    thousand 

(=  10  X  10  X  10)  as  10^  and  the  quantity  42,000  may  be 
written  42  x  10^.  The  British  National  Debt  of  £770,000,000 
may  be  written  £77  x  10^.  Fractional  quantities  will  have 
negative  indices  when  written  as  exponents.  Thus  -^^jf  (=  0*01) 
=  1  4-  10  -4-  10  =  10-2.  An(i  80  the  decimal  0*00028  will  be 
written  28  x  10"^  (being  =  28  x  -00001).  The  convenience  of  this 
method  will  be  seen  by  an  example  or  two  on  electricity.  The 
electrostatic  capacity  of  the  earth  is  630,000,000  times  that  of  a 
sphere  of  one  centimetre  radius,  =  63  x  10^  (electrostatic)  units. 
The  resistance  of  selenium  is  about  40,000,000,000,  or  4  x  lO^^* 
times  as  great  as  that  of  copper  ;  that  of  air  is  about  lO^*,  or 

1 00, 000, 000, 000, 000, 000, 000, 000, 000 

times  as  great.  The  velocity  of  light  is  about  30,000,000,000 
centimetres  per  second,  or  3  x  10^^. 

856.    Dimensions  of  Mafifnetic  and  ElectrotcuajSCkfi^uS.^ 
Units.— The  fundamental  idea  oi  **  dvoxon^iavoW'  S&  ^i,.^<KkS^^  Nic^ 
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Art.  284.     A  little  consideration  will  enable  the  student  to  deduce 
for  himself  the  following  table : — 


m 

V 
H 
N 
Z 


c 
Q 

V 

E 

R 

K 

W 

L 
M 


Units. 


{Magnetic. ) 

{Strength  of  pole  1 

Quantity  of  magnetism  / 

Magnetic  Potential 

Intensity  of  Field 

Magnetic  Flux 

Reluctance 


{Electroinaynetk. ) 

Current  (strength) 

Quantity 

Potential 
Electromotive- force 

Resistance 

Capacity 

Power 

Self- Induction        ] 
Mutual  Induction  ( 


} 


—  >/ force  X  (distance) 2 

=  work  -f-  strength  of  pole 

=  force  -i-  strength  of  pole 

=  intensity  x  area 

=  flux  -f-  mag.  potential 


—  intensity  of  field  x  length  = 
=  current  x  time  = 

—  work  -i-  quantity  — 

=  E.M.F.-^  current  = 

=  quantity  -f-  potential  =: 

—  current  x  potential  = 

=  E.M.F.  -r  current  per  sec.  = 


Dimension 


m^lW 

M^L^T" 
M^  L~i  T 

M^    L^    1 
L 

m^lV 

M^L^ 

M*L*T~ 
LT-^ 

L-it' 
ML'T"' 

L 


367.  Resistance  expressed  a.s  a  Velocity. — It  will  be  seen, 
on  reference  to  the  above  table  of  *  *  Dimensions  "  of  electromagnetic 
units,  that  the  dimensions  of  resistance  are  given  as  LT~\  which 
are  the  same  dimensions  (see  Art.  284)  as  those  of  a  velocity. 
Every  resistance  is  capable  of  being  expressed  as  a  velocity.  The 
following  considerations  may  assist  the  student  in  forming  a 
physical  conception  of  this.  Suppose  we  have  a  circuit  com- 
posed of  two  horizontal  rails  (Fig.  176),  CS  and  DT,  1  centim. 
apart,  joined  at  CD,  and  completed  by  means  of  a  sliding  piece 
A  6.  Let  this  variable  circuit  be  placed  in  a  uniform  magnetic 
field  of  unit  intensity,  the  lines  of  force  being  directed  vertically 
downwards  through  the  circuit.  If,  now,  the  slider  be  moved  along 
towards  ST  with  a  velocity  of  n  centimetres  per  second^  the  number 
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of  additional  lines  of  force  embraced  by  the  circuit  will  increase  at 
the  rate  n  per  second  ;  or,  in  other  words,  there  will  be  an  induced 
electromotive-force  (Art.  225)  impressed  upon  the  circuit,  which 
will  cause  a  current  to  flow  through  the  slider  from  A  to  B.  Let 
the  rails  have  no  resistance,  then  the  strength  of  the  current  will 
depend  on  the  resistance  of  AB.     Now  let  AB  move  at  such  a 


rate  that  the  current  shall  be  of  unit  strength.  If  its  resistance 
be  one  "  absolute  "  (electromagnetic)  unit  it  need  only  move  at  the 
rate  of  1  centim.  per  second.  If  its  resistance  be  greater  it  must 
move  with  a  proportionately  greater  velocity  ;  the  velocity  at  which 
it  must  move  to  keep  up  a  current  of  unit  strength  being  numeri- 
cally equal  to  its  resistance.  The  resistance  knovm  as  "  one  ohm  " 
is  intended  to  be  10^  absolute  electromagnetic  units,  and  therefore 
is  represented  by  a  velocity  o/"  10*  centimetres,  or  ten  million  metres 
(one  earth-quadrant)  per  second. 

358.  Evaluation  of  the  Ohm. — The  system  of  "  practical " 
units  was  originally  devised  by  a  committee  of  the  British  Associa- 
tion, who  also  determined  the  value  of  the  "ohm"  by  experiment 
in  1863,  and  constructed  standard  resistance  coils  of  German -silver, 
called  "B.A.  Units"  or  "ohms." 

There  are  several  ways  of  measuring  the  absolute  value  of  the 
resistance  of  a  wire.  One  method  (Joule's)  is  to  measure  the  heat 
produced  in  it  by  a  known  current  and  calculate  its  resistance  by 
Joule's  law  (Art.  427).  Another  method  (Weber's)  is  to  measure 
in  absolute  units  the  current  that  is  sent  through  the  wire  by  an 
electromotive-force  which  is  also  measured  in  some  absolute  way. 
The  ratio  of  the  latter  to  the  former  gives  the  value  of  the  resist- 
ance. Weber's  method  involved  spinning  a  coil  in  a  magnetic 
field  which  would  generate  alternate  currents.  Kohlrausch  used 
an  induction  coil  to  generate  the  E.M.F.  Lorenz  proposed  a 
method  in  which  a  disk  was  spun.  Foster  a  zero  method  in  which 
the  E.  M.  F.  in  the  spinning  coil  was  balanced.  Lord  Kelvin  pro  ■ 
posed  to  the  British  Association  Committee  a  modification  of 
Weber's  method  as  follows.  It  being  impracticable  to  give  to 
a  horizontal  sliding-piece  so  high  a  velocity  as  was  necessitated 
the  velocity  which  corresponded  to  the  resistance  of  «.  ^\x<^  ^-^Si 
measured  in  the  following  way  *. —  A-xm^  oi  \«\\fe  V5A  ^jaaxv-^  "coKVij^^ 
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pivoted  about  a  vertical  axis,  as  in  Fig.  177,  was  made  to  rotate 
very  rapidly  and  uniformly.  Such  a  ring  in  rotating  cuts  the  lines 
of  force  of  the  earth's  magnetism.  The  northern  half  of  the  ring, 
in  moving  from  west  toward  east,  will  have  (see  Rule,  Art.  225)  an 
upward  current  induced  in  it,  while  the  southern  half,  in  crossing 
from  east  toward  west,  will  have  a  downward  current  induced  in  it. 
Hence  the  rotating  ring  will,  as  it  spins,  act  as  its  own  galvano- 
meter if  a  small  magnet  be  hung  at  its  middle  ;  the  magnetic  effect 
due  to  the  rotating  coil  being  proportional  directly  to  the  horizontal 
component  of  the  earth's  magnetism,  to  the  velocity  of  rotation, 

and  to  the  number  of  turns  of 
wii'e  in  the  coil,  and  inversely 
proportional  to  the  resistance 
of  the  wire  of  the  coils.  Hence, 
all  the  other  data  being  known, 
the  resistance  can  be  calculated 
and  measured  ds  a  veU>cUy, 
The  earliest  ohms  or  B,A, 
units  were  constructed  by 
comparison  with  this  rotating 
coil ;  but  there  being  some 
doubt  as  to  whether  the  B.  A. 
unit  really  represented  !()• 
centims.  per  second,  a  redeter- 
mination of  the  ohm  was  sug- 
gested in  1880  by  the  British 
Association  Committee.  At  the  first  International  Congress  of 
Electricians  in  Paris  1881,  the  project  for  a  redetermination  of 
the  ohm  was  endorsed,  and  it  was  also  agreed  that  the  practical 
standards  should  no  longer  be  constructed  in  German  -  silver 
wire,  but  tliat  they  should  be  made  upon  the  plan  originally 
suggested  by  Siemens,  by  defining  the  practical  ohm  as  the 
resistance  of  a  column  of  pure  mercury  of  a  certain  length,  and 
of  one  millimetre  of  cross -section.  The  original  "  Siemens'  unit " 
was  a  column  of  mercury  one  metre  in  length,  and  one  square 
millimetre  in  section,  and  was  rather  less  than  an  ohm  (0*9540 
B.A.  unit).  Acting  on  measurements  made  by  leading  physicists 
of  Europe,  the  Paris  Congress  of  1884  decided  that  the  mercury 
column  representing  the  "legal"  ohm  should  be  106  centimetres 
in  length.  This  was,  however,  never  legalized  in  this  country  or 
in  America,  as  it  was  known  to  be  incorrect.  Lord  Rayleigh's 
determination  gave  106 '21  centimetres  of  mercurj',  as  representing 
the  true  theoretical  ohm  ( =  10^  absolute  units) ;  and  Rowland's 
determinations  at  Baltimore  came  slightly  higher.  The  British 
Association  Committee  in  1892  agreed  to  lengthen  it  to  106*3 
eentims.,  and  to  define  by  mass  instead  of  section.     This  wa« 


Fig.  177. 
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decided  finally  as  the  international  ohm  by  the  Congress  of  Chicago 
in  1893.  These  international  units  are  now  legalized  in  Eng- 
land and  the  United  States.  The  order  signed  by  Her  Majesty  in 
Council  and  issued  through  the  Board  of  Trade  is  given  in  Appen- 
dix B. 

The  old  B.A.  unit  is  only  0*9863  of  the  true  ohm  ;  the  Siemens* 
unit  is  only  0*9408. 

359.  Ratio  of  the  Electrostatic  to  the  Electromaernetic 
Units.  — If  the  student  will  compare  the  Table  of  Dimensions  of 
Electrostatic  Units  of  Art.  283  with  that  of  the  Dimensions  of 
Electromagnetic  Units  of  Art.  366,  he  will  observe  that  the  dimen- 
sions assigned  to  similar  units  are  different  in  the  two  systems. 
Thus,  the   dimensions  of  "Quantity"    in    decirostatic    measure 

are    Ma    L'    T~\  and  in  electromagnetic  me&sure  they  are  M^L^. 

Dividing  the  former  by  the  latter  we  get  LT~^>  a  quantity  which 
we  at  once  see  is  of  the  nature  of  a  velocity.  This  velocity  occurs 
in  every  case  in  the  ratio  of  the  electrostatic  to  the  electromagnetic 
measure  of  every  unit.  It  is  a  definite  concrete  velocity,  and 
represents  that  velocity  at  which  two  electrified  particles  must 
travel  along  side  by  side  in  order  that  their  mutual  electromagnetic 
attraction  (considerid  as  equivalent  in  so  moving  (Art.  397)  to 
two  parallel  currents)  shall  just  equal  their  mutual  electrostatic 
repulsion  (see  Art.  260).  This  velocity,  **^?,"  which  is  of  enormous 
importance  in  the  electromagnetic  theory  of  light  (Art.  518),  has  been 
measured  in  several  ways. 


Unit. 

Electrostatic. 

Electromagnetic, 

Ratio. 

Quantity     . 

M^ 

lA 

T-i 

M^    L^ 

LT-i     =    V 

Potential     . 

M^ 

li 

T-i 

M5    L^     T-2 

L-^T  =l/v 

Capacity     . 

L 

L-^   t' 

i;^T-2=,>2 

Resistance  . 

L-^ 

T 

L       T-' 

L-2T2=l/«2 

[a)  "Weber  and  Kohlrausch  measured  the  electrostatic  unit  of 
quantity  and  compared  it  with  the  electromagnetic  unit  of  quantity, 
and  found  the  ratio  v  to  be  =  3*1074  x  10^®  centims.  per  second. 

{b)  Lord  Kelvin  compared  the  two  units  of  potential  and  found 


and  later. 


=  2*825 
=  2*93 


^  10^0, 
X  10^0, 
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(c)  Professor  Clerk  Maxwell  balanced  a  force  of  electrostatic 
attraction  against  one  of  electromagnetic  repulsion,  and  found 

V  =2-88       X  10^0. 

{d)  Professors  Ajrrton  and  Perry  measured  the  capacity  of  a 
condenser  electromagnetically  by  discharging  it  into  a  ballistic 
galvanometer,  and  electrostatically  by  calculations  from  its  size, 
and  found 

V  =2-980     X  IQio. 

The  velocity  of  light  according  to  latest  values  is — 

=  2-9992   X  IQio  ; 

so  we  take  t?  as  3  x  10^°,  or  thirty  thousand  million  centimetres  per 
second. 

360.  Bationalization  of  Dimensions  of  Units.  —  It  seems 
absurd  that  there  should  be  two  different  units  of  electricity  ;  still 
more  absurd  that  one  unit  should  be  thirty  thousand  million  centi- 
metres per  second  greater  than  the  other.  It  also  seems  absurd 
that  the  dimensions  of  a  unit  of  electricity  should  have  fractional 

powers,  since  such  quantities  as  M^  and  L^  are  meaningless. 
These  irrational  things  arise  from  the  neglect  to  take  account  of 
the  properties  of  the  medium  in  applying  the  law  of  inverse 
s<juares  to  form  definitions  of  the  unit  of  electricity  in  the 
electrostatic  system,  and  of  the  unit-pole  in  the  magnetic  system. 
If  we  were  to  insert  the  dielectric  constant  k  in  the  former,  and  the 
permeability  fi  in  the  latter,  we  might,  if  we  knew  the  dimensions 
of  these  quantities,  be  able  to  rationalize  the  dimensional  formulae. 
But  we  do  not  know  their  dimensions.  Riicker  has,  however,  shown 
that  they  can  be  rationalized,  and  the  two  sets  of  units  brought 
into  agreement,*  by  assuming  that  the  product  k/j.  has  the  dimen- 
sions of  the  reciprocal  of  the  square  of  a  velocity  :  or  v  =  l/\/ktL. 
If  k  were  the  reciprocal  of  the  rigidity  of  the  ether,  and  /x  its 
density,  v  would  represent  the  velocity  of  propagation  of  waves  in 
it.     Compare  Art.  518  on  electromagnetic  theory  of  light. 

361.  Earth's  Magrnetic  Force  in  Absolute  Units. — 
In  making  absolute  determinations  of  current  by  the  tangent 
galvanometer,  or  of  electromotive- force  by  the  spinning  coil,  it  is 
needful  to  know  the  absolute  value  of  the  earth's  magnetic  field, 
or  of  its  horizontal  component.  The  intensity  of  the  earth's 
magnetic  force  at  any  place  is  the  force  with  which  a  magnet-pole 
of  unit  strength  is  attracted.  As  explained  in  Art.  153,  it  is  usual 
to  measure  the  horizontal  component  H  of  this  force,  and  from  this 
and  the  cosine  of  the  angle  of  dip  to  calculate  the  total  force, 
as   the   direct   determination   of  the   latter   is   surrounded   with 

*  See  Everett's  Units  and  Physical  Canstants^  4th  edition  (1893),  p.  208. 
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difficulties.  To  determine  H  in  absolute  (or  C.G.S.)  units,  it  is 
necessary  to  make  two  observations  with  a  magnet  of  magnetic  moment 
M  (Art.  135).  In  one  of  these  observations  the  product  MH  is 
determined  by  a  method  of  oscillations  (Art.  133) ;  in  the  second 

M 

the  quotient  —  is  determined  by  a  particular  method  of  deflexion 

(Art.  138).  The  square  root  of  the  quantity  obtained  by  dividing 
the  former  by  the  latter  will,  of  course,  give  H. 

(i.)  Determination  of  MH. — The  time  T  of  a  complete  oscilla- 
tion to  and  fro  of  a  magnetic  bar  is 

T  =  27r  V  MH' 

where  K  is  the  *'  moment  of  inertia  "  of  the  magnet.     This  formula 

is,    Ijowever,    only   true   for  very  small  arcs  of  vibration.  .    By 

simple  algebra  it  follows  that 

,,„        47r2K 
MH  =  -^. 

Of  these  quantities  T  is  ascertained  by  a  direct  observation  of 
the  time  of  oscillation  of  the  magnet  hung  by  a  torsionless  fibre  ; 
and  K  can  be  either  determined  experimentally  or  by  one  of  the 
following  formulae : — 

(Z*        a^\ 
—  +  -J  )* 


For  a  rectangular  bar         K=m) 


72  +  62 


•o 


where  w  is  the  mass  of  the  bar  in  grammes,  I  its  length,  a  its 

radius  (if  round),  6  its  breadth,  measured  horizontally  (if  rectangular). 

M 
(ii.)  Determination  of   — . — The   magnet  is  next    caused    to 

deflect  a  small  magnetic  needle  in  the  following  manner,  "  broadside 

on."     The   magnet   is   laid  horizontally   at  right   angles   to   the 

magnetic  meridian,  and  so  that  its  middle  point  is  (magnetically) 

due  south  or  due  north  of  the  small  needle,  and  at  a  distance  r 

from  its  centre.      Lying  thus  broadside  to  the   small   needle  its 

N-pole  will  repel,  and  its  S-pole  attract,  the  N-pole  of  the  needle, 

and  will  exercise  contrary  actions  on  the  S-pole  of  the  needle. 

The  total  action  of  the  magnet  upon  the  needle  will  be  to  deflect 

the  latter  through  an  angle  5,  whose  tangent  is  directly  proportional 

M 
to  — ,  and  inversely  proportional  to  the  ciibe  of  the  distance  r  ;  or 
H 

—  =  r^  tan  5. 
H 

2  A 
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Dividing  the  former  equation  by  this,  and  taking  the  square  root, 
we  get 


_  27r      / 

■"   TV  , 


K 


r*  tan  5* 


Lesson  XXVIII. — Properties  of  Iron  and  Steel 

362.  Magnetization  of  Iron. — When  a  piece  of 
magnetizable  metal  is  placed  in  a  magnetic  field,  some  of 
the  lines  of  magnetic  force  run  through  it  and  magnetize 
it.  The  intensity  of  its  magnetization  will  depend  upon 
the  intensity  of  the  field  into  which  it  is  put  and  upon 
the  metal  itself.  There  are  two  ways  of  looking  at  the 
matter,  each  of  which  has  its  advantages.  We  may  think 
about  the  internal  condition  of  the  piece  of  metal,  and 
of  the  number  of  magnetic  lines  that  are  running  through 
it  and  emerging  from  it  into  the  surrounding  space.  This 
is  the  modern  way.  Or  we  may  think  of  the  magnetism 
of  the  iron  or  other  metal  as  something  resident  on  the 
polar  surfaces,  and  expressed  therefore  in  units  of  magnet- 
ism. This  is  the  old  way.  The  fact  that  soft  iron  placed 
in  the  magnetic  field  becomes  highly  magnetic  may  then 
be  expressed  in  the  following  two  ways  :  (1)  when  iron 
is  placed  in  the  magnetic  field,  the  magnetic  lines  run  in 
greater  quantities  through  the  space  now  occupied  by  iron, 
for  iron  is  very  perme(ible  to  the  lines  of  magnetic  induction, 
being  a  good  conductor  of  the  magnetic  lines  ;  (2)  iron 
when  placed  in  the  magnetic  field  develops  strong  poles 
on  its  end-surfaces,  being  highly  susceptible  to  magnetiza- 
tion. Each  of  these  ideas  may  be  rendered  exact  by  the 
introduction  of  appropriate  coefficients. 

363.  Permeabihty.  —  The  precise  notion  now 
attached  to  this  word  is  that  of  a  numerical  coefficient 
Suppose  a  magnetic  force — due,  let  us  say,  to  the  circula- 
tion of  an  electric  current  in  a  surrounding  coil — were  to 

act  on  a  apace  occupied  by  air,  there  would  result  a  certain 
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number  of  magnetic  lines  in  that  space.  In  fact,  the 
intensity  of  the  magnetic  force,  symbolized  by  the  letter 
H,  is  often  expressed  by  saying  that  it  would  produce  H 
magnetic  lines  per  square  centimetre  in  air.  Now,  owing 
to  the  superior  magnetic  power  of  iron,  if  the  space 
subjected  to  this  magnetic  force  were  filled  with  iron 
instead  of  air,  there  would  be  produced  a  larger  number 
of  magnetic  lines  per  square  centimetre.  This  larger 
number  expresses  the  degree  of  magnetization  *  or  density 
of  the  magnetic  flux  in  the  iron  ;  it  is  symbolized  by  the 
letter  B.  The  ratio  of  B  to  H  expresses  the  permeMlity 
of  the  material.  The  usual  symbol  for  the  permeability 
is  the  Greek  letter  /a.  So  we  may  say  that  the  flux- 
density  B  is  equal  to  fx  times  the  magnetic  force  H,  or 

/x  =  B/H. 

For  example,  a  certain  specimen  of  iron,  when  subjected 
to  a  magnetic  force  capable  of  creating,  in  air,  50  mag- 
netic lines  to  the  square  centimetre,  was  found  to  be 
permeated  by  no  fewer  than  16,062  magnetic  lines  per 
square  centimetre.  Dividing  the  latter  figure  by  the 
former  gives  as  the  value  of  the  permeability  at  this 
stage  of  the  magnetization  321,  or  the  permeability  of 
the  iron  is  321  times  that  of  air. 

The  permeability  is  always  positive  :  for  empty  space 
it  is  1,  for  air  it  is  practically  1  ;  for  magnetic  materials 
it  is  greater  than  1,  for  diamagnetic  materials  it  is  slightly 
less  than  1.     In  air,  etc.,  B  =  H. 

Where  the  magnetic  lines  emerge  into  the  air  at  a 
polar  surface  they  are  of  course  continuous  with  the 
internal  lines  :  the  value  of  B  just  inside  the  polar  surface 
is  the  same  as  that  of  B  in  the  air  just  outside  it. 

The  permeability  of  such  non-magnetic  materials  as 

*  The  actual  number  of  magnetic  lines  that  run  through  unit  area  of 
cross-section  in  the  iron  or  other  material — denoted  by  the  symbol  B— is 
called  by  several  names  —  "the  permeation,"  "the  internal  magnetization," 
or  "the  induction."     The  last  name,  unfortunately  wa^d.  Vj  "\&»s::«^ik. 
and  Hopkinson,  is  to  be  avoided.    A  \>etter  D&xaQ  \a  ^^  t^x£LA«;tv»Ni  T 
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Bilk,  cotton,  and  other  insulators,  also  of  brass,  coppei',  aud 
all  the  non- magnetic  metals,  is  taken  at  1,  being  practically 
the  same  as  that  of  th«  air. 

This  mode  of  espreaaii^  the  facts  is,  however,  com- 
plicated, by  the  fact  of  the  tendency  iu  all  kinds  of  iron 
to  magnetic  saturation.  In  all  kinds  of  iron  the  mag- 
nettzability  of  the  material  becomes  diminished  as  the 
actual  magnetization  is  pushed  further.  In  other  words, 
when  a.  piece  of  iron  has  been  magnetized  up  to  a  certain 
degree,  it  becomes,  from  that  degree  onward,  less  permeable 
to  further  magnetization,  and  though  actual  saturation  is 
never  reached,  there  ia  a  practical  limit  beyond  which  it 
cannot  well  be  pushed.  Joule  discovered  this  tendency 
tfl  a  limits  The  practical  limit  of  B  in  good  wroi^ht 
iron  is  about  20,000  lines  per  square  centimetre,  or  in 
cast  iron  about  1 2,000.  Using  extraordinary  mt^etizing 
forces,  Ewing  has  found  it  possible  to  increase  B  to  45,000, 
and  Du  Bois  has  reached  60,000  lines  per  square  centi- 
metre. Manganese  ateel  is  curiously  non  -  magnetic : 
Hopkinson  found  310  aa  the  maximum  Hux-deasity  B. 

364.  Curves  of  Magnetization.^ — A   convenient 

mode   of    studying   the    m^netio  facts    respecting   any 

particular  brand  of  iron  is  tfl 

yT^^^^iS^^^I     of    magnetization  —  i.e.     the 
rm™  V--^-^^>^^.        ,-    j.,|j.^g   jjj   ^iiicii    ihe    values, 

Bono  t--^^^^^^-     ,'-    ■^-    plotted  horizontally,  represent 

I  i&^^^I^_J     ''^^  magnetic  force  H,  and  the 

*™°  yff^V^^^^    \       ;     values  plotted  vertically  those 

9^^'^^'\        I        :       ^    that  correspond  to  the  reapec- 

a   s  ID      30      30     *o     50    j.j^^  magnetization  B.     In  Fig. 

Fig.  178.  ^^g^  ^j^.^jj  j^  modified  from 

the  researches  of  Ewing,  are  given  iive  curves  relating 

to  soft  iron,  hardened  iron,   annealed   st    I    ha  d  d  awn 

steel,  and   glass-hard  steel.     It  will  be   n  t  ced   that  all 

these  curves  have  the  same  general  form   an  I  that  there 

are  three  etagea.     (1)  For  small  values  ol  H  the    alu  sof 
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B  are  small,  and  as  H  is  increased  B  increases  gradually. 
(2)  The  curve  rises  very  suddenly,  at  least  with  all  the 
softer  sorts  of  iron.  (3)  The  curve  then  bends  over  and 
becomes  nearly  horizontal,  B  increasing  very  slowly. 
When  the  magnetization  is  in  the  stage  below  the  bend 
of  the  curve,  the  iron  is  said  to  be  far  from  the  state  of 
saturation.  But  when  the  magnetization  has  been  pushed 
beyond  the  bend  of  the  curve  into  the  third  stage,  the 
iron  is  said  to  be  approaching  saturation,  because  at  this 
stage  of  magnetization  it  requires  a  large  increase  in  the 
magnetizing  force  to  produce  even  a  very  small  increase 
in  the  ma«'netization.  It  will  be  noted  that  for  soft 
wrought  iron  the  stage  of  approaching  saturation  sets  in 
when  B  has  attained  the  value  of  about  16,000,  or  when 
H  has  been  raised  to  about  50.  The  student  is  strongly 
advised  to  plot  for  himself  similar  curves  from  the  sub- 
joined table,  which  relates  to  the  permeabilities  of  some 
samples  of  iron  examined  by  Hopkinson. 


Annea-led  Wrought  Iron. 

Grey  Cast  Iron. 

B 

^ 

H 

B 

^ 

H 

5,000 
9,000 
10,000 
11,000 
12,000 
13,000 
14,000 
15,000 
16,000 
17,000 
18,000 
19,000 
20,000 

3000 

2250 

2000 

1692 

1412 

1083 

823 

526 

320 

161 

90 

54 

30 

1-66 
4 
5 

6-5 
8-5 
12 
17 
28-5 
50 
105 
200 
350 
666 

4,000 
5,000 
6,000 
7,000 
8,000 
9,000 
10,000 
11,000 

800 

500 

279 

133 

100 

71 

53 

37 

5 

10 

21-5 

42 

80 
127 
188 
292 

It  will  be  noted  that  at  early  stages  of  tke.  vsxi^j^'^iaw- 
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tion,  in  moderately  weak  fields  where  H  is  less  than 
about  5,  the  permeability  has  enormous  values.  But 
for  values  of  H  less  than  about  0*5  the  permeability  is 
quite  small,  usually  about  300. 

The  three  stages  observed  in  the  magnetization  are 
explained  in  E wing's  molecular  theory  (Art  127). 

If  iron  is  compressed  its  permeability  decreases  ;  if 
subjected  to  tensile  stress  it  is  increased,  provided  the 
field  is  not  too  intense.  Villari  found  that  beyond  a 
certain  intensity  tension  diminishes  the  permeability. 

365.  Susceptibility. — Suppose  a  magnet  to  have 
m  units  of  magnetism  on  each  pole  ;  then  if  the  length 
between  its  poles  is  I,  the  product  ml  is  called  its  magnetic 
moment,  and  the  magnetic  moment  divided  by  its  volume 
is  called  its  intensity  of  magnetization;  this  term  being 
intended,  though  based  on  surface-imit  of  pole  strength, 
to  convey  an  idea  as  to  the  internal  magnetic  state. 
Seeing  that  volume  is  the  product  of  sectional  area  into 
length,  it  follows  that  if  any  piece  of  iron  or  steel  of 
uniform  section  had  its  surface  magnetism  situated  on  its 
ends  only,  its  intensity  of  magnetization  would  be  equal 
to  the  strength  of  pole  divided  by  the  area  of  end  surface. 
Writing  I  for  the  intensity  of  magnetization  we  should 
have 

T  —  ™*S*  moment _'^n,yl _7n^ 
volume  s  X  /       s 

Now,  supposing  this  intensity  of  magnetization  were 
due  to  the  iron  having  been  put  into  a  magnetic  field  of 
intensity  H,  the  ratio  between  the  resulting  intensity  of 
magnetization  I  and  the  magnetizing  force  H  producing 
it  is  expressible  by  a  numerical  coefficient  of  magnetization, 
or  stisceptibility,  k.     "We  may  write 

I  =  A:H, 
or  Ic  =  I/H. 

This  may    be   looked    at   as    saying    that   for    every 
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magnetic  line  in  the  field  there  will  be  k  units  of 
magnetism  on  the  end  surface.  In  magnetic  substances 
such  as  iron,  steel,  nickel,  etc.,  the  susceptibility  k  has 
positive  values  ;  but  there  are  many  substances  such  as 
bismuth,  copper,  mercury,  etc.,  which  possess  feeble 
negative  coefficients.  These  latter  are  termed  "diamag- 
netic"  bodies  (Art.  369)  and  are  apparently  repelled  by 
the  poles  of  magnets.  It  was  shown  at  end  of  Art.  338 
that  there  are  47r  magnetic  lines  proceeding  from  each 
unit  of  pole  magnetism.  Hence  if,  as  shown  above,  each 
line  of  force  of  the  magnetising  field  produces  k  units  of 
magnetism  there  will  be  Avk  lines  added  by  the  iron  to 
each  1  line  in  the  field,  or  the  permeability  of  the  iron 
//  is  equal  to  1  +  47rk.  It  follows  that  B  =  H  +  47rA;H. 
This  shows  that  B  may  go  on  increasing  as  long  as  H  is 
increased,  having  no  true  limit.  But  since  k  decreases  as 
saturation  sets  in,  the  surface  magnetization  I  (or  B  —  H 
to  which  it  is  proportional)  may  have  a  true  limit.  This 
maximum  of  B  -  H  appears  to  be  about  21,360  in 
wrought  iron,  15,580  in  cast  iron,  and  5660  in  nickeL 

In  the  following  table  are  given  some  figures  from  the 
researches  of  Bidwell  on  wrought  iron. 


1    ---.-- 

H 

k 

I 

1 

B 

3-9 

151-0 

587 

1899  1 

7390 

10-3 

89-1 

918 

1121-4 

11650 

40- 

30-7 

1226 

386-4 

15460 

115- 

11-9 

1370 

150-7 

17330 

208- 

7-0 

1452 

88-8 

18470 

427- 

3-5 

1504 

45-3 

19330 

585- 

2-6 

1530 

33-9 

19820 

Everett  has  calculated  (from  Gauss's  observations)  that 
the  intensity  of  magnetization  of  the  earth  is  only  0*0790, 
or  only  yttirj-  ^^  "w^t  it  would  be  if  the  globe  were 
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wholly  iron.  In  weak  magnetic  fields  the  susceptibility 
of  nickel  exceeds  by  about  five  times  that  of  iron  ;  but  in 
strong  fields  iron  is  more  susceptible. 

366.  Measurement  of  Permeability. — There  are 
several  ways  of  measuring  the  permeability  of  iron  :  they 
all  involve  a  measurement  of  B. 

(a)  Magnetometer  Methods. — The  pole  strength  of  long 
bars,  when  magnetized  by  a  coil  around  them,  can  be 
measured  by  a  magnetometer  (Art.  138),  and  from  this  N 
is  found  by  multiplying  by  Air. 

(b)  Induction  Methods. — Rings  of  iron  which,  having 
no  poles,  cannot  be  measured  by  the  magnetometer  are 
measured  inductively.  Upon  the  ring  is  wound  a 
magnetizing  coil,  and  also  an  exploring  coil  (Art.  232) 
which  is  connected  to  a  ballistic  galvanometer.  On 
turning  on  or  off  the  magnetizing  current,  or  reversing 
it,  induced  currents  are  generated,  giving  a  throw  in  the 
galvanometer  proportional  to  the  number  of  magnetic 
lines  which  have  been  made  or  destroyed.  Iron  rods  can 
be  examined  by  the  same  means. 

(c)  Traction  Methods. — The  pull  needed  to  separate  the 
two  halves  of  a  divided  rod,  or  divided  ring,  is  (Art  384) 
proportional  to  the  square  of  B.  Bidwell  and  others  have 
used  this  for  measuring  permeability. 

{d)  Optical  Methods. — Du  Bois  has  used  a  method 
based  on  Kerr's  discovery  (Art.  527)  of  magneto-optic 
rotation. 

367.  Residual  Effects.  —  The  retention  of  mag- 
netism by  steel,  lodestone,  hard  iron,  and  even  by  soft 
iron  if  of  elongated  shape,  has  been  already  described 
(Art.  98).  Some  other  residual  effects  must  now  be 
noted.  It  is  found  that  if  a  new  piece  of  iron  or  steel  is 
subjected  to  an  increasing  magnetizing  force,  and  then 
the  magnetizing  force  is  decreased  to  zero,  some  magnetism 
remains.  If  the  results  are  plotted  out  in  a  curve  it 
exhibits  the  following  peculiarities.  On  first  gradually 
increasing  H  from  o,  B  rises  as  we  have  seen  in  Art.  364. 
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If  when  the  curve  has  risen  to  a  (Fig.  179)  H  is  now 
decreased,  the  descending  curve  does  not  follow  the 
ascending  curve,  owiug  to  the  retention  of  the  magnetism. 
When  H  has  been  reduced  to  zero  the  point  h  is 
reached.  This  the  residual  value 
of  B  is  called  the  remanence,  and 
depends  on  the  material,  and  on 
the  degree  to  which  B  was  pre- 
viously pushed.  If  now  a  re- 
versed magnetizing  force  —  H  is 
applied  it  is  found  that  it  must 
be  increased  to  a  definite  de- 
gree in  order  to  demagnetize  the 
iron  and  bring  the  curve  down 
to  c.  The  amount  of  reversed 
magnetic  force  so  needed  is  a 
measure  of  the  retentivity  of  the 
material,    and    is    known   as   the 

coercive  force.  In  hard  steel  it  may  amount  to  100;  in 
soft  steel  to  20  ;  in  soft  iron  to  2  or  less.  If  the  reversed 
magnetizing  force  is  further  increased,  the  curve  descends 
from  c  to  dy  the  iron  becoming  magnetized  with  reversed 
polarity,  and  going  toward  saturation.  On  then  dimin- 
ishing the  reversed  force  to  zero,  the  curve  turns  to  «, 
showing  a  negative  remanence.  On  again  increasing  H  as 
at  first  the  curve  ascends  to  /,  and  as  the  former  value 
of  H  is  reached  comes  up  to  a  again. 

868.  Cycles  of  Magnetization.  Hysteresis. — 
When  H  is  thus  carried  through  a  cycle  of  increase  and 
decrease,  B  also  goes  through  a  cycle  ;  and  as  we  have 
seen  there  is  a  lagging  in  the  magnetization,  evidenced  in 
Fig.  179  by  the  formation  of  a  closed  loop  in  the  curve. 
Warburg  and  Ewing,  who  have  fully  investigated  the 
phenomenon,  have  remarked  that  the  area  enclosed 
indicates  the  waste  of  energy  in  the  cycle  of  operations. 
In  hard  steel  the  areas  of  these  loops  are  much  wider 
than  in  the  case  of  soft  iron.     Ewing  has  ^i.ve\i.  iV^^  x^\sv^ 
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of  Hysteresis  to  the  Bubject  of  the  lag  of  magnetic 
effects  behind  their  causes.  From  hia  researches*  also  is 
taken  the  case  of  Pig.  180,  a  specimen  of  soft  iron,  the 
e  for  which  shows  various  loops,  Ewing  has  devised 
T  for  recording  the  curves  automatically.  The 
waste  of  energy  per  cubic 
centimetre  in  a  cycle  of 
strong  magnetization  may 
vary  from  9000  ergs  in 
annealed  iron  to  200,000 
in  glass-hard  steel.  If  (as 
in  the  iron  cores  of  alternate 
current  transformers)  the 
cycle  is  repeated  100  times 
1  a  second  the  waste  of  power 
by  hysteresis  may  heat  the 
iron  ;  and  it  increases 
greatly  with  the  frequency 
and  with  the  degree  to 
which  the  magnetization 
is  pushed.  If  B  does  not 
exceed  5000,  the  power 
wssted  at  100  cycles  per 
second  in  every  cubic  foot 
of  iron  may  be  as  low  as 
675  watts,  but  if  B  is  increased  to  10,000  the  waste 
becomes  1560  watts. 

Since  a  smaller  reversed  force  suffices  to  destroy  m^- 
netization  than  was  required  to  produce  it,  all  that  is 
necessary  in  order  to  completely  demagnetize  iron  is  to 
subject  it  to  a  series  of  cycles  r>f  diminishing  intensity. 

Mechanical  agitation  tends  to  help  the  magnetizing 
forces  to  act,  and  lessens  all  residual  and  hysteresiBJ. 
effects. 

Ewing  has  also  shown  that  under  constant  magnetizing 


:»Jro». 
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force  the  magnetism  will  go  •  on  slowly  and  slightly 
increasing  for  a  long  time  :  this  is  called  magnetic  creeping, 
or  viscous  hysteresis. 

Lesson  XXIX. — Dlamagnetism 

869.  Diama^grnetio  Experiments.  —  In  1778 
Brugmana  of  Leyden  observed  thiit  when  a  lump  of 
bismuth  was  held  near  either  pole  of  a  magnet  needle  it 
repelled  it  In  1827  Le  Baillif  and  Becquerel  observed 
that  the  metal  antimony  also  could  repel  and  be  repelled 
by  the  pole  of  a  magnet.  In  1845  Faraday,  using  power- 
ful electromagnets,  examined  the  magnetic  properties  of  a 
large  number  of  substances,  and  found  that  whilst  a  great 
many  are,  like  iron,  attracted  to  a  magnet,  others  are 
feebly  repelled.  To  distinguish  between  these  two  classes 
of  bodies,  he  termed  those  which  are  attracted  parcunstgr- 
netio,*  and  those  which  are  repelled  diamagfnetio. 
The  property  of  being  thus  apparently  repelled  from  a 
magnet  he  termed  diamagnetisin. 

Faraday's  method  of  experiment  consisted  in  suspend- 
ing a  small  bar  of  the  substance  in 
a  powerful  magnetic  field  between 
the  two  poles  of  an  electromagnet, 
and  observing  whether  the  small 
bar  was  attracted  into  an  axial 
position,  as  in  Fig.  181,  with  its 
length  along  the  line  joining  the 
two  poles,  or  whether  it  was  re- 
pelled into  an  equatorial  position, 
at  right  angles  to  the  line  joining 
the  poles,  across  the  lines  of  force  *^' 

of  the  field,  as  is  shown  by  the  position  of  the  small  bar 
in  Fig.  182,  suspended  between  the  poles  of  an  electro- 
magnet constructed  on  RuhmkorfF's  pattern. 

*  Or  siinply  "magnetic."     Some  authorities  use   the   tenn  "ferro- 
niaguetic." 
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370.  Results. — The  following  are  the  principal  ant 
stances  examined  by  the  method  ; — 


P.H.-*<.K.T,0, 

D»-..«„,c. 

IroD 

Bismnth 

Nickel 
Cobalt 

Phosphorus 
Thallium 

Chromium 

Zinc 

Cerium 
Titanium 

Mercury 
Lead 

Platinum  " 

Silver 

Many  ores  and   salts 

Copiier 
Gold 

O^iygen  gas 
Oiygea  liquid 
Oione 

Alcohol 

Tellurinu, 

Sulphur 
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Liquids  were  placed  in  glass  vessels  and  suspended 
between  the  poles  of  the  electromagnet.  Almost  all 
liquids  are  diamagnetic,  except  solutions  of  salts  of  the 
magnetic  metals,  some  of  which  are  feebly  magnetic  ;  but 
blood  is  diamagnetic  though  it  contains  iron.  To  examine 
gases  bubbles  are  blown  with  them,  and  watched  as  to 
whether  they  were  drawn  into  or  pushed  out  of  the  field. 
Oxygen  gas  was  found  to  be  magnetic  ;  ozone  has  been 
found  to  be  still  more  strongly  so.  Dewar  has  found 
liquid  oxygen  sufficiently  magnetic  to  rush  in  drops  to  the 
poles  of  a  powerful  magnet. 

The  diamagnetic  properties  of  substances  may  be 
numerically  expressed  in  terms  of  their  permeahility  or 
their  susceptibility  (Arts.  363  and  365).  For  diamagnetic 
bodies  the  permeability  is  less  than  unity.  For  bismuth 
the  value  of  fi  is  0*999969.  The  repulsion  of  bismuth  is 
immensely  feebler  than  the  attraction  of  iron.  Pliicker 
estimated  the  relative  magnetic  powers  of  equal  weights  of 
substances  as  follows  : — 


Iron 

+ 

1,000,000 

Lodestone  Ore 

+ 

402,270 

Ferric  Sulphate 

+ 

1,110 

Ferrose  Sulphate 

+ 

780 

Water 

— 

7-8 

Bismuth 

— 

23-6 

371.  Apparent  Diama^netism  due  to  sur- 
rounding Medium. — It  is  found  that  feebly  magnetic 
bodies  behave  as  if  they  were  diamagnetic  when  suspended 
in  a  more  highly  magnetic  fluid.  A  small  glass  tube 
filled  with  a  weak  solution  of  ferric  chloride,  when  sus- 
pended in  air  between  the  poles  of  an  electromagnet, 
points  axially,  or  is  paramagnetic  ;  but  if  it  be  surrounded 
by  a  stronger  (and  therefore  more  magnetic)  solution  of 
the  same  substance,  it  points  equatorially,  aud  is  ap- 
parently repelled  like  diamagnetic  bodies.  All  that  the 
equatorial  pointing  of  a  body  proves  then  is,  that  it  is  less 
magnetic  than  the  medium  that  filla  tke  «>MiiQ\xxi^^a:iJ^^'^^"a.<yu 
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A  balloon,  though  it  possesses  mass  and  weight,  rises 
through  the  air  in  obedience  to  the  law  of  gravity,  because 
the  medium  surrounding  it  is  more  attracted  than  it  is. 
But  it  is  found  that  diamagnetic  repulsion  takes  place  even 
in  a  vacuum  :  hence  it  would  appear  that  the  ether  of 
space  itself  is  more  magnetic  than  the  substances  classed 
as  diamagnetic. 

372.  Diama^netio  Polaxity. — At  one  time  Faraday 
thought  that  diamagnetic  repulsion  could  be  explained 
on  the  supposition  that  there  existed  a  "diamagnetic 
polarity "  the  reverse  of  the  ordinary  magnetic  polarity. 
According  to  this  view,  which,  however,  Faraday  himself 
quite  abandoned,  a  magnet,  when  its  N-pole  is  presented 
to  the  end  of  a  bar  of  bismuth,  induces  in  that  end  a 
N-pole  (the  reverse  of  what  it  would  induce  in  a  bar  of 
iron  or  other  magnetic  metal),  and  therefore  repels  it 
Weber  adopted  this  view,  and  Tyndall  warmly  advocated 
it,  especially  after  discovering-  that  the  repelling  diamag- 
netic force  varies  as  the  square  of  the  magnetic  power 
employed.  It  has  even  been  suggested  that  when  a 
diamagnetic  bar  lies  equatorially  across  a  field  of  force,  its 
east  and  west  poles  possess  different  properties.  The 
experiments  named  above  suggest,  however,  an  explanation 
less  difficult  to  reconcile  with  the  facts.  It  has  been 
pointed  out  (Art.  363)  that  the  degree  to  which  mag- 
netization goes  on  in  a  medium  depends  upon  the  magnetic 
permeability  of  that  medium.  Now,  permeability  ex- 
presses the  number  of  magnetic  lines  induced  in  the 
medium  for  every  line  of  magnetizing  force  applied.  A 
certain  magnetizing  force  applied  to  a  space  containing  air 
or  vacuum  would  induce  a  certain  number  of  magnetic 
lines  through  it.  If  the  space  considered  were  occupied 
by  a  paramagnetic  substance  it  would  concentrate  the. 
magnetic  lines  into  itself,  as  the  sphere  does  in  Fig.  183. 
But  if  the  sphere  were  of  a  permeability  less  than  1,  the 
magnetic  lines  would  tend  rather  to  pass  through  the  air, 
as  in  Fig,  184,     If  the  space  conaidex^d.  "we^^  oc<Lu^\ed  by 
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bismuth,  the  same  magnetizing-force  would  induce  in  the 

bismuth  fewer  magaetic  lines  than   in  a  vacuum.     But 

those  lines  which  were  induced 

would  still  run  in   the  same  '^^^i^^ 

general    direction    as    in    the  "^^^^I^^ 

vacuum  ;    not   in   the  opposite  T-:->:-5=^7"r";^ 

direction^  as  Weber  and  Tyndall  ^<£/^?J^ 

maintained.       The    result    of  ^^^^— 

there  being  a   less  induction 

through       diamagnetic      sub-  ^* 

stances  can  be   shown  to   be  that  such  substances  will 

be  urged  from  places  where  the  magnetic  force  is  strong 

to  places  where  it  is  weaker. 

-^s=^:^-  This  is  why  a  ball  of  bismuth 

^:::'-V-':?^  moves  away  from   a   magnet, 

r:r}}}'::.z\i  ^^^  why  ^  little  bar  of  bismuth 

^^T-"-":'-"-"^^  between   the   conical   poles  of 

^^^^^=^1   the  electromagnet    (Fig.    182) 

„.    ,„.  turns  equatorially  so  as  to  put 

its  ends  into  the  regions  that 
are  magnetically  weaker.  There  is  no  reason  to  doubt 
that  in  a  magnetic  field  of  uniform  strength  a  bar  of 
bismuth  would  point  along  the  lines  of  induction. 

373.  Magne-Orystallio  Action. — In  1822Poisson 
predicted  that  a  body  possessing  crystalline  structure 
would,  if  magnetic  at  all,  have  different  magnetic  powers 
in  different  directions.  In  1847  Pliicker  discovered  that 
a  piece  of  tourmaline,  which  is  itself  feebly  paramagnetic, 
behaved  as  a  diamagnetic  body  when  so  hung  that  the 
axis  of  the  crystal  was  horizontal.  Faraday,  repeating  the 
experiment  with  a  crystal  of  bismuth,  found  that  it 
tended  to  point  with  its  axis  of  crystallization  along  the 
lines  of  the  field  axially.  The  magnetic  force  acting  thus 
upon  crystals  by  virtue  of  their  possessing  a  certain 
structure  he  named  magne  -  crystallic  force.  Pliicker 
endeavoured  to  connect  the  magne-crystallic  behaviour  of 
crystals  with,  their  optical  bebavioMX,  ^ynyu^  >i)cva  l<^«2r«\xvs|^ 
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law  :  there  will  be  either  repulsion  or  attraction  of  the 
optic  axis  (or,  in  the  case  of  bi-axial  crystals,  of  both  optic 
axes)  by  the  poles  of  a  magnet ;  and  if  the  crystal  is  a 
"  negative  "  one  (t.«.  optically  negative,  having  an  extra- 
ordinary index  of  refraction  less  than  its  ordinary  index) 
there  will  be  repulsion,  if  a  "  positive  "  one  there  will  be 
attraction.  Tyndall  has  endeavoured  to  show  that  this 
law  is  insufficient  in  not  taking  into  account  the  paramag- 
netic or  dianiagnetic  powers  of  the  substance  as  a  whole. 
He  finds  that  the  magne-crystallic  axis  of  bodies  is  in 
general  an  axis  of  greatest  density,  and  that  if  the  morss 
itself  be  paramdgnetic  this  axis  will  point  axially;  if  diamag- 
netic,  equatorially.  In  bodies  which,  like  slate  and  many 
crystals,  possess  cleavage,  the  planes  of  cleavage  are  usually 
at  right  angles  to  the  magne-crystallic  axis.  Another  way 
of  stating  the  facts  is  to  say  that  in  non-isotropic  bodies 
the  induced  magnetic  lines  do  not  necessarily  run  in  the 
same  direction  as  the  lines  of  the  impressed  magnetic 
field. 

374.  Diamagnetism  of  Flames. — In  1847  Ban- 
calari  discovered  that  flames  are  repelled  from  the  axial 
line  joining  the  poles  of  an  electromagnet.  Faraday 
showed  that  all  kinds  of  flames,  as  well  as  ascending 
streams  of  hot  air  and  of  smoke,  are  acted  on  by  the 
magnet,  and  tend  to  move  from  places  where  the  magnetic 
forces  are  strong  to  those  where  they  are  weaker.  Gases 
(except  oxygen  and  ozone),  and  hot  gases  especially,  are 
feebly  diamagnetic.  But  the  active  repulsion  and  turning 
aside  of  flames  may  possibly  be  in  part  due  to  an  electro- 
magnetic action  like  that  which  the  magnet  exercises  on 
the  convexion-current  of  the  voltaic  arc  (Art.  448)  and 
on  other  convexion-currents.  The  electric  properties  of 
flame  are  mentioned  in  Arts.  8  and  314. 
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Lesson  XXX. — The  Magnetic  Circuit 

376.  Magrnetic  Oirouits.  —  It  is  now  generally 
recognized  that  there  is  a  magnetic  circuit  law  similar  to 
the  law  of  Ohm  for  electric  circuits.  Ritchie,  Sturgeon, 
Joule,  and  Faraday  dimly  recognized  it.  But  the  law 
was  first  put  into  shape  in  1873  by  Rowland,  who  calcu- 
lated the  flow  of  magnetic  lines  through  a  bar  by  dividing 
the  "  magnetizing  force  of  the  helix  "  by  the  "  resistance 
to  lines  of  force"  of  the  iron.  In  1882  Bosanquet  intro- 
duced the  term  magnetomotive-force j  and  showed  how  to 
calculate  the  reluctances  of  the  separate  parts  of  the  mag- 
netic circuit,  and,  by  adding  them,  to  obtain  the  total 
reltictance.* 

The  law  of  the  magnetic  circuit  may  be  stated  as 
follows : — 

-.,  .•    x^i  magnetomotive-force 

Magnetic  Flux  =  — ^! — ; — > 

°  reluctance 

XT       M 

orN  =  -. 

376.  Reluctance. — As  the  electric  resistance  of  a 
prismatic  conductor  can  be  calculated  from  its  length, 
cross-section,  and  conductivity,  so  the  magnetic  reluctance 
of  a  bar  of  iron  can  be  calculated  from  its  length,  cross- 
section,  and  permeability.  The  principal  difference  between 
the  two  cases  lies  in  the  circumstance  that  whilst  in  the 
electric  case  the  conductivity  is  the  same  for  small  and 
large  currents,  in  the  magnetic  case  the  permeability  is 
not  constant,  but  is  less  for  large  magnetic  fluxes  than  for 
small  ones. 

Let  the  length  of  the -bar  be  I  centims.,  its  section  A 
sq.   cms.,  and  its  permeability  jjl.      Then  its  reluctance 

*  This  useful  tenn,  far  preferable  to  "magnetic  resistance,"  was  intro- 
duced by  Oliver  Hcaviside.  The  term  reluctivity  is  sometimes  used  for  tba 
specific  reluctance ;  it  is  the  reciprocal  ot  peTmea\>\\\\.^. 

2  B 
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will  be  proportional  directly  to  I,  and  inversely  to  A  and 
fi.     Calling  the  reluctance  Z  we  have 

Z  =  IJAfi. 

Example. — An  iron  bar  100  cm.  long  and  4  sq.  cms.  in 
cross-section  is  magnetized  to  such  a  degree  that  /jl  =  320  : 
then  Z  will  be  0-078. 

The  reluctance  of  a  magnetic  circuit  is  generally  made 
up  of  a  number  of  reluctances  in  series.  We  will  first 
take  the  case  of  a  closed  magnetic  circuit  (Fig.  185)  made 
up  of  a  curved  iron  core  of  length  l^,  section  A^,  and 

permeability  fi^  ;  and  an  armature  of 
length  ^2,  section  Ag,  and  permeability  /i.^, 
in  contact  with  the  ends  of  the  former. 
In  this  case  the  reluctance  is 

"7  ^1        1        ^2 

^  =  a,7/a;a^' 

377.    Calculation     of     Exciting 
^^*      *  Pcwer. — Passing  on  to  the  mo;?e  difficult 

case  of  a  circuit  made  up  partly  of  iron  and  partly  of 
air,  we  will  suppose  the  armature  to  be  moved  to  a  dis- 
tance, so  that  there  are  two  air-gaps  in  the  circuit,  each 
gap  of  length  Zg  (from  iron  to  iron),  and 
section  Ag  (equal  to  area  of  pole  face). 
This  will  introduce  an  additional  reluct- 
ance 2/3/A3,  the  permeability  for  air  being 
=  1.  It  will  also  have  the  effect  of 
making  part  of  the  magnetic  flux  leak 
out  of  the  circuit. 

By  Art.  341,  if  the  exciting  power 
consists  of  C  amperes  circulating  in  S 
spirals  around  the  core,  the  magneto- 
motive-force will  be  47rCS/10.  Applying 
this  to  the  preceding  example,  dividing  the  magneto- 
motive-force by  the  reluctance,  we  get  for  the  magnetic 


Fig.  1S6. 
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N=—        ^""^ 


\Ai/il         Ag/Ug        A3  / 

But  more  often  the  calculation  is  wanted  the  other 
way  round,  to  find  how  many  ampere-tums  of  excitation 
will  be  needed  to  produce  a  given  flux  through  a  magnetic 
circuit  of  given  size.  Two  difficulties  arise  here.  The 
permeability  will  depend  on  the  degree  of  saturation. 
Also  the  leakage  introduces  an  error.  To  meet  the  first 
difficulty  approximate  values  of  fi  must  be  found. 
Suppose,  for  example,  it  was  intended  to  produce  a  flux 
of  1,000,000  lines  through  an  iron  bar  having  a  section 
of  80  sq.  centims.,  then  B  will  be  12,600,  and  reference 
to  the  table  in  Art.  364  shows  that  if  the  bar  is  of 
'wrought  iron  fi  will  be  about  1247.  To  meet  the  second 
difficulty  we  must  estimate  (from  experience)  an  allow- 
ance for  leakage.  Suppose  we  find  that  of  all  the  lines 
created  in  the  U-shaped  part  only  the  fraction  l/v  gets 
through  the  armature,  then  to  force  N  lines  through  the 
armature  we  must  generate  vN  lines  in  the  U-shaped 
piece,  where  v  is  the  coefficient  of  allowance  for  leakage,  an 
improper  fraction  increasing  with  the  width  of  the  gaps. 

We  then  proceed  to  calculate  in  parts  as  follows  : — 

Ampere-turns  needed  to  drive  N  lines\_.>T       ^     -^I'2'i7 
through  iron  of  armature  j  -^ifh.    ' 

Ampere-turns  needed  to  drive  N  lines^_j^^2^      jLi-osy 
through  two  gaps  /  A3       *  * 

Ampere-turns  needed  to  drive  vN  lines \_  -hj  ^ —^ .  _:_'[. or^y 
through  iron  of  magnet  core  j  ""  A2/A2  ' 

Then  adding  up,  we  get : — 

Total  ampere-turns  needed  =  N  <  ^ —  +  7 ^"  T^  r    -^  1  '25  / . 

Formulae  similar  to  this  have  been  used  by  Hopkinson 
and  by  Kapp  in  designing  electromagnets  for  dynamos. 
378.  Effect  of  Air-Gap  in  Oirouit, — kvt  \saMxsvvj, 
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no  remanence  the  presence  of  a  gap  in  the  iron  circuit 
tends  to  make  residual  magnetism  unstable,  as  though 
the  polar  magnetism  on  the  end-faces  had  a  self-demag- 
netizing effect.  In  fact  it  is  very  difficult  to  give  a 
permanent  magnetism  to  short  pieces  of  metal.  Further, 
the  low  permeability  of  air  necessitates  enormous  magneto- 
motive-forces, compared  with  those  required  for  iron,  to 
produce  a  given  flux.  The  effect  is  to  shear  over  to  the 
right  the  curves  of  magnetization,  seeing  that  a  greater 
H  is  needed  to  attain  an  equal  value  of  B.  Joints  in  the 
magnetic  circuit  have  the  same  kind  of  effect. 

The  reason  why  the  pull  exerted  by  an  electromagnet 
on  its  armature  falls  off  so  very  greatly  when  the  arma- 
ture is  moved  away  to  a  short  distance  is  the  diminution 
of  the  magnetic  flux  caused  by  the  great  reluctance  of 
the  air-gap  thus  introduced  into  the  circuit. 

379.  General  La^w  of  Electromagrnetio 
Systems. — Consider  an  electromagnetic  system  consist- 
ing of  any  number  of  parts — iron  masses,  coils  carrying 
currents,  air,  masses  of  other  materials,  whether  magnetic 
or  diamagnetic — in  any  given  configuration.  Any  change 
in  the  configuration  of  the  parts  will  in  general  produce 
either  an  increase  or  a  decrease  in  the  magnetic  flux.  For 
example,  if  the  armature  of  an  electromagnet  is  allowed 
to  move  up  toward  the  poles,  or  the  needle  of  a  galvano- 
meter is  allow^ed  to  turn,  there  will  be  a  betterment  of  the 
magnetic  circuit,  arid  the  magnetic  flux  through  the  coils 
will  be  increased.  Magnetic  circuits  always  tend  to  close 
up  and  become  as  compact  as  possible.  On  the  contrary, 
if  we  pull  away  the  armature  from  an  electromagnet  the 
magnetic  reluctance  is  increased,  and  the  flux  diminished  ; 
and  this  action  is  resisted  by  the  reaction  of  the  system. 
All  these  things  may  be  summed  up  in  the  following 
general  law  : — 

Every  electromagnetic  system  tends  so  to  change  the  con- 
figuration of  its  'parts  as  to  make  the  magnetic  flux  a 
maximum. 
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Suppose  (the  external  magnetizing  forces  remaining 
the  same)  a  motion  of  any  part  through  a  distance  dx 
results  in  a  decrease  of  flux  dN,  then  the  force  resisting 
such  motion  will  be  proportional  to  dN/dx. 

380.  Law  of  the  Electromagrnet. — Before  the  law  of  the 
magnetic  circuit  was  understood  many  attempts  were  made  to  find 
algebraic  fonimlaj  to  express  the  relation  between  the  streu^h  of 
current  and  the  amount  of  magnetism  produced.  Lenz  and  Jacobi 
suggested  that  the  magnetism  of  an  electromagnet  was  proportional 
to  the  current  and  to  the  number  of  turns  of  vnre  in  the  coil — in 
other  words,  is  proportional  to  the  ampere-tums.     Or  in  symbols 

m=aCS, 

where  a  is  a  constant  depending  on  the  quantity,  quality,  and  form 
of  iron.  This  rule  is,  however,  only  true  when  the  iron  core  is 
still  far  from  being  "saturated."  If  the  iron  is  already  strongly 
magnetized  a  current  twice  as  strong  will  not  double  the  magnetiza- 
tion in  the  iron,  as  Joule  showed  in  1847l 

Miiller  gave  the  following  approximate  rule : — The  strength  of 
an  electromagnet  is  proportional  to  the  angle  whose  tangent  is  the 
strength  of  the  magnetizing  current ;  or 

?n  =  A  tan-^  C, 

where  C  is  the  magnetizing  current,  and  A  a  constant  depending 
on  the  construction  of  the  particular  magnet.  If  the  student  will 
look  at  Fig.  121  and  imagine  the  divisions  of  the  horizontal  tangent 
line  OT  to  represent  strengths  of  current,  and  the  number  of 
degrees  of  arc  intercepted  by  the  oblique  lines  to  represent  strengths 
of  magnetism,  he  will  see  that  even  if  OT  be  made  infinitely  long, 
the  intercepted  angle  can  never  exceed  90°. 
Another  formula,  known  as  Frolich's,  is — 


m  =  a 


1  +  6C' 

where  a  and  h  are  constants  depending  on  the  form,  quality,  and 
quantity  of  the  iron,  and  on  the  winding  of  the  coil.  The  constant 
h  is  the  reciprocal  of  that  number  of  amperes  which  would  make 
m  equal  to  half  possible  maximum  of  magnetism. 

Tlie  author's  variety  of  this  formula  expresses  the  number  of 
magnetic  lines  N  proceeding  from  the  pole  of  the  electromagnet — 
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where  Y  represents  the  maximum  number  of  magnetic  lines  that 
there  would  be  if  the  magnetizing  current  were  indefinitely  increased 
and  the  iron  core  saturated,  and  C  stands  for  that  number  of 
amperes  which  would  bring  the  magnetism  up  to  half-saturation. 

None  of  these  empirical  formulae  are  as  useful  as  the  rational 
formula  at  the  end  of  Art.  377. 
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381.  Electromagnets. — In  1820,  almost  immedi- 
ately after  Oersted's  discovery  of  the  action  of  the  electric 
current  on  a  magnet  needle,  Arago  and  Davy  independently 
discovered  how  to  magnetize  iron  and  steel  by  inserting 
needles  or  strips  into  spiral  coils  of  copper  wire  around 


Fig.  187. 


which  a  current  was  circulating.  The  method  is  shown 
in  the  simple  diagram  of  Fig.  187,  where  a  current  from 
a  single  cell  is  passed  through  a  spiral  coil  of  insulated 
copper  wire,  in  the  hollow  of  which  is  placed  a  strip  of 
iron  or  steel,  which  is  thereby  magnetized.  The  separate 
turns  of  the  coil  must  not  touch  one  another  or  the 
central  bar,  otherwise  the  current  will  take  the  shortest 
road  open  to  it  and  will  not  traverse  the  whole  of  the 
co/h.       To  prevent  such  short-circuiting  by  contact  the 
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wire  of  the  coil  should  be  overspun  with  silk  or  cotton 
(in  the  latter  case  insulation  is  improved  by  varnishing  it 
or  by  steeping  the  cotton  covering  in  melted  paraffin  wax) 
or  covered  with  a  layer  of  guttapercha.  If  the  bar  be  of 
iron  it  will  be  a  magnet  only  so  long  as  the  current  flows  ; 
and  an  iron  bar  thus  surrounded  with  a  coil  of  wire  for 
the  purpose  of  magnetizing  it  by  an  electric  current  is 
called  an  Electromagrnet.  Sturgeon,  who  gave  this 
name,  applied  the  discoveries  of  Davy  and  Arago  to  the 
construction  of  electromagnets  far  more 
powerful  than  any  magnets  previously 
made.  His  first  electromagnet  was  a 
horse-shoe  (Fig.  188)  made  of  a  rod  of 
iron  about  1  foot  long  and  ^  inch  in 
diameter  coiled  with  a  single  stout  copper 
wire  of  only  18  turns.  With  the  current 
from  a  single  cell  it  lifted  9  lbs.  ;  but  with 
a  more  powerful  battery  it  lifted  60  lbs. 
It  was  first  shown  by  Henry  that  when  electromagnets 
are  required  to  work  at  the  distant  end  of  a  long  line 
they  must  be  wound  with  many  turns  of  fine  wire.  The 
great  usefulness  of  the  electromagnet  in  its  application 
to  electric  bells  and  telegraphic  instruments  lies  in  the 
fact  that  its  magnetism  is  under  the  control  of  the  curre^U; 
when  circuit  is  '*  made "  it  becomes  a  magnet,  when 
circuit  is  "  broken  "  it  ceases  to  act  as  a  magnet.  More- 
over, it  is  capable  of  being  controlled  from  a  distance,  the 
current  being  "  made  "  or  "  broken  "  at  a  distant  point  of 
the  circuit  by  a  suitable  key  or  "  switch." 

382.  Polarity  and  Oiroulation  of  Current. — 
By  applying  Ampere's  Rule  (Art.  197)  we  can  find  which 
end  of  an  electromagnet  will  be  the  N-seeking  pole  ;  for, 
imagining  ourselves  to  be  swimming  in  the  current  (Fig. 
187),  and  to  face  towards  the  centre  where  the  iron  bar 
is,  the  N-seeking  pole  will  be  on  the  left.  It  is  con- 
venient to  remember  this  relation  by  the  following  rules  : 
— Looking  at   the  S-seeking  ^oU  of  au  electTW(v.<i^tvfcV.^  ^Ocv«. 
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magnetizing  currents  are  circulating  round  it  in  the  sarne 
cyclic  direction  as  the  hands  of  a  clock  move ;  and,  looking 
at  the  N'Seeking  pole  of  an  electromagnet,  the  magnetizing 
currents   are   circulating   round   it   in   the    opposite   cyclic 

direction  to  that  of  the  hands 
of  a  clock.  Fig.  189  shows 
this  graphically.  These  rules 
are  true,  no  matter  whether 
the  beginning  of  the  coils  is 
at  the  end  near  the  observer, 
or  at  the  farther  end  from 
him,  i,e.  whether  the  spiral  be  a  right-handed  screw,  or 
(as  in  Fig.  187)  a  left-handed  screw.  It  will  be  just  the 
same  thing,  so  far  as  the  magnetizing  power  is  concerned, 
if  the  coils  begin  at  one  end  and  run  to  the  other  and 
back  to  where  they  began  ;  or  they 
may  begin  half-way  along  the  bar  and 
run  to  one  end  and  then  back  to  the 
other :  the  one  important  thing  to 
know  is  which  way  the  current  flows 
round  the  bar  when  you  look  at  it 
end-on.  The  corkscrew  rule  (Art. 
198)  leads  to  the  same  result. 

Suppose  an  iron  core  to  be  wound 
with  a  right-handed  coil,  and  that  a 
current  is  introduced  at  some  point, 
and  to  flow  both  ways,  it  will  produce 
oppositely-directed  magnetizing  actions  in  the  two  points, 
and  there  will  be  consequent  poles  (Art.  120)  at  the  point 
of  entrance.  In  Fig.  190  an  iron  ring  with  a  right- 
handedly-wound  closed  coil  is  shown.  There  will  be  a 
double  S-pole  at  the  point  where  the  current  enters,  and 
a  double  N-pole  where  it  leaves  the  windings. 

383.  Construction  of  Electromagnets. — The 
most  useful  form  of  electromagnet  is  that  in  which  the 
iron  core  is  bent  into  the  form  of  a  horse-shoe,  so  that 


Fig.  190. 


both  poles  may  be  applied  to  one  iron  armature.     In  this 
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case  it  is  usual  to  divide  tlie  coils  into  two  parts  ivound 
on  bobbins,  as  ia  Figa.  64  titid  191,  The  electromagnet 
depicted  in  Fig.  192  is  of  a  form  adapted  for  laboratory 
experiments,  and  lias  movable  coils  uliicb  are  slipped  on 
over  the  iron  cores.  The  cores  are  united  at  the  bottom 
by  a  etotit  iron  yoke.  Sometimes  only  one  coil  ia  wound 
on  the  yoke  part.  A  special 
form  of  electromt^et  deviseil 
by  Ruhmkorff  for  eiperi- 
ments  on  diamagnetiem  is 
shown  in  Fig.  182. 

Many  epecial  forms*  of 
electromagnet  have  been 
devised  for  special  purposes. 
To  give  a  very  powerful 
attraction  at  very  short  dis- 
tances, a  short  cylindrical 
electromagnet  surrounded  by  j^.  ioi_ 

an  outer  iron  tube,  united  at 

the  bottom  by  iron  to  the  iron  core,  is  found  best;  the 
iron  jacket  constituting  a  return  path  for  the  magnetic* 
lines.  Tliis  form  is  known  as  an  iroiMdad  magnet  To 
attract  iron  across  a  wide  gap  which  offers  much  reluc- 
tance, a  horse-shoe  shape  with  long  cores  should  be  chosen  ; 
for  it  needs  long  cores  to  wind  on  enough  wire  to  provide 
sufficient  exciting  power  to  drive  the  flux  across  the  gap. 
To  give  a  gentle  pull  over  a  long  range  a  solenoid  (Art 
385),  or  long  tubular  coil,  having  a  long  movable  iron  core 
is  used.  For  giving  a  very  quick-acting  magnet  the  coils 
should  not  be  wound  all  along  the  iron,  but  only  round 
the  poles.  As  a  rule  the  iron  parts,  including  the  yoke 
and  armature,  should  form  as  nearly  as  possible  a  closed 
magnetic  circuit.  The  cross-sections  of  yokes  should  be 
thicker  tlian  those  of  the  cores. 


nlsUng  to  thRsutacct,  see  thetuthor'B  treatiw  on  Tlie  Mri^TDmatntt  an 
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384.  liifting- power  of  Electromagnets.— 

tractive  force  of  an.  eleetromagnet  depends  not  only  o 
magnetic  ptrengtli,   but  also   upon   iU  form,  and  or 


liap       f    t    pol         nd  on   the    form  of   tlie    soft    iron 

t  re  wh   h    t   attracta.     It  should  lie  so  arranged 

th  t  aa  m     y  I  f  force  as  possible  should  run  through 

th  rnt  1  tl  e  arinature  itself  should  contain  a 

fh        t     ass    f  Joule  designed  a  powerful  electro- 

m         t    c  p  1 1       f    upporting  over  a  ton.      The  masi- 

m     ttra  t         h     could    produce  between  an  electro- 

•n   t      d   t       m  ture  was  200  lbs.  per  square  inch,  or 

b     t  13  800  000  djnes  per  square  centimetre.      Bidwell 

has  found  the  attraction  to  go  up  to  226-3  !ba.  per  square 
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inch  when  the  wrought -iron  core  was  saturated  up  to 
19,820  magnetic  lines  to  the  square  centimetre.  The 
law  of  traction  is  that  the  pull  per  square  centimetre  is 
proportional  to  the  square  of  the  number  of  lines  per 
square  centimetre  :  or  in  symbols 


P  = 


B^A 

8ir' 


where  P  is  the  pull  in  dynes,  and  A  the  area  in  square 
centims.  In  the  following  table  are  given  the  values  of 
the  tractive  force  for  different  stages  of  magnetization. 


B 

Dynes 

Grammes 

Pounds 

lines  per 

per 

per  sq. 

l»er 

sq.  cm. 

sq.  centim. 

centim. 

sq.  inch. 

1,000 

39,790 

40-56 

•577 

2,000 

159,200 

162-3 

2-308 

3,000 

358,100 

365-1 

5-190 

4,000 

636,600 

648-9 

9-228 

5,000 

994,700 

1,014 

14-39 

0,000 

1,432,000 

1,460 

20-75 

7,000 

1,950,000 

1,987 

28-26 

8,000 

2,547,000 

2,596 

36-95 

9,000 

3,223,000 

3,286 

46-72 

10,000 

3,979,000 

4,056 

57-68 

12,000 

5,730,000 

5,841 

83-07 

14,000 

7,800,000 

7,950 

113-1 

16,000 

10,170,000 

10,390 

147*7 

18,000 

12,890,000 

13,140 

186-8 

20,000 

15,920,000 

16,230 

230-8 

It  will  be  noted  that  doubling  B  makes  the  pull  four 
times  as  great.  One  curious  consequence  of  this  law  is 
that  to  enlarge  its  poles  weakens  the  pull  of  an  electro- 
magnet or  magnet.  In  some  cases  —  bar  magnets  for 
example — their  tractive  power  is  increased  by  filing 
down  or  rounding  the  poles  so  as  to  coivcenfec^\fc  ^, 
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385.  Solenoid. — Without  any  central  core  of  iron 
or  steel  a  spiral  coil  of  wire  traversed  by  a  current  acts  as 
an  electromagnet  (though  not  so  powerfully  as  when  an 
iron  core  is  placed  in  it).  Such  a  coil  is  sometimes  termed 
a  solenoid.  A  solenoid  has  two  poles  and  a  neutral 
equatorial  region.  Ampere  found  that  it  will  attract 
magnets  and  be  attracted  by  magnets.  .  It  will  attract 
another    solenoid ;     it    has  a  magnetic    field    resembling 

generally  that  of  a 


bar  magnet.  If  so 
arranged  that  it  can 
turn  round  a  verti- 
cal axis,  it  will  set 
itself  in  a  North 
and  South  direction 
along  the  magnetic 
Fig.  193.  meridian.     Fig.  193 

shows  a  solenoid 
arranged  with  pivots,  by  which  it  can  be  suspended  to  a 
"table,"  like  that  shown  in  Fig.  198. 

With  an  iron  core  the  solenoid  becomes  far  more 
powerful.  The  effect  of  the  iron  core  is  by  its  greater 
permeability  to  multiply  the  number  of  magnetic  lines 
as  well  as  to  concentrate  them  at  definite  poles.  The 
student  has  been  told  (Art.  202)  that  the  lines  of  force 
due  to  a  current  flowing  in  a  wire  are  closed  curves,  approxi- 
mately circles  (Figs.  115  and  195),  round  the  wire.  If 
there  were  no  iron  core  manv  of  these  little  circular  lines 
of  force  would  simply  remain  as  small  closed  curves 
around  their  own  wire  ;  but,  since  iron  has  a  permeability 
hundreds  of  times  greater  than  air,  wherever  the  wire 
passes  near  an  iron  core  the  magnetic  lines  alter  their  shape, 
and  instead  of  being  little  circles  around  the  separate 
wires,  run  through  the  iron  core  from  end  to  end,  and 
round  outside  from  one  end  of  the  coil  back  to  the  other. 
A  few  of  the  magnetic  lines  do  this  when  there  is  no  iron  ; 
almost  all  of  them  do  this  when  there  is  iron,  and  when 
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there  is  iron  there  are  more  lines  to  flow  back.*  Hence 
the  electromagnet  vnth  its  iron  core  has  enormously 
stronger  poles  than  the  spiral  coils  of  the  circuit  would 
have  alone. 

In  Art.  342  it  was  shown  that  the  intensity  of  the 
magnetic  field  down  the  middle  of  a  solenoid  of  length  Ij 
having  S  spirals,  carrying  C  amperes,  is — 

„        47r    CS 
10       I 

Since  the  area  enclosed  is  Trr^,  the  flux  down  the 
solenoid  (without  iron)  will  be 

And,  since  Air  magnetic  lines  go  to  one  unit  of  mag- 
netism, the  solenoid  (without  iron)  will  act  as  though 
it  had  as  the  magnetism  at  its  pole — 

Trr^ 

™  =  m  ««• 

It  will  be  noticed  that  for  any  solenoid  of  given  length 
and  radius  the  three  magnetic  quantities  H  (internal 
field),  N  (magnetic  flux),  and  m  (strength  of  poles)  are 
proportional  to  the  amperes  of  current  and  to  the  number 
of  turns  in  the  coil.  The  product  which  thus  comes  into 
all  electromagnet  formulae  is  called  the  number  of  ampere- 
turvs. 

A  solenoid  with  a  movable  iron  plunger  is  sometimes 
called  a  suclzing-niagnet  The  iron  core  tends  to  move  into 
the  position  in  which  it  best  completes  (Art.  379)  the 
magnetic  circuit.  If  the  core  is  much  longer  than  the 
coil,  the  pull  increases  as  the  end  of  the  core  penetrates 

*  But,  in  the  case  of  a  permanent  steel  horseshoe  magnet,  bringing  up 
the  iron  keeper,  though  it  concentrates  the  lines  through  the  poles,  does 
not  increase  the  total  number  of  lines  througU  tlife  \)eu<\.  ol  XJaaAi . 
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down  the  coil,  diminishing  quickly  as  the  core  emerges. 
Short  iron  cores  are  only  pulled  while  at  the  mouth  of 
the  coil ;  the  maximum  pull  being  when  about  half  their 
length  has  entered. 

386.  The  Winding  of  Eleotromagneta — The 
exact  laws  governing  the  winding  of  electromagnets  are 
somewhat  complicated ;  but  it  is  easy  to  give  certain  rules 
which  are  approximately  true.  Every  electromagnet 
shows  the  same  general  set  of  facts — that  with  small 
exciting  power  there  is  little  magnetism  produced,  with 
larger  exciting  power  there  is  more  magnetism,  and  that 
with  very  great  exciting  power  the  iron  becomes  prac- 
tically saturated  and  will  take  up  very  little  additional 
magnetism.  It  follows  at  once  that  if  the  electromagnet 
is  destined  to  be  used  at  the  end  of  a  long  line  through 
which  only  a  small  current  (perhaps  only  y^  ampere) 
will  flow,  the  requisite  number  of  ampere-turns  to  excite 
the  magnetism  will  not  be  attained  unless  many  turns  of 
wire  are  used  ;  and  as  the  current  is  small  a  fine  wire 
may  be  used. 

It  may  be  noted  that  when  electromagnets  are  wound 
with  many  turns  of  fine  wire,  these  coils  will  add  to  the 
electric  resistance  of  the  circuit,  and  will  tend  to  diminish 
the  current.  Herein  lies  a  difl^erence  in  construction  of 
telegraphic  and  other  instruments ;  for  while  electro- 
magnets with  "  long  coils,"  consisting  of  many  turns  of  fine 
wire,  must  be  used  on  long  circuits  where  there  is  great 
line  resistance,  such  an  instrument  would  be  of  no  service 
in  a  laboratory  circuit  of  very  small  resistance,  for  the 
resistance  of  a  long  thin  coil  would  be  disproportionately 
great :  here  a  short  coil  of  few  turns  of  stout  wire 
would  be  appropriate  (see  Art.  192). 

It  is  the  nature  of  the  line,  according  to  whether  it  is 
of  high  resistance  or  low,  which  governs  the  questions 
how  the  coil  shall  be  wound  and  how  the  battery  shall  be 
grouped. 

Similar   electromagnets    of   diflerent  sizes  must  have 


CHAP.  V       WINDING  OF  ELECTROMAGNETS  383 

ampere-turns  proportional  to  their  linear  dimensions  if 
they  are  to  be  raised  to  equal  degree  of  saturation. 

As  the  magnetism  of  the  magnet  depends  on  the 
number  of  ampere-turns,  it  should  make  no  matter 
whether  the  coils  are  bigger  than  the  core  or  whether 
they  enwrap  it  quite  closely.  If  there  were  no  magnetic 
leakage  this  would  be  true  in  one  sense  ;  but  for  an  equal 
number  of  turns  large  coils  cost  more  and  oflfer  higher  re- 
sistance. Hence  the  coils  are  wound  as  closely  to  the  iron 
core  as  is  consistent  with  good  insulation.  Also  the  iron 
is  chosen  as  thick  as  possible,  as  permeable  as  possible,  and 
forming  as  compact  a  magnetic  circuit  as  possible,  so 
that  the  magnetic  resistance  may  be  reduced  to  its  utmost, 
giving  the  greatest  amount  of  magnetism  for  the  number 
of  ampere-turns  of  excitation.  This  is  why  horse-shoe- 
shaped  electromagnets  are  more  powerful  than  straight 
electromagnets  of  equal  weight  ;  and  why  also  a  horse- 
shoe electromagnet  will  only  lift  about  a  quarter  as 
much  load  if  one  pole  only  is  used  instead  of  both. 

As  the  coils  of  electromagnets  grow  hot  with  the 
current,  sufficient  cooling  surface  must  be  allowed,  or 
they  may  char  their  insulation.  Each  square  centimetre 
of  surface  warmed  1*0.  above  the  surrounding  air  can 
get  rid  of  about  0*0029  watt  If  50**  above  the  sur- 
rounding air  be  taken  as  the  safe  limit  of  rise  of  tempera- 
ture, and  the  electromagnet  has  resistance  r  and 
surface  s  sq.  cms.,  the  highest  permissible  current  will  be 
0'38  ^.9/?'  amperes. 

387.  Polarized  Mechanism. — An  electromagnet 
moves  its  armature  one  way,  no  matter  which  way  the 
current  flows.  Keversing  the  current  makes  no  difference. 
There  are,  however,  two  ways  of  making  a  mechanism 
that  will  cause  an  armature  to  move  in  either  sense  at 
will.  (a)  The  armature's  movement  is  controlled  by 
an  adjusted  spring  so  as  to  be  in  an  intermediate  position 
when  a  weak  current  is  flowing.  Then  sending  a  stronger 
current  will  move  the  armature  cue  vja.^,?i.\ivl^^"?j>Bjssi>s^% 
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or  stopping  the  current  will  make  it  move  the  other  way. 
(6)  A  polarized  armature  or  tongue  {i.e.  one  that  is  in- 
dependently magnetized)  is  placed  between  the  poles  of  the 
electromagnet  instead  of  opposite  them.  The  direction  in 
which  it  tends  to  move  will  be  reversed  by  reversing  the 
current  in  the  circuit  of  the  electromagnet. 

388.  Growth  of  Magrnetism. — It  requires  time  to 
magnetize  an  iron  core.  This  is  mainly  due  to  the  fact 
that  a  current,  when  fii*st  switched  on,  does  not  instantly 
attain  its  full  strength,  being  retarded  by  the  self-induced 
counter-electromotive-force  (Art.  458) ;  it  is  partly  due  to 
the  presence  of  transient  reverse  eddy-currents  (Art.  457) 
induced  in  the  iron  itself.  Faraday's  large  electromagnet 
at  the  Koyal  Institution  takes  about  two  seconds  to  attain 
its  maximum  strength.  The  electromagnets  of  large 
dynamo  machines  often  take  ten  minutes  or  more  to  rise 
to  their  working  stage  of  magnetization. 

When  electromagnets  are  used  with  rapidly -alternating 
currents  (Art.  470)  there  are  various  different  pheno- 
mena, for  which  the  student  is  referred  to  Art.  477. 


Lesson  XXXII. — Electrodynamics 

389.  Electrodynamics. — In  1821,  almost  immedi- 
ately after  Oersted's  discovery  of  the  action  of  a  current 
on  a  magnet,  Ampere  discovered  that  a  current  acts  upon 
another  current,  apparently  attracting  it  *  or  repelling  it 
according  to  certain  definite  laws.  These  actions  he  in- 
vestigated by  experiment,  and  from  the  experiments  he 
built  up  a  theory  of  the  force  exerted  by  one  current  on 
another.  That  part  of  the  science  which  is  concerned 
with  the  force  which  one  current  exerts  upon  another  he 
termed  Electrodynamics.     It  is  now  known  that  these 

*  It  would  be  more  correct  to  speak  of  the  force  as  acting  on  conductors 
carri/ing  currents,  than  as  acting  on  the  currents  themselves. 
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actions  are  purely  magnetic,  and  are  due  to  stresaeB  in  the 
intervening  medium.  The  magnetic  field  around  a  single 
conductor  coneietB  of  a  magnetic  whirl  (Art.  202),  and 
any   other  conductor  carrying   a   current  when   hrought 


ng-m 

ductors,  which  were  passed  through  holes  in  a  sheet  of 
glass  on  which  iron  filings  were  sprinkled.  In  Fig.  194 
the  currents  flow  in  the  same  direction ;  in  Fig.  195  in 
opposite  directions.  In  the  first  case  the  stresses  in  the 
field  (Art.  119)  tend  to  pull  them  together,  in  the  second 
to  push  them  apart.* 

380.  Laws  of  Parallel  and  Oblique  Oirouits. — 
The  following  are  the  laws  discovered  hy  Ampire  : — 

(i.)  Tvio  parallel  portion*  of  a  ciTcvU  attract  one  another 
^  the  earraits  in  them  are  fiovnvg  in  the  same  direction,  and 
repel  one  another  if  the  currenti  jUrw  in  oppodle  directions. 

This  law  is  tme  whether  the  parallel  wires  be  parts  of 
two  different  circuits  or  parts  of  the  same  circuit. 
The  separate  turns  of  a  spiral  coil,  like  Fig.  193, 
when  traversed  hy  a  current  attract  one  another  ; 
such  a  coil,  therefore,  shortens  when  a  current  is 
sent  through  it.     But  this  is  equally  well  explained 
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by  the  general  law  of  electromagnetic  systems 
(Art.  379),  because  shortening  will  reduce  the 
reluctance  of  the  magnetic  circuit  and  incriease 
the  flux. 

(ii.)  Two  portions  of  circuits  crossing  one  another  obliquely 
attract  one  another  if  both  the  currents  run  either  towards  or 
from  the  point  of  crossing^  and  repel  one  another  if  one  runs 
to  atvd  the  other  from  that  point. 

Fig.  196  gives  three  cases  of  attraction  and  two  of  re- 
pulsion that  occur  in  these  laws. 

(iii.)  JVhen  an  element  of  a  circuit  exerts  a  force  on 
another  element  of  a  circuity  that  force  always  tends  to  urge 


Fig.  196. 

the  latter  in  a  direction  at  right  angles  to  its  own  direction. 
Thus,  in  the  case  of  two  parallel  circuits,  the  force  of 
attraction  or  repulsion  acts  at  right  angles  to  the  currents 
themselves. 

An  example  of  laws  ii.  and  iii.  is  afforded  by  the  case 
shown  in  Fig.  197.  Here  two  currents  ab  and  cd 
are  movable  round  O  as  a  centre.  There  will  be 
an  apparent  repulsion  between  a  and  d  and  be- 
tween c  and  6,  while  in  the  other  quadrants  there 
will  be  an  apparent  attraction},  a  attracting  c,  and 
b  attracting  d. 
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The  foregoing  laws  may  be  summed  up  in  one, 
by  saying  that  two  portions  of  circuits,  however 
situated,  set  up  stresses 
in  the  surrounding 
medium  tending  to  set 
them  so  that  their  cur- 
rents flow  as  nearly  in 
the  same  path  as 
possible. 

(iv.)  The  force  exerted  between 
tvx)  parallel  portions  of  circuits  is  proportional  to  the  product 
of  the  strengths  of  the  two  currents^  to  the  length  of  the 
portions,  and  inversely  proportional  to  the  simple  distance 
between  them. 

391.  Ampere's  Table. — In  order  to  observe  these 
attractions  and  repulsions,  Ampere  devised  the  piece  of 


Fig.  197. 


Fig.  198. 

apparatus  known  as  Amphe's  Table^  shown  in  Fig.  198, 
consisting  of  a  double  8up})orting  stand,  upon  which 
wires,  shaped  in  different  ways,  can  be  so  hung  as  to  be 
capable  of  rotation.      The  ends  of  tVifc  «\i«^\vj\s^  ^^yksr^ 
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dip  into  two  mercury  cups,  so  as  to  ensure  good  contact, 
while  allowing  freedom  to  move. 

By  the  aid  of  this  piece  of  apparatus  Ampere  further 
demonstrated  the  following  points  : — 

(a)  A  circuit  doubled  back  upon  itself,  so  that  the  current  flows 
back  along  a  path  close  to  itself,  exerts  no  force  upon  ex- 
ternal points. 

{b)  A  circuit  bent  into  zigzags  or  sinuosities  produces  the 
same  magnetic  effects  on  a  neighbouring  piece  of  circuit  as 
if  it  were  straight. 

(c)  There  is  in  no  case  any  force  tending  to  move  a  conductor 
in  the  direction  of  its  own  length. 

{d)  The  force  between  two  conductors  of  any  form  is  the  same, 
whatever  the  linear  size  of  the  system,  provided  the  distances 
be  increased  in  the  same  proportion,  and  that  the  currents 
remain  the  same  in  strength. 

The  particular  case,  given  in  Fig.  199,  will  show  the  value  of 
these  experiments.  Let  AB  and  CD  represent  two  wires  canying 
currents,  lying  neither  parallel  nor  in  the  same  plane.  It  follows 
from  (6)  that  if  we  replace  the  portion  PQ  by  the  crooked  wire 


Fig.  199. 


PRSQ,  the  force  will  remain  the  same.  The  portion  PR  is  drawn 
vertically  downwards,  and  as  it  can,  by  (c),  experience  no  force 
in  the  direction  of  its  length,  this  portion  will  neither  be  attracted 
nor  repelled  by  CD.  In  the  portion  RS  the  current  runs  at  right 
angles  to  CD,  and  this  portion  is  neither  attracted  nor  repelled  by 
CD.  In  the  portion  SQ  the  current  runs  parallel  to  CD,  and  in 
the  same  direction,  and  will  therefore  be  attracted  downwards. 
On  the  whole,   therefore,  PQ  will  be  urged  towards  CD.     The 
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portions  PR  and  RS  will  experience  forces  of  rotation,  however,  P 
being  urged  round  R  as  a  centre  towards  C,  and  R  being  urged 
horizontally  round  S  towards  C.  These  actions  would  tend  to 
make  AB  parallel  with  CD. 

392.  Ampere's  Theory. — From  the  four  preceding 
experimental  data,  Ampere  built  up  an  elaborate  mathe- 
matical theory,  assuming  that,  in  the  case  of  these  forces 
acting  apparently  at  a  distance  across  empty  space,  the 
action  took  place  in  straight  lines  between  two  points, 
the  total  attraction  being  calculated  as  the  sum  of  the 
separate  attractions  on  all  the  different  parts. 

The  briefest  summary  must  suffice.  If  we  deal  first  with  two 
parallel  elements  of  length  dli  and  dl2  carrying  currents  C1C2,  and 
set  at  right  angles  to  the  distance  r  joining  them,  their  mutual 
force  will  be 

d/=  -  CiCifillidl^lOOr^, 

If,  however,  they  are  not  parallel  or  in  one  plane,  let  <f>  be  the 
angle  they  make  with  one  another,  while  61  and  62  are  the  angles 
they  make  with  r  ;  when 

d/=  -  CiC2C^Zi6?^2(cos  0  - 1-  cos  ^]-cos  e^yiOOr^. 

By  integrating  this  expression  one  obtains  the  forces  for  circuits 
of  any  given  dimensions.  For  example,  for  two  parallel  straight 
conductors  of  lengths  Zi^,  if  these  lengths  are  great  compared  with 
the  distance  r  between  them,  we  have 

/=  -  2CiC2/iVl00r. 

The  researches  of  Faraday  have,  however,  led  to  other 
views ;  the  mutual  attractions  and  repulsions  being  re- 
garded as  due  to  actions  taking  place  in  the  medium 
which  fills  the  space  around  and  between  the  conductors. 
All  these  so-called  electrodynamic  actions  are  merely 
magnetic  actions. 

An  interesting  experiment,  showing  an  apparent 
mutual  self-repulsion  between  contiguous  portions  of  the 
circuit,  was  devised  by  Ampere.  A  trough  divided  by 
a  partition  into  two  parts,  and  made  of  non-conducting 
materials,    is   filled   with   mercury.      \5^tl  \\.  ^oai^  ^ 
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metallic  bridge  formed  of  a  bent  v 
in  Fig.  200  or  consisting  of  a  glaf 
with  mercury       When  a  eurrcn 


ire,  of  the  form  shown 
tube  filled  siphonwise 
is   eent    through   the 


area  enclosed 


Fig.  3W. 

floating  conductor  from  X  over  UN,  and  out  at  Y,  the 
lloatiog  Itridge  ia  observed  to  move  so  as  to  increase  the 
'  /  the  circuit.     But  the  force  would  be 
diminished  indefinitely  if  the  two  parallel 
parts  could  be  made  lo  lie  quite  close  to 
one  another, 

393.  Electromag'iietio  Bota- 
tiona— Continuous  rotation  can  be  pro- 
duced between  a  magnet  and  a  circuit,  or 
between  two  parts  of  one  circuity  provided 
that  one  part  of  the  circuit  can  move 
while  another  part  remains  fixed,  or  that 
,  the  current  in  one  part  can  be  reversed. 
The  latter  device  is  adopted  in  the  con- 
struction of  eUctnc  vioion  (Art.  443). 
The  former  alternative  is  applied  in 
some  historic  apparatus  for  showing 
Fig.  201.  rotations,  a  sliding -contact  being  made 

between  one  part  of  the  circuit  and 
another.  Several  different  forms  of  rotation -apparatus 
were  devised  by  Faraday  and  by  Ampere.  One  of 
I'araday's  is  slioivn  in  Fig.  201,  in  which  a  wire  carrying 
a  earrent  ia  jointed  at  the  top  and  di^  into  a  cup  of 
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mercury  surrounding  the  pole  of  a  magnet  On  switching 
on  the  current  the  wire  at  once  begins  to  walk  round  the 
pole  with  a  motion  that  continues  until  the  current  is 
switched  off. 

A  pole  of  a  magnet  can  also  be  made  to  rotate  round 
a  current ;  and  if  a  vertical  magnet  be  pivoted  so  as  to 
turn  around  its  own  axis  it  will  rotate  when  a  current  is 
led  into  its  middle  region  and  out  at  either  end.  If  the 
current  is  led  in  at  one  end  and  out  at  the  other  there 
will  be  no  rotation,  since  the  two  poles  would  thus  be 
urged  to  rotate  in  opposite  ways.  Liquid  conductor?  too 
can  exhibit  electromagnetic  rotations.  Let  a  cylindrical 
metallic  vessel  connected  to  one  pole  of  a  battery  be 
filled  with  mercury  or  dilute  acid,  and  let  a  wire  from 
the  other  pole  dip  into  its  middle,  so  that  a  current  may 
flow  radially  from  the  centre  to  the  circumference,  or 
vice  versa;  then,  if  this  be  placed  upon  the  pole  of  a 
powerful  magnet,  or  if  a  magnet  be  held  vertically  over 
it,  the  liquid  may  be  seen  to  rotate. 

304.  Electrodsrnamoineter.  —  Weber  devised  an 
instrument  known  as  an  eledrodynamometer  for  measuring 
the  strength  of  currents  by  means  of  the  electrodynamic 
action  of  one  part  of  the  circuit  upon  another  part.  It  is 
a  sort  of  galvanometer,  in  which,  instead  of  a  needle, 
there  is  a  small  coil  suspended.  One  form  of  this  instru- 
ment, in  which  both  the  large  outer  and  small  inner  coils 
consist  of  two  parallel  coils  of  many  turns,  is  shown  in 
Fig.  202.  The  inner  coil  CD  is  suspended  with  its  axis 
at  right  angles  to  that  of  the  outer  coils  AA,  BB,  and  is 
supported  hifilarly  (see  Art.  130)  by  two  fine  metal  wires. 
If  one  current  flows  round  both  coils  in  either  directu/n  the 
inner  bobbin  tends  to  turn  and  set  its  coils  parallel  to 
the  outer  coils  ;  the  sine  of  the  angle  through  whjch  the 
suspending  wires  are  twisted  being  proportional  to  the 
square  of  the  strength  of  the  current. 

If  G  be  the  "principal  constant"  (Art.  213)  of  the  large  coils, 
and  g  the  "  moment "  of  the  small  coils  (^Axt,.  ^4S\  ^\vea.  ^•jssx^vasj^ 
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unit  current,  and  C,Cg  tbe  currents  in  ibem,  the  torque  (or  tnniiiis 
moment)  will  be 

=GffCiCi/100. 

The  chief  advantage  of  this  instrument  over  a  galvano- 
meter is,  that  it  may  be  uaed  for  alternating  currents  ;  a 


:  in  ona  direction  being   followed   by  a  reverse 
;,  perhaps  thousands  of  tiines  in  a  minute.     Such 
s  hardly  affect  a  galvanometer  needle  at  all ;  tihe 
needle  simply  quivers  in  its  place  without  turning. 

895.  Siemens's  EHectrodynamometer.  —  In 
Siemens's  dynamometer  (Fig.  203),  much  used  for 
measurement  of  strong  currents,  whether  of  the  con- 
tinuouB  or  the  alternating  kind,  one  coil  ia  fixed 
permanently,  whilst  the  other  coil,  of  one  or  two  turns, 
dipping  with  its  ends  in  mercury  cup^,  is  hung  at  right 
aisles,  and  controlled  by  a  spiral  spring  below  a  torsion- 
head.     When  current  passes  the  movable  coil  tends  to 
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turn   parallel  to  the  fixed   coils,  but  is   prevented  ;  the 

torsion  index  being  turned  until  the  twist  on  the  spring 

balances  the  torque.    The  angle  through 

which  the  index  has  had  to  be  turned 

is  proportional  to  the  product  of  C^Cg, 

the  currents  in  the  fixed  and  movable 

coils. 

For  use  of  dynamometer  as  wattmeter, 
see  Art.  438. 

396.  Kelvin's  Current  Bal- 
ances.— Joule,  Mascart,  Lord  Ray- 
leigh,  and  others  have  measured  currents 
by  balances  in  which  gravity  was 
opposed  to  the  attraction  or  repulsion 
of  two  coils.  Of  such  balances  the 
most  perfect  are  those  of  Lord  Kelvin, 
the  principle  of  which  is  outlined  in  Fig.  204.  There  are 
four  fixed  coils,  ABCD,  between  which  is  suspended,  by  a 
flexible  metal  ligament  of  fine  wires,  at  the  ends  of  a 


Fig.  203. 


Fig.  204. 


light  beam,  a  pair  of  movable  coils,  E  and  F.  The 
current  flows  in  such  directions  through  the  whole  six 
that  the  beam  tends  to  rise  at  F  and  sink  at  E.  The 
beam  carries  a  small  pan  at  the  F  end,  and  a  light  arm, 
not  shown  in  Fig.  204,  but  shown  in  Fig.  205,  along 
which,  as  on  a  steel -yard,  a  sliding  weight  can  be  moved 
to  balance  the  torque  due  to  the  current.  The  current  ia 
proportional  to  the  square-root  oi  t\i\^  \.aty^^^  ^vckSfe  Niss& 
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or  stopping  the  current  will  make  it  move  the  other  way. 
(6)  A  polarized  armature  or  tongue  {i.e.  one  that  is  in- 
dependently magnetized)  is  placed  between  the  poles  of  the 
electromagnet  instead  of  opposite  them.  The  direction  in 
which  it  tends  to  move  will  be  reversed  by  reversing  the 
current  in  the  circuit  of  the  electromagnet. 

388.  Gro'wth  of  Magnetism. — It  requires  time  to 
magnetize  an  iron  core.  This  is  mainly  due  to  the  fact 
that  a  current,  when  first  switched  on,  does  not  instantly 
attain  its  full  strength,  being  retarded  by  the  self-induced 
counter-electromotive-force  (Art.  458) ;  it  is  partly  due  to 
the  presence  of  transient  reverse  eddy-currents  (Art.  457) 
induced  in  the  iron  itself.  Faraday's  large  electromagnet 
at  the  Royal  Institution  takes  about  two  seconds  to  attain 
its  maximum  strength.  The  electromagnets  of  large 
dynamo  machines  ofti^n  take  ten  minutes  or  more  to  rise 
to  their  working  stage  of  magnetization. 

When  electromagnets  are  used  with  rapidly -alternating 
currents  (Art.  470)  there  are  various  different  pheno- 
mena, for  which  the  student  is  referred  to  Ait.  477. 


Lesson  XXXII. — FAectrodynamics 

389.  Electrodynamics. — In  1821,  almost  immedi- 
ately after  Oersted's  discovery  of  the  action  of  a  current 
on  a  magnet,  Ampere  discovered  that  a  current  acts  upon 
another  current,  apparently  attracting  it  *  or  repelling  it 
according  to  certain  definite  laws.  These  actions  he  in- 
vestigated by  experiment,  and  from  the  experiments  he 
built  up  a  theory  of  the  force  exerted  by  one  current  on 
another.  That  part  of  the  science  which  is  concerned 
with  the  force  which  one  current  exerts  upon  another  he 
termed  Blectrodsmamics.     It  is  now  known  that  these 

*  It  would  be  more  correct  to  speak  of  the  force  as  acting  on  conductors 
can'ying  currents,  than  as  acting  on  the  currents  themselves. 
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actionB  are  purely  magnetic,  and  are  due  to  stressea  in  the 
interrening  medium.  The  magnetic  field  around  a  ungle 
conductor  consiata  of  a  magnetic  whirl  (Art.  202),  and 
any  other  conductor  carrying  a  current  when  brought 
into  the  field  of  the  first  ii  acted  upon  bv  it  Fig  194 
shows  the  field  due  to  two  parallel  stra  ght  current  con 


ductors  wh  (.h  were  passed  th  ough  holes  n  a  sheet  of 
glass  un  wh  ch  ron  fll  nj,s  were  spr  nklei  In  F  g  194 
the  currents  flow  in  the  aame  direction ;  in  Fig.  195  in 
opposite  directions.  In  the  first  case  tlie  atreaaes  in  the 
field  (Art.  119)  tend  to  pull  them  together,  in  the  second 
to  puah  them  apart.* 

390.  Laws  of  Parallel  and  Oblique  Oirouite. — 
The  following  are  the  laws  discovered  by  Ampire  : — 

(i.)  Tino  parallel  portions  of  a  circwU  attract  one  another 
if  the  earrmits  in  Oim,  are  fiowing  in  the  same  direction,  and 
T^el  one  anoilier  if  the  euTTenUi  flow  in  oppoHte  direction). 

This  law  ia  true  whether  the  parallel  wires  be  parte  of 
two  different  circuits  or  parts  of  the  same  cireuit. 
The  separate  turns  of  a  spiral  coil,  like  Fig.  193, 
when  traversed  by  a  current  attract  one  another  ; 
such  a  coil,  therefore,  ahortens  when  a  current  is 
aent  through  it.    But  this  m  equally  well  explained 


e  by  the  . 


le  FhUoiBphiatl  Magaiint, 
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by  the  general  law  of  electromagnetic  systems 
(Art  379),  because  shortening  will  reduce  the 
reluctance  of  the  magnetic  circuit  and  increase 
the  flux. 

(ii.)  Two  'portions  of  circuits  crossing  one  another  ohliquely 
attract  one  another  if  both  the  currents  run  either  towards  or 
from  the  point  of  crossing^  and  repel  one  another  if  one  ruTis 
to  and  the  other  from  that  point. 

Fig.  196  gives  three  cases  of  attraction  and  two  of  re- 
pulsion that  occur  in  these  laws. 

(iii.)  lVh4>-n  an  element  of  a  circuit  exerts  a  force  on 
another  element  of  a  ciradt,  that  force  always  tends  to  urge 


Fig.  196. 

the  latter  in  a  direction  at  right  angles  to  its  otvn  direction. 
Thus,  in  the  case  of  two  parallel  circuits,  the  force  of 
attraction  or  repulsion  acts  at  right  angles  to  the  currents 
themselves. 

An  example  of  laws  ii.  and  iii.  is  aff'orded  by  the  case 
shown  in  Fig.  197.  Here  two  currents  ah  and  cd 
are  movable  round  0  as  a  centre.  There  will  be 
an  apparent  repulsion  between  a  and  (^  and  be- 
tween c  and  6,  while  in  the  other  quadrants  there 
will  be  an  apparent  attraction ,  a  attracting  c,  and 
d  attracting  d. 
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The  foregoing  laws  may  be  summed  up  in  one, 
by  saying  that  two  portions  of  circuits,  however 
situated,  set  up  stresses 
in  the  surrounding 
medium  tending  to  set 
them  so  that  their  cur- 
rents flow  as  nearly  in 
the  same  path  as 
possible. 

(iv.)  The  force  exerted  between 
two  'parallel  portions  of  circuits  is  proportional  to  the  product 
of  the  strengths  of  the  two  currents^  to  the  length  of  the 
portions  J  and  inversely  proportional  to  the  simple  distance 
between  them. 

391.  Ampere's  Table. — In  order  to  observe  these 
attractions  and  repulsions,  Ampere  devised  the  piece  of 


Fig.  197. 


Fig.  198. 


apparatus  known  as  Amphre's  Tahle,  shown  in  Fig.  198, 
consisting  of  a  double  supporting  stand,  upon  which 
wires,  shaped  in  different  ways,  can  be  so  hung  as  to  be 
capable  of  rotation.      The  ends  of  tVifc  wmk^tA^w^  ^«vs5»» 
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dip  into  two  mercury  cups,  so  as  to  ensure  good  contact, 
while  allowing  freedom  to  move. 

By  the  aid  of  this  piece  of  apparatus  Ampere  further 
demonstrated  the  following  points  : — 

(a)  A  circuit  doubled  back  upon  itself,  so  that  the  current  flows 
back  along  a  path  close  to  itself,  exerts  no  force  upon  ex- 
ternal points. 

(6)  A  circuit  bent  into  zigzags  or  sinuosities  produces  the 
same  magnetic  effects  on  a  neighbouring  piece  of  circuit  as 
if  it  were  straight. 

(c)  There  is  in  no  case  any  force  tending  to  move  a  conductor 
in  the  direction  of  its  own  length. 

{d)  The  force  between  two  conductors  of  any  form  is  the  same, 
whatever  the  linear  size  of  the  system,  provided  the  distances 
be  increased  in  the  same  proportion,  and  that  the  currents 
remain  the  same  in  strength. 

The  particular  case,  given  in  Fig.  199,  will  show  the  value  of 
these  experiments.  Let  AB  and  CD  represent  two  wires  carrying 
currents,  lying  neither  parallel  nor  in  the  same  plane.  It  follows 
from  (6)  that  if  we  replace  the  portion  PQ  by  the  crooked  wire 


Fig.  199. 


PRSQ,  the  force  will  remain  the  same.  The  portion  PR  is  drawn 
vertically  downwards,  and  as  it  can,  by  (c),  experience  no  force 
in  the  direction  of  its  length,  this  portion  will  neither  be  attracted 
nor  repelled  by  CD.  In  the  portion  RS  the  current  runs  at  right 
angles  to  CD,  and  this  portion  is  neither  attracted  nor  repelled  by 
CD.  In  the  portion  SQ  the  current  runs  parallel  to  CD,  and  in 
the  same  direction,  and  will  therefore  be  attracted  downwards. 
On  the  whole,   therefore,  PQ  will  be  urged  towards  CD.     The 
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portions  PR  and  RS  will  experience  forces  of  rotation,  however,  P 
being  urged  round  R  as  a  centre  towards  C,  and  R  being  urged 
horizontally  round  S  towards  C.  These  actions  would  tend  to 
make  AB  parallel  with  CD. 

392.  Ampere's  Theory. — From  the  four  preceding 
experimental  data,  Ampere  built  up  an  elaborate  mathe- 
matical theory,  assuming  that,  in  the  case  of  these  forces 
acting  apparently  at  a  distance  across  empty  space,  the 
action  took  place  in  straight  lines  between  two  points, 
the  total  attraction  being  calculated  as  the  sum  of  the 
separate  attractions  on  all  the  different  paiis. 

The  briefest  summary  must  suffice.  If  we  deal  first  with  two 
parallel  elements  of  length  dli  and  dl^  carrying  currents  CiC2>  and 
set  at  right  angles  to  the  distance  r  joining  them,  their  mutual 
force  will  be 

df=  -  CiQifUidl^/lOOr^. 

If,  however,  they  are  not  parallel  or  in  one  plane,  let  <f>  be  the 
angle  they  make  with  one  another,  while  0i  and  $2  are  the  angles 
they  make  with  r  ;  when 

d/=  -  CiCf^lidl^icos  ^  -  f  cos  ^]'Cos  ^oVlOOr^. 

By  integrating  this  expression  one  obtains  the  forces  for  circuits 
of  any  given  dimensions.  For  example,  for  two  parallel  straight 
conductors  of  lengths  I1I2,  if  these  lengths  are  great  compared  with 
the  distance  r  between  them,  we  have 

/=  -  2CiC2/iVl00^- 

The  researches  of  Faraday  have,  however,  led  to  other 
views ;  the  mutual  attractions  and  repulsions  being  re- 
garded as  due  to  actions  taking  place  in  the  medium 
which  fills  the  space  around  and  between  the  conductors. 
All  these  so-called  electrodynamic  actions  are  merely 
magnetic  actions. 

An  interesting  experiment,  showing  an  apparent 
mutual  self-repulsion  between  contiguous  portions  of  the 
circuit,  was  devised  by  Ampere.  A  trough  divided  by 
a  partition  into  two  parts,  and  made  of  non-conducting 
materials,    is   tilled   with   mercury.      \5^q>tl  *\\.  ^<5»i^  ^ 
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metallic  bridge  formed  of  a  bent  v 
in  Fig.  200,  or  eonaiatjng  of  a  glas 
with   mercury.       When   a   curren 


ire,  of  the  form  ehown 
tube  fill.ed  siphon  wise 
is  sent   through   the 


floatm„  coTKliiilor  fiom  X!  o^  r  MN  ami  out  at  Y,  the 
floating  bridge  is  obiened  to  move  so  as  to  increase  the 
iirea  enclo»ed  by  the  circuit  But  tlit.  force  would  be 
diminished  indefinitely  if  the  two  parallel 
parts  could  be  made  to  he  ([Uite  close  to 
one  another. 

393.  Eledtama^netic  Bota- 
tions. — Continuous  rotation  can  be  pro- 
duced between  a  magnet  and  a  circuit,  or 
between  two  parts  of  one  circuit,  provided 
tliat  one  part  of  the  circuit  can  move 
while  another  part  remains  fixed,  or  that 
1  the  current  in  one  part  can  be  reversed. 
The  latter  device  ia  adopted  in  the  eon- 
Etruction  of  ehrtric  viofuri  (Art.  443). 
The  former  alternative  ia  applied  in 
some  historic  ajiparatus  for  showing 
Fjg.  201.  rotations,  a  sluliiig-conbict  being  made 

between  one  part  of  the  circuit  and 
another.  Several  different  forms  of  rotation -apparatus 
were  devised  by  Faraday  and  by  Ampere.  One  of 
Faraday's  in  shown  in  Fig.  201,  in  which  a  wire  carrying 
a  current  ie  jointed  at  the  top  and  dips  into  a  cup  of 
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mercury  surrounding  the  pole  of  a  magnet.  On  switching 
on  the  current  the  wire  at  once  begins  to  walk  round  the 
pole  with  a  motion  that  continues  until  the  current  is 
switched  off. 

A  pole  of  a  magnet  can  also  be  made  to  rotate  round 
a  current ;  and  if  a  vertical  magnet  be  pivoted  so  as  to 
turn  around  its  own  axis  it  will  rotate  when  a  current  is 
led  into  its  middle  region  and  out  at  either  end.  If  the 
current  is  led  in  at  one  end  and  out  at  the  other  there 
will  be  no  rotation,  since  the  two  poles  would  thus  be 
urged  to  rotate  in  opposite  ways.  Liquid  conductors  too 
can  exhibit  electromagnetic  rotations.  Let  a  cylindrical 
metallic  vessel  connected  to  one  pole  of  a  battery  be 
filled  with  mercury  or  dilute  acid,  and  let  a  wire  from 
the  other  pole  dip  into  its  middle,  so  that  a  current  may 
flow  radially  from  the  centre  to  the  circumference,  or 
vice  versa;  then,  if  this  be  placed  upon  the  pole  of  a 
powerful  magnet,  or  if  a  magnet  be  held  vertically  over 
it,  the  liquid  may  be  seen  to  rotate. 

394.  Electrodynamoineter.  —  Weber  devised  an 
instrument  known  as  an  eledrodynamometer  for  measuring 
the  strength  of  currents  by  means  of  the  electrodynamic 
action  of  one  part  of  the  circuit  upon  another  part.  It  is 
a  sort  of  galvanometer,  in  which,  instead  of  a  needle, 
there  is  a  small  coil  suspended.  One  form  of  this  instru- 
ment, in  which  both  the  large  outer  and  small  inner  coils 
consist  of  two  parallel  coils  of  many  turns,  is  shown  in 
Fig.  202.  The  inner  coil  CD  is  suspended  with  its  axis 
at  right  angles  to  that  of  the  outer  coils  AA,  BB,  and  is 
supported  bijilarly  (see  Art.  130)  by  two  fine  metal  wires. 
If  one  current  flows  round  both  coils  in  either  direction  the 
inner  bobbin  tends  to  turn  and  set  its  coils  parallel  to 
the  outer  coils ;  the  sine  of  the  angle  through  which  the 
suspending  wires  are  twisted  being  proportional  to  the 
square  of  the  strength  of  the  current. 

If  G  be  the  "principal  constant"  (Art.  213)  of  the  large  coils, 
and  g  the  "  moment "  of  the  small  coils  (Art.  346 "i  v(ha\i  <L^rri>ss% 
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down  the  coil,  diminishing  quickly  as  the  core  emerges. 
Short  iron  cores  are  only  pulled  while  at  the  mouth  of 
the  coil ;  the  maximum  pull  being  when  about  half  their 
length  has  entered. 

386.  The  Winding  of  Electromagnets. — The 
exact  laws  governing  the  winding  of  electromagnets  are 
somewhat  complicated ;  but  it  is  easy  to  give  certain  rules 
which  are  approximately  true.  Every  electromagnet 
shows  the  same  general  set  of  facts — that  with  small 
exciting  power  there  is  little  magnetism  produced,  with 
larger  exciting  power  there  is  more  magnetism,  and  that 
with  very  great  exciting  power  the  iron  becomes  prac- 
tically saturated  and  will  take  up  very  little  additional 
magnetism.  It  follows  at  once  that  if  the  electromagnet 
is  destined  to  be  used  at  the  end  of  a  long  line  through 
which  only  a  small  current  (perhaps  only  j^  ampere) 
will  flow,  the  requisite  number  of  ampere-turns  to  excite 
the  magnetism  will  not  be  attained  unless  many  turns  of 
wire  are  used  ;  and  as  the  current  is  small  a  fine  wire 
may  be  used. 

It  may  be  noted  that  when  electromagnets  are  wound 
with  many  turns  of  fine  wire,  these  coils  will  add  to  the 
electric  resistance  of  the  circuit,  and  will  tend  to  diminish 
the  current.  Herein  lies  a  difference  in  construction  of 
telegraphic  and  other  instruments ;  for  while  electro- 
magnets with  "  long  coils,"  consisting  of  many  turns  of  fine 
wire,  must  be  used  on  long  circuits  where  there  is  great 
line  resistance,  such  an  instrument  would  be  of  no  service 
in  a  laboratory  circuit  of  very  small  resistance,  for  the 
resistance  of  a  long  thin  coil  would  be  disj)roportionately 
great :  here  a  short  coil  of  few  turns  of  stout  wire 
would  be  appropriate  (see  Art.  192). 

It  is  the  nature  of  the  linej  according  to  whether  it  is 
of  high  resistance  or  low,  which  governs  the  (questions 
how  the  coil  shall  be  wound  and  how  the  battery  shall  be 
grouped. 

Similar   electromagnets    of   different  sizes  must  have 
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ampere-turns  proportional  to  their  linear  dimensions  if 
they  are  to  be  raised  to  equal  degree  of  saturation. 

As  the  magnetism  of  the  magnet  depends  on  the 
number  of  ampere-turns,  it  should  make  no  matter 
whether  the  coils  are  bigger  than  the  core  or  whether 
they  enwrap  it  quite  closely.  If  there  were  no  magnetic 
leakage  this  would  be  true  in  one  sense  ;  but  for  an  equal 
number  of  turns  large  coils  cost  more  and  offer  higher  re- 
sistance. Hence  the  coils  are  wound  as  closely  to  the  iron 
core  as  is  consistent  with  good  insulation.  Also  the  iron 
is  chosen  as  thick  as  possible,  as  permeable  as  possible,  and 
forming  as  compact  a  magnetic  circuit  as  possible,  so 
that  the  magnetic  resistance  may  be  reduced  to  its  utmost, 
giving  the  greatest  amount  of  magnetism  for  the  number 
of  ampere-turns  of  excitation.  This  is  why  horse-shoe- 
shaped  electromagnets  are  more  powerful  than  straight 
electromagnets  of  equal  weight  ;  and  why  also  a  horse- 
shoe electromagnet  will  only  lift  about  a  quarter  as 
much  load  if  one  pole  only  is  used  instead  of  both. 

As  the  coils  of  electromagnets  grow  hot  with  the 
current,  sufficient  cooling  surface  must  be  allowed,  or 
they  may  char  their  insulation.  Each  square  centimetre 
of  surface  warmed  1**  C.  above  the  surrounding  air  can 
get  rid  of  about  0*0029  watt.  If  50"  above  the  sur- 
rounding air  be  taken  as  the  safe  limit  of  rise  of  tempera- 
ture, and  the  electromagnet  has  resistance  r  and 
surface  s  sq.  cms.,  the  highest  permissible  current  will  be 

0*38  Ja-r  amperes. 

387.  Polarized  Mechanism. — An  electromagnet 
moves  its  armature  one  way,  no  matter  which  way  the 
current  flows.  Reversing  the  current  makes  no  difference. 
There  are,  however,  two  ways  of  making  a  mechanism 
that  will  cause  an  armature  to  move  in  either  sense  at 
will.  (a)  The  armature's  movement  is  controlled  by 
an  adjusted  spring  so  as  to  be  in  an  intermediate  position 
when  a  weak  current  is  flowing.  Then  sending  a  stronger 
current  will  move  the  armature  one  vja.^,^\i'\N^<Jiai«^««!^'^ 
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or  stopping  the  current  will  make  it  move  tlie  other  way. 
(6)  A  polarized  armature  or  tongue  {i.e.  one  that  is  in- 
dependently magnetized)  is  placed  between  the  poles  of  the 
electromagnet  instead  of  opposite  them.  The  direction  in 
which  it  tends  to  move  will  be  reversed  by  reversing  the 
current  in  the  circuit  of  the  electromagnet. 

388.  Gro-wth  of  Magnetism. — It  requires  time  to 
magnetize  an  iron  core.  This  is  mainly  due  to  the  fact 
that  a  current,  when  first  switched  on,  does  not  instantly 
attain  its  full  strength,  being  retarded  by  the  self-induced 
counter-electromotive-force  (Art.  458) ;  it  is  partly  due  to 
the  presence  of  transient  reverse  eddy-currents  (Art.  457) 
induced  in  the  iron  itself.  Faraday's  large  electromagnet 
at  the  Royal  Institution  takes  about  two  seconds  to  attain 
its  maximum  strength.  The  electromagnets  of  large 
dynamo  machines  often  take  ten  minutes  or  more  to  rise 
to  their  working  stage  of  magnetization. 

When  electromagnets  are  used  with  rapidly -alternating 
currents  (Art.  470)  there  are  various  different  pheno- 
mena, for  which  the  student  is  referred  to  Ait.  477. 


Lesson  XXXII. — Electrodynamics 

389.  Electrodynamics. — In  1821,  almost  immedi- 
ately after  Oersted's  discovery  of  the  action  of  a  current 
on  a  magnet,  Ampere  discovered  that  a  current  acts  upon 
another  current,  apparently  attracting  it  *  or  repelling  it 
according  to  certain  definite  laws.  These  actions  he  in- 
vestigated by  experiment,  and  from  the  experiments  he 
built  up  a  theory  of  the  force  exerted  by  one  current  on 
another.  That  part  of  the  science  which  is  concerned 
with  the  force  which  one  current  exerts  upon  another  he 
termed  Electrodynamics.     It  is  now  known  that  these 

*  It  would  be  more  correct  to  speak  of  the  force  as  acting  on  conductors 
carrying  currents,  than  as  acting  on  the  currents  themselves. 
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actions  are  purely  magnetic,  and  are  due  to  stresses  in  the 
intervening  medium.  The  magnetic  field  around  a  single 
conductor  consists  of  a  magnetic  whirl  (Art.  202),  and 
any  other  conductor  carrying  a  current  when  brought 
into  the  field  of  the  first  is  acted  upon  by  it.  Fig.  194 
shows  the  field  due  to  two  parallel  straight  current  con- 


ductors, which  were  passed  through  holes  in  a  sheet  of 
glass  on  which  iron  filings  were  spnnkled  In  Fig  194 
the  currents  flow  in  the  same  direction  ;  in  Fig.  195  in 
opposite  directioUB.  In  the  first  case  the  stresses  in  the 
field  (Art.  1 19)  tend  to  pull  them  together,  in  the  second 
to  push  them  apart.* 

30O.  Laws  of  Parallel  and  Oblique  Circuits. — 
The  following  are  the  laws  discovered  by  Ampfere  ; — 

(i.)  Tv»  pamlld  portions  of  a  circuit  attract  one  another 
tf  the  current)  in  them  are  flowing  in  the  lamu  direction,  and 
repel  one  another  if  ^  current!  Jknv  in  oppotUe  directiom. 

This  law  is  true  whether  the  parallel  wires  he  parts  of 
two  diflerent  circuits  or  parts  of  the  same  circuit. 
The  separate  turns  of  a  spiral  coil,  like  Fig.  193, 
when  traversed  by  a  current  attract  one  another  ; 
such  a  coil,  therefore,  shortens  when  a  current  is 
sent  through  it.    But  this  is  equally  well  explained 
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by  the  general  law  of  electromagnetic  systems 
(Art.  379),  because  shortening  will  reduce  the 
reluctance  of  the  magnetic  circuit  and  increase 
the  flux. 

(ii.)  Two  portions  of  circuits  crossing  one  another  obliquely 
attract  one  another  if  both  the  currents  run  either  tovxirds  or 
from  the  point  of  crossing,  and  repel  one  another  if  one  runs 
to  a7id  the  other  from  thai  point. 

Fig.  196  gives  three  cases  of  attraction  and  two  of  re- 
pulsion that  occur  in  these  laws. 

(iii.)  TVhen  an  element  of  a  circuit  exerts  a  force  on 
another  element  of  a  circuity  that  force  always  tends  to  urge 


Fig.  196. 

the  latter  in  a  direction  at  right  angles  to  its  own  direction. 

Thus,  in  the  case  of  two  parallel  circuits,  the  force  of 

attraction  or  repulsion  acts  at  right  angles  to  the  currents 

themselves. 

An  example  of  laws  ii.  and  iii.  is  afforded  by  the  case 
shown  in  Fig.  197.  Here  two  currents  ah  and  cd 
are  movable  round  0  as  a  centre.  There  will  be 
an  apparent  repulsion  between  a  and  ci  and  be- 
tween c  and  h,  while  in  the  other  quadrants  there 
will  be  an  apparent  attraction,  a  attracting  c,  and 
d  attracting  d. 
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The  foregoing  laws  may  be  summed  up  in  one, 
by  saying  that  two  portions  of  circuits,  however 
situated,  set  up  stresses 
in  the  surrounding 
medium  tending  to  set 
them  so  that  their  cur- 
rents flow  as  nearly  in 
the  same  path  as 
possible. 

(iv.)  The  force  exerted  between 
two  'parallel  'portions  of  circuits  is  proportional  to  the  prodiict 
of  the  strengths  of  the  two  currents,  to  the  length  of  the 
portions,  and  inversely  proportional  to  the  simple  distance 
between  them. 

391.  Ampere's  Table. — In  order  to  observe  these 
attractions  and  repulsions,  Ampere  devised  the  piece  of 


Fig.  197. 


Pig.  198. 

apparatus  known  as  Amphre's  Table,  shown  in  Fig.  198, 
consisting  of  a  double  8up])orting  stand,  upon  which 
wires,  shaped  in  different  ways,  can  be  so  hung  as  to  be 
capable  of  rotation.      The  ends  of  tbia  svxs^e^^^ij^  ^«\xsa» 
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dip  into  two  mercury  cups,  so  as  to  ensure  good  contact, 
while  allowing  freedom  to  move. 

By  the  aid  of  this  piece  of  apparatus  Ampere  further 
demonstrated  the  following  points  : — 

(a)  A  circuit  doubled  back  upon  itself,  so  that  the  current  flows 
back  along  a  path  close  to  itself,  exerts  no  force  upon  ex- 
ternal points. 

(6)  A  circuit  bent  into  zigzags  or  sinuosities  produces  the 
same  magnetic  effects  on  a  neighbouring  piece  of  circuit  as 
if  it  were  straight. 

(c)  There  is  in  no  case  any  force  tending  to  move  a  conductor 
in  the  direction  of  its  own  length. 

{d)  The  force  between  two  conductors  of  any  form  is  the  same, 
whatever  the  linear  size  of  the  system,  provided  the  distances 
be  increased  in  the  same  proportion,  and  that  the  currents 


remain  the  same  in  strength. 


The  particular  case,  given  in  Fig.  199,  will  show  the  value  of 
these  experiments.  Let  AB  and  CD  represent  two  wires  cariying 
currents,  lying  neither  parallel  nor  in  the  same  plane.  It  follows 
from  (6)  that  if  we  replace  the  portion  PQ  by  the  crooked  wire 


Fig.  199. 


PRSQ,  the  force  will  remain  the  same.  The  portion  PR  is  drawn 
vertically  downwards,  and  as  it  can,  by  (c),  experience  no  force 
in  the  direction  of  its  length,  this  portion  will  neither  be  attracted 
nor  repelled  by  CD.  In  the  portion  RS  the  current  runs  at  right 
angles  to  CD,  and  this  portion  is  neitlier  attracted  nor  repelled  by 
CD.  In  the  portion  SQ  the  current  runs  parallel  to  CD,  and  in 
the  same  direction,  and  will  therefore  be  attracted  downwards. 
On  the  whole,   therefore,  PQ  will  be  urged  towards  CD.     The 
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portions  PR  and  RS  will  experience  forces  of  rotation,  however,  P 
being  urged  round  R  as  a  centre  towards  C,  and  R  being  urged 
horizontally  round  S  towards  C.  These  actions  would  tend  to 
make  AB  parallel  with  CD. 

392.  Ampere's  Theory. — From  the  four  preceding 
experimental  data,  Ampere  built  up  an  elaborate  mathe- 
matical theory,  assuming  that,  in  the  case  of  these  forces 
acting  apparently  at  a  distance  across  empty  space,  the 
action  took  place  in  straight  lines  between  two  points, 
the  total  attraction  being  calculated  as  the  sum  of  the 
separate  attractions  on  all  the  different  pai'ts. 

The  briefest  summary  must  suffice.  If  we  deal  first  with  two 
parallel  elements  of  length  dli  and  dl2  carrying  currents  C1C2,  and 
set  at  right  angles  to  the  distance  r  joining  them,  their  mutual 
force  will  be 

d/=  -  CiCjfilidk/lOOr^. 

If,  however,  tliey  are  not  parallel  or  in  one  plane,  let  4>  be  the 
angle  they  make  with  one  another,  while  $1  and  $2  are  the  angles 
they  make  with  r  ;  when 

d/=  -  CiC^dlidkioos  ^  -  f  cos  ^].cos  e^yiOOr^. 

By  integrating  this  expression  one  obtains  the  forces  for  circuits 
of  any  given  dimensions.  For  example,  for  two  parallel  straight 
conductors  of  lengths  ^1^,  if  these  lengths  are  great  compared  with 
the  distance  r  between  them,  we  have 

/=  -  2CiC2/iV100r. 

The  researches  of  Faraday  have,  however,  led  to  other 
views  ;  the  mutual  attractions  and  repulsions  being  re- 
garded as  due  to  actions  taking  place  in  the  medium 
which  fills  the  space  around  and  between  the  conductors. 
All  these  so-called  electrodynamic  actions  are  merely 
magnetic  actions. 

An  interesting  experiment,  showing  an  apparent 
mutual  self-repulsion  between  contiguous  portions  of  the 
circuit,  was  devised  by  Ampere.  A  trough  divided  by 
a  partition  into  two  parts,  and  made  of  non-conducting 
materials,    is   filled   with    mercury.      A3^ti  SX.  ^^2»^&  ^ 
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metallic  bridge  formed  of  a  bent  wire,  of  the  fonii  atiown 
in  Fig.  200,  or  consisting  of  a  glass  tube  flll.ed  siphonwiae 
with   mercury.      Wlien   a   current   is   sent    through    the 


floating  conductor  from  X  over  MN,  and  out  at  Y,  the 
Boating  bridge  is  observed  to  move  so  as  to  increase  the 
area  enclosed  by  the  circwit.  But  the  force  would  be 
diminished  indefinitely  if  the  two  parallel 
jarts  could  be  made  to  lie  quite  close  to 
one  another. 

393.  EleotromBeB6tio  Bota- 
tione. — Continuous  rotation  can  be  pro- 
duced between  a  magnet  and  a  circuit,  or 
between  two  parts  of  one  circuit,  provided 
that  one  part  of  the  circuit  can  move 
while  another  part  remains  fixed,  or  that 
the  current  in  one  part  can  be  reversed. 
The  latter  device  is  adopted  in  the  con- 
struction of  ehdric  tiiotoTt  (Art.  443). 
The  former  alternative  is  applied  in 
some  historic  apparatus  for  showing 
Fig.  201.  rotations,  a  sliding- contact  being  made 

between  one  part  of  the  circuit  and 
another.  Several  different  fornis  of  rotation -apparatus 
were  devised  by  Faraday  and  by  Ampere.  One  of 
Faraday's  is  sliown  in  Fig.  201,  in  which  a  wire  carrying 
a  carjvnt  ia  jointed  at  the  toi^  and  di\is  into  a  cup  of 
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mercury  surrounding  the  pole  of  a  magnet.  On  switching 
on  the  current  the  wire  at  once  begins  to  walk  round  the 
pole  with  a  motion  that  continues  until  the  current  is 
switched  off. 

A  pole  of  a  magnet  can  also  be  made  to  rotate  round 
a  current ;  and  if  a  vertical  magnet  be  pivoted  so  as  to 
turn  around  its  own  axis  it  will  rotate  when  a  current  is 
led  into  its  middle  region  and  out  at  either  end.  If  the 
current  is  led  in  at  one  end  and  out  at  the  other  there 
will  be  no  rotation,  since  the  two  poles  would  thus  be 
urged  to  rotate  in  opposite  ways.  Liquid  conductors  too 
can  exhibit  electromagnetic  rotations.  Let  a  cylindrical 
metallic  vessel  connected  to  one  pole  of  a  battery  be 
filled  with  mercury  or  dilute  acid,  and  let  a  wire  from 
the  other  pole  dip  into  its  middle,  so  that  a  current  may 
flow  radially  from  the  centre  to  the  circumference,  or 
vice  versa;  then,  if  this  be  placed  upon  the  pole  of  a 
powerful  magnet,  or  if  a  magnet  be  held  vertically  over 
it,  the  liquid  may  be  seen  to  rotate. 

394.  Electrodynamometer.  —  Weber  devised  an 
instrument  known  as  an  electrodynamometer  for  measuring 
the  strength  of  currents  by  means  of  the  electrodynamic 
action  of  one  part  of  the  circuit  upon  another  part.  It  is 
a  sort  of  galvanometer,  in  which,  instead  of  a  needle, 
there  is  a  small  coil  suspended.  One  form  of  this  instru- 
ment, in  which  both  the  large  outer  and  small  inner  coils 
consist  of  two  parallel  coils  of  many  turns,  is  shown  in 
Fig.  202.  The  inner  coil  CD  is  suspended  with  its  axis 
at  right  angles  to  that  of  the  outer  coils  AA,  BB,  and  is 
supported  bifilarly  (see  Art.  130)  by  two  fine  metal  wires. 
If  one  current  flows  round  both  coils  in  either  direction  the 
inner  bobbin  tends  to  turn  and  set  its  coils  parallel  to 
the  outer  coils ;  the  sine  of  the  angle  through  which  the 
suspending  wires  are  twisted  being  proportional  to  the 
square  of  the  strength  of  the  current. 

If  G  be  the  "principal  constant "  (Art.  213)  of  the  large  coils, 
and  g  the  "  moment "  of  the  small  coils  (^Art.  S4S\  N^Vksa.  ^^scrixsisi^ 
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unit  current,  and  C^Cg  tbe  currents  in  them,  tbe  torque  (or  turning 
momeDt)  nill  he 

The  chief  advantage  of  Uiia  instrmnent  over  a  galvano- 
meter iB,  that  it  may  be  used  for  alt:eiuating  currenta  ;  a 


current  in  one  direction  being  followed  by  a  reverse 
current,  perhaps  thousands  of  times  in  a  minute.  Such 
currents  hardly  affect  a  galvanometer  needle  at  all ;  the 
needle  simply  quivers  in  its  place  without  turning. 

306,  Siemene's  Electrodjmamometer.  —  In 
Siemena's  dynamometer  (Tig.  203),  niucli  used  for 
measurement  of  strong  currents,  whetlier  ot  the  con- 
tinuous or  the  alternating  kind,  one  coil  is  fixed 
permanently,  whilst  the  other  coil,  of  one  or  two  turns, 
dipping  with  its  ends  in  meroary  cups,  is  hung  at  right 
angles,  and  controlled  by  a  spiral  spring  below  a  torsion- 
head.     When  current  passes  the  movable  coil  tends  to 
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turn  parallel  to  the  fixed  coils,  but  is  prevented  ;  the 

torsion  index  being  turned  until  the  twist  on  the  spring 

balances  the  torque.    The  angle  through 

which  the  index  has  had  to  be  turned 

is  proportional  to  the  product  of  C^Cg, 

the  currents  in  the  fixed  and  movable 

coils. 

For  use  of  dynamometer  as  wattmeter, 
see  Art.  438. 

396.  Kelvin's  Current  Bal- 
ances.— Joule,  Mascart,  Lord  Ray- 
leigh,  and  others  have  measured  currents 
by  balances  in  which  gravity  was 
opposed  to  the  attraction  or  repulsion 
of  two  coils.  Of  such  balances  the 
most  perfect  are  those  of  Lord  Kelvin, 
the  principle  of  which  is  outlined  in  Fig.  204.  There  are 
four  fixed  coils,  ABCD,  between  which  is  suspended,  by  a 
flexible  metal  ligament  of  fine  wires,  at  the  ends  of  a 


Fig.  203. 


Fig.  204. 


light  beam,  a  pair  of  movable  coils,  E  and  F.  The 
current  flows  in  such  directions  through  the  whole  six 
that  the  beam  tends  to  rise  at  F  and  sink  at  E.  The 
beam  carries  a  small  pan  at  the  F  end,  and  a  light  arm, 
not  shown  in  Fig.  204,  but  shown  in  Fig.  205,  along 
which,  as  on  a  steel -yard,  a  sliding  weight  can  be  moved 
to  balance  the  torque  due  to  the  current.  The  current  is 
proportional  to  the  square-root  of  \>\i\a  \*c>t:v3^^^  ivciRAi.  *^icka 
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force  is  proportional  to  the  product  of  the  current  in  the 
fixed  and  movable  coils  as  in  all  electrodynamoineters. 

Lord  Kelvin  has  designed  a  whole  range*  of  these  instruments  : 
— a  centi-ampere  balance  reading  from  0*01  to  1  ampere  ;  a  deci' 
ampere  balance  reading  from  0*1  to  10  ;  a  deka-ampere  balance 
reading  from  1  to  100  ;  a  liekto- ampere  balance  reading  from  6  to 
600  ;  and  a  kilo-ampere  balance  reading  up  to  2500  amperes.  The 
centi-ampere  balance  is  shown  in  Fig.  205,  in  which  the  sliding 
weight  is  carried  on  the  base  of  the  pointer  (shown  white),  and 
when  at  the  zero  of  the  scale  just  balances  the  weight  in  the  V- 
shaped  pan.  Any  cuiTent  passing  through  the  coils  causes  the 
beam  to  tilt  and  the  pointer  is  moved  (by  means  of  a  self-releasing 
slider  attached  to  cords)  until  it  is  again  hoiizontal  fas  shown  by 
the  black  pointer  at  either  end).  With  a  certain  pair  of  weights 
the  fixed  scale  gives  the  current  in  decimal  parts  of  an  ampere  ; 
but  by  the  use  of  other  weights  a  wider  range  is  obtained. 

The  "ampere-standard''  instrument,  and  the  "volt- 
standard"  instruments  of  the  Board  of  Trade,  kept  at 
Whitehall  as  legal  standards  for  Great  Britain  (see 
Appendix  B),  are  current  balances  of  special  construc- 
tion, designed  by  Major  Cardew. 

397.  Eleotroma^netio  Actions  of  Convexion 
Currents. — According  to  Faraday  a  stream  of  particles 
charged  with  electricity  acts  magnetically  like  a  true 
conduction  current.  This  was  first  proved  in  1876  by 
Rowland,  who  found  a  charged  disk  rotated  rapidly  to 
act  upon  a  magnet  as  a  feeble  circular  current  would  do. 
Convexion  currents,  consisting  of  streams  of  electrified 
particles,  are  also  acted  upon  by  magnets.  The  convective 
discharges  in  vacuum-tubes  (Art  320)  can  be  drawn  aside 
by  a  magnet,  or  caused  to  rotate  around  a  magnet-pole. 
The  brush  discharge  (Art.  319)  when  taking  place  in  a 
strong  magnetic  field  is  twisted.  The  electric  arc  (Art. 
448)  also  behaves  like  a  flexible  conductor,  and  can  be 
attracted  or  repelled  laterally  by  a  magnet.  Two  stationary 
positively-electrified  particles  repel  one  another,  but  two 

*  For  a  fuller  account  of  these  Current  Balances,  and  of  the  Wattmeters 
on  the  same  principle,  see  Gray's  AbsoluUe  Measurements  in  filectrw.i.t'^  ^^rwi^ 
Magmtismy  from  which  Fig.  205  is  taken. 
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parallel  currents  attract  one  another  (Art.  390)^  and 
if  electrified  particles  flowing  along  act  like  currents,  there 
should  be  an  (electromagnetic)  attraction  between  two 
electrified  particles  moving  along  side  by  side  through 
space.  According  to  Maxwell's  theory  (Art.  518)  the 
electrostatic  repulsion  will  be  just  equal  to  the  electro- 
magnetic attraction  when  the  particles  move  with  a 
velocity  equal  to  the  velocity  of  light. 

Hall  discovered  in  1879  that  when  a  powerful  magnet 
is  made  to  act  upon  a  current  flowing  along  in  a  strip  of 
very  thin  metal,  the  equipotential  lines  are  no  longer  at 
right  angles  to  the  lines  of  flow  of  the  current  in  the  strip. 
This  action  appears  to  be  connected  with  the  magnetic 
rotation  of  polarized  light  (Art.  526),  the  coefficient  of  this 
transverse  thrust  of  the  magnetic  field  on  the  current 
being  feebly  +  in  gold,  strongly  +  in  bismuth,  and  —  in 
iron,  and  immensely  strong  negatively  in  tellurium.  It 
was  shown  by  the  author,  and  about  the  same  time  by 
Righi,  that  those  metals  which  manifest  the  Hall  effect 
undergo  a  change  in  their  electric  resistance  when  placed 
in  the  magnetic  field.  The  resistance  of  bismuth  increases 
so  greatly  that  it  affords  a  way  of  measuring  the  strength 
of  magnetic  fields. 

398.  Ampere's  Theory  of  Magnetism. — Am- 
pere, finding  that  solenoids  (such  as  Fig.  193)  act  pre- 
cisely as  magnets,  conceived  that  all  magnets  are  simply 
collections  of  currents,  or  that  around  every  individual 
molecule  of  a  magnet  an  electric  current  is  ceaselessly 
circulating.  We  know  that  such  currents  could  not  flow 
perpetually  if  there  were  any  resistance  to  them,  and  we 
know  that  there  is  resistance  when  electricity  flows  from 
one  molecule  to  another.  As  we  know  nothing  about  the 
interior  of  molecules  themselves,  we  cannot  assert  that 
Ampere's  supposition  is  impossible.  Since  a  whirlpool  of 
electricity  acts  like  a  magnet,  there  seems  indeed  reason 
to  think  that  magnets  may  be  merely  made  up  of  rotating 
portions  of  eJectrified  matter. 


CHAPTER   VI 

MEASUREMENT    OF    CURRENTS,    ETC. 

Lesson  XXXIII. — OhrnJs  Law  and  its  Consequences 

399.  Law  of  Dr.  Ohm. — In  Art.  191  the  law 
discovered  by  Dr.  G.  S.  Ohm  was  stated  in  the  following 
terms  : — The  strength  of  the  current  varies  directly  as  the 
electromotive  -force^  and  inv&rsely  as  the  resistance  of  the 
circuit. 

Using  the  units  adopted  by  practical  electricians,  and 
explained  in  Art.  354,  we  may  now  restate  Ohm's  law 
in  the  following  definite  manner  : — The  number  of  amperes 
of  current  flowing  through  a  circuit  is  equal  to  the  number 
of  volts  of  electromotive-force  divided  by  the  number  of  ohms 
of  resistatice.      Or, 

amperes  =  volts  -r  ohms, 

C  =  E/R. 

The  above  is  the  simplest  way  of  stating  the  law,  but  in 
its  application  it  is  not  quite  so  simple.  If  we  apply  it  to 
a  whole  circuit  we  must  consider  both  the  total  E  and  the 
total  R.  For  if  a  number  of  cells  are  used  and  the  circuit 
be  made  up  of  a  number  of  different  parts  through  all  of 
which  the  current  must  flow,  we  have  to  take  into  account 
not  only  the  electromotive-forces  of  the  cells,  but  tkeut 
resistances,  as  well  as  the  resistaTie,^^  oi  o^JtkKt  ^"axN.^  <^^  ^^ia-^ 
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•circuit.  For  example,  the  current  may  flow  from  the 
zinc  plate  of  the  first  cell  through  the  liquid  to  the  carbon 
plate,  then  through  a  connecting  wire  or  screw  to  the 
next  cell,  through  its  liquid,  through  the  connecting  screws 
and  liquids  of  the  rest  of  the  cells,  then  through  a  wire 
to  a  galvanometer,  then  through  the  coils  of  the  galvano- 
meter, then  perhaps  through  an  electrolytic  cell,  and 
finally  through  a  return  wire  to  the  zinc  pole  of  the 
battery.  In  this  case  there  are  a  number  of  separate 
electromotive -forces  all  tending  to  produce  a  flow,  and  a 
number  of  different  resistances,  each  obstructing  the  flow 
and  adding  to  the  total  resistance.  If  in  such  a  case  we 
knew  the  separate  values  of  all  the  different  electromotive- 
forces  and  all  the  different  resistances  that  are  in  series  we 
could  calculate  what  the  current  would  be,  for  it  would 
have  the  value — 


C  = 
C  = 


e' +  «"  +  «'" +  ei^  + 


Total  electromotive- force 


Total  resistance 


Example. — Let  there  be  5  cells  iu  series  each  having  «  =  1*4 
volts,  and  each  an  internal  r=0'4  ohm;  and  let  the 
external  part  of  circuit  have  resistance  3  ohms.  Total 
E  =  7  volts;  total  R  =  5  ohms.  Current  C  will  be  If 
amperes. 

If  any  one  of  the  cells  were  set  wrong  way  round  its 
electromotive-force  would  oppose  that  of  the  other  cells ; 
an  opposing  electromotive-force  must  therefore  be  sub- 
tracted, or  reckoned  as  negative  in  the  algebraic  sum. 
The  "polarization"  (Arts.  175  and  487)  which  occurs 
in  battery  cells  and  in  electrolytic  cells  after  working  for 
some  time  is  an  opposing  electromotive  -  force,  and 
diminishes  the  total  of  the  electromotive-forces  in  the 
circuit.  So,  also,  the  induced  back  E.M.F.  which  is  set 
up  when  a  current  from  a  battery  drives  an  electric 
motor  (Art  444)  reduces  the  strength   of  the  working 
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current ;  in  such  case,  if  E  is  the  electromotive-force  of 
the  battery,  e  the  opposing  electromotive -force,  and  R 
the  total  resistance,  we  shall  have 

Example. — Suppose  the  battery  to  generate  current  at  25  volts, 
and  the  motor  to  generate  a  back  electromotive-force  of 
20  volts,  and  the  total  resistance  to  be  24  ohms,  there 
will  be  a  current  of  2  amperes. 

But  we  may  apply  Ohm's  law  to  a  jfart  of  a  circuit. 
If  e  represents  the  difference  of  potential  between  two 
ends  of  a  conductor  of  resistance  r,  the  current  C  in  it 
must  be  =  ejr.  Or,  to  put  it  the  other  way  round,  the 
electromotive-force  needed  to  drive  C  amperes  through  a 
resistance  of  r  ohms  will  be  e  =  rQ  volts. 

Consider  the  case  of  a  circuit  of  which  the  resistance 
is  made  up  of  two  parts,  an  external  resistance  R  consisting 
of  wires,  lamps,  etc.,  and  of  a  smaller  resistance  r  internal 
to  the  battery  or  dynamo  (viz.  the  resistance  of  the 
liquids  in  the  cells,  or  of  the  wire  of  the  armature).  Then 
if  E  is  the  whole  electromotive-force  we  shall  have  as 
current 

E 


"    ■     R  +  r' 

or 

C(R  +  r)  =  E  ; 

or  again 

CR  +  Cr  =  E. 

This  means  in  words  that  the  total  volts  may  be  considered 
as  being  employed  partly  in  driving  the  current  through 
the  external  resistance  R,  partly  in  driving  the  current 
through  the  internal  resistance  r.  This  latter  part 
of  the  electromotive-force  is  called  the  lost  volts;  the 
remainder  being  the  useful  or  externally  available  volts, 
that  would  be  measurable  by  a  voltmeter  (Art.  220) 
set  across  the  terminals.  If  we  call  the  available  volts  V 
we  may  write  V  =  CR,  whence 
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V  =  E  -  Cr ; 

or  in  words  :  the  volts  as  measured  at  the  terminals  of  a 
cell  or  dynamo  are  less  than  the  whole  E.M.F.  generated 
therein ;  being  equal  to  the  whole  E.M.F.  less  the  lost 
volts.  The  lost  volts  being  proportional  to  internal  re- 
sistance it  is  obviously  best  to  keep  all  internal  resistances 
as  low  as  possible.  Only  when  the  cell  is  giving  no 
current  are  the  external  volts  V  equal  to  the  whole  E.M.F. ; 
for  when  C  =  o,  Cr  is  also  =  o. 

Example. — A  dynamo  is  designed  to  generate  its  currents 
with  an  electromotive-force  of  105  volts.  The  internal 
resistance  of  its  armature  is  ^  ohm.  When  it  is  giving 
out  current  of  120  amperes,  the  lost  volts  will  be  120  x  ^ 
=  4  volts.  Consequently  the  volts  available  in  the 
external  circuit  will  be  only  101. 

Since  C  =  ,=r —  =  =r  it  follows  also  that  V  =  E 


R  +  r       R  R+r 

400.  Resistance. — Resistance  is  the  name  given  to 
that  property  of  materials  by  virtue  of  which  they  obstruct 
the  steady  flow  of  electricity  through  them,  and  fritter 
down  into  heat  the  energy  of  the  current.  It  is  found 
that  the  resistance  of  a  metal  wire,  if  kept  at  an  unvary- 
ing temperature,  is  the  same  whether  a  large  current  or 
a  small  current  be  flowing  through  it.  For  example,  if 
a  wire  has  a  resistance  such  that  when  a  difference  of 
potential  of  10  volts  is  applied  to  its  ends  a  current  of 
2  amperes  flows  through  it  (its  resistance  being  5  ohms), 
it  will  be  found  that  if  1  volt  is  applied  the  current  will 
be  0'2  amperes,  the  ratio  between  volts  and  amperes 
being  5  as  before. 

The  unit  of  resistance,  or  o/im,  is  a  standard  chosen  in 
order  that  the  resistances  of  other  conductors  may  be 
expressed  in  definite  numbers.  The  definition  of  it  is 
given  in  Art.  354.  It  is  convenient  to  remember  that 
100  yards  of  ordinary  iron  telegraph-wire  has  roughly  a* 
resistance  about  1  ohm. 
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Resistances  in  a  circuit  may  be  of  two  kinds — fird^ 
the  resistances  of  the  conductors  (metals,  alloys,  liquids) 
themselves  ;  seccmd^  the  resistances  due  to  ivn/perfed  contact 
at  points.  The  latter  kind  of  resistance  is  affected  by 
pressure,  for  when  the  surfaces  of  two  conductors  are 
brought  into  more  intimate  contact  with  one  another, 
the  current  passes  more  freely  from  one  conductor  to 
the  other.  The  contact-resistance  of  two  copper  con- 
ductors may  vary  from  infinity  down  to  a  small  fraction 
of  an  ohm,  according  to  the  pressure.  The  variation  of 
resistance  at  a  point  of  imperfect  contact  is  utilized  in 
telephone  transmitters  (Art.  512).  The  conduction  of 
pmvdered  metals  is  remarkable.  A  loose  heap  of  filings 
scarcely  conducts  at  all,  owing  to  the  want  of  cohesion, 
or  to  the  existence  of  films  of  air  or  dust.  But  it  be- 
comes instantly  a  good  conductor  if  an  electric  spark  is 
allowed  to  occur  anywhere  within  a  few  yards  of  it  (see 
Art.  521).  The  resisting  films  of  air  are  broken  down 
by  minute  internal  discharges  in  the  mass.  A  very 
slight  agitation  by  tapping  at  once  makes  the  powder 
non-conductive. 

For  the  purpose  of  regulating  the  flow  of  currents, 
and  for  electrical  measurements  (Art.  411),  variable 
redstaiices  are  employed.  Resist- 
ance coils  (Art.  414)  are  sets  of 
coils  made  each  of  a  definite 
value  in  ohms,  of  which  one  or 
more  can  be  inserted  in  the 
circuit  at  will.  Rheostats  consist 
of  easily-adjustable  resistances,  Fig.  206. 

the  length   of   wire  in   circuit 

being  varied  by  turning  a  handle.  In  some  cases  the 
rheostat  wire  is  wound  off  and  on  to  a  roller.  In 
others  a  handle  (Fig.  206)  moving  over  a  number  of 
metal  studs  varies  the  amount  of  resistance- wire  through 
which  the  current  must  flow.  Carbon  TVvfeo^\aXja»  owv^^s.^ 
of  a  number  of  little  plates  of  bard  caT\>Qii,  ?JXiO\x\»  "i  \aj?as». 

2  B 
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square,  arranged  in  a  pile,  with  a  screw  to  reduce  their 
resistance  by  squeezing  them  together  into  better  contact 

401.  La-ws  of  Resistance. — The  following  are  the 
laws  of  the  resistance  of  conductors  : — 

(i.)  The  resistance  of  a  conducting  wire  is  proportional  to 
its  length.  If  the  resistance  of  a  mile  of  iron 
telegraph-wire  be  17  ohms,  that  of  50  miles  will 
be  50  X  17  =  850  ohms. 

(ii.)  The  resistance  of  a  conducting  wire  is  inversely  pro- 
portional to  the  area  of  its  cross-section,  and  therefore 
in  the  usual  round  wires  is  inversely  proportional 
to  the  square  of  its  diameter.  Ordinary  telegraph- 
wire  is  about  J  of  an  inch  thick  ;  a  wire  twice 
fis  thick  would  conduct  four  times  as  well, 
liaving  four  times  the  area  of  cross  -  section ; 
hence  an  equal  length  of  it  would  have  only  J 
the  resistance. 

(iii.)  The  resistance  of  a  conducting  wire  of  given  length 
and  thickness  depends  upon  the  material  of  which 
it  is  made — that  is  to  say,  upon  the  speoifio 
resistance  of  the  material. 

If  the  length  of  a  wire  be  I  centimetres,  and  its  area 
of  section  A  square  centimetres,  and  the  specific  resistance 
of  the  material  be  p,  then  its  resistance  R  will  be 

R  =  Ip/A. 

Example. — Find  the  resistance  of  a  platinoid  wire  of  section 
0-004  sq.  cm.,  and  200  cm.  long;  /3  =  32*5  x  10-«. 
B.=  \'Q2b  ohins. 

402.  Conductance  and  Resistance. — The  term 
conductance  is  used  as  the  inverse  of  resistance  ;  a  con- 
ductor whose  resistance  is  r  ohms  is  said  to  have  a  con- 
ductance of  l/r  ^^mhotf.'^  When  a  number  of  conductors 
are  in  parallel  with  one  another  their  united  conductance 
is  the  sum  of  their  separate  conductances. 

The  conductance  of  a  prisuv  of  which  the  length  is 
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1  cm.  and  its  area  of  section  is  1  sq.  cm.,  is  called  its 
conductivity  or  specific  coriductunce. 

The  resistance  of  a  prism  of  length  1  cm.  and  section 
1  sq.  cm.  is  ^metimes  called  its  resistivity  or  specific 
resistatice. 

403.  Specific  Resistance. — The  specific  resistance 
of  a  substance  is  most  conveniently  stated  as  the  resistance 
(in  millionths  of  an  ohm)  of  a  centimetre  cube  of  the 
substance.  The  Table  on  p.  404  also  gives  the  relative 
conductance  when  that  of  copper  is  taken  as  100. 

Aluminium  is  a  better  conductor  than  silver,  weight 
for  weight. 

It  is  found  that  those  substances  that  possess  a  high 
conducting  power  for  heat  are  also  the  best  conductors 
of  electricity,  but  the  ratio  of  these  conductivities  is 
not  constant ;  it  varies  as  the  absolute  temperature. 

Liquids  fall  under  three  heads  :  (1)  molten  metals  and 
alloys,  which  conduct  simply  as  metals  ;  (2)  fused  salts 
and  solutions  of  salts  and  acids,  which  conduct  only  by 
electrolysis  (Art.  487) ;  (3)  insulators,  such  as  the  oils,  tur- 
pentine, etc.,  and  bromine.  Liquid  electrolytes  are  worse 
conductors  than  metals  ;  gases,  including  steam,  are  per- 
fect non-conductors,  except  when  so  rarefied  as  to  admit 
of  discharge  by  convexion  through  them  (Art  320). 

404.  Effects  of  Heat  on  Resistance. — Changes 
of  temperature  affect  temporarily  the  conducting  power 
of  metals.  Nearly  all  the  pure  metals  increase  their 
resistance  about  0*4  per  cent  for  a  rise  of  I**  C.  in  tem- 
perature, or  about  40  per  cent  when  warmed  100°. 
When  cooled  in  liquid  oxygen  the  resistance  was  found 
by  Wroblewski  to  fall  greatly.  A  copper  wire  which  at- 
0°  had  a  resistance  of  17*5  ohms  fell  to  1*65  ohms  at 
—  201°  C.     Dewar  and  Fleming  find  all  pure  metals  to 

lower  their  resistance  as  though  at  —  274°  C.  (absolute 
zero    of   temperature)  they  would    become  perfect  con- 
ductors.     The  resistance  of  carbon,  on  the  othe.Y  \\wA.^ 
diminishes  on  heating.     The  Mameii\.  ol  ^  ^q>^ -^sw\»;:^^ 
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TABLE   OF   SPECIFIC   RESISTANCE 


Substance. 


Metcds  at  0°C. 
Copper  (annealed) 

„       (hard)   . 
Silver  (annealed) 
,,      (hard)      . 
Gold 

Alaminium  (annealed) 
Platinum  . 
Iron  (pure) 
Iron  (telegraph-wire) 
Lead 

Mercury    . 
Selenium  . 
Carbon  (graphite) 
(arc  light) 


>» 


Alhys. 

German-silver    . 

(Cu  60,  Zu  26,  Ni  14) 
Platinum-silver . 

(Pt  67,  Ag  33) 
Platinoid  . 

(Cu    59,  Zn   25-5, 
Ni  14,  W  55) 
Mangauin . 
(Cu84,  Nil2,  Mn3-5) 

Zdquids  at  18°  C. 
Pure  Water 
Dilute  H2SO4,  6% 
„     H2SO4,  30% 
„     H^O^,  80% 
„     ZnSO^,  24% 
„     HNO3,30% 


Specific  Resistance 
(microhms  of 
1  cm.  cube). 


/ 


Insidators. 

Glass  at  20°  C.  . 
Glass  at  200°  C. 
Guttapercha  24°  C. 


1-570 

1*603 

1-492 

1-620 

2-077 

2-889 

8-982 

9-638 
15 

19-63 
94-34 
6  X  10^<> 
2400  to  42000 
about  4000 


Resistance 

(ohms)  of  metre 

length  sq 

.  SWi 


mm 


tion. 


-0157 

-0160 

-0149 

•0162 

•0208 

•0289 

•0898 

•0964 

•15 

•1963 

•9434 


Relative 
Conductance. 


20^76 

2-4 
32-5 

47-5 


26-5x108 
486  X  10-^ 
137  X  10^ 
918  X 10^ 
214  X  10"5 
129  X 10* 


91  X  1018 

22-7  X  10^- 

4-5xl02« 


•2076 

•024 

•325 

•475 


100 

98-1 
105 

98 

76 

64 

17 

16 

10 
8-8 
1-6 

Toooodooinro 


7-6 
6-5 

4-8 

3  3 


less  than  one 
millionth  pai  t 


less  than  one 
billionth 
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which  when  cold  was  230  ohms,  was  only  150  when 
white  hot.  German  -  silver  and  other  alloys  do  not 
show  so  much  change,  hence  they  are  used  in  making 
standard  resistance  coils.  The  temperature-coefficient  of 
German-silver  is  only  0*00044  for  1"  C,  or  ^^  that  of 
the  pure  metals.  Platinoid  and  platinum-silver  have  about 
0*00011  for  their  coefficient.  Weston  has  found  alloys 
of  manganese,  copper,  and  nickel,  which  have  a  small 
negative  coefficient.  Those  liquids  which  only  conduct 
by  being  electrolyzed  (Art.  234)  conduct  better  as  the 
temperature  rises.  The  effect  of  light  in  varying  the 
resistance  of  selenium  is  stated  in  Art.  529.  The  pro- 
perty of  changing  resistance  with  temperature  is  now 
used  for  measuring  furnace  temperatures  in  Callendar's 
platinum  pyrometer.  The  bolometer  used  by  Langley 
in  researches  on  radiant  heat  depends  on  the  same 
property. 

406.  Insulators. — The  name  insulators  is  given  to 
materials  which  have  such  high  resistances  that  they  can 
be  used  as  non-conductors.  They  differ  much  in  their 
mechanical  qualities  as  well  as  in  their  insulation-resist- 
ance. They  may  be  classed  under  several  heads :  (1) 
Vitreous,  including  glass  of  all  kinds  and  slags  ;  (2)  Stony, 
including  slate,  marble,  stoneware,  steatite,  porcelain, 
mica,  asbestos  ;  (3)  Resinous,  including  shellac,  resin,  bees- 
wax, pitch,  various  gums,  bitumen,  ozokerit ;  (4)  Elastic, 
including  india-rubber,  guttapercha,  ebonite;  (6)  Oily, 
including  various  oils  and  fats  of  animal  and  vegetable 
origin,  as  well  as  solid  paraffin  and  petroleum  oil ;  (6) 
Cellulose,  including  dry  wood  and  paper,  and  preparations 
of  paper,  such  as  "fibre"  and  celluloid.  All  these 
materials  decrease  their  resistance  enormously  as  the 
temperature  rises,  and  in  general  become  fairly  good 
conductors  as  soon  as  any  chemical  change  begins  ;  some 
of  them  (as  glass)  conduct  as  electrolytes  so  soon  as  they 
soften. 

The  name  insulators  is  also  \x^a^  W  ^^  *YQssQSai«csi% 
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supports  of  stoneware,  porcelain,  or  glass  on  which  tele- 
graph wires  are  carried  (Art.  497). 

406.  Typical  Circuit. — Let  us  consider  the  typical 
case  of  the  circuit  shown  in  Fig.  207,  in  which  a  battery, 
ZC,  is  joined  up  in  circuit  with  a  galvanometer  by  means 
of  wires  whose  resistance  is  R.  The  total  electromotive- 
force  of  the  battery  we  will  call  E,  and  the  total  internal 
resistance  of  the  liquids  in  the  cells  r.  The  resistance  of 
the  galvanometer  coils  may  be  called  G.  Then,  by  Ohm's 
law; — 

E 


C  = 


R  +  r  +  G* 


Fig.  207. 


The  internal  resistance  r  of  the  liquids  of  the  battery 
bears  an  important  relation  to  tlie  external  resistance  of 

the  circuit  (including  R 
and  G),  for  on  this  relation 
depends  the  best  way  of 
arranging  the  battery  cells. 
Suppose,  for  example,  that 
we  have  a  battery  of  50 
small  Daniell's  cells  at  our 
disposal,  of  which  we  may 
reckon  the  electromotive- 
force  as  one  volt  (or,  more 
accurately,  1*07  volt)  each,  and  each  having  an  internal 
resistance  of  two  ohms.  If  we  have  to  use  these  cells  on  a 
circuit  where  there  is  already  of  necessity  a  high  resist- 
ance, we  should  couple  them  up  "  in  series  "  rather  than  in 
parallel.  For,  supposing  we  have  to  send  our  current 
through  a  line  of  telegraph  100  miles  long,  the  external 
resistance  R  will  be  (reckoning  13  ohms  to  the  mile  of 
wire)  at  least  1300  ohms.  Through  this  resistance  a 
single  such  cell  would  give  a  current  of  less  than  one'milli- 
ampere,  for  here  E  =  1,  R  =  1300,  r  =  2,  and  therefore 

—  — —  YoQo  ^^  ^^   ampere,  a   current  far 


C  = 


R  +  r     1300  +  2 
too  >Keak  to  work  a  telegraph  instrument. 
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With  fifty  such  cells  in  series  we  should  have  E  =  50, 
r  =  1 00,  and  then 

50  50        1 

^  =  13O0Tl00  =  liOO  =  '28  °^  *"*  '''"P^'^'  °''  ''''^'  ^^  '"^"- 
amperes.  In  telegraph  work,  where  the  instruments 
require  a  current  of  5  to  10  milli-amperes  to  work  them, 
it  is  usual  to  reckon  an  additional  Daniell's  cell  for  every 
5  miles  of  line,  each  instrument  in  the  circuit  being 
counted  as  having  as  great  a  resistance  as  10  miles  of 
wire. 

If,  however,  the  resistance  of  the  external  circuit  be 
small,  such  arrangements  must  be  made  as  will  keep  the 
total  internal  resistance  of  the  battery  small.  Suppose, 
for  example,  we  wish  merely  to  heat  a  small  piece  of 
platinum  wire  to  redness,  and  use  stout  copper  wires 
to  connect  it  with  the  battery.  Here  the  external  resist- 
ance may  possibly  not  be  as  much  as  1  ohm.  In  that 
case  a  single  cell  would  give  a  current  of  J  of  an  ampere 
(or  333  milli-amperes)  through  the  wire,  for  here  E  =  1, 
R=l,  and  r=2.  But  10  cells  would  only  give  half 
as  much  again,  or  476  milli-amperes,  and  fifty  cells  only 
495  milli-amperes,  and  with  an  infinite  number  of  such 
cells  in  series  the  current  could  not  possibly  be  more 
than  500  milli-amperes,  because  every  cell,  though  it  adds 
1  to  E,  adds  2  to  R.  It  is  clear  then  that  though  link- 
ing many  cells  in  series  is  of  advantage  where  there  is 
the  resistance  of  a  long  line  of  wire  to  be  overcome,  yet 
where  the  external  resistance  is  small  the  practical  advan- 
tage of  adding  cells  in  series  soon  reaches  a  limit. 

But  suppose  in  this  second  case,  where  the  external 
resistance  of  the  circuit  is  small,  we  reduce  al^  the 
internal  resistance  of  our  battery  by  linking  cells  to- 
gether in  parallel,  joining  several  zincs  of  several  cells 
together,  and  joining  also  their  copper  poles  together 
(as  suggested  in  Art  192),  a  difl^erent  and  better  result 
is  attained.  Suppose  we  thus  join  up  four  cells.  Their 
electromotive-force  will  be  no  more,  it  is  true^  tlwi.\5k.  \k«^ 
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of  one  cell,  but  their  resistance  will  be  but  J  of  one 
such  cell,  or  J  an  ohm.  These  four  cells  would  give 
a  current  of  666  milli-amperes  through  an  external 
resistance  of  1  ohm,  for  if  E  =  l,  R=l,  and  the  in- 
ternal resistance  be  ^  of  r,  or  =  |,  then 

E 
C  =  _ —  =  f  of  an  ampere,  or  666  milli-amperes. 

If  we  arrange  the  cells  of  a  battery  in  n  files  of  m 
cells  in  series  in  each  file  (there  being  mxn  similar  cells 
altogether),  the  electromotive-force  of  each  file  will  be 
m  times  the  electromotive-force  E  of  each  cell,  or  mE ; 
and  the  resistance  of  each  file  will  be  m  times  the  resist- 
ance r  of  each  cell,  or  mr.     But  there  being  n  files  in 

parallel    the   whole   internal   resistance   will   be    only  — 

of  the  resistance  of  any  one  file,  or  will  be  — r,  hence, 

by    Ohm's    law,    such    a    battery    would    give    as    its 

current 

m'E 


C  = 


m 


r  +  R 

u 


407.  Best  Q-roupings  of  Cells. — If  the  question 
arises  as  to  the  best  way  of  grouping  a  given  number  of 
cells,  it  must  be  replied  that  there  are  several  best  ways. 

(1)  Grrouping  for  best  Economy. — So  group  the  cells  that 
their  united  internal  resistance  shall  be  vei-y  small  compared 
with  the  external  resistance.  In  this  case  the  materials  of 
the  battery  will  be  consumed  slowly,  and  the  current  will 
not  be  drawn  off  at  its  greatest  possible  strength  ;  but 
there  will  be  a  minimum  waste  of  energy  (Art.  435). 

(2)mGrouping  for  greatest  Current. — It  can  be  shown 
mathematically  that,  for  a  given  battery  of  cells,  the  way 
of  grouping  them  that  will  give  the  largest  steady  current 
when  they  are  required  to  work  through  a  given  external 
resistance  R,  is  so  to  choose  m  and  n,  that  the  internal 

resistance   i—r)   shall    equal   the   external  resistance.      The 


CHAP.  VI  GROUPING  OF  CELLS  409 

student  should  verify  this  rule  by  taking  examples  and 
working  them  out  for  different  groupings  of  the  cells. 
Although  this  arrangement  gives  the  strongest  current  it  is 
not  the  most  economical ;  for  if  the  internal  and  external 
resistances  be  equal  to  one  another,  the  useful  work  in 
the  outer  circuit  and  the  useless  work  done  in  heating  the 
cells  will  be  equal  also,  half  the  energy  being  wasted. 

(3)  Grouping  for  quickest  Action. — If  there  are  electro- 
magnets, or  other  objects  possessing  self-induction  (Art. 
458)  in  the  circuit,  which  would  tend  to  prevent  the 
current  rising  quickly  to  its  proper  value,  the  best  group- 
ing to  cause  the  current  to  rise  as  quickly  as  possible  is  one 
that  will  make  the  internal  resistance  higher  than  the 
external,  namely,  put  all  the  cells  in  series  (see  Art.  460). 

408.  Lon^  and  Short  Coil  Instruments. — The 
student  will  also  now  have  no  difficulty  in  perceiving  why 
a  "  long-coil "  galvanometer,  or  a  "  long-coil "  electro- 
magnet, or  instrument  of  any  kind  in  which  the  conductor 
is  a  long  thin  wire  of  high  resistance,  must  not  be 
employed  on  circuits  where  both  R  and  r  are  already 
small.  He  will  also  understand  why,  on  circuits  of  great 
length,  or  where  there  is  of  necessity  a  high  resistance  and 
a  battery  of  great  electromotive  force  is  employed,  "  short- 
coil"  instruments  are  of  little  service,  for  though  they 
add  little  to  the  resistances,  their  few  turns  of  wire  are  not 
enough  to  produce  the  required  action  with  the  small 
currents  that  circulate  in  high-resistance  circuits.  He  will 
understand,  too,  why  "  long-coil "  instruments  are  here 
appropriate  as  multiplying  the  effects  of  the  currents  by 
their  many  turns,  their  resistance,  though  perhaps  large, 
not  being  a  serious  addition  to  the  existing  resistances  of 
the  circuit.  The  main  point  to  grasp  is  that  it  is  the 
nature  of  the  line,  whether  of  high  resistance  or  low,  which 
determines  not  only  the  grouping  of  the  battery,  but  also 
what  kind  of  winding  is  appropriate  in  the  instruments. 

409.  Divided  Oirouits. — If  a  circuit  divides^  a&  vc^ 
Fig.  208,  into  two  branches  at  A,  uii\\ivii%  \ft^<b*Ociet  ^sgsKa. 


FiK.  208. 


410  ELECTRICITY  AND  MAGNETISM         part  ii 

at  B,  the  current  will  also  be  divided,  part  flowing  througli 
one  branch,  part  through  the  other.  Any  branch  which 
serves  as  a  by-pass  to  another  branch  is  termed  a  shwU. 
The    relative   strengths    of    current    in    the    two    branches 

will  be  proportional  to 
their  conductances,  i.e.  in- 
vtrsely  'proportional  to  their 
resistances."^  Thus,  if  r  be 
a  wire  of  2  ohms  resistance 
and  r'  3  ohms,  then 
current  in  r:  current  in 
/  =  r' :  r  =  3  :  2, 
or,  1^  of  the  whole  cur- 
rent will  flow  through  r,  and  ^  of  the  whole  current 
through  r. 

The  joint  resistance  of  the  divided  circuit  between  A 
and  B  will  be  less  than  the  resistance  of  either  branch 
singly,  because  the  current  has  now  two  paths.  In  fact, 
the  joint  conductance  will  be  the  sum  of  the  two  separate 
conductances.     And  if  we  call  the  joint  resistance  R,  it 

follows  that 

1  _  1     1  _  /  +  r 
R       r     r  rr 

whence  R  =  -. — ,  or,  in  words,  the  joint  re- 

r  +7" 

sistance  of  a  divided  conductor  is  equal  to  the  product  of  the 
two  separate  resistances  divided  by  their  sum.  This  is  some- 
times called  the  law  of  shunts^  because  each  of  the  branches 
may  be  regarded  as  a  shunt  to  the  other.  A  simple  con-^ 
struction  for  finding  the  value  grajrtiically  is  given  in  Fig. 
209.  Let  lines  representing  the  two  resistances  r  and  / 
be  erected  at  the  ends  of  any  base  line,  and  the  diagonals 

*  There  is  a  popular  fallacy  that  an  electric  current  "always  takes  the 

line  of  least  resistance."    It  never  does,  though  part  of  the  current  may 

flow  that  way.    It  divides  between  the  various  paths  in  proportion  to  their 

easiness.    It  is  only  spark  discharges  which  pierce  a  non-conductor  that 

csn  be  said  to  take  the  line  of  least  resistance. 
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drawn  as  shown.     The  perpendicular  at  the  point  of  their 
intersection  will  be  the  joint  resistance  R. 

In  case  there  are  three  or  more  branches  all  in  parallel, 
as  in  Fig.  210,  the  rule  may  be  generalized  as  follows : — 


Fig.  209. 


Fig.  210. 


The  joint  resistance  of  any  number  of  conductors  in  'parallel 
is  the  reciprocal  of  the  sum  of  the  reciprocals  of  the  separate 
resistances. 

Kirchhoff  has  given  the  following  important  laws,  both 
of  them  deducible  from  Ohm's  law  : — 

(i.)  In  any  branching  network  of  wires  the  algebraic  sum 
of  the  currents  in  all  the  wires  that  WMt  in  any 
point  is  zero. 
(ii.)  When  there  are  several  electromotive-forces  ading  at 
different  points  of  a  circuit,  the  total  electromotive- 
force  round  the  circuit  is  equal  to  the  sum  of  the 
resistances  of  its  separate  parts  multiplied  each  into 
the  strength  of  the  current  that  flows  through  it. 

410.  Current  Sheets. — When  a  current  enters  a 
solid  conductor  it  no  longer  flows  in  one  line  but  spreads 
out  and  flows  through  the  mass  of  the  conductor.  When 
a  current  is  led  into  a  thin  plate  of  conducting  matter  it 
spreads  out  into  a  current  sheet  and  flows  through  the  plate 
by  stream-lines  in  directions  that  depend  upon  the  form  of 
the  plate  and  the  position  of  the  pole  by  which  it  returns 
to  the  battery.  Thus,  if  wires  from  the  two  poles  of  «. 
battery  are  brought  into  contact  Nvi^iJla.  \?no  \vssw^5^<3vsko% 
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points  A  and  B  in  the  middle  of  a  very  large  flat  sheet 
of  tinfoil,  the  current  flows  through  the  foil  not  in  one 
straight  line  from  A  to  B,  but  in  stream-lines,  which  start 
out  in  all  directions  from  A,  and  curl  round  to  meet  in 
B,  in  curves  very  like  those  of  the  "lines  of  force"  that 
run  from  the  N-pole  to  the  S-pole  of  a  magnet  (Fig.  67). 
When  the  earth  is  used  as  a  return  wire  to  conduct  the 
telegraph  currents  (Fig.  274),  a  similar  spreading  of  the 
currents  into  current  sheets  occurs. 


Lesson  XXXIV. — Electrical  Measurements 

411.  Measurement  of  Resistance. — The  practi- 
cal electrician  has  to  measure  electrical  resistances,  electro- 
motive-forces, and  the  capacities  of  condensers.  Each  of 
these  several  quantities  is  measured  by  comparison  with 
ascertained  standards,  the  particular  methods  of  comparison 
varying,  however,  to  meet  the  circumstances  of  the  case. 
Only  a  few  simple  cases  can  be  here  explained. 

Ohm's  law  shows  us  that  the  strength  of  a  current  due 
to  an  electromotive-force  falls  off  in  proportion  as  the 
resistance  in  the  circuit  increases. 

(a)  Method  of  Substitution. — It  is  therefore  possible  to 
compare  two  resistances  with  one  another  by  finding  out 
in  what  proportion  each  of  them  will  cause  the  current  of 
a  constant  battery  to  fall  off.  Thus,  suppose  in  Fig.  207 
we  have  a  standard  battery  of  a  few  Daniell's  cells, 
joined  up  in  circuit  with  a  wire  of  an  unknown  resistance 
R,  and  with  a  galvanometer,  we  shall  obtain  a  current  of 
a  certain  strength,  as  indicated  by  the  galvanometer  needle 
experiencing  a  certain  deflexion.  If  we  remove  the  wire 
R,  and  substitute  in  its  place  in  the  circuit  wires  whose 
resistances  we  know,  we  may,  by  trying,  find  one  which, 
when  interposed  in  the  path  of  the  current,  gives  the  same 
deflexion  on  the  galvanometer.  This  wire  and  the  one 
we  called  R  offer  equal  resistance  to  the  current.     This 
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method  of  substitution  of  equivalent  resistances  was  farther 
developed  by  Wheatstone,  Jacobi,  and  others,  when  they 
proposed  to  employ  as  a  standard  resistance  a  long  thin 
wire  coiled  upon  a  wooden  cylinder,  so  that  any  desired 
length  of  the  standard  wire  might  be  thrown  into  the 
circuit  by  unwinding  the  proper  number  of  turns  of  wire 
off  the  cylinder,  or  by  making  contact  at  some  point  at 
any  desired  distance  from  the  end  of  the  wire.  This  form 
of  rheostat  was  found,  however,  to  be  less  accurate  than 
the  resistance  coils  described  below. 

(6)  Method  of  Proportional  Deflexion.  —  The  method 
explained  above  can  be  used  with  any  galvanometer  of 
sufficient  sensitiveness,  but  if  a  tangent  galvanometer  is 
available  the  process  may  be  shortened  by  calculation. 
Suppose  the  galvanometer  and  an  unknown  resistance  R 
to  be  included  in  the  circuit,  as  in  Fig.  207,  and  that  the 
current  is  strong  enough  to  produce  a  deflexion  8 :  Now 
substitute  for  R  any  known  resistance  R',  which  will  alter 
the  deflexion  to  8';  then  (provided  the  other  resistances  of 
the  circuit  be  negligibly  small)  it  is  clear  that  since  the 
strengths  of  the  currents  are  proportional  to  tan  8  and 
tan  8'  respectively,  the  resistance  R  can  be  calculated  by 
the  inverse  proportion. 

tan  8  :  tan  8'  ='R':  R. 

(c)  Method  of  Differential  Galvanometer. — With  a  differ- 
ential galvanometer  (Art.  217),  and  a  set  of  standard 
resistance  coils,  it  is  easy  to  measure  the  resistance  of  a 
conductor.  Let  the  circuit  divide  into  two  branches,  as 
in  Fig.  211,  80  that  part  of  the  current  flows  through  the 
unknown  resistance  and  round  one  set  of  coils  of  the 
galvanometer,  the  other  part  of  the  current  being  made  to 
flow  through  the  known  resistances  and  then  round  the 
other  set  of  coils  in  the  opposing  direction.  When  we 
have  succeeded  in  matching  the  unknown  resistance  by 
one  equal  to  it  from  amongst  the  known  resistances,  the 
currents  in  the  two  branches  mil  \yfe  ^c^vxaX^  ^\A  'Oaa  \\5i&^^ 
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of  the  clifFerential  galvanometer  will  show  no  deflexion. 
This  null  method  is  very  reliable. 

{d)  Bridge  Method.  —  The  best  of  all  the  ways  of 
measuring  resistances  is,  however,  with  the  important 
instrument  known  as  Wheatstone's  Bridge,  described 
below  in  Art.  413. 

(e)  Condenser  Methods. — To  measure  very  high  resist- 
ances the  plan  may  be  adopted  of  charging  a  condenser 

from  a  standard  battery  for  a  definite 
-^U/-^  time  through  the  resistance,  and  then 
ascertaining  the  accumulated  charge 
by  discharging  it  through  a  ballistic 
galvanometer  (Art.  218).  Or  in  an- 
other method  the  condenser  is  allowed 
to  discharge  itself  slowly  through  the 
high  resistance,  and  the  time  taken 
by  the  potential  to  fall  through  any 
Fig.  21L  given  fraction  of  its  original  value  is 

observed.  This  time  is  proportional 
to  the  resistance,  to  the  capacity,  and  to  the  logarithm  of 
the  given  fraction. 

412.  Pall  of  Potential  along  a  Wire.  —  To 
imderstand  the  principle  of  Wheatstone's  Bridge  we  must 
explain  a  preliminary  point.  If  the  electric  potential  of 
different  points  of  a  circuit  be  examined  by  means  of  an 
electrometer,  as  explained  in  Art.  289,  it  is  found  to 
decrease  all  the  way  round  the  circuit  from  the  +  pole  of 
the  battery,  where  it  is  highest,  down  to  the  —  pole,  where 
it  is  lowest.  If  the  circuit  consist  of  one  wire  of  uniform 
thickness,  which  offers,  consequently,  a  unifcrm  resistance 
to  the  current,  it  is  found  that  the  potential  falls  uni- 
formly ;  if,  however,  part  of  the  circuit  resists  more  than 
another,  it  is  found  that  the  potential  falls  most  rapidly 
along  the  conductor  of  greatest  resistance.  If  with  a  suit- 
able voltmeter  we  explore  the  fall  of  potential  between  two 
points  a  and  6  of  a  circuit  (Fig.  212),  we  shall  find  in  every 
case  the  fall  of  potential  proportional  to  the  resistance 
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between  those  two  points.    For  V  =  CR,  and  therefore,  for 
the  same  C,  the  V  across  any  part  is  proportional  to  the 
R  of  that  part.     We  know,  fur  example,  that  when  we 
have  gone  round  the  circuit  to  a  point  where  the  potential 
has  fallen  through  half  its  value,  the  current  has  at  that 
point  gone  through  half   the 
resistances.      The  best  way  to 
measure  a  very  large  current 
is  to  measure  (with  sensitive 
voltmeter  arrangement  of  gal- 
vanometer) the  drop  of  poten- 
tial   it    produces   when    sent  ^ig.  212. 
through    a    known    very  low 

resistance  such  as  a  strip  of  platinoid  having  exactly 
tdVtf  ^^^"^  resistance  between  two  measured  points. 
To  measure  a  very  small  resistance,  it  should  be  put  in 
series  with  another  known  very  small  resistance,  and 
the  drops  of  potential  when  the  same  current  flows 
through  both  are  compared  :  the  resistance  of  each  being 
as  the  drop  in  potential  between  its  ends. 

413.  "Wheatstone's  Bridge. — Ihis  instrument,  in- 
vented by  Christie,  and  applied  by  Wheatstone  to  measure 
resistances,  consists  of  a  system  of  conductors  shown  in 
diagram  in  Fig.  213.  This  circuit  of  a  battery  is  made 
to  branch  at  P  into  two  parts,  which  reunite  at  Q,  so 
that  part  of  the  current  flows  through  the  point  M,  the 
other  part  through  the  point  N.  The  four  conductors 
1),  C,  B,  A,  are  spoken  of  as  the  "  arms ''  of  the  "  balarce  " 
or  "bridge"  ;  it  is  by  the  proportion  subsisting  between 
their  resistances  that  the  resistance  of  one  of  them  can  be 
calculated  when  the  resistances  of  the  other  three  are 
known.  When  the  current  which  starts  from  C  at  the 
battery  arrives  at  P,  the  potential  will  have  fallen  to  a 
certain  value.  The  potential  of  the  current  in  the  upper 
branch  again  falls  to  M,  and  continues  to  fall  to  Q.  The 
potential  of  the  lower  branch  falls  to  N,  and  again  falla 
till  it  reaches  the  value  at  Q.    "i^ow  \l  ^  \>^  "v^^fc.  ^s»ssi& 
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proportionate  distance  along  the  resistances  between  P 
and  Q,  as  M  is  along  the  resistances  of  the  upper  line 
between  P  and  Q,  the  potential  will  have  fallen  at  N  to 
the  same  value  as  it  has  fallen  to  at  M  ;  or,  in  other 
words,  if  the  ratio  of  the  resistance  C  to  the  resistance  D 


Pig.  213. 

be  equal  to  the  ratio  between  the  resistance  A  and  the 
resistance  B,  then  M  and  N  will  be  at  equal  potentials. 
To  find  out  whether  they  are  at  equal  potentials  a  sensi- 
tive galvanometer  is  placed  in  a  branch  wire  between  M 
and  N  ;  it  will  show  no  deflexion  when  M  and  N  are  at 
equal  potentials  ;  or  when  the  four  resistances  of  the  arms 
"  balance  "  one  another  by  being  in  proportion,  thus  : — 

A  :  C  : :  B  :  D. 

If,  then,  we  know  what  A,  B,  and  C  are,  we  can  calculate 
D,  which  will  be 

T.     BxC 


Example. — Thus  if  A  and  C  are  (as  in  Fig.  216)  10  ohms  and 
100  ohms  respectively,  and  B  be  15  ohms,  D  will  be 
75  X 100 -^10  =  150  ohms. 


RESISTANCE  COILS 


414.  Resistance  Ooils. — Wires  of  standard  resiet- 
ance  are  now  sold  by  insCrumeDt-makers  tmder  the  name 
of  Reeistance  Coils.  They  cousist  of  coils  of  some 
alloy,  Qerman-silvtr,  platinum-silver,  or  platinoid  (see 
Art  404),  wound  with 
great  care,  and  adjusted 
to  such  a  lei^h  as  to 
have  resistances  of  a  de- 
finite number  of  ohms. 
In  order  to  avoid  self- 
induction,  and  the  con- 
sequent sparks  (see  Art 
458)  at  the  opening  or 
closing  of  the  circuit, 
Ihey  are  wound  in  the  peculiar 
indicated  in  Fig.   214,  each  wire 


paraffined- cotton)  being  doubled 


manner 

(covered  with  silk  or 

itself  before  being 


coiled  up.     Each  end  of  a  coil  is  soldered  to  a  aolid  brass 


Fig.  SI  G. 


piece,  as  coil  1  to  A  and  B,  coil  2  to  B  and  C  ;  the  brass 
pieces  being  themselves  fixed  ta  a,  block  of  ebonite  (form- 
ing the  top  of  the  "  resistance  box  "),  with  suCBcient  room 
between  them  to  admit  of  the  insertion  of  stout  well- 
fit(in<;  plugs  of  brass.  Fig.  215  shows  a  complete  resist- 
ance box,  aa  fitted  up  for  electrical  testing,  with  tUe  ^liv^ 
in  their  places.     So  long  aa  ttie  '^^vi^  tei    '      ''      '"'^' 

2  EL 
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current  flows  through  the  solid  brass  pieces  and  plugs 
without  encountering  any  serious  resistance  ;  but  when 
any  plug  is  removed,  the  current  can  only  pass  from  the 
one  brass  piece  to  the  other  by  traversing  the  coil  thus 
thrown  into  circuit.  The  series  of  coils  chosen  is  usually 
of  the  following  numbers  of  ohms'  resistance — 1,  2, 
2,  5;  10,  20,  20,  50;  100,  200,  200,  500 ;  .  .  .  up 
to  10,000  ohms.  By  pulling  out  one  plug  any  one  of 
these  can  be   thrown  into  the  circuit,  and   any  desired 


^(\^ 


Fig.  21fi. 


whole  number,  up  to  20,000,  can  be  made  up  by  pulling 
out  more  plupjs ;  thus  a  resistance  of  203  ohms  will  be 
made  up  as  200  +  50+10  +  2+1  by  unplugging  those 
five  coils. 

It  is  usual  to  construct  Wheatstone's  bridges  with  some 
balancing  resistance  coils  in  the  arms  A  and  C,  as  well  as 
with  a  complete  set  in  the  arm  B.  The  advantage  of  this 
arrangement  is  that  by  adjusting  A  and  C  we  determine 
the  proportionality  between  B  and  D,  and  can,  in  certain 
cases,  measure  to  fractions  of  an  ohm.     Fig.  216  shows  a 


CHAP.  VI  RESISTANCE  BRIDGES  419 

more  complete  scheme,  in  which  resistances  of  10,  100, 
and  1000  ohms  are  included  in  the  arms  A  and  C. 

Example. — Suppose  we  had  a  wire  whose  resistance  we 
knew  to  be  between  46  and  47  ohms,  and  wished  to 
.  measure  the  fraction  of  an  ohm,  we  should  insert  it  at  D, 
and  make  A  100  ohms  and  C  10  ohms  ;  in  that  case  D 
would  be  balanced  by  a  resistance  in  B  10  times  as  great 
as  the  wire  D.  If,  on  trial,  this  be  found  to  be  464  ohms, 
we  know  that  D  =  464  x  10-^-100  =  46*4  ohms. 

416.  Other  Patterns  of  Bridge. — In  practice  the 
bridge  is  seldom  or  never  made  in  the  lozeuge-shape  of  the 
diagrams. 

Post-Office  Bridge, — The  resistance-box  of  Fig.  216  is, 
in  itself,  a  complete  "bridge"  of  the  Post-Office  pattern, 
the  appropriate  connexions  being  made  by  screws  at 
various  points.  In  using  the  bridge  the  battery  circuit 
should  always  be  completed  by  depressing  the  key  Kj 
before  the  key  Kg  of  the  galvanometer  circuit  is  depressed, 
in  order  to  avoid  the  sudden  violent  "throw"  of  the 
galvanometer  needle,  which  occurs  on  closing  circuit  in 
consequence  of  self-induction  (Art  458). 

Dial  Bridge. — To  avoid  errors  arising  from  the  differ- 
ent numbers  of  plugs  in  use,  the  coils  of  a  bridge  are 
sometimes  arranged  in  dials — the  units  in  one,  the  tens 
of  ohms  in  another,  and  so  forth — each  dial  having  but 
one  plug,  or  a  movable  arm  like  Fig.  206. 

Metre  Bridge. — This  is  a  simple  form  very  useful  for 
measuring  resistances  not  exceeding  a  few  hundred  ohms. 
Upon  a  long  board  is  stretched  over  a  scale  one  metre 
long  a  uniform  thin  wire  of  German-silver  or  other  alloy, 
its  ends  being  joined  to  stout  pieces  of  copper.  A,  B,  C, 
and  D  are  four  resistances  joined  as  shown  by  stout  strips 
of  copper.  When  the  wire  from  the  galvanometer  is  slid 
along  the  wire  to  such  a  point  that  there  is  no  current,  it 
follows  that 

A-f.a:B-^b  =  e-.T>. 
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Foster's  method  of  measuring  small  differences  of  resist- 
ance is  to  get  balance  at  a  certain  point  along  the  wire, 
then  interchange  A  and  B,  and  again  get  balance  at 
another  point.     The  resistance  of  the  piece  of  wire  be- 


^l|l|l-f 


Fig.  217. 

tween  the  two  points  will  then  be  equal  to  the  difference 
of  the  resistances  A  and  B. 

In  a  simpler  way  of  using  the  bridge,  A  and  B  are 
replaced  by  strips  of  no  appreciable  resistance,  so  that 

a :  6  : :  C  :  D. 

If  D  is  the  unknown  resistance  and  C  a  known  resist- 
ance, the  ratio  of  the  lengths  a  and  b  at  once  enables 
the  unknown  resistance  to  be  calculated. 

For  further  details  of  bridge  methods  consult  Gray's 
Absolute  Measurements  in  Electricity  and  Magnetism, 
Kempe's  Electrical  Measurement,  or  Ayrton's 
Practical  Electricity. 

416.    Measurement  of  Electromotive  -  I'orce. 

— There  being  no  easy  absolute  method  of  measur- 
ing electromotive  -  forces,  they  are  usually  measured 
relatively,  by  comparison  with  the  electromotive-force  of 
a  standard  cell,  such  as  Clark's  (Art  188).  The 
methods  of  comparison  are  various ;  only  five  are  here 
mentioned. 

(a)  Reduced  Deflexion  Method. — Call  E  the  electromotive- 
force  of  the  battery  to  be  measured,  and  E'  that  of  a 
standard  battery.  Join  E  with  a  galvanometer,  and  let 
J t  produce  a  deflexion  of  8^  degrees  through  the  resist- 
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ances  of  the  circuit ;  then  add  enough  resistance  r  to 
bring  down  the  deflexion  to  S^j  degrees — say  10  degrees 
less  than  before.  Now  substitute  the  standard  battery  in 
the  circuit  and  adjust  the  resistances  till  the  deflexion  is 
Sj  as  before,  and  then  add  enough  resistance  r'  to  bring 
down  the  deflexion  to  S^.     Then 

r':r  =  E':E, 

since  the  resistances  that  will  reduce  the  strength  of  the 
current  equally  will  be  proportional  to  the  electromotive- 
forces.     (Not  recommended.) 

(b)  Potentiometer  Method. — If  the  poles  of  a  standard 
battery  are  joined  by  a  long  thin  wire,  the  potential  will 
fall  uniformly  from   the  +  to  the  -  pole.     Hence,  by 


LC  (Standard) 


Pig.  218. 


making  contacts  at  one  pole  and  at  a  point  any  desired 
distance  along  the  wire,  any  desired  proportional  part  of 
the  whole  electromotive-force  can  be  taken.  This  pro- 
portional part  may  be  balanced  against  the  electromotive- 
force  of  any  other  battery  as  follows : — Let  a  uniform 
thin  wire  of  platinoid  or  German-silver  be  stretched  over 
a  scale  divided  into  say  2000  parts.  Connect  a  Clark 
standard  cell  LC  through  a  sensitive  galvanometer,  as 
shown  in  Fig.  218,  to  make  contact  at  the  1434  division 
of  the  scale.  Then  connect  a  single  accumulator  cell 
B,  or  two  Daniells,  or  a  Grove  cell,  with  a  sliding 
contact,  and  move  it  up  and  doN?\iAXu\i^^^<2>\si^.\a»'^<2r«i^^ 
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such  that  the  galvanometer  shows  that  the  Clark  cell 
is  balanced.  Then  connect  the  cell  X  whose  E.M.F.  is 
to  be  measured,  and  slide  its  contact  along  the  wire 
until  it  also  is  balanced.  Suppose  it  balances  at  1024 
of  the  scale,  its  E.M.F.  will  be  1'024.  A  single  galvano- 
meter will  suffice  if  the  wire  to  X  is  joined  in  between 
G  and  the  Clark  cell. 

(c)  Voltmeter  Method. — If  a  galvanometer  be  constructed 
so  that  the  resistance  of  its  coils  is  several  thousand  ohms 
(in  comparison  with  which  the  internal  resistance  of  a 
battery  or  dynamo  machine  is  insignificant),  it  will  serve 
to  measure  electromotive-forces  ;  for  the  strength  of  current 
through  it  will  depend  only  on  the  electromotive -force 
between  the  ends  of  the  coil.  (See  Art.  220  on  Volt- 
meters.) 

(c?)  Condenser  Method. — ^A  condenser  of  known  capacity 
is  charged  from  a  standard  cell,  and  then  discharged 
through  a  ballistic  galvanometer  (Art.  218).  The  cell  to 
be  compared  is  then  substituted  for  the  standard  cell. 
The  E.M.F.  is  proportional  to  the  throw  of  the  galvano- 
meter. 

(f)  ^Electrometer  Method. — The  electromotive-force  of  a 
battery  may  be  measured  directly  as  a  difference  of 
potentials  by  a  quadrant  electrometer.  In  this  case  the 
circuit  is  never  closed,  and  no  current  flows. 

417.  Measurement  of  Internal  Resistance  of 
Cells. — This  may  be  done  in  several  ways. 

(a)  Condenser  Method. — As  in  {d)  of  preceding  Article, 
observe  throw  of  galvanometer  from  condenser  charged  by 
the  cell.  Then  shunt  the  cell  with  a  suitably  high  resist- 
ance R  and  take  another  charge  and  discharge.  If  the 
two  throws  are  called  d^  and  d.2,  the  internal  resistance 
will  be  =  R(c?j  -  d^jd^ 

(b)  Half- deflexion  Method. — Place  the  cell  in  series 
with  a  galvanometer  the  resistance  of  which  is  G,  and  a 
resistance-box  in  which  there  is  unplu^crged  a  resistance  R 
such  that  the  deflexion  is  conveniently  large.     Now  in- 
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crease  the  resistance  in  the  box  until  it  is  seen  by  the 
deflexion  that  the  current  has  been  reduced  to  half 
what  it  was.  If  this  added  resistance  is  called  a,  then 
by  Ohm's  law  it  follows  that  the  internal  resistance  is 
=  a  -  (R  +  G).  This  method  is  suitable  for  very  higli 
internal  resistances. 

(c)  Method  of  Ojyposition. — Take  two  similar  cells  and 
join  them  in  opposition  to  one  another,  so  that  they 
send  no  current  of  their  own.  Then  measure  their 
united  resistance  just  as  the  resistance  of  a  wire  is 
measured.  The  resistance  of  one  cell  will  be  l^alf  that  of 
the  two. 

(({)  Malice's  MetJwd. — Place  the  cell  itself  in  one 
arm  of  the  Wheat  stone's  bridge,  and  put  a  key  where 
the  battery  usually  is,  adjust  the  resistances  till  the 
permanent  galvanometer*  deflexion  is  the  same  whether 
the  key  be  depressed  or  not  When  this  condition 
of  things  is  attained  the  battery  resistance  is  balanced 
by  those  of  the  other  three  arms.  {Not  a  reliable 
method.) 

(e)  Alternate  Gurre7it  Method. — If  greater  accuracy  is 
required  in  the  opposition  method,  the  cells  in  opposition 
may  be  placed  in  one  of  the  arms  of  a  Wheatstone's  bridge 
in  which  instead  of  the  usual  battery  is  inserted  the 
secondary  coil  of  a  small  induction  coil  (without  condenser), 
and  with  which  a  telephone  receiver  is  used  instead  of  a 
galvanometer.  The  ceasing  of  the  buzzing  in  the  telephone 
corresponds  to  nul  deflexion.  By  this  means  we  avoid 
tlie  disturbance  of  the  balance  of  the  opposing  cells 
which  occurs  if  continuous  currents  are  used.  This 
method  is  also  excellent  for  measuring  resistances  of 
liquids. 

418.  Measurement*  of  Capacity. — The  capacity 
of  a  condenser  may  be  measured  by  comparing  it  with  the 
capacity  of  a  standard  condenser — such  as  the  ^  micro- 
farad condenser  (Fig.  159) — in  one  of  the  following 
ways  : — • 
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(a)  Electrometer  Method. — Charge  the  condenser  of 
unknown  capacity  to  a  certain  potential ;  then  make  it 
share  its  charge  with  the  condenser  of  known  capacity, 
and  measure  the  potential  to  which  the  charge  sinks  ; 
then  calculate  the  original  capacity,  which  will  hear  the 
same  ratio  to  the  joint  capacity  of  the  two  as  the  final 
potential  bears  to  the  original  potential. 

(6)  Ballistic  Galvanometer  Method. — Charge  each  con- 
denser to  equal  differences  of  potential  from  the  same  cell 
or  battery,  and  then  discharge  each  successively  through 
a  ballistic  galvanometer  (Art.  188).  The  throw  of  the 
needle  will  be  proportional  in  each  case  to  the  charge, 
and  therefore  to  the  capacity. 

The  law  of  the  ballistic  galvanometer  is  : — 

H     T 
KV  =  Q  =  — X— sin^a, 

where  Q  is  the  quantity  of  electricity  (in  C.G.S.  units),  H  the 
magnetic  field,  by  the  constant  of  the  galvanometer,  T  the  period 
of  one  complete  swing  of  the  needle,  and  a  the  angle  of  first  swing. 
The  factor  H/G  may  be  eliminated  by  passing  a  steady  current 
C  to  produce  a  steady  deflexion  /3  ;  when 

jj 

C=77tan/3. 

Combining  this  with  the  preceding,  we  have 

CT  sin  ^  g 
^~    Ttan^    ' 

If  a  and  /3  are  both  small  this  becomes 

Q  =  CTa/27r/3. 

If  C  is  in  amperes,  Q  will  be  in  coulombs. 

(c)  Bridge  Method. — Connect  the  two  condensers  Kj  and 
Kg  in  two  arms  of  a  Wheatstone's  bridge  and  adjust  the 
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resistances  so  that  there  is  no  deflexion  on  charge  or  dis- 
charge (Fig.  2 1 9).  Then  K^ :  Kg  ::  rg :  r^,  the  larger  capacity 
acting  as  a  smaller  resistance. 

(d)  Potential-divider  nul  Method, — Two  resistances  r^  and 
r^  are  joined  in  series  to  the  +  and  —  poles  of  a  hattery. 
The  middle  point  between  r^  and  rg  is  connected  to  one 
of  the  terminals  of  K^  and  also  of  K^     The  free  terminals 


of  Kj  and  Kg  are  momentarily  joined  to  the  +  and  — 
poles  of  the  battery  respectively  and  receive  charges  of 
opposite  sign.  They  are  then  connected  ;  and  if  of  equal 
amount  the  charges  will  neutralize  each  other.  The 
resistances  r^  and  rg  are  adjusted  until  this  condition  is 
satisfied,  as  shown  by  nul  deflexion  when  the  key  of  a 
galvanometer  circuit  across  their  terminals  is  depressed. 
Then  K^ :  Kg  : :  r^  :  r^ 

(e)  Tuning-fork  Method. — A  tuning-fork  acting  as  a 
vibrating  two-way  switch  charges  and  dischai^es  the  con- 
denser n  times  per  second,  allowing  to  pass  VKn  coulombs 
per  second  or  VKn  amperes.  The  apparent  resistance  r 
of  this  combination  is  l/Kn,  and  can  be  measured  by  a 
Wheatstone  bridge,  whence  K=  1/nr. 

(/)  Loss  of  Charge  Method. — This  is  the  same  as  the  last 
method  in  Art.  41  If,  a  known  high  resistance  being  used. 


CHAPTER   VII 

THERMO-EL  ECTRICIT  Y 

Lesson  XXXV. — Themio-Eledric  Currents 

419.  Seebeck  Effect. — In  1822  Seebeck  discovered 
that  a  current  may  be  produced  in  a  closed  circuit  by 
heating  a  point  of  contact  of  two  dissimilar  metals.  If  a 
piece  of  bismuth  and  a  piece  of  antimony  be  soldered 
together,  and  their  free  ends  connected  with  a  short-coil 
galvanometer,  it  is  found  that  if  the  junction  be  warmed 
to  a  temperature  higher  than  that  of  the  rest  of  the 
circuit,  a  current  flows  in  the  direction  from  bismuth  to 
antimony  across  the  heated  point ;  the  current  being  pro- 
portional to  the  excess  of  temperature.  If  the  junction 
is  cooled  below  the  temperature  of  the  rest  of  the  circuit 
a  current  in  the  opposite  direction  is  observed.  The 
electromotive-force  thus  set  up  will  maintain  the  current 
so  long  as  the  excess  of  temperature  of  the  heated  point 
is  kept  up  ;  heat  being  all  the  while  absorbed  in  order  to 
maintain  the  energy  of  the  current.  Such  currents  are 
called  Thermo-electric  currents,  and  the  electro- 
motive-force producing  them  is  known  as  Thermo-eledro- 
motive-force. 

420.  Peltier  Effect. — In  1834  Peltier  discovered 
a  phenomenon  which  is  the  converse  of  that  discovered 
by  Seebeck.  He  found  that  if  a  current  of  electricity 
from  a  battery  be  passed  through  a  junction  of  dissimilar 
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metals  the  junction  is  either  heated  or  cooled,  according 
to  the  direction  of  the  current.  Thus  a  current  which 
passes  through  a  bismuth-antimony  pair  in  the  direction 
from  bismuth  to  antimony  absorbs  heat  in  passing  the 
junction  of  these  metals,  and  cools  it ;  whereas,  if  the 
current  flow  from  antimony  to  bismuth  across  the 
junction  it  evolves  heat,  and  the  junction  rises  in 
temperature.  It  is  clear  that  if  bismuth  is  positive  with 
respect  to  antimony,  any  current  that  may  be  caused  to 
flow  from  bismuth  to  antimony  is  aided  by  the  electro- 
motive force  at  that  junction  ;  whilst  any  current  flowing 
from  antimony  to  bismuth  will  meet  with  an  opposing 
electromotive-force.     In  the  latter  case  the  current  will  do 

B     m-^  A  <  ««      B 


Fig.  220. 

work  and  heat  the  junction  ;  in  the  former  the  current 
will  receive  energy  at  the  expense  of  the  junction,  which 
will  give  up  heat.  In  Fig.  220,  the  feathered  arrows  at 
the  junctions  represent  the  Peltier  electromotive -forces, 
and  the  plain  arrows  the  direction  of  the  current. 

This  phenomenon  of  heating  (or  cooling)  by  a  current, 
where  it  crosses  the  junction  of  two  dissimilar  metals 
(known  as  the  "  Peltier  eff'ect,"  to  distinguish  it  from  the 
ordinary  heating  of  a  circuit  where  it  offers  a  resistance 
to  the  current,  which  is  sometimes  called  the  "  Joule 
eff'ect "),  is  utterly  different  from  the  evolution  of  heat  in 
a  conductor  of  high  resistance,  for  (a)  the^  Peltier  effect 
is  reversible  ;  the  current  heating  or  cooling  the  junction 
according  to  its  direction,  whereas  a  current  meeting  with 
resistance  in  a  thin  wire  heats  it  in  whichever  direction 
it  flows  ;  and  (b)  the  amount  of  heat  evolved  or  absorbed 
in  the  Peltier  effect  is  proportional  simply  to  the  current, 
not  to  the  square  of  the  current  as  the  heat  of  resist- 
ance is. 
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The  complete  law  of  the  heat  developed  in  a  circuit 
will  therefore  require  to  take  into  account  any  Peltier 
effects  which  may  exist  at  metal  junctions  in  the  circuit. 
If  the  letter  P  stand  for  the  difference  of  potential  due  to 
the  heating  of  the  junction,  expressed  as  a  fraction  of  a 
volt,  then  the  complete  law  of  heat  is 


U  =  O-24x(C2R«±PC0, 


which  the  student  should  compare  with  Joule's  law  in 
Art.  427.  The  quantity  called  P  is  also  known  as  the 
coefficient  of  the  Peltier  effect;  it  has  different  values  for 
different  pairs  of  metals,  and  is  numerically  equal  to  the 
number  of  ergs  of  work  which  are  evolved  as  heat  at  a 
junction  of  the  particular  metals  by  the  passage  of  one 
absolute  unit  (10  coulombs)  of  electricity  through  the 
junction. 

421.  Thermo-electric  La-ws. — Tlie  thermo-electric 
properties  of  a  circuit  are  best  studied  by  reference  to 

the  simple  circuit 
of  Fig.  2  21,  which 
represents  a  bis- 
muth -  antimony 
pair  united  by  a 
copper  wire.  If 
all  parts  of  the 
circuit  are  at  one 
temperature,  even 
though  there  may 
be  at  the  junc- 
tions electromo- 
tive-forces as  suggested  above,  there  will  be  no  current, 
since  the  electromotive-forces  are  in  equilibrium.  But 
when  a  junction  is  heated  this  equilibrium  no  longer 
exists,  and  there  will  be  a  resultant  electromotive-force. 
It  is  found  to  obey  the  following  laws  : — 


Fig.  221. 
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(i.)  The  thermo^lectromoHve-force  is,  for  the  same  pair  of 
metals,    propoiiional    (through    limited    ranges    of 
temperature)    to    the   excess  of  temperature   of  the 
junction  over  the  rest  of  the  circuit. 
(ii.)   The  total  thermo-electromotive-force  in  a  circuit  is  the 
algebraic  sum  of  all  the  separate  thermo-electromotive- 
forces  in  the  various  parts. 
It  follows  from  this  law  that  the  various  metals  can  be 
arranged,  as  Seebeck  found,  in  a  series,  according  to  their 
thermo-electric  power,  each  one  in  the  series  being  thermo- 
electrically  positive  (as  bismuth  is  to  antimony)  toward 
one  lower  down. 

422.  Thermo-electric  Po'wer. — In  the  following 
table  is  shown  the  thermo-electric  series  of  metals,  together 
with  the  thermo-electric  power  of  each  when  cold.  The 
term  thermo-electric  power  of  a  metal  means  the  electro- 
motive-force per  degree  (centig.)  for  a  pair  made  of  that 
metal  with  the  standard  metal  (lead).  In  the  table  the 
numbers  are  microvolts  per  degree. 


+  Bismuth  . 

89  to  97 

Nickel 

22 

German-silver 

11-75 

Lead 

0 

Platinum 

.      -   0-9 

Copper     . 

-    1-36 

Zinc 

-   2-3 

Iron 

.      - 17-5 

^  Antimony 

.      -  22-6  to 

Tellurium 

502 

Selenium 

800 

-26-4 


A  very  small  amount  of  impurity  may  make  a  great 
difference  in  the  thermo-electric  power  of  a  metal,  and 
some  alloys,  and  some  of  the  metallic  sulphides,  as  galena, 
exhibit  extreme  thermo-electric  power. 

The  electromotive-forces  due  to  heating  single  pairs 
of  metals  are  very  small  indeed.  If  the  junction  of  a 
copper-iron  pair  be  raised  l**  C.  above  the  rest  of  the 
circuit  its  electromotive-force  is  otA'j  \^*\\  \£C\rxqs<5s^&. 
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That  of  the  more  powerful  bismuth-antimony  pair  is  for 
l"*  C,  about  117  microvolts.  Thermo-electric  power 
varies,  however,  with  temperature  :  for  example,  that  of 
iron  is  really  —  17*5  ■\-0'049t  (where  t  is  the  mean  tem- 
perature of  the  two  junctions),  iron  becoming  less  negSr 
tive  when  hot.  Copper  is  —  1*36 -0*0  U,  becoming 
more  negative.  There  will  be  obviously  one  particular 
temperature  or  neutral  pointj  at  which  their  powers  will 
be  equal. 

423.  Thermo-electric  Inversion. — Gumming  dis- 
covered that  in  the  case  of  iron  and  other  metals  an 
inversion  of  their  thermo-electric  properties  may  take 
place  at  a  high  temperature.  In  the  case  of  the  copper- 
iron  pair  the  temperature  of  275°  is  a  neutral  point ; 
below  that  temperature  the  current  flows  through  the 
hotter  junction  from  the  copper  to  the  iron  ;  but  when 
the  circuit  is  above  that  temperature  iron  is  thermo- 
electrically  positive  to  copper.  The  neutral  point  for  a 
zinc-iron  pair  is  about  200**.  The  inversion  is  easily 
shown  by  heating  the  junction  of  two  long  strips  of  these 

metals,  riveted  together  in  a 
V-form,  and  watching  the  effect 
on  a  galvanometer  connected  to 
their  other  ends.  There  will 
at  first  be  a  deflexion  which 
will  go  on  increasing  until  the 
temperature  of  200''  is  attained, 
but  on  further  heating  the  junc- 
tion the  deflexion  diminishes  and 
at  about  400°  reverses,  the  cur- 
rent flowing  the  other  way.  Fig.  222  shows  graphically 
the  curves  obtained  with  iron-zinc  and  iron-copper  pairs 
when  one  junction  is  kept  at  0°  while  the  other  is  heated. 
The  dotted  line  is  for  the  iron-zinc  pair  when  one  junction 
is  kept  at  50°  and  the  other  heated. 

424.  Thermo-electric  Diagram. — The  facts  of 
thermo-electricity  are  best  studied  by  means  of  the  dia- 


400°  c 


Fig.  222. 
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grams  suggested  by  Lord  Kelvin  and  constructed  by 
Professor  Tait.  In  that  given  in  Fig.  223  the  horizontal 
divisions  represent  the  temj)eratiires  ;  the  vertical  dis- 
tances indicating  the  thermo-electric  power,  in  microvolts 
per  degree.  These  powers  are  measured  with  respect  to 
the  metul  lead,  which  is  taken  as  the  standard  of  zero  at 
all  temperatures,  because,  while  with  other  metals  there 


at 


?. 


;Cp.R 


p.g.^  — . 


^/. 


i 


0" 


100* 


200* 


300 


400* 


600 


Fig.  223. 

a])peai's  to  be  a  difference  of  potentials  between  the  metal 
hot  and  the  same  metal  cold,  hot  lead  brought  into 
contact  with  cold  lead  shows  no  perceptible  thermo- 
electric difference. 

An  exami)le  will  illustrate  the  usefulness  of  the  dia- 
gram. Let  a  circuit  be  made  by  uniting  at  both  ends  a 
piece  of  iron  and  a  piece  of  zinc  ;  and  let  the  two 
junctions  be  kept  at  0°  and  100°  respectively  by  melting 
ice  and  boiling  water.  Then  the  total  electromotive-force 
round  the  circuit  is  represented  by  the  are.^  «'-»^'>  —  \^^\k. 
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The  slope  of  the  lines  for  the  various  metals  represents 
the  property  referred  to  above,  of  an  electromotive-force 
between  differently -heated  portions  of  the  same  metal 
accompanied  by  an  absorption  or  evolution  of  heat  when 
the  current  flows  from  a  hotter  to  a  colder  portion  of  the 
same  metal.  This  effect,  known  as  the  Thomson  effect 
from  its  discoverer  Sir  W.  Thomson  (Lord  Kelvin),  is 
opposite  in  iron  to  what  it  is  in  copper  or  zinc.  Copper 
when  hot  is  negative  compared  with  copper  that  is  cold. 
Hence  if  a  current  is  sent  from  a  hot  to  a  cold  part  of  a 
piece  of  copper  it  encounters  an  opposing  electromotive- 
force.  Hence  when  a  current  of  electricity  flows  from  a 
hot  to  a  cold  point  in  copper  it  evolves  heat ;  and  it 
absorbs  heat  when  it  flows  from  a  cold  point  to  a  hot 
point  in  the  copper.  In  iron  a  current  flowing  from  a 
hot  point  to  a  cold  point  absorbs  heat. 

The  thermo-electromotive-force  of  a  pair,  of  which 
the  junctions  are  at  temperatures  T  and  t  respectively, 
and  of  which  n  is  the  temperature  of  the  neutral  point, 
may  be  conveniently  expressed  by  the  following  formula : — 


E=^(T-*){l-i<^)}; 


where  p  is  the  volts  per  degree  (at  0°)  as  given  in  the 
table  (Art.  422). 

425.  Thermo-electric  Piles. — The  electromotive- 
force  of  a  bismuth-antimony  pair,  when  the  junctions  are 
kept  at  0'  and  100°,  is  only  0*0115  volt.  In  order  to 
increase  the  electromotive-force  of  thermo-electric  pairs 
it  is  usual  to  join  a  number  of  pairs  of  metals  (preferably 
bismuth  and  antimony)  in  series,  but  so  bent  that  the 
alternate  junctions  can  be  heated  as  shown  in  Fig.  224  at 
BBB,  whilst  the  other  set  AAA  are  kept  cool,  The 
various  electromotive -forces  then  all  act  in  the  same 
direction,  and  the  current  is  increased  in  proportion  to 
the  number  of  pairs  of  junctions.  Powerful  thermo- 
electric  batteries  have  been  made  by  Clamond — an  iron- 
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galena  battery  of  1 20  pairs  affording  a  strong  current ; 
but  it  is  extremely  difficult  to  maintain  them  in  effective 
action  for  long,  as  they  fail  after  continued  use,  probably 
owing  to  a  permanent  molecular  change  at  the  junctions. 
In  the  hands  of  Melloni  the  thermo-electric  pile  or  ther- 
mopile, constructed  of  many  small  pairs  of  antimony 
and  bismuth  united  in  a  compact  form,  proved  an  ex- 
cellent electrical  thermometer  when  used  in  conjunction 
with  a  sensitive  short-coil  astatic  galvanometer.     For  the 


Fig.  224. 

detection  of  excessively  small  differences  of  temperature 
the  thermopile  is  an  invaluable  instrument,  the  currents 
being  proportional  to  the  difference  of  temperature 
between  the  hotter  set  of  junctions  on  one  face  of  the 
thermopile  and  the  cooler  set  on  the  other  face.  The 
arrangement  of  a  thermopile  with  the  old  astatic  galvano- 
meter is  shown  in  Fig.  225. 

A '  still    more    sensitive    arrangement    for    detecting 
minute  heating  due  to  radiation  consists  in  suspending 
between  the  poles  of  a  powerful  magnet  a  closed  <Lvt<iNi5^ 
having  a  bismuth -antimony   juncXioii  *Ya.  SX,     '^\.>xt'$^^"^ 
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proposed    a    tUermo  -  galvanometer    on    this    plan    in 
1835. 

In  the  radio-micrometer  of  Vernon  Boys  (1889)  a  loop 
of  wire,  suBpeiided   by  a  delicate  qiiartz  fibre  between  the 
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poles  of  a  mt^itet  (like  the  coil  in  Fig.  126)  has  its  circuit 
closed  at  its  lower  end  by  a  piece  of  antimony  and  a 
piece  of  bismuth  (or  alloys  of  these  metals)  soldered  to  a 
minute  disk  of  copper  foil.  A  rise  of  temperature  of  the 
copper  foil  even  so  small  as  one  millionth  of  a  degree  will 
generate  a  current  in  the  loop  ond  give  a  deflexion  over 
one  division  of  the  scale.  With  an  instrument  of  this 
kind  the  radiant  heat  of  a  candle  can  be  detected  at  a 
distance  of  two  miles. 


CHAPTER  VIII 

HEAT,    POWER,    AND    LIGHT,    FROM    ELECTRIC   CURRENTS 

Lesson  XXXVI. — Heating  Effects  of  Cwrents 

426.  Heat  and  Resistance. — A  current  may  do 
work  of  various  kinds,  chemical,  magnetic,  mechanical, 
and  thermal.  In  every  case  where  a  current  does  work 
that  work  is  done  by  the  expenditure  of  part  of  the 
energy  of  the  current.  We  have  seen  that,  by  the  law  of 
Ohm,  the  current  produced  by  a  given  battery  is  dimin- 
ished in  strength  by  anything  that  increases  the  external 
resistance.  But  the  current  may  be  diminished,  in 
certain  cases,  by  another  cause,  namely,  the  setting  up 
of  an  opposing  electromotive-force  at  some  point  of  the 
circuit.  Thus,  in  passing  a  current  through  an  electro- 
lytic cell  (Art.  237)  there  is  a  diminution  due  to  the 
opposing  electromotive-force  ("  polarization ")  which  is 
generated  while  the  chemical  work  is  being  done.  So, 
again,  when  a  current  is  used  to  drive  an  electric  motor 
(Art.  443),  tlie  rotation  of  the  motor  will  itself  generate 
a  back  E.M.F.,  which  will  diminish  the  current.  What- 
ever current  is,  however,  not  expended  in  this  way  in 
external  work  is  frittered  down  into  heat,  either  in  the 
battery  or  in  some  part  of  the  circuit,  or  in  both.  Suppose 
a  quantity  of  electricity  to  be  set  flowing  round  a  closed 
circuit.  If  there  were  no  resistance  to  stop  it  it  wovild. 
circulate  for  ever ;  just  as  a  waggoiv.  ^^\.  nOJ^^'^  ^'svis^  ^ 
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circular  railway  should  go  round  for  ever  if  it  were  not 
stopped  by  friction.  When  matter  in  motion  is  stopped 
by  friction  the  energy  of  its  motion  is  frittered  down  by 
the  friction  into  heat.  When  electricity  in  motion  is 
stopped  by  resistance  the  energy  of  its  flow  is  frittered 
down  by  the  resistance  into  heat.  Heat,  in  fact,  appears 
wherever  the  circuit  offers  a  resistance  to  the  current. 
If  the  terminals  of  a  battery  be  joined  by  a  short  thick 
wdre  of  small  resistance,  most  of  the  heat  will  be  de- 
veloped in  the  battery  and  so  wasted  ;  whereas,  if  a  thin 
wire  of  relatively  considerable  resistance  be  interposed  in 
the  outer  circuit,  it  will  grow  hot,  while  the  battery  itself 
will  remain  comparatively  cool. 

427.  Laws  of  Development  of  Heat :  Joule's 
Law. — To   investigate  the  development  of  heat  by  a 

current.  Joule  and  Lenz 
used  instruments  on  the 
principle  shown  in  Fig. 
226.  A  thin  wire  joined 
to  two  stout  conductors  is 
enclosed  within  a  glass 
vessel  containing  alcohol, 
into  which  also  a  ther- 
mometer dips.  The  resist- 
ance   of    the    wire    being 


Fig.  T26. 


known,  its  relation  to  the 
other  resistances  can  be 
calculated.  Joule  found 
that    the  nnrnber  of  units 


of  heat  developed  in  a  conductor  is  proportional — 
(i.)     to  its  resistance  ; 
(ii.)   to  the  si[uare  of  the  strength  of  the  current  ; 

and 
(iii.)  to  the  time  that  the  current  lasts. 
The  equation  expressing  these  rehitions  is  known  as 
Joule's  Law,  and  is — 

U  =  C'^Rtx0'24, 
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where  C  is  the  current  in  amperes,  R  the  resistance  in 
ohms,  t  the  time  in  seconds,  and  U  the  heat  in  calories  ; 
one  calorie  being  the  amount  of  heat  .that  will  raise 
1  gramme  of  water  through  1°  C.  of  temperature 
(Art.  281). 

This  equation  is  equivalent  to  the  statement  that  a 
current  of  one  ampere  flowing  through  a  resistance  of  one 
ohm  develops  therein  0*24  calories  per  second.  The  proof 
of  this  rule  is  given  in  Art.  439.  The  heat  produced 
thus  by  the  degradation  of  energy  in  a  resistance  is 
sometimes  called  the  "ohmic''  heat  to  distinguish  it 
from  the  reversible  Peltier  effect  (Art.  420). 

The  electric  unit  of  heat,  the  joule,  is  only  0*24  of  an 
ordinary  heat-unit  or  calorie,  and  1  calorie  will  be  equal 
to  4*2  joules. 

The  second  of  the  above  laws,  that  the  heat  is,  cceteris 
paribus,  proportional  to  the  square  of  the  strength  of  the 
current,  often  puzzles  young  students,  who  expect  the 
heat  to  be  proportional  to  the  current  simply.  Such 
may  remember  that  the  consumption  of  zinc  is,  cceteris 
paribus,  also  proportional  to  the  square  of  the  current ; 
for,  suppose  that  in  working  through  a  high  resistance 
(so  as  to  get  all  the  heat  developed  outside  the  battery) 
we  double  the  current  by  doubling  the  number  of  battery 
cells,  there  will  be  twice  as  much  zinc  consumed  as  before 
in  each  cell,  and  as  there  are  twice  as  many  cells  as  at 
first  the  consumption  of  zinc  is  four  times  as  great  as 
before. 

428.  Pavre's  Experiments. — Favre  made  a  series  of  most 
important  experiments  on  the  relation  of  the  energy  of  a  current 
to  the  heat  it  develops.  He  ascertained  that  the  number  of 
calories  evolved  when  33  grammes  (1  equivalent)  of  zinc  are 
dissolved  in  dilute  sulphuric  acid  (from  which  it  causes  hydrogen 
to  be  given  oflF)  is  18,682.  This  figure  was  arrived  at  by 
conducting  the  operation  in  a  vessel  placed  in  a  cavity  of  his 
calorimeter,  an  instrument  resembling  a  gigantic  thermometer 
filled  with  mercury,  the  expansion  of  -wMcVv  \««a  Y^cy(^cs^va?aa^.  Na 
the  beat  imparted  to  it.     When  a  Sixiftft*a  csJCl  "vwi  vDXioftsvR.'i^Na&ft 
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the  same  instrument,  tlie  solution  of  the  same  amount  of  zinc  was 
observed  to  be  accompanied  by  the  evolution  of  18,674  calories 
{i.e,  an  amount  almost  identical  with  that  observed  before),  and 
this  amount  was  the  same  whether  the  evolution  took  place  in  the 
battery-cell  when  the  circuit  was  closed  with  a  short  thick  wire, 
or  whether  it  took  place  in  a  long  thin  wire  placed  in  the  external 
circuit.  He  then  arranged  5  Smee's  cells  in  series,  in  cavities  of 
the  calorimeter,  and  sent  their  current  round  a  small  electric 
motor.  The  amount  of  heat  evolved  during  the  solution  of  33 
grammes  of  zinc  was  then  observed  in  three  cases  :  (i. )  when  the 
motor  was  at  rest ;  (ii. )  when  the  motor  was  running  round  and 
doing  no  work  beyond  overcoming  the  friction  of  its  pivots  ;  (iii.) 
when  the  motor  was  employed  in  doing  13,124,000  gramme- 
centimetres  (  =  12,874  X  10*  ergs)  of  work,  by  raising  a  weight  by 
a  cord  running  over  a  pulley.  Tlie  amounts  of  heat  evolved  in 
the  circuit  in  the  three  cases  were  respectively,  18,667,  18,657, 
and  18,374  calories.  In  the  last  case  the  work  done  accounts  for 
the  diminution  in  the  heat  wasted  in  the  circuit.  If  we  add  the 
heat- equivalent  of  the  work  done  to  the  heat  evolved  in  the  latter 
case,  we  ought  to  get  the  same  value  as  before.  Dividing  the 
12,874  X  10**  ergs  of  work  by  Joule's  equivalent  (42  x  10*),  we  get 
as  the  heat  -  equivalent  of  the  work  done  306  calories.  Now 
18,374  +  306  =  18,680,  a  quantity  which  is  almost  identical  with 
that  of  the  first  observation,  and  quite  within  the  limits  of 
unavoidable  experimental  error. 

429.  Rise  of  Temperature.  —  The  elevation  of 
temperature  in  a  resisting  wire  depends  on  the  nature  of 
the  resistance.  A  very  short  length  of  a  very  thin  wire 
may  resist  just  as  much  as  a  long  length  of  stout  wire. 
Each  will  cause  the  same  number  of  units  of  heat  to  be 
evolved,  but  in  the  former  case,  as  the  heat  is  spent  in 
warming  a  short  thin  wire  of  small  mass,  it  will  get  very- 
hot,  whereas  in  the  latter  case  it  will  perhaps  only  warm 
to  an  imperceptible  degree  the  mass  of  the  long  thick 
wire,  which,  moreover,  has  a  larger  surface  to  get  rid  of 
its  heat.  If  the  wire  weigh  \o  grammes,  and  have  a 
specific  capacity  for  heat  s,  then  U  =  sicO,  where  6  is  the 
rise  of  temperature  in  degrees  (Centigrade).  Hence  if 
none  of  the  heat  were  radiated  away 

(9  =  0-24  x^'H 
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Since  the  resistance  of  metals  increases  as  they  rise  in 
temperature,  a  thin  wire  heated  by  the  current  will  resist 
more,  and  grow  hotter  and  hotter  until  its  rate  of  loss  of 
heat  by  conduction  and  radiation  into  the  surrounding  air 
equals  tlie  rate  at  which  heat  is  supplied  by  the  current. 

The  following  pretty  experiment  illustrates  the  laws 
of  heating.  The  current  from  a  few  cells  is  sent  through 
a  chain  made  of  alternate  links  of  silver  and  platinum 
wires.  The  platinum  links  glow  red-hot  while  the  silver 
links  remain  comparatively  cool.  The  explanation  is 
that  the  specific  resistance  of  platinum  is  about  six  times 
that  of  silver,  and  its  capacity  for  heat  about  half  as 
great ;  hence  the  rise  of  temperature  in  wires  of  equal 
thickness  traversed  by  the  same  current  is  roughly  twelve 
times  as  great  for  platinum  as  for  silver.' 

Thin  wires  heat  much  more  rapidly  than  thick,  the 
rise  of  teviperature  in  different  parts  of  the  same  wire 
(carrying  the  same  current)  would  he,  for  different  thick- 
nesses, inversely  proportional  to  the  fourth  power  of  the 
diameters  if  they  had  equal  surfaces  for  radiation. 

Thus,  suppose  a  wire  at  any  point  to  become  reduced 
to  half  its  diameter,  the  cross-section  will  have  an  area 
\  as  great  as  in  the.  thicker  part.  The  resistance  here 
will  be  4  times  as  great,  and  the  number  of  heat  units 
developed  will  be  4  times  as  great  as  in  an  equal  length 
of  the  thicker  wire.  But  4  times  the  amount  of  heat 
spent  on  \  the  amount  of  metal  would  warm  it  to  a 
degree  16  times  as  great :  and  the  thin  wire  has  only  half 
as  much  surface  for  getting  rid  of  heat.  But  the  hotter  a 
body  becomes  the  more  freely  does  it  radiate  heat  to  things 
around  it.  For  wires  of  given  material,  the  current 
needed  to  raise  them  to  an  equal  temperature  varies  as 
the  square  root  of  the  cube  of  the  diameter.  This  law 
applies  to  the  sizes  of  wires  used  as  safety -fuses  in  electric 
lighting.  These  are  pieces  of  tin  wire  interposed  in  the 
circuit  to  melt  if  by  any  chance  the  current  be.<yMssA% 
abnormally  strong. 
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430.  Oarde"w^s  Voltmeter. — The  current  flowing 
through  a  long  thin  wire  of  platinum  when  it  is  made  to 
connect  two  points  on  a  circuit  will  measure 
the  potential  difference  between  these  two 
points.  Owing  to  its  becoming  warmed  it 
will  expand,  and  its  expansion  may  be  made 
to  move  a  hand  over  a  dial  graduated  to 
read  volts  (Fig.  227). 

431.  Electric  Cautery. — For  surgical 
purposes  a  thin  platinum  wire,  heated  red- 
hot  by  a  current,  is  sometimes  used  instead 
of  a  knife,  as,  for  example,  in  the  operation 
of  amputating  the  tongue  for  cancer. 
Platinum  is  chosen  on  account  of  its  infusi- 
bility,  but  even  platinum  wires  are  fused  by 
the  current  if  too  strong.  Carbon  alone,  of 
conductors,  resists  fusion. 

432.  Blasting   by  Electricity. — In 
consequence      of     these      heating      effects, 
electricity  can  be  applied   in   blasting  and 
mining  to  ignite   the   charges.     Stout  con- 
Fig.  227.        ducting  wires  are  carried  from  an  appropriate 

battery  at  a  distance  to  a  special  fwze^  in 
which  a  very  thin  platinum  wire  is  joined  in  the  circuit 
This  wire  gets  hot  when  the  current  flows,  and  being 
laid  amidst  an  easily  combustible  substance  to  serve 
as  a  priming,  ignites  this  and  sets  fire  to  the  charge 
of  gunpowder.  Torpedoes  can  thus  be  exploded 
beneath  the  water,  and  at  any  desired  distance  from 
the  battery. 

433.  Electric  "Welding. — If  two  wires  or  rods  of 
metal  are  held  together  with  sufficient  force  while  a  very 
large  current  is  passed  through  them,  much  heat  is 
developed  at  the  junction,  so  that  they  soften  and  become 
welded  together.  The  processes  of  electric  welding  have 
been  perfected  by  Elihu  Thomson,  who  has  utilized  for 
tjbis  purpose  alternate-current  tiansCoxnciftr'  (jkit.  480"^  to 
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produce  currents  of  many  hundred  amperes  at  a  pressure 
of  a  few  volts. 

A  singular  effect  is  noticed  when  two  iron  rods 
connected  to  the  poles  of  a  powerful  source  at  50  or 
more  volts  are  dipped  into  water.  The  rod  which  serves 
as  kathode  is  observed  to  be  covered  with  a  luminous 
layer,  and  it  presently  becomes  red-hot.  Guthrie,  who 
first  investigated  this  phenomenon  in  1876,  ascribed  the 
heating  to  the  resistance  of  a  film  of  hydrogen.  Recently 
it  has  been  made  the  basis  of  a  welding  method. 

434.  Electric  Cooking. — Since  public  supplies  of 
electricity  became  common,  electric  stoves,  ovens,  and 
heaters  for  cooking,  stewing,  etc.,  have  become  articles  of 
commerce.  The  heating  is  effected  by  passing  currents 
through  resistance  wires  embedded  in  cement  or  other 
suitable  insulating  material. 

Lesson  XXXVII. — Electric  Energy :  its  Supply  and 

MeoMLrement 

436.  Electric  Energy. — An  electric  current  con- 
veys energy  from  a  battery  or  dynamo  to  some  other 
part  of  the  circuit,  where  it  is  transformed  back  into 
work, — mechanical,  chemical,  or  thermal  work.  We 
must  inquire  into  this  electrical  energy,  and  into  the 
rate  at  which  it  is  generated  or  transformed. 

Power  is  the  rate  at  which  energy  is  being  received  or  j 
spent.  It  may  be  expressed  in  foot-pounds  per  second 
or  in  ergs  per  second.  James  Watt  considered  a  horse 
caprable  on  the  average  of  working  at  the  rate  of  550  foot- 
pounds per  second  (against  gravity).  As  1  foot  =  30*48 
centimetres,  and  the  force  of  1  lb.  ( =  453*6  grammes  x  981) 
=  445,000  dynes  nearly,  it  follows  that  1  horse-poiver  is 
worth  7,460,000,000  (or  746  x  10^)  ergsper  second. 

If  a  quantity  of  electricity  Q  is  moved  through  a 
difference  of  potential  V,  it  follows  iiom  \}£v^  ^^'wc^vj^^"^ 


442  ELECTRICITY  AND  MAOTsTETISM         part  ii 

(Art.  263)  that  the  work  done  is  equal  to  QV.  If  this 
is  occurring  iu  a  battery  or  dynamo,  QV  represents 
electrically  the  work  (chemical  or  mechanical)  done  on 
the  system,  or  the  energy  received  (electrically)  by  the 
system.  Now,  suppose  this  operation  to  have  occupied 
time  /,  tlie  rate  at  which  the  energy  is  being  imparted  to 
the  circuit  will  be  QV/^  But  (Art.'  162)  Q/^  =  a  Hence 
the  power  given  to  the  circuit  is  equal  to  CV. 

This  justifies  the  statement  that  the  j^oicer  of  an  electric 
j  current    to    perform    useful    work,  whether   in   lighting, 
heating,  or  producing  mechanical  actions,  is  pi'oportional 
both  to  the  strength  of  the  current,  and  to  the  electromotive- 
force    which    drives    it.      In    other    words,  j^oiver    is    pro- 
portional to  both  amperes  and  volts  jointly.     Similarly 
the  power  of  a  steam  engine  is  proj)oi'tional  not  only  to 
the  quantity  of  steam  it  uses,  but  also  to  the  pressure  at 
/      which  the  steam  is  supplied.     The  electric  unit  of  power 
will  then  be  the  power  of  a  current  of  1  ampere  driven 
by  an  electric  pressure  of  1   volt.     This  unit  is  known 
as  1  volt-ampere,  or  1  watt. 
I  Since  1  volt=  lO^  absolute  units  of  E.M.F.  (Art.  354) 

and  1  ampere  =  10"^  absolute  units  of  current  (Art.  354), 
it  follows  that  1  watt=  10"  absolute  units  of  power  {i,e, 
10"  ergs  per  second).  But  1  horse-})ower  =  746  X  10^ 
ergs  i)er  second  (see  above).     Hence  1  II.  -  P.  =  746  watts. 

One  thousand   watts  is  called  1   kilowatt.     The  kilo- 
watt is  therefore  approximately  ij  H.P. 

To  find  the  number  of  watts  of  power  supj)lied  by  any 
dynamo  or  battery,  multiply  the  number  of  amperes  of 
current  by  the  number  of  volts  at  which  the  current  is 
driven.  The  same  rule  serves  to  calculate  the  power 
electrically  delivered  to  any  motor,  lamp,  accumulator, 
or  other  means  of  spending  electric  energy. 

Horse-power  =  CxV-f-746. 

Example. — If  a  current  of  20  amperes  is  supplied  to  a  big 
arc-lauij)  at  a  pressure  of  50  volt%  tiud  the  amount  of 
power  absorbed  therein.     Ans,  1120  vxUts  or  1^  H.P. 
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436.  Intake   and  Output   of  Power. — At  any 

generator  battery,  dynamo,  or  thermopile,  power  is  taken 
in  to  the  electric  circuit.  At  any  motor  or  lamp,  or  at 
any  part  in  the  circuit  where  chemical  work  (electro- 
plating, decomposing  gases,  or  charging  accumulators)  is 
being  done  or  at  any  place  where  heat  is  being  evolved, 
power  is  being  given  out  by  the  electric  circuit.  At 
every  place  where  energy  is  coming  in  to  the  cii'cuit 
there  will  be  an  electromotive-force  in  the  same  direction 
as  the  cunent^  and  helping  to  drive  it.  At  every  part 
where  energy  is  being  given  out  by  the  circuit  there  will 
be  an  electromotive -force  in  a  directimi  opposed  to  the 
current.*  The  word  output,^  as  applied  to  dynamos,  etc., 
means  the  number  of  watts  or  kilowatts  which  the 
machine  supplies  or  can  supply.  For  example,  a  dynamo 
capable   of   supplying   300  am-  ^^       ^ 

peres  "at"  100  volts  (meaning 
with  an  available  E.M.F.  of  100 
volts)  is  said  to  have  an  output 
of  30  kilowatts. 

437.  Power  -  Measure- 
ment.— To  measure  the  power 
given  electrically  to  any  part  ab 
of  a  circuit  by  an  unvarying 
current,  it  sulfices  to  measure 
the  current  with  an  ampere-meter 

(Art.  221),  and  the  potentials  across  the  part  with  a 
voltmeter  (Arts.  220,  290),  the  latter  being  of  course  con- 

*  Consider  the  mechanical  analogue  of  transmission  of  power  from  one 
pulley  to  another  pulley  by  a  belt.  The  effort  in  the  driving  pulley  is 
in  the  same  direction  as  the  motion  of  the  belt.  The  effort  in  the  driven 
pulley  is  opposed  in  direction  to  the  motion.    (See  also  Art.  248.) 

Tliis  fundamental  principle  accounts  for  the  back-electromotive-forces 
observed  in  motors,  and  in  accumulators  while  being  charged.  Because 
of  it  we  know  (Art.  166)  that  the  seat  of  the  main  electromotive-force  in  a 
voltaic  cell  is  at  the  surface  of  the  zinc,  and  that  (Art.  422)  bismuth  is 
thermo-electrically  positive  to  antimony. 

t  The  word  outjnit,  as  applied  to  central  statiow  N«OTV,\a.  ^3iQrKN&\;v«v«e. 
used  in  sense  of  total  ontflow  of  amperes  iiveavectiN^  QlNciN^»iii^> 
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nected  as  a  shunt  as  in  Fig.  228.  The  product  of  volts 
and  amperes  gives  the  watts.  Or  a  wattmeter  may  be 
used  as  below. 

438.  "Wattmeters. — The  product  of  amperes  and 
volts  may  be  measured  directly  by  means  of  a  wattmeter. 
This  name  is  given  to  a  variety  of  electrodynamometer 
(Art  394)  in  which  the  fixed  and  movable  coils  constitute 
two  separate  circuits,  one  being  a  thick  wire  of  low  resist- 

^        ^  ance  to  carry  the  amperes,  the 

other  being,  or  including,  a 
thin  wire  of  high  resistance  (as 
in  voltmeters)  to  receive  a  cur- 
rent proportional  to  the  volts. 
The  latter  circuit  is  to  be  con- 
nected as  a  shunt  to  the  part 
ah  of  the  circuit  in  which  the 
supplied  power  is  to  be 
measured.  In  Fig.  229,  as  in 
Fig.  228,  the  part  ah  is  an  arc- 
lamp.  The  auxiliary  resistance  r  is  introduced  into  the 
thin-wire  circuit  of  the  instrument,  the  whole  current 
flowing  through  the  thick-wire  circuit. 

Wattmeters  are  made  both  on  the  pattern  of  Siemens's 
dynamometer  (Art.  395)  and  on  that  of  Kelvin's  balances 
(Art.  396). 

When  power  -  measurements  have  to  be  made  on 
alternate-current  circuits,  separate  instruments  must  not 
be  used,  as  in  Art.  437,  to  measure  volts  and  amperes. 
For,  owing  to  the  differences  of  phase  (Art.  472)  between 
voltage  and  current,  the  apparent  watts,  got  by  multi- 
plying the  separate  readings,  will  be  in  excess  of  the  true 
watts  as  measured  by  a  wattmeter. 

439.  Po-wer  wasted  in  Heating. — If  a  current  C 
is  driven  through  a  resistance  R,  the  volts  needed  will 
(by  Ohm's  law)  be  y  _  p-p 


Fig.  229. 


The  power  CV  so  expended  will  nifexel^  \i^8A.tl\e  teaiatance. 
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Substitute  for  V  its  value  as  above,  and  we  have 

Watts  wasted  =  CV  =  C2R  =  V2/R. 

Or,  if  the  expenditure  goes  on  for  t  seconds,  the  amount 
of  energy  turned  into  heat  (joules)  will  be 

Energy  =  QV  =  CtY  =  C2R^. 

The  nett  power  of  a  dynamo  or  battery  is  always  less 
than  its  gross  power,  because  of  internal  resistance.  If  r 
be  the  internal  resistance,  and  E  the  whole  electromotive- 
force,  the  nett  or  available  volts  V  =  E  —  Cr.  The  gross 
power  will  be  EC  watts.  But  the  nett  power  will  be 
VC  =  EC  —  C^r.  Or,  the  available  watts  equal  the  total 
watts  generated,  less  the  watts  wasted  in  internal 
heating. 

To  prove  Joule's  law  of  heating  as  given  in  Art.  427,  it  may  be 
remembered  that  the  mechanical  equivalent  of  heat  is  42  million 
ergs  to  1  calorie  (Joule's  equivalent),  or  W  =  JU,  where  W  is  the 
work  in  ergs,  U  the  heat  in  calories,  and  J  =  4'2xl0^.  Hence 
U  =  C^Rt/J.  But  to  reduce  the  work  to  ergs  we  must  multiply 
C2R^  by  107  .  whence  V  =  C^Rt  x  0*24. 

440.  Distribution  of  Electric  Energy. — Electric 
energy  is  now  distributed  on  a  large  scale  for  lighting, 
motive  power,  and  heating.  Large  Central  Stations  or 
Power-houses  are  erected  at  convenient  spots,  with  steam- 
engines  or  turbines  (if  water-power  is  available)  to  drive 
generating  machinery  (dynamos  and  alternators).  From 
the  power-house  distributing  mains  of  copper  go  out,  con- 
sisting of  feeders  leading  into  the  netwm'k  of  conductors 
that  runs  from  house  to  house. 

Supply  systems  may  be  classified  according  to  whether 
they  operate  at  a  lo^v  voltage  (or  low  pressure),  i.e.  from 
100  volts  (or  under)  to  300  volts  ;  high  voltage,  i.e.  from 
300  to  3000  volts  ;  or  extra  high  voltage,  over  3000 
volts.  The  low-voltage  systems  generally  use  continuous 
currents,  the  high -voltage  systems  generally  (h\i.t  w<^\» 
necessarily)  use  alternate  currents,  an^  IxausjwwATi  V^^^xX.. 
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480)   to   transform    to    low  pressure  at    the   consumers' 
houses. 

Example. — The  City  of  London  Electric  Lighting  Company 
generates  alternate  cunents  at  a  little  over  2000  volts  at 
its  power-house  on  the  south  side  of  the  Thames,  and 
sends  these  currents  through  the  feeders  to  sub-stations  in 
the  city,  where  they  are  transformed  down  to  currents 
twenty  times  as  large  at  a  pressure  of  100  volts  ;  at  which 
low  pressure  they  supply  the  network  of  mains  and  house 
branches,  which  are  laid  iu  conduits  under  the  sti*eets. 

Since  the  power  of  a  current  depends  on  the  voltage 
at  which  it  is  supplied,  the  unit  of  supply  recognized  in 
law  is  based  on  the  unit  of  power,  the  watt  (Art.  435), 
and  is  defined  as  1000  watts  supplied  for  one  hour  (i.«. 
1  kilowatt-hour)  or  its  equivalent.  The  maximum  price 
wliich  the  English  Board  of  Trade  permits  the  supply 
company  to  charge  the  consumer  for  1  unit  is  eightpence. 

441.  Conditions  of  Electric  Supply. — Electric 
energy  is  almost  always  supplied  under  one  of  two 
standard  conditions,  either — 

{a)  at  Constant  Voltage,  or 
(6)  with  Constant  Current. 

In  the  former  case  the  circuit  is  branched,  and  the 
current  is  supplied  (usually  at  100  volts)  to  all  the  lamps 
or  motors  in  parallel  (Art.  409),  each  lamp,  etc.,  being 
independent  of  all  others  ;  and  the  current  varying  pre- 
cisely in  proportion  to  the  demand. 

In  the  latter  case,  seldom  used  except  for  strings  of 
arc  -  lamps,  the  circuit  is  undivided,  and  the  current 
(usually  10  amperes)  flows  through  all  the  lamps  in  series 
(Art.  168).  If  lamps  are  turned  out  (by  short-circuiting 
them)  the  voltage  must  be  reduced  to  keep  the  current 
constant. 

442.  Supply  Meters." — Meters  for  measuring  the 
supply  to  the  houses  of  consumers  are  of  several  kinds. 

(a)  CJiemical  Meters. — The  current  or  a  known  fraction 
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of  it  is  passed  through  an  electrolytic  cell,  there  to 
'  deposit  copper  (Edison's  method)  or  dissolve  zinc 
"^  (Jehl's  improved  Edison).    The  amount  of  chemical 
action  is  proportional  to  the  ampere-hours. 

(6)  Integratiivg  Meiers. — A  uniformly-going  clock  drives 
a  counting  apparatus  through  an  intermediate  gear 
operated  by  the  current  (or  by  the  watts),  this 
intermediate  gear  being  such  that  when  current  is 
small  counting  is  small,  when  current  large  count- 
ing is  large.  An  integrating  disk-and-roUer,  or 
an  integrating  cam,  is  a  usual  mechanism,  its 
operation  being  controlled  by  the  motion  of  an 
ampere-meter  or  wattmeter. 

(c)  Motor  Meters. — If  the  current  passes  through  the 
armature  of  a  small  motor  (Art.  443)  having  a  con- 
stant field,  and  having  its  speed  controlled  purely 
by  fluid  friction  (by  a  fan)  or  by  eddy-current 
friction  (in  a  copper  conductor  revolving  between 
magnet  poles,  Art.  457),  its  speed  will  at  every 
instant  be  proportional  to  the  current.  Hence 
such  a  motor  attached  to  a  suitable  counting-train 
of  wheels  will  serve  as  a  meter,  the  total  number 
of  revolutions  being  proportional  to  the  ampere- 
hours.  In  Perry's  meter  (1893)  the  revolving  part 
is  a  copper  bell  immei*sed  in  mercury,  revolving 
around  a  central  magnet  pole  (as  the  wire  does  in 
Fig.  201),  and  surrounded  by  an  external  S-pole 
with  ribbed  projections  to  promote  eddy-currents. 
In  Shallenberger's  meter  for  alternate  currents 
the  motor  drives  a  fan.  In  Elihu  Thomson's 
meter,  which  records  the  watt-hours,  the  revolving 
armature  is  of  tine  wire  and  high  resistance,  con- 
nected as  shunt,  while  the  fixed  coils  that  serve  as 
field-magnet  take  the  whole  current  supplied.  So 
the  torque  is  proportional  to  the  watts ;  while  a 
copper  disk  revolving  between  magnet  polea^  \^^  \^ 
drag  keeps  the  speed  propoitioxijaX  \^  \)a&  \,QrtQ^^. 
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(d)  Retarded  Clocks. — Current  may  be  made  to  act 
upon  the  rate  of  a  clock,  by  flowing  in  a  coil 
under  the  pendulum  bob  if  the  latter  is  a  magnet 
Any  force  added  thus  to  gravity  or  subtracted 
from  it  will  cause  the  clock  to  gain  or  lose. 
Ayrton  and  Perry  proposed  to  measure  the  supply 
by  the  total  time  gained  or  lost  by  a  clock.  In 
Aron's  meter,  of  which  this  is  the  principle,  there 
is  a  double  clock  with  two  pendulums,  only  one 
of  which  is  acted  on  by  the  current.  A  train  of 
counting  wheels  is  geared  to  record  the  difference 
between  the  two. 


Lesson  XXXVIII. — Electric  Motors  {Electromagnetic 

Engines) 

443.  Electric  Motors. — Electromagnetic  engines, 
or  motors,  are  machines  in  which  the  motive  power  is 
derived  from  electric  currents  by  means  of  their  electro- 
magnetic action.  In  1821  Faraday  showed  a  simple  case 
(Art.  393)  of  rotation  produced  between  a  magnet  and  a 
current  of  electricity.  Barlow  produced  rotation  in  a 
star-wheel,  and  Sturgeon  in  a  copper  disk,  when  traversed 
radially  by  a  current  while  placed  between  the  poles  of 
a  horse-shoe  magnet.  In  1831  Henry,  and  in  1833 
Ritchie,  constructed  small  engines  producing  rotation  by 
electromagnetic  means.  Fig.  230  shows  a  modification 
of  Ritchie's  motor.  An  electromagnet  DC  is  poised  upon 
a  vertical  axis  between  the  poles  of  a  fixed  magnet  (or 
electromagnet)  SN.  A  current,  generated  by  a  suitable 
battery,  is  carried  by  wires  which  terminate  in  two 
mercury-cups.  A,  B,  into  which  dip  the  ends  of  the  coil 
of  the  movable  electromagnet  C.^D.  When  a  current 
traverses  the  coil  of  CD  it  turns  so  as  to  set  itself  in  the 
line  between  the  poles  NS,  but  as  it  swings  round,  the 
wires  that  dip  into  the  merc\iTy-(iv\^a  i^a&a  from  one  cup 
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to  the  opposite,  so  that,  at  the  moment  wheu  C  approachea 
8,  the  current  in  OD  is  reversed,  and  C  is  repelled  from 
S  and  attracted  round  to  N,  the  current  through  CD 
being  thus  reversed  every  half  turn.  In  larger  motors 
the  mercury-cup  arrangement  is  replaced  by  a  commutator 
(devised  hy  Stui^eon),  consisting  of  a  copper  tube,  slit 
into  tno  or  more  parts,  and 
touched  at  opposite  points  by 
a  pair  of  metallic  springs  or 
"  briiBhes." 

In  another  early  form  sf 
motor,  devised  by  Fioment, 
bars  of  iron  fixed  upon  the 
circumference  of  a  rotating 
cylinder  are  attracted  np  to- 
wards an  electromagnet,  in 
which  the  current  is  automati- 
cally broken  at  the  instant 
when  each  bar  has  come  close 
up  to  its  poles.  In  a  third 
kind,  an  electromagnet  is  made 

t«  attract  a  piece  of  soft  iron      _^^^^ 

alternately  up  and  down,  with      ^^-^^-,^ri^^--^-'^~ 
a  motion  like  the  piston  of  a  Fig.  aw. 

steam-engine,    which    is   con- 

voi  ted  by  a  crauk  into  a  rotatory  motion.  In  these  cases 
the  difficulty  occurs  that,  ns  the  attraction  of  an  electro- 
magnet falls  otf  rapidly  at  a  distance  from  its  poles,  the 
attracting  force  can  only  produce  effective  motion  through 
very  small  range.  Page  from  1838  to  1860  designed 
various  motors,  in  some  of  which  iron  plungers  were 
sucked  into  hollow  tubular  coila  of  wire  in  which  currents 
were  caused  to  circulate  at  recurring  intervals. 

In  1839  Jaeobi  propelled  a  boat  along  the  river  Neva 
at  the  rate  of  2j  miles  per  hour  with  an  electromagnetic 
engine  of  about  one  horse-power,  worked.  Vj  a.NiWXKri  A 
84  large  Grove's  cells. 

2  G 
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Jacobi  appears  to  have  been  the  first  to  recognize, 
about  1850,  that  the  action  of  the  electric  motor  is  the 
simple  converse  of  that  of  the  dynamo  or  generator. 
Every  magneto-electric  generator  or  dynamo,  such  as  is 
used  in  electric  lighting,  can  also  work  as  a  motor,  giving 
out  mechanical  power  when  supplied  with  electric  currents 
from  some  other  source.  Indeed  the  dynamos  designed 
as  generators  make  far  more  efficient  motors  than  any 
of  the  older  sorts  of  electromagnetic  engines,  which  were 
little  more  than  toys. 

In  1882  an  iron  screw-boat  capable  of  carrying  12 
persons,  and  driven  by  two  such  motors,  with  a  power 
of  about  3  horse-power,  the  current  being  furnished 
by  45  accumulators,  was  worked  upon  the  Thames  at  a 
speed  of  8  miles  per  hour.  There  is  now  a  whole  flotilla 
of  electric  launches  on  the  Thames. 

444.  Modem  Electric  Motors. — These  are  of  two 
kinds :  (1)  those  for  use  with  continuous  currents ;  (2) 
those  for  use  with  alternate  currents.  The  former  are 
constructed  precisely  on  the  plan  of  continuous  current 
dynamos  (Art.  462)  having  fixed  field  magnets  and  rotat- 
ing armature.  The  armature  is  dragged  round  by  the 
mutual  action  of  the  currents  flowing  in  the  copper 
conductors  and  the  magnetic  field  in  which  the  conductors 
lie.  As  explained  in  Art.  340,  the  force  acting  laterally 
on  the  conductors  is  proportional  to  the  product  of 
current  and  field.  Hence  if  very  powerful  field-magnets 
are  employed,  a  great  torque  (or  turning  moment)  can  be 
produced  without  requiring  too  great  a  current  to  be  sent 
into  the  armature.  The  two  factors  of  mechanical  rotatory 
power  are  torque  ( =  angular  force)  and  angular  speed.  If 
the  field  of  the  motor  is  maintained  constant  the  torque 
is  proportional  to  the  current  and  the  speed  is  proportional 
to  the  volts.  If  E  is  the  electromotive-force  generated 
(in  direction  opposing  the  current,  see  Art.  436)  in  the 
revolving  armature,  and  C  the  current  supplied  to  it,  the 
electrical    and  mechanical  e'&^Tfeasv.oiv«>    io^    the   i^weir 
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(watts)  imparted  to  the  armature  are 

CE  =  awT, 

where  n  is  revolutions  per  second,  T  the  torque,  and  a  a 
coefficient  depending  on  the  units  chosen. 

If  the  armature  current  is  supplied  from  mains  at  con- 
stant voltage,  strengthening  the  magnetic  field  has  the 
effect  of  slowing  speed,  for  equal  power  ;  and  weakening 
the  field  quickens  the  speed.  Alternate-current  motors 
are  described  in  Arts.  484  to  486. 

446.  Eflacienoy  of  Motors. — If  an  ampere-meter 
be  included  in  the  circuit  with  a  battery  and  a  motor,  it 
is  found  that  the  current  is  weaker  when  the  motor  is 
working  than  when  the  motor  is  standing  still,  and  that 
the  faster  the  motor  runs  the  weaker  does  the  current 
become.  This  is  due  to  the  E.M.F.  generated  in  the 
revolving  armature  of  the  motor,  which  necessarily  (Art. 
436)  opposes  the  current.  If  the  motor  only  exerts  a 
small  back  electromotive-force  it  cannot  utilize  much  of  the 
power  of  the  current.  If  V  be  the  volts  at  which  the 
current  is  supplied,  and  E  the  counter-electromotive-force 
generated  by  the  motor,  and  C  the  current,  then  VC  = 
gross  power  supplied,  EC  =  nett  power  utilized;  and 
dividing  the  latter  by  former  we  get,  as  the  electrical 

E 

efficiency  of  the  motor,  the  ratio  —  • 

Example. — Suppose   V  =  100  volts   and   E  =  90   volts,  the 
efficiency  will  be  90  per  cent. 

To  make  the  efficiency  as  high  as  possible  the  motor 
should  be  so  arranged  (either  by  strengthening  its  mag- 
netic field,  or  by  letting  it  run  faster)  that  E  is  very 
nearly  equal  to  V.  In  that  case  the  motor  will  utilize 
nearly  all  the  energy  that  flows  to  it.  But  since,  by 
Ohm's  law,  the  current  is  =  (V  -  E)/r,  where  r  is  the 
internal  resistance  of  the  motor,  it  follows  that  -^V^e^  '^ 
becomes  nearly  equal  to  V  the  currenX.  -wWWi^  t^^:sxr«.^'^*^ 
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a  small  fraction  of  what  it  would  be  if  the  motor  were  at 
rest.  The  diagram  (Fig.  231)  makes  the  matter  plainer. 
Let  the  line  OV  represent  by  its  length  the  volts  of 
supply  V,  and  let  OE  represent  the  volts  generated  in 
the  armature,   proportional  to  speed  and  to  field.     On 

OV  describe  the  square  OVWX,  and 
draw  the  diagonal  and  the  lines  EH, 
KL.  Then  the  area  EVWH  is  pro- 
portional to  the  gross  power,  being 
V(V  -  E),  and  area  GLXH  is  propor- 
tional to  the  nett  power,  being 
E(V  —  E).  These  two  areas  become 
more  nearly  equal,  though  both  be- 
Fig.  231.  come  small,  when  E  is  increased  to 

be  nearly  equal  to  V.  The  area 
GLXH,  the  nett  output  of  the  motor,  is  a  maximum  when 
E  =  JV  ;  but  then  the  efficiency  would  be  only  50  per 
cent 

The  fact  that  when  E  is  small  the  current  is  enormous 
is  of  great  advantage  in  the  starting  of  motors  ;  for  at 
starting  the  great  rush  of  current  (which  would  destroy 
them  if  it  lasted)  produces  a  great  torque,  and  the  motor 
soon  gets  up  speed  and  so  cuts  down  the  current  to  the 
working  amount. 

446.  Electric  Locomotion. — Motors  placed  on  cars 
or  on  separate  locomotives  can  propel  them  singly  or  in 
trains  provided  the  requisite  power  is  supplied.  This 
may  be  done  in  several  ways  : — 

{a)  A  battery  of  charged  accumulators  is  carried  on  the  car. 

(6)  Current  is  furnished  from  a  power-house,  to  a  third  rail 
insulated  from  earth.  From  this  the  current  is  picked 
up  by  the  car,  the  ordinary  rails  being  used  as  return  con- 
ductor. 

(c)  Current  is  furnished  from  a  power-house  to  an  overhead 
line,  with  which  the  car  makes  contact  as  it  runs  by  means 
of  a  trolley-wheel  fixed  on  a  long  rod  above  the  car. 

(d)  Current  is  picked  up  by  the  c&x  ixom  cowductora  laid  in  a 
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slot-conduit  in  the  road  between  the  rails,  by  means  of  a 
contact -piece  let  down  into  the  slot. 

(e)  Current  is  picked  up  by  the  car  from  studs  slightly  project- 
ing from  the  surface  of  the  road  between  the  rails,  by  means 
of  a  long  skate  fastened  under  the  car,  each  stud  being 
automatically  connected  to  the  underground  mains  as  the 
car  comes  up  and  disconnected  as  it  passes  on. 

Plan  (a)  is  uneconomical,  owing  to  expense  of  accumu- 
lators. Plan  (h)  is  used  in  several  heavy  electric  railways 
in  England,  using  locomotives  of  200  to  400  horse-power. 
Plan  (c)  is  used  for  tramways  of  which  there  are  now 
thousands  of  miles.  Plan  (d)  is  used  in  New  York, 
Berlin,  and  other  cities  where  overhead  wires  are  not 
allowed.  Plan  (e)  is  being  introduced  in  Paris  and  other 
cities  and  is  cheaper  than  the  slot-conduit 

447.  Electric  Transmission  of  Po'wer. — Power 
may  be  transmitted  to  great  distances  electrically  from  a 
generator  at  one  end  of  the  circuit  to  a  motor  at  the  other. 
A  mountain  stream  may  be  made  to  turn  a  turbine  which 
drives  a  dynamo  or  alternator,  the  currents  from  which 
are  conveyed  to  some  centre  of  population  by  insulated 
wires  to  the  motor  which  reconverts  the  electrical  power 
into  mechanical  power.  Scores  of  such  examples  are  now 
at  work.  In  the  striking  demonstration  at  Frankfort,  in 
1891,  140  horse-power  was  conveyed  from  the  Falls  of  the 
Neckar  at  Lauffen,  117  miles  away,  through  three  wires 
only  4  millimetres  in  diameter,  with  a  nett  efficiency  of 
74  per  cent,  including  all  losses. 

Fig.  232  illustrates  the  case  of  a  simple  transmission 
between  two  machines.  In  oue  the  electromotive-force 
drives  the  current,  in  the  other  the  electromotive-force 
opposes  the  current.  The  first  acts  as  generator  (by  the 
principle  of  Art.  436),  the  second  as  motor.  If  their 
respective  electromotive-forces  are  E^  and  Eg  the  electrical 
efficiency  of  the  transmission  is  the  ratio  Eg/E^. 

The  power  lost  in  the  line  by  reason  of  ite,  ^^^c^ysxsRfc 
is  the  chief  difficulty  to  face  in  svxaYi  \.T^XL«niAS»\^sa&^  ^"^>ni% 
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to  the  prohibitive  price  of  copper  for  carrying  large 
currents  without  overheating.  The  watts  wasted  in  a  line 
of  resistance  R  are  (Art.  439)  =  C^R.  The  gross  watts 
utilized  are  (Art.  436)  =  CVm,  where  Vm  is  the  volts  at 
the  motor  end.  Hence  the  power  that  must  be  poured  in 
to  the  sending  end  of  the  line  is  C^R  +  CVm  watts.  Now 
it  will  be  obvious  that  one  may  keep  the  C^R  loss  constant 


GENERATOR 


Fig.,  282. 


and  yet  increase  the  power  that  is  transmitted  by  increas- 
ing Vm  the  voltage  at  the  motor — using  in  fact  a  high- 
voltage  motor,  and  of  course  a  high-voltage  generator  to 
correspond.  To  put  the  matter  in  another  way.  Let 
Vo  be  the  volts  at  the  generator  end  of  the  line, 
(Vq  -  Vm  )R  will  be  =  C.  Now  we  may  keep  C 
constant  (and  therefore  the  C^R  loss  constant)  and  yet 
increase  the  voltages,  provided  Vq  —  Vm  remains  as 
before. 

Example. — Suppose  a  line  of  copper-wire  20  miles  long  has 
resistance  of  100  ohms.  A  current  of  6  amperes  in  it  will 
waste  3600  watts  or  nearly  5  horse-power.  To  send  6 
amperes  through  100  ohms  requires  a  difference  of 
potentials  of  600  volts.  Suppose  Vo  =  1000  and 
Vm  =  400,  Vo  -  Vm  =  600.  The  watts  sent  in  are 
CVq  =  6000,  and  the  watts  delivered  are  CVm  =  2400. 
Oi  8  horse-power  put  vn  oul^  efeoxxt  ^^  «.T<i  dQUvered,  the 
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eflSciency  being  Vm/Vq  =  40  per  cent.  Now  suppose 
Vq  increased  to  2000  volts,  and  Vm  to  1400.  Vo  -  Vm  = 
600,  as  before.  C  =  6  amperes,  as  before.  C'^R  loss  is 
3600  watts,  as  before.  But  watts  sent  in  are  now  12,000 
(over  16  H.P.),  and  the  watts  delivered  are  8400 
(11^  H.P.).     Whilst  the  eflBciency  is  now  70  per  cent. 

It  is  therefore  clear  that  high  volta/je  is  the  secret  of 
success  in  the  electrical  transmission  of  energy,  whether 
for  lighting  or  power,  to  long  distances.  In  the  trans- 
mission of  energy  from  the  Falls  of  Tivoli  to  light  the 
city  of  Rome  sixteen  miles  away,  a  pressure  of  5000  volte 
is  successfully  used.  At  the  great  power  statioa  of 
Niagara  the  currents  are  distributed  in  the  district  at 
2250  volts,  but  for  transmission  to  BuflPalo,  16  miles 
distant,  the  voltage  is  raised  to  11,000. 

Lesson  XXXIX. — Electric  Light 

4AB.  The  Electric  Arc. — If  two  pointed  pieces  of 
carbon  are  joined  by  wires  to  the  terminals  of  a  powerful 
voltaic  battery  or  other  generator  of  electric  currente,  and 
are  brought  into  contact  for  a  moment  and  then  drawn 
apart  to  a  short  distance,  a  kind  of  electric  flame  called 
the  arc  or  "  voltaic  "  arc  is  produced  between  the  points 
of  carbon,  and  a  brilliant  light  is  emitted  by  the  white- 
hot  points  of  the  carbon  electrodes.  This  phenomenon 
was  first  noticed  by  Humphry  Davy  in  1 800,  and  its  ex» 
planation  appears  to  be  the  following  : — Before  contact 
the  difference  of  potential  between  the  points  is  insufficient 
to  permit  a  spark  to  leap  across  even  .^q^q^  of  an  inch  of 
air-space,  but  when  the  carbons  are  made  to  touch,  a 
current  is  established.  On  separating  the  carbons  the 
spark  at  parting  volatilizes  a  small  quantity  of  carbon 
between  the  points.  Carbon  vapour  being  a  partial  con- 
ductor allows  the  current  to  continue  to  flow  across  the 
gap,  provided  it  be  not  too  wide ;  but  as  the  carbon 
vapour  has  a  very  high  resistance  it  becomes  intensely 
heated  by  the  passage  of  the  cuxYfeiit,  a.wA.  >Dafc  ^yK^^^rc^^'sss^a* 
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also  grow  hot.  Since,  however,  solid  matter  ii  a  better 
radiator  than  gascoua  matter,  the  carbon  pointa  emit  far 
more  light  than  the  arc  itself,  though  they  are  not  so  hot. 
The  temperaUire  of  the  arc  is  eimplj  determined  by  the 
temperature  at  which  carbon  Tolatilizes  ;  about  3500°  C, 
according  to  Violle.  In  the  arc  the  most  infusible  aub- 
stancee,  sitcb  as  flint  and  diamond,  melt ;  and  metals  such 
as  gold  and  platinum  are  even  vaporized  readily  in  its 
inae  heat.  When  the 
is  produced  in  the  air 
carbons  slowly  bum 
I  iLway  by  oxidization.  It  is 
I  observed,  also,  that  particles 
I  of  carbon  are  volatilized  off 
torn  away  from  the  + 
I  electrode,  which  becomes 
illowed  out  to  a  cup-shape, 
'  crater,  and  if  the  gap 
I  between  the  carbons  is  small 
e  of  these  particles  ar« 
I  deposited  on  the  —  electrode, 
which  assumes  a  pointed 
form,  as  shown  in  Fig.  233. 
The  resiatanije  of  the  arc  may  vary,  according  to  circum- 
stances, from  02  ohm  upwarda,  according  to  the  length 
and  section  of  the  flame.  The  arc  also  exerts  an 
opposing  electromotive-force  of  its  own,  amounting  to 
about  3G  volts  when  the  arc  is  silent.  If  air  gets  to  die 
white  hot  crater  the  arc  becomes  unstable  and  hisses,  and 
the  back  electromotive -force  ia  much  lower.  The  seat  of 
this  back  electromotive-force  is  at  the  surface  of  the  crater 
where  the  work  of  volatilizing  the  carbon  is  being  done. 

To  produce  an  electric  light  satisfactorily  a  minimum 
electromotive-force  of  40  to  50  volts  is  necessary  if  continu- 
ous currents  are  used.  With  alternate  currents  30  to  36 
volts  suffice.  The  usual  current  for  arc  lamps  of  1000 
to  2000  candle-power  is  from  B  to  10  amperes.     With 
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weaker  currents  or  smaller  electromotive-forces  it  is  im- 
practicable to  maintain  a  steady  arc.  For  search-lights 
on  board  ship  and  for  lighthouses,  arc  lights  of  greater 
power  are  produced  by  using  thicker  carbons  and  supply- 
ing them  with  currents  of  20  to  100  or  more  amperes. 
The  common  size  of  carbon  rod  in  use  is  10  or  11 
millimetres  in  diameter :  the  consumption  is  roughly 
1  inch  per  hour,  the  +  carbon  consuming  much  faster 
than  tbe  —  carbon.  Enclosed  arcs  from  which  free  access 
of  air  is  excluded,  consume  their  carbons  about  twenty 
times  slower.  The  internal  resistance  of  ordinary 
DanielFs  or  Leclanch^'s  cells  is  too  great  to  render  them 
serviceable  for  producing  arc  lights.  A  battery  of  40  to  60 
Grove's  cells  (Art.  182)  will  not  last  more  than  2  or  3  hours. 
A  dynamo-electric  machine  (Arts.  461  to  469)  is  the  gener- 
ator of  currents  in  practical  electric  lighting.  The  quantity 
of  light  emitted  by  an  arc  lamp  differs  in  different  directions, 
the  greatest  amount  being  emitted  (when  the  +  carbon  is  at 
the  top)  at  an  angle  of  about  46"  downwards.  Most  of  it 
comes  from  the  white-hot  crater,  very  little  from  the  nega- 
tive point.  In  the  alternate-current  arc  the  carbon  points 
are  alike  and  emit  equal  light.  The  current  must  not 
alternate  more  slowly  than  40  periods  per  second.  The 
total  quantity  of  light  emitted,  when  the  current  is 
supplied  at  a  fixed  voltage,  is  not  quite  proportional  to 
the  current,  but  increases  in  a  somewhat  higher  ratio. 
Doubling  the  current  makes  rather  more  than  twice  as 
much  light. 

449.  Arc  Lamps. — Davy  employed  wood  charcoal 
for  electrodes  to  obtain  the  arc  light.  Pencils  of  hard 
gas-carbon  were  later  introduced  by  Foucault.  In  all  the 
more  recent  arc  lamps,  pencils  of  a  more  dense  and  homo- 
geneous artificial  coke-carbon  are  used.  These  consume 
away  more  regularly,  and  less  rapidly,  but  still  some 
automatic  contrivance  is  necessary  to  push  the  points  of 
the  carbons  forward  as  fast  as  needed.  The  mechanism 
of  the  arc  lamp  should  "  strike  "  the  axe  \i^  q«»&v£\%  '^^ 
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"  feed"  the  carbona  into  the  arc  as  fast  09  they  are  con- 
8\imed,  and  it  should  also  cauac 
the  points  to  approach  or  re- 
cede aatomatically  in  case  the 
are  becomeB  too  long  or  too 
short ;  it  ahould  further  bring 
the  carbons  together  for  an 
instant  to  strike  the  arc  again 
if  by  any  chance  the  flame  goes 
out  j4re  ZiiiTOp«  or  "regulators," 
fulfilling  these  conditions,  have 
been  invented  by  a  number  of 
peraons.  The  earliest  was  in- 
vented in  1847  by  W.E.  Staite. 
Arc  lamps  may  be  closuilied  as 
follows  :— 

(a)  Clockwork  Lampi.— Fig. 
234  shows  the  regulator  of 
Foucault  as  constructed  by 
Duboscq  ;  in  this  lamp  the 
carbon  -  holders  are  propelled 
by  a  train  of  clockwork  wheels 
actuated  by  a  spring.  An 
electromagnet  at  tlie  base, 
through  which  the  current 
runSj  attracts  an  armature  and 
governs  the  clockwork.  If  the 
it  is  too  strong  the  arma- 
B  drawn  down,  and  the 
clockwork  draws  the  carbons 
farther  apart.  IE  the  current 
e  of  the  resistance  of  the  arc  as 
the  carbons  burn  away,  the  armature  ia  drawn  upwards 
by  a  spring,  and  a  second  train  of  wheels  conies  into  play 
and  moves  the  carbons  nearer  together.     Clockwork  arc 
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lamps  have  also  been  devised  in  wliicli  the  weight  of  the 
carbon-holders  drives  the  clockwork  mechanism.  Of  this 
class  was  Serrin's  lamp,  which  from  1855  to  the  present 
time  has  been  largely  used  for  lighthouses,  and  for  the 
optical  lantern. 

(6)  Brake-wheel  Lamps. — Another  mechanism  for  regula- 
ting the  rate  of  feeding  the  carbon  into  the  arc  consists  in  the 
addition  of  a  brake-wheel ;  the 
brake  which  stops  the  wheel  being 
actuated  by  an  electromagnet 
which  allows  the  wheel  to  run 
forward  a  little  when  the  resist- 
ance of  the  arc  increases  beyond 
its  normal  amount  In  Fig.  235 
B  is  the  brake-wlieel,  L  the  lever 
which  governs  it,  C  an  iron  core 
of  the  coil  S  inserted  in  the 
circuit.  When  current  is  switched 
on,  the  core  is  drawn  up,  causing 
L  to  grip  B  and  turn  it  a  little, 
so  parting  the  carbons  and  strik- 
ing the  arc. 

(c)  Solenoid  Lamps. — In  this 
class  of  arc  lamp  one  of  the  car- 
bons is  attached  to  an  iron 
plunger  capable  of  sliding  verti-  ^ 
cally  up  or  down  inside  a  hollow 
coil  or  solenoid,  which,  being  p.  235^ 
traversed  by  the  current,  regulates 

the  position  of  the  carbons  and  the  length  of  the  ai'c. 
Siemens  employed  two  solenoids  acting  against  one 
another  diflferentially,  one  being  a  main-circuit  coil,  the 
other  being  a  fine-wire  coil  connected  as  a  shunt  to  the 
arc.  The  shunt  coil  acts  as  a  voltmeter  to  watch  the  arc 
and  feed  the  carbons  forward  when  the  volts  rise  above 
the  normal,  it  being  set  to  control  the  feeding  mechanism. 

(d)  Clutch  Lamps. — A  somewhat  sim^jlex  d^svy^  ^^  ^2ft5S^. 
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of  employing  a  clutcli  to  pick  up  the  upper  carbon- 
holder,  the  lower  carbon  remaining  fixed.  In  this  kind 
of  lamp  the  clutch  is  worked  by  an  electromagnet,  through 
which  the  main  current  passes.  If  the  lamp  goes  out  the 
magnet  releases  the  clutch,  and  the  upper  carbon  falls  by 
its  own  weight  and  touches  the  lower  carbon.  Instantly 
the  current  starts  round  the  electromagnet,  which  causes 
the  clutch  to  grip  the  carbon-holder,  and  raise  it  to  the 
requisite  distance.  Should  the  arc  grow  too  long,  the 
lessening  attraction  on  the  clutch  automatically  permits 
the  carbon-holder  to  advance  a  little. 

(e)  Motor  Lamps. — Sometimes  little  electric  motors  are 
used  to  operate  the  carbons  automatically. 

460.  Q-rouping  of  Arc  Lamps. — If  the  condition 
of  supply  is  constant  voltage  the  arc  lamps  must  be  set  in 
parallel;  if  the  arc  lamps  are  to  be  run  in  series,  the 
same  current  flowing  in  succession  through  each  of  the 
lamps,  then  the  supply  must  be  of  a  current  of  unvarying 
strength.  In  this  case  a  shunt  circuit  is  necessary 
in  each  lamp  to  work  the  regulating  gear. 

451.  Electric  Candles.  —  To  obviate  the 
expense  and  complication  of  such  regulators, 
electric  candles  have  been  suggested.  Fig.  236 
depicts  Jablochkojps  candle,  consisting  of  two 
parallel  pencils  of  hard  carbon  separated  by  a 
thin  layer  of  plaster  of  Paris  and  supported  in  an 
upright  holder.  The  arc  plays  across  the  summit 
between  the  two  carbon  wicks.  In  order  that 
both  carbons  may  consume  at  equal  rates,  alter- 
nating currents  must  be  employed. 

452.  Incandescent  Lamps  or  Q-low- 
Lamps. — Arc  lamps  of  an  illuminating  power 
of  less  than  100  candles  are  very  unsteady  and 

^^'  '  uneconomical.  For  small  lights  it  is  both  simpler 
and  cheaper  to  employ  a  thin  continuous  wire  or  filament 
of  some  infusible  conductor,  heated  to  whiteness  by 
passing  a  current  through  it.     Thin  wires  of  platinum 
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or  iridium  have  repeatedly  been  suggested  for  this  purpose, 
but^they  cannot  be  kept  from  risk  of  fusing.  Edison  in 
1878  devised  a  lamp  consisting  of  a  platinum  spiral 
combined  with  a  short-circuiting  switch  to  divert  the 
current  from  the  lamp  in  case  it  became  overheated. 
Swan  in  February  1879  publicly  showed  a  carbon  wire 
lamp  in  a  vacuous  bulb.  Edison  in  October  1879  devised 
a  vacuum  lamp  with  a  coiled  filament  made  of  lamp  black 
and  tar  carbonized.  Swan  in  January  1880  prepared 
filaments  from  cotton  thread  parchmentized '  in  sulphuric 
acid,  and  afterwards  carbonized.  Edison  in  1880  sub- 
stituted a  flat  strip  of  carbonized  bamboo  for  a  filament. 

Modern  glow-lamps  mostly  have  thin  carbon  wires 
prepared  from  parchmentized  cellulose,  which  is  then 
carbonized  in  a  closed  vessel.  Sometimes  the  filaments 
are  "  flashed  '*  over  with  surface  carbon  by  being  moment- 
arily heated  electrically  in  a  carbonaceous  atmosphere. 
They  are  mounted  upon  platinum  supports  in  a  glass 
bulb  through  which  the  platinum  wires  pass  out,  and  into 
which  they  are  sealed,  the  bulbs  being  afterwards  ex- 
hausted of  air  and  other  gases,  the  vacuum  being  made 
very  perfect  by  the  employment  of  special  mercurial 
air-pumps.  The  bulbs  should  be  heated  during  exhaus- 
tion to  drive  out  residual  gases.  Carbon  is  the  only 
suitable  material  for  the  conductor  because  of  its  superior 
infusibility  and  higher  resistance.  It  also  has  the 
remarkable  property,  the  reverse  of  that  observed  in 
metals,  of  offerijig  a  lower  resistance  when  hot  than 
when  cold.  Two  common  forms  of  glow-lamp  are 
shown  in  Fig.  237  :  the  typical  form  used  by  Swan  in 
England,  and  the  typical  form  perfected  by  Edison  in 
America.  The  resistance  of  such  lamps  varies  accord- 
ing to  size  and  length  of  the  filament.  A  modem 
16  candle-power  lamp  for  use  on  a  100- volt  circuit  will 
take  about  0*6  ampere.  That  is  to  say,  its  resistance 
when  hot  will  be  about  166  ohms  (or  over  200  ohms  when 
cold),  and  it  will  absorb  about  ^0  >wa\.\;&.    'tViM*  N&  ^"Cfes. 
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rate  of  less  than  4  watts  per  candle.     Used  so,  it  will 

last  on  the  average  over  1000 
hours  of  burning.  Lamps  are 
made  to  give  equal  light  and 
use  less  current,  by  using  a 
thinner  and  rather  shorter  fila- 
ment; but  then  they  do  not 
last  so  long.  The  surface  dis- 
integrates in  time  if  forced  to 
emit  too  much  light.  The  power 
required  to  operate  12  such  60- 
watt  lamps  will  be  720  watts, 

or  nearly  1  horse-power. 

The  following  table  gives  some  data  about  a  10-candle 

50-volt  lamp  if  used  at  different  voltages  : 


Fig.  237. 


Volts. 

Amperes. 

Watts. 

Candle 
power. 

Watts  per 
candle. 

Probable 
life(hoiirs). 

0-77 

37 

8 

4-3 

3200 

50 

0-81 

40-5 

10 

4  05 

1500 

53 

0-87 

46-4 

14-5 

3-2 

800 

55 

0-92 

50-6 

18-5 

2-7 

480 

58 

0-99 

57-5 

25-5 

2-2 

250 

61 

1-06 

64-7 

35-5 

1-8 

150 

The  light  increases  as  about  the  sixth  power  of  the 
volts ;  the  energy  consumed  is  only  as  the  second  power. 
But  raising  the  volts  a  little  shortens  the  life  enormously. 

For  special  lamps  of  larger  candle-power,  up  to  800 
or  1000,  thin  filaments  cannot  be  used.  In  these  fiat 
strips  or  thick  wires  of  carbon  are  used  ;  they  give  out,  for 
equal  expenditure  of  power,  much  less  light  than  an  arc 
lamp. 

463.  Qroupingr  of  Q-Iot^t- Lamps. — Glow-lamps 
are  usually  grouped  in  parallel  (Fig.  238)  between  mains 
kept  at   constant    voltage.     A  common,  value   for   the 
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Fig.  288. 


difference  of  potential  between  the  +  and  —  mains  is 
100  volts.  The  current  in  the  mains  subdivides  and 
flows  through  each  lamp  independently.  When  any  lamp 
is  switched  on  it  does  not  diminish  the  current  in  the 
others,  but  by  opening 
an  additional  path  sim- 
ply causes  proportion- 
ately more  current  to 
flow  from  the  source  of 
supply.  The  method  of 
grouping  in  series  (Art.  168)  is  seldom  used  for  glow- 
lamps  ;  each  lamp  then  requires  an  automatic  cut-out  to 
prevent  the  rest  of  the  row  from  being  extinguished  in 
case  one  lamp  goes  out. 

Three-wire  systems,  in  which  a  third  or  neutral  wire  is 
introduced  between  the  +  and  the  —  main,  have  been 

devised      to      enable 
'^  ,      ,      ,    ,  -¥     higher  voltages  to  be 

used,  and  thereby 
enable  twice  as  many 
lamps  to  be  lit  with 
little  additional  ex- 
penditure in  copper. 
To  render  the  lamps 
on  one  side  of  the 
circuit  (Fig.  239)  independent  of  those  on  the  other, 
in  case  an  equal  number  do  not  happen  to  be  switched 
on  at  the  same  time,  the  middle  wire  (which  only  n^ed 
be  thick  enough  to  carry  a  current  equal  to  the  difference 
between  the  currents  in  the  two  outer  wires)  is  carried 
back  to  the  station  and  kept  at  mean  potential  between  the 
two  outer  wires  by  the  use  of  two  dynamos  instead  of  one. 
453a.  Nernst  Liainps. — Prol  Nemst  has  devised 
lamps  in  which  a  thin  thread  of  magnesia  or  other  earthy 
oxide  is  rendered  incandescent.  Such  threads  do  not 
conduct  until  first  raised  to  a  dull  red  heat :  but  they 
consume  less  than  1  watt  per  candle. 


Fig.  239. 


CHAPTER    IX 

INDUCTANCE 

Lesson  XL. — Mutual  Induction 

464.  Mutual  Induction. — Mutual  induction  be- 
tween two  circuits,  a  primary  and  a  secondary,  was 
briefly  considered  in  Art.  224.  Let  us  now  consider  the 
electromotive -forces  so  induced.  Suppose  the  primary 
coil  to  have  S^  spirals,  and  the  secondary  coil  Sg  spirals. 
At  first  let  them  be  arranged  (by  use  of  an  iron  core 
or  by  geometric  juxtaposition)  so  that  all  the  magnetic 
lines  evoked  by  the  primary  coil  pass  through  all  the 
spirals  of  the  secondary  coil ;  both  coils  being  placed  close 
together  upon  a  suitable  core  of  laminated  iron. 

By  Art.  377  the  magnetic  flux  due  to  current  C  in 
the  primary  coil  will  be 

N  =  47rCSj/10Z, 

where  Z  is  the  reluctance  (Art.  376)  of  the  magnetic 
circuit  The  total  amount  of  cutting  magnetic  lines  by 
the  Sg  spirals  of  the  secondary,  when  current  C  is  turned 
off  or  on,  will  be 

S2N  =  47rCSiS2/lOZ. 

Hence  it  follows  that  the  amount  of  cutting  of  mag- 
netic lines  {i.e.  the  induction  in  the  secondary  circuit) 
due -to  turning  on  or  off  10  amperes  (=  1  C.G.S.  .unit  of 
current)  in  the  primary,  will  be  47rS^S^/Z.     This  quantity 
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is  denoted  for  brevity  by  tlie  symbol  M. ,  If  the  primary 
and  secondary  coils  are  not  so  arranged  that  all  the  mag- 
netic lines  due  to  the  one  pass  through  the  spirals  of  the 
other,  then  M  will  have  a  less  value  than  4778^82/2. 

The  practical  unit  for  coefficients  of  mutual  induction 
is  the  same  as  for  those  of  self-induction,  namely  the 
henry  (Art.  354),  and  is  10^  C.G.S.  units.  Hence  to 
bring  M  to  henries  we.  must  divide  the  above  value  by  10^. 

If  the  current  in  the  primary  is  varying  at  the  rate 
dC/dt,  the  electromotive-force  Eg  thereby  induced  in  the 
secondary  circuit  will  be 

E  =  -  M .  dCldt, 

where  E  will  be  in  volts  if  M  is  expressed  in  henries,  C 
in  amperes,  and  t  in  seconds. 

The  value  of  M  for  the  small  induction  coils  used  in 
telephone  work  is  usually  about  O'Ol  henry ;  for  a 
Ruhmkorff  coil  capable  of  giving  a  spark  10  centimetres 
long  it  may  be  as  much  as  5  henries. 

Example. — Suppose  in  a  spark-coil  the  value  of  M  is  8  henries', 
and  the  primary  current  changes  by  an  amount  of  1 
ampere  in  one  ten-thousandth  of  a  second  (owing,  to  the 
quick-acting  break),  the  electromotive  -  force  induced 
in  the  secondary  during  that  ten-thousandth  of  a  second 
will  be  80,000  volts. 

To  measure  a  coefficient  of  mutual  induction,  there  are 
several  methods,  some  of  which  depend  on  the  use  of  Wheat- 
stone's  bridge  ;  but  the  best  method  is  one  due  to  Carey 
Foster.  In  this  the  quantity  of  electricity  discharged 
from  a  condenser  of  known  capacity  K  shunted  by  a  re- 
sistance p  in  the  primary  circuit  is  balanced  against  the 
quantity  discharged  in  the  secondary  circuit  by  regulating 
a  resistance  q  in  the  latter.     Then  M  =  Kpq. 

456.  Induced  Currents  of  Higher  Orders. — 
Joseph  Henry,  an  independent  discoverer  of  magneto- 
electric  induction,  discovered  thai  \\i^  N'O^^HaNASVkS.  Sxl  Si^^ 

2  H 
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strength  of  the  secondary  current  could  induce  tertiary  cur- 
rents in  a  third  closed  circuit,  and  that  variations  in  the 
tertiary  currents  might  induce  currents  of  a  fourth  order, 
and  so  on.  A  single  sudden  primary  current  produces 
two  secondary  currents  (one  inverse  and  one  direct),  each 
of  these  produces  two  tertiary  currents,  or  four  tertiary 
currents  in  all.  But  with  alternating  or  periodic  there 
are  the  same  number  of  secondary  and  tertiary  fluctua- 
tions as  of  primary  ;  but  the  currents  of  the  second, 
fourth,  etc.  orders  will  be  inverse  in  the  direction  of  their 
flow  to  those  of  the  first,  third,  fifth,  etc. 

456.  Lenz's  La^^r. — In  Art.  223  it  was  explained 
how  an  increase  in  the  number  of  magnetic  lines  through 
a  circuit  (as  by  jDushing  in  a  magnet)  tended  to  set  up  an 
inverse  current,  or  one  flowing  in  such  a  direction  as  is 
opposed  to  the  magnetism.  Similarly  a  decrease  in  the 
magnetic  lines  (as  by  withdrawing  the  magnet)  tends  to 
set  up  currents  that  will  pull  the  magnet  back.  Again, 
in  Art.  379,  it  was  laid  down  that  a  circuit  traversed  by 
a  current  experiences  a  force  tending  to  move  it  so  as  to 
include  the  greatest  possible  number  of  magnetic  lines-of- 
force  in  the  embrace  of  the  circuit.  But  if  the  num- 
ber of  lines  be  increased,  during  the  increase  there 
will  be  an  opposing  (or  negative)  electromotive-force  set 
up,  which  will  tend  to  stop  the  original  current,  and 
therefore  tend  to  stop  the  motion.  If  there  be  no  cur- 
rent to  begin  with,  the  motion  will  generate  one,  which 
being  in  a  negative  direction,  will  tend  to  diminish  the 
number  of  lines  passing  through  the  circuit,  and  so  stop 
the  motion.  Lenz,  in  1834,  summed  up  the  mitter  by 
saying  that  in  all  cases  of  electromagnetic  induction  the  in- 
duced currents  have  such  a  direction  that  their  reaction  tends 
to  stop  the  motion  which  produces  them.  This  is  known  as 
Lenz's  law  :  it  is  a  particular  case  of  the  more  general 
law  applicable  to  all  electromagnetic  systems,  namely, 
that  every  action  on  such  a  system^  which,  in  producing  a 
change  in  its  configuration  or  state,  in'ool'oes  a  tTausforma- 
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tion  of  energy,  sets  up  reactions  tending  to  preserve  uncfianged 
the  configuration  or  state  of  that  system,  (Compare  Arts. 
204  and  379.) 

467.  Eddy-Currents   Induced   in   Maases    of 
MetaL — In  1824  Gambey  found  that  a  compass-needle 
oscillating  in  its  box  came  to  rest  sooner  if  the  bottom  of 
the  box  were  made  of  metal  than  if  of  wood.     Arago  in- 
vestigated the  matter,  and  found  a  copper  plate  under 
the  needle  most  effective  in  damping  its  motions.     He 
then  rotated  a  copper  disk  in  its  own  plane  underneath  a 
compass-needle,  and  found  that  the  needle  was  dragged 
round  as  by  some  invisible  friction.     A  copper  disk  sus- 
pended over  a  rotating  magnet  was  found  to  be  drs^ed 
by  it.     Attempts  were  made  to  account  for  these  pheno- 
mena— known  as  Arago's  rotations — by  supposing  there 
to  be  a  sort   of  magnetism  of  rotation,  until   Faraday 
proved  them  to  be  due  to  induction.     A  magnet  moved 
near  a  solid  mass  or  plate  of  metal  induces  in  it  currents, 
which,  in  flowing  through  it  ^  from  one  point  to  another, 
have  their  energy  eventually  frittered  down  into  heat, 
and  which,  while  they  last,  produce  (in  accordance  with 
Lenz's  law)  electromagnetic  forces    tending  to  stop   the 
motion.     These  currents,   circulating  wholly  within  the 
metal,  are  called  eddy-currents.     If  a  cube  or  ball  of 
good  conducting  metal  be  set 
spinning  between  the  poles  of 
such  an  electromagnet  as  Fig. 
182,  and  the  current  be  sud- 
denly turned  on,  the  spinning 
metal  stops  suddenly.       In  a 
copper  disk  revolving  between 
the  poles  of  a  magnet  (Fig.  240)  pig,  240. 

there  are  a  pair  of  eddies  in  the 

part  passing  between  the  poles,  and  these  currents  tend  to 
pull  tlie  disk  back.    In  fact,  any  conductor  moved  forcibly 
across  the  lines  of  a  magnetic  field  experiences  a  meehwaxssaJw 
resistance  due  to  the  induced  cMiieELX.^  -^Vv^tL  cr^Y^'^fc  ">^-^ 
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motion.  Foucault  showed  *  that  if,  by  sheer  force,  a  disk 
be  kept  spinning  between  the  poles  of  a  powerful  electro- 
magnet it  will  become  hot  in  consequence  of  the  eddy  cur- 
rents induced  in  it. 

The  eddy-current  drag  on  a  moving  conductor  (some- 
times called  the  magnetic  friction)  is  a  force  proportional 
to  the  speed  and  proportional  to  the  square  of  the  mag- 
netic field  ;  for  the  force  (Art.  340)  is  proportional  to  the 
product  of  field  and  current,  and  the  current  (circulating 
round  a  given  path)  is  proportional  both  to  field  and  to 
speed.  Hence  eddy-current  drag  is  employed  in  some 
forms  of  electric  supply  meter  (Art.  442)  to  control  the 
speed  of  the  moving  part. 

Alternating  electric  currents  also  set  up  eddy-currents 
in  masses  of  metal  near  them  ;  for  this  reason  the  iron 
cores  of  transformers  (Art.  480)  and  of  dynamo  arma- 
tures (Art.  463)  must  be  carefully  laminated,  otherwise 
there  will  be  heating  and  waste  of  energy. 

Further,  eddy-currents  in  any  mass  of  metal  between 
a  primary  and  a  secondary  circuit  will  tend  to  set  up  in 
the  secondary  tertiary  electromotive  forces  opposing  tliose 
set  up  by  the  primary.  Hence  interposed  sheets  of  metal 
act  as  induction-screens. 


Lesson  XLI. — Self-induction 

468.  Self-induction. — It  has  been  pointed  out  in 
Art.  224  how  when  a  current  in  a  circuit  is  increasing  or 
diminishing,  it  exercises  an  inductive  effect  upon  any 
neighbouring  circuit ;  this  inductive  effect  being  due  to 
the  change  in  the  magnetic  field  surrounding  the  varying 
current.  But  since  the  magnetic  lines  surrounding  a 
current  may,  as  they  move  inwards  or  outwards  from  the 
wire,  cut  across  other  parts  of  the  same  circuit,  it  is  evident 

*  Hence  some  writers  call  the  eddy-currents  "Foucault's  currents," 
though  they  were  known  years  before  FowcavxWa  fcx^tYccvevAa -^ftte  made. 
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that  a  cuiTent  may  act  inductively  on  itself.  The  self- 
inductive  action  is  great  if  the  circuit  consists  of  a  coil  of 
many  turns,  and  is  still  greater  if  the  coil  possesses  an 
iron  core.  Suppose  a  coil  of  wire  to  possess  S  spirals,  and 
that  it  generates  a  magnetic  flux  through  these  spirals  of 
N  lines  when  current  C  is  turned  on.  Then  it  is  clear 
that  turning  on  the  current  will  have  the  same  effect  as  if 
a  magnet  of  N  lines  were  suddenly  plunged  into  the  coil ; 
and  turning  off  the  current  will  have  the  same  effect  as  if 
the  magnet  were  suddenly  withdrawn.  Now  (Art.  225) 
the  current  induced  hy  i)lunging  a  magnet  into  a  coil  is 
an  invei-se  current  tending  to  push  it  out,  while  that 
induced  by  withdrawing  the  magnet  is  a  direct  current, 
tending  to  attract  it  back.  It  follows  that  the  self- 
induced  electromotive-force  on  turning  the  current  on  will 
tend  to  oppose  the  current,  and  prevent  it  growing  as 
quickly  as  it  otherwise  would  do,  while  that  induced  on 
stopping  the  current  will  tend  to  help  the  current  to 
continue  flowing.  In  both  cases  the  effects  of  self- 
induction  is  to  oppose  change  :  it  acts  as  an  electro- 
magnetic inertia. 

In  the  case  supposed  above,  where  the  coil  has  S  turns, 
the  total  cutting  of  magnetic  lines  in  the  operation  will 
=  SxN,  provided  all  the  lines  thread  through  all  the 
spirals.  Let  the  symbol  L  be  used  to  represent  the  total 
amount  of  cutting  of  lines  by  the  circuit  when  a  current 
of  1  ampere  is  suddenly  turned  on  or  off  in  it.  Clearly 
L  X  C  =  S  X  N.  This  quantity  L  is  called  "  the  induct- 
ance" of  the  circuit.  It  was  formerly  called  "the 
coefficient  of  self-induction^^  of  the  circuit  The  unit  of 
induction  is  called  the  henry,  and  corresponds  to  a 
cutting  of  10^  magnetic  lines  when  1  ampere  is  turned  on 
or  off. 

Since  (in  circuits  without  iron  cores)  N  is  proportional 
to  S,  it  follows  that  L  is  proportional  to  S^.  Or  since 
(see  Art.  377)  N  =  4?rCS/lOZ,  and  the  total  cutting  of 
lines  by  the  S  spirals  (if  all  the  \mea  \)%»e»  >i)cLtvs>OL'^  ^^i^^  "^^"^ 
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spirals)  is  S  x  N,  hence  the  induction  when  10  amperes 
are  turned  on  or  off  will  be 

L  =  47rS2/Z, 

which  may  be  expressed  in  henries  by  dividing  by  10®. 
If  all  the  lines  do  not  pass  through  all  the  spirals  the 
value  of  L  will  be  less  than  this. 

The  self-induced  electromotive-force  will  depend  upon 
the  rate  at  which  the  current  is  changing  ;  for  if  the  total 
cutting  SN  take  place  in  time  t,  it  follows  (Art.  225) 
that 

E  =  -  SN/t  =  -  IjQjt. 

But  since  the  rate  at  which  the  current  changes  is  not 
uniform,  E  is  also  not  uniform.  If  in  an  element  of  time 
dt  the  current  charges  by  an  amount  c?C,  the  rate  of  charge 
of  the  current  is  dC/dt,  and  the  self-induced  electromotive- 
force  is  =  -  L  •  dC/dt. 

The  formal  definition  of  the  henry  (Art.  354)  is  based 
on  the  above  expression  in  order  that  it  may  apply  to 
circuits  with  iron  cores  as  well  as  to  circuits  without 
them. 

The  energy  of  the  magnetic  field  surrounding  the 
current  is  equal  to  JLC^,  since  while  the  field  is  growing 
up  to  have  LC  lines  in  total,  the  average  value  of  the 
current  is  ^C. 

To  measure  a  coefficient  of  self-induction  there  are 
several  methods : — 

(a)  Alternate-current  method. — The  volts  V  required  to 
send  current  C  at  frequency  n  through  coil  having 
resistance    R   and    coefficient    of    self-induction    L    are 

V  =  C  JR^  +  4irW^ ;  or,  if  the  resistance  is  negligible, 

V  =  27rriCL,  whence  L  =  V/27niC  (see  Art.  472). 

(b)  Bridge  methods. — Of  several  bridge  methods  the 
best  is  Maxwell's.  Let  balance  be  obtained  in  usual 
way ;  key  in  battery  circuit  being  put  down  before  key 

j'n  galvanometer  circuit  (Art.  415).    Then  press  the  keys  in 
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reverse  order,  when  the  presence  of  self-induction  in  one 
of  the  four  arms  will  upset  balance,  the  needle  giving  a 
kick  a  proportional  to  the  self-induction.  Now  introduce 
in  the  same  arm  an  additional  small  resistance  r,  such 
that  when  keys  are  again  operated  in  the  usual  order 
there  is  a  small  permanent  deflexion  8.  If  the  periodic 
time  of  swing  of  the  needle  be  T  the  following  formula 
then  holds  : — L  =  T?a/27r8. 

(c)  Seeohmmeter  Tidhod. — Ayrton  and  Perry  invented 
an  instrument  which  alternately  makes  and  breaks  the 
battery  circuit  of  the  bridge  and  only  allows  the  galvano- 
meter to  be  in  operation  during  a  short  interval  of  time 
T  immediately  after  each  making  of  the  battery  circuit 
(the  galvanometer  at  other  times  being  short-circuited). 
As  the  current  is  increasing  during  this  interval,  the 
self-induction  L  of  a  coil  placed  in  one  of  the  arms  of  the 
bridge  acts  as  though  there  were  an  additional  resistance 
r  in  that  arm.  The  formula  is  then,  L  =  Tr.  As  L  is 
then  the  product  of  seconds  and  ohms,  Ayrton  and  Perry 
proposed  for  the  unit  (now  called  the  henry)  the  name  of 
secohm, 

450.  Effects  of  Inductance. — The  presence  of 
inductance  in  a  circuit  aifects  the  currents  in  several 
ways.  The  special  choking-effect  on  alternate  currents  is 
dealt  with  in  Art.  474.  The  effects  on  battery  currents 
are  also  important.  So  long  as  the  current  is  not  changing 
in  strensrth  inductance  has  no  effect  whatever  ;  but  while 
the  current  is  starting  or  while  it  is  dying  away  the 
presence  of  inductance  greatly  affects  it.  In  all  cases 
inductance  tends  to  oppose  any  change  in  the  strength  of 
the  current ;  as  may  be  foreseen  from  Lenz*s  law  (Art. 
456).  When  a  current  is  increasing  in  strength  induct- 
ance causes  it  to  increase  more  slowly.  When  a  current 
is  dying  away  inductance  tends  to  prolong  it. 

The  existence  of  inductance  in  a  circuit  is  attested  by 
the  so-called  extra- current,  which  makes  its  appearance 
as  a  bright  spark  at  the  moment  of  bY«akv£i%  <svxwc&.»    ^S^ 
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the  circuit  be  a  simple  one,  and  consist  of  a  straight  wire 
and  a  parallel  return  wire,  there  will  be  little  or  no 
inductance  ;  but  if  the  circuit  be  coiled  up,  especially  if 
it  be  coiled  round  an  iron  core,  as  in  an  electromagnet, 
then  on  breaking  circuit  there  will  be  a  brilliant  spark, 
and  a  person  holding  the  two  ends  of  the  wires  between 
which  the  circuit  is  broken  may  receive  a  shock,  owing  to 
the  high  electromotive  -  force  of  this  self- induced  extra 
current.  This  spark  represents  the  energy  of  the  magnetic 
field  surrounding  the  wire  suddenly  returning  back  into 
the  circuit.  The  extra-current  on  "  making  "  circuit  is  an 
inverse  current,  and  gives  no  spark,  but  it  prevents  the 
battery  (Current  from  rising  at  once  to  its  full  value.  The 
extra-current  on  breaking  circuit  is  a  direct  current,  and 
therefore  keeps  up  the  strength  of  the  current  just  at  the 
moment  when  it  is  about  to  cease.  To  avoid  the  per- 
turbing effects  of  inductance,  resistance-coils  are  always 
coiled  back  upon  themselves  (Art.  414). 

Even  when  a  circuit  consists  of  two  parallel  straight 
wires  there  is  a  magnetic  field  set  up  between  them, 
giving  inductive  reactions.  The  coefficient  of  self-induc- 
tion for  two  wires  of  length  I  and  radius  a  at  an  axial 
distance  h  apart  in  air  is 


ih^ 


log  -Vo-^ 


where  L  is  in  henries  ;  a,  b  and  I  in  centimetres  ;  and  /x 
the  permeability  of  the  wire. 

460.  Helmholtz's  Equation.  Time-constant. — 
From  that  which  precedes  it  is  clear  that  whenever  a 
current  is  turned  on  there  is  a  variable  period  while  the 
current  is  growing  up  to  the  value  which  it  will  reach 
when  steady,  namely  the  value  as  determined  by  Ohm*8 
law.  But  during  the  variable  period  Ohm's  law  is  no 
longer  applicable. 

Von  Helmholtz,  who  investigated  mathematically  the 
effect  of  self-induction  upon   the  strength  of  a  current, 
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deduced  the  following  important  equations  to  express  the 
relation  between  the  inductance  of  a  circuit  and  the  time 
required  to  establish  the  current  at  full  strength  : — 

Let  dt  represent  a  very  short  interval  of  time,  and  let 
the  current  increase  during  that  short  interval  from  C  to 
C  +  dC,  The  actual  increase  during  the  interval  is  dC,  and 
the  rate  of  increase  in  strength  is  dC/dt.  Hence,  if  the  in- 
ductance be  L,  the  electromotive-force  of  self-induction  will 
be  -  JjdC/dt,  and,  if  the  whole  resistance  of  the  circuit 
be  E,  the  strength  of  the  opposing  extra-current  will  be 

I     dC 
_  J  .  __  during    the  short  interval   dt ;    and  hence  the 

actual  strength  of  current  flowing  in  the  circuit  during 
that  short  interval  instead  oi  being  (as  by  Ohm's  law  it 
would  be  if  the  current  were  steady)  C  =  E/R,  will  be 

EL    dC 
^ ~ R    B.'  dt' 

To  find  out  the  value  to  which  the  current  will  have 
grown  after  a  time  t  made  up  of  a  number  of  such  small 
intervals  added  together,  requires  an  application  of  the 
integral  calculus,  which  at  once  gives  the  following 
result : — 

o=f(>..-*), 

(where  c  is  the  base  of  the  natural  logarithms). 

Put  into  words,  this  expression  amounts  to  saying  that 
after  a  lapse  of  t  seconds  the  self-indicction  in  a  circuit  on 
making  contact  has  the  effect  of  diminishijig  the  strength  of  the 
current  by  a  quantity,  the  logarithm  of  whose  reciprocal  is 
inversely  proportional  to  the  inductance,  and  directly  pro- 
portional to  the  resistance  of  the  circuit  and  to  the  time  that 
has  elapsed  since  making  circuit. 

The  quantity  L/R,  the  reciprocal  of  which  appears  in 
the  exponential  expression,  is  known  as  "  the  time-conMant " 
or  "  persistence  "  of  the  circuit.     It  ia  tVv^  Iyhv^  ^^o^vt't^Xs^ 
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the  current  to  rise  to  a  certain  fraction,  namely  (c—  !)/€, 
— or  0*634 — of  its  final  value. 

A  very  brief  consideration  will  show  that  in  those 
cases  where  the  circuit  is  so  arranged  that  the  inductance 
L  is  small  as 'compared  with  the  resistance  R,  bo  that  the 

time-constant  is  small,  the  term(c~    '    j  will  vanish  from 

the  equation  for  all  appreciable  values  of  t 

On  the  other  hand  if  L  is  great  compared  with  R,  the 
current  during  its  growth  will  be  governed  almost  entirely 
by  the  inductance,  and  not  by  the  resistance  of  the 
circuit,  which  will  act  as  though  its  resistance  were 
=  L/«. 

These  matters  are  graphically  depicted  in  Fig.  241,  in  which 
there  are  two  curves  of  rise  of  current.  Consider  a  circuit  having 
E  =  10  volts,  11=1  ohm,  L=10  henries.     The  steady  current  will 

be  10  amperes ;  but  at  the  end 
of  1  second,  as  may  be  calculated 
by  Helmholtz's  equation,  the 
current  is  only  0*95  of  an  am- 
pere !  In  2  seconds  it  is  1  'SI, 
in  5  seconds  3  '95,  in  10  seconds 
6  '34  amperes  (see  curve  A).  At 
the  end  of  a  whole  minute  it  is 
only  9-975  amperes.  Suppose 
now  we  increase  the  resistance 
to  2  ohms,  and  reduce  the  in- 
ductance to  5  henries.  The 
final  value  of  the  current  will  be 
only  5  amperes  instead  of  10  ; 
but  it  will  rise  more  quickly  than  before  (see  curve  B).  At  the 
end  of  1  second  it  will  be  1*647  ampere,  in  2  seconds  2*755,  in  10 
seconds  4*91  amperes.  We  conclude  that  for  all  apparatus  that  is 
required  to  be  rapid-acting  (relays,  telephones,  chronographs,  etc. ) 
it  is  much  more  important  to  keep  down  the  inductance  than  the 
resistance  of  the  circuit.  We  also  see  that  the  rule  (Art.  407)  so 
often  given,  about  making  the  resistance  of  a  battery  equal  to  that 
of  the  rest  of  the  circuit,  is  quite  wrong  for  cases  of  rapid  action. 
If  the  circuit  has  self-induction  as  well  as  resistance  then  it  is  better 
to  group  the  cells  of  the  battery  so  as  to  have  higher  resistance, 
namely  put  them  all  in  series. 

Jn  fact  everything  goes  on  as  though  at  time  t  after 
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Fig.  241. 
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"make"  there  were  two  currents  flowing  in  opposite 
directions  at  once  ;  one  the  ordinary  current  flowing  from 
the  first  at  full  strength,  the  other  the  extra -current 

having  the  value  —  p€  ;     the  actual  current  being 

the  difference  between  the  two. 

At  "  break  "  of  circuit  everything  goes  on  as  if^  the 
ordinary  current  having  dropped  suddenly  to  zero, 
there  was  superposed  an  extra-current  having  the  value 

E  -r^/l 
-H  p  c  ;     but  here,  since  there  is  introduced  into  the 

circuit  a  resistance  of  unknown  amount  (the  resistance 
along  a  spark  being  indefinite)  the  calculation  becomes 
impracticable.  We  know  that  R  is  very  great ;  hence 
we  know  that  the  variation  will  be  more  sudden,  and 
that  the  self-induced  E.M.F.  at  "break"  is  much  greater 
than  that  at  "make."     The  self-induced  E.M.F.  would 

be  represented  by  the  expression  Et  =  E€~^^^.  This 
expression  should  be  compared  with  that  for  the  E.M.F. 
of  discharge  of  a  condenser  of   capacity  K  through  a 

resistance  R  (see  also  Art.  326),  which  is  Ve  =  Vo€~'^^» 
From  this  it  appears  that  in  the  case  of  a  condenser  dis- 
charge KR  acts  as  the  time-constant  L/R  does  in  the  case 
of  self-induction. 

The  actual  quantity  of  electricity  conveyed  by  the 
"extra-current"  is  equal  to  that  which  would  be  con- 
veyed by  current  of  strength  E/R  of  lasting  for  time  L/R ; 
or  =  EL/R2.  At  the  "  make  "  of  the  circuit  the  retarda- 
tion causes  the  flow  of  electricity  to  be  lessened  by  the 
amount  q  =  lEiL/R^i  The  energy  which  is  stored  up 
outside  the  wire  while  the  current  grows  up  from  0  to 
its  final  value  C  is  equal  to  ^qE  =  ^LC^. 


CHAPTER  X 

DYNAMOS    AND    TRANSFORMERS 

Lesson  XLII. — Magneto-electric  and  Dynamo-electric 

Generators 


461.    Simple   Magneto  -  electric   Machines.— 

Faraday's  discovery  of  the  induction  of  currents  in  wires 

by  moving  them  across  a 
magnetic  field  suggested  the 
construction  of  magneto- 
electric  machines  to  gene- 
rate currents  in  place  of 
voltaic  batteries,  and  Faraday 
himself  constructed  the  first 
of  such  machines  (Fig.  132)  in 
Fig.  242.  1831.      In  the  early  attempts 

of  Pixii  (1833),  Sax  ton, 
and  Clarke,  bobbins  of  insulated  wire  were  fixed  to  an 
axis  and  spun  rapidly  in  front  of  the  poles  of  strong  steel 
magnets.  But,  since  the  currents  thus  generated  were 
alternately  inverse  and  direct  currents,  a  commutator 
(which  rotated  with  the  coils)  was  fixed  to  the  axis  to 
turn  the  successive  currents  all  into  the  same  direction. 
Fig.  242  illustrates  the  plan  adopted  by  Sturgeon  in 
1836,  using  a  split  tube  of  copper  to  commute  the  con- 
nection to  the  outer  circuit  at  each  half -turn.  In  the 
figure  the  wire  coil  is  supposed  to  be  spun  around  a  longi- 
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the    upper    portioi 


observer.  The  arrows  show  tlie  din 
■currenta  delivered  by  the 
commutator  to  the  contact- 
springs  or  bnishti  The  Jittlo 
m^neto  eltctiic  niacin  lies, 
still  sold  by  opticians  are 
on  this  principle  Holmes 
and  ~\  ail  Malderen  con 
stracteil  more  powerful 
machines  tlie  latter  corabin 
ing  around  one  axis  sixty-four  separate  coils  rolAting 
between  the  poles  of  forty  powerful  magnets. 

In  1856  Werner  Siemens  devised  an  imj^oved  arma- 
ture, in  which  the  coils  of  wire  were  wound  shuttle-wise 
upon  a  grooved  iron  core,  which  concentrated  the  mag- 
netic lines  in  a  powerful  field  between  the  poles  of  a  series 
of  adjacent  steel  magnets.  The 
next  improvement,  due  t« 
Wilde,  was  the  employment  of 
elecfro-magneta  instead  of  steel 
ni^neta  for  producing  the  fteld 
inwhich  the  armature  revolved; 
these  electro-magnets  being  ex- 
cited by  currenta  furnished,  by 
a  small  auxiliary  maj^neto- 
electric  machine,  also  kept  in 
rotation.  If  instead  of  com- 
muting the  cnrrents  the  ends 
of  the  revolving  coil  are  connected  to  a  pair  of  amlact 
rings,  on  each  of  which  presses  a  brush,  the  machine  will 
deliver  allemat^  currenU.  Fig.  243  illustrates  a  primitive 
form  of  aUemator.  It  will  be  seen  that  if  the  induced 
E.M.F.  in  the  wires  as  they  move  past  the  N-pole  towards 
the  observer  is  from  left  to  right,  the  two  contact  rings 
will  alternately  become   -t-  and   -   at  each  half-turn, 

462.  Dynamo -eleotrlo   Ma^r't^neB ^Ttva  -wiia*- 
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dynamo-electric  machine,  or,  briefly,  dynamo,  is  given  to 
any  machine  for  converting  mechanical  power  into  electri- 
cal power  by  the  operation  of  producing  relative  motion* 
between  magnets  and  conductora  The  part  which  acts  as 
magnet  is  termed  the  field-magnet  In  continuous-current 
generators  it  usually  stands  still ;  in  some  alternators  it  is 
made  to  revolve.  Its  function  is  to  provide  a  large 
number  of  magnetic  lines.  The  part  which  acts  as  the 
active  conductor,  cutting  the  magnetic  lines  and  having 
electromotive  force  induced  in  it,  is  termed  the  armature. 
In  continuous  current  generators,  the  armature  revolves 
between  the  poles  of  the  field-magnet.  In  some  alterna- 
tors it  is  stationary.  In  the  early  machines  the  magnet- 
ism of  the  field  magnets  was  independently  excited. 
Various  suggestions  were  made  by  Hjorth,  Murray,  S.  A. 
Varley,  and  others  to  use  the  currents  generated  in  the 
armature  to  excite  the  field-magnets.  This  was  done  in 
1867  by  Varley,  Werner  Siemens,  and  Wheatstone;  the 
small  current  induced  by  the  feeble  residual  magnetism 
being  sent  around  the  electromagnet  to  exalt  its  magnet- 
ism, and  prepare  it  to  induce  still  stronger  currents. 
The  name  of  dynamo -electric  machines  is  given 
(it  was  first  applied  in  1867  to  Wilde*s  machine)  to 
such  generators  to  distinguish  them  from  those  in  which 
permanent  steel  magnets  are  employed.  In  either 
case  the  current  is  due  to  magneto-electric  induction  ;  and 
in  either  case  also  the  energy  of  the  currents  so  induced 
is  derived  from  the  dynamical  power  of  the  steam-engine 
or  other  motor  which  performs  the  work  of  moving  the 
rotating  coils  of  wire  in  the  magnetic  field.  But  the 
name  has  been  extended  to  all  generators,  whether  self- 
exciting  or  not.  In  all  of  them  the  electromotive-force 
generated  is  proportional  to  the  number  of  turns  of  wire 
in  the  rotating  armature,  and  to  the  speed  of  revolution. 
When  currents  of  small  electromotive-force  but  of  con- 
siderable strength  are  required,  as  for  electroplating,  the 
rotating  armatures  of  a  genexalot  m\x9.t  b^  made  with 


CHAP.  X  DYNAMOS  479 


small  iutemal  resistance,  and  therefore  of  a  few  turns  of 
stout  wire  or  ribbon  of  sheet  copper.  For  producing 
currents  at  a  high  electromotive-force  the  armature  must 
consist  of  many  turns  of  wire  or  of  rods  of  copper  suitably 
connected,  and  it  must  revolve  in  a  very  powerful  mag- 
netic field. 

463.  Continuous  -  current  Dynamos.  —  The 
dynamos  of  different  makers  differ  in  the  design  of  their 
field-magnets  and  in  the  means  adopted  for  securing  con- 
tinuity in  the  induced  currents.  Most  continuous-current 
dynamos  have  a  simple  field  magnet  with  two  poles  :  but 
many  large  machines  are  made  with  four,  six,  or  eight 
poles.  But  the  modem  armature  is  complex.  A  simple 
coil,  such  as  Fig.  242,  with  its  2 -part  commutator  will  not 
yield  a  steady  current ;  for  twice  in  each  revolution  the 
E.M.F.  dies  away  to  zero.  The  coils  must  be  grouped  so 
that  some  of  them  are  always  active.  In  most  dynamos 
the  armature  winding  is  constructed  as  a  closed  coil, 
the  wire  being  wound  on  a  ring  core  of  iron  (Pacinotti's 
core  with  teeth.  Gramme's  core  without  teeth),  or  as  a 
drum  over  a  cylindrical  core  (Siemens's  or  Von  Hefner's 
plan),  or  having  the  coils  arranged  flat  as  a  disk 
(Desrozier's  plan).  In  all  these  cases  the  convolutions  are 
joined  up  so  that  (like  the  ring  winding  in  Fig.  190)  the' 
coil  is  endless.  If  the  current  is  brought  in  at  one  side 
of  such  a  coil  and  taken  out  at  the  other  side  there  will 
be  two  paths  through  the  coil.  As  the  coil  spins  between 
the  poles  of  the  magnet  the  electromotive-forces  induced 
in  the  ascending  and  descending  parts  will  tend  to  send 
the  currents  in  parallel  through  these  parts  ;  and  con- 
sequently contact-brushes  must  be  set  to  take  off  the 
currents  from  the  revolving  coils  at  the  proper  places. 
The  brushes  are,  however,  set  in  contact  not  with  the 
coils  themselves  but  with  a  commutator,  Fig.  244,  consist- 
ing of  a  number  of  copper  bars,  insulated  from  one 
another,  and  joined  on  to  the  armature  coil  at  re^ulax 
intervals.     Consider,  for  example,  a  GT«i.t£i\v^^  t^^%  xaa^'^ 
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as  it  were  of  a  number  of  bobbins  wound  upon  a.  ring 
core  of  iron  wire.  Each  bobbin  constitutes  one  section  of 
the  winding,  and  they  are  all  joined  together,  the  end  of 
one  Beetion  to  the  beginning  of  the  next,  and  each  such 
junction  is  joined  down  to  a  bar  of  the  commutator. 
The  current  cannot  paaa  from  e  lar  of  he  commutator 
to  the  next  w  tho  t  travera  ng  the    n  er  en  ng  section  of 
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be  moving  at  that  instant  in  a  magnetic  field  of  sufficient 
strength.  The  current  in  the  armature  exercises  a  mag- 
netizing action,  and  tends  to  distort  the  magnetic  field  in 
the  direction  of  the  rotation.  To  prevent  serious  distor- 
tion and  sparking,  the  field-magnet  is  made  very  powerful 
and  massive.  The  "  brushes  "  that  receive  the  current 
were  originally  bunches  of  springy  wires  :  in  modern 
machines  they  are  built  up  of  copper  strip  or  copper 
gauze,  or  consist  of  small  blocks  of  carbon.  Fig.  246  de- 
picts a  bipolar  type  of  dynamo,  having  a  vertical  magnet 
of  massive  wrought  iron  magnetized  by  currents  flowing  in 
coils  wound  upon  the  two  limbs.  Below,  between  the  polar 
surfaces  which  are  bored  out  to  receive  it,  is  the  revolving 
armature  (in  this  case  a  drum-armature)  with  the  com- 
mutator and  brushes.  The  core  of  the  armature  is  built 
up  of  thin  iron  disks  lightly  insulated  from  one  another, 
to  prevent  eddy-currents.  All  large  modern  dynamos  are 
now  made  multipolar ,  with  4,  6,  8,  or  more  poles  ;  bipolars 
being  only  used  in  small  sizes.  All  continuous-current 
dynamos  will  run  as  motors  (Art.  443),  if  supplied  with 
current  at  the  proper  voltage. 

For  fuller  descriptions  of  dynamos,  and  technical  details  of  con- 
struction, the  reader  is  referred  to  the  author's  treatise  on 
Dynamo- electric  Machinery, 

464.  Dynamo  Calculations. — In  a  2-pole  dynamo 
if  N  be  the  total  number  of  magnetic  lines  sent  by  the 
field-magnet  through  the  armature,  S  the  number  of  wires 
or  conductors  in  series  on  the  armature,  counted  all 
round,  and  n  the  number  of  revolutions  per  second,  the 
electromotive-force  generated  by  the  spinning  armature 
will  be 

E  =  7iSN/l08, 

for  the  cutting  per  second  of  magnetic  lines  is  proportional 
to  each  of  these  three  quantities,  and  we  divide  by  1 0^  to 
bring  to  volts.       As  with  batteries  (Art.   ITl^^^s^  ^S}Cc». 
d^ynamos,  if  there  is  an  internal  reaiataiic^  T^^Jcifc  ^sM^j^ai^'^ 
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volts  at  the  terminals  V  will  be  less  than  the  whole  volts 
generated  by  an  amount  equal  to  rC,  the  lost  volts. 

V  =  E-rC. 

As  the  electrical  efficiency  of  the  machine  is  the  ratio 
V/E,  it  is  evident  that  r  should  be  as  low  as  possible. 

Example. — A  dynamo  having  N  =  7, 170, 000,  S  =  120,  running 
at  780  revs,  per  min.  (  =  13  revs,  per  sec.)  will  generate 
an  electromotive-force  of  111  volts.  If  r  =  0*033  ohm, 
then  when  C  =  210  amperes,  rC  =  7  volts.  Hence  V  =  104 
volts. 

The  current  C  which  a  dynamo  yields  depends  on  the 
resistance,  etc.,  of  the  circuit  it  supplies.  The  maximum 
current  it  can  supply  is  limited  by  several  considerations, 
such  as  the  heating  of  its  parts,  the  sparking  at  the 
brushes,  which  becomes  serious  if  too  much  current  is 
drawn  from  the  machine,  the  mechanical  strength  of  its 
parts,  and  also  the  power  of  the  driving-engine. 

The  gross  output  of  a  dynamo  is  the  number  of 
amperes  multiplied  by  the  totial  electromotive-force  gens- 
rated,  or  CK  The  nett  output  is  the  number  of  amperes 
multiplied  by  the  volts  at  terminals,  or  CV.  These  Qum- 
bers  are  turned  to  horse-power  by  dividing  by  746. 

The  commercial  efficiency  of  a  dynamo  is  the  ratio 
between  the  nett  output  and  the  mechanical  power 
applied  to  drive  the  machine. 

All  the  armature  conductors  of  a  dynamo  are  subject, 
when  the  machine  is  running,  to  a  mechanical  drag 
opposing  the  rotation.  This  is  due  to  the  action  between 
the  magnetic  field  and  the  current  (Art.  340). 

A  little  power  is  wasted  by  eddy-currents  (Art.  467), 
and  by  hysteresis  (Art.  368)  in  the  armature  core,  and 
also  a  little  by  eddy-currents  (Art.  463)  in  the  moving 
masses  of  metal,  so  diminisliing  the  efficiency :  but  in 
well-constructed  machines  such  losses  are  slight. 

To  calculate  the  field-magnet  windings  the  formulas  of 
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Arts.  377  and  399  must  be  applied  (see  exercise  21  on 
Chap.  v.). 

466.  Excitation  of  Field-Magrnets. — There  are 
several  modes  of  exciting  the  magnetism  of  the  field- 
magnets,  giving  rise  to  the  following  classification  : — 

1.  Magneto  Machine,  with  permanent  steel  magnets. 

2.  Separately-excited  Dynamo ;  one  in  which  the  cur- 
rents used  to  excite  the  field-magnets  are  furnished  by  a 
separate  machine  called  an  "  exciter." 

3.  Separate-coil  Dynamo,  with  a  separate  coil  wound 
on  the  armature  to  generate  the  exciting  current. 

4.  Series-Dynamo,  wherein  the  coils  of  the  field-magnet 
are  in  series  with  those  of  the  armature  and  the  external 
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circuit  (Fig.  246),  and  consist  of  a  few  turns  of  thick 
wire. 

5.  Shunt  -  Dynamo,  in  which  the  coils  of  the  field- 
magnet  fonn  a  shunt  to  the  main  circuit ;  and,  being 
made  of  many  turns  of  thin  wire,  draw  off  only  a  small 
fraction  of  the  whole  current  (Fig.  247). 

6.  Compound- Dynamo,  partly  excited  by  shunt  coils, 
partly  by  series  coils  (Fig.  248). 

The  last  three  modes  are  illustrated  in  the  accompany- 
ing diagrams.  Each  variety  of  winding  has  certain 
advantages  depending  on  conditions  of  use. 
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•  466.  Characteristic  Curves. — To  study  the  be- 
haviour of  various  types  of  dynamo,  Hopkinson  devised 
the  method  of  characteristic  curves^  wherein  the  two  ele- 
ments of  output — the  volts  and  the  amperes — are  plotted 
out.  If  a  series-dynamo  is  examined  with  amperemeter 
and  voltmeter,  while  run  at  constant  speed  on  various 
loads,  its  performance  will  be  found  to  give  a  curve  like 
OQV  in  Fig.  249,  where  the  external  volts  are  plotted 

vertically,  the  amperes  hori- 
zontally.   This  curve  is  the 
external  characteristic.   The 
volts  rise  as  the  current  is 
increased,    because    of    the 
increase  of  magnetization, 
but  when  this  is  near  satura- 
tion they  fall  again  because 
of  internal  resistance  and 
sundry  reactions.     At  any 
point  such  as  Q  the  resist- 
ance of  the  external  circuit 
is  represented  by  the  slope  of  the  line  QO  {i.e.  by  the 
trigonometrical  tangent  of  the  angle  QOX),  since  tan  QOX 
is  equal  to  QM/OM  ( =  the  volts  divided  by  the  amperes) 
If  line   OJ  be  drawn  so  that  tan  J  OX  is  equal  to  the 
internal  resistance,  then  MN  will  represent  the  lost  volts 
when  the  current  =  OM.      Adding  to  QM  a  piece  PQ  = 
MN,  we  obtain  PM  as  the  corresponding  value  of  the 
total  electromotive- force.     In  this  way,  from  the  curve 
OV  we  can  construct  the  total  characteristic  OE.     It  will 
be  evident  that  if  the  total  resistance  {i.e.  the  slope  of  the 
line  OP)  be  increased  P  will  come  down  the  curve  toward 
0,  and  there  will  be  a  certain  point  at  which  any  further 
increase  in  the  slope  will  produce  a  sudden  drop  of  volts 
and  amperes  to  almost  zero.    This  is  a  peculiarity  of  series 
machines ;  when  running  at  a  given  speed  they  cease  to 
field  any  current  if  the  resistance  exceeds  a  certain  criti- 
cal  value,  depending  in  each,  mac^mife  on  \\&  ^ioiiatructioiL 


Fig.  249. 
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Fig.  250. 


For  a  shunt-dynamo  the  characteristic  has  a  diflferent 
form.  When  the  machine  is  on  open  circuit,  giving  no 
current  externally,  the  shunt  circuit  is  fully  at  work 
exciting  the  magnet.  The  curve  YV  of  volts  at  ter- 
minals begins  at  a  high 
value,  and  as  the  current  is 
increased  by  diminishing 
the  resistance,  the  voltage 
gently  falls.  Part  of  this 
drop  is  due  to  internal  resist- 
ance; part  is  due  to  arma- 
ture reactions  and  magnetic 
distortion  ;  and  part  to  the 
reduction  of  the  shunt 
current.  If,  as  before,  we 
draw  OJ  to  represent  by  its 
slope  the  internal  resistance,  we  can  find  the  lost  volts  MN 
and  add  these  on  above  Q,  so  obtaining  P,  a  point  on  the 
total  electromotive-force  curve.  This  also  drops  slightly. 
If  a  shunt-dynamo  be  short-circuited,  its  magnetism  is  at 
once  reduced  to  almost  zero.  To  regulate  the  voltage  of 
a  shunt-dynamo  a  suitable  rheostat  (Fig.  206)  may  be 
introduced  into  its  shunt  circuit,  to  vary  the  exciting 
current. 

467.  Constant  Voltage  Machines. — For  glow- 
lamp  lighting,  machines  are  needed  that  will  maintain 
the  voltage  constant,  whether  the  current  going  to  the 
mains  be  small  or  large.  The  current  that  flows  out 
of  the  machine  will  regulate  itself  exactly  in  propor- 
tion to  the  demand  ;  more  flowing  when  more  lamps  are 
turned  on,  provided  the  potential  difference  between  the 
mains  is  kept  constant.  For  this  purpose  neither  a 
series-dynamo  nor  a  shunt-dynamo  (driven  at  a  constant 
speed)  will  suffice  ;  though  by  hand-regulation,  as  above, 
a  shunt- dynamo  may  be  used.  It  will  be  noted  that, 
while  in  shunt- machines  the  characteristic  drops  a&  t\s& 
current  is  increased,  in  series -inac\im%&  \)ci^  qmys^  T\sfc'^, 
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Consequently,  by  using  a  compound-winding,  consisting  of 
a  shunt -winding  (to  give  the  proper  voltage  an  open 
circuit)  and  a  few  coils  of  thick  wire,  in  series  with  the 
main  circuit  (to  raise  the  excitation  in  proportion  to  the 
output),  the  voltage  may  be  kept  remarkably  constant. 
By  over -compounding  with  more  series  windings  the 
dynamo  may  be  made  to  maintain  a  constant  voltage  at 
some  distant  point  in  the  circuit 

468.  Constant  Current  Machines  —  Series 
Lighting. — To  maintain  an  unvarying  current  in  a 
series  of  lamps,  as  is  frequently  wanted  for  lighting  with 
arc  lamps  (Art.  448),  special  dynamos  are  used  known  as 
arc-lighting  machines.  The  best  known  of  these  are  the 
Brush  and  the  Thomson-Houston  dynamos.  Both  have 
open-coil  armatures  (in  which  the  coils  are  not  grouped 
in  a  closed  circuit),  with  special  commutators,  and  auto- 
matic devices  to  regulate  the  output,  the  one  by  shunting 
the  exciting  current,  the  other  by  shifting  the  brushes. 
The  current  may  thus  be  kept  at  10  amperes,  while  the 
volts  change  (according  to  the  number  of  lamps  in  circuit) 
from  50  to  2000  or  more. 

469.  Unipolar  Machines. — There  is  another  class 
of  dynamo-electric  machines,  differing  entirely  from  any 
of  the  preceding,  in  which  a  coil  or  other  movable  con- 
ductor slides  round  one  pole  of  a  magnet  and  cuts  the 
magnetic  lines  in  a  continuous  manner  without  any  re- 
versals in  the  direction  of  the  induced  currents.  Such 
machines,  sometimes  called  "  uni-polar"  machines,  have, 
however,  very  low  electromotive-force,  and  are  not  prac- 
tical. Faraday'^  disk -machine  (Fig.  132)  belonged  to 
this  class. 


Lesson  XLITT. — Alternate  Cun-ents 

470.  Periodic  Currents. — We  have  seen  that  the 
revolving  of  a  simple  coil  m  «».  m^'^'eXAR.  ^^V^  sata  up 
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electromotive-forces,  which  change  in  direction  at  every 
half-turn,  giving  rise  to  alternate  currents.  In  each  whqie 
revolution  there  will  be  an  electromotive -force  which 
rises  to  a  maximum  and  then  dies  away,  followed  imme- 
diately by  a  reversed  electromotive -force,  which  also 
grows  to  a  maximum  and  then  dies  away.  Each  such 
complete  set  of  operations  is  called  a  j^eriod^  and  the 
number  of  periods  accomplished  in  a  second  is  called  the 
frequency  or  periodicity  of  the  alternations,  and  is  symbol- 
ized by  the  letter  n.  In  2-pole  machines  n  is  the  same  as 
the  number  of  revolutions  per  second  ;  but  in  multipolar 
machines  n  is  greater,  in  proportion  to  the  number  of  pairs 
of  poles.  By  revolving  in  a  uniform  field  the  electro- 
motive-forces set  up  are  proportional  to  the  sine  of  the 
angle  through  which  the  coil  has  turned  from  the  posi- 
tion in  which  it  lay  across  the  field.  If  in  this  position 
the  flux  of  magnetic  lines  through  it  were  N,  and  the 
number  of  spirals  in  the  coil  that  enclose  the  N  lines  be 
called  S,  then  the  value  of  the  induced  electromotive- 
force  at  any  time  t  when  the  coil  has  turned  through 
angle  ^  (=  ^irnt)  will  be 

E«  =  27rnSN8in6^-MO«, 

or,  writing  D  for  27rwSN/10^,  we  have 

E5  =  Dsin^. 

In  actual  machines  the  magnetic  fields  are  not  uni- 
form, nor  the  coils  simple  loops,  so  the  periodic  rise  and 
fall  of  the  electromotive-forces  will  not  necessarily  follow 
a  simple  sine  law.  The  form  of  the  impressed  waves 
will  depend  on  the  shape  of  the  polar  faces,  and  on  the 
form  and  breadth  of  the  coils.  But  in  most  cases  we  are 
sufficiently  justified  in  assuming  that  the  impressed 
electromotive-force  follows  a  sine  law,  so  tliat  the  value 
at  any  instant  may  be  expressed  in  the  above  form,  where 
D  is  the  maximum  value  or  amplitude  attained  by  E., 
and    6  an  angle  of  phoM  upon  an  inv^^^geckS^^    ^YtOvfc  <=^. 
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reference.  Consider  a  point  P  revolving  clock-wise  round 
a  circle.  If  the  radius  of  this  circle  be  taken  as  unity, 
PM  will  be  the  sine  of  the  angle  6,  as  measured  from  0°. 
Let  the  circle  be  divided  into  any  number  of  equal  angles, 
and  let  the  sines  be  drawn  similarly  for  each.  Then  let 
these  sines  be  plotted  out  at  equal  distances  apart  along 
the  horizontal  line,  as  in  Fig.  251,  giving  us  the  sine 
curve. 

In  Fig.  251  one  revolution  of  P  around  the  circle  of 
reference  corresponds  to  one  complete  alternation  or  cycle 


270 


Fig.  251. 


of  changes.  The  value  of  the  electromotive-force  (which 
varies  between  +  D  and  —  D  as  its  maximum  values)  may 
be  represented  at  any  moment  either  by  the  sine  PM 
or  by  projecting  P  on  to  the  vertical  diameter,  giving 
OQ.  As  P  revolves,  the  point  Q  will  oscillate  along  the 
diameter. 

The  currents  which  result  from  these  periodic  or 
alternating  electromotive -forces  are  also  periodic  and 
alternating ;  they  increase  to  a  maximum,  then  die  away 
and  reverse  in  direction,  increase,  die  away,  and  then 
reverse  back  again.  If  the  electromotive-force  completes 
100  such  cycles  or  reversals  in  a  second,  so  also  will  the 
current. 

471.    Virtual  Volts   and  Virtual  Amperes. — 

Measuring  instruments  for   alternate    currents,   such   as 

electrodynamomQiQi^  (Art.  395),  Garde w  voltmeters  (Art, 
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430),  and  electrostatic  voltmeters  (Art.  290),  do  not 
measure  the  arithmetical  average  values  of  the  amperes 
or  volts.  The  readings  of  these  instruments,  if  j&rst 
calibrated  by  the  use  of  continuous  currents,  are  the 
square  roots  of  the  means  of  the  squares  of  the  values. 
They  measure  what  are  called  virtual  amperes  or  virtual 
volts.  The  mean  which  they  read  (if  we  assume  the 
currents  and  voltages  to  follow  the  sine  law  of  variation) 
is  equal  to  0*707  of  the  maximum  values,  for  the 
average  of  the  squares  of  the  sine  (taken  over  either  1 
quadrant  or  a  whole  circle)  is  J  ;  hence  the  square- root- 
of-mean-square  value  is  equal  to  1  -^  J^  times  their  maxi- 
mum value.  If  a  voltmeter  is  placed  on  an  alternating 
circuit  in  which  the  volts  are  oscillating  between  maxima 
of  + 100  and  -  100  volts,  it  will  read  70*7  volts  ;  and 
70*7  volts  continuously  applied  would  be  required  to 
produce  an  equal  reading.  If  an  alternate  current  am- 
peremeter reads  100  amperes,  that  means  that  the  current 
really  rises  to  +141*4  amperes  and  then  reverses  to 
-  141-4  amperes  ;  but  the  effect  is  equal  to  that  of  100 
continuous  amperes,  and  therefore  such  a  current  would 
be  described  as  100  virtual  amperes. 

472.  Lag  and  Lead. — Alternating  currents  do  not 
always  keep  step  with  the  alternating  volts  impressed 


",-' 


Fig.  252. 

upon  the  circuit.  If  there  is  inductance  in  the  circuit  the 
currents  will  lag :  if  there  is  capacity  in  the  circuit  they 
will  lead  in  phase.  Fig.  252  illustrates  the  lag  produced 
by  inductance.     The  impulses  of  cwyx^tiX,^  T'^Y^'Majso^fc^V^ 
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the  blacker  line,  occur  a  little  later  than  those  of  the  volts. 
But  inductance  has  another  effect  of  mpre  importance 
than  any  retardation  of  phase;  it  produces  reactions  on 
the  electromotive-force,  choking  the  current  down.  While 
the  current  is  increasing  in  strength  the  reactive  effect  of 
inductance  tends  to  prevent  it  rising.  To  produce  a 
current  of  40  amperes  in  a  resistance  of  1|^  ohms  would 
require — for  continuous  currents — an  E.M.F.  of  60  volts. 
But  an  alternating  voltage  of  60  volts  will  not  be  enough 
if  there  is  inductance  in  the  circuit  reacting  against  the 
voltage.  The  matter  is  complicated  hy  the  circumstance 
that  the  reactive  impulses  of  electromotive-force  are  also 
out  of  step  :  they  are  in  fact  exactly  a  quarter  period 
behind  the  current.  If  an  alternate  current  of  C  (virtual) 
amperes  is  flowing  with  a  frequency  of  n  cycles  per  second 
through  a  circuit  of  inductance  L,  the  reactive  electro- 
motive-force *  will  be  27r?iLC  (virtual)  volts.  If,  for 
example,  L  =  0*002  henry,  w  =  50  periods  per  second, 
and  C  =  40  amperes,  the  reactive  electromotive -force 
will  be  25*1  volts.  Now  if  we  wish  to  drive  the  40 
(virtual)  amperes  not  only  through  the  resistance  of  1^ 
ohms  but  against  tliis  reaction,  we  shall  require  more  than 
60  volts.  But  we  shall  not  require  60  +  25*1  volts,  since 
the  reaction  is  out  of  step  with  the  current.  Ohm's  law 
is  no  longer  adequate.  To  find  out  what  volts  will  be 
needed  we  have  recourse  to  geometry. 

Plot  out  (Fig.  253)  the  wave-form  OAhd,  to  correspond 
to  the  volts  necessary  to  drive  the  current  through  the 
resistance,  if  there  were  no  inductance.  The  ordinate 
aA  may  be  taken  to  scale  as  60.  This  we  may  call  the 
current  curve.  Tlien  plot  out  the  curve  marked  —  ^LC 
to  represent  the  volts  needed  to  balance  the  reaction  of 

*  This  is  calculated  as  follows  (from  Art.  458),  E='LdC/dL  Now  C 
is  assumed  to  be  a  sine  function  of  the  time  having  instantaneous  value 
Co  sin  2jrnt ;  where  Cq  is  the  maximum  value  of  C.  Differentiating  this  with 
respect  to  time  we  get  dC/di  =  2twCo cos 2jr»t.    The  "virtual"  values  of 

cosine  and  sine  being  equal,  we  have  for  E  the  value  23'7iLC,  but  differing 

by  i  period  from  the  current  in  phase. 
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tbe  inductance.  Here  p  is  written  for  27m.  The  ordi- 
nate at  0  is  25*1  ;  and  the  curve  is  shifted  back  one 
quarter  of  the  period  :  for  when  the  current  is  increasing 
at  its  greatest  rate,  as  at  0,  the  self-inductive  action  is 
greatest.     Then  compoand   these  two  curves  by  adding 
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Fig.  253. 

their  ordinates,  and  we  get  the  dotted  curve,  with  its 
maximum  at  V.  This  is  the  curve  of  the  volts  that  must 
be  impressed  on  the  circuit  in  order  to  produce  the 
current.  It  will  be  seen  that  the  current  curve  attains 
its  maximum  a  little  after  the  voltage  curve.  The  current 
lags  in  phase  behind  the  volts.  If  Od 
is  the  time  of  one  complete  period,  the 
length  va  will  represent  the  time  that 
elapses  between  the  maxima  of  volts 
and  amperes.  In  Fig.  254  the  same 
facts  are  represented  in  a  revolving 
diagram  of  the  same  sort  as  Fig.  251. 
The  line  OA  represents  the  working 
volts  R  X  C,  whilst  the  line  AD  at  right  angles  to  OA 
represents  the  c<3lf-induced  volts  jpLC.  Compounding 
these  as  by  the  triangle  of  forces  we  have  as  the  im- 
pressed volts  the  line  OD.  The  projections  of  these  three 
lines  on  a  vertical  line  while  the  diagram  revolves 
around  the  centre  0  give  the  instantaneous  values  of  the 
three  quantities.  The  angle  AOD,  or  <^,  by  which.  tXsA. 
current  lags  behind  the  impTees^Oi  nc\\.^  S&  Xk^ssn!^  "^^ 


Fig.  254. 
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angle  of  lag.  However  great  the  inductance  or  the  fre- 
quency, angle  <f)  can  never  be  greater  than  90**.  If 
OA  is  60  and  AD  is  25*1,  OD  will  be  66  volts.  In 
symbols,  the  impressed  volts  will  have  to  be  such  thai 
E2  =  (RC}2  +  (^LC)2.     This  gives  us  the  equation 


C  = 


E 


VRH;?-L2 

The  denominator  which  comes  in  here  is  commonly  called 
the  impedance. 

473.  Maxwell's  Law. — In  Figs.  255  and  256  the 
angle  of  lag  is  seen  to  be  such  that  tan  cl>=phC/RC  or 


/LC 


=2?L/R.  And  it  is  evident  that  the  effect  of  the  induct- 
ance is  to  make  the  circuit  act  as  if  its  resistance  instead 

of  being  R  was  increased  to  JW~+^I?,  In  fact  the 
alternate  current  is  governed  not  by  the  resistance  of  the 
circuit  but  by  its  impedance.  At  the  same  time  the 
current  is  lagging  as  if  the  angle  of  reference  were  not 
0  but  0  —  <j>,  so  that  the  equation  for  the  instantaneous 
values  of  C,  when  E  =  D  sin  0,  is 

D  sin  {d  -  0) 
\j  =  — -  • 


VR'  +p'i^' 


This  is  Maxwell's  law  for  periodic  currents  as  retarded 
by  inductance.  As  instruments  take  no  account  of  phase 
but  give  virtual  values  the  simpler  form  preceding  is 
usually  sufficient. 

The   effect   of  capacity   introduced   into    an  alternate 

current   circuit  is  to  produce  a  lead  in  phase,  since  the 

reaction  of  a  condenser  instead  oi  teudm^  Vi  -^Yolon^  the 
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current  tends  to  drive  it  back.     The  reactance  is  therefore 
written  as  —  1//>K,  and  the  angle  <f)  will  be  such  that  tan 

if>=  -  l/pKK     The  impedance  will  be  jB^ljp^K^ 
If  both    inductance    and    capacity    are    present, 


tan 


Fig.  258. 


</)  =  (29L  —  l/pK)/R  :  the    reactance    will   be  ^L— 1/jpK; 

and  the  impedance  ^R^  +  {ph—  l/pK)'^. 

Since  capacity  and  inductance  produce  opposite  effects 
they  can  be  used  to  neutralize  one  another.  They  exactly 
balance  if  L=l/p2K.  In  that  case  the  circuit  is  non- 
inductive  and  the  currents  simply  obey  Ohm's  law. 

474.  Choking  Coils. — It  will  be  seen  that  if  in  a 
circuit  there  is  little  resistance,  and  much  reactance,  the 
current  will  depend  on  the  reactance.  For  example  if 
p(=  27m)  were,  say,  1000  and  L  =  10  henries  while  R  was 
only  1  ohm,  the  resistance  part  of  the  impedance  would 
be  negligible  and  the  law  would  become 

E 


C  = 


ph 


Self-induction  coils  with  large  inductance  and  small  resist- 
ance are  sometimes  used  to  impede  alternate  currents,  and 
are  called  choking  coils,  or  impedance  coils. 

If  the  current  were  led  into  a  condenser  of  small 
capacity  (say  K  =  ^jj  microfarad,  then  l/pK  =  10,000),  the 
current  running  in  and  out  of  the  condenser  would  be 
governed  only  by  the  capacity  and  frequency,  and  not  by 
the  resistance,  and  would  have  the  value — 

C  =  EpK, 

476.  Alternate -current  "Porwet. — ■\l  \*i  xajaassosfc 
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the  power  supplied  to  a  motor,  or  other  part  of  an  alter- 
nate current  circuit,  we  measure  separately  with  ampere- 
meter and  voltmeter  the  amperes  and  volts,  and  then 
multiply  together  the  readings,  we  obtain  as  the  apparent 
watts  a  value  often  greatly  in  excess  of  the  triie  watts, 
owing  to  the  difference  in'  phase,  of  which  fhe  instruments 
take  no  account.  The  true  power  (watts)  is  in  reality 
W  =  CV  cos  (j),  where  C  and  V  are  the  virtual  values,  and 
<t>  the  angle  of  lag.  But  the  latter  is  usually  an  unknown 
quantity.  Hence  recourse  must  be  had  to  a  suitable 
watt-meter  ;  the  usual  form  being  an  electrodynamometer 
(Art.  438)  specially  constructed  so  that  the  high -resistance 
circuit  in  it  shall  be  non-inductive. 

Whenever  the  phase-difference  (whether  lag  or  lead)  is 
very  large  the  current,  being  out  of  step  with  the  volts,  is 
almost  wattless.  This  is  the  case  with  currents  flowing 
through  a  choking-coil  or  into  a  condenser,  if  the  resist- 
ances are  small. 

476.  High  Frequency  Currents. — The  reactive 
effects  of  inductance  and  capacity  increase  if  the  frequency 
is  increased.  The  frequency  used  in  electric  lighting  is 
from  50  to  120  cycles  per  second.  If  high  frequencies 
of  1000  or  more  cycles  per  second  are  used  the  reactions 
are  excessive.  In  such  cases  the  currents  do  not  flow 
equally  through  the  cross-section  of  the  conducting  wire, 
but  are  confined  mainly  to  its  outer  surface,  even  thick 
rods  of  copper  offering  great  impedance.  Even  at  a 
frequency  of  100  the  current  at  a  depth  of  12  millimetres 
from  the  surface  is  (in  copper)  only  about  y  of  its  value 
in  the  surface  layers.  In  iron  wires  the  depth  of  the 
skin  for  ^  value  is  about  1  millimetre.  For  such  rapid 
oscillations  as  the  discharge  of  a  Leyden  jar,  where  the 
frequency  is  several  millions,  the  conducting  skin  is  prob- 
ably less  than  y^  of  a  millimetre  thick.  Hollow  fubes 
in  such  cases  conduct  just  as  well  as  solid  rods  of  same 
outer  diameter.  The  conductance  is  proportional  not  to 
section  but  to  perimeter. 
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Whenever  a  current  is  not  distributed  equally  in  the 
cross- section  of  any  conductor  there  is  a  real  increase  in 
the  resistance  it  offers  ;  the  heating  effect  being  a  mini- 
mum when  equally  distributed.  The  fact  that  the 
oscillatory  currents  are  greatest  at  the  skin  gives  the 
strongest  support  to  the  modern  view  that  the  energy  in 
an  electric  circuit  is  transmitted  by  the  surrounding 
medium  and  not  through  the  wire  (see  Art.  519  on 
energy-paths). 

477.  Alternate  -  current  Electromagnets. — 
When  an  alternate  current  is  sent  through  a  coil  it 
produces  an  alternating  magnetic  field.  An  iron  core 
placed  in  the  alternating  j&eld  will  be  subjected  to  a 
periodic  alternating  magnetization.  Electromagnets  for 
alternate  currents  must  have  their  iron  cores  laminated 
to  avoid  eddy-currents ;  and  owing  to  their  choking 
action  are  made  with  fewer  turns  of  wire  than  if  designed 
for  continuous  currents  of  equal  voltage.  They  repel 
sheets  of  copper  owing  to  the  eddy-currents  which  they 
set  up  in  them  ;  the  phase  of  these  eddy-currents  being 
retarded  by  their  self-induction.  Elihu  Thomson,  who 
studied  these  repulsions,  constructed  some  motors  based 
on  this  principle.  A  solenoid,  with  a  laminated  iron 
plunger,  if  supplied  with  alternate  currents  at  constant 
voltage,  has  the  remarkable  property  of  attracting  the 
core  with  much  greater  force  when  the  core  is  protrud- 
ing out  than  when  it  is  in  the  tube.  This  also  is  owing 
to  the  choking  action. 


Lesson  XLIV. — Alternate-current  Generators 

478.  Alternators. — The  simple  alternator  (Fig.  243), 
with  its  two  slip-rings  for  taking  oflf  the  current,  is  merely 
typical.  In  practice  machines  are  wanted  which  will 
deliver  their  currents  at  pressures  of  from  1000  to  5000 
volts,  with  frequencies  of  from  50  lo  \^Q  o.^oXft.'s^^^it  ^^^^\iS^. 
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Slower  frequencies  are  unsuitable  for  lighting,  though 
applicable  for  power  transmission.  High  voltages  are 
common  with  alternate  currents  because  (when  using 
transformers)  of  the  economy '(Art.  447)  thereby  eflfected 
in  the  copper  mains.  Under  these  conditions  almost  all 
alternators  are  designed  as  multipolar  machines  ;  and  as 
the  perfect  insulation  required  in  the  armatures  is  more 
readily  attained  if  these  parts  are  stationary  it  is  common 
to  fix  them,  and  instead  to  rotate  the  field-magnet  The 
latter  is  separately  excited  with  a  small  continuous 
current  led  in  through  slip-rings.  One  advantage  of 
alternate  -  current  machines  over  continuous  -  current 
dynamos  is  that  there  is  no  commutator. 

Amongst  the  various  types  of  alternators  may  be  men- 
tioned the  following : — (1)  Magnet  rotating  internally 
and  consisting  of  a  number  of  poles,  alternately  N  and  S, 
pointing  radially  outwards  ;  armature  external,  fixed, 
and  consisting  of  a  number  of  coils  wound  either  upon  an 
iron  ring  or  upon  inwardly-projecting  iron  poles,  or  set 
against  the  inner  face  of  an  iron  core,  or  embedded  in 
holes  just  within  the  face  of  an  iron  core.  In  all  cases 
where  iron  cores  are  used  in  armatures  it  is  carefully 
laminated.  (2)  Magnet  fixed  externally  and  consisting  of 
a  number  of  alternate  poles  pointing  radially  inwards  ; 
armature  internal,  revolving,  consisting  of  a  number 
of  coils  wound  either  upon  the  surface  of  a  cylindri- 
cal iron  core,  or  fixed  upon  radially  projecting  poles. 
(3)  Magnet  fixed  externally  and  consisting  of  two 
crowns  of  alternate  poles,  alternately  N  and  S,  projecting 
toward  one  another  and  nearly  meeting,  so  making  a 
number  of  magnetic  fields  between  them  ;  armature  re- 
volving, and  without  iron,  consisting  of  a  number  of  flat 
coils  mounted  together  as  a  sort  of  star  disk,  revolve  in  the 
narrow  gaps  between  the  poles.  (4)  "  Inductor  "  machines 
having  all  magnetizing  and  inductive  coils  fixed,  the 
only  revolving  part  being  a  wheel  to  which  masses  of 
iron    are   affixed.     (5)  AnotlieT    iotm   due   to    Mordey, 
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used  in  England,  ih  depicted  in  Fig.  359.  T!ie,  thin" 
armatute  coila  are  fixed,  in  an  external  stationary  ring, 
between  two  crowns  of  polea  revolving  on  each  side  of 
them.  These  poles  are,  however,  all  N-poIes  on  one  side, 
and  all  8-polea  on  the  other,  being  projections  of  two 
massive  iron  pole-piecea  fixed  on  the  ahaft  against  a  huge 


internal  bobbin,  thus  constituting  u  solid  simple  form  of 
field-magnet.  On  the  end  of  the  shaft  is  a  small  continu- 
ous-current dynamo  as  eiLciter. 

In  Fig.  260  ia  given  a  view  of  the  central  generating 
station  for  the  electric  lighting  of  the  city  of  London. 
Two  kinds  of  alternators  (Thomson-Houston  and  Mordey) 
are  used.  The  cut  shows  one  of  the  latter  driven  by  an 
800  liorse-power  steam-engine.  Each  of  these  machines 
has  40  poles  in  each  crown,  and  can.  <l«,\S.Nist  "i^^ 
amperes  at  2200  volta 
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479.  Coupling  of  Alternators. — In  the  use  of  two 
or  more  alternators  on  one  circuit  a  peculiarity  arises  that 
does  not  exist  with  contiuuous-current  dynamos,  owiiig  to 
differences  of  phase  in  the  currents.       If  two  alternators 
driven  by  separate  engines  are  running  at  the  same  speed 
and  at  equal  voltage,  it  will  not  do  to  join  their  circuits 
by  merely  switching  them  to  the  mains  if  they  are  not 
also  in  phase  with  one  another  ;  or  serious  trouble  may 
occur.     In  central  station  work  it  is  usual  to  run  several 
machines   all   in   parallel.     Now    if  two    machines   are 
feeding  into  the  same  mains  each 
is  tending  to  send  current  back  to 
the  other ;    and  if  their  electro- 
motive forces  are  at  any  instant 
unequal,  that  with  the  greater  will 
tend  to  send  its  current  the  opposite 
way  through  the  other.  To  explain 
what    occurs    consider   Fig.    261, 
which  is  a  revolving  diagram  of 
the  same  kind  as  Figs.  261  and 
254.      If  the  two  alternators  are  '^' 

exactly  in  step  they  will  both  be  sending  a  pulse  of  current 
toward  the  mains  at  the  same  moment,  but,  so  far  as  the 
circuit  connecting  them  is  concerned,  these  impulses  will 
be  exactly  opposed.  Let  OA  and  OB  represent  these 
two  exactly -opposed  impulses.  Now  suppose  one  of  the 
two  machines  to  gain  a  little  on  the  other,  OA  shifting 
forward  to  OA'.  The  two  electromotive-forces  no  longer 
balance,  but  will  have  a  resultant  OE  tending  to  make  a 
current  oscillate  through  the  two  machines,  this  current 
being  out  of  phase  both  with  the  leading  machine  A  and 
with  the  lagging  machine  B.  But  this  local  current  will 
itself  lag  a  little  in  phase  behind  OE  because  of  the  in- 
ductance in  its  path.  Let  the  phase  of  the  current  then 
be  indicated  by  00,  which  is  set  back  a  little.  There 
is  now  a  current  surging  to  and  fro  betwe.^w  KX\^  \r«^ 
machines,  and  it  is  obviously  more  iife?ci\^  m  ^"a.^^  Vx'v^ 
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OA  than  with  OB.  This  means  that  in  the  leading 
machine  A  the  volts  and  amperes  are  more  nearly  in  phase 
with  one  another  than  in  the  lagging  machine  B.  Refer- 
ence to  Arts.  436  and  445  will  at  once  show  that  the  cur- 
rent is  helping  to  drive  B  as  a  motor,  and  that  a  greater 
mechanical  effort  will  be  thrown  on  A,  which  is  acting 
more  as  a  generator.  Hence  this  interchange  of  current 
tends  automatically  to  bring  up  the  lagging  machine  and 
to  load  the  leading  machine.  They  will  come  back  into 
phase.  All  alternators  of  good  construction  suitably 
driven  will  run  together  in  parallel,  even  though  their 
electromotive-forces  are  unequal.  On  the  other  hand,  if 
two  alternators  are  joined  in  series,  the  resulting  current, 
when  they  are  ever  so  little  out  of  phase,  tends  to  load  the 
lagging  machine  and  hasten  the  leading  one  till  they  get 
into  complete  opposition  of  phase,  one  running  entirely  as 
generator,  the  other  entirely  as  motor.  This  is  excellent 
for  transmission  of  power  from  an  alternator  at  one  end 
of  a  line  to  a  synchronous  alternator  at  the  other :  the 
two  machines  keep  step  at  all  loads.  But  they  will  not 
run  together  in  series  if  both  are  to  act  as  generators, 
unless  rigidly  coupled  together  on  the  same  shaft. 

To  prevent  accidents  arising  from  too  sudden  a  trans- 
fer of  current  between  two  machines  it  is  usual  in  lighting 
stations  to  employ  a  synchrowkerj  a  device  to  indicate  the 
phases  of  the  alternations.  When  an  alternator  is  to  be 
switched  into  circuit  (in  parallel  with  one  or  more  others) 
the  operator  does  not  turn  the  switch  until  (speed  and 
volts  being  both  right)  the  electromotive-force  of  the 
machine  has  come  exactly  into  identical  phase  with  that 
of  the  circuit  into  which  it  is  to  be  introduced. 


Lesson  XLV. — Transformers 

480.  Altemate-Ourrent  Transformers. — Trans- 

formera  are  needed  in  the  distribution  of  currents  to  a 

distance,   because  glow-lamps  m  ^"^  \iw\s&^  Tisft^  V^nt 
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pressures  of  50  to  100  volts,  whilst  for  economy  of  copper 
in  the  mains  it  is  necessary  that  the  generators  should 
work  at  high  pressures  of  1000  to  5000  or  more  volts. 
The  principle  of  transformation  was  briefly  touched  in 
Art  228.  Alternate-current  transformers  are  simply 
induction-coils  having  well-laminated  iron  cores,  usually 
of  thin,  soft  sheet-iron  strips  piled  together,  and  shaped 
80  as  to  constitute  a  closed  magnetic  circuit.  Upon  the 
cores  are  wound  tlie  primary  coil  to  receive  the  alternat- 
ing current,  and  a  secondary  coil  to  give  out  other  alter- 
nating currents.  Usually  the  primary  consists  of  many 
turns  of  fme  copper  wire,  very  well  insulated,  to  receive 
a  small  current  at  high  pressure  ;  and  the  secondary  of  a 
few  turns  of  thick  copper  wire  or  ribbon,  to  give  out  a 
much  larger  current  at  low  pressure. 

To  transform  down  from  about  2000  volts  to  100 
volts,  the  ratio  of  the  windings  will  be  20  :  1.  What- 
ever the  ratio  of  the  voltages,  the  currents  will  be  about 
in  the  inverse  ratio,  since,  apart  from  the  inevitable  small 
losses  in  transformation,  the  power  put  in  and  taken  out 
will  be  e(iual.  Taking  the  above  case  of  a  transformer 
having  20  :  1  as  the  ratio  of  its  windings,  if  we  desire  to 
take  out  of  the  secondary  100  amperes  at  50  volts,  we 
must  put  into  the  primary  at  least  5  amperes  at  1000  volts. 

In  scattered  districts  a  small  transformer  is  provided 
for  each  house,  the  lamps  being  in  the  low  pressure  cir- 


High  Pressure  Mains  j^     Lamps 

A  Iternator  Lamps    p?>\     Lamps 

Low  Pressure  Mains 
Fig.  262. 

cuit.  In  cities  large  transformers  are  placed  in  sub- 
stations, from  which  issue  the  low-pressure  mains  dis- 
tributing  the  current  to  the  liousea.     ¥\%.  '^^'=2.  vSv^«3^'%. 
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in  diagram  the  use  of  transformers  on  a  distributing 
system. 

481.  Elementary  Theory  of  Transformers. — 
If  the  primary  volts  are  maintained  constant,  the 
secondary  volts  will  be  nearly  constant  also,  and  the 
apparatus  becomes  beautifully  self  -  regulating,  more 
current  flowing  into  the  primary  of  itseK  when  more 
lamps  are  turned  on  in  the  secondary  circuit  This 
arises  from  the  choking  effect  of  self-induction  In  the 
primary.  If  no  lamps  are  on  the  secondary  circuit  the 
primary  coil  simply  acts  as  a  choking-coil.  When  all 
the  lamps  are  on,  the  primary  acts  as  a  working-coil  to 
induce  currents  in  the  secondary.  "When  only  half  the 
lamps  are  on,  the  primary  acts  partly  as  a  choking-coil 
and  partly  as  a  working-coil. 

Let  Vj  be  the  volts  at  the  primary  terminals,  Vg 
those  at  the  secondary  terminals ;  S^  the  number  of  turns 
in  the  primary  coil,  Sg  the  number  in  the  secondary  ;  r^ 
the  internal  resistance  in  the  primary,  r^  that  of  the 
secondary.  Call  the  ratio  of  transformation  A;  =  8^/82- 
The  alternations  of  magnetism  in  the  core  will  set  up 
electromotive-forces  Ej  and  Eg  in  the  two  coils  strictly 
proportional  to  their  respective  numbers  of  turns  (if  there 
is  no  magnetic  leakage)  ;  so  E2  =  Ej/^  ;  and  since  (apart 
from  small  hysteresis  losses)  E^C^  =  EgCg*  ^^  follows  that 
Cj  =  C^/Jc.  The  volts  lost  in  primary  are  r^Cj,  those  in 
secondary  rgCg.     Hence  we  may  write 

V  =  E  -r  C 

Writing  the  first  as  E^  =  V^  -  r^C^  =  ^1  ~  ^1^2/^*  *^^ 
inserting  'Ejk  for  Eg  in  the  second  equation,  we  get 

which  shows  that  everything  goes  on  in  Wi^  a^^Londary  as 
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though  the  primary  had  been  removed,  and  we  had  sub- 
stituted for  Vj  a  fraction  of  it  in  proportion  to  the 
windings,  and  at  the  same  time  had  added  to  the  internal 
resistance  an  amount  equal  to  the  internal  resistance  of 
the  primary,  reduced  in  proportion  to  the  square  of  the 
ratio  of  the  windings.  We  also  see  that  to  keep  the 
secondary  volts  constant  the  primary  generator  must  be 
so  regulated  as  to  cause  the  primary  volts  to  rise  slightly 
when  much  current  is  being  used.  The  currents  in  the 
two  coils  are  in  almost  exact  opposition  of  phase ;  they 
reach  their  maxima  at  the  same  instant,  flowing  in  oppo- 
site senses  round  the  core.  The  efficiency  of  well-con- 
structed transformers  is  very  high,  the  internal  losses 
being  a  very  small  percentage  of  the  working  load. 

482.  Oontinuous-ourrent  Transformers 
(Motor-dynamos). — To  transform  continuous  currents- 
from  one  voltage  to  another  it  is  necessary  to  employ  a 
rotating  apparatus,  which  is  virtually  a  combination  of  a 
motor  and  a  generator.  For  example,  a  motor  receiving 
a  current  of  10  amperes  at  1000  volts  may  be  made  to 
drive  a  dynamo  giving  out  nearly  200  amperes  at  50 
volts.  Instead  of  using  two  separate  machines,  one 
single  armature  may  be  wound  with  two  windings  and 
furnished  with  two  commutators ;  the  number  of  turns  in 
the  windings  being  proportioned  to  the  voltages,  and 
their  sectional  areas  to  the  amperes.  Sui:h  motor-dynamos 
are  in  use.  The  elementary  theory  of  these  is  the  same 
as  that  in  Art.  481,  E^  and  Eg  now  standing  for  the 
electromotive  -  forces  respectively  induced  in  the  two 
windings  on  the  revolving  armature. 

483.  Continuous -alternate  Transformers. — 
Revolving  machinery  equivalent  to  a  combination  of  a 
continuous -current  dynamo  and  an  alternator  may  be 
used  to  transform  continuous  currents  into  alternating, 
or  vice  versa,  one  part  acting  as  motor  to  drive,  the  other 
as  generator.  In  this  case  also  two  separate  machin.ea 
need  not  always  be  used.    Eig.  ^(S^  te^^^^-^V'a* '^^  ^^^^"^^^^ 
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a  simple  rotatory  converter  having  both  a  split- tube  com- 
mutator to  collect  contin- 
uous currents,  and  a  pair 
of  slip-rings  or  alternating 
currents.  Such  a  machine 
may  convert  continuous 
currents  into  alternating, 
or  alternating  into  contin- 
uous. Or  it  may  act  as  a 
luotor  if  supplied  with 
either  kind  of  current ;  or 

may,    if   driven    mechanically,   generate    both   kinds    of 

current  at  the  same  time. 


Fig.  263. 


Lesson  XL VI. — Alternate-current  Motors 

484.  Alternate-current  Motors. — We  have  seen 
(Art.  479)  that  one  alternator  can  drive  another  as  a 
motor,  the  two  machines  in  series  working  in  synchronism. 
There  are  two  disadvantages  in  such  motors — (i)  that  they 
are  not  self-starting,  but  must  be  brought  up  to  speed 
before  the  current  is  applied ;  (ii)  that  their  field-magnets 
must  be  separately  excited.  Other  forms  of  motor  have 
consequently  been  sought.  Ordinary  continuous-current 
motors,  if  made  with  laminated  iron  magnets,  will  work, 
though  not  well,  with  alternating  currents. 

The  modern  alternate -current  motor  has  developed 
from  the  proposals  of  Borel  (1887),  Ferraris  (1888),  and 
Tesla  (1888)  to  employ  two  or  more  alternating  currents 
in  different  phases. 

486.  Polyphase  Currents. — It  is  obviously  pos- 
sible, by  placing  on  the  armature  of  an  alternator  two 
separate  sets  of  coils,  one  a  little  ahead  of  the  other,  to 
obtain  two  alternate  currents  of  equal  frequency  and 
strength,  but  differing  in  phase  by  any  desired  degree. 
Gramme,    indeed,   constructed  alternators  with  two  and 
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with  three  separate  circuits  in  1878.  If  two  equal  alter- 
nate currents,  differing  in  phase  by  one -quarter  of  a 
period,  are  properly  combined,  they  can  be  made  to  pro- 
duce a  rotatory  magnetic  field.  And  in  such  a  rotatory 
field  conductors  can  be  set  rotating,  as  was  first  sug- 
gested by  Baily  in  1879.  Con- 
sider an  ordinary  Gramme  ring 
(Fig.  264)  wound  with  a  continuous 
winding.  If  a  single  alternating 
current  were  introduced  at  the 
points  A  A'  it  would  set  up  an 
oscillatory  magnetic  field,  a  N-pole 
growing  at  A,  and  a  S-pole  at  A', 
then  dying  away  and  reversing  in 
direction.  Similarly,  if  another 
alternate  current  were  introduced  at  BB',  it  would 
produce  another  oscillatory  magnetic  field  in  the  BB' 
diameter.  If  both  these  currents  are  set  to  work  but 
timed  so  that  the  BB'  current  is  ^  period  behind  the 

A  A'  current,  then  they  will  combine 
to  produce  a  rotatory  magnetic  field, 
though  the  coil  itself  stands  still. 
This  is  quite  analogous  to  the  well- 
known  way  in  which  a  rotatory 
g  motion,  without  any  dead  points,  can 
be  produced  from  two  oscillatory 
motions  by  using  two  cranks  at  right 
angles  to  one  another,  the  impulses  being  given  ^  period 
one  after  the  other.  The  above  combination  is  called 
a  di- phase  system  of  currents.  If  the  BB'  current  is 
\  period  later  than  the  A  A'  current,  the  rotation  in 
Fig.  265  will  be  right-handed.  Another  way  of  generat- 
ing a  rotatory  field  is  by  a  tri-phase  system*  (or  so-called 
'*dreh- Strom")  of  currents.  Let  3  alternate  currents, 
differing  from  one  another  by  ^  period  (or  120°),  be  led 

*  Tri-phase  currents  were  used  in  the  famous  Frankfort  transmission 
of  power  in  1891.    See  Art.  447. 


Fig.  265. 
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into  the  ring  at  the  points  ABC.  The  current  flows  in 
first  at  A  (and  out  by  B  and  C),  then  at  B  (flowing  out 
by  C  and  A),  then  at  C  (out  by  A  and  B),  again  produc- 
ing a  revolving  magnetic  field.  This  is  analogous  to  a 
3-crank  engine,  with  the  cranks  set  at  120**  apart 

There  are  several  ways  of  combining  the  circuits  that 
receive  the  currents  of  the  various  phases.  For  example, 
the  windings  of  Fig.  264  might  be  divided  into  four 
separate  coils,  each  having  one  end  joined  to  a  common 
junction,  and  the  four  outer  ends  joined  respectively  to 
the  four  line  wires.  Or  the  windings  of  Fig.  265  might 
be  arranged  as  three  separate  coils,  each  having  one  end 
joined  to  a  common  junction,  and  with  the  three  outer 
ends  joined  respectively  to  the  three  line  wires.  Such 
arrangements  would  be  called  star  groupings,  as  dis- 
tinguished from  the  mesh  groupings  of  the  cuts.  Also 
the  coils,  in  whichever  way  grouped,  need  not  be  wound 
upon  a  ring.  The  two-phase  coils  of  Fig.  264  might  be 
wound  upon  four  inwardly-projecting  pole-pieces  ;  and 
the  three-phase  coils  of  Fig.  265  might  be  wound  upon 
three  inwardly- projecting  pole-pieces.  Or  in  larger 
multipolar  machines  a  three-phase  set  of  coils  might  be 
arranged  upon  a  set  of  six,  nine,  twelve,  or  more  pro- 
jections, in  regular  succession. 

For  generating  two-phase  (or  three-phase)  currents  the 
alternators  must  be  designed  with  two  (or  with  three) 
separate  sets  of  windings  in  the  armature  ;  these  separate 
sets  of  windings  being  so  spaced  out  as  to  come  into 
inductive  operation  in  regular  succession.  There  will 
thus  be  two  (or  three)  independent  circuits  of  equal  volt- 
age which  may  be  then  connected  up  in  either  a  star- 
grouping  or  a  mesh-grouping  as  described  above.  To 
transmit  the  two-phase  currents  four  line-wires  are  usually 
employed.  For  transmitting  three-phase  currents  three 
wires  suffice. 

486.  Properties  of  the  Rotatory  Field  — 
A^ynohronouB  Motors. — ^lu  &uQ\i  '£q\:^\.\\i%  moj^etlc 
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fields  masses  of  metal  at  once  begin  to  rotate.  A  magnet 
or  mass  of  iron,  pivoted  centrally,  can  take  up  a  syn- 
chronous motion,  but  may  require  to  be  helped  to  start 
Any  pivoted  mass  of  good  conducting  metal,  such  as 
copper,  will  also  be  set  in  motion,  and  will  be  self-start- 
ing, but  will  not  be  synchronous.  In  such  a  centred 
mass,  or  rotor ^  eddy-currents  are  set  up  (just  as  in  Arago's 
rotations.  Art.  457),  which  drag  the  metal  mass  and  tend 
to  turn  it.  The  strength  of  these  currents  in  the  rotating 
part  depends  on  the  relative  speed  of  the  field  and  the 
rotor.  If  the  rotor  were  to  revolve  with  speed  equal  to 
the  revolving  field,  the  eddy-currents  would  die  away,^ 
and  there  would  be  no  driving  force.  The  rotor  actually 
used  in  such  motors  consists  of  a  cylindrical  core  built  up 
of  thin  iron  disks,  over  which  is  built  up  a  sort  of  squirrel 
cage  of  copper  rods  joined  together  at  their  ends  into  a 
closed  circuit.  In  some  fojms  (designed  by  Brown)  the 
rods  are  inserted  in  holes  just  below  the  surface  of  the 
core.  The  rotor  need  not  have  any  commutator  or  slip- 
rings,  and  is  entirely  disconnected  from  any  other  circuit 
It  receives  its  currents  wholly  by  induction.  Such 
asynchronous  motors  start  with  considerable  torque  (or 
turning  moment)  and  have  a  high  efficiency  in  full  work. 
Similar  motors  for  use  with  ordinary  or  single -phase 
alternate  currents  are  now  in  use.  To  start  them  it  is 
necessary  to  split  the  alternate  current  into  two  currents 
differing  in  phase.  This  is  done  by  the  use  of  a  divided 
circuit,  in  the  two  branches  of  which  diflferent  reactances 
are  introduced.  If  in  one  branch  there  is  a  choking- 
coil  to  ofi'er  inductance,  the  current  in  that  branch  will 
be  retarded  ;  if  in  the  other  there  is  a  condenser,  the 
current  in  this  branch  will  be  accelerated  in  phase.  Com- 
bining these  two  currents  a  rotatory  field  is  produced  for 
starting  the  movement.  When  once  the  motor  has  started 
a  further  turn  of  the  switch  simply  puts  on  the  alternate 
current,  as  at  AA'  in  Fig.  264,  and  it  continues  to  be 
driven,  though  the  impulse  is  now  ouly  osq.V\\».\.qy5  • 


CHAPTER  XI 

ELECTRO-CHEMISTRY 

Lesson  XL VI  I. — Electrolysis 

487.  Electromotive -force    of    Polarization. — 

The  simple  laws  of  definite  chemical  action  due  to  the 
current  having  been  laid  down  in  Lesson  XIX. ,  it  remains 
to  consider  the  relations  between  the  chemical  energy  and 
its  electrical  equivalent.  Whenever  an  electrolyte  is 
decomposed  by  a  current,  the  resolved  ions  have  a  tend- 
ency to  reunite,  that  tendency  being  commonly  termed 
"  chemical  affinity."  Thus  when  zinc  sulphate  (ZnSO^)  is 
split  up  into  Zn  and  SO^  the  zinc  tends  to  dissolve  again 
into  the  solution,  and  so  spread  the  potential  energy  of 
the  system.  But  zinc  dissolving  into  sulphuric  acid  sets 
up  an  electromotive-force  of  definite  amount ;  and  to  tear 
the  zinc  away  from  the  sulphuric  acid  requires  an  electro- 
motive-force at  least  as  great  as  this,  and  in  an  opposite 
direction  to  it.  So,  again,  "when  acidulated  water  is 
decomposed  in  a  voltameter,  the  separated  hydrogen  and 
oxygen  tend  to  reunite  and  set  up  an  opposing  electro- 
motive-force of  no  less  than  1*47  volts.  This  opposing 
electromotive-force,  which  is  in  fact  the  measure  of  their 
"  chemical  affinity,"  is  termed  the  electromotive-force  of 
polarization.  It  can  be  observed  in  any  water  voltameter 
(Art  243)  by  simply  disconnecting  the  wires  from  the 
battery  and  joining  them,  to  a  galvanometer,    when   a 
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current  will  be  observed  flowing  back  through  the  volta- 
meter from  the  hydrogen  electrode  toward  the  oxygen 
electrode.  The  polarization  in  a  voltaic  cell  (Art.  175) 
produces  an  opposing  electromotive-force  in  a  perfectly 
similar  way. 

Now,  since  the  affinity  of  hydrogen  for  oxygen  is 
represented  by  an  electromotive-force  of  1*47  volts,  it  is 
clear  that  no  cell  or  battery  can  decompose  water  at 
ordinary  temperatures  unless  it  has  an  electromotive-force 
of  at  least  1'47  volts.  With  every  electrolyte  there  is  a 
similar  minimum  electromotive-force  necessary  to  produce 
complete  continuous  decomposition. 

488.  Theory  of  Electrolysis. — Suppose  a  current 
to  convey  a  quantity  of  electricity  Q  through  a  circuit 
in  which  there  is  an  opposing  electromotive-force  E  : 
the  work  done  in  moving  Q  units  of  electricity  against 
this  electromotive-force  will  be  equal  to  E  x  Q.  (If  E 
and  Q  are  expressed  in  "  absolute  "  C.Q.S.  units,  E  x  Q  will 
be  in  ergs.)  The  total  energy  of  the  current,  as  available 
for  producing  heat  or  mechanical  motion,  will  be  dimin- 
ished by  this  quantity,  which  represents  the  work  done 
against  the  electromotive-force  in  question. 

But  we  can  arrive  in  another  way  at  an  expression  for 
this  same  quantity  of  work.  The  quantity  of  electricity 
in  passing  through  the  cell  will  deposit  a  certain  amount 
of  metal :  this  amount  of  metal  could  be  burned,  or 
dissolved  again  in  acid,  giving  up  its  potential  energy  as 
heat,  and,  the  mechanical  equivalent  of  heat  being  known, 
the  equivalent  quantity  of  work  can  be  calculated.  Q 
units  of  electricity  will  cause  the  deposition  of  Qz  grammes 
of  an  ion  whose  absolute  electro-chemical  equivalent 
is  z.  [For  example,  z  for  hydrogen  is  '0001038  gramme, 
being  ten  times  the  amount  (see  table  in  Art.  240) 
deposited  by  one  coulomb,  for  the  coulomb  is  ^  of  the 
absolute  C.G.S.  unit  of  quantity.]  If  H  represents  the 
number  of  heat  units  evolved  by  one  gramme  of  the 
substance,  when  it  enters  into  t\xft  (iOT£^iSxia.\hsvN.  \a.  o^^'^ 
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tion,  then  QzH  represents  the  value  (in  heat  units)  of  the 
chemical  work  done  hy  the  flow  of  the  Q  units  ;  and  this 
value  can  immediately  be  translated  into  ergs  of  work 
by  multiplying  by  Joule's  equivalent  J  (  =  42x10^). 
[See  Table  on  page  512.] 

We  have  therefore  the  following  equality  : — 

EQ  =  Q2;HJ  ;  whence  it  follows  that 
E  =  jsHJ  ;  or,  in  words,  the  electromotive-force 
of  any  chemical  reaction  is  equal  to  the  jn'oduct  of  the  electro- 
chemical  equivalent    of  the  separated  ion  into   its  heat   of 
combinationj  expressed  in  dynamical  units. 

Examples.  * — (1)  Electromotive  force  of  Hydrogen  tending  to 
unite  with  Oxgyen.  For  Hydrogen  z  =  '0001038  ;  H 
(heat  of  combination  of  one  gramme)  =  34000  gramifte- 
degree- units  ;  J  =  42  x  lO''. 

•0001038  X  34000  x  42  x  10«  =  1  "48  x  10^   "  absolute  " 
units  of  electromotive- force,  or  =  1*48  volts. 

(2)  Electromotive-force  q/Zlnc  dissolving  into  Sulphuric  Add, 

z  =  -00337  ;  H  =  1670  (according  to  JuUus  Thorn- 
sen)  ;  J  =  42  X  10^ 

•00337  X  1670  x  42  x  10«  =  2^364  x  10». 

or  =  2-364   volts. 

(3)  Electromotive-force  of  Copper  dissolving  into  Sulphuric 

Acid,     z  =  -00327  ;  H  =  909-5  ;  J  =  42  x   10«. 

•00327  X  909-5  x  42  x  10«  =  1-249  x  W. 

or  =  1-249  volts. 

(4)  Electromotive-force  of  a  Daniell's  Cell.     Here  zinc  is 

dissolved  at  one  pole  to  form  zinc  sulphate,  the  chemical 
action  setting  up  a  +  electromotive-force,  while  at  the 
other  pole  copper  is  deposited  by  the  current  out  of  a 

*  The  figures  given  in  these  examples  as  well  as  those  on  p.  512  for  the 
heat  of  combination  must  be  taken  as  only  approximate.  The  heat  of 
combination  is  diflFerent  at  different  temperatures,  and  the  heat  evolved  by 
the  salt  dissolving  in  water  must  also  be  taken  into  account.  Exact 
figures  have  not  yet  been  ascertained.  In  fact  von  Helmholtz  showed 
that  the  expression  zHJ  is  incomplete,  and  that  to  it  should  be  added  a 
term  B'dE/dO,  wherein  tf  is  the  absolute  temperature  of  the  cell. 
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solution  of  copper  sulphate,  thereby  setting  up  an  oppos- 
ing (or  - )  electromotive-force.  That  due  to  zinc  is 
shown  above  to  be  +  2*364  volts,  that  to  deposited 
copper  to  be  -  1*249.  Hence  the  net  electromotive- 
force  of  the  cell  is  (neglecting  the  slight  electromotive- 
force  where  the  two  solutions  touch)  2*364  -  1*249  = 
1*115  voUs.  This  is  nearly  what  is  found  (Art.  181)  in 
practice  to  be  the  case.  It  is  less  than  will  suffice  to 
electrolyze  water,  though  two  Daniell's  cells  in  series 
electrolyze  water  easily. 

Since  1  horse  -  power  -  hour  =  746  watt  -  hours  =  746 
ampere-hours  at  1  volt,  it  follows  that  at  V  volts  the 
number  of  ampere -hours  will  =  746-^V.  Now  as  the 
weight  of  zinc  consumed  in  a  cell  is  1*213  grammes  per 
ampere-hour  (when  there  is  no  waste),  the  consumption 
will  be  as  follows  : — 

Weight  of  zinc  used  1   _  746      ,  „,  «  -  ^  lUj, 

per  horse-power-hour   f  --y-X  1  ^I'J  grm.--lb8. 

Hence  the  quantity  of  zinc  that  must  be  consumed  to 
generate  1  horse-power-hour  in  any  battery  of  cells  cannot 
be  less  than  2  lbs.  -^  the  available  volts  of  a  single  cell  of 
the  battery. 

Example. — If  a  new  cell  can  be  invented  to  give  2  volts  at  its  terminals 
when  in  full  work,  a  batterj'  of  such  cells,  however  arranged,  will 
consume  1  lb.  of  zinc  per  hour  per  horse-power,  or  1'34  lbs.  per 
**  unit "  of  supply  (or  kilowatt-hour). 

An  equivalent  quantity  of  exciting  and  depolarizing 
chemicals  will  also  be  used,  and  these  will  increase  the 
total  cost  per  unit  It  is  clear  that  as  a  source  of  public 
supply  primary  batteries  consuming  zinc  can  never  com- 
pete in  price  with  dynamos  driven  by  steam.  The  actual 
cost  of  coal  to  central  stations  in  London  is  from  1  to 
1 J  pence  per  "  unit"  ;  and  the  maximum  legal  price  that 
a  supply  company  may  charge  in  Great  Britain  for  electric 
energy  is  eightpence  per  **  unit."     See  Art.  440. 

480.  Eleotro-COiemioal  Power  of  Metals. — The 
accompanying  Table  gives  the  electromotive-force  o^l  ^'ii. 
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different  metals  as  calculated  (Art.  488)  from  the  heat 
evolved  by  the  combination  with  oxygen  of  a  portion  of 
the  metal  equivalent  electro-chemically  in  amount  to  one 
gramme  of  hydrogen.  The  figures  in  the  second  column 
are  in  calories.  The  figures  in  the  third  column  are 
calculated  from  those  in  the  second  by  multiplying  by 
the  electro-chemical  equivalent  of  hydrogen,  and  by 
Joule's  equivalent  (42  x  10^)  and  dividing  by  10^,  to 
reduce  to  volts.  The  electromotive-forces  as  observed  (in 
dilute  sulphuric  acid)  are  added  for  comparison. 


t ■ 

E.M.F.  calculated. 

Heat  of  Oxi- 

P! M  F 

Substance. 

dation  of 

Equivalent. 

Relatively 
to  Oxygen. 

Relatively 
to  Zinc. 

+  1^18 

observed. 

Potassium        .     . 

69,800 

3-01 

+  1-13 

Sodium  .... 

67,800 

2-91 

+  1-09 

Zinc 

42,700 

1-83 

0- 

0- 

Iron 

34,120 

1-55 

-  0^28 

Hydrogeu   .     .     . 

34,000 

1-47 

-  0-36 

Lead 

25,100 

1-12 

-  0-71 

-0-54 

Copper   .... 

18,760 

•80 

-  1-08 

-1-047 

Silver     .... 

9,000 

•39 

-  1-44 

Platinum     .     .     . 

7,600 

•33 

-  1-50 

-1-53 

Carbon  .... 

2,000 

•09 

-  1-74 

Oxygen  .... 

0 

0- 

-  1-83 

-1-85 

(Nitric  Acid)   .     . 

-    6,000 

-  0-26 

-  2-09 

-1-94 

(Black    Oxide    of 

Manganese) 

-    6,500 

-  0^29 

-  212 

-2-23 

(Peroxide  of  Lead) 

-  12,150 

-  0-52 

-  2-35 

-2-52 

(Ozone)  .... 

-  14,800 

-  0-63 

--  2^46 

-2^64 

(Permanganic 

Acid) .... 

-  25.070 

-  1-09 

-  2-92 

-3  03 

1 

The  order  in  which  these  metals  are  arranged  is  in 

fact  nothing  else  than  the  order  of  oxidizability  of  the 

metals  (in  the  presence  of  dilute  sulphuric  acid) ;  for  that 

metal  tends  most  to  oxidize  which  can,  by  oxidizing,  give 

out  the  most  energy.     It  also  ako^a  \k^  ordec  in  which 
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the  metals  stand  in  their  power  to  replace  one  another 
(in  a  solution  containing  sulphuric  acid).  In  this  order, 
too,  the  lowest  on  the  list  are  the  metals  deposited  first 
hy  an  electric  current  from  solutions  containing  two  or 
more  of  them :  for  that  metal  comes  down  first  which 
requires  the  least  expenditure  of  energy  to  separate  it 
from  the  elements  with  which  it  was  combined. 

490.  General  Laws  of  Electrolytic  Action. — 
In  addition  to  Faraday's  quantitative  laws  given  in  Art. 
240,  the  following  are  important : — 

(a)  Every  electrolyte  is  decomposed  into  two  portions, 
an  anion  and  a  kation,  which  may  be  themselves  either 
simple  or  compound.  In  the  case  of  simple  binary  com- 
pounds, such  as  fused  salt  (NaCl),  the  ions  are  simple 
elements.  In  other  cases  the  products  are  often  com- 
plicated by  secondary  actiona  It  is  even  possible  to 
deposit  an  alloy  of  two  metals — brass,  for  example — froin 
a  mixture  of  the  cyanides  of  zinc  and  of  copper. 

(b)  In  binary  compounds  and  most  metallic  solutions, 
the  metal  is  deposited  by  the  current  where  it  leaves  the 
cell,  at  the  kathode. 

(c)  Aqueous  solutions  of  salts  of  the  metals  of  the 
alkalies  and  alkaline  earths  deposit  no  metal,  but  evolve 
hydrogen  owing  to  secondary  action  of  the  metal  upon  the 
water.  From  strong  solutions  of  caustic  potash  and  soda 
Davy  succeeded  in  obtaining  metallic  sodium  and 
potassium,  which  were  before  unknown.  If  electrodes  of 
mercury  are  employed,  an  amalgam  of  either  of  these 
metals  is  readily  obtained  at  the  kathode.  The  so-called 
ammonium-a.m.a,]ga.m  is  obtained  by  electrolyzing  a  warm, 
strong  solution  of  salammoniac  between  mercury  elec- 
trodes. 

(d)  Metals  can  be  arranged  in  a  definite  series  accord- 
ing to  their  electrolytic  behaviour;  each  metal  on  the 
list   behaving  as  a  kation  (or  being   "electropositive") 
when  electrolyzed  from  its  compowivd  \tv  Y^^l^-^^ecksyi.  \a 
one  lower  down  on  the  list     In  &uc\l  ^  a«t\ft»  >iJafc  qxSSmc- 

2l 
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able  metals,  potassium,  sodium,  zinc,  etc.,  come  last ;  the 
less  oxidizable  or  "electronegative"  metals  preceding 
them.  The  order  varies  with  the  nature,  strength,  and 
temperature  of  the  solution  used. 

(e)  From  a  solution  of  mixed  metallic  salts  the  least 
electropositive  metal  is  not  deposited  first,  if  the  current 
is  so  strong  relatively  to  the  size  of  the  kathode  as  to  im- 
poverish the  solution  in  its  neighbourhood.  To  deposit 
alloys  a  solution  must  be  found  in  which  both  metals 
tend  to  dissolve  with  equal  electromotive-forces. 

(/)  The  liberated  ions  appear  only  at  the  electrodes. 

{g)  For  each  electrolyte  a  minimum  electromotive-force 
is  requisite,  without  which  complete  electrolysis  cannot  be 
effected.     (See  Art.  491.) 

Qi)  If  the  current  be  of  less  electromotive-force 
than  the  requisite  minimum,  electrolysis  may  begin,  and 
a  "feeble  current  flow  at  first,  but  no  ions  will  be  liberated, 
the  current  being  completely  stopped  as  soon  as  the 
opposing  electromotive-force  of  polarization  has  risen  to 
equality  with  that  of  the  electrolyzing  current. 

(i)  There  is  no  opposing  electromotive-force  of  polar- 
ization when  electrolysis  is  effected  from  a  dissolving 
anode  of  the  same  metal  that  is  being  deposited  at  the 
kathode.  The  feeblest  cell  will  suflfice  to  deposit  copper 
from  sulphate  of  copper  if  the  anode  be  a  copper  plate. 

{j)  "Where  the  ions  are  gases,  pressure  affects  the 
conditions  but  slightly.  Under  300  atmospheres  acid- 
ulated water  is  still  electrolyzed  ;  but  in  certain  cases 
a  layer  of  acid  so  dense  as  not  to  conduct  collects  at 
the  anode  and  stops  the  current. 

(Jc)  The  chemical  work  done  by  a  current  in  an 
electrolytic  cell  is  proportional  to  the  minimum  electro- 
motive-force of  polarization. 

(Z)  Although  the    electromotive -force  of  polarization 

may  exceed  this  minimum,  the  work  done  by  the  current 

in  overcommg  this  surplus  electromotive-force  will  not 

appear  aa  chemical  work,  ioi  uo  taoT^  ol  ^iX^a  Vya.  ^VJil  Vs(^ 
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liberated  ;  but  it  will  appear  as  an  additional  quantity 
of  heat  (or  "  local  heat ")  developed  in  the  electrolytic 
cell. 

(m)  Ohm's  law  holds  good  for  electrolytic  conduction. 

(w)  Amongst  the  secondary  actions  which  may  occur 
the  following  are  the  chief : — 

(1)  The  ions  may  themselves  decompose  ;  as  SO4  into  SOg+O. 
(2)  The  ions  may  react  on  the  electrodes  ;  as  when  acidulated 
water  is  electrolyzed  between  zinc  electrodes,  no  oxygen  being 
liberated,  owing  to  the  aflSnity  of  zinc  for  oxygen.  (3)  The  ions 
may  be  liberated  in  an  abnormal  state.  Thus  oxygen  is  frequently 
liberated  in  its  allotropic  condition  as  ozone,  particularly  when 
permanganates  are  electrolyzed.  The  "jiascent"  hydrogen  liber- 
ated by  the  electrolysis  of  dilute  acid  has  peculiarly  active  chemi- 
cal properties.  So  also  the  metals  are  sometimes  deposited  ab- 
normally :  copper  in  a  black  pulverulent  film ;  antimony  in 
roundish  gray  masses  (from  the  terchloride  solution)  which  possess 
a  curious  explosive  property.  When  a  solution  of  lead  is  electro- 
lyzed a  film  of  peroxide  of  lead  forms  upon  the  anode.  If  this  be 
a  plate  of  polished  metal  placed  horizontally  in  the  liquid  beneath 
a  platinum  wire  as  a  kathode,  the  deposit  takes  place  in  symmet- 
rical rings  of  varying  thickness,  the  thickest  deposit  being  at  the 
centre.  These  rings,  known  as  Nobili's  rings,  exhibit  all  the  tints 
of  the  rainbow,  owing  to  interference  of  the  waves  of  light  occur- 
ring in  the  film.  The  colours  form,  in  fact,  in  reversed  order,  the 
"colours  of  thiu  plates"  of  Newton's  rings. 

491.  Hypotheses  of  Grotthuss  and  of  Olau- 
sius. — A  complete  theory  of  electrolysis  must  explain — 
firstly,  the  transfer  of  electricity,  and  secondly,  the  transfer 
of  matter,  through  the  liquid  of  the  cell.  The  latter 
point  is  the  one  to  which  most  attention  has  been 
given,  since  the  "  migration  of  the  ions  "  {i.e.  their  trans- 
fer through  the  liquid)  in  two  opposite  directions,  and 
their  appearance  at  the  electrodes  only,  are  salient 
facts. 

The  hypothesis  put  forward  in    1805  by  Grotthuss 
serves  fairly,  when  stated  in  accordance    with  modem 
terms,  to  explain  these  facts.     Grotthuea  «OLY^Qesss»  *Cfes&.^ 
when  two  metal  plates  at  differeiit  -^oXft-XL^KaX^  ^'tfe  ^^^^s^ 
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in  a  cell,  the  first  effect  produced  in  the  liquid  is  that 
the  molecules  of  the  liquid  arrange  themselves  in  in- 
numerable chains,  in  which  every  molecule  has  its 
constituent  atoms  pointing  in  a  certain  direction  ;  the 
atom  of  electropositive  substance  being  attracted  toward 
the  kathode,  and  the  fellow  atom  of  electronegative 
substance  being  attracted  toward  the  anode.  (This 
assumes  that  the  constituent  atoms  grouped  in  the  mole- 
cule retain  their  individual  electric  properties.)  The 
diagram  of  Fig.  266  shows,  in  the  case  of  hydrochloric 
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Fig.  266. 

acid,  a  first  row  of  molecules  distributed  at  random,  and 
secondly  grouped  in  a  chain  as  described.  The  action 
which  Grotthuss  then  supposes  to  take  place  is  that  an 
interchange  of  partners  goes  on  between  the  separate  atoms 
all  along  the  line,  each  H  atom  uniting  with  the  CI  atom 
belonging  to  the  neighbouring  molecule,  a  -f-  half  mole- 
cule of  hydrogen  being  liberated  at  the  kathode,  and  a 
—  half  molecule  of  chlorine  at  the  anode.  This  action 
would  leave  the  molecules  as  in  the  third  row,  and 
would,  when  repeated,  result  in  a  double  migration  of 
hydrogen  atoms  in  one  direction.  anA.  ol  OsA.QtYEi&  ^t^i^ma 
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in  the  other ;  the  free  atoms  appearing  only  at  the  elect- 
rodes, and  every  atom  so  liberated  discharging  a  certain 
definite  minute  charge  of  electricity  upon  the  electrode 
where  it  was  liberated.* 

Clausius  sought  to  bring  the  ideas  of  Grotthuss  into  conformity 
with  the  modern  kinetic  hypothesis  of  the  constitution  of  liquids. 
He  supposes  that  in  the  usual  state  of  a  liquid  the  molecules  are 
always  gliding  about  amongst  one  another,  and  their  constituent 
atoms  are  also  in  movement,  continually  separating  and  recombiniug 
into  similar  groups,  their  movements  taking  place  in  all  possible 
directions  throughout  the  liquid.  But  under  the  influence  of  an 
electromotive-force  these  actions  are  controlled  m  direction^  so  that 
when,  in  the  course  of  the  usual  movements,  an  atom  separates 
from  a  group  it  tends  to  move  either  toward  the  anode  or  kathode ; 
and  if  the  electromotive-force  in  question  be  powerful  enough  to 
prevent  recombination,  these  atoms  will  be  permanently  separated, 
and  will  accumulate  around  the  electrodes.  This  theoiy  has  the 
advantage  of  accounting  for  a  fact  easily  observed,  that  an  electro- 
motive-force less  than  the  minimum  which  is  needed  to  eflFect  com- 
plete electrolysis  may  send  a  feeble  current  through  an  electrolyte 
for  a  limited  time,  until  the  opposing  electromotive-force  has 
reached  an  equal  value.  Von  Helmholtz,  who  gave  the  name  of 
electrolytic  convexion  to  this  phenomenon  of  partial  electrolysis, 
assumed  that  it  takes  place  by  the  agency  of  uncombined  atoms 
previously  existing  in  the  liquid. 

491a.  Migration  of  the  Ions. — So  far  as  explained 
it  might  be  supposed  that  the  migrations  of  the  constituents 
along  the  molecular  chains  during  electrolysis  was  merely 
a  continually  repeated  exchange  of  partners  between  the 
two  sets  of  ions,  the  anions  and  kations  travelling  thus 
at  equal  rates,  in  opposite  directions,  toward  the  anode 
and   kathode   respectively.      There    are,    however,   some 

*  Mr.  G.  J.  Stoney  has  reckoned,  from  considerations  founded  on 
the  size  of  atoms  (as  calculated  by  Loschmidt  and  Lord  Kelvin),  that 
for  every  chemical  bond  ruptured,  a  charge  of  10-20  of  a  coulovnh  is 
transferred.  [E.  Budde  says  17x10-20  coulomb.]  This  quantity  would 
appear  therefore  to  be  the  natural  atomic  charge  or  unit.  To  tear  one 
atom  of  hydrogen  from  a  hydrogen  compound  this  amount  of  electricity 
must  be  sent  through  it.  To  liberate  an  atom  of  zinc^  or  &tv^  «yssKt  ^"' 
valent  metal  from  its  compound,  implies  ttift  \.vwiatex  oi\w\c^\Jo:^  wa-wa^ 
of  electricity. 
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additional  facts  to  be  observed  by  experiment  which 
indicate  that  the  anions  and  kations  travel  at  different 
rates,  and  that  each  ion  h^,  under  given  circumstances, 
its  own  specific  rate  of  migrating.  Hittorf,  who  first  drew 
attention  to  these  facts,  tabulated  the  observed  ionic 
velocities.  Since  then  Kohlrausch,  Arrhenius,  Ostwald 
and  others  have  shown  that  this  property  is  intimately 
connected  with  the  conductivity  of  the  electrolyte,  and 
with  the  phenomena  of  solubility,  of  osmotic  pressure, 
and  of  vapour  pressure.  In  fact,  a  whole  new  chapter  of 
electro-chemistry  has  thus  been  opened  out. 

The  fundamental  experiment  upon  which  is  baaed  the 

modem  conception  of  the  velocity 
of  migration  of  the  ions  is  an 
exceedingly  simple  one.  Let  a 
simple  glass  tube  about  a  foot 
long  and  an  inch  in  internal 
diameter  be  provided  with  well- 
fitting  corks  at  its  two  ends,  as 
in  Fig.  266a.  In  this  is  placed 
a  nearly  concentrated  and  slightly 
acidified  solution  of  copper  sul- 
phate to  be  electrolysed.  Through 
the  corks  pass  two  stout  copper 
wires  each  furnished  at  the  end 
with  a  round  disk  of  sheet-copper, 
perforated  with  holes  to  permit 
of  circulation  of  liquid.  The 
upper  one  k,  which  serves  as 
kathode,  is  just  immersed  below 
the  surface  of  the  liquid  ;  the 
other  a,  which  is  the  anode,  is 
placed  two  or  three  inches  lower 
down  in  the  liquid.  The  current 
from  a  few  cells  of  battery  is  then  sent  upwards  through  the 
electrolyte,  the  current  being  so  regulated  that  it  is  not  too 
strong,  otherwise  bubbles  o£  gas  \f\\\  \>^  ^\N«vi  o'S.  \ixvji  ^Ssr 


Fig.  266a. 
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turb  the  experiment.  Copper  will,  of  course,  be  plated  upon 
the  upper  or  kathode  plate,  an  equal  amount  of  copper  being 
dissolved  off  the  lower  or  anode  plate.  After  half  an  hour 
or  so  it  will  be  seen  that,  immediately  under  the  kathode, 
the  blue  liquid  has  become  quite  colourless,  and  if  the 
experiment  is  continued,  the  surface  of  separation  between 
the  colourless  liquid  at  the  top  and  the  blue  liquid  below 
it  will  be  found  to  have  moved  steadily  downward.  (If 
the  current  is  sent  downwards  no  such  phenomenon  can  be 
seen,  owing  to  the  descent  by  gravity  of  the  heavier  blue 
liquid).  The  colourless  liquid  is  simply  water  slightly 
acidulated.  There  are  two  ways  of  explaining  that  which 
has  occurred.  One  is  that,  in  some  way,  in  addition  to 
the  ordinary  electrolysis  in  which  the  ions  Cu  and  SO^ 
have  been  transferred  in  opposite  directions,  there  has  been 
a  bodily  transfer  toward  the  anode  of  the  CuSO^  which 
was  in  solution.  The  other  mode  of  explanation  is 
that  the  ions  Cu  and  SO.  have  travelled  with  different 

4 

velocities ;  the  Cu  travelling  upward  more  slowly  than 
the  SO4  downward.  In  the  diagrams  to  the  left  and  right 
of  the  apparatus  in  Fig.  266a  are  shown  some  rows  of  dots 
for  the  purpose  of  illustrating  the  relative  numbers  of  the 
ions  in  the  upper  and  lower  parts  of  the  liquid.  The 
black  dots  show  the  kations  (Cu),  and  the  white  ones  the 
anions  (SO^).  Before  electrolysis  begins  the  solution  is 
alike,  as  shown  on  the  left ;  there  being  9  anions  and  9 
kations  (that  is  9  of  CuSO^  in  each  part,  upper  and 
lower.  Suppose  that  electrolysis  has  gone  on  for  so  long 
a  time  that  6  of  the  kations  have  been  dissociated  and 
plated  on  the  upper  disk,  and  that  6  of  the  anions  have 
been  likewise  liberated  and  carried  down  to  the  anode, 
there  to  combine  with  fresh  copper.  Now,  if  the 
observed  state  of  things  is  represented  by  the  diagram 
on  the  right,  it  will  be  seen  that  while  in  the  upper 
layer  there  are  5  CuSO^  molecules,  in  the  lower  there  are 
7  CuSO^  molecules,  together  with  the  6  SO^  which  have 
gone  to  dissolve  fresh  copper.     \i  \X\fe  m\^'£^\Asyck&  ^1  ^a^sssv^A 
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and  kations  had  been  equal  there  would  have  been  6 
CuSO^  in  each  layer.  If  the  anions  alone  had  migrated, 
downwards,  there  would  have  been  15  CuSO^  below 
and  3  CuSO^  above.  If  the  kations  alone  had  moved, 
upwards,  there  would  have  been  9  CuSO^  in  the  upper 
layer,  leaving  3  of  the  original  CuSO^  in  the  lower, 
together  with  the  newly-formed  6  CuSO^.  If,  however, 
the  diagram  on  the  right  represents  the  facts,  either 
2CuS0^  must  have  been  bodily  transferred  into  the  lower 
layer  from  the  upper,  or  else  the  transfer  of  ions  must 
have  been  unequal,  4  anions  going  downwards  into  the 
lower  layer,  while  2  kations  have  gone  upward  into  the 
upper  layer.  In  other  words,  ^  or  0*33  of  the  total 
displacement  has  been  that  of  the  copper  ions,  while  ^  or 
0*66  has  been  that  of  the  SO^  ions.  These  numbers 
Hittorf  called  the  migration  constants:  they  state  the 
relative  velocities  with  which  the  ions  migrate.  The 
numbers  vary  with  the  concentration  of.  the  solution. 
Thus,  in  the  case  of  copper  sulphate,  if  the  solution 
contains  2  gramme-equivalents  per  litre  the  migration 
constant  for  the  anion  is  about  0'725,  while  if  it  contain 
only  ^  as  much  per  litre  the  constant  falls  to  0*638. 
If  this  number  for  the  anion  be  called  w,  then  that  of  the 
kation  will  obviously  be  1  —  w.  If  we  denote  by  u  and  v 
the  actual  velocities  with  which  the  kations  and  anions 
respectively  travel  under  a  potential  gradient  of  1  volt 
per  centimetre  of  length  of  the  electrolyte,  we  clearly 
may  write  the  equation 

u_l  -  n 

V        n 

Further  the  relative  velocity  of  the  ions  past  one 
another  will  be  u  +  v.  If  by  using  a  stronger  battery 
we  cause  a  greater  fall  of  potential  per  centimetre  than 
1  volt,  the  actual  velocities  will  be  proportionally  greater, 
but  the  ratio  of  w  to  v  will  remain  as  before.  The  actual 
velocitiea  u  and  v  Kohlrausch  deduced  from  the  specific 
conductivities  of  the  liq^uids.    "Foi  \l  0'Vi<^Q>\<^^^  ^\^\\v\xv<k8. 
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be  the  electro-chemical  equivalent  of  hydrogen,  and  if 
there  be  N  gramme-equivalents  of  the  dissolved  electro- 
lyte in  1  cubic  centimetre  of  the  solution,  then 
N-T-0'0001038  will  be  the  number  of  coulombs  of 
electricity  concerned  in  'electrolysing  this  amount  of 
the  solution ;  and  if  the  ions  are  dragged  past  one 
another  with  a  speed  oi  u  +  v  (centimetres  per  second)  the 
flow  of  electricity  in  one  second  across  unit  area  will  be 
(tA  +  i;)N-T- 0-0001038.  Now  if  the  fall  of  potential 
across  a  length  of  x  centimetres  be  called  V,  the  potential 
gradient  being  therefore  V-t-cc,  the  current  will  be  equal 
to  this  multiplied  by  the  specific  conductivity  k'j  and 
equating  these  we  have — 

-w  +  7;  =  0-0001038-.-; 

N    a; 

or  for  a  potential  gradient  of  1  volt  (=10^  C.G.S.) 
per  centimetre — 

w  +  v=10380^  ; 

N 

or  finally- 

1^  +  ^=10380000-, 

u 

where  7i  is  the  number  of  gramme-equivalents  per  litre. 
Kohlrausch  determined  the  values  of  the  molecular 
conductivity  k-i-n  for  many  solutions.  He  found  it  to 
increase  with  dilution;  becoming  constant  for  each  salt 
at  very  extreme  dilutions.  He  also  found  that  the  values 
of  this  velocity  came  out  the  same  for  the  same  ion  when 
used  in  different  chemical  combinations.  Thus  for 
hydrogen  at  18^*  C,  and  under  a  gradient  of  1  volt  per 
centimetre,  the  ionic  velocity  is  0*00320  centimetres  per 
second  ;  that  of  sodium  0*00045  ;  that  of  silver  0'00057. 
According  to  Arrhenius,  the  electrolysing  current  does 
not  require  to  split  the  molecules  ;  he  regards  the  act  of 
solution  as  ionising  the  dissolved  salt  producing  free  ioxka^ 
each  having  its  associated  -f  ox    -  e\ia.T^<i. 
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LKasoN  XLYllI.'—Accuriiulat^s 

492,    AocumulatorB  or  Secondary  Batteries. 

r  series  of  Ttfltametera,  whose  electrodes 

espectively.  with   hjdit^n  and  oiygen, 

will  serve  ae  ueondary  batteries,  in 

wbicli   the    energy  of   a    current 

4V  be  stored  u]  and  aga'n  give 
out  Rtl«  who  in  1803  con 
Btr  cted  a  secondary  pile,  used 
lectrodes  of  plat  um  It  will 
le   see      tUt   su  h   cella    do   not 

mulate  or  store   ele  tr  r  ty 
what  the>  a  j;umulate    a  enei^y 
1  ch  tl  ej   store    n  the  form  of 
hen  cal  w  rk     A  seco  Jary  cell 
reaen  hies  a   Leydea  jar  in  that 
t  can  he  cl  arged  a  d  then  d  s 
hailed      Tl  e  re   dual  chaises  of 
Leyden    jara     though    small      n 
^ua  t  ty  and  trai  s  pnt     n    tl  e  r 
E  hai^e     yet    eia  tij    resemble 
w  the  polar  zat  on  cl  ai^es  of  volta 
^^     eters.     Varley  found  1  aq  cen 
^5 1  m.   of   plat  nun     fo  1     n  dilute 
^    ac  d   to  act   as    a    CO  denser   of 
Pg    u  about    63    m  crofarad       apac  ty 

whe  [olar  z  d  to  a  potent  al 
dfferenceof  1  volt  Qaston  Plants,  n  1660  dev  sed  a 
seconda  j  ell  onsist  n(,  of  tw  o  p  eces  f  si  ect  lead 
loll  d  up  (w  thout  actnd  ontact)  as  ele  trodes  d  pp  ng 
into  11  te  sulphur  c  a  d  as  Fg  267  To  foim 
or  prepa  e  the  lead  t  was  charged  "ft  tl  rre  ts  wh  cl 
after  a  t  d  e  ere  reversed  n  d  ect  on  and  after  a  further 
t  ate  aca  n  re  ersed  nt  1  after  several  reversals,  t  became 
coated  with  a  aemi-porous  film  ol  \jiciwci  4iox.ide  of  lead 


ACCUMULAT0B3 


on  the  anode  plate  ;  the  kathode  plate  asaiiming  a  spongy 
metallic  etate  presenting  &  large  amount  of  sur&ce  at 
high  chemical  activity.  When  such  a  secondary  battery, 
or  accumulator,  is  charged  by  connecting  it  with  a  dynamo 
(shunt^wound),  or  other  powerfal  generator  of  currents, 
the  anode  plate  becomes  peroxidized,  while  the  kathode 
plate  is  deoxidized  by  the  hydrogen  that  is  liberated. 
The  plates  may  remain  for  many  days  in  this  condition, 
and  will  furnish  a  current  until  the  two  lead  surfaces  are 
reduced  to  a  chemically  inactive  Etate,  The  electro- 
motive-force of  such  cells  is  from  2'0  to  1  '85  volta  during 
discharge  Plante  ingeniously  arranged  batteries  of  such 
cells  so  that  they  can  be  charged  in  parallel,  and  dis- 
chai^ed  in  series,  giving  ffor  a  short  time)  strong  currents 
at  extremely  high  volt(4,'es.  Faure,  m  1881,  modified 
the  Plants  accumulator  by  giving  the  two  lead  plates  a 
preliminary  coating  of  red  lead  (or  miniiimi  When  a 
current  is  pas"^  through  the  cell  to  chaise  it,  the  red 
lead  IS  peroxidized  at  the  anode,  and  reduced — first  to  a 
condition  of  lower  oxide, 
tlien  to  the  spongy  metalln, 
state — at  tlie  kathode,  and 
thus  a  greittr  thiL-knessof 
the  working  substance  la 
provided,  and  takes  far 
less  time  to  "form"  than 
la  the  case  m  Plantf's  cells 
In  modem  accumulators 
the  red  lead  (or  litharge), 
freshly  mixed  with  dilute 
sulphuric  acid  to  the  form 
of  a  paste,  is  pressed  into 
the    holes    of    a    leaden 

,       ,       J  ,  lit,  ses. 

grid,    shaped     so    as    to 

give  it  a  good  mechanical  attaoIiniLnt  During  the  sub- 
sequent process  of  "  formation  the  hardened  ^■wtK,  \*. 
reduced  on  one  plate  and  peroxidiiei  oi\  \.\tfi  CiOa^-t      4i- 
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cell  of  the  kind  known  as  the  E.P.S.  cell  is  shown  in 
Fig.  268.  Accumulators  are  still  made  on  the  Plants 
method  from  metallic  lead,  which  is  first  finely  divided 
on  its  surface  by  some  mechanical  or  chemical  means,  and 
theu  "formed"  by  prolonged  charging.  Cells  of  this 
type  are  not  so  subject  to  disintegration  as  paste  cells, 
and  may  be  discharged  at  a  greater  rate.  To  keep  accu- 
miilators  in  good  condition  they  should  be  charged  up 
every  day  till  full  (known  by  bubbles  rising)  and  not  be 
discharged  too  quickly.  The  density  of  acid  should 
never  be  allowed  to  exceed  1*21  nor  fall  below  1*1 5. 

493.  Grove's  Gas  Battery. — Sir  W.  Grove  de- 
vised a  cell  in  which  platinum  electrodes,  in  contact 
respectively  with  hydrogen  and  oxygen  gas,  replaced  the 
usual  zinc  and  copper  plates.  Each  of  these  gases  is 
partially  occluded  by  the  metal  platinum,  which,  when 
so  treated,  behaves  like  a  different  metal. 

Attempts  have  been  made  to  generate  electricity  on 
a  larger  scale  by  means  of  gas  batteries.  Mond  and 
Langer  found  that  the  greatest  E.M.F.  to  be  obtained 
from  a  cell  of  hydrogen  and  oxygen,  with  finely-divided 
platinum  as  collectors,  was  0*97,  the  difference  between 
this  and  the  theoretical,  1*47,  being  lost  in  heat  gener- 
ated by  the  condensation  of  the  gases  by  the  platinum. 

Lesson  XLIX. — Electrodeposition 

404.  Electrometallurgy. — The  applications  of 
electro-chemistry  to  the  industries  are  threefold.  Firstly, 
to  the  reduction  of  metals  from  solutions  of  their  ores, 
the  process  is  useful  in  the  accurate  assay  of  certain  ores, 
as,  for  example,  of  copper  ;  secondly,  to  the  copying  of 
types,  plaster  casts,  and  metal-work  by  kathode  deposits 
of  metal ;  thirdly,  to  the  covering  of  objects  made  of  baser 
metal  with  a  thin  film  of  another  metal,  such  as  gold, 
silver,  or  nickel.  All  these  operations  are  included  under 
the  general  term,  of  eiectrometallurg'ij. 
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Pure  aluminium  is  now  produced  in  large  quantities 
by  the  electrolysis  of  fused  cryolite,  which  is  a  double 
fluoride  of  aluminium  and  sodium,  pure  alumina  being 
added  from  time  to  time. 

Copper  of  a  high  degree  of  purity  is  produced  on  a 
large  scale  by  suspending  anodes  of  impure  copper  in  a 
solution  of  copper  sulphate  and  electrolytically  depositing 
pure  copper  on  the  kathodes.  The  impurities  such  as 
arsenic  being  more  electronegative  than  copper  are  left 
in  the  bath. 

496.  Electrotyping. — In  1836  De  la  Rue  observed 
that  in  a  Daniell's  cell  the  copper  deposited  out  of  the 
solution  upon  the  copper  plate  which  served  as  a  kathode 
took  the  exact  impress  of  the  plate,  even  to  the  scratches 
upon  it.  In  1839  Jacobi  in  St  Petersburg,  Spencer  in 
Liverpool,  and  Jordan  in  London,  independently  developed 
out  of  this  fact  a  method  of  obtaining,  by  the  electrolysis 
of  copper,  impressions  (in  reversed  relief)  of  coins,  stereo- 
type plates,  and  ornaments.  A  further  improvement, 
due  to  Murray,  was  the  employment  of  moulds  of  plaster 
or  wax,  coated  with  a  film  of  plumbago  in  order  to  provide 
a  conducting  surface  upon  which  the  deposit  could  be 
made.  Bronze  in  the  form  of  a  fine  powder  is  much  used 
instead  of  plumbago,  being  a  better  conductor.  Jacobi 
gave  to  the  process  the  name  of  galvano-plastic,  a  term 
generally  abandoned  in  favour  of  the  term  electrotyping 
or  electrotype  process. 

Electrotypes  of  copper  are  easily  made  by  hanging  a 
suitable  mould  in  a  cell  containing  a  nearly  saturated  and 
slightly  acidulated  solution  of  sulphate  of  copper,  and 
passing  a  current  of  a  battery  through  the  cell,  the  mould 
metallized  on  its  surface  being  the  kathode,  a  plate  of 
copper  being  employed  as  an  anode,  dissolving  gmdually 
into  the  liquid  at  a  rate  exactly  equal  to  the  rate  of 
deposition  at  the  kathode.  This  use  of  a  separate  cell  or 
"  bath  "  is  more  convenient  than  producing  the  electitci- 
types   in   the  actual   cell  of  a  "Daii\fe\Vft  \i^\\Kt^.    ^^^^ 
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process  is  largely  employed  at  the  present  day  to  repro- 
duce repoiiss^  and  chased  ornament  and  other  works  of 
art  in  facsimile,  and  to  multiply  copies  of  wood  blocks  for 
printing.  Almost  all  the  illustrations  in  this  book,  for 
example,  are  printed  from  electrotype  copies,  and  not 
from  the  original  wood  blocks,  which  would  not  wear  so 
well.  In  all  deposition  processes  success  largely  depends 
on  having  the  proper  current-density.  To  deposit  metals 
that  are  more  positive  than  hydrogen,  such  as  zinc  or 
chromium,  it  is  advisable  to  use  concentrated  solutions 
and  high  current- densities.  For  metals  that  are  less 
positive,  such  as  copper  and  silver,  the  current-density 
may  be  less.  To  procure  a  good  tough  deposit  of  copper 
the  current  should  not  exceed  15  amperes  per  square  foot 
of  kathode  surface.  If  a  more  rapid  deposit  is  required, 
a  solution  of  nitrate  of  copper  should  be  used  and  kept  in 
rapid  agitation. 

To  deposit  iron  (by  the  process  known  as  acierage,  or 
steel-facing)  a  very  large  sheet  of  iron  is  used  as  anode, 
and  the  liquid  used  is  simply  a  solution  of  salammoniac 
in  water.  This  solution  is  "charged"  with  iron  by 
passing  the  current  for  a  little  time  through  the  bath 
prior  to  inserting  the  object  to  be  steel-faced. 

496.  Electroplating. — In  1801  WoUaston  observed 
that  a  piece  of  silver,  connected  with  a  more  positive 
metal,  became  coated  with  copper  when  put  into  a  solu- 
tion of  copper.  In  1805  Brugnatelli  gilded  two  silver 
medals  by  making  them  the  kathodes  of  a  cell  containing 
a  solution  of  gold.  Messrs.  Elkington,  about  the  year 
1840,  introduced  the  commercial  processes  of  electro- 
plating. In  these  processes  a  baser  metal,  such  as  German 
silver  (an  alloy  of  zinc,  copper,  and  nickel),  is  covered  with 
a  thin  film  of  silver  or  gold,  the  solutions  employed  being, 
for  electro-gilding,  the  double  cyanide  of  gold  and  potassium, 
and  for  electro-dlvering  the  double  cyanide  of  silver  and 
potassium. 
Fig,  269  shows  a  battery  and.  a  '^\«Xyi%n^\.  ^oPDdJwmn^ 
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the  silver  solution.     As  anode  ia  hung  a  plate  of  metallic 
silver  which  diaeolvea  into  the  liquid.     To  the  kathode 


F^  see. 


are  Buspended  the  spoons,  forks,  or  other  articles  which 
are  to  receive  a  coating  of  silver.  The  addition  of  a 
minute  trace  ot  bisulphide  of  carbon  to  the  solution 
causes  the  deposited  metal  to  have  a  bright  surface.  If 
the  current  is  too  strong,  and  the  deposition  too  rapid, 
the  deposited  metal  is  grajisli  and  crystalline. 

In  g  Iding  base  metals,  Buch  as  pewter,  they  are 
usuaUj  first  copper  coated  The  gilding  of  the  insides  of 
jugs  and  eups  is  effected  bv  fillmg  the  jug  or  cup  with  the 
gilding  solution,  and  suspending  in  it  an  anode  of  gold, 
the  vessel  itaelf  being  connected  to  the  —  pole  of  the' 
batterv 

In  Bihenng  or  gilding  objects  of  iron  it  is  usual  first 
to  plate  them  with  a  thin  coating  of  copper  deposited  from 
an  "  alkaline  "  copper  bath  containing  an  ammoniacal  solu- 
tion of  cyanide  of  copper  Brass  is  deposited  also  from 
an  ammoniacal  solution  of  the  mixed  cyanides  of  copper 
and  /inc  In  the  deposition  of  nickel  a  solution  of  the 
doulle  sulphate  of  nickel  and  ammonium  is  used;  the 
anode  being  a  sheet  of  rolled  (or  castl  niekeX. 

Sii.ept  on    the    very   amtdl   aia.\e  Yia-XWiiw*  ««•  "^"^ 
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seldom  used  for  electrotyping  and  plating.  A  shunt- 
wound  dynamo  designed  to  give  a  large  output  of  current 
at  5  to  10  volts  pressure  is  generally  preferred. 

496a.  Other  Electrolytic  Processes. -^  The 
electrolytic  action  of  the  current  is  now  commercially 
employed  for  other  purposes  than  the  deposition  of 
metals.  By  the  electrolysis  of  chloride  of  potassium 
under  suitable  conditions  chlorate  of  potash  is  now  manu- 
factured in  large  quantities.  Bleaching  liquors  containing 
hypochlorites  can  also  be  produced  from  chlorides. 
Caustic  soda  is  prepared  by  electrolysis  of  common  salt ; 
and  several  electrolytic  methods  of  disinfecting  sewage 
have  been  proposed. 

It  has  also  been  shown  that  the  slow  processes  of 
tanning  can  be  accelerated  by  the  aid  of  electric  currents, 
the  action  being  probably  osmotic  rather  than  electrolytic. 

It  seems  probable  that  in  the  future  the  use  of  electric 
currents  will  enter  largely  into  the  chemical  manufactures. 

496b.  The  Electric  Furnace. — If  two  stout  rods  of 
carbon  are  introduced  into  a  crucible  lined  with  magnesia 
or  other  refractory  substance,  and  an  arc  (Art  448)  is 
formed  between  them,  the  internal  temperature  exceeds 
that  of  any  other  artificial  source,  enabling  many  chemical 
actions  to  be  produced  that  are  otherwise  unattainable. 
Thus  if  lime  mixed  with  coke  is  heated  in  the  electric 
furnace  there  is  produced  calcium  carbide  CaCg,  which 
when  mixed  with  water  yields  acetylene  gas.  Many  most 
refractory  compounds,  such  as  the  oxides  of  titanium  and 
chromium,  can  thus  be  reduced.  It  is  not  established 
whether  the  reduction  of  aluminium  in  the  electric  furnace 
is  partly  electrolytic  or  whether  it  is  purely  chemical. 
Aluminium  oxide  is  mixed  with  charcoal  and  placed  be- 
tween the  ends  of  two  thick  carbon  rods  in  a  closed  fire- 
brick furnace  lined  with  charcoal.  A  current  of  several 
thousand  amperes  is  passed  between  the  carbon  rods,  and 
the  aluminium  ore  is  melted  and  parts  with  its  oxygen  to 
carbon.  The  liberated  alummmm  \a  ^lommcrc^^  ^Wovied  to 
alloy  with  flome  other  metal,  sxxc^i  «i.^  «>Yfi«» 
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TELEGRAPHY 

Lesson  L. — Electric  Telegraphs 

49*7.  The  Electric  Telegraph. — It  is  difficult  to 
assign  the  invention  of  the  telegraph  to  any  particular 
inventor.  Lesage  (Geneva,  1774),  Lomond  (Paris,  1787), 
and  Sir  F.  Ronalds  (London,  1816)  invented  systems  for 
transmitting  signals  through  wires  by  observing  at  one 
end  the  divergence  of  a  pair  of  pith-balls  when  a  charge 
of  electricity  was  sent  into  the  other  end.  Cavallo 
(London,  1795)  transmitted  sparks  from  Ley  den  jars 
through  wires  "  according  to  a  settled  plan."  Soemmering 
(lilunich,  1808)  established  a  telegraph  in  which  the 
signals  were  made  by  the  decomposition  of  water  in  volta- 
meters ;  and  the  transmission  of  signals  by  the  chemical 
decomposition  of  substances  was  attempted  by  Coxe,  R. 
Smith,  Bain,  and  others.  Ampere  (Paris,  1821)  suggested 
that  a  galvanometer  placed  at  a  distant  point  of  a  circuit 
might  serve  for  the  transmission  of  signals.  Schilling 
and  Weber  (Gottingen,  1833)  employed  the  deflexions  of 
a  galvanometer  needle  moving  to  right  or  left  to  signal  an 
alphabetic  code  of  letters  upon  a  single  circuit.  Cooke 
and  Wheatstone  (London,  1837)  brought  into  practical 
application  the  first  form  of  their  needle  telegraph.  Henry 
(New  York,  1831)  utilised  the  attract\ou  Q.i  ^tl  ^^^\.^«2»- 
magnet  to  transmit  signals,  the  mov^TaeuX.  o^  'Osia  ««sNaN»x^ 

2  M 
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producing  audible  sounds  according  to  a  certain  code. 
Morse  (New  York,  1837)  devised  a  telegraph  in  which 
the  attraction  of  an  armature  by  an  electromagnet  was 
made  to  mark  a  dot  or  a  dash  upon  a  moving  strip  of 
paper.  Steinheil  (Munich,  1837)  discovered  that  instead 
of  a  return-wire  the  earth  might  be  used,  contact  being 
made  to  earth  at  the  two  ends  by  means  of  earth-plates 
(see  Fig.  274)  sunk  in  the  ground.  Gintl  (1853)  and 
Stearns  (New  York,  1870)  devised  methods  of  duplex 
signalling.  Stark  (Vienna)  and  Bosscha  (Leyden,  1855) 
invented  diplex  signalling,  and  Heaviside  (London,  1873) 
and  Edison  (Newark,  N.J.,  1874)  invented  quadrwplex 
telegraphy.  Varley  (London,  1870)  and  Elisha  Gray 
(Chicago,  1874)  devised  harmonic  telegraphs.  For  fast- 
speed  work  Wheatstone  devised  his  automatic  transmitter, 
in  which  the  signs  which  represent  the  letters  are  first 
punched  by  machinery  on  strips  of  paper  ;  these  are  then 
run  at  a  great  speed  through  the  transmitting  instrument, 
which  telegraphs  them  off  at  a  much  greater  rate  than  if 
the  separate  signals  were  telegraphed  by  hand.  Hughes 
devised  a  type-printing  telegraph.  Wheatstone  invented 
an  ABC  telegraph  in  which  signals  are  spelled  by  a  hand 
which  moves  over  a  diaL  Cowper  (1876)  and  Elisha 
Gray  (1893)  invented  autographic  writing  telegraphs. 
For  cable -working  Lord  Kelvin  invented  his  mirror 
galvanometer  and  his  delicate  siphon-recorder.  It  is 
impossible  in  these  Lessons  to  describe  more  than  one  or 
two  of  the  simple  ordinary  forms  of  telegraph  instrument 
now  in  use  in  Great  Britain.  Students  desiring  further 
information  should  consult  the  excellent  manuals  on 
Telegraphy  by  Messrs.  Preece  and  Sivewright,  and  by 
Mr.  Culley. 

498.   Single -Needle    Instrument. — The    single- 
needle   instrument   (Fig.    270)   consists  essentially  of  a 
vertical  galvanometer,  in  which  a  lightly-hung  magnetic 
needle  is  deflected  to  right  or  left  when  a  current  is  sent, 
jn  one  direction  or  the  otliex,  aio\x\i!^  ^  <iQ\!L  wxxrounding 
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the  needle ;  the  needle  vieible  in  front  of  the  dial  is  bat 
an  index,  the  real  magnetic  needle  being  behind.  A  code 
of  movements  agreed  upon 
comprises  the  whole  alphabet 
in  combinations  of  motions 
to  r  ght  or  left  In  order  to 
Bend  currents  in  either  direc 
tion  through  the  circuit  a 
signalling  key  or  tap- 
per IB  iiBually  emjloyed 
The  tapper  at  one  enl  of 
the  111  e  works  the  matr 
ment  at  the  other     but  for 

IS  fru.d  t     the  receiving  in 

Btrui  ent      In  Fig  270  the     _ 

two  protriding  levers  at  the  j, 

base  form   the   tapper   and 

by  depressii^  the  nght-hand  one  or  the  left-hand  one, 

currents  are  sent  in  either  direction  at  will. 

The  principle  of  action  will  be  made  more  clear  by 


ce  to  Fig   271,  which  shows  a  separata  signalling 
The  two  horizontal  levers  are  res^iw.U.N'fcV-s  \^  fom. 

ilh   the    "line,"     and  -wvV^  -tVe  xe.'vsi.'ro-^-a^- 
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through  "  earth."  When  not  in  use  both  levers  spring 
up  against  a  cross  strip  of  metal  joined  to  the  zinc  pole 
of  tlie  battery.  At  their  farther  end  is  another  ctobb 
strip,  which  communicates  with  the  copper  (or  + )  polo 
of  the  battery.  On  depressing  the  "  line "  key  the 
current  runs  through  the  line  and  back  by  earth,  or  in 
the  positive  directioa  On  depressing  the  "earth"  key 
(the  line-key  remaining  in  contact  with  the  zinc-connected 
strip),  the  current  runs  through  the  earth  and  back  by 
the  line,  or  in  the  negative  direction.  Telegraphiats 
ordinarily  speak  of  these  as  positive  and  negative  eurrent* 
respectively. 

400.  The  Morse  Inetrument. — The  most  widely 
used  instrument  at  the  present  day  is  the  Morse.     It  con- 


sists essentially  of  an  electromagnet,  which,  when  a 
current  passes  through  its  coils,  draws  down  an  armature 
for  a  short  or  a  long  time.  It  may  either  he  arranged  as 
a  "  BBujider,"  in  which  case  the  operator  who  is  receiving 
ilte  measaga  listens  to  the  c\ict&,  ai\4  uotlcea  wliether  the 
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intervals  between  them  are  long  or  short  ;  or  it  may  be 
arranged  as  an  "embosser,"  to  print  dots  and  dashea  upon 
a  strip  of  paper  drawn  by  clockwork  throi^jh  the  instru- 
ment. In  the  most  modem  form,  however,  the  Morso 
instrument  is  arranged  as  an  " ink-viriter  "  (Fig.  272),  in 
which  the  attraction,  of  the  armature  downwards  lifts  a 
little  inky  wheel  and  pushes  it  against  a  ribbon  of  paper. 
If  the  current  is  momentary  it  prints  a  mere  dot.  If 
the  current  continues  to  flow  for  a  longer  time  while  the 
ribbon  of  paper  moves  on  the  ink-wheel  marks  a  dash. 
The  International  Morse  code,  or  alphabet  of  dots  and 
dashea,  ia  as  follows  : — 
A  .  —  K  —  .  —         U  . .  — 


M 

W. 

N  — . 

0 

P  . 

Q . 

E.  — . 
S  ... 
T  — 

X-..— 

Z— — .. 

—    FuU  stop 

Eepetition  .  .  ■ —  —  ,  . 

Apostrophe  .  — ■ — 

The  Morse  key  is  shown  in  Tig.  %17,.     'I'a.e  Xma  -« 
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is  connected  witli  the  central  pivot  A.  A  spring  keeps 
the  front  end  of  the  key  elevated  when  not  in  use,  so 
that  the  line  wire  is  in  communication  through  the  rear 
end  of  the  key  with  the  receiving  instrument  or  relay. 
Depressing  the  key  breaks  this  communication,  and  by 
putting  the  line  wire  in  communication  with  the  sending 
battery  transmits  a  current  through  the  line. 

600.  Open   and    Closed   Circuit    "Working. — 
European    telegraphs    work    on   the    open  -  circuit  plan, 


Fig.  274. 


the  battery  being  out  of  circuit  when  no  message  is  being 
sent  American  telegraphs  are  usually  on.  the  closed- 
circuit  plan,  the  current  being  always  on  until  interrupted 
to  send  signals.  In  the  open-circuit  method,  as  it  is 
necessary  that  a  line  should  be  capable  of  being  worked 
from  either  end,  a  battery  is  used  at  each,  and  the  wires 
so  connected  that  when  at  either  end  a  message  is  being 
received,  the  battery  circuit  at  that  end  shall  be  open. 
Fig.  274  shows  the  simplest  possible  case  of  such  an 
arrangement     At  each  end  is  a  \>a\.\«t'j  %  c,  one  pole  of 
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which  is  put  to  earth,  and  the  other  commimicatea  with  ji 
Morse  key  K.  This  key  is  arranged  (like  tliat  in  Fig. 
273)  BO  that  when  it  is  depreeeed  to  send  a  signal 
through  the  line  it  quits  contact  with  the  receiving 
iustriiinent  at  its  own  end.  The  current  flowing  through 
the  line  passes  through  K'  and  'enters  a  receiving  instru- 
juent  G'  at  the  distant  end,  where  it  produces  a  signal,  and 
returns  by  the  earth  to  the  battery  whence  it  started.  A 
similar  hatteiy  and  key  at  the  distant  end  safGce  to  trans- 
mit signals  in  the  opposite  direction  to  G  when  K  is  not 
depressed.  The  di(^ram  is  drawn  as  if  G  were  a  simple 
galvanometer  ;  but  the  arrangement  would  perfectly 
suit  the  Morse  instrument,  in  which  it  is  only  required 
at  either  end  to  send  long  and  short  currents  without 
reversing  the  direction,  as  with  the  needle  instruments. 

501.  Belays.—In  working  over  long  lines,  or  where 
there  are  a  number  of  instrumenta  on  oue  circuit,  the 
currents  are  often  not  strong  enough  to  work  the  record- 
ing instrument  directly.  In  such  a  case  there  is  inter- 
posed a  relay  or  repeater.  This  instrument  consists  of 
an  electromagnet  round 
which  the  line  curi-ent 
flows,  and  whose  delicately 
poised  armature,  when  at- 
tracted, makes  contact  for 
a  local  circuit  in  which  a 
local  battery  and  the  re- 
ceiving Morse  instrument 
are  included.  The  prin- 
ciple of  the  relay  is,  then, 
that  a  current  too  weak  to  1 
do  the  work  itself  may  set  ' 
a  strong  local  current  to 
do  ite  work  for  it. 

In  Fig.  273   tlie  Morse  *'       ' 

receiver  (an  "ink-writer")  M  is  placed  in  a  local  circuit 
witli  a  local  battery  LB  and  g.  teVa^j  oi  'CattvSK^'^'s*' 
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Ofl&ce  pattern.  Whenever  a  current  in  the  line  circuit 
moves  the  tongue  of  the  relay  it  closes  the  local  circuit, 
and  causes  the  Morse  to  record  either  a  dot  or  a  dash 
upon  the  strip  of  paper.  A  view  of  the  P.O.  standard 
relay  itself  is  given  in  Fig.  275.  It  is  of  the  "  polarized" 
kind  (Art.  387) ;  a  pernianent  steel  magnet  of  compact 
shape  being  used  to  magnetize  tongues  that  are  pivoted 
between  the  poles  of  the  electromagnet. 

602.  Faults  in  Telegraph  Lines. — Faults  may 
occur  in  telegraph  lines  from  several  causes  ;  either  from 
the  breakage  of  the  wires  or  conductors,  or  from  the 
breakage  of  the  insulators,  thereby  short-circuiting  the 
current  through  the  earth  before  it  reaches  the  distant 
station,  or,  as  in  overhead  wires,  by  two  conducting  wires 
touching  one  another.  Various  modes  for  testing  the 
existence  and  position  of  faults  are  known  to  telegraph 
engineers  ;  they  depend  upon  accurate  measurements  of 
resistance  or  of  capacity.  Thus,  if  a  telegraph  cable  part 
in  mid-ocean  it  is  possible  to  calculate  the  distance  from 
the  shore  end  to  the  broken  end  by  comparing  the  resistance 
that  the  cable  is  known  to  offer  per  mile  with  the  resist- 
ance offered  by  the  length  up  to  the  fault,  and  dividing 
the  latter  by  the  former. 

603.  Duplex  and  Quadruplex  Telegraphy. — 
To  send  two  messages  through  one  wire,  one  from  each 
end,  at  the  same  time,  is  known  as  duplex  working. 
There  are  two  distinct  methods  of  arranging  apparatus  for 
duplex  working.  The  first  of  these,  known  as  the  differ- 
ential metkod^  involves  the  use  of  instruments  wound  with 
differential  coils,  and  is  applicable  to  special  cases.  The 
second  method  of  duplex  working,  known  as  the  bridge 
method,  is  capable  of  much  more  general  application. 
The  diagram  of  Fig.  276  will  explain  the  general  principle. 
The  first  requirement  in  duplex  working  is  that  the 
instrument  at  each  end  shall  only  move  in  response  to 
signals  from  the  other  end,  so  that  an  operator  at  R  may 
be  able  to  signal  to  the  distant  mBliMm.eii\.  M.'  \f vtibiout  hia 
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own  instrument  M  being  affected,  M  being  all  the  while 
in  circuit  and  able  to  receive  signals  from  the  distant 
operator  at  R'.  To  accomplish  this  the  circuit  is  divided 
at  R  into  two  branches,  which  go,  by  A  and  B  respectively, 
the, one  to  the  line,  the  other  through  a  certain  resistance 
P  to  the  eartli.  If  the  ratio  between  the  resistances  in 
the  arms  RA  and  RB  is  equal  to  the  ratio  of  the  resistances 
of  the  line  and  of  P,  then,  by  the  principle  of  Wheatstone's 
Bridge,  no  current  will  pass  through  M.  So  M  does  not 
show  any  currents  sent  from  R ;  but  M'  will  show  them, 
for  the  current  on  arriving  at  C  will  divide  into  two 
parts,  part  flowing  round  to  the  earth  by  R',  the  other 


Fig.  276. 

part  flowing  through  M'  and  producing  a  signal.  If, 
while  this  is  going  on,  the  operator  at  the  distant  R' 
depresses  his  key  and  sends  an  equal  current  in  the 
opposite  direction,  the  flow  through  the  line  will  cease  ; 
but  M  will  now  show  a  signal,  because,  although  no 
current  flows  through  the  line,  the  current  in  the  branch 
RA  will  now  flow  down  through  M,  as  if  it  had  come 
from  the  distant  R',  so,  whether  the  operator  at  R  be 
signalling  or  not,  M  will  respond  to  signals  sent  from  R'. 
In  duplexing  long  lines  and  cables  condensers  are  em- 
ployed in  the  arms  RA  and  RB  of  the  bridge  ;  and 
instead  of  a  mere  balancing  resistance  at  P  and  Q  there  is 
used  an  "  artificial  cable,"  a  combination  of  condensers 
and  resistances  to  imitate  the  electrical  properties  of  the 
actual  line  or  cable  between  the  stations. 
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The  Diplex  method  of  working  consists  in  sending 
two  niessaf,'es  at  once  through  a  wire  in  the  aame  direc- 
tion. To  do  this  it  is  needful  to  employ  instruments 
which  work  only  with  currents  in  one  given  direction. 
The  method  involves  the  use  of  pojarized  relays,  which, 
being  themaelves  permanently  magnetized,  respond  there- 
fore only  to  currents  in, one  direction. 

The  Quadruplex  method  of  working  combines  the 
duplex  and  the  diplex  methods.  On  one  and  the  same 
line  are  used  two  seta  of  instruments,  one  of  which 
{worked  by  a  polarized  relay)  works  only  when  the 
direciimi,  of  the  current  is  changed,  the  other  of  which 
(worked  by  a  non-polarized  relay  adjusted  with  springs 
to  move  only  with  a  certain  minimum  force)  works  only 
wlien  the  strength  of  the  current  is  changed  and  is  inde- 
pendent of  their  direction. 

Lesson   Ll.^Gable  TdeijTaphy 

504.  Submarine  Cablea.- — Telegraphic  communi- 
cation between  two  countries  separated  by  a  strait   or 


Fig.  m. 

ocean  is  carried  on  through  cables,  sunk  to  the  bottom  of 
the  sea,  which  carry  conducting  wires  carefully  jirotected 
by  an  outer  sheath  of  insulating  and  protecting  materials. 
The  conductor  is  usually  of  purest  copper  wire,  weighing 
frooi  70  to  400  lbs.  per  nautical  mile,  made  in  a  Beven- 
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fold  strand  to  lessen  risk  of  breaking.  Figs.  277  and 
278  show  respectively,  in  their  natural  size,  sections  of  the 
first  Atlantic  cable  laid  in  1857  and  of  one  of  the  most 
recent.  In  the  latter,  which  is  of  the  usual  type  of  cable 
for  long  lines,  the  core  is  protected  first  by  a  stout  layer 
of  guttapercha,  to  secure  perfect  insulation,  and  then  by 
an  outer  sheathing,  in  which  are  embedded  a  number  of 
strong  steel  wires.  The  shore  ends  are  even  more  strongly 
protected  by  external  wires. 

605.  Speed  of  Signalling  through  Cables. — 
Signals  transmitted  through  long  cables  are  retarded,  the 
retardation  being  due  to  two  causes. 

Firstly,  The  self-induction  of  the  circuit  prevents  the 
current  from  rising  at  once  to  its  height,  the  retardation 
being  expressed  by  von  Helmholtz's  equation  (Art.  460). 

Secondly,  The  cable  in  its  insulating  sheath,  when 
immersed  in  water,  acts  laterally  like  a  Leyden  jar  of 
enormous  capacity  (as  explained  in  Art.  301),  and  the 
first  portions  of  the  ctirrent,  instead  of  flowing  through, 
remain  in  the  cable  as  an  electrostatic  charge  on  the  sur- 
face of  the  guttapercha.  For  every  separate  signal  the 
cable  must  be  at  least  partially  charged  and  then  dis- 
charged. Culley  states  that  when  a  current  is  sent 
through  an  Atlantic  cable  from  Ireland  to  Newfoundland 
no  effect  is  produced  on  the  most  delicate  instrument  at 
the  receiving  end  for  two- tenths  of  a  second,  and  that  it 
requires  three  seconds  for  the  current  to  gain  its  full 
strength,  rising  in  an  electric  wave  which  travels  forward 
through  the  cable.  The  strength  of  the  current  falls 
gradually  also  when  the  circuit  is  broken.  The  greater 
part  of  this  retardation  is  due  to  electrostatic  charge,  not 
to  electromagnetic  self-induction.  The  number  of  signals 
that  can  be  sent  through  a  cable  in  a  given  time  is  less 
as  the  capacity  and  resistance  are  greater.  The  time 
required  to  transmit  a  given  number  of  signals  through  a 
cable  of  capacity  K  and  resistance  R  is  proportional  to 
KR :  so  the  retardation,  is  propoT.t»\oiia.\  \ji  \Js2kS.  %^W5^  ^^ 
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the  length  of  the  cable.  The  various  means  adopted  to  get 
rid  of  this  retardation  are  explained  in  Art.  302.  It  is 
usual  to  insert  in  the  circuit  at  each  end  of  the  cable 
a  condenser  of  several  microfarads,  through  which  the 
signals  pass.  The  tendency  of  the  condenser  to  dis- 
charge helps  to  curb  the  signals  and  make  each  shorter 
and  sharper.  It  is  theoretically  possible  (compare  Art. 
473)  to  compensate  capacity  by  self-induction;  but  as 
the  capacity  of  a  cable  is  lateral,  not  longitudinal,  and 
distributed  all  along  it,  the  self-induction  coils  to  com- 
pensate the  retardation  would  have  to  be  applied  as 
shunts  at  intervals.  A  cable  with  a  self-inductive  shunt 
or  leak  at  a  point  near  its  middle  transmits  signals  more 
rapidly  than  one  not  so  compensated. 

606.  Receiving  Instruments  for  Cables. — The 
mirror '  galvanometer  of  Lord  Kelvin  (Art.  216)  was 
devised  for  cable  signalling,  the  movements  of  the  spot 
of  light  sweeping  over  the  scale  to  a  short  or  a  long 
distance  sufl&cing  to  signal  the  d(5ts  and  dashes  of  the 
Morse  code.  Lord  Kelvin's  Siphon  Recorder  is  an  instru- 
ment which  writes  the  signals  upon  a  strip  of  paper  by 
the  following  ingenious  means  : — The  cable  communicates 
with  a  delicately-suspended  coil  of  wire  that  hangs  be- 
tween the  poles  of  a  powerful  magnet.  To  the  suspended 
coil  is  attached  a  fine  siphon  of  glass  suspended  by  a  silk 
fibre,  one  end  of  which  dips  into  an  ink  vessel.  The  ink 
makes  marks  upon  a  strip  of  paper  (moved  by  clockwork 
vertically  past  the  siphon),  friction  being  obviated  by 
giving  the  siphon  a  continual  minute  vibration.  The 
siphon  record  is  a  wavy  line  having  little  bends  above  or 
below  the  central  line  of  the  strip  for  dots  or  dashes. 


Lesson  LI  I. — Miscellaneous  Telegraphs 

607.  Multiplex  Telegraphs. — Varley  proposed  to 
i^end  messages  by  transmittiiig  eVfecltkally  ^^aical  tones, 
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interrupted  to  sound  as  dots  and  dashes.  This  necessi- 
tated the  transmission  of  currents  either  rapidly  alternat- 
ing or  rapidly  intermittent  Gray,  who  constructed 
harmonic  telegraphs  on  this  plan,  found  it  possible  to 
transmit  five  or  six  messages  simultaneously  in  one  line. 

By  using  at  each  end  of  a  line  two  synchronously 
revolving  distributing  switches,  it  is  possible  to  send 
several  messages  at  once  through  a  line  ;  the  distributors 
(invented  by  Delany)  causing  each  transmitting  instru- 
ment to  be  in  circuit  with  its  corresponding  receiving 
instrument  for  a  small  fraction  of  a  second  at  regular 
short  intervals. 

608.  Electric  Bells. — The  common  form  of  Electric 
Trembling  Bell  (invented  1850  by  John  Mirand)  consists 
of  an  electromagnet,  which  moves  a  hammer  backward 
and  forward  by  alternately  attracting  and  releasing  it,  so 
that  it  beats  against  a  bell.  The  arrangements  of  the 
instrument  are  shown  in  Fig.  279,  in  which  E  is  the 
electromagnet  and  H  the  hammer.  A  battery,  consisting 
of  one  or  two  Leclanchd  cells  placed  at  some  convenient 
point  of  the  circuit,  provides  a  current  when  required. 
By  touching  the  "push"  P,  the  circuit  is  completed,  and 
a  current  flows  along  the  line  and  round  the  coils  of  the 
electromagnet,  which  forthwith  attracts  a  small  piece  of 
<^oft  iron  attached  to  the  lever,  which  terminates  in  the 
hammer  H.  The  lever  is  itself  included  in  the  circuit, 
the  current  entering  it  above  and  quitting  it  at  C  by  a 
contact-breaker,  consisting  of  a  spring  tipped  with  plat- 
inum resting  against  the  platinum  tip  of  a  screw,  from 
which  a  return  wire  passes  back  to  the  zinc  pole  of  the 
battery.  As  soon  as  the  lever  is  attracted  forward  the 
circuit  is  broken  at  C  by  the  spring  moving  away  from 
contact  with  the  screw  ;  hence  the  current  stops,  and  the 
electromagnet  ceases  to  attract  the  armature,  but  the 
momentum  of  the  hammer  carries  it  forward.  Imme- 
diately afterwards,  however,  the  hammer  falls  back^  alalia, 
establishing  contact  at  C,  wTieTeMi^oii.  \\v^  ^\\sNSiIwct<i.\^  '5i^<y^ 
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more  attracted  forward,  and  ao  oil  The  push  P  is  shown 
in  sectJon  in  Fig.  280.  It  usually  conaislfl  of  a  cylindri- 
cal knob  of  ivory  or  porcelain  capable  of  moving  loosely 
a  hole  in  a  circular  support  of  porcelain  or  wood, 


and  which,  when  preased,  forces  a  platinum- tipped  spring 
against  a  metal  pin,  and  so  makes  electrical  contact  be- 
tween the  two  parts  of  tke  interrupted  circuit.  Bells 
having  a  polarized  armature,  and  withont  any  break,  are 
uaed  as  call-bella  for  telephones ;  the  generator  being  a 
small    magneto   alternator  like  Fig.   343,  diiven   by   a 

609.    Electric    Clocks    and    ChronogTaphs. — 

Clocka  may  lie  either  driven  or  controlled  by  electric 
c«rrent.i.  Bain,  Hipp,  and  others  have  devised  electric 
clocks  of  the  first  kind,  in  which  the  ordinary  motive- 
power  of  a  weight  or  spring  is  abandoned,  tlie  clock  being 
driven  by  ita  pendulum,  the  "  bob  "  of  which  is  an  electro- 
magnet  a/ternafely  attracted  Iroin  aide  to  aide.     The  difli- 
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culty  of  maintaining  a  perfectly  constant  battery  current 
lias  prevented  such  clocks  from  coming  into  use. 

Electrically  controlled  clocks,  governed  by  a  standard 
central  clock,  have  proved  a  more  fruitful  invention.  In 
these  the  standard  timekeeper  is  constructed  so  as  to 
complete  a  circuit  periodically,  once  every  minute  or  half 
minute.  The  transmitted  currents  set  in  movement  the 
hands  of  a  system  of  dials  placed  at  distant  points,  by 
causing  an  electromagnet  placed  behind  each  dial  to 
attract  an  armature,  which,  acting  upon  a  ratchet  wheel 
by  a  pawl,  causes  it  to  move  forward  through  one  tooth 
at  each  specified  interval,  and  so  carries  the  hands  round 
at  the  same  rate  as  those  of  the  standard  clock. 

Electric  chronographs  are  used  for  measuring  very 
small  intervals  of  time.  A  stylus  fixed  to  the  armature 
of  an  electromagnet  traces  a  line  upon  a  piece  of  paper 
fixed  to  a  cylinder  revolving  by  clockwork.  A  current 
sent  through  the  coils  of  the  electromagnet  moves  the 
armature  and  causes  a  lateral  notch  in  the  line  so  traced. 
Two  currents  are  marked  by  two  notches  ;  and  from  the 
interval  of  space  between  the  two  notches  the  interval  of 
time  which  elapsed  between  the  two  currents  may  be  cal- 
culated to  the  ten- thousandth  part  of  a  second  if  the 
speed  of  rotation  is  accurately  known.  The  velocity 
with  which  a  cannon  ball  moves  along  the  bore  of  the 
cannon  can  be  measured  thus. 

609a.  Telegraphy  across  Space. — It  is  possible 
to  telegraph  to  considerable  distances  without  using 
connecting  wires.  There  are  three  methods :  (1)  by 
conduction  through  the  earth  or  sea,  using  at  each  station 
a  base-line  of  telegraph  wire  earthed  at  both  ends  ;  (2)  by 
electromagnetic  induction  between  coil  and  coil  (see  Art 
224)  at  a  distance,  using  alternating  currents  ;  (3)  by 
employing  Hertz  waves  (Arts.  620-21),  detecting  them  at 
the  distant  station  on  the  plan  invented  by  Oliver  Lodge  of 
relaying  the  signals  by  a  coherer  to  a  telegraphic  receiver  or 
sounder.     This  is  the  plan  used  by  "M-acc^om  ^xA-Vj  '^^'^ « 
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TELEPHONY 

Lesson  LIII. — Electric  Telephones 

610.  Early  Telephones. — The  first  successful 
attempt  to  transmit  sounds  electrically  was  made  in 
1861  by  Reis,  who  succeeded  in  conveying  musical  and 
other  tones  by  an  imperfect  telephone.  In  this  instru- 
ment the  voice  was  caused  to  act  upon  a  point  of  loose 
contact  in  an  electric  circuit,  and  by  bringing  those  parts 
into  greater  or  less  intimacy  of  contact  (Art.  400),  thereby 
varied  the  resistance  offered  to  the  circuit.  The  trans- 
mitting part  of  Reis's  telephone  consisted  of  a  battery 
and  a  contact-breaker,  the  latter  being  formed  of  a  tym- 
panum or  diaphragm  of  stretched  membrane,  capable  of 
taking  up  sonorous  vibrations,  and  having  attached  to 
it  a  thin  elastic  strip  of  platinum,  which,  as  it  vibrated, 
beat  to  and  fro  against  the  tip  of  a  platinum  wire,  so 
making  and  breaking  contact  wholly  or  partially  at  each 
vibration  in  exactly  the  same  manner  as  is  done  with  the 
carbon  contacts  in  the  modern  transmitters  of  Blake, 
Berliner,  etc.  The  receiving  part  of  the  instrument 
consisted  of  an  iron  wire  fixed  upon  a  sounding-board 
and  surrounded  by  a  coilr-of  insulated  wire  forming  part 
of  the  circuit  The  rapid  magnetization  and  demag- 
netization  of  such  an  iron  core  will  produce  audible 
sounds  (Art.  124).     If  the  cuxieiiV.  \Qit^,VJcv^  vtQi\  wire 
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is  partially  magnetized  or  demagnetized,  giving  rise  to 
corresponding  vibrations  of  varying  amplitudes  and 
forms  ;  hence  such  a  wire  will  serve  perfectly  as  a  re- 
ceiver to  reproduce  speech  if  a  good  transmitter  is  used. 
Reis  himself  transmitted  speech  with  his  instrument,  but 
only  imperfectly,  for  all  tones  of  speech  cannot  be  trans- 
•mitted  by  abrupt  interruptions  of  the  current,  to  which 
Reis's  transmitter  is  prone  when  spoken  into,  owing  to. 
the  extreme  lightness  of  the  contact  ;  they  require  gentle 
undulations,  sometimes  simple,  sometimes  complex,  ac- 
cording to  the  nature  of  the  sound.  The  vowel  sounds 
are  produced  by  periodic  and  complex  movements  in  the 
air  ;  the  consonants  being  for  the  most  part  non-periodic. 
Reis  also  devised  a  second  receiver,  in  which  an  electro- 
magnet attracted  an  elastically- supported  armatui^e  of 
iron,  which  vibrated  under  the  attraction  of  the  more  or  . 
less  interrupted  current. 

In  1876  Elishii  Gray  devised  a  transmitter  in  which 
a  variable  water -resistance  (made  by  a  platinum  wire 
dipping  into  water)  was  acted  upon  by  the  voice.  He 
designed  an  electro-magnetic  receiver. 

Telephone  receivers  were  invented  by  Varley  and 
Dolbear,  in  which  the  attraction  betwe  :n  the  oppositely- 
electrified  armatures  of  a  condense^'  is  utilised  in  the  pro- 
duction of  sounds.  Dolbear's  receiver  consists  merely  of 
two  thin  metal  disks,  separated  by  a  very  thin  air-space. 
As  the  varying  currents  flow  into  and  out  of  this  con- 
denser the  two  disks  attract  one  another  more  or  less 
strongly,  and  thereby  vibrations  are  set  up  which  cor- 
respond to  the  vibrations  of  the  original  sound. 

In  1876  Graham  Bell  invented  the  magneto-tele- 
phone. In  this  instrument  the  speaker  talks  to  an 
elastic  plate  of  thin  sheet  iron,  which  vibrates  and 
transmits  its  every  movement  electrically  to  a  similar 
plate  in  a  similar  telephone  at  a  distant  station,  causing 
it  to  vibrate  in  an  identical  manner,  and  t\v<irc^^  \r> 
emit  identical  sounds.       The  trauaims&iOTv.  oi  'OcL'i  N-Cicsta.- 

2n 
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tions  depends  upon  the  principles  of  magneto- electric 
induction  explained  in  Lesson  XVIII.  Fig.  281  shoi/i'S 
Bell's  Telephone  in  section.  The  disk  D  is  placed  behind 
a  conical  mouthpiece,  to  which  the  speaker  places  his 
mouth  or  the  hearer  his  ear.  Behind  the  disk  is  a  mag- 
net AA  running  the  length  of  the  instrument ;  and  upon 
its  front  pole,  which  nearly  touches  the  disk,  is  fixed  a 
small  bobbin,  on  which  is  wound  a  coil  C  of  fine  insu- 
lated wire,  the  ends  of  the  coil  being  connected  with  the 
terminal    screws   FF.     One  such  instrument  is  used  to 

transmit,  and  one  to  receive  the  sounds, 
the  two  being  connected  in  simple  circuit. 
No  battery  is  needed,  for  the  transmitting 
instrument  itself  generates  the  induced 
currents  as  follows  :  The  magnet  AA 
induces  a  certain  number  of  magnetic 
lines  through  the  coil  C.  Many  of  these 
pass  into  the  iron  disk.  When  the  iron 
disk  in  vibrating  moves  toward  the 
magnet-pole,  more  magnetic  lines  meet 
it  ;  when  it  recedes,  fewer  lines  meet  it. 
Its  motion  to  and  fro  will  therefore  alter 
the  number  of  lines  which  pass  through  the 
hollow  of  the  coil  C,  and  will  therefore 
(Art.  225)  generate  in  the  wire  of  the  coils  currents 
whose  strength  is  proportional  to  the  rate  of  change  in 
the  number  of  the  lines.  Bell's  instrument,  when  used 
as  a  transmitter,  may  therefore  be  regarded  as  a  sort  of 
vibrating  dynamo,  which  pumps  currents  in  alternate 
directions  into  the  wire.  At  the  distant  end  the  currents, 
as  they  arrive  flow  round  the  coils  either  in  one  direction 
or  the  other,  and  therefore  either  add  momentarily  to  or 
take  from  the  strength  of  the  magnet.  When  the 
current  in  the  coils  is  in  such  a  direction  as  to  reinforce 
the  magnet,  the  magnet  attracts  the  iron  disk  in  front  of 
it  more  strongly  than  before.  If  the  current  is  in  the 
opposite  direction  the  disk  \a  "Veaa  ^Ut^cX^  ?wa.d.  flies  back. 


Fig.  281. 
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Hence,  whatever  movement  is  imparted  to  the  disk  of 
the  transmitting  telephone,  the  disk  of  the  distant  receiv- 
ing telephone  is  forced  to  repeat,  and  it  therefore  throws 
the  air  into  similar  vibrations,  and  so  reproduces  the 
sound.  Bell's  method  of  transmitting  was  soon  aban- 
doned (except  for  very  short  lines).  In  modem  tele- 
phonic work  Reis's  plan  of  using  a  separate  transmitter 
with  a  battery  is  universal,  the  Bell  instrument  being 
used  as  a  receiver  only  and  not  as  a  transmitter. 

511.  Edison's  Transmitter. — Edison  constructed 
a  transmitting  instrument,  in  which  thie  vibrations  of  the 
voice,  actuating  a  diaphragm  of  mica,  made  it  exert  more 
or  less  compression  on  a  button  of  prepared  lamp-black 
placed  in  the  circuit.  The  resistance  of  this  is  affected 
by  pressure  of  contacts  ;  hence  the  varying  pressures  due 
to  the  vibrations  cause  the  button  to  offer  a  varying 
resistance  to  any  current  flowing  (from  a  battery)  in  the 
circuit,  and  vary  its  strength  accordingly.  This  varying 
current  may  be  received  as  before  in  an  electromagnetic 
receiver  of  the  type  described  above,  and  there  set  up 
corresponding  vibrations.  This  instrument  also  has  been 
abandoned  in  favour  of  transmitters  of  the  microphone 
type.  Edison  also  invented  a  receiver  of  singular  power, 
which  depends  upon  a  curious  fact  discovered  by  himself, 
namely,  that  if  a  platinum  point  presses  against  a  rotating 
cylinder  of  moist  chalk,  the  friction  is  reduced  when  a 
current  passes  between  the  two.  And  if  the  point  be 
attached  to  an  elastic  disk,  the  latter  is  thrown  into 
vibrations  corresponding  to  the  fluctuating  currents 
coming  from  the  speaker's  transmittiug  instrument 

612.  Microphones. — Hughes,  in  1878,  discovered 
that  a  loose  contact  between  two  conductors,  forming  part 
of  a  circuit  in  which  a  small  battery  and  a  receiving 
telephone  are  included,  may  serve  to  transmit  sounds 
without  the  intervention  of  any  specific  tympanum  or 
diaphragm  like  those  of  Reis  and  Edison,  because.  IVvr^ 
smallest  vibrations  will  affect  the  Teaie.taiTLCfe  \kx\..  ^^^  ^ 
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tlie  point  of  loose-contact  The  Mioropbone  (Fig.  282) 
embodiea  this  principle.  In  the  form  shown  in  the 
figure,  B.  8inall  thin  pencil  of  carbon  is  eupported  loosely 
between  two  little  blocka  of  the  aame  substance  fixed  to  a 
eounding-boaird  of  thin  pine-wood,  the  blocks  being  con- 
nected with  one  or  two  small  cells  and  a  Bell  receiver. 
The  amplitude  of  the  vibrations  emitted  by  the  receiver 
may  he  much  greater  than  those  of  the  original  sounds, 
and  therefore  the  microphone   may  serve,  aa  its  name 


Fig.  292. 


indicates,  to  minify  minute  sounds,  such  as  the  ticking  ' 
of  a  watch  or  the  footfalls  of  an  insect,  and  render  them 
audible.  In  modern  telephony  microphones  under  the 
name  of  carbon  trannmitters  are  in  general  use.  In  the 
Blake  transmitter  a  pin  of  platinum  is  pressed  by  a  light 
spring  against  a  polished  plug  of  hard  carbon,  forming  a 
delicate  contact  through  which  the  current  flows.  lihia 
electrical  mechanism  is  mounted  behind  a  metal  disk  to 
lake  up  the  vibrations  of  the  speaker's  voice.  In  the 
HuRoiaga  loud-speaking  tiaiLBmiU^T  ^^-o.'iAB.ted  coke  car- 
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bon  is  placed  loosely  between  two  metal  surfaces,  so  that 
tlie  current  flows  through  the  loose  particles.  The  voice 
acts  on  all  the  loose  contacts  at  once. 

For  all  long  line  work  the  microphone  transmitter  is 
included  with  a  battery  of  one  or  two  cells  in  a  small 
local  circuit  of  low  resistance,  in  which  is  inserted  the 
primary  wire  of  a  small  transformer  or  induction  coil. 
The  secondary  wire  of  this  transformer  is  a  coil  of  fine 
wire  of  many  turns,  which  transmits  through  the  line  and 
return  circuits  much  smaller  currents  at  a  higher  voltage. 

613.  Telephone  Exchangres. — For  enabling  a 
large  number  of  subscribers  to  communicate  by  telephone 
with  one  another,  the  lines  from  each  subscriber's  instru- 
ment are  brought  to  a  central  office  known  as  a  telephone 
exchange.  Here  each  line  terminates  on  a  switch-hoard 
which  is  so  arranged  that  the  operator  can  in  an  instant 
make  a  connexion  from  the  line  of  any  one  subscriber  to 
that  of  any  other,  so  that  these  two  can  talk  together. 

614.  Hughes'  Induction  Balance. — The  extreme 
sensitiveness  of  Bell's  receiver  (Art.  510)  to  the  feeblest 
currents  has  suggested  its  employment  to  detect  currents 
too  weak  to  affect  the  most  delicate  galvanometer.       The 


Fig.  283. 


currents  must  be  intermittent,  or  alternating,  or  they  will 
not  keep  the  disk  of  the  telephone  in  vibration.     Hughes 
applied  this  property  of  the  telephone  to  an  insUMxc^^-^ 
named   the    Induction    Balance    (,¥v^.    ^^^'^.       ^  «xsisi^ 
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battery  B,  connected  with  a  microphone  M,  passes  through 
two  coils  of  wire  P^,  Pg,  wound  on  bobbins  fixed  on  a 
suitable  stand.  Above  each  of  these  primary  coils  are 
placed  two  secondary  coils,  S^,  Sg,  of  wire,  of  the  same 
size,  and  of  exactly  equal  numbers  of  turns  of  wire.  The 
secondary  coils  are  joined  to  a  receiver  T,  and  are  wound 
in  opposite  directions.  The  result  of  this  arrangement  is 
that  whenever  a  current  either  begins  or  stops  flowing  in 
the  primary  coils,  Pj  induces  a  current  in  S^,  and  Pg  in 
Sg.  As  Sj  and  Sg  are  wound  in  opposite  ways,  the  two 
currents  thus  induced  in  the  secondary  wire  neutralize 
one  another,  and,  if  they  are  of  equal  strength,  balance 
one  another  so  exactly  that  no  sound  is  heard  in  the  tele- 
phone. But  a  perfect  balance  cannot  be  obtained  unless 
the  resistances  and  the  coefl&cients  of  mutual  induction 
and  of  self-induction  are  alike.  If  a  flat  piece  of  silver  or 
copper  (such  as  a  coin)  be  introduced  between  S^  and  P^, 
there  will  be  less  induction  in  S^  than  in  Sg,  for  part  of 
the  inductive  action  in  P^  is  now  spent  on  setting  up 
currents  in  the  mass  of  the  metal  (Art  457),  and  a  sound 
will  again  be  heard  in  the  telephone.  But  balance  can 
be  restored  by  moving  Sg  farther  away  from  Pg,  until  the 
induction  in  Sg  is  reduced  to  equality  with  S^,  when  the 
sounds  in  the  telephone  again  cease.  It  is  possible  by 
this  means  to  test  the  relative  conductivity  of  difi^erent 
metals  which  are  introduced  into  the  coils.  It  is  even 
possible  to  detect  a  counterfeit  coin  by  the  indication 
thus  aftbrded  of  its  conductivity.  The  induction  balance 
has  also  been  applied  in  surgery  by  Graham  Bell  to 
detect  the  presence  of  a  bullet  in  a  wound,  for  a  lump 
of  metal  may  disturb  the  induction  when  some  inches 
distant  from  the  coils. 
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Lesson  LIV. — Oscillations  and  Waves 


615.  Electric  Oscillations. — If  a  charged  condenser 
or  Leyden  jar  is  discharged  slowly  through  a  conductor 
of  high  resistance,  such   as   a  nearly  dry  linen   thread, 
the    charge    simply    dies    away   by   a    discharge   which 
increases    in   strength   at  first   and   then   gradually  dies 
away.     If,  however,  the  condenser  is  discharged  through 
a  coil  of  wire  of  one  or  more  turns  (the  spark  being  taken 
between  polished  knobs  to  prevent  premature  partial  dis- 
charges by  winds  or  brushes),  the  effect  is  wholly  different, 
for  then  the  discharge  consists  of  a  number  of  excessively 
rapid  oscillations  or  surgings.     This  is  in  consequence  of 
the  self-induction  of  the  circuit,  by  reason  of  which  (Art. 
458)  the  current  once  set  up  tends  to  go  on.     The  first 
rush  more  than  empties  the 
condenser,  and  cliarges  it  the 
opposite  way  ;  then  follows  a 
reverse  discharge,  which  also 
overdoes  the  discharge,  and 
charges    the   condenser  the 
same  way  as  at  first,  and  so 
forth.    Each  successive  oscil- 
lation is  feebler  than  the  preceding,  so  that  after  a  numbe.^ 
of  oscillations  the  discharge  dies  away  aa  \w  Y\'^.'^%^^»  ''\^^s^ 
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spark  of  a  jar  so  discharged  really  consists  of  a  number 
of  successive  sparks  in  reverse  directions.  One  proof  of 
this,  as  pointed  out  by  Henry  in  1842  from  the  experi- 
ments of  Savery,  is  that  if  jar  discharges  through  a  coil 
are  used  to  magnetize  steel  needles,  the  direction  of  the 
magnetization  is  anomalous,  being  sometimes  one  way, 
sometimes  the  other. 

That  a  discharge  ought  under  certain  conditions  to 
become  oscillatory  was  noted  by  von  Helmholtz.  Lord 
Kelvin  in  1855  predicted  these  conditions.  If  the 
capacity  of  the  condenser  is  K  (farads),  the  resistance  of 
the  circuit  R  (ohms),  and  its  inductance  L  (henries),  there 
will  be  oscillations  if 

R<  JIl/K  ; 

and  there  will  be  no  oscillations  if 


R>  V4L/K. 

In  the  former  case  the  frequency  n  of  the  oscillations  will 
be  such  that 


VKL      4L 


4L2 

Example.— If  K=0*01  microfarad,  L  =  0-00001   henry,  and 
R  =  0,  71  =  503,000. 

If  R  is  small  n  is  nearly  equal  to  1  -^  27r^KL. 

The  oscillations  can  be  made  slower  by  increasing  either 
K  or  L.  The  oscillations  of  an  ordinary  Leyden  jar  dis- 
charge may  last  only  from  a  ten -thousandth  to  a  ten- 
millionth  of  a  second.  By  using  coils  of  well-insulated 
wire  and  large  condensers.  Lodge  has  succeeded  in  slowing 
down  the  oscillations  to  400  a  second  ;  the  spark  then 
emitting  a  musical  note.  Iron  is  found  to  retain  its 
magnetic  properties  even  for  oscillations  of  the  frequency 
of  one  million  per  second. 

Peddersen    subsequently   examined    the    spark    of    a 
Leaden  jar  by  means  of  a  xo\«a\.m%  i!cv\iiox,«iiLd  found  that 
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instead  of  being  a  single  instantaneous  discharge,  it 
exhibited  definite  fluctuations.*  With  very  small  resist- 
ances in  the  circuit,  there  was  a  true  oscillation  of  the 
electricity  backward  and  forward  for  a  brief  time.  The 
period  of  the  oscillations  was  found  to  be  proportional  to 
the  square  root  of  the  capacity  of  the  condenser.  With 
a  certain  higher  resistance  the  discharge  became  continu- 
ous but  not  instantaneous.  With  a  still  higher  resistance 
the  discharge  consisted  of  a  series  of  partial  intermittent 
discharges,  following  one  another  in  the  same  direction. 
Such  sparks  when  viewed  in  the  rotating  mirror  showed 
a  series  of  separate  images  at  nearly  equal  distances  apart. 

616.  Electric  Waves. — Though  the  increasing  and 
dying  away  of  currents,  for  example  in  cables,  is  some- 
times loosely  described  as  of  "  waves "  of  current,  these 
phenomena  are  very  different  from  those  of  true  electric 
or  electromagnetic  waves  propagated  across  space.  In  the 
case  of  true  electric  waves,  portions  of  the  energy  of  the 
current  or  discharge  are  thrown  off  from  the  conductor 
and  do  not  return  back  to  it,  but  go  travelling  on  in 
space.  If  a  current  increases  in  strength  the  magnetic 
field  around  it  also  increases,  the  magnetic  lines  enlarging 
from  the  conductor  outward,  like  the  ripples  on  a  pond. 
But  as  the  current  is  decreased  the  magnetic  lines  all 
return  back  and  close  up  upon  the  conductor ;  the  energy 
of  the  magnetic  field  returns  back  into  the  system.  But 
if  for  currents  slowly  waxing  and  waning  we  substitute 
electric  oscillations  of  excessive  rapidity,  part  of  their 
energy  radiates  off  into  the  surrounding  medium  as 
electromagnetic  waves,  and  only  part  returns  back.  As 
will  be  presently  set  forth,  these  waves  possess  all  the 
optical  properties  of  light- waves,  and  can  be  reflected, 
refracted,  polarized,  etc. 

It  is  a  fundamental  part  of  the  modern  views  of  electric 
action   that  while  an  electric   displacement  (Art.  57)  is 

*  These  electric  oscillations  were  examined  aUo  >3^  ^cNsMvsst^  ^N«t- 
beck,  Blaserna,  and  others,  notably  by  Hertz*,  a^ft  Kv\i.  ^^QXs^o^. 
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being  produced  in  a  dielectric,  the  effect  in  surrounding 
space  is  the  same  as  if  there  had  been  a  conductive  instead 
of  an  inductive  transfer  of  electricity.  Maxwell  gave  the 
name  of  displacement-current  to  the  rate  of  change 
of  the  displacement.  Experiment  proves  that  displace- 
ment-currents, while  they  last,  set  up  magnetic  fields 
around  them  ;  just  as  convexion-currents  (Art.  397)  and 
conduction-currents  do. 

617.  Resonance. — The  circumstance  that  when 
certain  definite  relations  exist  between  the  capacity  and 
inductance  of  a  circuit  and  the  frequency  of  the  periodic 
currents,  the  choking  reactions  of  these  properties  neu- 
tralize one  another,  has  been  already  alluded  to  in  Art. 
473.  And  we  have  seen  (Art.  515)  that  a  circuit  with  a 
certain  self-induction,  capacity,  and  resistance  tends  to 
oscillate  electrically  at  a  certain  frequency.  If  it  be 
placed  in  a  medium  through  which  electric  waves  of  that 
frequency  are  passing  in  such  a  position  that  the  electric 
and  electromagnetic  fields  of  the  successive  waves  can 
induce  currents  in  it,  each  wave  will  give  a  slight  impulse 
to  the  readily-excited  oscillations,  which  will  grow  in 
intensity,  just  as  small  impulses  given  to  a  pendulum  at 
the  right  times  will  make  it  swing  violently. 

The  following  experiment  of  Oliver  Lodge  beautifully 
illustrates  this  phenomenon  of  resonance^  and  at  the  same 

time  the  production  of  waves 
by  an  oscillatory  discharge. 
Two  Ley  den  jars.  Fig.  285, 
are  placed  a  little  way  apart 
ZZ  from  one  another.  One  of 
them,  charged  from  an  in- 
fluence machine  not  shown, 
is  provided  with  a  bent  wire 
to  serve  as  a  discharging 
circuit,  with  a  spark-gap  S 


W 

It: 


Fig.  286. 


between  the  polished  knobs  at  the  top.     The  second  jar  is 
provided  with  a  circuit  of  wire,  ^Aie  iivdvictance  of  which 
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can  be  adjusted  by  sliding  in  or  out  a  cross-piece  AV 
Looked  upon  the  other  portions.  A  strip  of  tinfoil  is 
brought  up  from  the  inner  coating  over  the  lip  of  this 
jar,  but  does  not  quite  touch  the  outer  coating.  If  the 
two  circuits  are  properly  tuned  together,  whenever  a 
spark  passes  in  the  gap  at  the  top  of  A,  surgings 
will  be  set  up  in  the  circuit  of  B  which  will  cause  the 
jar  to  overflow,  producing  a  spark  at  the  end  of  the  strip. 


Lesson  LV. — The  Electromagnetic  Them-y  of  Light 

518.  Maxwell's  Theory. — In  1867  Clerk  Maxwell 
put  forward  the  theory  that  the  waves  of  light  are  not 
mere  mechanical  motions  of  the  ether,  but  that  they  are 
electrical  undulations.  These  undulations  are  partly 
electrical  and  partly  magnetic,  oscillating  electrical  dis- 
placements being  accompanied  by  oscillating  magnetic 
fields  at  right  angles  to  them,  whilst  the  direction  of 
propagation  of  the  wave  is  at  right  angles  to  both. 
According  to  this  theory  the  phenomena  of  electro- 
magnetism  and  the  phenomena  of  light  are  all  due  to 
certain  modes  of  motion  in  the  ether,  electric  currents 
and  magnets  being  due  to  streams  and  whirls  or  other 
bodily  movements  in  the  substance  of  the  ether,  while 
light  is  due  to  vibrations  to  and  fro  in  it. 

An  electric  displacement  in  its  growth  or  decay 
produces  a  magnetic  force  at  right  angles  to  itself; 
it  also  produces  (by  the  peculiar  action  known  as  in- 
duction) an  electric  force  which  is  propagated  at  right 
angles  both  to  the  electric  displacement  and  to  the  mag- 
netic force.  Now  it  is  known  that  in  the  propagation  of 
light  the  actual  displacements  or  vibrations  which  con- 
stitute the  so-called  ray  of  light  are  executed  in  directions 
at  right  angles  to  the  direction  of  propagation.  This 
analogy  is  an  important  point  in  the  theory,  and  imme- 
diately suggests  the  question  wIi^VWy  \Xi^  t^^^^^Nan^  ^-aiy^'^ 
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of  propagation  are  the  same.  Now  the  velocity  of  propa- 
gation of  electromagnetic  induction  is  that  velocity  "  v  *' 
which  was  shown  (Art.  359)  to  represent  the  ratio  between 
the  electrostatic  and  the  electromagnetic  units,  and  which 
(in  air)  has  been  found  to  be 

2*9857  X  10^^  centimetres  per  second. 

And  the  velocity  of  light  (in  air)  has  been  repeatedly 
measured  (by  Fizeau,  Cornu,  Michelson,  and  others), 
giving  as  the  approximate  value 

2*9992  X  10^^  centimetres  per  second. 

From  the  equations  for  the  propagation  bi  a  disturb- 
ance in  an  electromagnetic  medium,  having  dielectric 
coefficient  k  (Art.  295)  and  permeability  /x  (Art.  363),  it 
was  calculated  by  Maxwell  that  the  velocity  ought  to  be 
numerically  =  1/  fjkjx.  And,  as  we  have  seen,  this  quan- 
tity enters  into  the  ratio  of  the  units  (Art.  360),  and 
can  be  calculated  from  them.  It  follows  that  if  there 
are  two  transparent  media  of  equal  permeability  but 
different  dielectric  capacities,  the  velocities  in  them  ought 

to  vary  relatively  inversely  as  Jk.  But  the  ratio  of.  the 
velocities  of  light  in  them  is  called  their  refractive  index. 
Hence  if  Maxwell's  theory  is  true,  the  dielectric  capacity 
of  ordinary  transparent  media  ought  to  be  equal  to  the 
square  of  the  refractive  index.  Experiments  by  Gordon, 
Boltzmann,  and  others,  show  this  to  be  approximately 
true  for  waves  of  very  great  wave-length.  The  values  are 
shown  below.     For  gases  the  agreement  is  even  closer. 


Flint  Glass 
Bisulphide  of  Carbon 
Sulphur  (mean) 
Paraffin  . 


Jt. 

3162 
1-812 
4-151 
2-32 

(Index)2. 


2-796 
2-606 
4-024 
2-33 
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Another  consequence  of  the  theory  is  that  all  conduc- 
tors, since  they  dissipate  the  energy  of  the  currents  set  up 
in  them,  ought  to  be  opaque  to  light.  Metallic  conductors 
are,  except  when  in  very  thin  films.  But  electrolytic 
liquids  are  not  opaque,  the  mechanism  of  their  conduction 
being  different  (Art.  490).  In  some  crystalline  bodies 
which  conduct  electricity  better  in  one  direction  than 
in  another,  the  opacity  to  light  differs  correspondingly. 
Coloured  crystals  of  tourmaline  conduct  electricity  better 
across  the  long  axis  of  the  crystal  than  along  that  axis. 
Such  crystals  are  much  more  opaque  to  light  passing 
along  the  axis  than  to  light  passing  across  it.  And,  in 
the  case  of  rays  traversing  the  crystal  across  the  axis,  the 
vibrations  across  the  axis  are  more  completely  absorbed 
than  those  parallel  to  the  axis  :  whence  it  follows  that 
the  transmitted  light  will  be  polarized. 

610.  Energy  Paths. — From  Maxwell's  equations 
Poynting  in  1883  drew  the  conclusion  that  in  all  cases 
where  energy  is  transferred  in  an  electric  system  it  flows 
parallel  to  the  surfaces  of  both  electric  and  magnetic 
equipotentials.  What  we  call  an  electric  current  along 
a  wire  is  rather  a  transfer  of  energy  by  an  invisible 
mechanism  in  the  medium  outside  the  wire.  Wherever 
in  the  wire  there  is  resistance,  wasting  energy  by  degrading 
it  into  heat,  at  that  point  energy  flows  in  laterally  from  the 
medium.  According  to  this  view,  the  service  of  the  wire 
is  merely  to  guide  the  energy  flow  going  on  outside  it.* 
We  know  that  when  a  current  is  started  much  energy  is 
spent  in  building  up  around  the  conductor  a  magnetic 
field,  the  amount  spent  being  ^LC^  (Art.  458).  When 
the  circuit  is  "  broken "  this  energy  flows  on  laterally 
into  the  wire,  giving  rise  to  the  so-called  extra-current 
sparks.  According  to  Poynting's  view,  which  has  been  in- 
dependently elaborated  by  Heaviside,  all  the  energy  flows 
in  similarly.  In  the  case  of  the  transfer  of  energy  in  an 
alternate-current  transformer  from  the  coils  of  the  primai-^ 
*  See  particularly  Oliver  Lodge's  Modem  Yvtwz  o|  ElftATvsvX^i. 
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circuit  to  those  of  the  secondary,  it  is  pretty  obvious  that 
the  flow  of  energy  must  take  place  laterally  to  the  copper 
wires  ;  and  it  also  takes  place  laterally  to  the  iron  wires 
of  the  core,  though  this  is  not  so  obvious. 

620.  Researches  of  Hertz. — In  1888  Hertz  found 
the  most  convincing  experimental  proofs  of  Maxwell's 
theory,  and  succeeded  in  producing  electromagnetic  waves 
in  a  way  which  permitted  him  to  examine  their  propaga- 
tion through  space,  and  to  show  that,  while  they  were 
much  larger  than  ordinary  waves  of  light,  they  possessed 
the  same  properties,  travelled  at  the  same  speed,  and  were 
capable  of  being  reflected,  refracted,  polarized,  etc. 

Of  the  power  of  oscillatory  discharges  to  propagate 
disturbances  in   the    surrounding   space   something  was 


OSCILLATOR. 
Fig.  286. 


RESONATOR. 

Fig.  287. 


already  known.  Henry  had  shown  that  they  set  up 
other  sparks  in  distant  conducting  circuits.  It  had  been 
discovered  *  that  a  spark-gap  in  the  exciting  circuit  was 
necessary.  Fitzgerald  had  definitely  proposed  to  start 
waves  by  the  oscillatory  discharges  of  small  condensers. 
But  no  one  had  systematically  followed  out  the  phenomena 
of  propagation  of  the  waves. 

Hertz  employed  to  start  the  waves  an  apparatus  called 
an  oscillator  (Fig.  286),  consisting  of  two  metallic  con- 
ductors (balls  or  plates)  united  by  a  metal  rod,  at  the 
middle  of  which  was  interposed  a  spark-gap  between  two 
well -polished    knobs.      And   to   detect  the   waves  at   a 

*  See  paper  by  the  author  in  tlie  Philosophical  Maga4diie  (September 

jsre). 
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distance  he  employed  a  resondtoTy  simply  a  circle  or  square 
of  wire,  having  in  it  a  spark-gap  capable  of  minute 
adjustment.  In  one  experiment  the  oscillator  consisted 
of  two  zinc  plates  A  and  B  (Fig.  286)  with  sides  40  cm. 
long  mounted  60  cm.  apart,  and  having  stout  copper 
wires  leading  to  a  spark-gap  between  very  brightly 
polished  brass  balls.  A  dry  wood  stand  was  a  sufficient 
insulator.  The  resonator  to  match  was  a  circle  35  cm. 
in  radius.  To  experiment  with  this  apparatus  the 
oscillator  is  joined  to  a  small   induction    coil.     When 


Pig.  288. 


a  sp'ark  snaps  across  the  gap  it  sets  up  a  temporary  con- 
ducting path  for  the  surgings  that  follow.  For  a  rush  of 
current  from  left  to  right  overcharges  the  right-hand  plate, 
and  so  there  follows  a  rush  back  from  right  to  left^  and  so  on. 
Each  spark  sent  by  the  coil  across  the  gap  consists  of  a 
dozen  or  so  oscillations,  each  lasting  about  1/100,000,000 
of  a  second,  the  period  being  determined  (Art.  515)  by  the 
capacity  and  inductance  of  the  apparatus  ;  the  discharges 
surging  backward  and  forward  from  A  to  B  until  they 
die  out  (Fig.  284).  Let  the  line  drawn  horizontally  in 
Fig.  288  be  termed  the  hose  line,  and  let  the  line  AB  be 
termed  the  line  of  oscillation.  Then  if  the  resonator  is 
placed  with  its  centre  on  the  base  line  at  a  few  feet  away 
from  the  oscillator  and  is  turned  into  various  positions., 
various   effects   are  observed.      K  Wi-^  x^'s«vi^\Rft  S&  ^*^ 
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edge-on  vertically,  no  sparks  are  observed  in  it  whatever 
the  situation  of  the  gap  in  the  circle.  If  it  is  laid  edge- 
on  horizontally  sparks  pass  between  the  balls  of  the 
resonator.  These  are  brightest  when  the  gap-space  is 
nearest  toward  the  oscillator,  so  that  the  induced  spark 
is  parallel  to  the  primary  spark.  If  the  resonator  be 
now  turned  broadside  on  to  the  oscillator  it  will  be  found 
that  there  are  sparks  when  the  gap  is  at  the  top  or 
bottom  of  the  circle — so  that  the  sparks  are  parallel  to 
the  primary  spark  ;  but  there  are  none  if  the  gap  is  at 
the  side.  The  primary  spark  does  not  here  induce  sparks 
at  right  angles  to  itself. 

The  reflexion  of  electric  waves  was  observed  in  various 
ways.  If  right  opposite  the  oscillator.  Fig.  286,  is  set  a 
large  metal  sheet  as  a  reflector,  to  send  back  the  waves 
that  pass  along  the  base  line,  stationary  nodes  will  be 
produced  at  regular  intervals.  If  the  resonator  is  put 
broadside -on,  with  its  gap  at  the  highest  point,  and 
moved  along  the  base  line  till  it  lies  flat  against  the 
reflector,  there  will  in  this  position  be  no  sparks  ;  but  if 
it  is  slowly  moved  back  from  the  sheet  sparks  will  show, 
will  come  to  a  maximum,  then  die  out  as  the  first  node 
is  reached  at  about  180  cm.  from  the  reflector.  Passing 
this  node  the  sparks  will  begin  again,  nodes  occurring  at 
equal  intervals  apart  along  the  base  line.  By  using 
large  parabolic  mirrors  Hertz  showed  that  these  electric 
waves  can  be  reflected  and  brought  to  a  focus  exactly  as 
light-waves  can  be.  Hertz  also  showed  refraction  with  a 
prism  of  pitch  ;  and  polarization  by  means  of  gratings  of 
parallel  wires. 

Later  Tesla  showed  that  the  Hertzian  effects  could  be 
much  augmented  by  increasing  the  suddenness  of  the 
spark  by  using  a  magnetic  field  to  blow  it  out.  Elihu 
Thomson  uses  an  air-blast  across  the  spark-gap  for  the 
same  purpose. 

521.  Detectors  of  Electric  Waves. — The  Hertz 
spark-gap  resonator  is  only  one  mean^  oi  ^^tfeoUiL^  electric 
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waves.  A  prepared  frog's  leg  (Art  255)  may  be  used 
instead  of  a  spark  -  gap.  A  sensitive  vacuum  -  tube, 
especially  if  primed  by  application  with  a  battery  of 
some  hundreds  of  small  cells  not  quite  able  of  themselves 
to  start  a  spark,  forms  a  good  explorer.  Electrometers ; 
thin  wires  capable  of  expanding  when  heated  by  the 
induced  currents  ;  and  galvanometers  in  circuit  with  the 
gap,  are  amongst  the  possible  means.  Best  of  all  is  Lodgie's 
device  of  a  tube  partly  filled  with  metallic  filings,  inserted 
in  circuit  with  a  galvanometer  and  a  single  cell.  The 
resistance  of  the  filings  is  very  great,  and  little  current 
flows,  until  an  electric  wave  impinges  upon  the  tube, 
when  at  once  the  filings  conduct  (compare  Art.  400  on 
conductance  of  powers).  On  lightly  tapping  the  tube  the 
filings  fall  back  into  their  former  state.  Using  such  a  . 
detector,  called  a  coherer,  and  an  oscillator  consisting  of  a 
highly  polished  brass  ball  between  two  smaller  balls.  Lodge 
has  shown  how  these  electric  waves  can  pass  hundreds 
of  feet  through  walls  and  floors  of  houses.  This  invention 
is  the  basis  of  so-called  unreUss  telegraphy ;  the  coherer  cur- 
rent beiug  used  in  turn  to  operate  a  telegraphic  receiver. 

522.  Properties  of  Electric  Waves. — The  uni- 
versal equation  connecting  frequency  w,  wave-length  A, 
and  velocity  of  propagation  v  is  :  v  =  nX.  Taking  v 
(in  air)  as  3  x  10^^  (cms.  per  sec.)  as  the  velocity  of  light, 
and  the  measured  length  of  the  red  waves  (the  longest 
visible)  as  0 '0000 7  6,  it  follows  that  the  frequency  of 
oscillation  of  these  must  be  no  less  than  395  x  10^^. 
The  waves  artificially  produced  by  electric  oscillations 
are  of  much  lower  frequency  than  these,  and  their  wave 
length  proportionally  longer.  Their  wave-length  depends 
on  the  size  of  the  apparatus  used  as  oscillator,  just  as 
the  note  emitted  by  an  iron  cylinder  when  struck 
on  its  end  depends  on  the  length  of  the  cylinder.  The 
wave-length  of  waves  emitted  from  an  oscillator  consisting 
of  a  wire  with  a  small  capacity  at  each  end  \&  \r«\sjai 
the  length  of  the  wire.     That  oi  ^^.n^^  ^\£a\X&Sy.  "ttcs^ 

2  o 
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a  Rphere  (Fig.  389)  of  diameter  d  is  2irdjj3  or  3-6  d  ; 

but  they  die  out  after  about  I  vibratioa     If  a  apark-gap 

is  made  between  two  knobs  across  tiie  diameter  of  a 

hollow     cylinder,    the     wave- 

9  length  of  the  waves  emitted 

from  the  end  of  the  cylinder 
[a      is  about  equal  to  its  diameter, 
f  y       and  the  vibrations  are  numer- 
I         OU3  before  all   the  energy  baa 
I       been   radiated   away.     Using 
nmiLilH        I  ^^         .i-iihiii'ii.fl    symmetrical     pairs    of    con- 
Tm  \      densera      carefully     adjusted, 

I  iB  Ebert  has  obtained  oscillations 

that  do  not  die  out  till  after 
20,000  periods. 

The  currents  produced  in 
wires  by  oscillations  of  such  enormous  frequency  are  only 
skin-currents  (Art.  478),  the  inner  part  of  the  wire  being 
idle.  Hence  for  such  currents  the  impedii^  resistance 
of  a  stout  copper  wire  may  be 
millions  of  ohms.  One  evidence  t 
of  this  is  afforded  by  the  tendency 
to  lateral  discharge.  This  i 
readily  shown  by  connecting 
between  the  Leyden  jars  of  a 
influence  machine  a  loop  of  stout 
copper  «ire  bent  as  m  Fig  290 
When  a  disohai^e  takes  place 
betneen    the    knobs,   there  mil  Fig.  290. 

be  an  oscillate  r^  current  set  up 

between  the  outer  coatings  also  and  this  oscillatory 
current  rathec  than  flow  along  the  metal  loop  will  jump 
as  a  spark  acrow  the  ]  arts  that  he  nearest  ti^ether.  The 
tendency  of  lightning  tj  produce  lateral  diachai^es  is 
relied  upon  bv  Oliver  Lodge  in  I  is  contention  as  to  the 
osfiUatir^  chiracter  of  the  flash 

323.  Travellinsr  ofWavea  aVottg 'WiceB. — I  fan 
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oscillatory  spark  is  sent  into  one  end  of  a  long  wire,  by 
the  time  that  the  second  pulsation  reaches  its  maximum 
the  first  will  have  travelled  a  certain  distance  which  may 
be  called  the  wave-length  of  the  disturbance.     According 
to  MaxwelFs  theory  the  velocity  of  propagation  will  be 
equal  to  that  of  light,  the  energy  really  travelling  through 
the  air,  and  settling  down  laterally  into  the 
wire.     It  appears  from  experiment  that  the 
velocity  of  a  wave  guided  by  a  wire  is  the 
same  as  that  of  a  wave  travelling  in  free 
air.     That   the   speed   of  travelling  is  in- 
dependent of  the  thickness  or  materials  of 
the  wire  was  proved  in  1870  by  Von  Bezold 
using   the   device    of   Fig.    291.      Let   an 
oscillatory  discharge  be  sent  by  a  wire  at  G 
into  a  rectangular  circuit  ABCD,  having  a    B     PQ     D 
spark-gap  PQ  midway  between  B  and  D.        pig,  291. 
It  is  evident  that  if  G  is  midway  between 
A  and  C  the  impulses  will  arrive  simultaneously  at  P 
and  Q  if  both  sides  of  the  system  are  alike  ;  and  there 
will  be  no  spark.     If  now  one  side,  say  CD,  be  made  of 
iron  and  the  other,  AB,  of  copper,  it  will  be  found  that 
still  the  discharge  must  be  led  in  at  G,  exactly  midway 
if  there  is  to  be  no  spark. 


Lesson  LVI. — Other  Relations  between  Light  and 

Electricity 

524.  Electro  -  optical  Phenomena.  —  Of  late 
years  several  important  relations  have  been  observed 
between  electricity  and  light.  These  observations  may 
be  classified  under  the  following  heads  : — 

(i.)  Production    of   double    refraction    by    dielectric 

stress, 
(ii.)  Rotation  of  plane  of  polaTizaWoxv.  oi  ^  ^^n^  qW^^s^ 
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on  traversing  a  transparent  medium  placed  in  a 
magnetic  field,  or  by  reflexion  at  the  surface  of  a 
magnet 

(iii.)  Change  of  electric  resistance,  exhibited  by- 
selenium  and  other  bodies  during  exposure  to 
light. 

(iv.)  Photo-chemical  excitation  of  electromotive  forces. 
(v.)  Relation  between  refractive  index  and  dielectric 
capacity  of  transparent  bodies. 

(vi.)  Electric  effect  of  ultra-violet  light. 

It  was  announced  by  Mrs.  Somerville,  by  Zantedeschi,  and 
others,  that  steel  needles  could  be  magnetized  by  exposing 
portions  of  them  to  the  action  of  violet  and  ultra-violet  rays  of 
light ;  the  observations  were,  however,  erroneous. 

Bidwell  has  found  that  light  falling  upon  a  recently  de- 
magnetized piece  of  iron  produces  an  instantaneous  revival  of 
magnetism. 

626.  Electrostatic  Optical  Stress. — In  1876 
Dr.  Kerr  of  Glasgow  discovered  that  glass  when  subjected 
to  a  severe  electrostatic  stress  undergoes  an  actual  strain, 
which  can  be  observed  by  the  aid  of  a  beam  of  polarized 
light.  In  the  original  experiment  two  wires  were  fixed 
into  holes  drilled  in  a  slab  of  glass,  but  not  quite  meeting, 
so  that  when  these  were  placed  in  connexion  with  the 
terminals  of  an  induction  coil  or  of  an  influence  machine 
the  accumulating  charges  on  the  wires  subjected  the 
intervening  dielectric  to  an  electrostatic  tension  along 
the  electric  lines  of  force.  The  slab  when  j^laced  between 
two  Nicol  prisms  as  polarizer  and  analyzer*  exhibited 
double  refraction,  as  if  it  had  been  subjected  to  a  pull 
and  had  expanded  along  the  direction  of  the  electric 
force.  Bisulphide  of  carbon  and  other  insulating  liquids 
exhibit  similar  phenomena,  but  fatty  oils  of  animal  and 

*  A  ray  of  light  is  said  to  be  polarized  if  the  vibrations  take  place  In 
one  plane.  Ordinary  light  can  be  reduced  to  this  condition  by  passing  it 
through  a  suitable  polarizing  apparatus  (such  as  a  Nicol  prism,  a  thin 
slice  of  tourmaline  crystal,  etc.^ 
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vegetable  origin  exhibit  an  action  in  the  negative 
direction,  as  if  they  had  contracted  along  the  electric 
lines.  It  is  found  that  the  difference  of  retardation 
between  the  ordinary  and  extraordinary  waves  per  unit 
thickness  of  the  dielectric  is  proportional  to  the  square 
of  the  resultant  electric  force.  The  axis  of  double  refraction 
is  along  the  line  of  the  electric  force.  Quincke  has 
pointed  out  that  these  phenomena  can  be  explained  by 
the  existence  of  electrostatic  expansions  and  contractions, 
stated  in  Art.  300. 

626.  Magneto-optic  Rotation  of  the  Plane  of 
Polarization  of  Light. — In  1845  Faraday  discovered 
that  a  wave  of  light  polarized  in  a  certain  plane  can  be 
twisted  round  by  the  action  of  a  magnet,  so  that  the 
vibrations  are  executed  in  a  different  plane.  The  plane 
in  which  a  beam  is  polarized  can  be  detected  by  observing 
it  through  a  second  Nicol  prism  (or  tourmaline),  for 
each  such  polarizer  is  opaque  to  waves  polarized  in  a  plane 
at  right  angles  to  that  plane  in  which  it  would  itself 
polarize  light.  Faraday  caused  a  polarized  beam  to  pass 
through  a  piece  of  a  certain  "heavy  glass"  (consisting 
chiefly  of  borate  of  lead),  lying  in  a  powerful  magnetic 
field,  between  the  poles  of  a  large  electromagnet,  through 
the  coils  of  which  a  current  could  be  sent.  In  the  path 
of  the  emerging  beam  was  placed  as  analyzer  a  second 
Nicol  prism  which  had  been  turned  round  until  all  the 
light  was  extinguished.  In  this  position  its  own  plane  of 
symmetry  was  at  right  angles  to  the  plane  of  polarization 
of  the  beam.  On  completing  the  circuit,  light  was  at  once 
seen  through  the  analyzing  Nicol  prism,  proving  that  the 
waves  had  been  twisted  round  into  a  new  position,  in  which 
the  plane  of  polarization  was  no  longer  at  right  angles 
to  the  plane  of  symmetry  of  the  analyzer.  But  if  the 
analyzing  Nicol  prism  was  itself  turned  round,  a  new 
position  could  be  found  (at  right  angles  to  the  plane  of 
polarization  of  the  waves)  at  which  the  light  was  once  more 
extinguished.     The  direction  of  the  ma^gneto-optic  rotation 
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of  the  plane  of  polarization  is  the  same  (for  diamagnetic 
media)  ow  that  in  which  the  current  flows  which  produces  the 
magnetism.  Verdet  discovered  the  important  law  that, 
with  a  given  material,  the  amount  of  rotation  is  pro- 
portional to  the  strength  of  the  magnetic  force  U.  In  case 
the  waves  do  not  pass  straight  along  the  direction  of  the 
field,  the  amount  of  rotation  is  proportional  to  the  cosine 
of  the  angle  ^  between  the  direction  of  the  beam  and  the  lines 
of  force.  It  is  also  proportional  to  the  length  I  of  the 
material  through  which  the  waves  pass.  These  laws  are 
comhined  in  the  equation  for  the  rotation  6  : 

0=W     •}!     '    COS    P     '     ly 

where  w  is  a,  coefficient  which  represents  the  specific 
magnetic  rotatory  power  of  the  given  substance,  and  is 
known  as  VerdeVs  constant.  Now,  H  •  cos  fi  '  I  is  the 
difference  of  magnetic  potential  between  the  point  A 
where  the  wave  enters  and  B  where  it  leaves  the  medium. 
Hence 

6 

The  value  of  Verdet's  constant  for  yellow  sodium 
light,  at  18°  C,  has  been  carefully  determined.  Its  value 
(in  radians  per  unit  fall  of  magnetic  potential)  is,  in 
bisulphide  of  carbon  1-222  x  10"^  ;  in  water  0-375  x  10-^; 
in  heavy  glas3  2*132  x  lO"^.  For  diamagnetic  substances 
the  coefficient  is  usually  positive;  but  in  the  case  of 
many  magnetic  substances,  such  as  solutions  of  ferric 
chloride,  has  a  negative  value  (i.e.  in  these  substances  the 
rotation  is  in  the  opposite  direction  to  that  in  which  the 
magnetizing  current  flows).  The  phenomenon  discovered 
by  Hall  (Art.  397)  appears  to  be  intimately  related  to 
the  phenomenon  of  magneto-optic  rotation.  For  light  of 
different  colours  the  rotation  is  not  equal,  but  varies  very 
nearly  inversely  as  the  square  of  the  wave-length. 

Gases  also  rotate  the  plane  o£  -^olaxvLaXion  of  light  in 
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a  magnetic  field  with  varying  amounts  ;  coal-gas  and 
carbonic  acid  being  more  powerful  than  air  or  hydrogen  ; 
oxygen  and  ozone  being  negative.  The  rotation  is  in  all 
cases  very  slight,  and  varies  for  any  gas  in  proportion  to 
the  quantity  of  gas  traversed.  H.  Becquerel  has  shown 
that  the  plane  of  the  natural  polarization  of  the  sky  does 
not  coincide  with  the  plane  of  the  sun,  but  is  rotated  by 
the  influence  of  the  earth's  magnetism  through  an  angle 
which,  however,  only  reached  59'  of  arc  at  a  maximum 
on  the  magnetic  meridian. 

We  have  seen  (Arts.  126,  397,  and  398)  what  evidence  there 
is  for  thinking  that  magnetism  is  a  phenomenon  of  rotation,  there 
being  a  rotation  of  something  around  an  axis  lying  in  the  direction 
of  the  magnetization.  Such  a  theory  would  explain  the  rotation 
of  the  plane  of  polarization  of  a  ray  passing  through  a  magnetic 
field.  For  a  ray  of  plane-polarized  light  may  be  conceived  of  as 
consisting  of  a  pair  of  (oppositely)  circularly-polarized  waves,  in 
which  the  right-handed  rotation  in  one  ray  is  periodically  counter- 
acted by  an  equal  left-handed  rotation  in  the  other  ray  ;  and  if 
such  a  motion  were  imparted  to  a  medium  in  which  there  were 
superposed  a  rotation  (such  as  we  conceive  to  take  place  in  every 
magnetic  field)  about  the  same  direction,  one  of  these  circularly- 
polarized  rays  would  be  accelerated  and  the  other  retarded,  so 
that,  when  they  .were  again  compounded  into  a  single  plane- 
polarized  ray,  this  plane  would  not  coincide  with  the  original 
plane  of  polarization,  but  would  be  apparently  turned  round 
through  an  angle  proportional  to  the  superposed  rotation. 

627.  Kerr's  Effect. — Dr.  Kerr  showed  in  1877 
that  a  ray  of  polarized  light  is  also  rotated  when  reflected 
at  the  surface  of  a  magnet  or  electromagnet.  When  the 
light  is  reflected  at  a  pole  the  plane  of  polarization  is 
turned  in  a  direction  contrary  to  that  in  which  the 
magnetizing  current  flows.  If  the  light  is  reflected  at  a 
point  on  the  side  of  the  magnet  it  is  found  that  when 
the  plane  of  polarization  is  parallel  to  the  plane  of 
incidence  the  rotation  is  in  the  same  direction  as  that  of 
the  magnetizing  current ;  but  that,  when  the  plane  of 
polarization  is  perpendicular  to  the  plane  of  incidence^ 
the    rotation   is  in    the  same   dVxeclvoTv.  ^^  >i)a».\.  <^\  "^^ 


568  ELECTRICITY  AND  MAGNETISM        part  ii 

magnetizing  current  only  when  the  incidence  exceeds 
75**,  being  in  the  opposite  direction  at  lesser  angles  of 
incidence. 

528.  Kundt's  Effect. — Kundt  found  that  the  plane 
of  polarization  of  light- waves  is  also  rotated  if  the  light 
is  passed  through  a  film  of  iron  so  thin  as  to  be  trans- 
parent, if  placed  transversely  in  a  magnetic  field. 

529.  Photo-electric  Properties  of  Selenium, 
— In  1873  Willoughby  Smith  announced  the  discovery 
(by  J.  E.  Mayhew)  that  the  element  selenium  possesses 
the  abnormal  property  of  changing  its  electric  resistance 
under  the  influence  of  light.  Ordinary  fused  or  vitreous 
selenium  is  a  very  bad  conductor  ;  its  resistance  being 
nearly  forty-thousand-million  (3*8  x  10^^)  times  as  great 
as  that  of  copper.  When  carefully  annealed  (by  keeping 
for  some  hours  at  a  temperature  of  about  220"  C,  just 
below  its  fusing  point,  and  subsequent  slow  cooling)  it 
assumes  a  crystalline  condition,  in  which  its  electric 
resistance  is  considerably  reduced.  In  the  latter  condi- 
tion, especially,  it  is  sensitive  to  light.  Adams  found 
that  greenish-yellow  rays  were  the  most  effective.  He 
also  showed  that  the  change  of  electric  resistance  varies 
directly  a>s  the  square  root  of  the  illumination,  and  that  the 
resistance  is  less  with  a  high  electromotive-force  than  a 
low  one.  In  1879,  Graham  Bell  and  Sumner  Tainter 
devised  "selenium  cells,"  in  which  annealed  selenium 
is  formed  into  narrow  strips  between  the  edges  of  broad 
conducting  plates  of  brass,  thus  securing  both  a  reduction 
of  the  transverse  resistance  and  a  large  amount  of  surface- 
exposure  to  light.  Thus  a  cell,  whose  resistance  in  the 
dark  was  300  ohms,  when  exposed  to  sunlight  had  a 
resistance  of  but  160  ohms.  This  property  of  selenium 
these  investigators  applied  in  the  construction  of  the 
Photophone,  an  instrument  which  transmits  sounds 
to  a  distance  by  means  of  a  beam  of  light  reflected  to 
a  distant  spot  from  a  thin  mirror  thrown  into  vibrations 
by    the   voice;    the    beam    falling,    consequently,    with 
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varying  intensity  upon  a  receiver  of  selenium  connected 
in  circuit  with  a  small  battery  and  a  Bell  telephone 
receiver  (Art.  510)  in  which  the  sounds  are  reproduced 
by  the  variations  of  the  current. 

Similar  properties  are  possessed,  to  a  smaller  degree, 
by  tellurium.     Carbon  is  also  sensitive  to  light. 

530.  Photo -chemical  Cells. — About  the  middle 
of  the  present  century  Becquerel  showed  that  when  two 
plates  of  silver,  coated  with  freshly-deposited  chloride  of 
silver,  are  placed  in  a  cell  with  water  and  connected  with 
a  galvanometer,  a  current  is  observed  to  pass  when  light 
falls  upon  one  of  the  two  plates,  the  exposed  plate  acting 
as  an  anode  ;  and  Minchin  has  more  recently  shown  the 
efficiency  of  other  photo-chemical  combinations.  Some  of 
these  are  very  sensitive  to  electric  waves  of  greater  wave- 
length. 

631.  Photo-electric  Loss  of  Charge. — In  1887 
Hertz  made  the  discovery  that  a  spark  starts  more 
readily  between  the  balls  of  a  discharger  when  illumin- 
ated by  light  that  is  rich  in  violet  and  ultra-violet  rays 
(magnesium  light,  arc  light,  or  spark  of  induction 
coil)  than  when  not  so  illuminated.  The  effect  varies 
with  different  metals,  with  their  cleanness,  the  nature  of 
the  surrounding  gas,  with  the  kind  of  charge,  and  with 
the  polarization  of  the  light.  In  ultra-violet  light  freshly 
polished  zinc  in  air  rapidly  discharges  a  negative  charge, 
but  not  a  positive  one.  On  the  other  hand  the  peroxides, 
in  an  atmosphere  of  hydrogen,  when  so  illuminated 
readily  discharge  positive  charges.  The  effect  is  stronger 
when  the  plane  of  the  vibration  of  the  incident  waves  is 
at  right  angles  to  the  surface  than  when  the  polarization 
is  in  a  parallel  plane.  The  phenomenon  appears  to  be 
due  to  the  small  light -waves  stimulating  chemical  re- 
actions which  do  not  occur  except  (Art.  322)  by  a  species 
of  electric  exchange.  In  a  strong  magnetic  field  no  such 
discharges  occur.  Hallwachs  charged  clean  zinc  plates 
positively  by  exposure  to  ultra-violet  light. 
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APPENDIX   B 

Order  in  Council  on  Electrical  Units  and 
Standards  (Abstract) 

Dated  the  2drd  day  of  August  1894 

• 

Whereas  by  "The  Weights  and  Measures  Act,  1889,"  it  is 
amoug  other  things  enacted  that  the  Board  of  Trade  shall 
from  time  to  time  cause  such  new  denominations  of  standards 
for  the  measurement  of  electricity  as  appear  to  them  to  be 
required  for  use  in  trade  to  be  made  and  duly  verified. 

And  whereas  it  has  been  made  to  appear  to  the  Board  of 
Trade  that  new  denominations  of  standards  are  required  for 
use  in  trade  based  upon  the  following  units  of  electrical 
measurement,  viz.  : — 

1.  The  ohm,  which  has  the  value  10*  in  terms  of  the  centi- 
metre and  the  second  of  time,  and  is  represented  by  the 
resistance  offered  to  an  unvarying  electric  current  by  a  column 
of  mercury  at  the  temperature  of  melting  ice,  14*4521 
grammes  in  mass  of  a  constant  cross  sectional  area  and  of  a 
length  of  106*3  centimetres. 

2.  The  ampere,  which  has  the  value  ^  in  terms  of  the 
centimetre,  the  gramme,  and  the  second  of  time,  and  which  is 
represented  by  the  unvarying  electric  current  which,  when 
passed  through  a  solution  of  nitrate  of  silver  in  water,  in 
accordance  with  the  specification  appended  hereto,  deposits 
silver  at  the  rate  of  0*001118  of  a  gramme  per  second. 

3.  The  volt,  which  has  the  value  10^,  in  terms  of  the  centi- 
metre, the  gramme,  and  the  second  of  time,  being  the 
electrical  pressure  that,  if  steadily  applied  to  a  conductor 
whose  resistance  is  one  ohm,  will  produce  a  current  of  one 

ampere,  and  which  is  represented.  \i^  0*^974  QHI^)  of  the 


APPENDIX  573 


electrical  pressure  at  a  temperature  of  15**  C.  between  the 
poles  of  the  voltaic  cell  known  as  Clark's  cell,  set  up  in 
accordance  with  the  specification  appended  hereto.* 

And  whereas  they  have  caused  the  said  new  denominations 
of  standards  to  be  made  and  duly  verified, 

Now  THEREFORE,  Her  Majesty,  by  virtue  of  the  power 
vested  in  Her  by  the  said  Act,  by  and  with  the  advice  of  Her 
Privy  Council,  is  pleased  to  approve  the  several  denominations 
of  standards  set  forth  in  the  scnedule  hereto  as  new  denomina- 
tions of  standards  for  electrical  measurement. 


SCHEDULE 

I.— Standard  of  Electrical  Resistance 

A  standard  of  electrical  resistance  denominated  one  ohm 
being  the  resistance  between  the  copper  terminals  of  the 
instrument  marked  ' '  Board  of  Trade  Ohm  Standard  Verified 
1894  "  to  the  passage  of  an  unvarying  electrical  current  when 
the  coil  of  insulated  wire  forming  part  of  the  aforesaid  instru- 
ment and  connected  to  the  aforesaid  terminals  is  in  all  parts 
at  a  temperature  of  15*4°  C. 


II. — Standard  of  Electrical  Current 

A  standard  of  electrical  current  denominated  one  ampere 
being  the  current  which  is  passing  in  and  through  the  coils 
of  wire  forming  part  of  the  instrument  marked  ' '  Board  of 
Trade  Ampere  Standard  Verified  1894"  when  on  reversing 
the  current  in  the  fixed  coils  the  change  in  the  forces  acting 
upon  the  suspended  coil  in  its  sighted  position  is  exactly 
balanced  by  the  force  exerted  by  gravity  in  Westminster  upon 
the  iridio-platinum  weight  marked  A,  and  forming  part  of  the 
said  instrument. 


III. — Standard  of  Electrical  Pressure 

A  standard  of  electrical  pressure  denominated  one  volt 
being  one  hundredth  part  of  the  pressure  which  when  applied 
between  the  terminals  forming  part  of  the  instrument  marked 
"Board  of  Trade  Volt  Standard  Verified  1894"  causes  that 

*  See  Appendix  C 
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rotation  of  the  suspended  portion  of  the  instrument  which  is 
exactly  measured  by  the  coincidence  of  the  sighting  wire  with 
the  image  of  the  fiducial  mark  A  before  and  after  application 
of  the  pressure  and  with  that  of  the  fiducial  mark  B  during 
the  application  of  the  pressure,  these  images  being  produced 
by  the  suspended  mirror  and  observed  by  means  of  the  eye- 
piece. 

The  coils  and  instruments  are  deposited  at  the  Board  of 
Trade  Standardizing  Laboratory,  Whitehall,  London. 


APPENDIX   C 


Official  Specification  for  the  Preparation  of  the 

Clark  Cell 


Definition,  of  the  Cell 

The  cell  consists  of  zinc  or  an  amalgam  of  zinc  with  mer- 
cury and  of  mercury  in  a  neutral  saturated  solution  of  zinc 
sulphate  and  mercurous  sulphate  in  water,  prepared  with 
mercurous  sulphate  in  excess. 


Preparation  of  the  Materials 

1.  The  Mercury. — To  secure  purity  it  should  be  first 
treated  with  acid  in  the  usual  maimer,  and  subsequently 
distilled  in  vacuo. 

2.  The  Zinc.  — Take  a  portion  of  a  rod  of  pure  redistilled  zinc, 
solder  to  one  end  a  piece  of  copper  wire,  clean  the  whole  with 
glass  paper  or  a  steel  burnisher,  carefully  removing  any  loose 
pieces  of  the  zinc.  Just  before  making  up  the  cell  dip  the 
zinc  into  dilute  sulphuric  acid,  wash  with  distilled  water,  and 
dry  with  a  clean  cloth  or  filter  paper. 

3.  The  Mercurous  Sulphate. — Take  mercurous  sulphate, 
purchased  as  pure,  mix  with  it  a  small  quantity  of  pure  mer- 
cury, and  wash  the  whole  thoroughly  with  cold  distilled 
water  by  agitation  in  a  bottle  ;  drain  off  the  water,  and  repeat 
the  process  at  least  twice.  After  the  last  washing,  drain  off 
as  much  of  the  water  as  possible. 

4.  The  Zinc  Sulphate  Solution. — Prepare  a  ueutTol  'eafc^s^- 
rated  solution  of  pure  ("  pure  recryataWv/.^^''^  iVtir.  "sasX^^^^^s^ 
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mixing  in  a  flask  distilled  water  with  nearly  twice  its  weight 
of  crystals  of  pure  zinc  sulphate,  and  adding  zinc  oxide  in  the 
proportion  of  about  2  per  cent  by  weight  of  the  zinc  sulphate 
crystals  to  neutralise  any  free  acid.  The  crystals  should  be 
dissolved  with  the  aid  of  gentle  heat,  but  the  temperature  to 
which  the  solution  is  raised  should  not  exceed  30"  C.  Mer- 
curous  sulphate  treated  as  described  in  (3)  should  be  added  in 
the  proportion  of  about  12  per  cent  by  weight  of  the  zinc 
sulphate  crystals  to  neutralise  any  free  zinc  oxide  remaining, 
and  the  solution  filtered,  while  still  warm,  into  a  stock  bottle. 
Crystals  should  form  as  it  cools. 

5.  The  Mercurous  Sulphate  aind  Zinc  Sulphate  Paste. — Mix 
the  washed  mercurous  sulphate  with  the  zinc  sulphate  solu- 
tion, adding  suflicient  crystals  of  zinc  sulphate  from  the  stock 
bottle  to  ensure  saturation,  and  a  small  quantity  of  pure  mer- 
cury. Shake  these  up  well  together  to  form  a  paste  of  the 
consistence  of  cream.  Heat  the  paste,  but  not  above  a  tem- 
perature of  30°  C.  Keep  the  paste  for  an  hour  at  this 
temperature,  agitating  it  from  time  to  time,  then  allow  it  to 
cool ;  continue  to  shake  it  occasionally  while  it  is  cooling. 
Crystals  of  zinc  sulphate  should  then  be  distinctly  visible, 
and  should  be  distributed  throughout  the  mass  ;  if  this  is  not 
the  case  add  more  crystals  from  the  stock  bottle,  and  repeat 
the  whole  process. 

This  method  ensures  the  formation  of  a  saturated  solution 
of  zinc  and  mercurous  sulphates  in  water. 

To  set  up  the  Cell 

The  cell  may  conveniently  be  set  up  in  a  small  test  tube  of 
about  2  centimetres  diameter,  and  4  or  5  centimetres  deep. 
Place  the  mercury  in  the  bottom  of  this  tube,  filling  it  to  a 
depth  of  say  0'5  centimetre.  Cut  a  cork  about  0*5  centimetre 
thick  to  tit  the  tube  ;  at  one  side  of  the  cork  bore  a  hole 
through  which  the  zinc  rod  can  pass  tightly  ;  at  the  other 
side  bore  another  hole  for  the  glass  tube  which  covers  the 
platinum  wire  ;  at  the  edge  of  the  cork  cut  a  nick  through 
which  the  air  can  pass  when  the  cork  is  pushed  into  the  tube. 
Wash  the  cork  thoroughly  with  warm  water,  and  leave  it  to 
soak  in  water  for  some  hours  before  use.  Pass  the  zinc  rod 
about  1  centimetre  through  the  cork. 

Contact  is  made  with  the  mercury  by  means  of  a  platinum 

wire  about  No.   22  gauge.     This   is  protected  from  contact 

with  the  other  materials  of  the  cell  by  being  sealed  into  a 

glass  tube.     The  ends  of  the  wire  T^io^ect  ftom.  the  ends  of  the 
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tube  ;  one  end  forms  the  terminal,  the  other  end  and  a  portion 
of  the  glass  tube  dip  into  the  mercury. 

Clean  the  glass  tube  and  platinum  wire  carefully,  then 
heat  the  exposed  end  of  the  platinum  red  hot,  and  insert  it  in 
the  mercury  in  the  test  tube,  taking  care  that  the  whole  of 
the  exposed  platinum  is  covered. 

Shake  up  the  paste  and  introduce  it  without  contact  with 
the  upper  part  of  the  walls  of  the  test  tube,  filling  the  tube 
above  the  mercury  to  a  depth  of  rather  more  than  1  centi- 
metre. 

Then  insert  the  cork  and  zinc  rod,  passing  the  glass  tube 
through  the  hole  prepared  for  it.  Pusn  the  cork  gently  down 
until  its  lower  surface  is  nearly  in  contact  with  the  liquid. 
The  air  will  thus  be  nearly  all  expelled,  and  the  cell  should 
be  left  in  this  condition  for  at  least  24  hours  before  sealing, 
which  should  be  done  as  follows  : 

Melt  some  marine  glue  until  it  is  fluid  enough  to  pour  by 
its  own  weight,  and  pour  it  into  the  test-tube  above  the  cork, 
using  sufficient  to  cover  completely  the  zinc  and  soldering. 
The  glass  tube  containing  the  platinum  wire  should  project 
some  way  above  the  top  of  the  marine  glue. 

The  cell  may  be  sealed  in  a  more  permanent  manner  by 
coating  the  marine  glue,  when  it  is  set,  with  a  solution  of 
sodium  silicate,  and  leaving  it  to  harden. 

The  cell  thus  set  up  may  be  mounted  in  any  desirable 
manner.  It  is  convenient  to  arrange  the  mounting  so  that 
the  cell  may  be  immersed  in  a  water  bath  up  to  the  level  of, 
say,  the  upper  surface  of  the  cork.  Its  temperature  can  then 
be  determined  more  accurately  than  is  possible  when  the  cell 
is  in  air. 

In  using  the  cell  sudden  variations  of  temperature  should 
as  far  as  possible  be  avoided. 

The  form  of  the  vessel  containing  the  cell  may  be  varied. 
In  the  H-form,  the  zinc  is  replaced  by  an  amalgam  of  10  parts 
by  weight  of  zinc  to  90  of  mercury.  The  other  materials 
should  be  prepared  as  already  described.  Contact  is  made 
with  the  amalgam  in  one  leg  of  the  cell,  and  with  the  mer- 
cury in  the  other,  by  means  of  platinum  wires  sealed  through 
the  glass. 
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QUESTIONS  ON  CHAPTER  I 

1.  In  what  respects  does  an  electrified  body  differ  from  a 
non-electrified  body  ? 

2.  Name  some  of  the  different  methods  of  producing  eleetri- 
fication. 

3.  A  body  is  charged  so  feebly  that  its  electrification  will 
not  perceptibly  move  the  leaves  of  a  gold-leaf  electroscope. 
Can  you  suggest  any  means  of  ascertaining  whether  the  charge 
of  the  body  is  positive  or  negative  ? 

4.  How  would  you  prove  that  the  production  of  a  positive 
charge  is  accompanied  by  the  production  of  an  eqiial  negative 
charge. 

5.  Describe  an  experiment  to  prove  that  moistened  thread 
conducts  electricity  better  than  dry  thread. 

6.  Why  do  we  regard  the  two  electric  charges  produced 
simultaneously  by  rubbing  two  bodies  together  as  oeing  oi 
opposite  kinds  ? 

7.  Explain  the  action  of  the  electrophorus.  Can  you  sug- 
gest any  means  for  accomplishing  by  a  rotatory  motion  the 
operations  of  lifting  up  and  down  the  cover  of  the  instrument 
so  as  to  obtain  a  continuous  supply  instead  of  an  intermittent 
one  ? 

8.  Describe  the  state  of  the  medium  between  two  oppositely 
charged  bodies,  and  state  how  you  would  determine  the  direc- 
tion of  tlie  lines  of  force  at  any  point. 

9.  Explain  the  Torsion  Balance,  and  how  it  can  be  used  to 
investigate  the  laws  of  the  distnWUoii  ol  ft\ft^\;r\a\\.^ . 
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10.  Describe  what  takes  place  as  an  electrified  conducting 
ball  is  made  to  approach  a  large  conducting  surface.  Show  by 
diagram  the  direction  and  relative  number  of  the  lines  of  force. 

11.  Two  small  balls  are  charged  respectively  with  +24  and 
-  8  units  of  electricity.  With  what  force  will  they  attract  one 
another  when  placed  at  a  distance  of  4  centimetres  from  one 
another  ?  Ans.  12  dynes. 

12.  If  these  two  balls  are  then  made  to  touch  for  an  instant 
and  then  put  back  in  their  former  positions,  with  what  force 
will  they  act  on  each  other  ? 

Ans,  They  will  repel  one  another  with  a  force  of  4  dynes. 

13.  Enumerate  the  essential  parts  of  an  influence  machine  ; 
and  explain  how  they  operate  to  produce  electrification. 

14.  Take  the  diagrammatic  representation  of  the  Wims- 
hurst  machine  (Fig.  40)  and  fill  in  the  lines  of  electric  force, 
showing  their  direction  and  relative  number. 

15.  Explain  the  action  of  the  Leyden  jar  by  the  considera- 
tion of  electric  displacement. 

16.  Describe  four  diff'erent  ways  of  electrifying  a  tourmaline 
crystal. 

17.  Zinc  filings  are  sifted  through  a  sieve  made  of  copper 
wire  upon  an  insulated  zinc  plate  joined  by  a  wire  to  an  electro- 
scope.    What  will  be  observed  ? 

18.  Explain  the  principle  of  an  air -condenser ;  and  state 
why  it  is  that  the  two  oppositely  charged  plates  show  less 
signs  of  electrification  when  placed  near  together  than  when 
drawn  apart  from  one  another. 

19.  There  are  four  Leyden  jars  A,  B,  C,  and  D,  of  which  A, 
B,  and  D  are  of  glass,  C  of  guttapercha.     A,  B,  and  C  are  of 
the  same  size,  D  being  just  twice  as  tall  and  twice  as  wide 
as  the  others.      A,  C,  and  D  are  of  the  same  thickness  of 
material,  but  B  is  made  of  glass  only  half  as  thick  as  A  or  D. 
Compare  their  capacities. 

Ans.  Take  capacity  of  A  as  1  ;  that  of  B  will  be  2  ; 
that  of  C  will  be  | ;  and  that  of  D  will  be  4. 

20.  How  would  you  show  that  a  bar  made  half  of  zinc  and 
half  of  copper  is  capable  of  producing  electrification  ? 

21.  How  would  vou  prove  that  there  is  no  electrifift^l\ssw 
within  a  closed  conductor  ? 
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22.  What  prevents  the  charge  of  a  body  from  escaping 
away  at  its  surface  ? 

23.  Explain  the  action  of  Hamilton's  mill. 

24.  Two  brass  balls  mounted  on  glass  stems  are  placed  half 
an  inch  apart.  One  of  them  is  gradually  charged  by  a  machine 
until  a  spark  passes  between  the  two  balls.  State  exactly  what 
happened  in  the  other  brass  ball  and  in  the  intervening  air  up 
to  the  moment  of  the  appearance  of  the  spark. 

25.  Define  electric  density.  A  charge  of  248  units  of  elec- 
tricity was  imparted  to  a  sphere  of  4  centimetres  radius.  What 
is  the  density  of  the  charge  ?  Ans.  1  *23  nearly. 


QUESTIONS  ON  CHAPTER  II 

1.  A  dozen  steel  sewing-needles  are  hung  in  a  bunch  by 
threads  through  their  eyes.  How  will  they  behave  when  hung 
over  the  pole  of  a  strong  magnet  ? 

2.  Explain  the  operation  of  an  iron  screen  in  protecting  a 
galvanometer  needle  from  magnets  in  its  vicinity,  and  state 
why  it  is  not  perfectly  effectual. 

3.  Of  what  material,  and  of  what  shape,  would  you  make  a 
magnet  which  is  required  to  preserve  its  magnetism  unaltered 
for  a  very  long  time  ?    Describe  the  process  of  tempering. 

4.  What  is  meant  by  the  resultant  magnetic  force  at  a 
point  ? 

5.  Six  magnetized  sewing  -  needles  are  thrust  vertically 
through  six  little  floats  of  cork,  and  are  placed  in  a  basin  of 
water  with  their  N-pointing  poles  upwards.  How  will  they 
affect  one  another,  and  what  will  be  the  effect  of  holding  over 
them  the  S-pointing  pole  of  a  magnet  ? 

6.  What  distinction  do  you  draw  between  magnets  and 
magnetic  matter  ? 

7.  On  board  an  iron  ship  which  is  laying  a  submarine 
telegraph  cable  there  is  a  galvanometer  used  for  testing  the 
continuity  of  the  cable.  It  is  necessary  to  screen  the  magnet- 
ized needle  of  the  galvanometer  from  being  affected  by  the 
magnetism  of  the  ship.     How  can  this  be  done  ? 

8.  How  would   you   prove  two  magnets   to  be  of  equal 
strength  ? 
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9.  The  force  which  a  magnet-pole  exerts  upon  another 
magnet-pole  decreases  as  you  increase  the  distance  between 
them.  W  hat  is  the  exact  law  of  the  magnetic  force,  and  how 
is  it  proved  experimentaUy  ? 

10.  Describe  the  behaviour  of  E wing's  model  of  molecular 
magnetism  in  a  magnetic  field,  and  show  how  it  corresponds 
with  the  behaviour  of  iron  when  magnetized.  Divide  the 
process  of  magnetizing  into  three  successive  stages. 

11.  What  force  does  a  magnet-pole,  the  strength  of  which 
is  9  units,  exert  upon  a  pole  whose  strength  is  16  units  placed 
6  centimetres  away  ?  Ans.  4:  dynes. 

12.  How  would  you  place  a  long  magnet  so  that  one  of  its 
poles  deflects  a  compass  while  the  other  does  not  affect  it  ? 

13.  Distinguish  between  the  "strength"  of  a  magnet  and 
its  "  magnetic  moment. " 

14.  Describe  an  instrument  for  comparing  the  relative 
values  of  magnetic  forces.  How  would  you  use  it  to  compare 
the  magnetic  moments  of  two  magnets  ?  If  their  distances 
from  the  magnetometer  are  respectively  20  centimetres  and  30 
centimetres,  what  is  the  ratio  of  their  magnetic  moments  ? 

Ans.  8  :  27. 

15.  Two  magnets  have  the  same  pole  strength,  but  one  is 
twice  as  long  as  the  other.  The  shorter  is  placed  20  centi- 
metres from  a  magnetometer  (using  the  end-on  method)  ; 
state  at  what  distance  the  other  must  be  placed  in  order  that 
there  may  be  no  deflexion.  Ans.  25*198  centimetres. 

16.  A  pole  of  strength  40  units  acts  with  a  force  of  32  dynes 
upon  another  pole  5  centimetres  away.  What  is  the  strength 
of  that  pole  ?  Ans.  20  units. 

17.  It  is  desired  to  compare  the  magnetic  force  at  a  point 
10  centimetres  from  the  pole  of  a  magnet  with  the  magnetic 
force  at  5  centimetres'  distance.  Describe  four  ways  of  doing 
this. 

18.  Explain  the  phenomenon  of  Consequent  Poles. 

19.  In  what  direction  do  the  lines  of  magnetic  induction 
(or  "  lines  of  force  ")  run  in  a  plane  in  which  there  is  a  single 
magnetic  pole  ?  How  would  you  arrange  an  experiment  by 
which  to  test  your  answer  ? 

20.  What  is  a  Magnetic  Shell  ?    What  is  tk^  W«  Q.S.  *Occ<^ 
potential  due  to  a  magnetic  shell  1 
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21.  A  steel  bar-magnet  suspended  horizontally,  and  set  to 
oscillate  at  Bristol,  made  110  complete  oscillations  in  five 
minutes  ;  the  same  needle  when  set  oscillating  horizontally  at 
St.  Helena  executed  112  complete  oscillations  in  four  minutes. 
Compare  the  horizontal  component  of  the  force  of  the  earth's 
magnetism  at  Bristol  with  that  at  St.  Helena. 

Ans.  H  at  Bristol :  H  at  St.  Helena  :  :  484  :  784. 

22.  Supposing  the  dip  at  Bristol  to  be  70°  and  that  at  St. 
Helena  to  be  30°,  calculate  from  the  data  of  the  preceding 
question  the  total  force  of  the  earth's  magnetism  at  St. 
Helena,  that  at  Bristol  being  taken  as  0'48  unit.     Ans.  0*307. 

23.  A  small  magnetic  needle  was  placed  magnetically  north 
of  the  middle  point  of  a  strong  bar-magnet  which  lay  (mag- 
netically) east  and  west.  When  the  magnet  was  3  feet  away 
from  the  needle  the  deflexion  of  the  latter  was  2** :  when 
moved  up  to  a  distance  of  2  feet  the  deflexion  was  6**  30' ;  and 
when  only  1  foot  apart  the  deflexion  was  43°.  Deduce  the 
law  of  the  total  action  of  one  magnet  on  another. 

24.  Describe  how  the  daily  irregularities  of  the  earth's 
magnetism  are  registered  at  different  stations  for  comparison. 


QUESTIONS  ON  CHAPTER  III 

1.  Show  that  the  total  of  the  differences  of  potential  by 
contact  in  three  simple  voltaic  cells  joined  in  series  is  three 
times  as  great  as  the  difference  of  potential  in  one  cell,  the 
materials  being  the  same  in  each. 

2.  Classify  the  different  methods  of  preventing  polarization 
in  voltaic  cells,  and  state  the  advantages  and  disadvantages 
of  using  a  strong  depolarizer,  such  as  chromic  acid. 

3.  On  what  does  the  internal  resistance  of  a  battery 
depend  ?     Is  there  any  way  of  diminishing  it  ? 

4.  A  current  of  10  amperes  flows  for  half  an  hour,  find  the 
total  quantity  of  electricity  that  passes.  Also  define  the  unit 
by  which  the  quantity  is  measured.         A7is.  18,000  coulombs, 

5.  State  from  what  source  the  energy  yielded  by  a  voltaic 
cell  is  derived. 

6.  How  is  local  action  in  a  voltaic  cell  minimised  ? 

7.  Twenty-four  similar  ceWa  ai^  ^o\3i^d  together  in  four 
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rows  of  six  cells  each ;  compare  the  electromotive -force  and 
the  resistance  of  the  battery  thus  grouped,  with  the  electro- 
motive-force and  the  resistance  of  a  single  cell. 

Ans.  The  E.M.F.  of  the  battery  is  six  times  that  of  one 

cell.      The  total  internal  resistance  is  one  and  a 

half  times  that  of  one  cell. 

8.  Describe  a  form  of  cell  that  could  be  used  as  a  standard 
of  E.M.F.     State  the  essential  qualities  of  such  a  cell. 

9.  A  piece  of  silk-covered  copper  wire  is  coiled  round  the 
equator  of  a  model  terrestrial  globe.  Apply  Ampere's  rule  to 
determine  in  which  direction  a  current  must  be  sent  through 
the  coil  in  order  that  the  model  globe  may  represent  the  con- 
dition of  the  earth  magnetically. 

Ans.  The  current  must  flow  across  the  Atlantic  from 
Africa  to  America,  and  across  the  Pacific  from 
America  toward  India ;  or,  in  other  words,  must 
flow  always  from  east  toward  west. 

10.  A  current  of  '24  amperes  flows  through  a  circular  coil  of 
seventy-two  turns,  the  (average)  diameter  of  the  coils  being  20 
centimetres.  What  is  the  strength  of  the  magnetic  field  which 
the  current  produces  at  the  cen&e  of  the  coil  ? 

A7is,.V0S. 

11.  Show  the  direction  of  the  lines  of  force  about  a  con- 
ductor carrying  a  current  (1)  when  the  conductor  is  straight ; 
(2)  when  it  is  bent  into  the  form  of  a  ring  ;  (3)  when  it  is 
wound  on  a  cylinder  many  times  round.  What  do  you  mean 
by  the  direction  of  the  lines  of  force  ? 

12.  Suppose  a  current  passing  through  the  above  coil  pro- 
duced a  deflexion  of  35°  upon  a  small  magnetic  needle  placed 
at  its  centre  (the  plane  of  the  coils  being  in  the  magnetic 
meridian),  at  a  place  where  the  horizontal  component  of  the 
earth's  magnetic  force  is  '23  units.  Calculate  the  strength  of 
the  current  in  amperes.     (Art.  213).  ^tis.  0*035. 

13.  The  current  generated  by  a  dynamo- electric  machine  was 
passed  through  a  large  ring  of  stout  copper  wire,  at  the  centre 
of  which  hung  a  small  magnetic  needle  to  serve  as  a  tangent 
galvanometer.  When  the  steam  engine  drove  the  armature  of 
the  generator  at  450  revolutions  per  minute  the  deflexion  of  the 
needle  was  60".  When  the  speed  of  the  engine  was  increased 
so  as  to  produce  900  revolutions  per  minute  the  deflexion  was 
74**.     Compare  the  strength  of  the  currents  in  the  two  cases. 

Ans.  The  current  was  twice  as  great  as  before,  for  tan 
74"  is  almost  exactly  double  of  ta.\i  ^Q° . 
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14.  State  a  general  law  which  will  enable  you  to  find  the 
way  in  which  the  different  parts  of  a  magnetic  system  tend  to 
move. 

15.  Deduce  the  law  of  the  force  on  a  magnetic  pole  due  to 
a  current  flowing  along  a  long  straight  conductor. 

16.  Describe  four  ways  of  controlling  the  needle  of  a 
galvanometer. 

17.  What  is  meant  by  a  "  null  method  "  of  observation  ? 

18.  Why  is  the  needle  of  a  tangent  galvanometer  made 
very  short  ? 

19.  You  are  supplied  with  an  ammeter  and  a  voltmeter  for 
the  purpose  of  ascertaining  the  current  supplied  to  an  electro- 
lytic bath,  and  the  voltage  at  which  it  is  supplied.  Show  how 
you  would  join  them  up. 

20.  The  current  from  two  Grove's  cells  was  passed  through 
a  sine-galvanometer  to  measure  its  strength.  When  the  con- 
ducting wires  were  of  stout  copper  wire  the  coils  had  to  be 
turned  through  70°  before  they  stood  parallel  to  the  needle. 
But  when  long  thin  wires  were  used  as  conductors  the  coils 
only  required  to  be  turned  through  9°.  Compare  the  strength 
of  the  current  in  the  first  case  with  that  in  the  second  case 
when  flowing  through  the  thin  wires  which  offered  considerable 
resistance.  Ans.  Currents  are  as  1  to  J,  or  as  6  to  1. 

21.  A  plate  of  zinc  and  a  plate  of  copper  are  respectively 
united  by  copper  wires  to  the  two  screws  of  a  galvanometer. 
They  were  then  dipped  side  by  side  into  a  glass  containing 
dilute  sulphuric  acid.  The  galvanometer  needle  at  first  showed 
a  deflexion  of  28",  but  five  minutes  later  the  deflexion  had 
fallen  to  11°.     How  do  you  account  for  this  falling  off? 

22.  Classify  liquids  according  to  their  power  of  conducting 
electricity.     In  which  class  would  melted  pewter  come  ? 

23.  Name  the  substances  produced  at  the  anode  and  kathode 
respectively  during  the  electrolysis  of  the  following  substances  : 
—  Water,  dilute  sulphuric  acid,  sulphate  of  copper  (dissolved 
in  water),  hydrochloric  add  (strong),  iodide  of  potassium  (dis- 
solved in  water),  chloride  of  tin  (fused). 

24.  A  current  is  sent  through  three  electrolytic  cells,  the 
first  containing  acidulated  water,  the  second  sulphate  of  copper, 
the  third  contains  a  solution  of  silver  in  cyanide  of  potassium. 

How  much  copper  will  have  been  deposited  in  the  second  cell 
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while  2*268  grammes  of  silver  have  been  deposited  in  the  third 
cell  ?  And  what  volume  of  mixed  gases  will  have  been  given 
off  at  the  same  time  in  the  first  cell  ? 

Ans.   *6656  grammes  of  copper  and  351*4  cubic  centi- 
metres of  mixed  gases. 

25.  A  current  passes  by  platinum  electrodes  through  three 
cells,  the  first  containing  a  solution  of  blue  vitriol  (cupric 
sulphate),  the  second  containing  a  solution  of  green  vitriol 
(ferrous  sulphate),  the  third  containing  a  solution  of  ferric 
chloride.'  State  the  amounts  of  the  different  substances  evolved 
at  each  electrode  by  the  passage  of  1000  coulombs  of  electricity. 

Jn'i    Firtf  CpU   I  ^^^de  '0829  gramme  of  oxygen  gas. 
Ans.  Jfirst  oeu,  -^  ^^thode  '3281  gramme  of  copper. 

Second  Cell   i  ^^^®  *^®2^  gramme  of  oxygen. 
AeeoTM  oeu,  j  ^^^^^^^  -2902  gramme  of  iron. 

fpi,'  J  ri  jj   J  Anode  '3673  gramme  of  chlorine. 
I /lira  Leu,  "(^  kathode  '1935  gramme  of  iron. 

26.  The  ends  of  a  coil  of  fine  insulated  wire  are  connected 
with  the  terminals  of  a  galvanometer.  A  steel  bar-magnet  is 
pushed  slowly  into  the  hollow  of  the  coil  and  then  withdrawn 
suddenly.  What  actions  will  be  observed  on  the  needle  of  the 
galvanometer  ? 

27.  Round  the  outside  of  a  deep  cylindrical  jar  are  coiled 
two  separate  pieces  of  fine  silk-covered  wire,  each  consisting  of 
many  turns.  The  ends  of  one  coil  are  fastened  to  a  battery, 
those  of  the  other  to  a  sensitive  galvanometer.  When  an  iron 
bar  is  poked  into  the  jar  a  momentary  current  is  observed  in 
the  galvanometer  coils,  and  when  it  is  drawn  out  another 
momentary  current,  but  in  an  opposite  direction,  is  observed. 
Explain  these  observations. 

28.  A  casement  window  has  an  iron  frame.  The  aspect  is 
north,  the  hinges  being  on  the  east  side.  What  happens 
in  the  frame  when  the  window  is  opened  ? 

29.  Explain  the  construction  of  the  induction  coil.  What 
are  the  particular  uses  of  the  condenser,  the  automatic  break, 
and  the  iron  wire  core  ? 

30.  It  is  desired  to  measure  the  strength  of  the  field  between 
the  poles  of  an  electromagnet  which  is  excited  by  a  current 
from  a  constant  source.  How  could  you  apply  Faraday's  dis- 
covery of  induction-currents  to  this  purpose  ? 

31.  A  small  battery  was  joined  in  circuit  with  a  coil  of  fine 
wire  and  a  galvanometer,  in  wMcYi  t\ift  cvxitcviX. '^^s*  \wiSiSii.\» 
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produce  a  steady  but  small  deflexion.  An  unniagnetized  iron 
bar  was  now  plunged  into  the  hollow  of  the  coil  and  then 
withdrawn.  The  galvanometer  needle  was  observed  to  recede 
momentarily  from  its  first  position,  then  to  return  and  to 
swing  beyond  it  with  a  wider  arc  than  before,  and  finally  to 
settle  down  to  its  original  deflexion.  Explain  these  actions, 
and  state  what  was  the  source  of  the  energy  that  moved  the 
needle. 

32.  A  tangent  galvanometer,  whose  ** constant"  in  abso- 
lute units  was  0*08,  was  joined  in  circuit  with  a  battery  and 
an  electrolytic  cell  containing  a  solution  of  silver.  The  current 
was  kept  on  for  one  hour ;  the  deflexion  observed  at  the 
beginning  was  36**,  but  it  fell  steadily  dming  the  hour  to  34°. 
Supposing  the  horizontal  component  of  the  earth's  magnetic 
force  to  be  '23,  calculate  the  amount  of  silver  deposited  in  the 
cell  during  the  hour,  the  absolute  electro-chemical  equivalent 
of  silver  being  0 '01134.  Ans.  0*526  gramme. 

33.  A  piece  of  zinc,  at  the  lower  end  of  which  a  piece  of 
copper  wire  is  fixed,  is  suspended  in  a  glass  jar  containing  a 
solution  of  acetate  of  lead.  After  a  few  hours  a  deposit  of  lead 
in  a  curious  tree-like  form  ("Arbor  Saturni")  grows  down- 
wards from  the  copper  wire.     Explain  this. 

34.  Explain  the  conditions  under  which  electricity  excites 
muscular  contraction.  How  can  the  converse  phenomenon  of 
currents  of  electricity  produced  by  muscular  contraction  be 
shown  ? 

35.  A  certain  piece  of  apparatus  has  two  terminals  on  each 
side.  To  these  a  pair  of  wires,  A  and  B,  are  attached  at  one 
side,  and  another  pair  at  C  and  D.  Examination  with  a 
voltmeter  shows  that  the  potential  of  A  is  higher  than  that  of 
B,  and  that  of  C  higher  than  that  of  D.  Yet  examination 
with  an  ampere-meter  shows  that  a  current  is  flowing  from 
B  to  A  through  the  apparatus,  and  another  current  from  C  to 
D  through  the  other  part  of  the  apparatus.  By  which  circuit 
is  the  energy  coming  in,  and  by  which  is  it  going  out  ? 

36.  Show  that  if  N  magnetic  lines  are  withdrawn  from  a 
circuit  of  resistance  R,  the  quantity  of  electricity  thereby 
transferred  around  the  circuit  {i.e.  the  time  integral  of  the 
induced  cun-ent)  will  be  Q  =  N/R.     (See  Art.  225.) 

37.  The  strength  of  the  field  between  the  poles  of  a  large 
electromagnet  was  determined  by  the  following  means  : — A 
small  circular  coil,  consisting  of  40  turns  of  fine  insulated  wire, 
mounted  on  a  handle,  was  connected  to  the  terminals  of  a 

iong'Coil  ^aivanometer  having  a  Yie&v'j  na^dl^.    On  inverting 
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this  coil  suddenly,  at  a  place  where  the  total  intensity  of  the 
earth's  magnetic  force  was  '48  unit,  a  deflexion  of  6°  was 
shown  as  the  first  swing  of  the  galvanometer  needle.  The 
sensitiveness  of  the  galvanometer  was  then  reduced  to  ^hf  ^7 
means  of  a  shunt.  The  little  coil  was  introduced  between  the 
poles  of  the  electromagnet  and  suddenly  inverted,  when  the 
first  swing  of  the  galvanometer  needle  reached  40".  What 
was  the  strength  of  the  field  between  the  poles  ? 

Afhs.  315 '7  units. 


QUESTIONS  ON  CHAPTER  IV 

1.  Define  the  unit  of  electricity  as  derived  in  absolute 
terms  from  the  fundamental  units  of  length,  niass,  and  tiine, 

2.  At  what  distance  must  a  small  sphere  charged  with  28 
units  of  electricity  be  placed  from  a  second  sphere  charged 
with  56  units  in  order  to  repel  the  latter  with  a  force  of  32 
dynes  ?  Ans,  7  centimetres, 

3.  Suppose  the  distance  from  the  earth  to  the  moon  to  be 
(in  round  numbers)  383  x  10^  centimetres  ;  and  that  the  radius 
of  the  earth  is  63  x  10^  centimetres,  and  that  of  the  moon 
15  X 10^  centimetres  ;  and  that  both  moon  and  earth  are 
charged  until  the  surface  density  on  each  of  them  is  of  the 
average  value  of  10  units  per  square  centimetre.  Calculate 
the  electrostatic  repulsion  between  the  moon  and  the  earth. 

4.  A  small  sphere  is  electrified  with  24  units  of  +  electricity. 
Calculate  the  force  with  which  it  repels  a  unit  of  +  electricity 
at  distances  of  1,  2,  3,  4,  5,  6,  8,  and  10  centimetres  respect- 
ively. Then  plot  out  the  ^' curve  of  force  "  to  scale  ;  measuring 
the  respective  distances  along  a  line  from  left  to  right  as  so 
many  centimetres  from  a  fixed  point  as  origin ;  then  setting 
out  as  vertical  ordiuates  the  amounts  you  have  calculated  for 
the  corresponding  forces  ;  lastly,  connecting  by  a  curved  line 
the  system  of  points  thus  found. 

5.  Define  electrostatic  (or  electric)  ^^ potential"  ;  and  calcu- 
late (by  the  rule  given  in  italics  in  Art.  263)  the  potential  at 
a  point  A,  which  is  at  one  corner  of  a  square  of  8  centimetres' 
side,  when  at  the  other  three  corners  B,  C,  D,  taken  in  order, 
charges  of  +  16,  +  34,  and  +  24  units  are  respectively  placed. 

Ans.  8  (very  nearly). 

6.  A  small  sphere  is  electrified  with  24  units  of  +  elec- 
tricity. Calculate  the  potential  due  to  this  charge  at  TjoitLta 
1,  2,  3,  4,  5,  6,  8,  and  10  centimeti^??  ^\^\ATkR^  T«ei^<6Riw^«^. 
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Then  plot  out  the  *' curve  of  potential**  to  scale,  as  described 
in  Question  4. 

7.  A  small  sphere  charged  with  100  units  of  electricity  is 
dipped  into  a  bath  of  oil  having  a  dielectric  capacity  2,  find 
the  force  it  would  exert  on  a  unit  charge  5  centimetres  away. 

Ans.  2  dynes, 

8.  Distinguish  between  the  surface  density  at  a  point  and 
the  potential  at  that  point  due  to  neighbouring  charges. 

9.  What  are  equipotential  surfaces  ?  Why  is  the  surface 
of  an  insulated  conductor  an  equipotential  surface  ?  Is  it 
always  so  ? 

10.  Show  that  the  capacity  of  an  isolated  sphere  in  air  of 
radius  v  has  a  capacity  equal  to  v  units.  What  is  the  electro- 
static unit  of  capacity  ? 

11.  Why  is  the  potential  of  the  earth  due  to  charges  that 
we  produce  practically  equal  to  zero  ? 

12.  A  sphere  whose  radius  is  14  centimetres  is  charged 
until  the  surface  density  has  a  value  of  10.  What  quantity  of 
electricity  is  required  for  this  ?        Ans.  24,640  units  (nearly). 

13.  In  the  above  question  what  will  be  i\iQ  potential  at  the 
surface  of  the  sphere  ?    (See  Art.  269.)   Ans.  1760  (very  nearly). 

14.  In  the  case  of  question  12,  what  will  be  the  electric  force 
at  a  point  outside  the  sphere  and  indefinitely  near  to  its  sur- 
face ?    (Art.  276.)  Ans.  125*7  (very  nearly). 

15.  Suppose  a  sphere  whose  radius  is  10  centimetres  to  be 
charged  with  6284  units  of  electricity,  and  that  it  is  then 
caused  to  share  its  charge  with  a  non-electrified  sphere  whose 
radius  is  15  centimetres,  what  will  the  respective  charges  and 
surface -densities  on  the  two  spheres  be  when  separated  ? 

Ans.  Small  sphere,  g'  =  2513*6,  §  =  2: 
Large  sphere,  ^  =  3770-4,  8  =  1-33. 

16.  A  charge  of  -f  8  units  is  collected  at  a  point  20  centi- 
metres distant  from  the  centre  of  a  metallic  sphere  whose 
radius  is  10  centimetres.  It  induces  a  negative  electrification 
at  the  nearest  side  of  the  sphere.  Find  a  point  inside  the 
sphere  such  that  if  4  negative  units  were  placed  there  they 
would  exercise  a  potential  on  all  external  points  exactly  equal 
to  that  of  the  actual  negative  electrification.     (See  Art.  275.) 

Ans.  The  point  must  be  on  the  line  between  the  out- 
side positive  charge  and  the  centre  of  the  sphere 
and  at  6  centims.  iiom  t\ift  a\xxU<ife. 
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17.  Two    large    parallel    metal   plates    are   charged   both 

Eositively  but  unequaUy,  the  density  at  the  surface  of  A 
eing  +6,  that  at  the  surface  of  B  being  -f-3.  They  are  placed 
2  centimetres  apart.  Find  the  force  with  which  a  +  unit  of 
electricity  is  urged  from  A  towards  B.  Find  also  the  work 
done  by  a  +  unit  of  electricity  in  passing  from  A  to  B. 

A71S.  Electric  force  from  A  towards  B  =  18*85  dynes; 
work  done  by  unit  in  passing  from  A  to  B  =  37*5 
ergs. 

18.  What  is  meant  by  the  dimensions  of  a  physical 
quantity  ?  Deduce  from  the  Law  of  Inverse  Squares  the 
dimensions  of  electricity ;  and  show  by  this  means  that 
electricity  is  not  a  quantity  of  the  same  physical  dimensions 
as  either  matter  ^  energy,  or  force. 

19.  Explain  the  construction  and  principles  of  action  of 
the  quadrant  electrometer.  How  could  this  instrument  be 
made  self-recording  ? 

20.  Describe  the  construction  of  an  electrostatic  voltmeter, 
and  state  some  of  the  advantages  that  this  instrument 
possesses. 

21.  One  of  the  two  coatings  of  a  condenser  is  put  to  earth, 
to  the  other  coating  a  charge  of  5400  units  is  imparted.  It  is 
found  that  the  aitference  of  potential  thereby  produced 
between  the  coatings  is  15  (electrostatic)  units.  What  was 
the  capacity  of  the  condenser  ?  Ans.  360. 

22.  What  is  the  meaning  of  specific  inductive  capacity? 
Why  does  hot  glass  appear  to  have  a  higher  specific  inductive 
capacity  than  cold  glass  ? 

23.  Describe  a  method  of  mapping  out  the  lines  of  force  in 
an  electrostatic  field. 

24.  Two  condensers  of  capacity  4  and  6  respectively  are 
placed  in  parallel ;  and  in  series  with  them  is  placed  another 
condenser  having  a  capacity  of  5  microfarads.  Find  the 
capacity  of  the  whole  combination.  Ans.  3  '3. 

25.  Compare  the  phenomenon  of  the  residual  charge  in  a 
Leyden  jar  with  the  phenomenon  of  polarisation  in  an  electro- 
lytic cell. 

26.  A  condenser  was  made  of  two  flat  square  metal  plates, 
the  side  of  each  of  them  being  35  centimetres.  A  sheet  of 
indiarubber  '4  centim.  thick  was  ^Va^i^^i  \i^V«si,«vi.  'Ossssoi.  ^%  ^ 
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dielectric.      The  specific  inductive  capacity  of  indiarubber 
being  taken  as  2*25,  calculate  the  capacity  of  the  condenser. 

Ans.  548*8  electrostatic  units, 

27.  Calculate  (in  electrostatic  units)  the  capacity  of  a  mile 
of  telegraph  cable,  the  core  being  a  copper  wire  of  '18  centim. 
diameter,  surrounded  by  a  sheathing  of  guttapercha  '91  centim. 
thick.  [k  for  guttapercha  =  2'46 ;  one  mile  =  160,933 
centims.]  Ans.  82,164  units. 

28.  A  Leyden  jar  is  made  to  share  its  charge  with  two  other 
jars,  each  of  which  is  equal  to  it  in  capacity.  Compare  the 
energy  of  the  charge  in  one  jar  with  the  energy  of  the  original 
charge.  Ans.  One-ninth  as  great. 

29.  A  series  of  Leyden  jars  of  equal  capacity  are  charged 
**  in  cascade."  Compare  the  total  energy  of  the  charge  of  the 
individual  jars  thus  charged,  with  that  of  a  single  jar  charged 
from  the  same  source. 

30.  Classify  the  various  modes  of  discharge,  and  state  the 
conditions  under  which  they  occur. 

31.  Suppose  a  condenser,  whose  capacity  is  10,000  charged 
to  potential  14,  to  be  partially  discharged  so  that  the  potential 
fell  to  5.  Calculate  the  amount  of  heat  producea  by  the 
discharge,  on  the  supposition  that  all  the  energy  of  the  spark 
.is  converted  into  heat.  Ans.  '020357  of  a  unit  of  heat. 

32.  How  do  changes  of  pressure  affect  the  passage  of  electric 
sparks  through  air  ? 

^3.  Describe  some  of  the  properties  of  matter  in  its  ultra- 
gaseous  or  radiant  state. 

34.  Why  are  telegraphic  signals  through  a  submerged  cable 
retarded  in  transmission,  and  how  can  this  retardation  be 
obviated  ? 

35.  How  is  the  difference  of  potential  between  the  earth 
and  the  air  above  it  measured  ?  and  what  light  do  such 
measurements  throw  on  the  periodic  variations  in  the  electri- 
cal state  of  the  atmosphere  ? 

36.  What  explanation  can  be  given  of  the  phenomenon  of  a 
thunderstorm  ? 

37.  What  are  the  essential  features  which  a  lightning-con- 
ductor must  possess  before  it  can  be  pronounced  satisfactory  ? 
And  what  are  the  reasons  for  insisting  on  these  points  ? 

38.  How  can  the  duration  oi  an  e\e(itntt«^%xVL\i^TOfiaaured  ? 
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QUESTIONS  ON  CHAPTER  V 

1.  Define  magnetic  potential j  and  find  the  (magnetic) 
potential  due  to  a  bar-magnet  10  centimetres  long,  and  of 
strength  80,  at  a  point  lying  in  a  line  with  the  magnet  poles 
and  6  centimetres  distant  from  its  N-seeking  end.      Ans.  8'S. 

2.  A  N-seeking  pole  and  a  S-seeking  pole,  whose  strengths 
are  respectively  + 120  and  -  60,  are  in  a  plane  at  a  distance  of 
6  centimetres  apart.  Find  the  point  between  them  where  the 
potential  is  =  0  ;  and  through  this  point  draw  the  curve  of 
zero  potential  in  the  plane. 

3.  Define  "intensity  of  the  magnetic  field."  A  magnet 
whose  strength  is  270  is  placed  in  a  uniform  magnetic  field 
whose  intensity  is  '166.  What  are  the  forces  which  act  upon 
its  poles  ?  Ans.  +  45  dynes  and  -  45  dynes. 

4..  Define  "intensity  of  magnetization."  A  rectangular 
bar-magnet,  whose  length  was  9  centimetres,  was  magnetized 
until  the  strength  of  its  poles  was  164.  It  was  2  centimetres 
broad  and  '5  centimetre  thick.  Supposing  it  to  be  uniformly 
magnetized  throughout  its  length,  what  is  the  intensity  of 
the  magnetization  ?  Ans.  164. 

5.  A  certain  electric  motor  has  100  conductors  on  its  arma- 
ture, each  carrying  10  amperes.  The  number  of  lines  of  force 
passing  through  the  armature  is  500,000.  -  Find  the  work  (in 
ergs)  done  in  one  revolution  of  the  armature. 

As  each  conductor  cuts  the  lines  twice  in  one  revolution 
the  answer  will  be  100,000,000  ergs. 

6.  Find  the  torque  (see  Art.  136)  on  the  armature  described 

in  the  last  question.     Note  that  with  the   above  data   the 

torque  is  independent  of  the  radius  of  the  armature,  for  the 

force  on  each  conductor  is  proportional  to  the  strength  of  the 

field,  and  this  is  inversely  proportional  to  the  radius  if  N 

.      ,,                                  .       100,000,000  ,  ,.      . 

remains  the  same.  Ans.  — -- — dyne-centimetres. 

7.  A  current  whose  strength  in  "absolute  "  electromagnetic 
units  was  equal  to  0*05  traversed  a  wire  ring  of  2  centimetres' 
radius.  What  was  the  strength  of  field  at  the  centre  of  the 
ring  ?  What  was  the  potential  at  a  point  P  opposite  the 
middle  of  the  ring  and  4  centimetres  distant  from  the  cixc\3x«s.- 
ference  of  the  ring.  An%.  /=  •\^n\  *,  N  =  ^^*^^ax. 
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8.  (a)  A  spiral  of  wire  of  1000  turns  caiiies  a  current  of  1 
ampere.     Find  the  total  magnetomotive  force  which  it  exerts. 

Ans.  1257. 

(&)  If  the  spiral  were  1  metre  in  length  and  1  centimetre  in 
diameter,  find  the  force  on  a  unit  pole  placed  (1)  in  its  centre  ; 
(2)  at  its  end.  Ans.  12*57  dynes  and  6*28  dynes. 

9.  What  limits  are  there  to  the  power  of  an  electromagnet  ? 

10.  What  is  the  advantage  in  using  an  iron  core  in  an 
electro-magnet  ? 

11.  A  rod  of  soft  iron,  0*32  cm.  in  diameter  and  1  metre 
long,  is  uniformly  overwound  from  end  to  end  with  an  in- 
sulated copper  wire  making  637  turns  in  one  layer.  Find 
(using  Bidwell's  data  in  Art.  365)  what  strength  of  poles  this 
rod  will  acquire  when  a  current  of  5  amperes  is  sent  through 
the  coil.  Ans.  98*9  units. 

12.  Enunciate  Maxwell's  rule  concerning  magnetic  shells, 
and  from  it  deduce  the  laws  of  parallel  and  oblique  currents 
discovered  by  Ampere. 

13.  A  circular  copper  dish  is  joined  to  the  zinc  pole  of  a 
small  battery.  Acidulated  water  is  then  poured  into  the 
dish,  and  a  wire  from  the  carbon  pole  of  the  battery  dips  into 
the  liquid  at  the  middle.  A  few  scraps  of  cork  are  thrown 
in  to  render  any  movement  of  the  liquid  visible.  What  will 
occur  when  the  N-seeking  pole  of  a  strong  bar-magnet  is  held 
above  the  dish  ? 

14.  Roget  hung  up  a  spiral  of  copper  wire  so  that  the  lower 
end  just  dipped  into  a  cup  of  mercury.  When  a  strong  current 
was  sent  through  the  spiral  it  started  a  continuous  dance,  the 
lower  end  producing  bright  sparks  as  it  dipped  in  and  out  of 
the  mercury.     Explain  this  experiment. 

15.  It  is  believed,  though  it  has  not  yet  been  proved,  that 
ozone  is  more  strongly  magnetic  than  oxygen.  How  could 
this  be  put  to  proof  ? 

16.  What  is  meant  by  the  permeability  of  a  substance  ? 
State  some  substances  in  which  it  is  constant,  and  some  in 
which  it  varies. 

17.  Describe  a  method  of  measuring  the  permeability  of 
iron. 

18.  A  ring  of  iron  is  wound  with  two  coils.     One  coil  is 
r       connected  to  a  ballistic  galvanometet,  a.iid  on  connecting  the 
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other  to  a  battery  a  throw  of  the  needle  of  160  scale  divisions 
is  observed.  The  current  is  then  broken  and  there  is  a  throw 
of  40  divisions  in  the  opposite  direction.  Why  are  the  two 
throws  not  equal  ?  What  change  has  taken  place  in  the  iron  ? 
How  would  you  bring  it  back  to  its  original  condition  ? 

19.  Sketch  a  closed  hysteresis  curve  for  hard  steel,  for 
which,  when  H  is  raised  to  100,  B  =  12,800,  and  for  which  the 
remanence  is  9500  and  the  coercive  force  40. 

20.  An  iron  bar  30  centimetres  long  and  10  square  centi- 
metres in  sectional  area  is  bent  into  the  shape  of  a  horse-shoe 
for  the  purpose  of  making  an  electromagnet  which  shall  have 
a  pull  of  66  kilograms  upon  its  armature  (a  bar  12  centimetres 
long  and  10  square  centimetres  in  section)  when  it  is  ^  inch 
away  from  its  poles.  Find  the  number  of  ampere  turns 
required,  assuming  a  leakage  of  one- third  of  the  lines  of  force. 

Taking  the  formula  : — 

r—  X  20  sq.  cms.  of  pole  face =66, 000  x  981  dynes, 

OTT 

we  get  B  =  9000.  From  the  table.  Art  364,  /ij  for  the  armature 
=  2250,  B  for  the  horse  -  shoe  =  1 '5  x  9000  =  13,500,  so  that 
|Li2=900,  then  ampere- turns  = 

90,000  I  _i?—  +  i^^^  +  2x0:i>^54  ^  ^ 

'        j  10  x  2250  ^  10  X  900  ^  10  J 

21.  What  thickness  of  copper  wire  must  be  used  to  wind 
the  above  magnet  in  order  to  obtain  18,930  ampere-turns,  the 
winding  on  each  cylindrical  bobbin  having  a  mean  diameter 
of  7  centimetres,  if  the  pressure  at  the  terminals  of  the  magnet 
is  intended  to  be  100  volts. 

If  r  is  the  resistance  of  one  turn,  and  5  the  number  of  turns, 


E       100       ,    ^        ,  .,    ,  7x7r 

■-=TE-7:^^ ;  hut  we  know  that  r=^^  , 
cs     18,930'  a^xlir 


....._,          718,930  X  7x4x1-6    ^  ,^„ 
Hence   diameter  of   wire,   a=  w  in^  v  100 ■=0*092 

cms. 

N.B. — The  thickness  of  wire  is  independent  of  the  number 
of  turns  (except  in  so  far  as  this  affects  the  mean  diameter  of 
the  bobbin),  but  the  greater  the  number  of  turns  the  less  will 
be  the  number  of  watts  expended. 

22.  What  is  the  object  of  **  polarizing  "  the  armature  of  a 
magnet  in  a  piece  of  mechanism,  such  as  a  relay  ? 

23.  Describe  the  construction  of  a  current-balance^  aiad  ti>A. 
mode  of  using  it. 

2  Q 


594  ELEC5TRICITY  AND  MAGNETISM 


QUESTIONS  ON  CHAPTER  VI 

1.  The  resistance  of  telegraph  wire  being  taken  as  13  ohms 
per  mile,  and  the  E.M.F.  oi  a  Leclanch6  cell  as  1*4  volt, 
calculate  how  many  cells  are  needed  to  send  a  current  of  12 
milli-amperes  thi'ough  a  line  120  miles  long  ;  assuming  that 
the  instruments  in  circuit  offer  as  much  resistance  as  20  miles 
of  wire  would  do,  and  that  the  return  current  through  earth 
meets  with  no  appreciable  resistance.  Ans,  16  cells. 

2.  50  Grove's  cells  (E.M.F.  of  a  Grove  =  1*8  volt)  are  united 
in  series,  and  the  circuit  is  completed  by  a  wire  whose  resist- 
ance is  15  ohnis.  Supposing  the  internal  resistance  of  each 
cell  to  be  0  '3  oh7nj  calculate  the  strength  of  the  current. 

Ans.  3  amperes. 

3.  The  current  running  through  an  incandescent  filament 
of  carbon  in  a  lamp  was  found  to  be  exactly  1  ampere.  The 
difference  of  potential  between  the  two  terminals  of  the  lamp 
while  the  current  was  flowing  was  found  to  be  30  volts.  What 
was  the  resistance  of  the  filament  ? 

4.  Define  specific  resistance.  Taking  a  specific  resistance 
of  copper  as  1642,  calculate  the  resistance  of  a  kilometre  of 
copper  wire  whose  diameter  is  1  millimetre.     Ans.  20*9  ohms. 

5.  On  measuring  the  resistance  of  a  piece  of  No.  30  B.'W.G. 
(covered)  copper  wire,  18*12  yards  long,  I  found  it  to  have  a 
resistance  of  3  '02  ohms.  Another  coil  of  the  same  wire  had  a 
resistance  of  22*65  ohms  ;  what  length  of  wire  was  there  in  the 
coil?  ^ws.  135*9  yards. 

6.  Calculate  the  resistance  of  a  copper  conductor  one  square 
centimetre  in  area  of  cross-section,  and  long  enough  to  reach 
from  Niagara  to  New  York,  reckoning  this  distance  as  480 
kilometres.  Ans.  78*8  oh7ns. 

7.  Find  the  drop  in  volts  if  400  amperes  is  passed  through 
this  conductor.  What  would  be  the  waste  of  power  (in 
watts)  ?  Ans.  31,520  volts,  12,608,000  watts. 

8.  The  resistance  from  plate  to  plate  in  a  certain  electrolytic 
bath  is  0*9  of  an  ohm.  You  wish  to  pass  through  it  the 
strongest  current  you  can  get  from  20  Daniell's  cells,  each  with 

0  resistance  of  one  ohm.     How  would  you  group  the  cells  ? 

^us.  \  Vu  aetVft^,  t)  TQiNR^vcL  ig&rallel. 
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9.  The  specific  resistance  of  guttapercha  being  3*5  x  10^, 
calculate  the  number  of  coulombs  of  electricity  that  would 
leak  in  one  century  through  a  sheet  of  guttapercha  one  centi- 
metre thick  and  one  metre  square,  whose  faces  were  covered 
with  tinfoil  rfnd  joined  respectively  to  the  poles  of  a  battery 
of  100  Daniell's  cells.  .  Ans.  9*7  coulorrib. 

10.  Six  Daniell's  cells,  for  each  of  which  E  =  l*05  volts^  r  = 
0*5  ohm^  are  joined  in  series.  Three  wires,  X,  Y,  and  Z, 
whose  resistances  are  severally  3,  30,  and  300  ohms,  can  be 
inserted  between  the  poles  of  the  battery.  Determine  the 
current  which  flows  when  each  wire  is  inserted  separately  ; 
also  determine  that  which  flows  when  they  are  all  inserted 
at  once  in  parallel.       Jus.  Through  X  1  '05      amperes. 

Through  Y  0*1909 

Through  Z  0*0207       ,, 

Through  all  three  1*105         ,, 

11.  Calculate  the  number  of  cells  required  to  produce  a 
current  of  50  miUi-amperes,  through  a  line  114  miles  long, 
whose  resistance  is  12^  ohms  per  mile,  the  available  cells  of 
the  battery  having  each  an  internal  resistance  of  1*5  ohm, 
and  an  E.M.F.  of  1*5  volt.  Ans.  50  cells. 

12.  You  have  20  large  Leclanch6  cells  (EM.Y.=1'6  volt, 
r  =  0*5  ohm  each)  in  a  circuit  in  which  the  external  resistance 
is  10  oh7ns.  Find  the  strength  of  current  which  flows  (a) 
when  the  cells  are  joined  in  simple  series  ;  (b)  all  the  zincs 
are  united,  and  all  the  carbons  united,  in  parallel  arc  ;  (c) 
when  the  cells  are  arranged  two  abreast  {i.e.  in  two  files  of 
ten  cells  each)  ;  (d)  when  tlie  cells  are  arranged  four  abreast. 

Ans.  (a)  1*5  ;  {b)  0*1496  ;  (c)  1*2  ;  {d)  0*702  ampere, 

13.  With  the  same  battery  how  would  you  arrange  the 
cells  in  order  to  telegraph  through  a  line  100  miles  long, 
reckoning  the  line  resistance  as  12^  oh7ns  per  mile  ? 

14.  Show  that,  if  we  have  a  battery  of  ti  given  cells  each  of 
resistance  r  in  a  circuit  where  the  external  resistance  is  R,  the 
strength  of  the  current  will  be  a  maximum  when  the  cells  are 
coupled  up  in  a  certain  number  of  rows  equal  numerically  to 
J  nr-^K. 

15.  Two  wires,  whose  separate  resistances  are  28  and  24, 
are  placed  in  parallel  in  a  circuit  so  that  the  current  divides, 
part  pRssing  through  one,  part  through  the  other.  What 
resistance  do  they  oHer  thus  to  the  cuiTent  ? 
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16.  Using  a  large  bichromate  cell  of  practically  no  internal 
resistance,  a  deflexion  of  9°  was  obtained  upon  a  tangent 
galvanometer  (also  of  small  resistance)  through  a  wire  whose 
resistance  was  known  to  be  435  ohms.  The  same  cell  gave  a 
deflexion  of  5"  upon  the  same  galvanometer  when  a  wire  of 
unknown  resistance  was  substituted  in  the  circuit.  What 
was  the  unknown  resistance  ?  Ans.  790  ohms, 

17.  In  a  Wheatstone's  bridge  in  which  resistances  of  10  and 
100  ohms  respectively  were  used  as  the  fixed  resistances,  a  wire 
whose  resistance  was  to  be  determined  was  placed  :  its  resist- 
ance was  balanced  when  the  adjustable  coils  were  arranged  to 
throw  281  ohm^  into  circuit.     What  was  its  resistance  ? 

Ans.  28*1  ohms, 

18.  Describe  the  method  of  using  a  metre  bridge  to 
measure  resistances. 

19.  Give  the  proof  of  Foster's  method  of  measuring  small 
differences  of  resistance  from  the  consideration  of  Ohm's 
law. 

20.  To  find  the  voltage  of  a  dynamo  you  connect  to  its 
brushes  the  ends  of  a  German-silver  wire  120  feet  long,  wound 
on  an  insulating  cylinder,  and  find  that  when  one  terminal  of 
a  Daniell's  cell  (1*05  volt)  is  joined  to  a  point  on  the  wire,  and 
the  other  terminal  in  series  with  a  galvanometer  is  connected 
to  another  point  1  ft.  from  the  first,  no  deflexion  is  observed. 
What  is  the  voltage  of  the  dynamo  ?  Ans.  126  volts. 

21.  A  battery  of  5  Leclanch^  cells  was  connected  in  simple 
circuit  with  a  galvanometer  and  a  box  of  resistance  coils.  A 
deflexion  of  39°  having  been  obtained  by  adjustment  of  the 
resistances,  it  was  found  that  the  introduction  of  150  addi- 
tional ohms  of  resistance  brought  down  the  deflexion  to  22". 
Assuming  the  galvanometer  to  have  140  ohms'  resistance,  find 
the  internal  resistance  of  the  battery.  Ans.  10  ohms. 

22.  How  are  standard  resistance  coils  wound,  and  why  ? 
What  materials  are  they  made  of,  and  why  ? 

23.  Three  very  small  Daniell's  cells  gave,  with  a  sine 
galvanometer  (itself  of  no  appreciable  resistance),  a  reading  of 
57°.  On  throwing  20  ohms  into  the  circuit  the  galvanometer 
reading  fell  to  25°.  Calculate  the  internal  resistance  of  the 
cells,  Ans.  6*6  ohms  each. 

24.  A  length  of  telegraph  cable  was  plunged  in  a .  tub  of 
water  and  then  charged  for  a  mmute  Irom  «*  \i^ttery  of  120 
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Danieirs  cells.  The  cable  was  then  discharged  through  a 
long-coil  galvanometer  with  a  needle  of  slow  swing.  The 
first  swing  was  40".  A  condenser  whose  capacity  was  |  micro- 
farad was  then  similarly  charged  and  discharged  ;  but  this 
time  the  first  swing  of  the  needle  was  only  14°.  What  was 
the  capacity  of  the  piece  of  cable  ?         Ans.  0*934  microfarad. 

25.  Using  an  absolute  electrometer,  Lord  Kelvin  found 
the  difference  of  potential  between  the  poles  of  a  Darnell's 
cell  to  be  0*00374  electrostatic  units  (C.G.S.  system).  The 
ratio  of  the  electrostatic  to  the  electromagnetic  unit  of  poten- 
tial is  given  in  Art.  359,  being  =  1/v.  The  volt  is  defined  as 
10®  electromagnetic  units.  From  these  data  calculate  the 
E.M.F.  of  a  Daniell's  cell  in  volts.  Ans.  1*115  volt. 

26.  The  radius  of  the  earth  is  approximately  63  x  lO''  centi- 
metres. The  ratio  of  the  electrostatic  to  the  electromagnetic 
unit  of  capacity  is  given  in  Art.  359.  The  definition  of  the 
farad  is  given  in  Art.  354.  Calculate  the  capacity  of  the 
earth  (regarded  as  a  sphere)  in  microfarads. 

Ans.  700  microfarads  (nearly). 

27.  The  electromotive-force  of  a  Daniell's  cell  was  deter- 
mined by  the  following  process : — Five  newly-prepared  cells 
were  set  up  in  series  with  a  tangent  galvanometer,  whose 
constants  were  found  by  measurement.  The  resistances  of  the  " 
circuit  were  also  measured,  and  found  to  be  in  total  16*9  ohTns. 
Knowing  the  resistance  and  the  absolute  strength  of  current, 
the  E.M.F.  could  be  calculated.  The  deflexion  obtained  was 
45°,  the  number  of  turns  of  wire  in  the  coil  10,  the  average 
radius  of  the  coils  11  centimetres,  and  the  value  of  the  hori- 
zontal component  of  the  earth's  magnetism  at  the  place  was 
0*18  G.C.S.  units.     Deduce  the  E.M.F.  of  a  Daniell's  cell. 

Ans.  1*0647  x  10®  G.C.S.  units,  or  1*0647  volt. 

28.  Apply  the  formula  of  the  ballistic  galvanometer  (Art. 
418,  h)  to  determine  the  number  of  magnetic  lines  cut  by  an 
exploring  coil  (Art.  366,  h)  when  the  magnetism  in  the  core 
on  which  it  is  wound  is  suddenly  reversed.  If  R  is  the  resist- 
ance of  the  circuit,  Q  =  2N/R.  Hence  the  answer  is  N  = 
RT  sin  ^a/27rS,  where  S  is  the  number  of  turns  in  the 
exploring  coil. 

29.  Suppose  a  copper  disk  to  revolve  in  a  field  produced  by 
a  fixed  coil  closely  surrounding  its  circumference.  In  circuit 
with  the  coil  is  a  small  battery  and  a  resistance  wire.  In  the 
wire  are  found  two  points  such  that  the  fall  of  potential 
between  them  is  equal  to  the  volta  ^enct^aX^  \i^\^K^'«SL  Siv^a 
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centre  and  circumference  of  the  revolving  disk.  By.  balancing 
these  with  a  galvanometer  Lorenz  was  able  to  calculate  in 
absolute  measure  the  resistance  of  the  wire.  If  M  be  the 
coefficient  of  mutual  induction  between  the  circumference  of 
the  disk  and  the  surrounding  coil,  and  T  the  period  of  revolu- 
tion of  the  disk,  show  that  R  the  resistance  between  the 
points  =  M^T. 

Ans.  Since  N  the  magnetic  flux  through  the  disk  =  MC, 
and  E  =  N/T,  and  C  =  E/R,  it  follows  that  CR  = 
MC/T,  whence  R=M/T.  q.e.d. 


QUESTIONS  ON  CHAPTER  VII 

1.  A  strong  battery-current  is  sent,  for  a  few  moments, 
through  a  bar  made  of  a  piece  of  antimony  soldered  to  a  piece 
of  bismuth.  The  battery  is  then  disconnected  from  the  wires 
and  they  are  joined  to  a  galvanometer  which  shows  a  de- 
flexion.    Explain  this  phenomenon. 

2.  A  long  strip  of  zinc  is  connected  to  a  galvanometer  by 
iron  wires.  One  junction  is  kept  in  ice,  the  other  is  plunged 
into  water  of  a  temperature  of  50°  C.  Calculate,  from  the  taole 
given  in  Art.  422,  the  electromotive-force  which  is  producing 
the  current.  Ans.  690  microvolts, 

3.  When  heat  is  evolved  at  a  junction  of  two  metals  by  the 
passage  of  a  current,  how  would  you  distinguish  between  the 
heat  due  to  resistance  and  the  heat  due  to  the  Peltier  effect. 

4.  Lord  Kelvin  discovered  that  when  a  current  flows 
through  iron  it  absorbs  heat  when  it  flows  from  a  hot  point 
to  a  cold  point ;  but  that  when  a  current  is  flowing  through 
copper  it  absorbs  heat  when  it  flows  from  a  cold  point  to  a  hot 
point.  From  these  two  facts,  and  from  the  general  law  that 
energy  tends  to  run  down  to  a  minimum,  deduce  which  way  a 
current  will  flow  round  a  circuit  made  of  two  half-rings  of  iron 
and  copper,  one  junction  of  which  is  heated  in  hot  water  and 
the  other  cooled  in  ice, 

5.  Give  a  curve  showing  the  increase  and  decrease  of  the 
thermo-electromotive-force  as  a  junction  of  iron  and  copper  is 
raised  from  0"  C.  to  400"  C,  and  explain  it  by  means  of  the 
thermoelectric  diagram  of  Professor  Tait. 
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QUESTIONS  ON  CHAPTER  VIII 

1..  Calculate  by  joule's  law  the  number  of  calories  developed 
in  a  wire  whose  resistance  is  4  ohms  when  a  steady  current  of 
0*14  ampere  is  passed  through  it  for  ten  minutes. 

Ans.  11 '2  calories. 

2.  Why  does  the  platinum  wire  in  a  Cardew  voltmeter, 
when  a  steady  voltage  is  applied  to  it,  rise  to  a  certain  tem- 
perature and  then  remain  at  that  temperature  without 
alteration  ? 

3.  Show  from  the  definitions  of  the  horse-power  and  of  the 
watt,  and  from  the  relations  between  the  pound  and  the 
gramme,  the  foot  and  the  centimetre,  that  there  are  746  watts 
in  one  horse-power. 

4.  Explain  why  you  would  expect  the  heat  produced  in  a 
conductor  to  be  proportional  to  the  square  of  the  current. 

5.  Describe  the  construction  of  a  watt  meter  and  explain 
how  you  would  connect  it  up  to  measure  the  power  supplied 
to  an  electric  motor. 

6.  Explain  why  it  is  advantageous  to  distribute  electric 
energy  at  a  high  voltage.  There  is  already  laid  a  copper  main 
having  a  resistance  of  0*5  of  an  ohm  along  which  it  is  desired 
to  transmit  4  kilowatts,  and  to  deliver  it  at  the  far  end  at  a 
pressure  of  100  volts.  Which  would  be  the  more  efficient 
method  of  the  two  following,  to  send  40  amps,  at  an  initial 
pressure  of  120  volts,  or  to  send  a  current  at  a  pressure  of  2400 
volts,  using  a  transformer  with  an  efficiency  of  85  per  cent  ? 

Ans.  The  latter  method  would  have  an  efficiency  of  84*9 
per  cent,  the  former  of  83  '3  per  cent. 

7.  Mention  some  of  the  principles  upon  which  supply  meters 
have  been  designed. 

8.  An  electric  motor  is  supplied  at  a  pressure  of  100  volts  : 
the  armature  resistance  is  0*01  ohm.  When  it  is  supplying 
20  horse-power,  what  is  its  electrical  efficiency  ? 

Ans.  98  '5  per  cent. 

9.  Show  under  what  circumstances  an  electric  motor  is  most 
efficient. 

10.  Enumerate  the  principal  parts  o^  b.w  ^t^\kk!C^. 
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11.  Why  in  a  continuous -current  arc  lamp  is  the  current 
usually  sent  downwards  rather  than  upwards  ? 

12.  "Why  does  the  filament  of  an  incandescent  lamp  get 
hotter  than  the  platinum  leading-in  wires  ? 

13.  Explain  by  a  diagram  the  system  of  three- wire  distribu- 
tion ;  and  point  out  its  advantage  over  a  two- wire  distribution. 

14.  A  current  of  9  amperes  worked  an  electric  arc  light,  and 
on  measuring  the  difference  of  potential  between  the  two  car- 
bons by  an  electrometer  it  was  found  to  be  50  volts.  What 
was  the  amount  of  horse-power  absorbed  in  this  lamp  ? 

Ans.  0-603  h.p. 


QUESTIONS  ON  CHAPTER  IX 

1.  The  reluctance  of  the  core  of  a  certain  transformer  is 
0*002.  Find  the  coefficient  of  mutual  induction  between  the 
primary  and  secondary  coils  which  have  1000  and  50  turns 
respectively,  assuming  no  magnetic  leakage. 

Ans.  0*314  henry. 

2.  A  battery  current  is  sent  tlirough  the  primary  of  this 
transformer.  State  from  Lenz's  law  the  direction  (relatively 
to  this  current)  of  the  E.M.F.'s  induced  in  both  the  primary 
and  secondary,  (a)  when  the  current  is  starting,  (&)  when  it  is 
ceasing. 

3.  Foucault  set  the  heavy  bronze  wheel  of  his  gyroscope 
spinning  between  the  poles  of  a  powerful  electromagnet,  and 
found  that  the  wheel  grew  hot.  What  was  the  cause  of  this  ? 
Where  did  the  heat  come  from  ? 

'  4.  You  try  to  turn  a  copper  disk  between  the  poles  of  a 
magnet.  If  you  move  it  slowly  it  goes  quite  easily,  if  you  try 
to  move  it  quickly  it  resists.  Why  is  this  ?  What  is  the 
force  required  to  turn  it  proportional  to  ? 

5.  The  shunt  coil  of  a  certain  dynamo  has  a  resistance  of 
40  ohms.  It  is  switched  on  to  a  battery  of  accumulators  yield- 
ing 100  volts,  and  one  second  afterwards  the  current  has  risen 
to  0*9825  of  an  ampere.  Find  the  coefficient  of  self-induction 
of  the  shunt  coil.     Assume  log  0  *607  =  1*783  and  log  e  =  0  -434, 

Ans.  80  henries. 

6.  If  a  battery  of  10  ceUs  eadi  ot  1*4  volt  and  2  ohms' 
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resistance  be  applied  to  a  circuit  which  has  a  resistance  of  5 
ohms  and  inductance  0*1  henry,  find  what  modes  of  grouping 
the  cells  are  best,  (a)  to  give  the  largest  steady  current,  (6)  to 
give  the  largest  current  at  the  end  of  tt^Vit  second,  (c)  to  give 
the  largest  amount  of  external  work  relatively  to  the  weight 
of  zinc  consumed. 

Ans.  (a)  5  in  series,  2  rows  in  parallel.  (6)  All  in  series, 
(c)  All  in  parallel. 


QUESTIONS  ON  CHAPTER  X 

1.  What  devices  are  employed  in  continuous  current  dy. 
namos  to  obtain  (a)  a  current  continuously  in  one  direction, 
(&)  a  current  of  uniform  strength  ? 

2.  Apply  Fleming's  Rule  (Art.  226)  to  determine  which 
way  the  electromotive-forces  will  operate  in  a  ring  armature 
(gramme)  wound  right-handedly  over  the  core  revolving  right- 
handedly  in  a  horizontal  magnetic  field  having  the  N-pole 
on  the  right  hand. 

Ans.  The  induced  E.M.F.'s  tend  to  make  the  currents 
climb,  in  both  the  ascending  and  descending  halves, 
toward  the  highest  point  of  the  ring. 

3.  A  dynamo's  field  magnet  gives  a  flux  of  9,000,000  lines. 
How  many  conductors  must  there  be  on  the  armature  in  order 
that  the  dynamo  may  generate  108  volts  when  driven  at  a 
speed  of  600  revolutions  per  minute  ?  Ans.  120. 

4.  You  have  an  engine  which  will  drive  a  dynamo  at  a 
fairly  constant  speed  at  all  loads.  How  would  you  excite  the 
dynamo  if  it  were  intended  for  lighting  by  incandescent  lamps  ? 
Make  a  diagrammatic  sketch  of  all  necessary  connections,  in- 
cluding the  lamp  circuit. 

5.  Take  the  equation  E  =  a  sin  {2Trnt).  Let  a  =  140  and 
71  =  100.  Now  take  different  values  for  t,  beginning  ^  = '0005 
of  a  second,  then  t  =  '001,  taking  20  different  values  until 
^=  '01.  Fill  in  the  values  in  the  above  equation  and  find  the 
corresponding  20  values  of  E.  Then  plot  on  squared  paper 
taking  E  as  ordinate  and  t  as  abscissae.  The  result  will  be  a 
curve  like  that  shown  in  Fig.  251. 

6.  Repeat  the  process  of  the  last  question,  taking  the 
equation  C  =  &  sin  {2irnt  -  0),  where  6=20,  u=-\^^,  ^\A  i^— ^-"^ 
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radian.  Plot  the  results  upon  the  same  paper  as  the  curve 
in  the  last  equation  was  plotted.  One  curve  represents  the 
E.M.F.  at  each  instant,  the  other  the  lagging  current. 

7.  An  alternating  pressure  of  100  (virtual)  volts  following 
a  sine  law  with  a  frequency  of  100  per  second  is  applied  to  the 
ends  of  a  coil  having  a  resistance  of  8  ohms  and  a  coeflScient 
of  self-induction  of  0  '005  henry,  find  the  current  that  will  flow 
and  the  angle  of  lag. 

Ans.  Current  =  11 '6  amperes  ;  lag =22  degrees. 

8.  An  alternate -current  magnet  with  properly -laminated 
core  has  a  coil  of  160  turns,  and  a  coefficient  of  self-induction 
of  0*005  of  a  henry.  What  alternating  voltage  of  frequency 
100  per  second  must  be  applied  to  it  in  order  to  obtain  4800 
ampere-turns,  assuming  the  resistance  to  be  negligible  ? 

Ans.  47 '1. 

9.  How  much  resistance  must  be  put  in  circuit  with  the 
coils  of  this  magnet  in  order  that  the  angle  of  lag  may  be  45*  ? 

Ans.  3*14. 

10.  An  alternate-current  transformer  is  designed  to  give  out 
40  amperes  at  a  pressiu^e  of  50  volts  at  its  secondary  terminals. 
No.  of  windings  300  primary  ;  12  secondary.  Resistances 
12  ohms,  primary ;  0*014  ohm,  secondary.  Find  the  co- 
efficient of  transformation,  and  the  volts  that  must  be  applied 
at  the  primary  terminals. 

A71S.    Coefficient    of   transformation   is   25  ;    volts    at 
primary  terminals  1283. 

11.  State  the  principles  upon  which  continuous  -  current 
transformers  are  made.  Why  is  it  necessary  to  have  a  moving 
part  in  continuous-current  transformers  and  not  in  alternate- 
current  transformer^  ? 

12.  Enumerate  three  distinct  kinds  of  alternate  -  current 
motors,  and  state  which  kind  is  synchronous  and  which  not. 

13.  An  alternate -current  synchronous  motor  is  supplied 
from  the  street  mains.  It  is  found  that  when  fully  loaded  it 
takes  more  current  than  when  lightly  loaded,  though  it 
always  goes  at  the  same  speed  and  the  volts  remain  constant. 
Explain  how  this  comes  about. 

1 4.  How  can  you  produce  a  rotatory  magnetic  field  ?  Describe 
some  ofita  properties. 
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QUESTIONS  ON  CHAPTER  XI 

1.  It  is  found  that  a  single  Daniell's  cell  will  not  electrolyze 
acidulated  water,  however  big  it  may  be  made.  It  is  found, 
on  the  other  hand,  that  two  Daniell's  cells,  however  small, 
will  suffice  to  produce  continuous  electrolysis  of  acidulated 
water.     How  do  you  account  for  this  ? 

2.  From  the  table  of  electro-chemical  equivalents  (Art.  240) 
calculate  how  many  coulombs  it  will  take  to  deposit  one  grain 
of  the  following  metals : — Copper  (from  sulphate),  silver, 
nickel,  gold.  Ans.  Cu  3058,  Ag  891,  Ni  3286,  Au  1473. 

3.  A  battery  of  2  Grove's  cells  in  series  yields  a  current  of 
5  amperes  for  2  hours,  how  much  zinc  will  be  consumed,  assum- 
ing no  waste  ?  Ans.  24  '26. 

4.  Calculate  the  E.M.F.  of  a  Daniell's  cell  from  considera- 
tions of  the  heat  value  of  the  combinations  which  take  place 
and  the  quantity  of  the  elements  consumed,  taking  the  heat 
value  for  zinc  in  sulphuric  acid  as  1670  and  that  for  copper  as 
909*5.  Ans.  1*11  volts. 

5.  Describe  the  construction  and  working  of  a  modern 
secondary  battery. 

6.  Most  liquids  which  conduct  electricity  are  decomposed 
(except  the  melted  metals)  in  the  act  of  conducting.  How  do 
you  account  for  the  fact  observed  by  Faraday  that  the  amount 
of  matter  transferred  through  the  liquid  and  deposited  on  the 
electrodes  is  proportional  to  the  amount  of  electricity  trans- 
ferred through  the  liquid  ? 

7.  Describe  the  process  for  multiplying  by  electricity  copies 
of  engravings  on  wood-blocks. 

8.  How  would  you  make  arrangements  for  silvering  spoons 
of  nickel-bronze  by  electro-deposition  ? 


QUESTIONS  ON  CHAPTER  XII 

1.  Sketch  an  arrangement  by  which  a  single  line  of  wire 
can  be  used  by  an  operator  at  either  end  to  signal  to  the 
other  ;  the  condition  of  working  being  that  -^Yifex^ftN^t  '^wi.  "ax.^ 
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not  sending  a  message  yourself  your  instrument  shall  be  in 
circuit  with  the  line  wire,  and  out  of  circuit  with  the  battery 
at  your  own  end. 

2.  What  advantages  has  the  Morse  instrument  over  the 
needle  instruments  introduced  into  telegraphy  by  Cooke  and 
Wheatstone  I 

3.  Explain  the  use  and  construction  of  a  relay, 

4.  Show,  from  the  law  of  traction  (Art.  384),  that  the 
change  of  attracting  force  resulting  from  a  change  in  the 
number  of  magnetic  lines  that  enter  an  armature  will  be 
greater  if  the  system  is  polarized  {i.e.  magnetized  to  begin 
with)  than  if  it  is  non-polarized. 

Ans.  Since /a  N^^  it  follows  that /-l-<^  will  be  propor- 
tional to  (N  +  «fN)2.  Expanding,  and  subtracting 
the  former,  and  neglecting  the  small  term  {dN)^f  we 
find  c?/a  2N .  dN  ;  which  shows  that,  for  a  given  c?N, 
c^/aN. 

5.  It  is  desirable  in  certain  cases  (duplex  and  quadruplex 
signalling)  to  arrange  telegraphic  instruments  so  that  they 
will  respond  only  to  currents  which  come  in  one  direction 
through  the  line.     How  can  this  be  done  ? 

6.  It  is  wished  to  make  a  sort  of  duplex  telegraph  by  using 
one  set  of  instruments  that  work  witn  continuous  currents, 
the  other  set  with  rapidly-alternating  currents,  at  the  same 
time  on  the  same  line.  To  carry  out  this  idea  there  must  be 
found  {a)  an  apparatus  which  will  let  continuous  currents 
flow  through  it,  but  will  choke  off  alternate  currents ;  (b)  an 
apparatus  which  will  transmit  alternate  currents,  but  cut  off 
continuous  currents.     What  apparatus  will  do  these  things  ? 

7.  A  battery  is  set  up  at  one  station.  A  galvanometer 
needle  at  a  station  eighty  miles  away  is  deflected  through  a 
certain  number  of  degrees  when  the  wire  of  its  coil  makes 
twelve  turns  round  the  needle  ;  wire  of  the  same  quality  being 
used  for  both  line  and  galvanometer.  At  200  miles  the  same 
deflexion  is  obtained  when  twenty-four  turns  are  used  in  the 
galvanometer-coil.  Show  by  calculation  (a)  that  the  internal 
resistance  of  the  battery  is  equal  to  that  of  40  miles  of  the 
line-wire  ;  (6)  that  to  produce  an  equal  deflexion  at  a  station 
360  miles  distant  the  number  of  turns  of  wire  in  the  galvano- 
meter-coil must  be  40. 

8.  Suppose  an  Atlantic  cable  to  snap  off  short  during  the 
process  of  laying.     How  can  the  distance  of  the  broken  end 

n-om  the  shore  end  be  a&certamed'l 
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9.  Suppose  the  copper  core  of  a  submarine  cable  to  part  at 
some  point  in  the  middle  without  any  damage  being  done  to 
the  outer  sheath  of  guttapercha.  How  could  the  position  of 
the  fault  be  ascertained  by  tests  made  at  the  shore  end  ? 

10.  Explain  the  construction  and  action  of  an  electric  bell. 

11.  Describe  and  explain  how  electric  currents  are  applied 
in  the  instruments  by  which  very  short  intervals  of  time  are 
measured. 


QUESTIONS  ON  CHAPTER  XIII 

1.  Explain  the  use  of  Graham  Bell's  telephone  (1)  to 
transmit  vibrations  ;  (2)  to  reproduce  vibrations. 

2.  Describe  a  form  of  telephone  in  which  the  vibrations  of 
sound  are  transmitted  by  means  of  the  changes  they  produce 
in  the  resistance  of  a  circuit  in  which  there  is  a  constant 
electromotive-force. 

3.  Two  coils,  A  and  B,  of  fine  insulated  wire,  made 
exactly  alike,  and  of  the  same  number  of  windings  in  each, 
are  placed  upon  a  common  axis,  but  at  a  distance  of  10  inches 
apart.  They  are  placed  in  circuit  with  one  another  and  with 
the  secondary  wire  of  a  small  induction-coil  of  RuhmkorflTs 
pattern,  the  connections  being  so  arranged  that  the  currents 
run  round  the  two  coils  in  opposite  directions.  A  third  coil 
of  fine  wire,  C,  has  its  two  ends  connected  with  a  Bell's  tele- 
phone, to  which  the  experimenter  listens  while  he  places  this 
third  coil  between  the  other  two.  He  finds  that  when  C  is 
exactly  midway  between  A  and  B  no  sound  is  audible  in  the 
telephone,  though  sounds  are  heard  if  C  is  nearer  to  either  A 
or  B.  Explain  the  cause  of  this.  He  also  finds  that  if  a  bit 
of  iron  wire  is  placed  in  A  silence  is  not  obtained  in  the  tele- 
phone until  C  is  moved  to  a  position  nearer  to  B  than  the 
middle.  Why  is  this  ?  Lastly,  he  finds  that  if  a  disk  of 
brass,  copper,  or  lead  is  interposed  between  A  and  C,  the 
position  of  silence  for  C  is  now  nearer  to  A  than  the  middle. 
How  is  this  explained  ? 


QUESTIONS  ON  CHAPTER  XIV 

1.  What  apparatus  would  you  use  to  produce  electric 
oscillations  ?  Show  how  you  would  operate  it,  and  explain 
why  the  oscillations  take  place. 
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2.  Explain  how  electric  oscillations  in  a  condenser  circuit 
produce  electric  waves  in  the  surrounding  medium. 

3.  The  capacity  of  an  air-condenser  is  0*001  of  a  microfarad. 
It  is  charged  and  then  discharged  through  a  circuit  having  a 
self-induction  of  0*004  of  a  henry  and  a  resistance  of  4  ohms. 
Find  the  frequency  of  the  vibration.  Ans.  w  =  169100. 

4.  Under  what  circumstances  do  oscillations  not  take  place 
when  a  condenser  is  discharged  ? 

5.  If  the  frequency  of  oscillation  of  a  Hertz  oscillator  is 
3,000,000  per  second,  find  the  length  of  the  waves  it  will  pro- 
duce. Ans.  10,000  centimetoes. 

6.  Explain  the  action  of  a  resonator. 

7.  Give  the  reasons  which  exist  for  thinking  that  light  is 
an  electromagnetic  phenomenon. 

8.  How  is  the  action  of  magnetic  forces  upon  the  direction 
of  the  vibrations  of  light  shown  ?  and  what  is  the  difference 
between  magnetic  and  diamagnetic  media  in  respect  of  their 
magneto-optic  properties  ? 

9.  It  was  announced  by  Willoughby  Smith  that  the  resist- 
ance oj  selenium  is  less  when  exposed  to  light  than  in  the 
dark.  Describe  the  apparatus  you  would  employ  to  investi- 
gate this  phenomenon.  How  would  you  proceed  to  experiment 
if  you  wished  to  ascertain  whether  the  amount  of  electric 
effect  was  proportional  to  the  amount  of  illumination  ? 
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Effect  of  light  on  magnets,  524 


Bifilar  Suspension,  180,  209,  288 

Biot,  Jean  Baptiste,  experiment  witii 
hemispheres,  83 
Law  of  magnetic  distribution, 

153 
on  atmospheric  electricity,  334 

Bismuth,  diamagnetic  prox)erties  of, 
94,  370 
change  of  resistance  in  mag- 
netic field,  397 

Blasting  by  electricity,  316,  432 

Blood,  conducting  power  of,  256 

Board  of  Trade  Standaixls,  Appen- 
dix B 

Board  of  Trade  Unit,  440 

Bolometer,  404 

Boltzmann,    Lvdxoig,    on    Dielectric 
capacity,  297,  298,  518 

Boracite,  74 

Bosanquet,  R.  H.  M.,  magnetic  cir- 
cuit, 875 

"  Bound  "  electricity,  27,  79 

Boyle,  Hon.  Robert,  2  (footnote) 

Boys,  Charles  Vernon,  radio -micro- 
meter, 425 

Brake-wheel  arc  lamps,  449 

Branched  circuit,  409 

Brass,  deposition  of,  490 

Breaking  a  magnet,  116 

Breath-figures,  324 

Bridge,  Wheatstone's,  413 

British  Association  Unit,  358 

Broadside-on  method,  188 

Brown,  C.  E.  L.,  on  motor,  486 

Brugmans  discovers  magnetic  repul- 
sion of  bismuth,  369 

Brush,  Charles  F.,  his  dynamo,  468 

Brush  dischaige,  819,  824 

Brushes,  463 

Bunsen's  Battery,  183,  189 

Cable,  Atlantic,  301  (footnote),  802, 
323,  504 
submarine,  504 

„         as  condenser,  801, 
323 
Cabot,  Sebastian,  on    magnetic    de- 
clination, 151 
Cadmium  in  standard  cell,  188 
Cailletet  on  resistance  of  air,  313 
Calc-spar,  75 

Calibration  of  Galvanometer,  211 
CaXlan,  induction  coil,  229 

Battery,  183  (footnote) 
Callaud's  Battery,  187 
I  Callender's  pyrometer,  404 
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CJalories  and  joules,  427,  489 
Candles,  electric,  451 
Cantan,  John,  discovers  electrostatic 
induction,  22 
on  electric  amalgam,  44 
Capacity,  definition  of,  271 

in  alternate  circuit,  478 
measurement  of,  418 
of  cable,  301  et  seq. 
of  condenser,  58,  294,  304,  473 
of  conductor,  40,  55,  272,  304 
of  Leyden  jar,  58,  294 
of  liquid  condenser,  492 
specific  inductive,  25,  56,  295, 

304 
unit  of  (electrostatic),  272 
unit  of  (practical),  303 
Capillary  Electrometer,  253,  292 
Carbon  plates  and  rods,  183  (footnote) 

filaments,  452 
Carbons  for  arc  lamps,  449 
Cardew,  Philip,  his  voltmeter,  430, 

471 
Carhart,  Henry  S.,  on  standard  cells, 

188 
Carnivorous  Plants,  sensitive  to  elec- 
tricity, 256 
Carri,  ¥.,  Dielectric  machine,  45 

on  magnets  of  cast  mel^l,  106 
Carriers,  49 
Cars,  electric,  446 
Cascade  arrangement  of  jars,  309 
Cautery  by  electricity,  431 
Cavallo  Tiberius,  his  attempt  to  tele- 
graph, 497 
his  pith-ball  electroscope,  4 
on  atmospheric  electricity,  338 
Cavendish,  Hon.  H.,  on  Specific  In- 
ductive capacity,  295,  296 
on  nitric   acid  produced  by 
sparks,  316 
Ceca,  Father,  on  atmospheric  elec- 
tricity, 333 
Cell,  voltaic,  166 
Cells,  classilication  of,  180 
grouping  of,  192,  407 
list  of,  189 
Centi-ampere  balance,  396 
Central  stations,  440,  478 
Circuit,  166,  406 

Magnetic,  375 

points  of,  where  energy  gained 
and  lost,  248,  436 
Circuits,  branched,  243,  409 
Circuital  magnetism,  118,  347 
Circular  current,  845 
City  of  London  central  station,  478 


Change  of  configuration,  law  of,  204, 

379 
Characteristic  curves,  466 
Charge,  electric,  8 

resides  on  surface,  82 
residual  of  Leyden  jar,  61,  299 
of  accumulator,  492 
Chart,  magnetic,  154  (frontispiece) 
Chemical  action,  E.M.F.  of,  488 
Chemical  actions  in  the  battery,  172 
laws  of,  178,  240,  488 
of  spark  discharge,  316 
outside  the  battery,  234, 487 
Chemical  test  for  weak  currents,  246, 
316 
depolarization,  180 
Chimes,  electric,  46 
Choking-coils,  474 
Choking-effect,  459,  473,  474 
Chromic  solution,  183 
Chronograph,  electric,  509 
Clarnond's  thermopiles,  425 
Clark,  Latimer,  his    standard  cell, 

188,  and  Appendix  C 
Classification  of  cells,  180 
Clausius,  R.,  theory  of  Electrolysis, 

491 
Cleavage,  electrification  by,  68 
Clock  diagram,  470,  472 
Clocks,  electric,  509 
Closed  circuit,  cell  for,  176,  181 
Closed-circuitmethod  of  Telegraphy, 

500 
Closed-coil  armature,  463 
Cobalt,  magnetism  of,  93 
Coetficient   of  Magnetic   induction 
(see  Permeability) 
of  Magnetization  (see  Stiscepti- 

bility) 
of  mutual -induction  (or  poten- 
tial), 351,  454 
of  self-induction,  458 
Coercive  force,  96,  367 
Colour  of  spark,  318 
Columbus,    Cristofero,    on    magnetic 

variation,  151 
Combs  on  influence  machine,  42,  50 
Combustion  a  source  of  electrifica- 
tion, 70 
heat  of,  488 
Commercial    efficiency   of  dynamo, 

464 
Commutator,  443,  461,  463 
Compass  (magnetic).  Mariner's,  87, 
149 
error  due  to  irori  aUvi^^  VA 
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Compound  dynamo,  465,  467 

magnets,  104 
Condensation,  56 
Condenser,  56,  294,  303 

capacity  of,    how  measured, 
418 

discharge  of,  826,  515 

in  alternate  circuit,  473,  474 

liquid,  492 

method  of  measuring  a  resist- 
ance, 411,  417 

standard,  303 

use  of,  229,  302 
Condensing  electroscope,  79 
Conductance,  402,  404 
Conduction,  7,  30,  171,  402,  404,  476 

by  liquids,  234,  404 

of  gases,  171,  322 
Conductivity,  171,  322,  346,  348, 402, 

404 
Conductor  cutting   lines,  225,  339, 

353,  355 
Conductors  and  Non-conductors,  8, 

27,  30,  402  et  seq. 
Conductors  electrified  by  rubbing,  13 

opaque,  518 
Consequent  Poles,  117,  120,  382 
Constant-current  dynamos,  468 

voltage  dynamos,  467 
Contact  Electricity,  79,  163 

Series  of  metals,  80 

rings,  461 

of  surfaces,  12 
Continuous  -  alternate  transformers, 
483 

currents,  162 

current  dynamos,  463 

current  transformers,  482 

electrophorus,  26,  49 
Contraction  due  to  magnetism,  124 
Control  of  galvanometer,  209 
Convective  discharge,  312  ' 
Convexion  of  electricity,  49,  312,  897 

currents,  397 

induction  machines  (see  In- 
jluenct  "machines) 

streams  at  points,  38,  47,  274, 
329 
Cooking  by  electricity,  434 
Cooling  and  heating  of  junction  by 

current,  419 
"  Corkscrew  Rule,"  198 
Cost  of  power   derived  from  elec- 
tricity, 440 
Coulomhy  Torsion  Balance,  18,  132 

Law  ot  Inverse  Squares,  19, 
129,  132,  261,  270 


CotUomh  on  distribution  of  charge, 

38,  273 
Coulomb,  the,  162,  864 

how  many  electroBtatic  units, 
262  (footnoU) 
Couple,  magnetic,  186 
Coupling  of  alternators,  479 
Creeping,  stopped  by  paraflftn,  183 

magnetic,  868 
Crookes,    WUliam^    on    shadows    in 
electric  discharge,  821 
on   repulsion   from   n^ative 
electrode,  827 
Crown  of  cups,  165 
Cruickshank's  Trough  Battery,  180 
Crystallization,  69 
Crystals,  electricity  of,  74,  75 

dielectric  properties  of,  297 
magnetism  of,  878 
Cumming,  James,  invents  galvano- 
meter, 200 
thermo-electric  inversion,  423 
Cuneus'  discovery  of  Leyden  jar,  60 
Curbing  telegraphic  signals,  802 
Current,  effects  due  to,  167 
Electricity,  162 
strength  of,  171, 190 

„  unit  of,  162,  207 

Current,  is  the  magnetic  whirl,  202 
balance,  396,  and  ApxMndix  B 
sheets,  410 
Currents,  very  large,  measurement 

of,  412 
Curvature   affects  surlbce- density, 

38,274 
Curve-tracer,  368 
Curves,    magnetic    (see    MagTietic 

Figures) 
Curves  of  magnetization,  864 

characteristic  of  dynamos,  466 
Cuthbertson,      John^     his      electric 

machine,  41 
Cycles  of  magnetization,  868 

of  alternate  currents,  470 
Cylinder  Electrical  machine,  42 

Daily  variations  of  compass,  156. 
Dalibard's  lightning-rod,  829 
Damping  galvanometers,  219 
Daniell,  John  F.,  his  cell,  181,  184 
D'ArsonvcU,  galvanometers,  216 
Davy's  (MarU)  Battery,  198 
Davy,  Sir  Humjihry,  magnetization 
by  current,  881 
discovers  electric  light,  448 
\  electrolyzes  caustic  alkalies, 
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De  HaMat,  magnetic  writing,  122 
De  la  Rive's  Floating  Battery,  206 
De  la  Rue,  Chloride  of  Silver  Battery, 
186,  313 

on  electrotyping,  495 

on  length  of  spark,  313 
Dead-beat  galvanometers,  219 
Declination,  Magnetic,  151 

variations  of,  151,  155 
Decomposition  of  water,  235 

of  alkalies,  490  (c) 
De-electrification  by  flame,  314 
Deflexions,  method  of,  131,  136 
Deflexion  of  galvanometer,  210 
Dellmann's  electrometer,  286 
Demagnetize,  how  to,  368 
Density  (surface)  of  charge,  38,  273 

magnetic,  134,  337 
Depolarization,  mechanical,  180 

chemical,  180,  182,  183 

electro-chemical,  180,  181 
Deposition  of  metals,  494 
Deviation  of  compass,  149 
Deivar,  James,  on  currents  generated 
by  light  in  the  eye,  257 

his  capillary  electrometer,  253 

magnetic  properties  of  iron  at 
200%  111 

oxygen  magnetic,  870 
D«i/;arand  Fleming,  resistance  at  low 

temperature,  404 
Diagram,  thermo-electric,  424 
Dial  bridge,  415 
Diamagnetic  polarity,  369 
Diamagnetism,  94,  369 

of  flames,  374 

of  gases,  370,  874 
Diaphragm  currents,  254 
Dielectric  capacity,  295  to  299 

capacity,  effect  on  intensity 
of  field,  262,  298 

coefficient,  283,  517 

strength,  315 
Dielectrics,  10,  25,  67,  295 
Diff'erence  of  potential,  265 

magnetic  potential,  337 
Differential  galvanometer,  217,  411 
Dimensions  of  units,  366 
Di-phase  currents,  485 
Dip,  or  Inclination,  152 

variation  of,  155 
Diplex  signalling,  503 
Dipping  Needle,  152 
"Direct"  and  "inverse"  current, 

223 
Direction  of  induced  B.M.P.,  226,  456 


\ 


Discliarge  afiiected  by  magnet,  322 

brush,  319,  824 

by  evaporation,  251 

by  flame,  8,  314 

by  points,  47,  319,  329 

by  water  dropping,  334 

conductive,  310 

convective,  47,  312 

disruptive,  311 

effects  of,  47,  315,  316, 317 

glow,  319,  329  (footnote) 

limit  of,  273 

oscillatory,  515 

sensitive  state  of,  322 

striated,  320 

through  gas  at  low  voltage 
322 

velocity  of,  323 
Discharger,  Discharging-tongs,  59 

Universal,  62 
Disk  armature,  463 
Displacement,  electric,  57 

currents,  516 
Disruption,  electrification  by,  68 
Dissectable  Leyden  jar,  63 
Dissipation  of  Cliarge,  326 
Dissociated  gases  conduct,  322 
Distillation,  electric,  251 
Distribution  of  Electricity,  31  to  38, 
273,  274 

of  Magnetism,  117,  134 
Distribution  by  transformers,  480 
Distribution  of  energy,  440 
Distortion  of  dynamo'-fleld,  463 
Divided  circuits,  409 

Touch,  101 
Dolhear,  A.  E.,  his  telephone,  299, 

510 
Doubler,  the,  26,  49 
Double  refraction  by  electric  stress, 

524  525 
Double  Touch,  102 
Dreh-strom,  485 

Drop  of  voltage  in  mains,  412,  447 
Dry  cells,  184,  189,  193 
Dry-Pile,  193,  291 
Du  Bois,  limit  of  magnetization,  368 

measurement  of  permeability, 
366 
Duhosoq,  Jules,  his  lamp,  449 
Du  Fay's  experiments,  5,  80 
Duplex  Telegraphy,  802,  603 
Duration  of  Spark,  823 
Dust,  allaying,  54 
Duter  on  Electric  Expansion^  3QQ 
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Djmamos,  461 

as  motors,  443,  463 
Dynamometer,  394 
Dyne,  the  (unit  of  force),  281 

Earth,  the,  a  magnet,  95 

currents,  302 

electrostatic  capacity  of,  303 

intensity  of  magnetization,  365 

magnetic    force   in   absolute 
units,  361 

used  as  return  wire,  497 
Earth's  magnetism  (see  Terrestrial 

Magnetism) 
Earth,  potential,  269 
Ebert,  H.,  on  oscillations,  522 
Eddy-currents,  457,  477,  486 
Edison,  Thomas  Alva,  electric  lamp, 
452 

carbon  telephone,  511 

meter  for  currents,  244,  442 

quadruplex  telegraphy,  503 
Edlund  on  galvanic  expansion,  249 
Eel,  electric  (Gymnotus),  76 
Efficiency  of  transmission,  447 

of  dynamos,  464 

of  motors,  445 

of  transformers,  481 
Electric  Air-Thermometer,  317 

Cage,  37 

Candle,  451 

Clocks,  509 

Displacement,  57 

Distillation,  251 

Egg,  the,  232,  320 

Expansion,  300 

Field,  13,  16,  20,  22,  24,  262, 
279,  299,  624,  525 

Force,  169  (footnote),  266 

(Frictional)  machines,  42 

Fuze,  316,  429,  432 

Images,  275 

Kite,  329 

Light,  448 

Lines  of  Force,  13,  16,  20,  22, 
24,  299 

Mill  or  Fly,  47 

Oscillations,  515 

(Jsmose,  250 

Pistol,  316 

Shadows,  321 

Shock,  254 

Stress,  13,  16,  20,  22,  24,  68, 
279 

Waves,  515 

Wind,  47,  324 
Electrics,  2 


Electricity,  theories  of,  7,  327 

word  first  used,  2  (footnote) 
Electro-capillary  phenomena,  253 
Electro  -  chemical    Depolarization, 
180 
.     equivalents,  240,  489 

power  of  metals,  489 
Electro-chemistry,  487 

deposition,  494 
I  Electrodes,  236 
I  unpolarizable,  257 

Electrodynamics,  389 
Electrodynamometer,  394 
Electrolysis,  237,  487 

in  discharge,  322 

laws  of,  240,  490 

of  copper  sulphate,  238 

of  water,  236,  487 

theory  of,  491 
Electrolytes,  236,  487 
Electrolytic  condenser,  492 

convexion,  491 
Electromagnet,    alternate    current, 

477 
Electromagnets,  107,  381 

laws  of,  380 

calculations  for,  375,  376  (and 
see  p.  589) 
Electromagnetic  engines  (see  Motors) 
Electromagnetic   systems,  law   ofj 
204,  379 

system  of  units,  352 

theory  of  Light,  517 
■  waves,  515 
Electromagnetics,  337 
Electromagnetism,  337 
Electrometallurgy,  494 
Electrometer,  absolute,  287 

attracted-disk,  287 

capillary,  253,  292 

Dellmann's,  286 

Peltier's,  286,  334 

portable,  287 

quadrant  (Lord  Kelinn*s\  288 

repulsion,  286 

torsion,  18 

trap-door,  287 
Electromotive-force,  169,  487 

induced,  222 

measurement  of,  416 

unit  of,  354 
Electromotive  intensity,  260,  283 
Electromotors,  443,  484 
Electro-Optics,  524 
Electrophorus,  26 

tOTvlvwvioua,  26,  49 
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Electroplating,  dynamos  for,  462 
Electro8coi)e8,  14 

Benny's  gold-leaf,  16,  28 

Bohnejiberger's,  16,  291 

Fechner'8,  291 

Gilbert's  straw-needle,  15 

Hankd's,  291 

Henley's  quadrant,  17 

•Pith-ball,  8,  4 

Volta's  condensing,  79 
Electroscopic  powders,  31,  47,  299, 

324 
Electrostatic  Optical  Stress,  525 

voltmeter,  290 
Electrostatics,  8,  259 
Electrotyping,  495 
Element  of  Current,  344 
Elwell-Parker  alternator,  478 
End-on  method,  138 
Energy,  1,  64 

of  magnetic  field,  202 

of  charge  of  Leyden  jar,  305 

of  electric  current,  435 

paths,  518 

points  in  circuit  where  it  is 
lost  or  gained,  248,  436 

supply  and  measurement  of, 
435 
Equator,  Magnetic,  86 
Equipotential  surfaces,  267 

magnetic,  337  (Q 
Equivalents,  electro-cnemical,  240 
Erg,  the  (unit  of  work).  281 
Ether,  1,  7,  64,  517 
Evaporation  produces  electrification, 
71,  330 

discharge  by,  251 
Everett,  James  D.,  on  atmospheric 
electricity,  884 

on  exact  reading  of  galvano- 
meter, 214  (footnote) 

on  intensity  of  magnetization 
of  earth,  365 
Ewing,  James  ^.,  on  limit  of  mag- 
netization, 363 

curves  of  magnetization,  364 

theory  of  magnetism,  127 
Exchanges,  telephone,  513 
Excitation  of  Field-magnets,  465 
Exciting  power,  377 
Expansion,  electric,  300,  525 
Extra-current,  459 

Failure  and  exhaustion  of  bat- 
teries, 172 

Fall  of  potential  along  a  wire,  289, 
412 


Farad,  the  (unit  of  capacity),  803, 354 
Faraday,  Michael,  molecular  theory 
of  electricity,  7 
chemical  theory  of  cell,  178 
dark  discharge,  319 
diamagnetism,  369,  373,  374 
discovered     inductive     capa- 
city, 25,  296,  298 
discovery  of  magneto-induc- 
tion, 222 
Disk  machine,  227 
electro-magnetic  rotation,  893 
experiment       on      dielectric 
polarization,  299 

gauze-bag  experiment,  84 
ollow-cube  experiment,  84 
ice-pail  experiment,  37 
laws  of  electrolysis,  240,  242 
length  of  spark,  813 
Magnetic  lines-of-force,  119 
magnetism  in  crystals,  873 
on  Arago's  rotations,  457 
on  dissipation  of  chs^rge,  314 
on  electrodynamics,  392 
on  identity  of  different  kinds 

of  electricity,  245,  246,  316 
predicted       retardation      in 

cables,  801 
Ring,  228 
rotation  of  plane  of  polarized 

light,  526 
voltameter,  242 
Faure,  CamUle,  his  Secondary  Bat- 
tery, 492 
Favre's    experiments    on    heat  of 

currents,  428 
Fechner's  electroscope,  291 
Feddersen,    W.,  on  electric  oscilla- 
tions, 514 
Feeders,  440 

Ferromagnetic  substances,  869 
Field,  electric,  13,  16,  20,  22,  24,  262, 
279,  299,  525 
magnetic,  115, 202, 887, 462,  526 
Field-magnet,  462 
Field-magnets,  excitation  of,  465 
Field-plate,  50 

Figures,     magnetic    (see    Magnetic 
figures) 
electric,  81,  299,  824 
Filament  of  incandescent  lamps,  452 
Filings  for  mapping  fields,  121 
Fire  of  St.  Elmo,  329  {footnote) 
Flame,  currents  of,  814 

diamagnetism  of,  874 
discharge  by,  8,  814 
produces  electi:iftRaX.\R!v^^*\^ 
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"  Flashing"  filaments,  452 
Fleming  and  Devxir,  resistance  at  low 

temperature,  404 
Fleming,  John  Ambrose,  his  Battery, 
193 
rule  as  to  direction  of  E.M.F., 
226 
Flux,  magnetic,  142,  337,  363,  377 

density,  363  (footnote) 
Fontana  on  electric  expansion,  300 
Force,  electric,   169  (footnote),  266, 
276,  277 
electromotive  (see  Electromo- 
tive-force) 
magnetic,  91, 169  (footnote),  337 
near  a  straight  conductor,  207, 

843 
on  conductor  in  field,  340,  341 
Form,  effect  of,  on  retentivity,  98 

on  lifting  power,  114 
**  Forming"  accumulator  plates,  492 
Foster,  George  Carey,  his  evaluation 
of  ohm,  858 
method  of  testing,  415 
Foiioault,  Lion,  his  Regulator  Lamp, 
419 
Interrupter,  229 
Foucault  -  currents  (see  Eddy -cur- 
rents) 
Franklin,  Benjamin,  discovered  ac- 
tion of  points,  mentioned  in, 
38  (c),  47,  329 
cascade  arrangement  of  Ley- 
den  jars,  309 
Electric  chimes,  47 
Electric  kite,  329 
Electric  portraits,  817 
his  charged  pane  of  glass,  55 
invents      lightning     conduc- 
tors, 329,  332 
kills  turkey  by  electric  shock, 

254 
One  -  fluid  theory  of  electri- 
city, 7 
on  seat  of  charge,  63 
theory  of  the  aurora,  336 
Frankfort,  transmission    of   power 

to,  447,  485  (footnote) 
"  Free  "  electricity,  27,  79  (footnot:,) 
Frequency,  470,  476 

of  oscillations,  515,  520 
Friction  produces  electrification,  2,12 
Frog's  legs,  contractions  of,  163,  255 
Frolich,  Otto,  on  electromagnet,  880 
Froment's  motor,  443 
Fuel,  zinc  as,  166 
Fuses,  816,  429,  432 


Fusing  of  wires,  429 

"  G  "  of  galvanometer,  213 
Galvani,  Aloysius,  observed  move- 
ment of  frog's  leg,  163 
on  preparation  of  frog's  limbs, 

255 
on  Animal  Electricity,  257 
Galvanic  Batteries  (see  Voltaic  Bat- 
teries) 
Electricity  (see  Current  Elec- 
tricity) 
Taste,  254 
Galvanism  (see  Current  Electricity) 
Galvanometer,  208 
absolute,  213 
astatic,  211,  215 
ballistic,  218,  418 
constant  of,  213 
damping  of,  219 
D'ArsonvaVs,  216 
dead  beat,  219 
differential,  217,  411 
Du  Bois  Reymond's,  257 
reflecting  (Lord  Kelvin's),  or 

mirror,  215 
sine,  214 
tangent,  212 

Von  HelmJioltz's,  212  (footnote) 
Galvanoplastic  (see  Electrotyping) 
Galvanoscope,  199 
Gas  Battery,  493 
Gases,  dissociated,  conduct,  822 
resistance  of,  171,  814,  822 
Gassiot,  J.  P.,  on  striae,  322,  827 
GavLgain,  ^ean  Mothie 

on  Pyroelectricity,  74 
Tangent     Galvanometer,  212 
(footnote) 
Gauss,  C.  F,,  invented  absolute  mea- 
surement, 352 
magnetic  force  of  the  earth, 

361 
magnetic  observations,  365 
on  magnetic  shell,  348 
Gay-Lussaxt,    on   atmospheric   elec- 
tricity, 334 
Geissler's  tubes,  320 
Generators  of  alternate  currents,  478 

continuous  currents,  463 
Gernez  on  electric  distillation,  251 
Gibson   and    Barclay   on    dielectric 

capacity  of  paraffin,  297 
Gilbert,  Dr.  William,  discovers  elec- 
trics, 2 
discovered  magnetic  reaction, 
91 
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Gilbert^  Dr.  WiUiam,  discovers  that 
the  earth  is  a  magnet,  95, 
150 
heat  destroys  magnetism,  109 
his  balanced  -  needle  electro- 
scope, 15 
his  terrella,  95 
observation  of  moisture,  10 
observations  on  magnets,  86 
on   de- electrifying  power  of 

flame,  314 
on  magnetic  figures,  119 
on  magnetic  substances,  92 
on  magnetic  permeability,  97 
on  methods  of  magnetization, 
105,  106 
Glass,  a  conductor  when  hot,  31 
Globular  lightning,  331 
Glow  Discharge,  319,  829  (footnote) 

lamps,  452 
Gold-leaf  Electroscope  (see  Electro- 
scope) 
Gordon,  J.  E.  H.,  on  magneto-optic 
rotatory  power,  526 
on  dielectric  capacity,  297,  298 
on  length  of  spark,  313 
Gramme,  Zenobe  Theophile,  his  ring- 
armature,  463 
Gravity  Battery,  187 
Gray,   Andrew,  Absolute   Measure- 
ments in  E.  and  M.,  136  (footnote), 
287  (footnote),  396  (footnote) 
Gray,  Stephen,  discovers  conduction, 
80 
on  lightning,  329 
Grid  of  accumulator,  492 
Grotthuss'  theory,  172,  491 
Grouping  of  arc  lamps,  450 
cells,  192,  407 
glow-lamps,  453 
Grove,  Sir  William  JR.,  his  Gas  Bat- 
tery, 498 
Grove's  Battery,  182 
magnetic  experiment,  124 
on  electric  property  of  flame, 
314 
Guard-ring,  Guard-plate,  273,  287 
Guericke,  Otto  von,  discovered  elec- 
tric repulsion,  4 
invents  electric  machine,  41 
observes  electric  sparks,  11 
Gunpowder  fired  by  electricity,  316, 

317,  432 
Guthrie,  Frederick,  efffect  of  heat  on 
discharge,  314 

heating  of  kathode  in  water, 
433 


» 
»» 


Gymnotus  (electric  eel),  76,  246 

Half  deflexion  method,  417 
HdU,  Edivard  H.,  his  effect,  397 
HanJcel,  Wilhelm  G.,  his  electroscope, 

291 
Hardening  of  steel,  108 
Harris,  Sir  W.  Stww,  his  unit  Leyden 
jar,  285 
attracted  -  disc    electrometer 

287 
on  length  of  spark,  313 
Hauksbee,  Francis,  on  thunderstorms, 

329 
Haiiy,  The  Abhi,  his  astatic  method, 

201 
Heat  and  resistance,  426,  489 
of  combination,  488 
efilect  of,  on  magnets,  109,  111 
batteries,  194 
GeissUr  tube,  820 
,,  resistance,  404 

emission,  386,  429 
Heat,  unequal  action  of,  on  +  and  - 

chaiges,  814,  327 
Heating  of  coils,  886,  429 
Heating  efiiects  of  currents,  182, 426, 
439 
due  to  magnetization,  124,  368 
effect  of  sparks,  317 

„     dielectric  stress,  299 
local,  at  electrodes,  491 
Heaviside,    Oliver,    reluctance,    876 
(footnote) 
on  energy  paths,  518 
on  quadruplex  telegraphy,  497 
Hdmholtz,  Hermann  L.  F.  von,  on 
efiiBct  of  current  on  sight, 
264 
Electrolytic  convexion,  491 
Equations  of  self-induction, 

460 
Galvanometer,  212  (footnote) 
Hemihedry  in  crystals,  76 
Henry,  Joseph,  invented  the  "  sound- 
er,^' 497 
on  induced  currents  of  higher 
orders,  455 
Henry,  the,  354,  454,  458 
Hertz,  Heinrich,  on  effbct  of  ultra- 
violet waves,  318,  531 
kathode  rays,  821 
researches  on  electric  waves, 
520 
HeydweUler,  on  length  of  spark,  813 
High  frequency,  476,  515,  520 
Hittorf,  on  discharge,  822 
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HoltZy  W.,  his  electric  jnacliino,  53 
on  electric  shadows,  821 
on  tubes    having    unilateral 
resistance,  327 
HopTdnson,  JohUy  on  dielectric  cap- 
acity of  glass,  297 
on   residual   charge   and   its 

return,  299 
on  magnetization,  864 
his  characteristic  curves,  406 
Horizontal  component  of  magnetism, 

136,  153,  361 
Horse  power  and  watts,  435 
Hot  glass,  a  conductor,  31 
HugheSj  David  Edward,  the  Printing 
Telegraph,  497 
the  Microphone,  512 
magnetic  balance,  140 
induction  balance,  514 
Humboldt  J  Alexander  von,  on  electric 
eels,  76 
discovers  galvanic  smell,  254 
produced  electric  contractions 
in  fishes,  255 
Hunter,  Dr.  John,  on  effect  of  current 

on  sight,  254 
Hydroelectric  machine,  48 
Hysteresis,  367,  368 

Idiostatic   method  of  using  volt- 
meter, 290 
Images,  electric,  275 
Impedance,  472 
(Impedance)  coils,  474 
Incandescent  lamps,  452 
Inclination  (or  Dip),  152 

variation  of,  155 
Index  Notation,  355 
Inductance,  458 
Induced  charges  of  electricity,  22 

currents,  222 
Induction  (electrostatic)  of  charges, 
(see  Influence) 
(magnetic)  lines  of,  96 
Imagnetic)  of  magnetism,  96 
{magneto-electric)  of  currents, 

222 
(volta-electric)  of  currents  by 
currents  (see  Self  indu(^ion. 
Mutual  indtLction) 
the,     meaning    the    internal 
magnetization,  363  (footnote) 
Induction-coil  or  Inductorium,  229 
luduction-convexion  machines,  49 
Inductive-capacity,  specific,  25,  56, 

295,  299 
Inertia,  electromagnetic,  458 


Influence,  22 
Influence-machine,  49-54 
Insulators,  10,  30,  405 
Intensity  of  current,  190  (footnote) 

of  earth's  magnetic  force,  153, 
358,  361 

of  magnetic  field,  338 

of  magnetization,  365 
Internal  resistance,  171,  406,  417 

of  armatures,  462 
International  ohm,  358 
"  Inverse"  and  "direct"  currents, 

223 
Inverse  Squares,  Law  of,   19,   120, 

148,  261,  270 
Inversion,  Thermo-electric,  423 
Ions,  239 

Ironclad  magnet,  S83 
Iron,  properties  of,  362 
Iron  rods  red-hot  in  water,  433 
Isoclinic  lines,  154 
Isogonic  lines,  154 
Isolated,  271 

Jablochkoff,  Pa  ul,  his  battery,  193 

electric  candle,  451 
Jacobi,  Moritz   Hermann^  on    local 
action,  174 
discovers  galvanoplastic  pro- 
cess, 495 
his  boat  propelled  by  electri- 
city, 443 
on  electromagnet,  380 
theory  of  electromotors,  443 
Jar,  Leyden,  59 

capacity   of,    58,    294, 

304 
cascade     arrangement 

of,  309 
discharge  of,   59,  310, 

515 
discovery  of,  60 
energy  of  charge    of, 

305 
seat  of  charge  of,  63 
spark  of,  318,  323 
,,        theory  of,  294 
Unit,  285 
Jenkin,  Fleeming,  on  cable  as  con- 
denser, 801 
on  retardation  in  cables,  323 
Joints  in  magnetic  circuit,  378 
Joule,  James  Prescott,  on  effects  of 
magnetization,  124 
evaluation  of  ohm,  358 
I^aw  of  heat  of  current,  427, 
439 
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Jovle,  James  Prescott,  limit  of  mag- 
netization, 363 
magnetic  circuit,  375 
Mechanical      equivalent      of 

heat,  439,  488 
on    atmospheric    electricity, 

333 
on   lifting-power   of  electro- 
magnet, 384 
Joule  effect,  420 
Joule,  the,  354,  489 

KAPPf  GiSBERTf  on  magnetic  circuit, 
377 

Kathode,  170,  236 

Kathodic  "  rays,"  821 

Ration,  239,  491 

Keeper,  103 

Kelvin,  Ix)rd  (Sir  William  Thomson) 
Attracted-disk  Electrometer, 

79,  287 
Comx)ass,  149 
Current  Balances,  896 
Divided-ring  Electrometer,  79 
Electric    convexion    of    heat 

(Thomson  effect);  424 
Evaluation  of  ohm,  358 


>> 
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Modified  Daniell's  cell,  187 
on    atmospheric    electricity, 

833 
on  electric  images,  275 
on    electrostatics,    287    (Joot- 

note) 
on  length  of  spark,  313 
on  nomenclature  of  magnetic 

poles,  89  (footnote) 
on  sounds  in  condensers,  299 
predicts  electric  oscillations, 

515 
proof  of  contact  electricity, 

79 
Quadrant  Electrometer,  288 
Replenisher  (or  Mouse  Mill), 

49,  287,  288 
Thermo-electric  diagram,  424 
Water-dropping  Collector,  334 
Kerr,  Dr.  John,   Electro-optic  dis- 
coveries, 300,  525 
Magneto  -  optic      discoveries, 
125,  366,  527 
Kerr's  effect,  527 

Kinnersley,    Elijah,  Electric    Ther- 
mometer, 317 
Kirchhof,  Gustav,  Laws  of  Branched 

Circuits,  409 
Kite,  the  electric,  329 


KohlraiLsch,  Friedrich,   on   residual 
charge,  299 
on    electro-chemical    equiva- 
lent, 240 
on  evaluation  of  ohm,  358 
Kundtf  August,  his  effect,  528 

Lao  and  lead,  472 

Lagging  of  magnetization,  868 

Lamellar  magnetization,  118 

Laminated  magnets,  104 

Lamination  of  cores,  457, 463, 477, 480 

Lamps,  arc,  449 

Lamps,  incandescent,  452 

Langley's,  S.  P.,  his  bolometer,  404 

Law,  cell,  180 

Laws  of  electrolysis,  490 

of  inverse    squares,  19,  129, 
148,  261,  270 

of    electro-magnetic   system, 
204,  379 
Lead,  used  in  accumulators,  492 

no  Thomson-effect  in,  424 
Lead  and  lag,  in  phase,  472 
Lead  of  brushes,  463 
Leakage,  magnetic,  377 

photoelectric,  531 

rate  of  electric,  326 
Le  Bailliff,  diamagnetism,  869 
Leclanche,  Georges,  his  cell,  184 
Lemonnier    discovers    atmospheric 

electricity,  833 
Lenard,  Philipp,  aluminium  "win- 
dow," 321 
Length  of  spark,  313 
Lenz's  Law,  456 
Lenz  on  electromagnet,  380 
Leyden  jar,  55 

prevention  of  piercing  spark, 
62 

oscillatory  discharge  of,  515 

resonance  between  two,  517 

seat  of  charge  in,  63 
Leydens  (see  Condensers) 
LicMenberg's  figures,  324 
Life  of  Lamps,  452 
Lifting-power  of  magnets,  113,  114 

of  electromagnets,  384 
Light  affects  resistance,  529 

affects  a  magnet,  524 

Electric,  488 

Electromagnetic  theory  of,  1, 
518 

polarised,  rotated  by  magnet, 
125,  526,  527,  528 

velocity  of,  359,  518 
Lightning,  11,  32Q,aa\ 
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Lightning  conductors,  35,  332 
duration  of,  323,  331 
best   methods   of  protection 
firom,  332 
Limit  of  heating  of  electromagnet, 
386 
magnetization,  363 
Lines-of-force,  electric,   13,   16,  20, 
22,  24,  268 
magnetic,  96,  119,  837 
Line-integral,  841  (footnote) 
Lippmann,    G.,    Capillary    Electro- 
meter, 253,  292 
Liquids  as  conductors,  234,  490,  518 

resistance  of,  403,  404 
Liquid  condensers,  492 
**  Local  Action  "  in  batteries,  178 
Locomotion,  electric,  446 
Lodestone,  84 

Lodge^  Oliver,  on  resonance,  517 
his  oscillator,  521 
his  detector  or  coherer,  521 
London,  city  of,   Central   Station, 

478 
"  Long  "  and  "  short "  coils  for  mag- 
nets, 386 
Long  and  short  coil   instruments, 

408 
Lorenz,  L.,  on  evaluation   of  ohm, 

358 
Loss  of  charge,  826,  531 
Louis  XV.  electrifies  700  monks,  254 
LuUin's  experiment,  315 
Luminous  effects  of  spark,  318 

Machine,  Electric,  42 

alternate-current,  478 

cylinder,  42 

dynamo-electric,  461 

Holtz's,  53 

hydro-electrical,  48 

influence,  49 

magneto-electric,  461 

plate,  43 

Toepler's  or  Voss,  51 

Wimshurst,  52 

WitUer's,  43 
Magne-crystallic  action,  373 
Magnet,  breaking  a,  116 
Magnets,  natural  and  artificial,  84, 

85 
Magnetic  actions    of  current,   195, 
338,  389 

attraction  and  repulsion,  88, 
121,  389 

cage,  97 

creeping,  868 


Magnetic  circuit,  376 

field,  115,  202,  389 

„     rotatory,  485,  486 
figures,  119,  120,  121,  202,  389 

,,       theory  of,  142 
flux,  337,  877 

flux  density,  363  (footnote) 
force,  91,  837  (a) 

„     measurement  of,  180 
hysteresis,  367,  368,  464 
induction,  96,  363  (footnote) 
iron-ore,  84 
lag,  alleged,  868 
lines-of-force,  96, 119, 120, 121, 

349,  862,  373,  877,  389,  464 
lines-of-force  of  current,  202, 

889 
maps,  154 
meridian,  151 
metals,  93,  862,  369 
model  (Ewing'sX  127 
moment,  185,  346,  861 
needle,  87,  149 

oxide  of  iron,  84, 183  [footnote) 
paradox,  a,  148 
permeability,    96,    868,    866, 

318 
pole,  unit,  141,  352 
potential,  337,  847,  848 
proof-plane,  232 
saturation,  112,  868 

„  BeetZy  on,  126 

screen  97 
shell,  118.  203,  337  (h\  348 

„     force  due  to,  845 

„     potential  due  to,  848 
storms,  158,  336 
substances,  92,  362,  869 
susceptibility,  865 
units,  352 
•writing,  122 
Magnetism,  84 

action  of,  on  light,  125, 126 
destruction  of,  109 
distribution  of,  117 
lamellar,  118 
laws  of,  89,  128,  887 
of  gases,  870,  874 
permanent,  98 

phenomenon  of  rotation,  626 
residual,  112,  864 
solenoidal,  118,  347 
temporary,  98,  112 
terrestrial,  95, 150 
theories  of,  99,  126,  526 
unit  of,  141,  352 
Magnetite,  84 
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Magnetization,  anomalous,  378 

coefficient    of  (see    Su&xpti- 
bility) 

cycles  of,  867,  868 

intensity  of,  865 

lamellar,  118 

mechanical  effects  of,  124 

methods  of,  100-107 

solenoidal,  118,  347 

sound  of,  124,  510 

time  needed  for,  388 
Magneto-electricity,  82,  222,  461 
Magneto-electric  machines,  461 
Magnetographs,  160 
Magnetometer,  137 

self-registering,  160 
Magnetomotive-force,  341,  875 
Magneto-optic  Rotations,  524 
Magnets,  see  also  electromagnet 

action  of  light  on,  524 

artificial,  85 

compound,  104 

forms  of,  103 

lamellar,  118 

laminated,  104,  477 

methods  of  making,  100-107 

natural,  84,  103 

power  of,  114 

unvarying,  110 
Mance,  Sir  Henry,  liis  method,  417 
Manganese  steel,  863 
Manganin,  404 
Maps,  magnetic,  154 
Mariner's  Compass,  149 
Marked  pole,  88 

Marum  heating  by  discharge,  317 
Mascart,  E.,  on   atmospheric    elec- 
tricity, 835 
Matteuccty    Carlo,    on    physiological 
effects,  76,  256 

on     electromotive  -  force     in 
muscle,  257 
Maynooth    Battery    (see     Callan's 

Battery) 
Maxwell,  James  Clerk,  Blectro-mag- 
netic  theory  of  light,  397, 
518 

Law  of  alternate  currents,  473 

Law  of  electromagnetic  sys- 
tem, 204,  349,  379 

measurement  of  "  v,"  859 

on  Electric  Images,  275 

on  protection  from  lightning, 
35,  332 

on  residual  charge  of  jar,  299 

rule  for  action  of  current  on 
magnet,  204,  849 


MaxweUy  Jam^es   Cleric,  Theorem   of 
equivalent  Magnetic  shell, 
203,  351 
Theory  of  Magnetism,  126 

Measurement  of  capacity,  418 
of  currents,  221,  395,  412 
of  E.M.P.,  416 
of  internal  resistance,  417 
of  magnetic  forces,  130 
of  mutual  induction,  454 
of  permeability,  366 
of  power,  437 
of  resistance,  411,  412 
of  self-induction,  458 

Mechanical  depolarization,  180 
effects  of  discharge,  47,  815 
,,     of  magnetization,  124 
,,     in  dielectric,  299,  525 

Medical  Applications  of  Electricity, 
258 

Medium,  action  in,  5,  13,  279 

elasticity  and  density  of,  360 
energy  paths  in,  519 
velocity  of  waves  in,  859,  518 

Mega-,  354 

Megohm,  854 

Meidinger's  Battery,  187 

Melloni,  Mwcedonio,  his  thermopile, 
425 

Mendenhall,  T.  C,    U.S.    Geodetic 
Survey,  155 

Meridian,  Magnetic,  151 

Metallo-chromy,  490 

Metals,  electro-chemical  power  of, 
489 
electro-deposition  of,  494 
refining  by  electricity,  494 
specific  resistance  of,  403 

Meter  Bridge,  415 

Meters,  442 

Metric  system,  the,  280 

Mho,  the,  402 

Mica,  dielectric  capacity  of,  296 

Micro-,  354 

Microfarad,  the,  283,  354 
condenser,  303 

Microphone,  the,  512 

Milli-,  354 

Milli-ampere,  854 

Mimosa,  the  electric  behaviour  of, 
256 

Minotto's  cell,  187 

Mirror  Galvanometer,  215 

Molecular  action  of  magnetism,  126 
actions  of  current,  249 
theory  of  Electric  action,  7 

Moment  of  Couple  ^  \a^ 
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Moment  of  circular  coil,  346 
of  inertia,  361 
magnetic,  135,  361 
Aforse,  Samuel  F.  B.,  his  Telegraph 

instrument,  499 
Morse  Alphabet,  the,  499 
Mordey's  alternator,  478 
Motion,  law  of,  in  magnetic  field, 

204,  379 
Motor-dynamos,  482 
Motors,  443 

alternate-cun*ent,  484 
Moulton,  John  Fletcher,  on.  sensitive 

state,  322 
Mouse-mill  (see  Beplenisher) 
MiUler,    Johannes,    on    strength    of 

electromagnets,  380 
Multicellular  voltmeter,  290 
Multiplier,  Schweigger's,  200 
Muscular  contractions,  255,  257 
Musschenbroekf  Peter  van,  discovery 
of  Leyden  jar,  60 
on  Magnetic  Figures,  121 
Mutual  induction,  454 
potential,  351 

NAPOLEoy  Iir  8  cell,  193 
Navigation,  electric,  443 
Needle,  magnetic,  87 
telegraph,  498 
Negative  electrification,  5,  327 
Network  mains,  440 
Neutralizing  brush,  50 
Newton,  Sir  Isaac,  observatipns  on 
action  and  reaction,  91 
his  lodestone,  114 
suggests     electric    origin    of 

lightning,  11,  329 
suggests     glass    for    electric 
machines,  41 
Niagara  Falls,  transmission  of  power 

from,  447 
NiatuM,  Alfred,  his  cell,  184 
Nickel,  93,  364 

Ndbili,  Leopoldo,   on  muscular  con- 
tractions, 76 
on  currents  of  animal    elec- 
tricity, 257 
discovers  Nohili's  rings,  490 
Non-conductors,  10,  405 
Non-electrics,  3 
North  and  south,  89,  150 

magnetic  pole,  the,  89, 150 
Null  methods,  210,  289,  411  (c),  413, 
416  (6),  417  (e),  418  (d) 

Oblique  currents,  laws  of,  390 


Oersted,    Hans    Christian,  discovers 
magnetic  action  of  current,  195, 
196,  202 
Ohm,  Dr.  Georg  Simxm,  190 
"  Ohm's  lAW,"  191,  399 
Ohm,  the,  354,  and  Appendix  B 

evaluation  of,  858 
Oil,  dielectric  strength  of,  315 
One-fluid  theory  of  electricity,  7 
Opposition  method,  417 
Optical  strain,  electrostatic,  525 

rotation,  electromagnetic,  626, 
527,  528 
Oscillations,  electric,  332,  515 
method  of,  210 
method  of  (for  electrostatics), 

133  (footnote) 
method  of  (for  magnetic  mea- 
surement), 133,  134,  361 
Oscillator,  520,  622 
Oscillograph,  216a 
Osmose,  electric,  250 
Other  sources  of  electrification  than 

friction,  12,  66 
Output  of  dynamo,  464 
Over-compounding,  467 
Overhead  line  for  tramcars,  446 
Oxygen  magnetic,  370 
Ozone,  237,  316,  329  (Jootnote) 

Pacinotti's  ai-mature,  463 

Page,  Cliarles  G.,  discovers  magnetic 

sounds,  124 
Parallel,  capacities  in,  807 

cells  in,  168,  406 

circuits,  laws  of,  890 

lamps  in,  453 

resistances  in,  409 

running  of  alternators,  479 
Paramagnetic  bodies,  369 
"  Passive  "  state  of  iron,  183 
Pathological  dose  of  current,  258 
Peace,  on  length  of  spark,  318 
Piclet,  electrification  by  rubbing,  73 
Peltier,  Athanase,  his  electrometer, 
286,  334 

heating    effect   at  junctions, 
420 

theory  of  thunderstorms,  330 
Peltier  effect,  420 

Penetrative  power  of  discharge,  315 
Periodic  current,  470 
Periodicity  (see  Freqriency) 

of  aurora  and  magnetic  storms. 
158,  359,  336 
Permeability,  96,  363,  518 

measurement  of,  866 


INDEX 


621 


The  Numbers  refer  to  the  Numbered  ParcLgraphs. 


Perry,  John,  his  meter,  442 
Persistence  (see  Time-constant) 
Phase,  470,  472 

Phosphorescence    caused    by    dis- 
charge, 320,  321 
Photo-chemical  excitation,  530 
Photographic  plate  affected  by  dis- 
charge, 324 
Photophone,  629 
Photo-voltaic  property  of  selenium, 

529 
Physiological  actions,  254,  325 
Piercing  glass,  prevention  of,  62 
Piezo-electricity,  75 
Plane,  the  proof-,  82 

„  for  magnetism,  232 

Plante,  Gaston,  secondary  cells,  492 

globular  lightning,  331 
Plants,  electricity  of,  77,  256 
Plate  condenser,  56,  295,  304 

electrical  machine,  43 
Platinoid,  404 
Pliicker,  Julius,  on    diamagnetism, 

etc.,  370,  373 
Poggendorff,  J.  C,  his  cell,  180 

method  of  measuring  E.M.F., 
416 
Points,  density  of  charge  on,  38, 274 

discharge  at,  42,  45,  46,  47,  274, 
329 
Poisson,  magne-crystallic  action,  373 
Polarity,  diamagnetic,  369 

magnetic,  90,  116,  126 
Polarization  (electrolytic)  in  battery 
cells,  175,  487 

of  Voltameter,  487,  492 

remedies  for,  180 

rotation  of  plane  of,  526  et  seq. 
Polarized  mechanism,  387 

relay,  501 
Poles  of  magnets,  86, 134 

of  pyroelectric  crystals,  74 

of  voltaic  battery,  168 
Polyphase  currents,  485 
Porous  cell,  180 
Porret's  phenomenon,  250 
Portable  electrometer,  287 
Portative  force,  114 
Post-Offlce  Bridge,  415 

relay,  501 
Positive  and  negative  electrification, 

5,327 
Potential,  electric,  40,  263 

„        zero,  40,  264 

of  conducting  sphere,  269 

galvanometers,  220 

magnetic,  387,  847,  848 


Potential,  magnetic,  due  to  current, 
351 
mutual,  of  two  circuits,  852, 
357 
Potential -divider  nul  method,  418 
Potentiometer,  416 
Pouillet,  Claude  S.  M.,  sine  galvano- 
meter,  214 
tangent  galvanometer,  212 
Powdered    metals,   conduction    of, 
400 
sensitiveness  to  si)arks,  521 
Powders,  Blectroscopic,  31,  47,  299, 

324 
Power,  435 

transmission  of,  447 
Power-houses,  440 

Poynting,  John   Henry,  on  energy- 
paths,  519 
Practical  \mits,  354 
Preece,  William  Henry,  telegraphy, 

497 
Pressure  produces  electrification,  75 
effect  on  electrolysis,  490 
(voltage),  169 
Priestley,  Joseph,  on  electric  expan- 
sion, 300 
on  influence,  26  (footnote) 
Prime  conductor,  42 
Printing  telegraphs,  497 
Proof-plane,  32 

magnetic,  232 
Protoplasm,  electric  property  of,  256 
Pyroelectricity,  74 
Pyrometer,  404 

Quadrant  electrometer  (Lord  Kel- 
vin's), 288 
electroscope  (Henley's),  17 
Quadruplex  telegraphy,  503 
*' Quantity"  arrangement  of  cells, 
etc.,  192,  407 
of  electricity,  unit  of,  21,  262, 
354 
Quartz  fibre,  299 

Quartz,  no   residual   charge    from, 
299 
as  insulator,  80,  299 
Quetelet,  E.,  on    atmospheric   elec- 
tricity, 333,  335 
Quincke,  Georg,  on  diaphragm  cur- 
rents, 252 
on  electric  exi)ansion,  300 
on  electro -optic  phenomena, 
525 
Quinine,  use  of-^fot  TKa.v^\sN%  ^^^^^ 
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Radiant  state  of  matter,  321 

Radio-microineter,  425 

llate  of  change  of  current,  454,  472 

{footnote) 
Ratio   of  electrostatic   to   electro- 
magnet units,  288,  359 
Ray,  electric  (torpedo),  76 
Rays,  kathodic,  321 

current  balance,  396 
Rayleighf    Lord,    determination    of 

ohm,  358 
Reactance,  473 
Reciprocal  accumulation,  40 
Recording  instruments,  160,  334 
Redistribution  of  charge,  39 
Reduction  of  metals,  494 
Reflecting  galvanometer,  215 
Reflexion  of  electric  waves,  520 
Refractive  index,  518 
Registering      magnetographs     and 

electrometers,  160,  334 
Reis,    Philipp,    invention    of    tele- 
phone, 510 
Relays,  501 
Reluctance,  375 
Reluctivity,  875  (footnote) 
Remanence,  367 
Replenisher,  49,  287,  288 
Repulsion  and  attraction  of  electri- 
fied bodies,  2,  4,  22,  24,   74, 
262 
and   attraction,    experiments 

on,  47 
and   attraction   of  currents, 

338,  389,  394 
and  attraction  of  magnets,  84, 
88 
Repulsion  electrometers,  286 
Residual  charge  of  Ley  den  jar,  61, 
299 

„        of  cable,  301 
„        of  Voltameter,  492 
magnetism,  112,  127,  367 
Resinous  electricity,  5 
Resistance  and  heat,  426 
Resistance,  30,  171,  400,  426 

aflfected  by  temperature,  404 
light,  529 
magnetism,  397 
,,  sound,  512 

as  a  velocity,  357 
bridge  or  balance,  413 
coils,  414 

internal,  of  cell,  192,  407,  417 
,,  measurement 

of,  417 
laws  of,  400 


it 


>> 
>» 


>t 


Resistance,  magnetic,  875 

measurement  of,  411  et  seq. 
of  gases,  171,  822 
of  glow  lamps,  452 
of  human  body,  265 
of  liquids,  171,  408 
of  vacuum,  821 
specific,  403 

to  alternate  currents,  476 
units  of,  852  et  aeq. 
Resistivity,  402 
Resonance,  517 
Resonator,  520 

Resultant  magnetic  force,  115 
Retardation   of    currents    through 

cables,  801,  328,  505 
Retentivity  (magnetic),  98,  867 
Return  shock  or  stroke,  29,  881 
Reversal  of  influence  machines,  53 
Reversibility  of  processes  in  circuit 

248,  436 
Re versing-s witch,  280,  498 
Reymondy    Du    Bois,    his    galvano- 
meter, 257 
on  animal  electricity,  257 
unpolarizable  electrodes,  257 
Rheostats,  400 
Rheometer,  \ 

Rheoscope,  >  see  footnote  to  20S 
Rheotrope,  j 

Riess,  Peter,  on  electric  distribution, 
38 
on  length  of  spark,  818 
electric  tliermometer,  817 
Ritchie,  magnetic  circuit,  875 

his  motor,  448 
Ritter,    Johann  WUhdm,  on  action 
of  current  on  sight,  254 
his  secondary  pile,  492 
on  subjective  galvanic  sounds,  254 
on  the  sensitive  plant,  256 
Roentgen,  Wilhelm  Conradf  his  rays, 

327a 
Rolling  friction,  12,  78 
Romagnosi,  Dr.,  discovers  magnetic 

action  of  current,  195 
Romas,  De,  his  electric  kite,  829 
Ronalds,   Sir   FranHs,    invented   a 

telegraph,  497 
Rotation  of  plane  of  polarization,  526 
Rotations,  electromagnetic,  893 

Arago's,  457 
Rotatory  magnetic  field,  485 
Roughness  of  surface  as  depolarizer, 

180 
Rawlaiid,    Henry    A,^    on    electric 
couvc-xiou,  ^^n 
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Rowland,  Henry  A.,  on  magnetic  cir- 
cuit, 375 
Riicker,  Arthur  William^  on  ration- 
alization of  dimensions,  360 
Riicker  and  Thorpe,  magnetic  survey, 

154 
Ruhmkorffi  electromagnet,  309 
induction  coil,  229 
coil,  mutual  induction  of,  454 

St.  Elmo's  Fire,  329  (footnote) 
Safety-fuses,  429 
Salts,  electrolysis  of,  238,  490 
Sanderson,  J.  Burdon,    on  electric 
sensitiveness       of       carnivorous 
plants,  256 
Saturation,  magnetic,  112,  863  et  seq. 
Savery,  85 

Sawdust  battery,  187 
ScJiallenberger's  met«r,  442 
Schuckert,  ammeter,  221 
SchvMer,  Arthur,  on  electrolysis  of 

gases,  322 
Schv)eigger's  multiplier,  200 
Screening,  magnetic,  96 

inductive,  514 

of  eddy-currents,  457,  514 
Secohm,  458 
Secondary  actions   in    electrolysis, 

490 
Secondary  batteries,  492 
Secular  variations  of  magnetic  ele- 
ments, 155 
Seebeck,  Thomas  Johann,  effect,  419 
Selenium,  photo-electric  properties 
of,  529 

resistance  of,  403  (table),  529 
Self-exciting  influence  machine,  50 

dynamo,  462 
Self-induction,  458,  472 

in  electric  discharge,  515 
Self-recording  instruments,  160,  334 
Semaphore,  Henley's,  17 
Sensitive  plant,  behaviour  of,  256 
Series,  arc  lamps  in,  450 

capacities  in,  308 

cells  in,  168,  406 

dynamos,  465 

resistances  in,  406 
Serrin,  Victor,  his  lamp,  449 
Shadows,  electric,  47 

in  partial  vacuum,  321 
Sheet  conductor,  flow  of  electricity 

in,  410 
Shell,  magnetic,  118,  203,  350 

potential  due  to,  348 
Shielding,  magnetic,  97 


Shock,  electric,  254,  325 
Shunt,  215,  409 

coil  in  arc  lamps,  449 

dynamo,  465 
Shuttle  annature,  461 
Siemens,   Alexander,   on    length    of 

spark,  313 
Siemens,  Werner,  on  dynamos,  461 

mercury  unit,  358 

electrodynamometer,  396 

shuttle-wound  armature,  461 

heating  in  Leyden  jar,  299 
Sight  affected  by  current,  254 
Silurus,  the,  76 
Sine  galvanometer,  214 
Sine  law,  476 
Single-fluid  cells,  180 
Single-needle  instrument,  498 
Single  touch,  100 
Siphon  recorder,  606 
Skew-symmetry  of  crystals,  75 
Skin  efl'ect,  476 
Skin,  E.M.F.  in  the,  257 
Smee,  Alfred,  his  Battery,  180 
Smith,    Frederick    John,    effect    on 

photographic  plate,  324 
Smith,  WilUmghby,  on  selenium,  529 
Soap-bubble,  electrified,  4 
Sodium  by  electrolysis,  490 
Solenoid  arc  lamps,  449 
Solenoid,  385 

magnetizing  force  of,  341 
Solid  angles,  148  (Appendix  A) 
Solidification,  69 
Sound  of  magnetization,  124,  610 
Sounder,  the,  497 
Sources  of  electricity,  12,  65 
Spark,  11,  46,  47,  810 

duration  of,  323 

length  of,  48,  313,  329 
Si)arking  at  commutator,  463 
Specific  resistance,  403 

inductive    cajMicity,    25,    56, 

295,  299 
Speed  of  motor,  444 

of  signalling,  301,  802,  823 
Sphere,  distribution  of  charge  over, 
38,  273  et  seq. 

potential  of,  269,  271 

capacity  of,  271 
Spiral  shortens  itself,  390 
Spottiswoode,  William,  on  striae,  322 
Square  root  of  mean  square,  471 
Standard  cells,  188 

effect  of  temperature  on,  194 
Standards,  354 
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Steel,  properties  of,  362 
facing,  495 

Stewart^    BaifouTy    on    atmospheric 
electricity,  335 
on  magnetic  storms,  158 

Storms,  magnetic,  159 

Straight  conductor  force  near,  207, 
343 

Strain,  dielectric,  64,  299,  525 

Strength  of  current,  171,  190,  354 
of  current  in  magnetic  mea- 
sure, 206,  207,  853  et  seq. 
of  dielectric,  299,  311 
of  magnet  pole,  112,  352       « 
of  magnetic  shell,  348 

Stress,  electric,  13, 16,  20,  22,  24,  63, 
279,  299,  311,  625 
electric,  optical  effect  of,  525 
magnetic,  119,  340,  389 

Striaa  in  vacuum  tubes,  320,  322 

Sturgeon^  William,  liis  commutator, 
461 
electro-magnets,  381 
on  magnetic  circuit,  375 
induction  coil,  229 

Submarine  telegraphs,  504 

Sucking-magnet,  385 

Sulphur  as  depolarizer,  185 

Sulphuretted  hydrogen,  iron  nega- 
tive to  copper  in,  80 

Sulzer's  experiment,  254 

Supply  meters,  442 

Surface  contact,  12 

density  of  charge,  88,  273 

limit  of,  273 

of  magnetism,  134,  337 

Surgical  applications,  258 

Susceptibility,  865 

Suspended-coil  galvanometers,  216 

Swammerdam's  frog  experiment,  255 

Swan's  incandescent  lamp,  452 

Symmer,  on  two  kinds  of  electri- 
fication, 5 

Synchronizing,  479 

Tait,  Peter  Guthrie,  electrifica- 
tion by  evaporation  of  sul- 
phate of  copper  solution,  71 
heating  of  iron  electrode,  433 
thermo-electric  diagram,  424 
Tangent  galvanometer,  212 

of  angle  of  lag,  473 
Tapper,  498 

Taste  affected  by  current,  254 
Telegraph,  electric,  497 
Bain's  chemical,  246 
Morse's  instrument,  499 


Telegraph,  needle  instrument,  498 
Telegraphy,  diplex,  503 
duplex,  503 
quadruplex,  503 
submarine,  504 
Telephone,  Philipp  Reis's,  510 
currents  of,  255 
Dolbear's,  299,  511 
Edison's  (carbon),  51 1 
Graham   Bell's   (articulating), 

510 
FaWey's  (condenser),  299,  511 
Exchanges,  518 
Temperature  affects  resistance,  194, 
404 
affected  by  resistance,  426 
effect  on  length  of  spark,  313, 

314 
of  the  arc,  448 
Tempering  of  steel,  108 
Tension,  electric,  13,  16,  20,  22,  24, 
63,  273  {footnote),  279,  299,  311,  525 
Terquem,    A.,    parrot -cage    experi- 
ment, 34 
Terrestrial  Magnetism,  95,  150,  361, 

365 
Test  for  weak  currents  (chemical), 
246,  816 
for  weak  currents  (physiologi- 
cal), 255 
Testing  for  faults,  502 
Tetanization    produced    by    inter- 
rupted currents,  256 
Theories  of  Electricity,  7,  827,  and 

preface,  ix 
Theories  of  Magnetism,  99,  126 

,,       Amph'e's,  398 
„       Emng's,  127 
,,       Maxwell's,  126 
„       Weber's,  126, 127 
Theory  of   Electrolysis,  Grotthuss's 

and  Ckmsius's,  491 
Theory  of  Earth's  magnetism,  161 

of  Light,  518 
Thermo-electric  currents,  \^q    . . . 
Thermo-electricity,  j- ' «,  ^ly 

Thermo-electric  Diagram,  424 
Thermo-electromotive  Series,  424 
Thermopile,  425 

Thompson,  Silvantis  Phillips,  on  mag- 
netic figures  due  to  currents, 
202,  389 
on     positive    and     negative 

states,  827 
on  opacity  of  tourmaline,  518 
Thomson,    Joseph    J.,    on    Contact 
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Thomson^  Joseph  J.,  on  conductivity 

of  gases,  822 
TlurnisoUf  Sir  William  (see  KelviUy 
Lord) 
effect,  424 
Thomson,  ElihUj  his  meter,  442 

on  alternate-current  magnets, 

477 
on  welding,  433 
Thomson- Houston  dynamos,  468,  478 
Thoi-pe  and  Riicker,  magnetic  survey, 

164 
Three-wire  system,  453 
Thunder,  11,  331 
Thunderstorms,  329 
Theory  of,  330 
Time-constant,  460 
Tinfoil  Condensers,  55,  302 
Tivoli,  transmission  of  power  from, 

447 
Toepkr,  A.,  his  Influence  Machine, 

51 
Tongs,  Discharging,  59 
Torpedo  (electric  fish),  76,  246 
Torpedoes,    fuzes    for    firing,    316, 

432 
Torque,  136 
Torque  of  motor,  444 
Torsion  affected  by  magnetization, 

124 
Torsion  Balance,  or      )    CotUomVs, 
Torsion  Electrometer,  |      18, 132 
Torsion  method,  209,  210 
Tourmaline,  74,  324,  518 
Transformers,  228,  480 

for  vacuum  tubes,  820 
Transmission  of  power,  447,  479 
Tri-phase,  485 

Trolley  wheel  for  tramcars,  446 
Trowbridge,oii  magnetization  at  - 100" 

C,  111 
Tube  of  force,  337  (g) 
Tuning-fork  method,  418 
Two-fluid  cells,  181  s 

theory,  7 
Two  kiuds  of  Electrification,  5,  6 
,,  Magnetic  poles,  89 

Tyndcdl,  John,  diamagnetic  polarity, 
372 
magne-crystallic  action,  373 

Ultra-oaseous  matter,  321 
Ultra-violet  waves,  818 

discharge  by,  581 

effect  on  metal,  531 
Unit,  Board  of  Trade,  440,  488 
Unit  jar,  285 


Units  and  standards.  Board  of  Trade 
(see  Appendix  B) 
electromagnetic,  352  et  seq. 
electrostatic,  283  et  seq. 
fundamental  and  derived,  281, 

282 
ratio     of     electrostatic     to 
electromagnetic,   262  (foot- 
note), 283,  359 
Unipolar  Machines,  4G9 
Universal  Discharger,  62 
Unvarying  magnets,  110 
Upward,  his  cell,  193 
Ure,  Dr.,  on  animal  electricity,  255 

"v,"359.  518 

Vacuum,     induction     takes     place 
through,  64,  96,  97 
partial,  spark  in,  11,  320 
spark  will  not  pass  through, 

313,  321 
tubes,  320,  321 
"Variation,"  the  (see  Declination) 
Variation  of  Declination  and  Dip, 
annual,  157 
diurnal,  156 
geographical,  151,  154 
secular,  155 

of  electrification  of  the  atmo- 
sphere, 335 
Varley,  Cromwell  Fleetwood,  his  gal- 
vanometer, 316 
on   capacity  of  polarization, 

492 
telegraph,  497 
Varley,  Samnel  Alfred,  his  telephone, 
299,  510 
early  dynamo,  462 
Vegetables,  Electricity  of,  77 

carnivorous,  sensitiveness  of, 
256 
Velocity  of  discharge,  823 
of  light,  359,  518 
of  electric  waves,  518 
of  rubbing,  electrification  de- 
pends on,  73 
resistance  as  a,  357 
Verdet's  constant,  526 
Vibration  produces  Electrification, 

67 
Vibrator  for  measuring  capacity,  418 
Villari,  Emilio,   effect   of  tension, 

364 
Violet  waves  (see  VUra-violet) 
Virtual  volts  and  amperes,  471 
Vitreous  electricity,  5 
Volt,  169,  Zh^k. 
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Volta,  Alessandro,  his  Electrophorus, 
26 

Condensing  Electroscope,  79 

Contact  Series,  80 

Crown  of  Cups,  165 

on  Atmospheric    Electricity, 
334 

on  Contact  Electricity,  7P,  163 

on  Electric  Expansion,  300 

on  Electriticatiou  dne  to  com- 
bustion, 70 

Subjective  Sounds  due  to  Cur- 
rent, 254 

Volta's  Law,  80,  163,  170 

Voltaic  Pile,  164 
Voltaic  Electricity  (soe  Current  Elec- 
tricity) 

arc,  448 

battery,  168,  178 ;  pile,  164 

cell,  simple,  166 
Voltameter,  242,  243,  244,  487 
Voltmeter,  220 

Cardew's,  430 

electrostatic,  200 
Voss  machine,  51 

Walker,  C carles  V.,  used  sulphur 
in  cell,  185 

Warburg,  E.,  on  hysteresis,  308 

Water,  Electrolysis  of,  235,  487 

Water-dropping,  discharge  by,  834 

Watt,  the,  354,  435 

Wattmeter,  438 

Watts,  true  and  apparent,  475 

Waves,  electric,  515 

Weber,  the,  354 

Weber,   Wilhelm,  the  Electro-dyna- 
mometer, 894 
on  diamagnetic  polarity,  872 
evaluation  of  ohm,  358 
„         of  "V,"  359 
theory  of  magnetism,  126,  127 


Welding,  433 

Weston,  Edward^  voltmeter,  220 
standard  cell,  188 
temperature      coefficient     of 
alloys,  404 
Wheaistone,  Sir  Charles,  on  the  brush 
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